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Cooking equipment



Suitable for: Suitable for:

<T2

Castors, rollers and accessories
T2>

<|

3 3 4 6 0 8 4
|>

C A S TO R S W IV EL  PL A TE  W IT H BR A K E
<|

3 3 4 6 0 3 8
|>

BU M P ER B LU E C A P
with ZINC PLATED supports - polyamide nucleus

 TPE ring  
 dimension ø 125x32 mm - load capacity 100 kg  
 fixing plate 77x67 mm  
 distance between holes 61-51 mm  

    

ABNER  M116048  

<|
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|>

C R O SS  HEA D  S C R EW  M 5 x3 5  m m
<|

3 2 4 2 7 4 5
|>

EX PA N D A BL E P L AS TIC  P LU G
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|>

U P PER  G R EY BU M PER
<|

3 3 4 6 0 4 3
|>

U P PER  G R EY BU M PER
side 130 mm - width 30 mm side 120 mm - thickness 31 mm

  rounded corner
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C A S TO R S W IV EL  W IT H P L A TE
<|

3 2 4 2 7 4 6
|>

C R O SS  HEA D  S C R EW  M 5 x3 5  m m
with ZINC PLATED supports - polypropylene nucleus

 TPE ring  
 dimension ø 125x32 mm - load capacity 100 kg  
 fixing plate 77x67 mm  
 distance between holes 61-51 mm  

    

ABNER  M116047  

<|
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EX PA N D A BL E P L AS TIC  P LU G
<|
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U P PER  G R EY BU M PER
side 130 mm - width 30 mm
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Suitable for: Suitable for:
<|

3 3 4 6 0 4 3
|>

U P PER  G R EY BU M PER
<| |>

side 120 mm - thickness 31 mm
 rounded corner  
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Electrical cables
T2>

<|

3 0 5 0 0 7 5
|>

S PIR AL  C A BL E W ITH  P LU G  5 00  m m
<| |>

3 wires 1.5 mm²
 overall length 2000 mm  
 with SCHUKO plug  

    

ABNER  M112150  
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Switches
T2>

<|
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BIPO L A R S W IT C H  GR EEN  1 6 A  2 5 0 V
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 2 2 x3 0  m m
16(4)A 250V - max. temperature 120°C

 with indicator light and push-button cap  
 mounting hole 22x30 mm - silk screen print O - I  

    

ABNER  M110607  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  2 2 x30  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  2 2 x3 0  m m

    

<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  2 2 x3 0  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm
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The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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