
Spare parts for the professional sector:

Suitable for:
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<T1

BLUMAUER
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Cooking equipment



Suitable for: Suitable for:

<T2

Burners, flame spreaders and accessories
T2>

<|

3 0 2 5 8 3 1
|>

FL A M E  S P R EA D ER  ø  1 0 0  m m
<| |>

    

BLUMAUER  183723  

<T2

Drain taps and accessories
T2>

<|

3 3 5 6 1 7 3
|>

D R A IN  TA P  ø 1 "1 /2 F
<|

3 1 7 9 0 1 0
|>

FITT IN G S SE AL ING  TA P E L OC TITE 5 5  - 5 0 m
complete with food grease tube length 50 mt

 GASKET SEAL  suitable to hot and cold drinking water, gas
 fixed connection ø 1"1/2F  replaces pastes, hemp and sealing tapes
 made of STAINLESS steel  it allows the repositioning of couplings
 IN COMPLIANCE WITH EUROPEAN REGULATION 1935/2004  in compliance with the lastest regulations
 FOODSAFE  Drinking water (Italian certification by C.S.A.,
  according to standard KTW and WRC approved)
  gas - water IMQ-UNICIG.
  compliant with UNI EN 51-2 class Arp
  approved by DVGW and DIN 30660

    

BLUMAUER  185000  

<|

1 1 8 0 0 0 1
|>

G R EA SE K LU BER S YN TH  UH 1  1 4 -1 5 1 4 5  g
<|

5 0 7 8 3 6 4
|>

T AP  R EP A IR  KIT ø  1 "1 /2F
food safe grease for lubrication for drain tap

 of all friction points  
 ideal for water and steam taps  
 operating temperature -45°/+120°  
 beige color - NSF H1 certified  
 hot and cold water resistant  
 high anti-corrosion power  
 can replace vaseline  

    

<T1

BLUMAUER
T1>



Suitable for: Suitable for:
<|

3 1 8 0 0 6 1
|>

T AP E F. C O U P LING  S EA LING  L OC TITE 5 5 -1 5 0m
<| |>

length 150 metri
 suitable for hot / cold drinking water. gas  
 replaces pastes, hemp and sealing tapes  
 it allows the correct replacement of fittings  
 compliant with the latest regulatory requirements  
 Drinking water (C.S.A. italian certified.  
 in line with KTW standard and WRC approved )  
 IMQ-UNICIG gas-water,  
 compliant with UNI EN 51-2 class Arp  
 DVGW and DIN 30660 approved  

    

<T2

Electric hot plates
T2>

<|

3 3 1 1 0 9 7
|>

EL EC T RIC  H OT  PL A T E ø 1 8 0  m m  2 0 0 0 W  4 0 0 V
<|

3 3 1 1 1 0 1
|>

EL EC T RIC  H OT  PL A T E ø 2 2 0  m m  2 6 0 0 W  4 0 0 V
terminal block electric connections terminal block electric connections

 with STAINLESS steel edge  with STAINLESS steel edge
 for electric cooking top  for electric cooking top

    

BLUMAUER  180110  BLUMAUER  180120

<|

3 3 1 1 1 7 5
|>

EL EC T RIC  H OT  PL A T E ø 4 0 0  m m  5 0 0 0 W  4 0 0 V
<|

3 3 1 1 1 7 4
|>

EL EC T RIC  H OT  PL A T E 30 0 0 W  4 0 0 V
2 screw electric connections dimensions 300x300 mm

 with STAINLESS steel edge  terminal block electric connections
 for electric cooking top  for electric cooking top

    

BLUMAUER  180411  BLUMAUER  180131

<T2

Heating elements
T2>

<|

3 3 5 5 7 4 3
|>

H EA TING  EL EM EN T 2 0 0 0 W  4 0 0 V
<|

3 3 5 5 6 9 6
|>

H EA TING  EL EM EN T 5 0 0 0 W  4 0 0 V
length 640 mm - width 510 mm length 460 mm - width 290 mm

 flange 70x22 mm  height 95 mm
 for Oven under cooktop electric (BLUMAUER)  for Bratt pan electric (BLUMAUER)

    

BLUMAUER  130352 BLUMAUER  180352  BLUMAUER  180373

<T1

BLUMAUER
T1>



Suitable for: Suitable for:

<T2

Ignitors
T2>

<|

3 0 0 1 0 0 9
|>

P IEZ O IGN ITER  JU N KER S
<| |>

with faston 6.35x0.8 mm

    

BLUMAUER  183306  

<T2

Pilot burners and accessories
T2>

<|

3 0 2 0 1 5 8
|>

P IL OT  BU R NER  N A TU R A L G A S C B 5 0 5 .0 04
<|

3 0 2 0 0 5 1
|>

FITT IN G  F OR  P IL OT  ø 4  m m
with NATURAL GAS nozzle and pilot olive thread M10x1 - h 12.5 mm

 with pilot pipe connection  for pilot burner JUNKERS/ORKLI
 with sparking plug and gasket  
 with sparking plug fitting  
 with thermocouple fitting  

    

BLUMAUER  183305  

<|

3 3 4 9 5 8 7
|>

FITT IN G  F OR  SP A R KIN G P L UG  FIXIN G ø  9  m m
<|

3 0 2 0 2 0 0
|>

FITT IN G  F OR  TH ER M OC OU P LE ø  6 .5  m m
thread M12x1 mm - h 11 mm thread M10x1

 for pilot burner series CB 502-CB 505  

    

<|

3 0 2 0 0 6 2
|>

IG N IT IO N  PL U G  R O U ND  ø  9 x3 9  m m
<|

3 0 2 0 0 5 0
|>

O LIVE FO R  PIP E ø 4  m m
M faston M4x1 mm ø ext. 8.5 mm - h 10 mm

 overall length 57 mm  for pilot burner series CB 502-CB 503
 for pilot burner series CB 505...  

    

BLUMAUER  

<|

3 0 2 0 1 1 1
|>

O LIVE FO R  PIP E ø 4  m m
<|

5 0 2 6 0 1 2
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 8 mm - h 9.5 mm ø ext. 8.5 mm - h 7 mm

  for pilot burner series CB 502-CB 503

    

<T1

BLUMAUER
T1>



Suitable for: Suitable for:
<|

3 3 4 8 1 8 4
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 0 2 0 1 2 0
|>

P IL OT  JET  LP G  C O PR EC I 3 0 m BA R
ø ext. 8.5 mm - h 6 mm for pilot burner series CB 5050..

 for pilot burner series CB 505  

    

<|

5 0 1 5 5 1 4
|>

P IL OT  JET  LP G  C O PR EC I 5 0 m BA R
<|

3 0 2 0 1 2 1
|>

P IL OT  JET  NA T U RA L  G A S C O P REC I 2 5 m BA R
for pilot burner series CB 5050 for pilot burner series CB 5050..

    

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 4 4 0 0 4 8
|>

T HER M O C OU P LE  SP R IN G
thread M10x1 mm - h 11 mm for pilot burner series CB 502-CB 505

    

<T2

Selector switches
T2>

<|

3 0 5 7 0 8 7
|>

S ELEC TO R S W IT C H  0 -3  P O SITION S
<|

2 1 0 1 2 0 4
|>

S ELEC TO R S W IT C H  0 -6  P O SITION S
contact capacity 16A 250V - max 150° contact capacity 16A 250V - max 150°C

 D-shaped pin ø 6x4.6 mm  D-shaped pin ø 6x4.6 mm

    

BLUMAUER  180510  BLUMAUER  180511

<T1

BLUMAUER
T1>



Suitable for: Suitable for:

<|

3 0 5 7 0 2 4
|>

S ELEC TO R S W IT C H  0 -6  P O SITION S
<| |>

contact capacity 16A 250V - max 150°C
 D-shaped pin ø 6x4.6 mm  

    

BLUMAUER  180511  

<T2

Sparking and detection plugs
T2>

<|

3 0 2 0 0 6 2
|>

IG N IT IO N  PL U G  R O U ND  ø  9 x3 9  m m
<| |>

M faston M4x1 mm
 overall length 57 mm  
 for pilot burner series CB 505...  

    

BLUMAUER  

<T2

Thermocouples and accessories
T2>

<|

3 4 4 0 0 2 3
|>

T HER M O C OU P LE  JU NK ER S M 8 x1  1 2 0  cm
<|

3 4 4 0 0 2 2
|>

T HER M O C OU P LE  JU NK ER S M 8 x1  7 5  cm

    

BLUMAUER  183102  BLUMAUER  183114

<|

3 4 4 0 0 2 0
|>

T HER M O C OU P LE  JU NK ER S M 8 X 1  4 5  cm
<| |>

    

BLUMAUER  183113  

<|

3 4 4 0 0 3 1
|>

T HER M O C OU P LE  SIT  M 8 x1  1 2 0  cm
<|

3 4 4 0 8 3 1
|>

T HER M O C OU P LE  SIT  M 8 x1  1 2 0  cm  - 1 0  P C S

    

BLUMAUER  183102  

<T1

BLUMAUER
T1>



Suitable for: Suitable for:

<|

3 4 4 0 0 2 8
|>

T HER M O C OU P LE  SIT  M 8 x1  6 0  cm
<|

3 4 4 0 8 2 8
|>

T HER M O C OU P LE  SIT  M 8 x1  6 0  cm  - 1 0  P C S

    

BLUMAUER  183113  

<T2

Thermostats
T2>

<|

2 1 0 5 4 0 3
|>

T HER M O ST AT  TH R EEP H AS E 3 2 -1 10 °C
<|

3 4 4 4 0 7 6
|>

T HR EE-P HA S E TH ER M OS TA T  3 0 -1 1 0 °C
D-Shaft ø 6x4.6 mm D-shaped pin ø 6x4.6 mm

 covered capillary length 1480 mm  covered capillary length 1200 mm - 10A 400V
 bulb ø 6x138 mm - with stuffing gland fitting M9x1  bulb ø 6x130 mm

    

BLUMAUER  180705  BLUMAUER  180705

<|

3 4 4 4 5 6 1
|>

T HR EE-P HA S E TH ER M OS TA T  5 0 -3 0 0 °C
<| |>

D-shaped pin ø 6x4.6 mm
 covered capillary length 1740 mm - 16A 230V  
 bulb ø 6x80 mm  

    

BLUMAUER  180706  

<T2

Water inlet taps
T2>

<|

3 3 5 8 0 1 1
|>

L EVEL  TA P  W ITH  FU NN EL  ø 1 /2 "F
<| |>

flanged connection with screw fastening ø 1/2"F

    

BLUMAUER  185060  

<T1

BLUMAUER
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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