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<T1

CAMURRI
T1>
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Cooking equipment



Suitable for: Suitable for:

<T2

Electric hot plates
T2>

<|

3 3 1 1 0 9 2
|>

EL EC T RIC  H OT  PL A T E ø 1 4 5  m m  1 5 0 0 W  2 3 0 V
<| |>

terminal block electric connections
 with STAINLESS steel edge 8 mm  
 for electric cooking top  

    

CAMURRI  050N0195  

<T2

Floats
T2>

<|

5 0 2 3 4 9 0
|>

FL OA T  SW ITC H  C O M P LET E
<| |>

the kit includes:
 1 float  
 1 interferance suppression filter  
 1 fitting  

    

CAMURRI  050C0151 CAMURRI  050C0170 CAMURRI  050C0184  

CAMURRI  050C0195 CAMURRI  050D0082 CAMURRI  050E0100  

CAMURRI  050E0100+ CAMURRI  050E0100+... CAMURRI  050E0105  

<T2

Heating elements
T2>

<|

1 7 5 5 0 7 6
|>

H EA TING  EL EM EN T 1 5 0 0 W  2 3 0 V
<|

5 0 3 4 5 2 0
|>

H EA TING  EL EM EN T 2 4 0 0 W  2 3 0 /4 0 0 V
external ø 168 mm - with bulb sheath immersed length 185 mm

 fitting ø 1"  flange external ø 68 mm - with bulb sheath
  with O-ring

    

CAMURRI  050N0020  CAMURRI  050N0061 CAMURRI  050N0061+050D0185

<|

5 0 2 5 5 5 5
|>

H EA TING  EL EM EN T 2 4 0 0 W  2 3 0 V
<|

2 1 0 1 2 6 0
|>

H EA TING  EL EM EN T 9 0 0 W  2 3 0 V
length 220 mm - overall height 105 mm external ø 155 mm - fitting ø 1"

 fitting ø 1-1/4"  

    

CAMURRI  050D0051 CAMURRI  050N0040 CAMURRI  050N0040+...  CAMURRI  050N0012

<T1

CAMURRI
T1>



Suitable for: Suitable for:

<T2

O-Ring and ORM gaskets
T2>

<|

3 1 8 6 4 3 4
|>

O -R ING  0 1 2 1  EPD M
<|

1 1 8 6 3 5 8
|>

O -R ING  0 3 0 3 0  EPD M
ring thickness 2.62 mm - internal ø 15.88 mm ring thickness 2.62 mm - internal ø 7.59 mm

    

CAMURRI  050D0169  CAMURRI  050D0165

<|

1 1 8 6 2 3 1
|>

O -R ING  0 4 1 0 6  EPD M
<| |>

ring thickness 3.53 mm - internal ø 26.58 mm

    

CAMURRI  050D0180  

<T2

Solenoid valves
T2>

<|

3 1 2 0 0 0 4
|>

S OL EN . VA L VE EL BI T YP E 3 1 9  1  W AY  9 0°
<|

3 1 2 0 0 1 9
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
220/240V 50/60Hz - max. temperature 90°C flow rate 5.5 L/min - tolerance +/- 15%

 inlet 3/4" - outlet ø 10.5 mm  

    

CAMURRI  050E0040  

<|

3 1 2 0 0 2 1
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
<|

3 1 2 0 0 2 2
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
flow rate 12 L/min - tolerance +/- 15% flow rate 16 L/min - tolerance +/- 15%

    

<|

3 1 2 0 0 3 7
|>

A D JU S TER  FO R O U TL ET EL BI GR EEN
<|

3 1 2 0 2 0 1
|>

A D JU S TER  FO R O U TL ET EL BI GR EY
flow rate 0.25 L/min - tolerance +/- 25% flow rate 4.7 L/min - tolerance +/- 25%

    

<T1

CAMURRI
T1>



Suitable for: Suitable for:
<|

3 1 2 0 0 1 6
|>

A D JU S TER  FO R O U TL ET EL BI NEU T RA L
<|

3 1 2 0 0 1 7
|>

A D JU S TER  FO R O U TL ET EL BI OR A N GE
flow rate 1.2 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 5
|>

A D JU S TER  FO R O U TL ET EL BI RED
<|

3 1 2 0 2 0 3
|>

A D JU S TER  FO R O U TL ET EL BI W HITE
flow rate 0.5 L/min - tolerance +/- 25% flow rate 2 L/min - tolerance +/- 25%

    

<|

3 1 2 0 2 0 2
|>

A D JU S TER  FO R O U TL ET EL BI YEL LO W
<|

3 1 2 0 0 0 0
|>

FILT ER  FOR  IN L ET S OL EN OID  VA L V E ELBI
flow rate 0.35 L/min / tolerance +/- 25%

    

<|

3 1 2 0 2 0 4
|>

O UT L ET A D JU S TER  EL BI BL A C K
<| |>

flow rate 5.5 L/min - tolerance +/- 25%

    

<T2

Switches
T2>

<|

5 0 2 3 4 9 1
|>

S W IT C H  2 -P OL ES  BL AC K 1 6 A  2 5 0 V
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 2 2 x3 0  m m
16(4)A 250V - with led indicator light

 silk-screen printed 0  
 max temperature 120°C  
 mounting hole 22x30 mm  

    

CAMURRI  050B0005  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  2 2 x30  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  2 2 x3 0  m m

    

<T1

CAMURRI
T1>



Suitable for: Suitable for:
<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  2 2 x3 0  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm

    

<T2

Thermostats
T2>

<|

3 4 4 4 0 0 9
|>

K NO B BL A C K  ø 4 1  m m  0 -1 2 0 °C
<|

3 4 4 4 0 0 8
|>

K NO B BL A C K  ø 4 1  m m  0 -9 0 °C
D-shaped hole 6x4.6 mm D-shaped hole 6x4.6 mm

 for thermostat IMIT  for thermostat IMIT

    

CAMURRI  050B0250  CAMURRI  050B0251

<|

3 4 4 4 0 1 3
|>

R IN G  NU T  ø 5 5  m m
<|

3 4 4 4 0 0 5
|>

T HER M O ST AT  SIN GL E-P HA S E TR 2  0 -12 0 °C
chrome-plated metal D-shaped pin ø 6x4.6 mm

 for thermostat knob IMIT  capillary length 1500 mm - 15A 250V
  bulb ø 6.5x95 mm

    

CAMURRI  050B0240  CAMURRI  050B0230

<|

3 4 4 4 0 0 4
|>

T HER M O ST AT  SIN GL E-P HA S E TR 2  0 -90 °C
<| |>

D-shaped pin ø 6x4.6 mm
 capillary length 1500 mm - 15A 250V  
 bulb ø 6.5x95 mm  

    

CAMURRI  050B0231 CAMURRI  050B0231+...  

<T1

CAMURRI
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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