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Cooking equipment



Suitable for: Suitable for:

<T2

Probes
T2>

<|

3 4 4 5 1 5 7
|>

P R OBE N T C  P VC  1 5 0 0  m m
<|

3 4 4 5 1 5 6
|>

P R OBE N T C  P VC  3 0 0 0  m m
probe 2 wires - temperature range -30°+80°C temperature range -30+80°C

 bulb ø 6x40 mm  bulb ø 6x40 mm

    

DIXELL  BN011801-50  DIXELL  BN011803-00

<|

3 4 4 5 1 6 7
|>

P R OBE N T C  TP E IP6 8  1 5 0 0  m m
<|

3 4 4 5 3 3 5
|>

P R OBE N T C  TP E IP6 8  3 0 0 0  m m
temperature range -50+110°C temperature range -50+110°C

 bulb ø 5x20 mm watertight  bulb ø 5x20 mm watertight

    

DIXELL  BN659001-51  DIXELL  BN659003-01

<|

3 4 4 5 1 1 7
|>

P R OBE P T 1 0 0 V ETR O TEX  3 0 0 0  m m
<|

3 4 4 5 1 0 9
|>

P R OBE T C J V ETR O TEX  3 0 0 0  m m
3-wire probe temperature range 0+350°C 2-wire probe temperature range 0+600°C

 bulb ø 6x100 mm  temperature cable max 350°C
  error limit ±0.75% below 0°C
  response time 30 sec
  bulb ø 6x100 mm

    

DIXELL  Y6001BB001000  DIXELL  BC305003-00

<|

3 4 4 5 1 1 2
|>

P R OBE T C K  VET RO T EX 3 0 0 0  m m
<|

3 4 4 5 0 7 0
|>

P TC  P V C  P RO BE 1 5 0 0  m m
2-wire probe temperature range 0+350°C 2-wire probe temperature range -30+80°C

 error limits ±2% above 0°C  bulb ø 6x40 mm
 30 seconds response time  
 bulb ø 6x100 mm  

    

DIXELL  BD305003-00  DIXELL  BA010001-50
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Suitable for: Suitable for:

<|

3 4 4 5 1 0 7
|>

P TC  P V C  P RO BE 3 0 0 0  m m
<|

3 4 4 5 9 1 3
|>

S IL IC O N E PR O BE N TC  1 5 0 0  m m
2-wire probe temperature range -30+80°C temperature range -50+110°C

 bulb ø 6x40 mm  bulb ø 6x40 mm

    

DIXELL  BA011003-01  DIXELL  BN111801-50 DIXELL  NS6S

<|

3 4 4 5 1 5 5
|>

S IL IC O N E PR O BE N TC  3 0 0 0  m m
<|

3 4 4 5 1 8 3
|>

S IL IC O N E PT C  P R OBE 3 0 0 0  m m
temperature range -50+110°C 2-wire probe temperature range -55+150°C

 bulb ø 6x40 mm  bulb ø 6x40 mm

    

DIXELL  BN111803-00  DIXELL  BA101003-00

<|

3 4 4 5 9 5 9
|>

S IL IC O N E PT C  P R OBE 5 0 0 0  m m
<|

5 0 6 4 0 7 5
|>

T EM P ER A TU R E P R OBE T C J ø  6x1 0 0  m m
temperature range -55+150°C 2 wires - cable length 1800 mm

 bulb ø 6x40 mm  

    

DIXELL  BA101005-00  DIXELL  BC305002-00
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The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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