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Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Cooking equipment



Suitable for: Suitable for:

<T2

Selector switches
T2>

<|

4 0 C 7 4 1 5
|>

K IT  SEL EC T OR  SW ITC H 0 -1  P OS IT IO NS
<|

4 0 C 9 9 3 9
|>

K IT  SEL EC T OR  SW ITC H 0 -1  P OS IT IO NS
complete with potentiometer and cables complete with potentiometer and cables

 contact capacity 16A 250V - max 150°C  contact capacity 16A 250V - max 150°C
 D-shaped pin ø 6x4.6 mm  D-shaped pin ø 6x4.6 mm

    

GOTTAK  82.0407 GOTTAK  8204071  GOTTAK  82.04XX GOTTAK  8204121

<|

4 0 C 9 7 0 0
|>

K IT  SEL EC T OR  SW ITC H 0 -9  P OS IT IO NS
<|

5 0 4 7 8 5 8
|>

S ELEC TO R S W IT C H  0 -1  P O SITION S
complete with indicator lamp, connectors contact capacity 16A 250V

 and cables - potentiometer  D-shaped pin ø 6x4.6 mm
 contact capacity 16A 250V  

    

GOTTAK  80.0200  GOTTAK  440220

<|

4 0 KK 0 3 6
|>

S ELEC TO R S W IT C H  0 -1 -2  P OS IT IO N S
<|

3 0 5 7 1 3 3
|>

S ELEC TO R S W IT C H  0 -3  P O SITION S
contact capacity 16A 250V contact capacity 16A 250V - max 125°C

 D-shaped pin ø 6x4.6 mm  D-shaped pin ø 6x4.6 mm

    

GOTTAK  62.03XX  GOTTAK  840800 GOTTAK  8408000

<|

3 0 5 7 1 4 2
|>

S ELEC TO R S W IT C H  0 -3  P O SITION S
<|

3 0 5 7 1 6 4
|>

S ELEC TO R S W IT C H  0 -3  P O SITION S
contact capacity 16A 250V - max 150°C contact capacity 16A 250V - max 140°C

 D-shaped pin ø 6x4.6 mm  D-shaped pin ø 6x4.6 mm

    

GOTTAK  840801 GOTTAK  8408011  GOTTAK  841100 GOTTAK  8411001

<|

3 0 5 7 1 6 7
|>

S ELEC TO R S W IT C H  0 -3  P O SITION S
<|

3 0 5 7 1 4 1
|>

S ELEC TO R S W IT C H  0 -4  P O SITION S
contact flow rate 16A 250V contact capacity 16A 250V - max 150°C

 D-shaped pin 6x4.6 mm  D-shaped pin 6x4.6 mm

    

GOTTAK  640493  GOTTAK  850800 GOTTAK  8508001

<T1

GOTTAK
T1>



Suitable for: Suitable for:
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S ELEC TO R S W IT C H  0 -4  P O SITION S
<|

4 0 K8 6 1 4
|>

S ELEC TO R S W IT C H  1 -2 -3  P OS IT IO N S
contact capacity 16A 250V - max 150°C contact capacity 16A 250V

 D-shaped pin ø 6x4,6 mm  D-shaped pin ø 6x4.6 mm

    

GOTTAK  851100 GOTTAK  8511001  GOTTAK  730500

<|

3 0 5 7 3 3 5
|>

S ELEC TO R S W IT C H  1 0  PO SITION S
<|

5 0 5 4 6 1 8
|>

S ELEC TO R S W IT C H  4  PO S ITIO NS
contact capacity 16A 250V - max 150°C contact capacity 16A 250V

 D-shaped pin ø 6x4.ø 6 mm  D-shaped pin ø 6x4,6 mm

    

GOTTAK  800700  GOTTAK  640498

<|

5 0 7 0 1 5 9
|>

S ELEC TO R S W IT C H  4  PO S ITIO NS
<| |>

contact capacity 16A 250V
 D-shaped pin ø 6x4.6 mm  

    

GOTTAK  64.04XX  
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The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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