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<T1
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Cooking equipment



Suitable for: Suitable for:

<T2

Contact thermostats
T2>

<|

5 0 3 0 5 5 5
|>

C O N TA C T  TH ER M OS TA T  1 1 0 °C  1 6 A  2 3 0V
<| |>

automatic reset
 for Warm table (ILSA)  
 for Warm table (ILSA) TFCL0008  

    

ILSA  R_29587 ILSA  29587  

<T2

Drain taps and accessories
T2>

<|

5 0 3 6 1 7 5
|>

D R A IN  TA P  M A N IFO LD
<| |>

2 top connections ø 1"MM - 2 top connections ø 33
 1 bottom connection ø 1"M  
 width 295 mm - overall length 114 mm  
 distance between holes 275 mm  

    

ILSA  R_61192 ILSA  61192 ILSA  832134  

<T2

Electrical capacitors
T2>

<|

3 2 4 0 5 5 4
|>

C A P A C IT O R D U C A T I EN ER G IA  3 µ F W IT H C AB LE
<|

3 0 6 8 1 2 2
|>

C A P A C IT O R W ITH  C A BL E 3 µ F
450V 50/60Hz 450V 50/60Hz - ø 25xh51 mm - cables L=200 mm

 operating temperature -25 +85°C  
 1-pole cables L=150 mm  
 ø 28xh55 mm  

    

ILSA  31312  ILSA  31312

<T2

Feet
T2>

<|

3 3 1 3 0 5 9
|>

A D JU S TA BL E S/ST . FOO T ø  1 "1 /4  x  h  13 5  m m
<|

3 3 1 3 0 3 6
|>

A D JU S TA BL E S/ST EEL FO O T ø 3 0  m m
with rectangular flange 100x80 mm for tubular 40x40 mm

 adjustable height 135÷185 mm  adjustable height 33÷95 mm

    

ILSA  AC0006 ILSA  AC1006  ILSA  01363

<T1

ILSA
T1>



Suitable for: Suitable for:

<T2

Grids for oven
T2>

<|

3 1 8 5 0 5 5
|>

C H R OM E P L AT ED  G R ID  G N  2 /1  6 50 x5 3 0  m m
<|

3 1 8 5 0 5 2
|>

S TA IN L ESS  ST EEL  GR ID  GN  1 /1  5 3 0 x3 2 5  m m
thickness 7 mm

    

ILSA  20370  ILSA  GRI0012

<T2

Heating elements
T2>

<|

5 0 3 0 5 5 4
|>

H EA TING  EL EM EN T 2 2 0 0 W  2 3 0 V
<| |>

external ø 190 mm - total height 85 mm
 flange 70x22 mm  
 for Warm table (ILSA)  
 for Warm table (ILSA) TFCL0012  

    

ILSA  00756 ILSA  38371  

<|

3 7 5 5 1 0 2
|>

S ID E H EA TIN G EL EM EN T 2 5 0 0 W  2 2 0 V
<|

1 3 4 9 1 0 9
|>

C O U NT ER  NU T  F LA T  OF BR A S S 1 "
immersed length 490 mm - body ø 30 mm

 threaded connection ø 1" - flange 45x50 mm  
 complete with cables  

    

ILSA  EL0029 ILSA  R_210050 ILSA  210050  

<|

1 1 8 6 6 5 5
|>

O -R ING  0 4 1 3 1  EPD M
<| |>

ring thickness 3.53 mm - internal ø 32.93 mm

    

<T1

ILSA
T1>



Suitable for: Suitable for:

<T2

Knobs
T2>

<|

3 4 4 4 1 2 9
|>

BL A C K  KN OB  ø 5 0  m m
<|

5 0 3 4 0 2 8
|>

BL A C K  KN OB  ø 7 0  m m  0 -1 -2 -3
D-shaped hole 6x4.6 mm D-shaped hole 6x4.6 mm

 with symbol  
 for thermostats and timers  

    

ILSA  31051  ILSA  R_803150 ILSA  803150

<T2

Motors
T2>

<|

3 2 4 0 0 0 0
|>

M OT O R W ITH  FA N  4 5W  2 2 0 V  5 0 /6 0 Hz
<| |>

fan ø 150 mm

    

ILSA  R_31257 ILSA  00755 ILSA  31257  

<T2

Probes
T2>

<|

3 4 4 5 3 3 5
|>

P R OBE N T C  TP E IP6 8  3 0 0 0  m m
<|

3 4 4 5 0 7 0
|>

P TC  P V C  P RO BE 1 5 0 0  m m
temperature range -50+110°C 2-wire probe temperature range -30+80°C

 bulb ø 5x20 mm watertight  bulb ø 6x40 mm

    

ILSA  29657  ILSA  29799

<|

3 4 4 5 9 1 3
|>

S IL IC O N E PR O BE N TC  1 5 0 0  m m
<|

3 3 9 7 1 6 4
|>

S IL IC O N E PT C  P R OBE 1 5 0 0  m m
temperature range -50+110°C 2 wire probe temperature range -55+150°C

 bulb ø 6x40 mm  bulb ø 6x40 mm

    

ILSA  20286  ILSA  29799

<|

3 4 4 5 1 8 3
|>

S IL IC O N E PT C  P R OBE 3 0 0 0  m m
<| |>

2-wire probe temperature range -55+150°C
 bulb ø 6x40 mm  

    

ILSA  27474  

<T1

ILSA
T1>



Suitable for: Suitable for:

<T2

Radiant heating elements
T2>

<|

3 3 1 1 0 8 3
|>

R A D IA N T H EA T IN G  E LEM EN T O C T A GO N . ø 2 5 0 m m
<| |>

2500W 230V
 faston electrical connections - with cables  
 complete with power setting  
 for glass-ceramic hob  

    

ILSA  64911  

<T2

Switches
T2>

<|

1 3 1 9 9 0 2
|>

BIPO L A R S W IT C H  BL A C K 1 6 A  2 5 0 V
<| |>

with led indicator light
 mounting hole 22x30 mm  

    

ILSA  18686  

<|

1 3 1 9 2 0 2
|>

BIPO L A R S W IT C H  GR EEN  1 6 A  2 5 0 V
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 2 2 x3 0  m m
16(4)A 2500V - with indicator light

 silk-screen printing 0 - I  
 max. temperature 120°C  
 mounting hole 22x30 mm  

    

ILSA  01382  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  2 2 x30  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  2 2 x3 0  m m

    

<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  2 2 x3 0  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm

    

<T1

ILSA
T1>



Suitable for: Suitable for:

<|

3 3 1 9 9 2 8
|>

BIPO L A R S W IT C H  GR EEN  1 6 A  2 5 0 V
<|

3 3 1 9 1 5 1
|>

S W IT C H  P R O TEC T IO N  C A P
16(4)A 250V - max. temperature 120°C ø external 34 mm

 with indicator light - mounting hole ø 25 mm  for push-buttons with mounting hole ø 25 mm

    

ILSA  29583  

<|

3 3 1 9 6 4 4
|>

P U SH -BUT TO N  BIP O LA R  BL A C K  16 A  2 5 0 V
<| |>

with protection cap
 mounting hole 13x20 mm  

    

ILSA  R_62240 ILSA  62240  

<T2

Thermostats
T2>

<|

2 1 1 1 7 2 0
|>

T ERM O ST A T S IN G LE-P H AS E 3 0 -7 1°C
<| |>

D-shaped pin ø 6x4.6 mm
 capillary length covered 900 mm - 16A 250V  
 bulb ø 6x130 mm  

    

ILSA  R_31482 ILSA  25633  

<T1

ILSA
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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