
Spare parts for the professional sector:

Suitable for:
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<T1

LINCOLN
T1>
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Cooking equipment



Suitable for: Suitable for:

<T2

Axial motor fans
T2>

<|

3 2 4 0 5 1 9
|>

A X IA L  F AN  EBM  4 6 5 6 N
<|

3 8 0 5 0 3 6
|>

C A BL E FO R A X IA L  M OT OR  FA N
230V 50Hz 19W 2650rpm cable length 1500 mm

 119x119x38 mm  
 ball bearing  

    

LINCOLN  369378  

<|

3 8 0 5 0 3 7
|>

C A BL E FO R A X IA L  M OT OR  FA N
<|

3 2 4 0 6 0 0
|>

FA N  GR ID   1 1 9x1 1 9  m m
cable length 2000 mm distance between mounting holes 145 mm

    

<|

3 2 4 0 5 0 1
|>

A X IA L  F AN  S UN O N 1 2 0 x1 2 0 x3 8  m m
<|

3 8 0 5 0 3 7
|>

C A BL E FO R A X IA L  M OT OR  FA N
ball bearings cable length 2000 mm

 230V 50/60Hz 22W 2850rpm  
 DP200A 2123XBT.GN  

    

LINCOLN  369378  

<T2

Contact thermostats
T2>

<|

3 4 4 3 0 6 4
|>

C O N TA C T  TH ER M OS TA T  6 0 °C
<| |>

with manual reset

    

LINCOLN  369431  

<T2

Contactors
T2>

<|

3 3 9 7 1 3 6
|>

C IRC UIT BR EA K ER  0 .7 A 2 4 0 V
<| |>

    

LINCOLN  369154  

<T1

LINCOLN
T1>



Suitable for: Suitable for:

<T2

Electrical gas valves and accessories
T2>

<|

3 5 2 6 2 2 2
|>

G A S V AL V E ø 1 /2 "FF L PG /N G
<| |>

inlet ø 1/2" F - outlet ø 1/2"F
 power supply 120V 60Hz  

    

LINCOLN  369398  

<T2

Gearmotors
T2>

<|

3 2 4 0 7 8 5
|>

K IT  C ON V EYOR  G EA R M O T OR
<| |>

complete with glue and magnets
 pin ø 9.5 mm - pin height 39 mm  

    

LINCOLN  369466  

<T2

Handles
T2>

<|

3 2 4 2 5 1 0
|>

C A T C H  R H -LH  W ITH OU T  KEY  L O C K  5 3 3 D
<| |>

straight handle
 base length 133x25xh48 mm  
 mounting distance 95-117 mm  
 adjustable catch mounting distance 40 mm  

    

LINCOLN  369209  

<T2

Heating elements
T2>

<|

3 3 5 5 8 9 8
|>

FL A T H EA TIN G EL EM EN T1 2 0 0 W  2 4 0 V
<|

3 3 5 5 8 9 6
|>

H EA TING  EL EM EN T 4 5 0 0 W  2 2 0 V
length 540 mm - height 25 mm dimensions ø 75x265x170 mm

  2 flanges 38x26 mm

    

LINCOLN  369768  LINCOLN  369315

<T1

LINCOLN
T1>



Suitable for: Suitable for:

<|

3 3 5 5 8 9 5
|>

H EA TING  EL EM EN T 5 6 0 0 W  2 2 0 V
<| |>

external ø 260 mm - height 160 mm

    

LINCOLN  369450  

<T2

Indicator lights
T2>

<|

3 2 2 1 4 3 9
|>

O RA N G E LA M P  R EC EP TA C L E
<| |>

head 14,5x8 mm - hole 12,5x5 mm

    

LINCOLN  350224  

<T2

Knobs
T2>

<|

3 2 4 1 7 0 1
|>

BL A C K  KN OB  ø 2 4  m m
<|

3 2 4 1 6 9 9
|>

BL A C K  KN OB  ø 2 8  m m
D-shaped hole 6x4.6 mm round hole ø 6 mm

 for POTENTIOMETER  

    

LINCOLN  369248  LINCOLN  369429

<|

3 2 4 1 6 9 8
|>

BL A C K  KN OB  ø 3 9  m m
<| |>

round hole  ø 6 mm

    

LINCOLN  369804  

<T2

Microswitches, mechanical
T2>

<|

3 2 4 0 7 9 7
|>

M IC R O  SW ITC H 3 /6 A  2 5 0 /1 2 5 V
<| |>

with cable length 250 mm

    

LINCOLN  369167  

<T1

LINCOLN
T1>



Suitable for: Suitable for:

<T2

Probes
T2>

<|

3 3 4 1 0 4 4
|>

T HER M O C OU P LE  PR O BE 3 4 0  m m
<|

3 3 4 1 0 5 4
|>

T HER M O C OU P LE  PR O BE 3 4 0  m m
2 wires with faston- cable length 1700 mm 2 wires with connector - cable length 4050 mm

  for 1621ea-1628-1629a

    

LINCOLN  369705  LINCOLN  370358

<|

3 3 4 1 0 4 5
|>

T HER M O C OU P LE  PR O BE 4 4 5  m m
<| |>

2 wires with connector - cable length 630 mm

    

LINCOLN  370362  

<T2

Relays
T2>

<|

3 3 5 1 0 2 5
|>

P OW E R R EL A Y OM R O N G 7 L -2 A -TU BJ-C B
<|

3 3 5 1 0 2 2
|>

R EL AY  OM R ON  1 2 A  2 4 0V
120V 8 contacts

 2 contatti NO 25A  

    

LINCOLN  369523  LINCOLN  369422

<T2

Switches
T2>

<|

3 3 1 9 4 3 2
|>

BL A C K  IN GN ITION  R ESET  P US H -B UT TO N  3A  2 5 0
<|

3 3 1 9 4 3 1
|>

S W IT C H  T W O -P O LE B LA C K  2 0 A  2 50 V
cable length 390 mm with green led pilot lamp

  mounting hole 20x40 mm
  function ON-OFF

    

LINCOLN  369771  LINCOLN  369432 LINCOLN  369805

<|

3 3 1 9 4 4 5
|>

S W IT C H  T W O -P O LE B LA C K  2 0 A  2 77 V
<| |>

mounting hole 20x40 mm
 ON-OFF function  

    

LINCOLN  369260  

<T1

LINCOLN
T1>



Suitable for: Suitable for:

<T2

Thermostats
T2>

<|

3 4 4 4 8 3 1
|>

S IN GL E-P HA S E TH ER M OS TA T  3 6 0 °C
<|

3 4 4 4 4 9 3
|>

T HR EE-P HA S E TH ER M OS TA T  3 6 0 °C
with manual reset with manual reset

 capillary length 900 mm  capillary length 1500 mm
 bulb ø 3x145 mm  bulb ø 4x120 mm

    

LINCOLN  357067  LINCOLN  369368 LINCOLN  369583

<T2

Transformers
T2>

<|

3 7 3 9 0 0 6
|>

T RA N SF OR M ER  2 0 8 -2 4 0 V/2 4 V  2 0 VA
<| |>

primary tension 208-240V 50/60Hz
 secondary tension 24Vca 20VA  
 faston terminal block  
 with wiring  

    

LINCOLN  370241  

<T1

LINCOLN
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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