
Spare parts for the professional sector:

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included

<T1

PEL
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Cooking equipment



Suitable for: Suitable for:

<T2

Ball valves and accessories
T2>

<|

3 5 2 6 7 0 3
|>

BA L L V A LV E ø 1 /2 "FF
<| |>

    

PEL  440009  

<|

3 5 2 6 7 0 5
|>

BA L L V A LV E ø 1 /2 "M F
<|

3 1 8 6 1 3 8
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 3 0 x2 1 x2  m m

    

PEL  440008  

<|

3 5 2 6 1 7 1
|>

VA L V E BUS H IN G  1 5 m m
<|

3 5 2 6 1 7 3
|>

VA L V E SL EEVE
external ø 28 mm - connection ø 1/2"

    

<|

3 5 2 6 6 9 9
|>

BA L L V A LV E ø 1 /4 " M F
<|

3 5 2 6 6 9 8
|>

BA L L V A LV E ø 1 /4 "FF

    

PEL  440002  PEL  440003

<|

3 3 5 6 0 8 3
|>

BA L L V A LV E ø 3 /4 "M F
<|

3 7 8 6 0 0 6
|>

G A SK ET ø  3 9x2 6 x3  m m

    

PEL  

<|

3 5 2 6 7 0 4
|>

BA L L V A LV E ø 3 /8 "M F
<|

3 5 2 6 7 0 2
|>

BA L LC OC K  VA L VE  ø  3 /8 "FF

    

PEL  440005  PEL  440006

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 5 2 6 6 0 1
|>

G A S V AL V E ø 1 /2 "FF
<|

3 5 2 6 2 7 3
|>

G A S V AL V E ø 1 /2 "M F
ballcock valve ball valve

 heavy series with PN 40 total passage  aluminium lever
 DIN - DVGW approved  
 aluminium lever  

    

PEL  701012 PEL  732303  PEL  732503

<|

3 5 2 6 6 4 1
|>

G A S V AL V E ø 1 /2 "M F
<|

3 5 2 6 6 0 2
|>

G A S V AL V E ø 3 /4 " FF
ballcock valve ballcock valve

 heavy series with PN 40 total passage  heavy series with PN 40 total passage
 DIN - DVGW approved  DIN - DVGW approved
 aluminium throttle  aluminium lever

    

PEL  701312 PEL  732203  PEL  701013 PEL  732304

<|

3 3 5 6 1 6 9
|>

W A TE R BA L L  VA L VE ø  3 /8"FF
<|

3 5 2 5 0 1 7
|>

C A P  FOR  BA L L C OC K V A LV E ø 2 5 x2 2  m m
ball valve hole ø 10x7 mm

 PN 40 full flow heavy series  
 DIN - DVGW approved  
 aluminium lever  

    

PEL  700607  

<|

3 5 2 5 0 1 9
|>

EX TEN S IO N FO R  BA LL C O C K  VA L VE ø 1 0 x8  m m
<| |>

    

<|

3 4 1 1 0 0 6
|>

W A TE R BA L L  VA L VE ø  3 /8"FF
<|

3 5 2 6 6 9 1
|>

W A TE R V A LV E ø 1 /2 "M F
ball valve

  heavy series with PN 25 total passage
  aluminium lever

    

PEL  701607  PEL  700076

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 5 2 6 6 9 3
|>

W A TE R V A LV E ø 1 "M F
<|

5 0 3 0 2 7 4
|>

C R O SS  FIT TING  O F C A ST  IR ON  ø 1 "F
ball valve

 heavy series with PN 25 total passage  
 aluminium lever  

    

PEL  700080 PEL  701314 PEL  732205  

<|

5 0 0 5 3 0 4
|>

D R A IN  TA P  EX TEN S IO N 7 3  m m
<|

5 0 0 5 3 0 3
|>

D R A IN  TA P  L EVER
length 140 mm

    

<|

5 0 0 3 3 1 3
|>

EL BO W  FIT TING  O F C A ST  IR ON  ø 1 "F
<|

5 0 6 1 8 4 9
|>

EL BO W  FIT TING  O F C A ST  IR ON  Ø  1 "F

    

<|

5 0 2 3 5 0 2
|>

EL BO W  FIT TING  O F C A ST  IR ON  4  W A YS  ø 1 "F
<|

5 0 3 3 6 5 6
|>

FITT IN G  O F BR A SS  ø 1 "M F

    

<|

5 0 3 0 2 7 3
|>

FITT IN G  O F C A S T IRO N  ø 1 "M M
<| |>

    

<|

3 5 2 6 1 8 4
|>

W A TE R V A LV E 3 /8 "M F
<| |>

ballcock valve
 heavy series with complete pass-through PN 40  
 aluminium lever  

    

PEL  700075  

<T1

PEL
T1>



Suitable for: Suitable for:

<T2

Burners, flame spreaders and accessories
T2>

<|

3 0 2 5 1 8 9
|>

JET  H OL D ER  FOR  H OS E ø 1 0  m m
<|

3 0 2 5 1 9 9
|>

JET  H OL D ER  FOR  P IP E ø  1 0  m m
complete with nuts and olives with nut and bicone

 thread fitting for tube M16x1.5 mm  threaded fitting for pipe M16x1.5 mm
 fastening fitting M14x1 mm  fixing fitting M14x1 mm

    

PEL  311154 PEL  400119  PEL  0905/2 PEL  0907/6 PEL  311539

 PEL  311539+0907/6+... PEL  370239

<|

3 0 2 5 2 9 0
|>

N OZ ZL E HO L D ER  FOR  P IP E ø 1 2  m m
<| |>

complete with nuts and olives
 thread connection for hose M20x1.5 mm  
 tapered nozzle M11x1 mm  
 fastening fitting M15x1 mm  

    

PEL  0907/1 PEL  0910 PEL  310313  

PEL  310313+0907/1+... PEL  370239  

<T2

Drain hoses
T2>

<|

3 3 5 6 0 4 9
|>

O IL  D R AIN  PIP E W IT H S A FETY  D EVIC E
<| |>

ø 22 mm - length 210 mm - bayonet coupling
 for TECNOINOX BAIN-MARIE-FRYER  

    

PEL  498579  

<T2

Drain taps and accessories
T2>

<|

3 5 2 6 6 7 1
|>

BA L L V A LV E ø 1 /2 "FF
<|

3 3 5 6 1 4 1
|>

BA L LC OC K  VA L VE  ø  3 /4 "M F
DN20 PN40

    

PEL  440709 PEL  700108 PEL  701112  PEL

PEL  732003  

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 5 2 6 1 7 8
|>

BA L LC OC K  VA L VE  1 " M F
<|

3 3 5 6 0 4 8
|>

D R A IN  BA L L T A P  3 /4"M F

    

PEL  PEL  701313

<|

3 3 5 6 1 4 8
|>

D R A IN  TA P  ø 1 /2 "FF
<|

3 3 5 6 0 6 4
|>

D R A IN  TA P  ø 1 /2 "M F
internal exit ø 15 mm

    

PEL  PEL  701543

<|

3 3 5 6 0 6 8
|>

D R A IN  TA P  ø 1 /2 "M M
<| |>

    

PEL  430189  

<|

3 3 5 6 0 8 9
|>

D R A IN  TA P  ø 1 "F
<|

3 3 5 6 0 6 6
|>

D R A IN  TA P  L EVER  3 1 0  m m
internal outlet ø 25 mm

    

PEL  

<|

3 3 5 6 1 0 6
|>

D R A IN  TA P  ø 1 "F
<|

3 2 2 5 0 0 1
|>

D R A IN  TA P  L EVER  ø 1 "F
outlet internal ø 25 mm

    

PEL  440074  

<|

5 0 1 9 5 4 6
|>

L EVER  FO R D RA IN T A P  ø  3 /4 "-1 "F
<|

3 2 4 3 1 4 2
|>

O -R ING  0 4 1 1 8  EPD M
length 105 mm ring thickness 3.53 mm - internal ø 29.75 mm

    

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 5 8 4 1 7
|>

O IL  D R AIN  PIP E W IT H S A FETY  D EVIC E
<| |>

ø 38 mm - length 200 mm - bayonet coupling

    

<|

3 3 5 9 1 3 5
|>

D R A IN  TA P  ø 1 "FF
<|

3 3 5 9 1 3 6
|>

BR A C K ET FO R  RO D

    

PEL  

<|

5 0 2 3 5 9 4
|>

C A S T IRO N  FIT TING  ø 1 "M F
<|

3 3 5 6 0 9 0
|>

D R A IN  TA P  FITT IN G  ø 1 "M M
side output ø 30 mm - coupling height 106 mm

    

PEL  

<|

3 3 5 9 1 3 2
|>

D R A IN  TA P  K NO B BL A C K  9 4  m m
<|

3 3 5 9 1 3 4
|>

D R A IN  TA P  L EVER  1 6 0  m m
square hole 8x8 mm square pin 8x8 mm

    

<|

3 3 5 6 0 1 7
|>

FITT IN G  D RA IN T A P  ø 1 "M M
<|

4 0 5 9 5 2 2
|>

FITT IN G  D RA IN T A P  ø 1 "M M
side exit ø 30 mm - bracket 89x70x50 mm side outlet ø 30 mm - bracket 88x35 mm

 distance between holes 70 mm-coupling height 80 mm  distance between holes 70 mm - coupling height 130

    

<|

3 3 5 6 1 7 8
|>

H A ND LE BL A C K  FOR  D R A IN  T AP  9 0  m m
<| |>

pin square 8x8 mm

    

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 5 2 6 6 7 8
|>

D R A IN  TA P  ø 1 "FF
<|

3 3 5 6 0 7 8
|>

BU SH ING  ø 1 1 x2 0  m m

    

PEL  

<|

5 0 2 3 5 9 4
|>

C A S T IRO N  FIT TING  ø 1 "M F
<|

5 0 2 8 0 0 2
|>

D R A IN  TA P  FITT IN G  ø 1 "M M
side exit ø 30 mm - bracket 80x30 mm

  distance between holes 60 mm - coupling height 100

    

PEL  

<|

3 2 4 2 0 4 9
|>

D R A IN  TA P  H A ND LE 1 4 0  m m
<|

3 2 4 2 2 8 0
|>

D R A IN  TA P  K NO B BL A C K  7 9  m m
square hole 6x6 mm square hole 6x6 mm

    

<|

3 2 4 2 0 4 5
|>

D R A IN  TA P  L EVER  2 2 0  m m
<|

7 1 0 0 2 0 7
|>

H EA D L ESS  SC R EW  H EX A GO N AL  M 5 x8
square pin 6x6 mm stainless steel - conical top

  UNI 5927 - DIN 914 - ISO 4027

    

<|

5 0 7 7 7 2 1
|>

D R A IN  TA P  ø 1 "FF
<|

5 0 3 4 0 3 6
|>

D R A IN  TA P  ø 1 "M F

    

PEL  430654  PEL  430333

<|

3 3 5 6 0 8 2
|>

D R A IN  TA P  ø 1 "1 /4 FF
<| |>

    

PEL  700114  

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 5 9 1 2 3
|>

D R A IN  TA P  ø 1 8  m m
<|

5 0 3 7 9 4 6
|>

W EL D ED  EL BO W  ø 1 8 /2 0  m m
internal ø 16/18 mm - width 45 mm

    

PEL  

<|

5 0 3 3 4 9 6
|>

D R A IN  TA P  ø 1 8  m m
<|

3 2 4 1 2 4 7
|>

K NO B BL A C K  ø 1 6 x2 5  m m
upper lever fitting round hole  ø 6 mm

    

PEL  430369  

<|

5 0 3 3 1 0 4
|>

L EVER  FO R D RA IN T A P  7 6  m m
<| |>

thread M6x1 mm

    

<|

3 3 5 6 0 5 1
|>

D R A IN  TA P  ø 3 /4 "F
<| |>

    

PEL  430358  

<|

3 3 5 6 0 5 2
|>

D R A IN  TA P  ø 3 /4 "F
<|

3 3 5 6 0 5 3
|>

D R A IN  TA P  H A ND LE ø  1 7x4 0  m m
lateral lever fitting thread M8

 outlet internal ø 22 mm  

    

PEL  430159  PEL

<|

5 0 1 2 8 0 1
|>

D R A IN  TA P  L EVER  6 2  m m
<|

3 3 5 6 1 6 7
|>

L EVER  FO R D RA IN T A P  6 5  m m
thread M6 thread M8x0.75

    

 PEL

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 3 3 1 0 4
|>

L EVER  FO R D RA IN T A P  7 6  m m
<|

3 3 5 6 0 4 9
|>

O IL  D R AIN  PIP E W IT H S A FETY  D EVIC E
thread M6x1 mm ø 22 mm - length 210 mm - bayonet coupling

  for TECNOINOX BAIN-MARIE-FRYER

    

 PEL  498579

<|

3 3 5 6 0 5 4
|>

D R A IN  TA P  ø 3 /4 "F
<|

3 3 5 6 0 5 3
|>

D R A IN  TA P  H A ND LE ø  1 7x4 0  m m
upper lever fitting thread M8

 outlet internal ø 22 mm  

    

PEL  430220  PEL

<|

3 3 5 6 1 6 7
|>

L EVER  FO R D RA IN T A P  6 5  m m
<|

3 3 5 6 0 4 9
|>

O IL  D R AIN  PIP E W IT H S A FETY  D EVIC E
thread M8x0.75 ø 22 mm - length 210 mm - bayonet coupling

  for TECNOINOX BAIN-MARIE-FRYER

    

PEL  PEL  498579

<|

3 3 5 6 0 5 6
|>

D R A IN  TA P  ø 3 /4 "F
<| |>

for FRYER

    

PEL  430146  

<|

5 0 1 3 3 2 1
|>

D R A IN  TA P  ø 3 /4 "F
<|

3 2 2 5 0 0 1
|>

D R A IN  TA P  L EVER  ø 1 "F
upper lever fitting

 outlet internal ø 22 mm  

    

PEL  440073  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 2 6 9 6 9
|>

H A ND LE BL A C K  ø 3 2 x23  m m
<|

5 0 1 9 5 4 6
|>

L EVER  FO R D RA IN T A P  ø  3 /4 "-1 "F
thread M8 length 105 mm

    

<|

1 1 8 6 8 3 3
|>

O -R ING  0 3 1 0 0  EPD M
<|

5 0 2 8 3 9 9
|>

O IL  D R AIN  PIP E W IT H S A FETY
ring thickness 2.62 mm - internal ø 25.07 mm ø 34 mm - length 305 mm - bayonet coupling

    

<|

3 3 5 6 0 8 8
|>

D R A IN  TA P  ø 3 /4 "FF
<|

3 3 5 6 0 9 0
|>

D R A IN  TA P  FITT IN G  ø 1 "M M
side output ø 30 mm - coupling height 106 mm

    

PEL  

<|

3 3 5 9 1 3 2
|>

D R A IN  TA P  K NO B BL A C K  9 4  m m
<|

3 5 2 6 1 8 5
|>

D R A IN  TA P  L EVER  2 0 0  m m
square hole 8x8 mm square pin 8x8 mm

    

<|

4 0 C 0 7 2 2
|>

FITT IN G  C A ST  IR ON  ø 1 "F-3 /4 "M
<|

3 3 5 6 1 7 8
|>

H A ND LE BL A C K  FOR  D R A IN  T AP  9 0  m m
pin square 8x8 mm

    

PEL  

<|

3 3 5 9 1 3 7
|>

D R A IN  TA P  ø 3 /4 "FF
<|

3 3 5 9 1 3 6
|>

BR A C K ET FO R  RO D

    

PEL  430255  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 5 6 0 6 7
|>

D R A IN  TA P  L EVER  2 0 0  m m
<| |>

    

<|

3 3 5 6 0 8 4
|>

D R A IN  TA P  ø 3 /4 "M F
<|

3 3 5 6 0 5 3
|>

D R A IN  TA P  H A ND LE ø  1 7x4 0  m m
thread M8

    

PEL  PEL

<|

3 3 5 6 0 6 9
|>

D R A IN  TA P  K IT  ø 1 "M F
<|

3 3 5 6 1 3 3
|>

D R A IN  TA P  L EVER  1 6 5  m m
the kit includes:

 2 brackets, small parts and various  

    

PEL  

<|

3 3 5 6 0 9 5
|>

D R A IN  TA P  L EVER  2 3 0  m m
<|

3 7 8 6 0 4 3
|>

G A SK ET FO R  BOIL ER EL BO W
ø external 19/16 mm - ø internal 10 mm

  depth 6 mm

    

<|

7 1 5 0 6 1 7
|>

K NO B FO R  D RA IN  T A P  ø 4 0  m m
<|

7 1 5 0 6 1 8
|>

L EVER  FO R D RA IN T A P  4 1 5  m m
pin M6x15 mm

    

<|

3 5 2 6 6 3 2
|>

G A S/W A T ER  BA LL C O C K  VA L VE ø 3 /4 "FF
<|

3 2 4 1 2 7 5
|>

BL A C K  KN OB
heavy series with PN 40 total passage square hole: 7x7mm

 DIN - DVGW approved  
 aluminium throttle  

    

PEL  701113 PEL  732004  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 5 6 0 7 8
|>

BU SH ING  ø 1 1 x2 0  m m
<|

3 3 5 6 0 7 7
|>

C L A SP  ø 3 .5 x3 0  m m
UNI 6873 - DIN 1481 - ISO 8752

    

<|

5 0 0 9 8 8 3
|>

O IL  D R AIN  PIP E W IT H S A FETY  D EVIC E
<| |>

ø 22 mm - length 210 mm - bayonet coupling

    

<|

3 5 2 6 6 7 3
|>

G A S/W A T ER  VA L VE ø 1 "FF
<|

3 3 5 6 0 7 8
|>

BU SH ING  ø 1 1 x2 0  m m
ball valve

 heavy series with PN 40 total passage  
 aluminium lever  

    

PEL  700112  

<|

5 0 2 3 5 9 4
|>

C A S T IRO N  FIT TING  ø 1 "M F
<|

5 0 3 1 4 9 6
|>

D R A IN  P IP E ø 1 "M M
length 195 mm

    

PEL  

<|

3 3 5 6 1 3 8
|>

D R A IN  TA P  FITT IN G  ø 1 "M M
<|

5 0 2 8 0 0 2
|>

D R A IN  TA P  FITT IN G  ø 1 "M M
ø side outlet 28 mm - bracket 68x40x19 mm side exit ø 30 mm - bracket 80x30 mm

 fitting height 100 mm  distance between holes 60 mm - coupling height 100

    

<|

3 2 4 2 0 4 9
|>

D R A IN  TA P  H A ND LE 1 4 0  m m
<|

3 2 4 2 2 8 0
|>

D R A IN  TA P  K NO B BL A C K  7 9  m m
square hole 6x6 mm square hole 6x6 mm

    

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 3 6 1 7 5
|>

D R A IN  TA P  M A N IFO LD
<|

5 0 3 3 6 5 6
|>

FITT IN G  O F BR A SS  ø 1 "M F
2 top connections ø 1"MM - 2 top connections ø 33

 1 bottom connection ø 1"M  
 width 295 mm - overall length 114 mm  
 distance between holes 275 mm  

    

<|

7 1 0 0 2 0 7
|>

H EA D L ESS  SC R EW  H EX A GO N AL  M 5 x8
<|

5 0 1 1 6 1 2
|>

L EVER  D R A IN  TA P  2 5 0  m m
stainless steel - conical top square pin 6x6 mm

 UNI 5927 - DIN 914 - ISO 4027  

    

<|

3 3 5 6 1 6 7
|>

L EVER  FO R D RA IN T A P  6 5  m m
<| |>

thread M8x0.75

    

PEL  

<|

5 0 1 3 1 3 8
|>

W A TE R BA L L  VA L VE ø  1 "FF
<|

5 0 2 3 5 9 4
|>

C A S T IRO N  FIT TING  ø 1 "M F
ball valve

 heavy series total DN 25 passage  

    

PEL  701612  PEL

<|

5 0 2 3 5 9 7
|>

FITT IN G  F OR  D R A IN  TA P  ø 1 "M M
<| |>

laterally outlet ø 18 mm - fitting height 190 mm

    

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 5 2 6 6 7 2
|>

W A TE R V A LV E ø 3 /4 "FF
<| |>

ballcock valve
 heavy series with PN 40 total passage  
 aluminium lever  

    

PEL  700110  

<T2

Electrical gas valves and accessories
T2>

<|

5 0 0 5 8 6 5
|>

H OS E FIT TIN G ø  1 4 m m
<|

5 0 7 4 9 2 8
|>

O LIVE FO R  PIP E ø 1 4  m m
thread M20x1.5 mm - h 15 mm external ø 16.5 mm - height 10 mm

    

PEL  PEL

<T2

Fittings
T2>

<|

5 0 2 3 5 9 4
|>

C A S T IRO N  FIT TING  ø 1 "M F
<|

5 0 1 7 8 2 7
|>

EL BO W  FIT TING  ø 3 /8 "M
outlet tube ø 12 mm

    

PEL  PEL  636/7

<|

4 0 C 0 7 2 2
|>

FITT IN G  C A ST  IR ON  ø 1 "F-3 /4 "M
<| |>

    

PEL  

<|

5 0 3 0 5 1 4
|>

FITT IN G  F OR  P IP E ø 1 4  m m
<|

5 0 3 0 5 1 5
|>

O LIVE FO R  PIP E ø 1 4  m m
thread ø 1/2" - h 12.5 mm external ø 16.5 mm - height 6.5 mm

    

PEL  PEL

<T1

PEL
T1>



Suitable for: Suitable for:

<|

5 0 3 0 5 1 5
|>

O LIVE FO R  PIP E ø 1 4  m m
<| |>

external ø 16.5 mm - height 6.5 mm

    

PEL  

<T2

Gas burners
T2>

<|

5 0 3 2 8 0 9
|>

JET  H OL D ER  FOR  H OS E ø 1 0  m m
<|

5 0 8 0 4 3 2
|>

JET  H OL D ER  NU T  M 1 4 x1
thread connection for hose M16x1,5 mm

 tapered nozzle M10x1 mm  
 fastening fitting M14x1 mm  

    

PEL  400020  

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<| |>

ø ext. 12 mm - h 5 mm
 for model PEL 20-21-24-25  

    

PEL  0905/2  

<|

4 0 5 9 3 7 5
|>

N OZ ZL E HO L D ER  FOR  BU R N ER
<|

5 0 2 8 9 4 3
|>

N OZ ZL E HO L D ER  FOR  BU R N ER
thread fitting for pipe M16x1.5 mm tapered coupling for pipe M16x1.5 mm

 threaded nozzle M10x1 mm  fixing M14x1 mm - tube ø 10 mm
 external thread M15x1 mm  
 pipe ø 10 mm  

    

PEL  PEL

<|

3 0 2 3 1 9 7
|>

N OZ ZL E HO L D ER  FOR  BU R N ER ø  1 0 m m
<|

3 0 2 0 0 9 3
|>

N OZ ZL E HO L D ER  FOR  P IP E ø 1 2  m m
internal thread M10x1 - external thread M15x1 with nut and olive

  thread connection for hose M20x1.5 mm
  fastening fitting M14x1 mm

    

PEL  PEL  0906 PEL  0907 PEL  400074

 PEL  400074+0907+...

<T1

PEL
T1>



Suitable for: Suitable for:

<T2

Gas taps and accessories
T2>

<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
<|

5 0 3 2 8 8 5
|>

BY-P A SS  SC R EW  ø  0 .4 0 m m  FOR  M O D . 2 0 /2 1
ø pipe 10 mm thread M5x0.5

 thread ø 3/8"F - M16x1 mm  
 for taps PEL 20S-21S  

    

PEL  55095  PEL  0981-0,4 PEL  0981/10

<|

4 0 0 2 9 0 0
|>

BY-P A SS  SC R EW  ø  0 .4 5 m m  FOR  M O D . 2 0 /2 1
<|

5 0 1 6 3 1 0
|>

BY-P A SS  SC R EW  ø  0 .4 5 m m  FOR  M O D . 2 2
thread M5x0.5 thread M6x0.5

    

PEL  0981-0,45 PEL  0981/12  PEL  0859-0,45 PEL  0859/4

<|

4 0 0 2 9 2 5
|>

BY-P A SS  SC R EW  ø  0 .5 0 m m  FOR  M O D . 2 0 /2 1
<|

3 3 4 8 2 2 5
|>

BY-P A SS  SC R EW  ø  0 .5 0 m m  FOR  M O D . 2 2
thread M5x0.5 thread M6x0.5

    

PEL  0981-0,5 PEL  0981/14  PEL  0859-0,5 PEL  0859/5

<|

5 0 1 5 5 3 3
|>

BY-P A SS  SC R EW  ø  0 .5 5 m m  FOR  M O D . 2 0 /2 1
<|

5 0 4 6 7 1 6
|>

BY-P A SS  SC R EW  ø  0 .6 0 m m  FOR  M O D . 2 0 /2 1
thread M5x0.5 thread M5x0.5

    

PEL  0981-0,55 PEL  0981/16  PEL  0981-0,6 PEL  0981/18

<|

5 0 7 2 7 4 6
|>

BY-P A SS  SC R EW  ø  0 .6 0 m m  FOR  M O D . 2 2
<|

3 3 4 8 2 2 2
|>

BY-P A SS  SC R EW  ø  0 .6 5 m m  FOR  M O D . 2 0 /2 1
thread M6x0.5 thread M5x0.5

    

PEL  0859-0,6 PEL  0859/7  PEL  0981-0,65 PEL  0981/19

<T1

PEL
T1>



Suitable for: Suitable for:

<|

5 0 3 0 7 0 0
|>

BY-P A SS  SC R EW  ø  0 .6 5 m m  FOR  M O D . 2 2
<|

5 0 1 7 4 4 1
|>

BY-P A SS  SC R EW  ø  0 .7 0 m m  FOR  M O D . 2 0 /2 1
thread M6x0.5 thread M5x0.5

    

PEL  0859-0,65 PEL  0859/8  PEL  0981-0,7 PEL  0981/20

<|

5 0 1 6 3 1 3
|>

BY-P A SS  SC R EW  ø  0 .7 0 m m  FOR  M O D . 2 2
<|

4 0 0 2 7 6 9
|>

BY-P A SS  SC R EW  ø  0 .7 5 m m  FOR  M O D . 2 0 /2 1
thread M6x0.5 thread M5x0.5

    

PEL  0859-0,7 PEL  0859/9  PEL  0981-0,75 PEL  0981/35

<|

5 0 0 8 3 8 0
|>

BY-P A SS  SC R EW  ø  0 .8 0 m m  FOR  M O D . 2 0 /2 1
<|

5 0 6 9 8 7 7
|>

BY-P A SS  SC R EW  ø  0 .8 0 m m  FOR  M O D . 2 2
thread M5x0.5 thread M6x0.5

    

PEL  0981-0,8 PEL  0981/22  PEL  0859-0,8 PEL  0859/11

<|

5 0 3 4 2 8 0
|>

BY-P A SS  SC R EW  ø  0 .8 5 m m  FOR  M O D . 2 0 /2 1
<|

5 0 5 0 3 9 5
|>

BY-P A SS  SC R EW  ø  0 .8 5 m m  FOR  M O D . 2 2
thread M5x0.5 thread M6x0.5

    

PEL  0981-0,85 PEL  0981/31  PEL  0859-0,85 PEL  0859/12

<|

4 0 0 2 9 2 6
|>

BY-P A SS  SC R EW  ø  0 .9 0 m m  FOR  M O D . 2 0 /2 1
<|

4 0 5 2 6 0 5
|>

BY-P A SS  SC R EW  ø  0 .9 0 m m  FOR  M O D . 2 2
thread M5x0.5 thread M6x0.5

    

PEL  0981-0,9 PEL  0981/21  PEL  0859-0,9 PEL  0859/13

<|

4 0 0 2 9 0 9
|>

BY-P A SS  SC R EW  ø  0 .9 5 m m  FOR  M O D . 2 0 /2 1
<|

5 0 5 3 7 5 3
|>

BY-P A SS  SC R EW  ø  0 .9 5 m m  FOR  M O D . 2 2
thread M5x0.5 thread M6x0.5

    

PEL  0981-0,95 PEL  0981/27  PEL  0859-0,95 PEL  0859/14

<T1

PEL
T1>



Suitable for: Suitable for:

<|

5 0 1 4 6 3 1
|>

BY-P A SS  SC R EW  ø  1  m m  FO R M O D . 2 0 /2 1
<|

3 3 4 8 2 2 6
|>

BY-P A SS  SC R EW  ø  1  m m  FO R M O D . 2 2
thread M5x0.5 thread M6x0.5

    

PEL  0981-1 PEL  0981/28  PEL  0859-1 PEL  0859/15

<|

4 0 0 2 9 0 2
|>

BY-P A SS  SC R EW  ø  1 .0 5 m m  FOR  M O D . 2 0 /2 1
<|

5 0 3 8 3 3 5
|>

BY-P A SS  SC R EW  ø  1 .0 5 m m  FOR  M O D . 2 2
thread M5x0.5 thread M6x0.5

    

PEL  0981-1,05 PEL  0981/23  PEL  0859-1,05 PEL  0859/31

<|

5 0 3 4 2 8 1
|>

BY-P A SS  SC R EW  ø  1 .1 0 m m  FOR  M O D . 2 0 /2 1
<|

4 0 5 6 7 4 2
|>

BY-P A SS  SC R EW  ø  1 .1 0 m m  FOR  M O D . 2 2
thread M5x0.5 thread M6x0.5

    

PEL  0981-1,1 PEL  0981/26  PEL  0859-1,1 PEL  0859/16

<|

4 0 0 2 9 2 7
|>

BY-P A SS  SC R EW  ø  1 .1 5 m m  FOR  M O D . 2 0 /2 1
<|

5 0 5 5 4 2 7
|>

BY-P A SS  SC R EW  ø  1 .2 0 m m  FOR  M O D . 2 0 /2 1
thread M5x0.5 thread M5x0.5

    

PEL  0981-1,15 PEL  0981/32  PEL  0981-1,2 PEL  0981/38

<|

3 3 4 8 2 2 7
|>

BY-P A SS  SC R EW  ø  1 .2 0 m m  FOR  M O D . 2 2
<|

5 0 5 3 7 5 4
|>

BY-P A SS  SC R EW  ø  1 .3 0 m m  FOR  M O D . 2 0 /2 1
thread M6x0.5 thread M5x0.5

    

PEL  0859-1,2 PEL  0859/17  PEL  0981-1,3 PEL  0981/24

<|

5 0 1 2 4 6 1
|>

BY-P A SS  SC R EW  ø  1 .3 0 m m  FOR  M O D . 2 2
<|

4 0 0 3 1 8 2
|>

BY-P A SS  SC R EW  ø  1 .4 0 m m  FOR  M O D . 2 0 /2 1
thread M6x0.5 thread M5x0.5

    

PEL  0859-1,3 PEL  0859/18  PEL  0981-1,4 PEL  0981/25

<T1

PEL
T1>



Suitable for: Suitable for:

<|

4 0 0 2 9 7 6
|>

BY-P A SS  SC R EW  ø  1 .4 0 m m  FOR  M O D . 2 2
<|

4 0 0 2 9 9 4
|>

BY-P A SS  SC R EW  ø  1 .4 5 m m  FOR  M O D . 2 0 /2 1
thread M6x0.5 thread M5x0.5

    

PEL  0859-1,4 PEL  0859/19  PEL  0981-1,45 PEL  0981/26

<|

5 0 5 5 4 2 4
|>

BY-P A SS  SC R EW  ø  1 .4 5 m m  FOR  M O D . 2 2
<|

5 0 2 2 9 9 6
|>

BY-P A SS  SC R EW  ø  1 .5 0 m m  FOR  M O D . 2 2
thread M6x0.5 thread M6x0.5

    

PEL  0859-1,45 PEL  0859/28  PEL  0859-1,5 PEL  0859/20

<|

3 3 4 8 2 2 3
|>

BY-P A SS  SC R EW  ø  1 .5 5 m m  FOR  M O D . 2 0 /2 1
<|

5 0 1 2 4 5 4
|>

BY-P A SS  SC R EW  ø  1 .5 5 m m  FOR  M O D . 2 2
thread M5x0.5 thread M6x0.5

    

PEL  0981-1,55 PEL  0981/42  PEL  0859-1,55 PEL  0859/40

<|

4 0 0 6 1 9 3
|>

BY-P A SS  SC R EW  ø  1 .6 0 m m  FOR  M O D . 2 0 /2 1
<|

3 3 4 8 2 2 4
|>

BY-P A SS  SC R EW  ø  1 .7 0 m m  FOR  M O D . 2 0 /2 1
thread M5x0.5 thread M5x0.5

    

PEL  0981-1,6 PEL  0981/37  PEL  0981-1,7 PEL  0981/30

<|

4 0 0 3 3 7 2
|>

BY-P A SS  SC R EW  ø  1 .7 0 m m  FOR  M O D . 2 2
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
thread M6x0.5 pin length 31 mm

  for model PEL 22S/O

    

PEL  0859-1,7  PEL  KIT55601 PEL  LF-2100503

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 6 0
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 25 mm

 for model PEL 22  for model PEL 23

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  PEL  AFCAPP.23S PEL  KIT54827

<|

3 3 4 8 0 6 2
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 35/17 mm upper/lower pin length 25/17 mm

 for model PEL 23  for model PEL 22

    

PEL  AFCAPP23S/1 PEL  KIT54734  PEL  KIT0913_PERNO2517

<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 26 mm pin length 45/20 mm upper/lower

 for model PEL 22  for model PEL 21

    

PEL  AFCAPP.22S5 PEL  KIT54575  PEL  KIT55800

<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 30/23 mm upper/lower pin length 35/21 mm upper/lower

 for model PEL 21  for model PEL 22

    

PEL  KIT55458  PEL  KIT55447

<|

3 3 4 8 0 2 0
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 22 mm pin length 22 mm

 for model PEL 20S  for model PEL 21S

    

PEL  AFCAPP.20S PEL  KIT54782  PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 39/7 mm upper/lower pin 35/15 mm upper/lower

 for model PEL 22  for model PEL 21S

    

PEL  KIT53714  PEL  KIT55460

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 1 8 8
|>

FL A NG E C O M P LET E FOR  P EL 2 2
without adjustment holes mounting distance 40 mm - pipe ø 27 mm

 thread M20x1.5 mm  
 for model PEL 22S  

    

PEL  0889/3B  PEL  51491

<|

3 3 4 8 1 8 9
|>

FL A NG E C O M P LET E FOR  P EL 2 2
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
holes mounting distance 34 mm - pipe ø 21 mm thread M20x1.5

  for model PEL 22

    

PEL  51492  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
<|

3 3 4 8 2 3 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
thread M24x1.5 mm without adjustment

 for model PEL 23  thread M24x1.5 mm
  for model PEL 23

    

PEL  KIT0956  PEL

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 8 0 2 8
|>

FL A NG E V ERT IC A L ø 1 2 /1 6  m m
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
thread M24x1.5 thread M20x1.5 mm

 for model PEL 23  for model PEL 22S

    

PEL  KIT0955 PEL  0955  PEL  51490/M

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<| |>

thread M16x1,5 mm - M10x1,25 mm
 for model PEL 21S  

    

PEL  50669/M  

<|

2 1 1 0 2 9 7
|>

G A S T AP  A 6 0
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with connections and olives ø pipe 10 mm

 with pilot flame  thread ø 3/8"F - M16x1 mm
 inlet connection M15x1 mm  for taps PEL 20S-21S
 outlet connection with nozzle ø 2,05 mm  
 thermocouple connection M8x1  
 D-shaped pin ø 6x4.6 mm  
 pin length 31/23 upper  

    

PEL  0907/6  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 2 5 8
|>

G A S T AP  A 6 0
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 inlet fitting M15x1 mm  thread ø 3/8"F - M16x1 mm
 outlet fitting M17x1 mm  for taps PEL 20S-21S
 with flow regulator  
 thermocouple fitting M8x1  
 D-shaped pin ø 6x4.6 mm  
 pin length 30/23 mm right/left  

    

PEL  0903 PEL  0904  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 2 6 1
|>

G A S T AP  A 6 0
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 nozzle outlet ø 1.85  thread ø 3/8"F - M16x1 mm
 inlet fitting M15x1 mm  for taps PEL 20S-21S
 outlet fitting M17x1 mm  
 with flowrate adjuster  
 thermocouple connection M8x1  
 D-shaped pin ø 6x4.6 mm  
 pin length 31/23 mm left  

    

PEL  0903 PEL  0904  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 2 6 2
|>

G A S T AP  A 6 0
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 nozzle outlet ø 1.40  thread ø 3/8"F - M16x1 mm
 inlet fitting M15x1 mm  for taps PEL 20S-21S
 outlet fitting M17x1 mm  
 with flowrate adjuster  
 thermocouple connection M8x1  
 D-shaped pin ø 6x4.6 mm  
 pin length 31/23 mm left  

    

PEL  0903 PEL  0904  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 2 6 3
|>

G A S T AP  A 6 0
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 internal nozzle ø 1.40  thread ø 3/8"F - M16x1 mm
 by-pass 0.35-0.85  for taps PEL 20S-21S
 inlet fitting M15x1 mm  
 outlet fitting M17x1 mm  
 with flowrate adjuster  
 thermocouple connection M8x1  
 D-shaped pin ø 6x4.6 mm  
 pin length 31/23 mm left  

    

PEL  0903 PEL  0904  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 2 6 4
|>

G A S T AP  A 6 0
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 internal nozzle ø 1.80  thread ø 3/8"F - M16x1 mm
 by-pass 0.35-1.10  for taps PEL 20S-21S
 inlet fitting M15x1 mm  
 outlet fitting M17x1 mm  
 with flowrate adjuster  
 thermocouple connection M8x1  
 D-shaped pin ø 6x4.6 mm  
 pin length 31/23 mm left  

    

PEL  0903 PEL  0904  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 2 6 5
|>

G A S T AP  A 6 0
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 internal nozzle ø 2.05  thread ø 3/8"F - M16x1 mm
 by-pass 0.35-1.20  for taps PEL 20S-21S
 inlet fitting M15x1 mm  
 outlet fitting M17x1 mm  
 with flowrate adjuster  
 thermocouple connection M8x1  
 D-shaped pin ø 6x4.6 mm  
 pin length 31/23 mm left  

    

PEL  0903 PEL  0904  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 3 1 3
|>

G A S T AP  A 6 0
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 inlet fitting M15x1 mm  thread ø 3/8"F - M16x1 mm
 outlet fitting M17x1 mm  for taps PEL 20S-21S
 thermocouple connection M8x1  
 D-shaped pin ø 6x4.6 mm  

    

PEL PEL  0903 PEL  0904  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

5 0 3 7 9 3 0
|>

G A S T AP  A 6 0
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
complete with connections and olives ø pipe 10 mm

 with pilot flame  thread ø 3/8"F - M16x1 mm
 inlet connection M15x1 mm  for taps PEL 20S-21S
 outlet coupling M17x1 mm  
 thermocouple fittings M8x1  
 D-shaped pin ø 6x4.6 mm  

    

PEL  0907/6  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

5 0 5 1 8 8 0
|>

G A S T AP  A 6 0
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with connections and olives ø pipe 10 mm

 with pilot flame  thread ø 3/8"F - M16x1 mm
 inlet fitting M15x1 mm  for taps PEL 20S-21S
 outlet fitting with nozzle ø 1.55 mm  
 thermocouple fittings M8x1  
 D-shpaed pin ø 6x4.6 mm - long pin  
 pin length 30/23 upper  

    

PEL  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 0 1 5
|>

G A S T AP  2 0 /N
<|

3 3 4 8 0 2 0
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
with pilot flame pin length 22 mm

 fittings M16x1.5 mm  for model PEL 20S
 with flow regulator  
 D-shaped pin ø 8x6.5 mm  

    

PEL  7991B-1  PEL  AFCAPP.20S PEL  KIT54782

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 0 1 4
|>

G A S T AP  2 0 /S
<|

3 3 4 8 0 2 0
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
without pilot flame pin length 22 mm

 fittings ø M16x1.5mm  for model PEL 20S
 thermocouple fitting M8x1  
 D-shaped pin ø 8x6.5mm  

    

PEL  7989B-3  PEL  AFCAPP.20S PEL  KIT54782

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 0 7 0
|>

G A S T AP  2 0 /S
<|

3 3 4 8 0 2 0
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
with connections and olives pin length 22 mm

 without pilot flame  for model PEL 20S
 inlet connections M16x1.5 mm  
 outlet connection ø 1/4"  
 with flow regulator  
 thermocouple connection M8x1  
 D-shaped pin ø 8x6.5 mm  
 with block shear connector for replacement  
 of gas tap SIRAL  

    

PEL  PEL  AFCAPP.20S PEL  KIT54782

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 0 7 5
|>

G A S T AP  2 0 /S
<|

3 3 4 8 0 2 0
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
without pilot flame pin length 22 mm

 fittings M16x1.5 mm  for model PEL 20S
 with flow regulator  
 thermocouple connection M8x1  
 D-shaped long pin ø 8x6.5 mm  

    

PEL  7989B-19  PEL  AFCAPP.20S PEL  KIT54782

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 2 4 0 2 8 2
|>

M IC R O SW ITC H B ITR O N  TYP E 2 0 9
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
0.5A 250V ø ext. 12 mm - h 5 mm

  for model PEL 20-21-24-25

    

 PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 2 5 0 0 9 7
|>

S PR ING  FO R T A P  M IC R OS W IT C H  ø 1 0 x14  m m
<|

3 3 4 8 0 7 7
|>

W A SH ER  FO R T A P  KN OB
for SOLID TOP RANGE series  PR700

    

<|

3 3 4 8 1 9 1
|>

G A S T AP  2 1 /N
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with connections and olives ø 10 mm ø pipe 10 mm

 without pilot flame  thread ø 3/8"F - M16x1 mm
 connections M16x1.5 mm  for taps PEL 20S-21S
 D-shaped pin ø 6x4.6 mm - long pin 40/16mm  

    

PEL  0905 PEL  0907/6 PEL  7991B-1  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 0 1 6
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 fittings ø M16x1.5mm  thread ø 3/8"F - M16x1 mm
 with flow regulator  for taps PEL 20S-21S
 thermocouple connection M9x1  
 D-shaped pin ø 8x6.5 mm  

    

PEL  7988B-7  PEL  55095

<|

3 3 4 8 0 8 5
|>

BU SH  FO R  T A P
<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower

  for model PEL 21

    

 PEL  KIT55800

<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 30/23 mm upper/lower pin length 30/17,5 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55458  

<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 22 mm pin 35/15 mm upper/lower

 for model PEL 21S  for model PEL 21S

    

PEL  AFCAPP.21S PEL  KIT54778  PEL  KIT55460

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
pin length 22/15 mm right/lef pin length 32/25 mm upper/lower

 for model PEL 21S  for model PEL 21S

    

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 0 7 3
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 clamp connection pipe ø 21 mm  thread ø 3/8"F - M16x1 mm
 fitting outlet ø M16x1.5 mm  for taps PEL 20S-21S
 with flowrate regulator  
 thermocouple connection 8x1  
 D-shaped pin ø 8x6.5 mm  

    

PEL  777028  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 0 7 4
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 flange pipe connection ø 21 mm  thread ø 3/8"F - M16x1 mm
 outlet fitting ø M16x1.5mm  for taps PEL 20S-21S
 with flow regulator  
 thermocouple connection M8x1  
 D-shaped pin ø 8x6.5 mm  
 pin length 32/25 mm upper/lower  

    

PEL  777073  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 0 7 6
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 fittings ø M16x1.5mm  thread ø 3/8"F - M16x1 mm
 with flow regulator  for taps PEL 20S-21S
 thermocouple connection M8x1 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  7988B-1 PEL  7988B-5  PEL  55095

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 8 0 7 9
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 fittings ø M16x1.5 mm  thread ø 3/8"F - M16x1 mm
 thermocouple connection M8x1  for taps PEL 20S-21S
 D-shaped long pin ø 8x6.5 mm  

    

PEL  7988B-49 PEL  7988B/49  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 0 8 3
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 connection to hose flange ø 21 mm  thread ø 3/8"F - M16x1 mm
 connector outlet M16x1.5 mm  for taps PEL 20S-21S
 thermocouple connection M8x1  
 D-shaped pin ø 8x6.5 mm  

    

PEL  777098  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 1 0 9
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 fittings ø M16x1.5mm  thread ø 3/8"F - M16x1 mm
 thermocouple connection M8x1  for taps PEL 20S-21S
 D-shaped pin ø 8x6.5 mm  

    

PEL  7988B-33  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 1 1 7
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 pipe flange fitting ø 27 mm  thread ø 3/8"F - M16x1 mm
 outlet fitting M16x1.5 mm  for taps PEL 20S-21S
 thermocouple connection M8x1  
 D-shaped pin ø 8x6.5 mm  

    

PEL  777118  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 1 9 0
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
complete with connections and olives ø pipe 10 mm

 with pilot flame  thread ø 3/8"F - M16x1 mm
 fittings M16x1.5 mm  for taps PEL 20S-21S
 thermocouple connection M9x1  
 D-shaped long pin ø 6x4.6 mm  

    

PEL  0905 PEL  0907/6 PEL  7988B-7  PEL  55095

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 8 2 0 2
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 fittings ø M16x1.5mm  thread ø 3/8"F - M16x1 mm
 with by-pass ø 0.75 mm  for taps PEL 20S-21S
 thermocouple connection M9x1  
 D-shaped pin ø 8x6.5 mm  
 pin legnth 22/15 mm upper  

    

PEL  7988B-27  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 2 2 8
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 fittings M16x1.5 mm  thread ø 3/8"F - M16x1 mm
 complete with by-pass ø 0.35 mm  for taps PEL 20S-21S
 thermocouple connection M8x1  
 D-shaped pin ø 8x6.5 mm  

    

PEL  55095 PEL  7988B-5  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 2 5 2
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 fittings M16x1.5 mm  thread ø 3/8"F - M16x1 mm
 with flowrate adjuster  for taps PEL 20S-21S
 thermocouple connection M9x1  
 D-shaped pin ø 8x6.5 mm  

    

PEL PEL  7988B-7  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 2 5 6
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 flange pipe connection ø 21 mm  thread ø 3/8"F - M16x1 mm
 outlet fitting ø M16x1.5mm  for taps PEL 20S-21S
 with flow regulator  
 thermocouple connection M8x1  
 D-shaped pin ø 6x4.6 mm  
 pin length 30/23 mm upper/lower  

    

PEL  KIT55458 PEL  777073  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 2 5 7
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 flange pipe connection ø 21 mm  thread ø 3/8"F - M16x1 mm
 outlet fitting ø M16x1.5mm  for taps PEL 20S-21S
 thermocouple connection M8x1  
 D-shaped pin ø 6x4.6 mm  
 pin length 30/23 mm upper/lower  

    

PEL  KIT55458 PEL  777118  PEL  55095

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<T1

PEL
T1>



Suitable for: Suitable for:

<|

4 0 G 4 44 1
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 flange connection pipe ø 21 mm  thread ø 3/8"F - M16x1 mm
 outlet fitting M16x1.5 mm  for taps PEL 20S-21S
 with flow regulator  
 thermocouple connection M8x1  
 pin length 45/19 mm  
 D-shaped pin ø 6x4.6 mm  

    

PEL  777098  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

4 0 KI3 6 7
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 flange connection pipe ø 21 mm  thread ø 3/8"F - M16x1 mm
 outlet fitting M16x1.5 mm  for taps PEL 20S-21S
 with flow regulator  
 thermocouple connection M8x1  
 pin length 45/19 mm  
 D-shaped pin ø 6x4.6 mm  

    

PEL  777059 PEL  777118  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

5 0 4 6 4 0 2
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 connections M16x1.5 mm  thread ø 3/8"F - M16x1 mm
 with flow regulator  for taps PEL 20S-21S
 thermocouple connection M8x1mm  
 D-shaped pin ø 6x4.6 mm  

    

PEL  7988B-19  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 22 mm pin 35/15 mm upper/lower

 for model PEL 21S  for model PEL 21S

    

PEL  AFCAPP.21S PEL  KIT54778  PEL  KIT55460

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
pin length 22/15 mm right/lef pin length 32/25 mm upper/lower

 for model PEL 21S  for model PEL 21S

    

<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M16x1,5 mm - M10x1,25 mm thread M18x1 mm

 for model PEL 21S  for model PEL 20-21-22

    

PEL  50669/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
thread M18x1mm head ø 15.5 mm - end piece ø 11.5 mm - length 44mm

 for model PEL 20-21-22  

    

PEL  0885/1  

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15 mm - end piece ø 11 mm - length 44 mm ø ext. 12 mm - h 5 mm

 for PEL tap models 20-21  for model PEL 20-21-24-25
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  PEL  0905/2

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M16x1.5 mm - h 14 mm thread M10x1 mm - h 11 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0907/6  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

5 0 5 2 1 7 5
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with pilot flame ø pipe 10 mm

 pipe flange fitting ø 21 mm  thread ø 3/8"F - M16x1 mm
 outlet connection ø M16x1.5 mm  for taps PEL 20S-21S
 thermocouple connection  M9x1  
 D-shaped pin ø 8x6.5 mm  

    

PEL  777111 PEL  777120  PEL  55095

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

5 0 6 3 5 8 4
|>

G A S T AP  2 1 /S
<|

7 1 0 2 8 4 1
|>

BO D Y FITT IN G  TA P
with flame PILOT ø pipe 10 mm

 flange connection pipe ø 21 mm  thread ø 3/8"F - M16x1 mm
 outlet fitting M16x1.5 mm  for taps PEL 20S-21S
 thermocouple connection M9x1mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  0903 PEL  0904 PEL  0907/6  PEL  55095

PEL  777098 PEL  77721002  

<|

3 3 4 8 2 1 9
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 2 0
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 45/20 mm upper/lower pin length 30/23 mm upper/lower

 for model PEL 21  for model PEL 21

    

PEL  KIT55800  PEL  KIT55458

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 2 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 0 2 1
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 30/17,5 mm upper/lower pin length 22 mm

 for model PEL 21  for model PEL 21S

    

 PEL  AFCAPP.21S PEL  KIT54778

<|

3 3 4 8 2 3 8
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 4 3
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin 35/15 mm upper/lower pin length 22/15 mm right/lef

 for model PEL 21S  for model PEL 21S

    

PEL  KIT55460  

<|

3 3 4 8 2 7 5
|>

C A P W IT H  PIN  ø 8 x6 .5  m m
<|

3 3 4 8 2 3 6
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 6 /1 0  m m
pin length 32/25 mm upper/lower thread M16x1,5 mm - M10x1,25 mm

 for model PEL 21S  for model PEL 21S

    

 PEL  50669/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 2 2
|>

M A GN ET IC  G R OU P  P EL S M A LL  H EA D
<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
head ø 15.5 mm - end piece ø 11.5 mm - length 44mm head ø 15 mm - end piece ø 11 mm - length 44 mm

  for PEL tap models 20-21
  for EGA tap model 25213
  for JUNKERS tap model CH110

    

 PEL  0982

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 12 mm - h 5 mm ø ext. 8 mm - h 8 mm

 for model PEL 20-21-24-25  for model PEL 21-22-24-25

    

PEL  0905/2  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M16x1.5 mm - h 14 mm

 for model PEL 21-22-24-25  for model PEL 20-21-24-25

    

PEL  0905  PEL  0907/6

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 1 1 2
|>

G A S T AP  2 2 /S
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with turned horizontal flange  for model PEL 22S/O
 pipe flange fitting ø 27 mm  
 outlet fitting M20x1.5 mm  
 thermocouple connection M9x1  
 D-shaped pin ø 8x6.5 mm - long pin  

    

PEL  777079  PEL  KIT55601 PEL  LF-2100503

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 1 8 8
|>

FL A NG E C O M P LET E FOR  P EL 2 2
without adjustment holes mounting distance 40 mm - pipe ø 27 mm

 thread M20x1.5 mm  
 for model PEL 22S  

    

PEL  0889/3B  PEL  51491

<|

3 3 4 8 1 8 9
|>

FL A NG E C O M P LET E FOR  P EL 2 2
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
holes mounting distance 34 mm - pipe ø 21 mm thread M20x1.5

  for model PEL 22

    

PEL  51492  PEL  KIT0889/B PEL  0889/B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 1 8 3
|>

G A S T AP  2 2 /S
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with horizontal flange pin length 31 mm

 with pilot flame  for model PEL 22S/O
 flange fitting pipe ø 27 mm  
 outlet fitting M20x1.5 mm  
 thermocouple connection M8x1  
 D-shaped pin ø 10x8 mm  

    

PEL  777020  PEL  KIT55601 PEL  LF-2100503

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 1 8 8
|>

FL A NG E C O M P LET E FOR  P EL 2 2
without adjustment holes mounting distance 40 mm - pipe ø 27 mm

 thread M20x1.5 mm  
 for model PEL 22S  

    

PEL  0889/3B  PEL  51491

<|

3 3 4 8 1 8 9
|>

FL A NG E C O M P LET E FOR  P EL 2 2
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
holes mounting distance 34 mm - pipe ø 21 mm thread M20x1.5

  for model PEL 22

    

PEL  51492  PEL  KIT0889/B PEL  0889/B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

5 0 3 1 7 4 2
|>

G A S T AP  2 2 /S
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with horizontal flange swiveling  for model PEL 22S/O
 connections ø M20x1.5 mm  
 with flow rate adjuster  
 thermocouple connection  M9x1  
 D-shaped pin ø 10x8 mm  

    

PEL  7919163  PEL  KIT55601 PEL  LF-2100503

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 2 5 4
|>

G A S T AP  2 2 /V
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with vertical flange  for model PEL 22S/O
 pipe flange fitting ø 27 mm  
 outlet fitting M20x1,5 mm  
 thermocouple fitting M9x1  
 D-shaped pin ø 10x8 mm  

    

PEL PEL  51491 PEL  791855  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 1 8 8
|>

FL A NG E C O M P LET E FOR  P EL 2 2
without adjustment holes mounting distance 40 mm - pipe ø 27 mm

 thread M20x1.5 mm  
 for model PEL 22S  

    

PEL  0889/3B  PEL  51491

<|

3 3 4 8 1 8 9
|>

FL A NG E C O M P LET E FOR  P EL 2 2
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
holes mounting distance 34 mm - pipe ø 21 mm thread M20x1.5

  for model PEL 22

    

PEL  51492  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 0 1 0
|>

G A S T AP  2 2 N /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with horizontal flange  for model PEL 22S/O
 fittings ø M20x1.5mm  
 with flow regulator  
 D-shaped pin ø 10x8 mm  

    

PEL  792118  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 25/17 mm

 for model PEL 22  for model PEL 22

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  PEL  KIT0913_PERNO2517

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 26 mm pin length 35/21 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  AFCAPP.22S5 PEL  KIT54575  PEL  KIT55447

<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
pin length 39/7 mm upper/lower without adjustment

 for model PEL 22  thread M20x1.5 mm
  for model PEL 22S

    

PEL  KIT53714  PEL  0889/3B

<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  KIT0889/B PEL  0889/B  PEL  0945

<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5 mm

 for model PEL 22  for model PEL 22S

    

PEL  KIT0886/1B PEL  0886/1B  PEL  51490/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
head ø 15.5 mm - end piece ø 14 mm - length 44 mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for PEL tap model 22-24  

    

PEL  0884  

<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 14 mm ø ext. 14 mm - h 6 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0910  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
pin length 45/20 mm rh/lh thread M20x1.5 mm - h 15 mm

 for model PEL 22  for model PEL 22-24-25

    

 PEL  0907/1

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
<| |>

without flow regulator
 thread M20x1.5 mm  
 for model PEL 22  

    

PEL  FLANGIAVERTø12_10  

<|

3 3 4 8 1 4 4
|>

G A S T AP  2 2 N /O
<|

3 2 4 1 7 4 6
|>

BL A C K  KN OB  ø 5 3  m m
complete with connections and olives with yellow pointer

 with pilot flame  round hole  ø 10 mm
 horizontal flange  for GAS VALVE
 clamp connection for pipe ø 21 mm  
 complete with by-pass ø 0.35 mm  
 D-shaped pin ø 8x6.5 mm  
 pin length 39/7 mm upper  

    

PEL  PERNO_CORTO_7X7 PEL  0889/3B PEL  0905  

PEL  0907 PEL  792118  

<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 31 mm pin length 25/14 mm

 for model PEL 22S/O  for model PEL 22

    

PEL  KIT55601 PEL  LF-2100503  PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
pin length 35/21 mm upper/lower without adjustment

 for model PEL 22  thread M20x1.5 mm
  for model PEL 22S

    

PEL  KIT55447  PEL  0889/3B

<|

3 3 4 8 1 8 8
|>

FL A NG E C O M P LET E FOR  P EL 2 2
<|

3 3 4 8 1 8 9
|>

FL A NG E C O M P LET E FOR  P EL 2 2
holes mounting distance 40 mm - pipe ø 27 mm holes mounting distance 34 mm - pipe ø 21 mm

    

PEL  51491  PEL  51492

<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  KIT0889/B PEL  0889/B  PEL  0945

<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5 mm

 for model PEL 22  for model PEL 22S

    

PEL  KIT0886/1B PEL  0886/1B  PEL  51490/M

<|

3 7 8 6 3 7 6
|>

G A SK ET M O D EL  FKM
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
for gas tap thread M18x1 mm

 external ø 17 mm /internal ø 12 mm  for model PEL 20-21-22

    

 PEL  0885

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 2 5 1
|>

G A S T AP  2 2 N /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with conic horizontal flange  for model PEL 22S/O
 fittings M20x1.5 mm  
 with flow regulator  
 D-shaped pin ø 10x8 mm  

    

PEL PEL  0945 PEL  792118  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 25/17 mm

 for model PEL 22  for model PEL 22

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  PEL  KIT0913_PERNO2517

<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 26 mm pin length 35/21 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  AFCAPP.22S5 PEL  KIT54575  PEL  KIT55447

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
pin length 39/7 mm upper/lower without adjustment

 for model PEL 22  thread M20x1.5 mm
  for model PEL 22S

    

PEL  KIT53714  PEL  0889/3B

<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  KIT0889/B PEL  0889/B  PEL  0945

<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5 mm

 for model PEL 22  for model PEL 22S

    

PEL  KIT0886/1B PEL  0886/1B  PEL  51490/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
head ø 15.5 mm - end piece ø 14 mm - length 44 mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for PEL tap model 22-24  

    

PEL  0884  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 14 mm ø ext. 14 mm - h 6 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0910  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
pin length 45/20 mm rh/lh thread M20x1.5 mm - h 15 mm

 for model PEL 22  for model PEL 22-24-25

    

 PEL  0907/1

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
<| |>

without flow regulator
 thread M20x1.5 mm  
 for model PEL 22  

    

PEL  FLANGIAVERTø12_10  

<|

3 3 4 8 0 0 4
|>

G A S T AP  2 2 N /V
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with vertical flange  for model PEL 22S/O
 fittings ø M20x1.5mm  
 with flow regulator  
 D-shaped pin ø 10x8 mm  

    

PEL  792003 PEL  792004  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 25/17 mm

 for model PEL 22  for model PEL 22

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  PEL  KIT0913_PERNO2517

<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 26 mm pin length 35/21 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  AFCAPP.22S5 PEL  KIT54575  PEL  KIT55447

<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
pin length 39/7 mm upper/lower without adjustment

 for model PEL 22  thread M20x1.5 mm
  for model PEL 22S

    

PEL  KIT53714  PEL  0889/3B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  KIT0889/B PEL  0889/B  PEL  0945

<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5 mm

 for model PEL 22  for model PEL 22S

    

PEL  KIT0886/1B PEL  0886/1B  PEL  51490/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
head ø 15.5 mm - end piece ø 14 mm - length 44 mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for PEL tap model 22-24  

    

PEL  0884  

<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 14 mm ø ext. 14 mm - h 6 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0910  PEL  0906

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
pin length 45/20 mm rh/lh thread M20x1.5 mm - h 15 mm

 for model PEL 22  for model PEL 22-24-25

    

 PEL  0907/1

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
<| |>

without flow regulator
 thread M20x1.5 mm  
 for model PEL 22  

    

PEL  FLANGIAVERTø12_10  

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 8 0 0 1
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with conical horizontal flange  for model PEL 22S/O
 fittings ø M20x1.5mm  
 with flow regulator  
 thermocouple connection M8x1  
 D-shaped pin ø 10x9 mm  

    

PEL  791904  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 0 0 2
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with horizontal flange  for model PEL 22S/O
 fittings ø M20x1.5mm  
 with flow regulator  
 thermocouple connection M9x1  
 D-shaped pin ø 10x8 mm  

    

PEL  791911 PEL  791944  PEL  KIT55601 PEL  LF-2100503

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 0 0 5
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with horizontal flange  for model PEL 22S/O
 fittings ø M20x1.5 mm  
 with flow regulator  
 thermocouple connection M8x1  
 D-shaped pin ø 10x8 mm  

    

PEL  791910  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 0 6 1
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with horizontal flange  for model PEL 22S/O
 fittings ø M20x1.5mm  
 with flow regulator  
 thermocouple connection M8x1  
 D-shaped pin ø 10x9 mm  

    

PEL  791938  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 1 4 3
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
complete with connections and olives pin length 31 mm

 with pilot flame  for model PEL 22S/O
 horizontal flange  
 fittings M20x1.5 mm  
 thermocouple connection M9x1  
 pin length 16 mm  
 square pin 7x7 mm  
 pin length 16/7 mm diagonal  

    

PEL  0905 PEL  0907 PEL  51490/M  PEL  KIT55601 PEL  LF-2100503

PEL  777040  

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 1 4 5
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
complete with connections and olives pin length 31 mm

 with pilot flame  for model PEL 22S/O
 horizontal flange  
 clamp connection for pipe ø 21 mm  
 fittings M20x1.5 mm  
 with flow regulator  
 thermocouple connection M8x1  
 pin length 38 mm  
 D-shaped pin  ø 8x6.5 mm  

    

PEL  0907 PEL  51490/M PEL  777040  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 1 8 8
|>

FL A NG E C O M P LET E FOR  P EL 2 2
without adjustment holes mounting distance 40 mm - pipe ø 27 mm

 thread M20x1.5 mm  
 for model PEL 22S  

    

PEL  0889/3B  PEL  51491

<|

3 3 4 8 1 8 9
|>

FL A NG E C O M P LET E FOR  P EL 2 2
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
holes mounting distance 34 mm - pipe ø 21 mm thread M20x1.5

  for model PEL 22

    

PEL  51492  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 1 4 6
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
complete with connections and olives pin length 31 mm

 with pilot flame  for model PEL 22S/O
 horizontal flange  
 clamp connection for pipe ø 27 mm  
 complete with by-pass ø 0.35 mm  
 outlet fittings M20x1.5 mm  
 thermocouple connection M8x1  
 D-shaped pin ø 8x6.5 mm  
 pin length 39/7 mm left  

    

PEL  0905 PEL  51490/M PEL  51491  PEL  KIT55601 PEL  LF-2100503

PEL  791911  

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 1 8 8
|>

FL A NG E C O M P LET E FOR  P EL 2 2
without adjustment holes mounting distance 40 mm - pipe ø 27 mm

 thread M20x1.5 mm  
 for model PEL 22S  

    

PEL  0889/3B  PEL  51491

<|

3 3 4 8 1 8 9
|>

FL A NG E C O M P LET E FOR  P EL 2 2
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
holes mounting distance 34 mm - pipe ø 21 mm thread M20x1.5

  for model PEL 22

    

PEL  51492  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 2 0 6
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with horizontal flange  for model PEL 22S/O
 fittings M20x1.5 mm  
 thermocouple connection M9x1  
 D-shaped pin ø 10x8 mm  
 pin length 25/17 mm lower  

    

PEL  0889/3B PEL  7919169  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
pin length 26 mm pin length 35/21 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  AFCAPP.22S5 PEL  KIT54575  PEL  KIT55447

<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
pin length 39/7 mm upper/lower without adjustment

 for model PEL 22  thread M20x1.5 mm
  for model PEL 22S

    

PEL  KIT53714  PEL  0889/3B

<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  KIT0889/B PEL  0889/B  PEL  0945

<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5 mm

 for model PEL 22  for model PEL 22S

    

PEL  KIT0886/1B PEL  0886/1B  PEL  51490/M

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
head ø 15.5 mm - end piece ø 14 mm - length 44 mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for PEL tap model 22-24  

    

PEL  0884  

<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 14 mm ø ext. 14 mm - h 6 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0910  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
pin length 45/20 mm rh/lh thread M20x1.5 mm - h 15 mm

 for model PEL 22  for model PEL 22-24-25

    

 PEL  0907/1

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
<| |>

without flow regulator
 thread M20x1.5 mm  
 for model PEL 22  

    

PEL  FLANGIAVERTø12_10  

<|

3 3 4 8 2 3 3
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with horizontal flange  for model PEL 22S/O
 fittings M20x1.5 mm  
 with flow regulator  
 thermocouple connection M8x1  
 D-shaped pin ø 10x8 mm  

    

PEL  791855  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 2 3 4
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with horizontal flange  for model PEL 22S/O
 fittings M20x1.5 mm  
 thermocouple connection M9x1  
 D-shaped pin ø 10x8 mm  

    

PEL  791911  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 8 2 3 5
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
complete with connections and olives pin length 31 mm

 with pilot flame  for model PEL 22S/O
 with horizontal flange  
 fittings ø M20x1.5mm  
 thermocouple connection M9x1  
 D-shaped pin ø 10x8 mm  

    

PEL  791855  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 2 4 2
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with horizontal flange pin length 31 mm

 with pilot flame  for model PEL 22S/O
 without flow regulator  
 fittings M20x1.5 mm  
 thermocouple connection M9x1  
 D-shaped pin ø 10x8 mm  
 pin length 25/17 mm upper  

    

PEL  791940  PEL  KIT55601 PEL  LF-2100503

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 2 4 6
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with horizontal flange pin length 31 mm

 with pilot flame  for model PEL 22S/O
 flange pipe connection ø 27 mm  
 outlet fitting M20x1.5 mm  
 with flow regulator  
 thermocouple connection M9x1  
 D-shaped pin ø 6x4.6 mm  
 pin length 35/21 mm upper/lower  

    

PEL  KIT55447 PEL  51491 PEL  791911  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 1 8 8
|>

FL A NG E C O M P LET E FOR  P EL 2 2
without adjustment holes mounting distance 40 mm - pipe ø 27 mm

 thread M20x1.5 mm  
 for model PEL 22S  

    

PEL  0889/3B  PEL  51491

<|

3 3 4 8 1 8 9
|>

FL A NG E C O M P LET E FOR  P EL 2 2
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
holes mounting distance 34 mm - pipe ø 21 mm thread M20x1.5

  for model PEL 22

    

PEL  51492  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 2 5 3
|>

G A S T AP  2 2 S /O
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with horizontal flange  for model PEL 22S/O
 fittings M20x1.5 mm  
 with flowrate adjuster  
 thermocouple connection M9x1  
 D-shaped pin ø 6x4.6 mm  

    

PEL PEL  791911  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 0 0 3
|>

G A S T AP  2 2 S /V
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with vertical flange  for model PEL 22S/O
 fittings ø M20x1.5mm  
 with flow regulator  
 thermocouple connection M9x1  
 D-shaped pin ø 10x8 mm  

    

PEL  791804  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
head ø 15.5 mm - end piece ø 14 mm - length 44 mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for PEL tap model 22-24  

    

PEL  0884  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 14 mm ø ext. 14 mm - h 6 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0910  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
pin length 45/20 mm rh/lh thread M20x1.5 mm - h 15 mm

 for model PEL 22  for model PEL 22-24-25

    

 PEL  0907/1

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
<| |>

without flow regulator
 thread M20x1.5 mm  
 for model PEL 22  

    

PEL  FLANGIAVERTø12_10  

<|

3 3 4 8 0 6 9
|>

G A S T AP  2 2 S /V
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with vertical flange  for model PEL 22S/O
 pipe flange connection ø 21 mm  
 outlet connection M20x1.5 mm  
 with flow regulator  
 thermocouple connection M8x1  
 D-shaped pin ø 10x9 mm  

    

PEL  777040  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 1 8 8
|>

FL A NG E C O M P LET E FOR  P EL 2 2
without adjustment holes mounting distance 40 mm - pipe ø 27 mm

 thread M20x1.5 mm  
 for model PEL 22S  

    

PEL  0889/3B  PEL  51491

<|

3 3 4 8 1 8 9
|>

FL A NG E C O M P LET E FOR  P EL 2 2
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
holes mounting distance 34 mm - pipe ø 21 mm thread M20x1.5

  for model PEL 22

    

PEL  51492  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 0 9 0
|>

G A S T AP  2 2 S /V
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with vertical flange  for model PEL 22S/O
 fittings M20x1.5 mm  
 thermocouple connection M9x1  
 D-shaped pin ø 10x8 mm  

    

PEL  791855  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 8 1 4 1
|>

G A S T AP  2 2 S /V
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
complete with connections and olives pin length 31 mm

 with pilot flame  for model PEL 22S/O
 with vertical flange  
 fittings M20x1.5 mm  
 complete with by-pass ø 0.35 mm  
 thermocouple connection M9x1  
 square pin 7x7 mm  
 pin length 16/7 mm horizontal  

    

PEL  0905 PEL  0907 PEL  791804  PEL  KIT55601 PEL  LF-2100503

<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

4 0 C 0 4 8 9
|>

G A S T AP  2 2 S /V
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
with pilot flame pin length 31 mm

 with vertical flange  for model PEL 22S/O
 fittings M20x1.5 mm  
 with flow regulator  
 thermocouple fitting M9x1  
 D-shaped pin ø 10x8 mm  

    

PEL  791804  PEL  KIT55601 PEL  LF-2100503

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

5 0 1 4 5 8 1
|>

G A S T AP  2 2 S /0
<|

3 3 4 8 2 2 9
|>

C A P  W IT H  PIN  ø  1 0  m m
complete with connections and olives pin length 31 mm

 with horizontal flange  for model PEL 22S/O
 with horizontal flange  
 couplings ø M20x1.5 mm  
 with flow regulator  
 thermocouple connection M9x1  
 D-shaped pin ø 10x8 mm  

    

PEL  0889/3B PEL  0903 PEL  0904  PEL  KIT55601 PEL  LF-2100503

PEL  0907 PEL  791855  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 1 7
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 2 4 5
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
pin length 25/14 mm pin length 34/26 mm upper/lower

 for model PEL 22  for model PEL 22S

    

PEL  AFCAP22S-X-791906 PEL  AFCAP22S-X-791911 PEL  KIT0913  

<|

3 3 4 8 3 3 6
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 1 9
|>

C A P  W IT H  PIN  ø  1 0 x9  m m
pin length 25/17 mm pin length 26 mm

 for model PEL 22  for model PEL 22

    

PEL  KIT0913_PERNO2517  PEL  AFCAPP.22S5 PEL  KIT54575

<|

3 3 4 8 2 3 1
|>

C A P  W IT H  PIN  ø  6 x4 .6  m m
<|

3 3 4 8 2 3 2
|>

C A P  W IT H  PIN  ø  8 x6 .5  m m
pin length 35/21 mm upper/lower pin length 39/7 mm upper/lower

 for model PEL 22  for model PEL 22

    

PEL  KIT55447  PEL  KIT53714

<|

3 3 4 8 2 1 3
|>

FL A NG E ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 3
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 0  m m
without adjustment thread M20x1.5

 thread M20x1.5 mm  for model PEL 22
 for model PEL 22S  

    

PEL  0889/3B  PEL  KIT0889/B PEL  0889/B

<|

3 3 4 8 0 2 5
|>

FL A NG E H OR IZO NT A L C ON IC AL  ø 1 2 /1 0  m m
<|

3 3 4 8 0 2 4
|>

FL A NG E V ERT IC A L ø 1 2 /1 0  m m
thread M20x1.5 thread M20x1.5

 for model PEL 22  for model PEL 22

    

PEL  0945  PEL  KIT0886/1B PEL  0886/1B

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 1 4
|>

FL A NG IA W ITH  P R ESS U RE FITT IN G  ø 1 2 /1 0  m m
<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
thread M20x1.5 mm thread M18x1 mm

 for model PEL 22S  for model PEL 20-21-22

    

PEL  51490/M  PEL  0885

<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
thread M18x1mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 for model PEL 20-21-22  for PEL tap model 22-24

    

PEL  0885/1  PEL  0884

<|

3 1 8 2 0 2 1
|>

M A GN ET IC  U N IT  P EL L A R GE H EA D
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
head ø 15.5 mm - end piece ø 14 mm - length 44 mm ø ext. 12 mm - h 14 mm

  for model PEL 22-24-25

    

 PEL  0910

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 2 3 0
|>

P IN  FO T G A S T AP  ø  6 x4 .6  m m
ø ext. 8 mm - h 7 mm pin length 45/20 mm rh/lh

 for model PEL 21-22-24-25  for model PEL 22

    

PEL  0905  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M20x1.5 mm - h 15 mm thread M20x1.5 mm - h 15 mm

 for model PEL 22-24-25  for model PEL 22-24-25

    

PEL  0907/1  PEL  0907

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M10x1 mm - h 11 mm without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

 PEL  FLANGIAVERTø12_10

<|

3 3 4 8 0 1 1
|>

G A S T AP  2 3 S /O
<|

3 3 4 8 0 6 0
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
with pilot flame pin length 25 mm

 with horizontal flange  for model PEL 23
 inlet fitting M28x1.5mm  
 outlet fitting M24x1.5mm  
 with flow regulator  
 thermocouple connection M9x1  
 D-shaped pin ø 10x8 mm  

    

PEL  796904  PEL  AFCAPP.23S PEL  KIT54827

<|

3 3 4 8 0 6 2
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 2 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
pin length 35/17 mm upper/lower thread M24x1.5 mm

 for model PEL 23  for model PEL 23

    

PEL  AFCAPP23S/1 PEL  KIT54734  PEL  KIT0956

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 2 3 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
<|

3 3 4 8 0 2 8
|>

FL A NG E V ERT IC A L ø 1 2 /1 6  m m
without adjustment thread M24x1.5

 thread M24x1.5 mm  for model PEL 23
 for model PEL 23  

    

PEL  PEL  KIT0955 PEL  0955

<|

3 3 4 8 0 4 0
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 4 1
|>

O LIVE FO R  PIP E ø 1 6  m m
ø ext. 17.5 mm - h 15 mm ø ext. 18 mm - h 9 mm

 for model PEL 23  for model PEL 23

    

PEL  0963  PEL  0960

<|

3 3 4 8 0 4 2
|>

O LIVE FO R  PIP E ø 2 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 23 mm - h 11.5 mm ø ext. 8 mm - h 8 mm

 for model PEL 23  for model PEL 21-22-24-25

    

PEL  0961  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 1 8 2 0 2 0
|>

P EL  M A G N ETIC  G RO U P
ø ext. 8 mm - h 7 mm head ø 24 mm - end ø 18 mm - length 59 mm

 for model PEL 21-22-24-25  thermocouple fitting M9x1
  for tap PEL model 23S

    

PEL  0905  

<|

3 3 4 8 0 3 3
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 3 4
|>

P IP E FITT IN G  ø  1 6  m m
thread M24x1.5 - h 16 mm thread M24x1.5 - h 16 mm

 for model PEL 23  for model PEL 23

    

PEL  0907/7  PEL  0907/3

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 5
|>

P IP E FITT IN G  ø  2 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M28x1.5 - h 17 mm thread M10x1 mm - h 11 mm

 for model PEL 23  for model PEL 21-22-24-25

    

PEL  0907/4  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 0 1 2
|>

G A S T AP  2 3 S /O
<|

3 3 4 8 0 6 0
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
with pilot flame pin length 25 mm

 with horizontal flange  for model PEL 23
 inlet fitting M28x1.5mm  
 outlet connection M24x1.5mm  
 with flow regulator  
 thermocouple connection M10x1  
 D-shaped pin  ø 10x8 mm  

    

PEL  796906  PEL  AFCAPP.23S PEL  KIT54827

<|

3 3 4 8 0 6 2
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 2 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
pin length 35/17 mm upper/lower thread M24x1.5 mm

 for model PEL 23  for model PEL 23

    

PEL  AFCAPP23S/1 PEL  KIT54734  PEL  KIT0956

<|

3 3 4 8 2 3 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
<|

3 3 4 8 0 2 8
|>

FL A NG E V ERT IC A L ø 1 2 /1 6  m m
without adjustment thread M24x1.5

 thread M24x1.5 mm  for model PEL 23
 for model PEL 23  

    

PEL  PEL  KIT0955 PEL  0955

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 1 8 2 0 1 0
|>

M A GN ET IC  U N IT  P EL
<|

3 3 4 8 0 4 0
|>

O LIVE FO R  PIP E ø 1 2  m m
head ø 24 mm - end piece ø 18 mm - length 59 mm ø ext. 17.5 mm - h 15 mm

 thermocouple coupling M10x1  for model PEL 23
 for PEL tap model 23  

    

PEL  0958  PEL  0963

<|

3 3 4 8 0 4 1
|>

O LIVE FO R  PIP E ø 1 6  m m
<|

3 3 4 8 0 4 2
|>

O LIVE FO R  PIP E ø 2 0  m m
ø ext. 18 mm - h 9 mm ø ext. 23 mm - h 11.5 mm

 for model PEL 23  for model PEL 23

    

PEL  0960  PEL  0961

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 3
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 3 4
|>

P IP E FITT IN G  ø  1 6  m m
thread M24x1.5 - h 16 mm thread M24x1.5 - h 16 mm

 for model PEL 23  for model PEL 23

    

PEL  0907/7  PEL  0907/3

<|

3 3 4 8 0 3 5
|>

P IP E FITT IN G  ø  2 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M28x1.5 - h 17 mm thread M10x1 mm - h 11 mm

 for model PEL 23  for model PEL 21-22-24-25

    

PEL  0907/4  PEL  0903

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

4 0 0 5 4 6 6
|>

G A S T AP  2 3 S /O
<|

3 3 4 8 0 6 0
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
with pilot flame pin length 25 mm

 with horizontal flange  for model PEL 23
 inlet fitting M28x1.5 mm  
 outlet coupling M24x1.5 mm  
 without flow regulator  
 thermocouple fitting M9x1  
 D-shaped pin ø 10x8 mm  

    

PEL  RUBINETTOGAS_23SO PEL  796801  PEL  AFCAPP.23S PEL  KIT54827

<|

3 3 4 8 0 6 2
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 2 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
pin length 35/17 mm upper/lower thread M24x1.5 mm

 for model PEL 23  for model PEL 23

    

PEL  AFCAPP23S/1 PEL  KIT54734  PEL  KIT0956

<|

3 3 4 8 2 3 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
<|

3 3 4 8 0 2 8
|>

FL A NG E V ERT IC A L ø 1 2 /1 6  m m
without adjustment thread M24x1.5

 thread M24x1.5 mm  for model PEL 23
 for model PEL 23  

    

PEL  PEL  KIT0955 PEL  0955

<|

3 3 4 8 0 4 0
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 4 1
|>

O LIVE FO R  PIP E ø 1 6  m m
ø ext. 17.5 mm - h 15 mm ø ext. 18 mm - h 9 mm

 for model PEL 23  for model PEL 23

    

PEL  0963  PEL  0960

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 2
|>

O LIVE FO R  PIP E ø 2 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 23 mm - h 11.5 mm ø ext. 8 mm - h 8 mm

 for model PEL 23  for model PEL 21-22-24-25

    

PEL  0961  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 1 8 2 0 2 0
|>

P EL  M A G N ETIC  G RO U P
ø ext. 8 mm - h 7 mm head ø 24 mm - end ø 18 mm - length 59 mm

 for model PEL 21-22-24-25  thermocouple fitting M9x1
  for tap PEL model 23S

    

PEL  0905  

<|

3 3 4 8 0 3 3
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 3 4
|>

P IP E FITT IN G  ø  1 6  m m
thread M24x1.5 - h 16 mm thread M24x1.5 - h 16 mm

 for model PEL 23  for model PEL 23

    

PEL  0907/7  PEL  0907/3

<|

3 3 4 8 0 3 5
|>

P IP E FITT IN G  ø  2 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M28x1.5 - h 17 mm thread M10x1 mm - h 11 mm

 for model PEL 23  for model PEL 21-22-24-25

    

PEL  0907/4  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<T1

PEL
T1>



Suitable for: Suitable for:

<|

5 0 1 5 6 1 2
|>

G A S T AP  2 3 S /O
<|

3 3 4 8 0 6 0
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
with pilot flame pin length 25 mm

 with horizontal flange  for model PEL 23
 inlet fitting M28x1.5 mm  
 outlet fitting M24x1.5 mm  
 with flow regulator  
 thermocouple connection M9x1  
 D-shaped pin ø 10x8 mm  
 pin length 25/17 mm  

    

PEL  0907/3 PEL  0960 PEL  0961  PEL  AFCAPP.23S PEL  KIT54827

PEL  796906 PEL  796915 PEL  907/4  

<|

3 3 4 8 0 6 2
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 2 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
pin length 35/17 mm upper/lower thread M24x1.5 mm

 for model PEL 23  for model PEL 23

    

PEL  AFCAPP23S/1 PEL  KIT54734  PEL  KIT0956

<|

3 3 4 8 2 3 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
<|

3 3 4 8 0 2 8
|>

FL A NG E V ERT IC A L ø 1 2 /1 6  m m
without adjustment thread M24x1.5

 thread M24x1.5 mm  for model PEL 23
 for model PEL 23  

    

PEL  PEL  KIT0955 PEL  0955

<|

3 3 4 8 0 4 0
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 4 1
|>

O LIVE FO R  PIP E ø 1 6  m m
ø ext. 17.5 mm - h 15 mm ø ext. 18 mm - h 9 mm

 for model PEL 23  for model PEL 23

    

PEL  0963  PEL  0960

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 2
|>

O LIVE FO R  PIP E ø 2 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 23 mm - h 11.5 mm ø ext. 8 mm - h 8 mm

 for model PEL 23  for model PEL 21-22-24-25

    

PEL  0961  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 1 8 2 0 2 0
|>

P EL  M A G N ETIC  G RO U P
ø ext. 8 mm - h 7 mm head ø 24 mm - end ø 18 mm - length 59 mm

 for model PEL 21-22-24-25  thermocouple fitting M9x1
  for tap PEL model 23S

    

PEL  0905  

<|

3 3 4 8 0 3 3
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 3 4
|>

P IP E FITT IN G  ø  1 6  m m
thread M24x1.5 - h 16 mm thread M24x1.5 - h 16 mm

 for model PEL 23  for model PEL 23

    

PEL  0907/7  PEL  0907/3

<|

3 3 4 8 0 3 5
|>

P IP E FITT IN G  ø  2 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M28x1.5 - h 17 mm thread M10x1 mm - h 11 mm

 for model PEL 23  for model PEL 21-22-24-25

    

PEL  0907/4  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 8 0 1 3
|>

G A S T AP  2 3 S /V
<|

3 3 4 8 0 6 0
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
with pilot flame pin length 25 mm

 with vertical flange  for model PEL 23
 inlet fitting M28x1.5mm  
 outlet connection M24x1.5mm  
 with flow regulator  
 thermocouple connection M10x1  
 D-shaped pin ø 10x8 mm  

    

PEL  796801  PEL  AFCAPP.23S PEL  KIT54827

<|

3 3 4 8 0 6 2
|>

C A P  W IT H  PIN  ø  1 0 x8  m m
<|

3 3 4 8 0 2 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
pin length 35/17 mm upper/lower thread M24x1.5 mm

 for model PEL 23  for model PEL 23

    

PEL  AFCAPP23S/1 PEL  KIT54734  PEL  KIT0956

<|

3 3 4 8 2 3 7
|>

FL A NG E H OR IZO NT A L ø  1 2 /1 6  m m
<|

3 3 4 8 0 2 8
|>

FL A NG E V ERT IC A L ø 1 2 /1 6  m m
without adjustment thread M24x1.5

 thread M24x1.5 mm  for model PEL 23
 for model PEL 23  

    

PEL  PEL  KIT0955 PEL  0955

<|

3 1 8 2 0 1 0
|>

M A GN ET IC  U N IT  P EL
<|

3 3 4 8 0 4 0
|>

O LIVE FO R  PIP E ø 1 2  m m
head ø 24 mm - end piece ø 18 mm - length 59 mm ø ext. 17.5 mm - h 15 mm

 thermocouple coupling M10x1  for model PEL 23
 for PEL tap model 23  

    

PEL  0958  PEL  0963

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 1
|>

O LIVE FO R  PIP E ø 1 6  m m
<|

3 3 4 8 0 4 2
|>

O LIVE FO R  PIP E ø 2 0  m m
ø ext. 18 mm - h 9 mm ø ext. 23 mm - h 11.5 mm

 for model PEL 23  for model PEL 23

    

PEL  0960  PEL  0961

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 3
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 3 4
|>

P IP E FITT IN G  ø  1 6  m m
thread M24x1.5 - h 16 mm thread M24x1.5 - h 16 mm

 for model PEL 23  for model PEL 23

    

PEL  0907/7  PEL  0907/3

<|

3 3 4 8 0 3 5
|>

P IP E FITT IN G  ø  2 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M28x1.5 - h 17 mm thread M10x1 mm - h 11 mm

 for model PEL 23  for model PEL 21-22-24-25

    

PEL  0907/4  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 8 0 5 8
|>

M A GN ET  PR O TEC TION  N UT  M 8 x1
<|

3 3 4 8 0 5 9
|>

M A GN ET  PR O TEC TION  N UT  M 9 x1
thread M18x1 mm thread M18x1mm

 for model PEL 20-21-22  for model PEL 20-21-22

    

PEL  0885  PEL  0885/1

<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
ø ext. 12 mm - h 14 mm ø ext. 12 mm - h 5 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0910  PEL  0905/2

<|

3 3 4 8 0 4 0
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 4 1
|>

O LIVE FO R  PIP E ø 1 6  m m
ø ext. 17.5 mm - h 15 mm ø ext. 18 mm - h 9 mm

 for model PEL 23  for model PEL 23

    

PEL  0963  PEL  0960

<|

3 3 4 8 0 4 2
|>

O LIVE FO R  PIP E ø 2 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 23 mm - h 11.5 mm ø ext. 8 mm - h 8 mm

 for model PEL 23  for model PEL 21-22-24-25

    

PEL  0961  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M20x1.5 mm - h 15 mm

 for model PEL 21-22-24-25  for model PEL 22-24-25

    

PEL  0905  PEL  0907/1

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M16x1.5 mm - h 14 mm thread M20x1.5 mm - h 15 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0907/6  PEL  0907

<|

3 3 4 8 0 3 3
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 3 4
|>

P IP E FITT IN G  ø  1 6  m m
thread M24x1.5 - h 16 mm thread M24x1.5 - h 16 mm

 for model PEL 23  for model PEL 23

    

PEL  0907/7  PEL  0907/3

<|

3 3 4 8 0 3 5
|>

P IP E FITT IN G  ø  2 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M28x1.5 - h 17 mm thread M10x1 mm - h 11 mm

 for model PEL 23  for model PEL 21-22-24-25

    

PEL  0907/4  PEL  0903

<|

4 0 0 2 9 9 3
|>

S C RE W  BY-P AS S ø  1 .8 0 m m  FOR  M O D EL  2 2
<|

3 3 4 8 2 9 7
|>

VE RT IC AL  FL A NG E ø 1 2 /1 0  m m
thread M6x0.5 without flow regulator

  thread M20x1.5 mm
  for model PEL 22

    

PEL  0859-1,8 PEL  0859/28  PEL  FLANGIAVERTø12_10

<T2

Gas valves and accessories
T2>

<|

5 0 5 0 4 0 1
|>

O LIVE FO R  PIP E ø 1 0  m m
<| |>

external ø 13 mm - height 8 mm

    

PEL  

<T1

PEL
T1>



Suitable for: Suitable for:

<T2

Knobs
T2>

<|

3 2 4 1 4 0 1
|>

BL A C K  KN OB  ø 7 0  m m  U N IV ERS A L
<|

3 2 4 1 4 6 4
|>

S ELF-S TIC K D ISK  M IN /M A X
D-shaped hole 8x6.5 mm external ø 63 mm

    

PEL  3001  

<|

3 2 4 1 4 6 3
|>

S ELF-S TIC K D ISK  W ITH  A RR O W  SY M B OL
<|

3 2 4 1 4 5 1
|>

S ELF-S TIC K D ISK  W ITH OU T  PILO T  SYM BO L
external ø 63 mm external ø 63 mm

  for gas taps without pilot

    

 PEL  3011

<|

3 2 4 1 4 6 5
|>

S ELF-S TIC K D ISK  0 -1 -0 -1
<|

3 2 4 1 4 6 6
|>

S ELF-S TIC K D ISK  0 -1 -2 -3
external ø 63 mm external ø 63 mm

    

<|

3 2 4 1 4 6 7
|>

S ELF-S TIC K D ISK  0 -1 -2 -3 -4 -5 -6
<|

3 2 4 1 4 5 2
|>

S ELF-S TIC K D ISK  1 -2 -3 -4 -5 -6 -7 -8
external ø 63 mm external ø 63 mm

  for thermostatic gas taps PEL

    

<|

3 2 4 1 4 5 3
|>

S ELF-S TIC K D ISK  1 -2 -3 -4 -5 -6 -7 -8
<|

3 2 4 1 4 5 8
|>

S ELF-S TIC K D ISK  1 0 0 -18 0 °C
external ø 63 mm external ø 63 mm

 for thermostatic gas taps EGA  

    

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 2 4 1 4 5 6
|>

S ELF-S TIC K D ISK  3 0 -1 10 °C
<|

3 2 4 1 4 5 7
|>

S ELF-S TIC K D ISK  3 0 -1 10 °C
external ø 63 mm external ø 63 mm

    

<|

3 2 4 1 4 5 4
|>

S ELF-S TIC K D ISK  3 0 -9 0°C
<|

3 2 4 1 4 5 5
|>

S ELF-S TIC K D ISK  3 0 -9 0°C
external ø 63 mm external ø 63 mm

    

<|

3 2 4 1 4 5 9
|>

S ELF-S TIC K D ISK  5 0 -2 50 °C
<|

3 2 4 1 4 6 0
|>

S ELF-S TIC K D ISK  5 0 -3 00 °C
external ø 63 mm external ø 63 mm

    

<|

3 2 4 1 4 6 1
|>

S ELF-S TIC K D ISK  5 0 -3 00 °C
<|

3 2 4 1 4 6 2
|>

S ELF-S TIC K D ISK  5 0 -3 20 °C
external ø 63 mm external ø 63 mm

    

<|

5 0 5 3 5 9 5
|>

S ELF-S TIC KIN G D ISK  R ED  P IL OT  SY M B OL
<|

3 2 4 1 4 5 0
|>

S ELF-S TIC KIN G D ISK  W ITH  PIL OT  SYM BO L
ø external 64 mm external ø 63 mm

  for gas taps with pilot

    

<|

3 2 4 1 4 5 1
|>

S ELF-S TIC K D ISK  W ITH OU T  PILO T  SYM BO L
<| |>

external ø 63 mm
 for gas taps without pilot  

    

PEL  3011  

<T1

PEL
T1>



Suitable for: Suitable for:

<T2

Magnet groups
T2>

<|

3 1 8 2 0 1 0
|>

M A GN ET IC  U N IT  P EL
<|

3 1 8 2 0 0 9
|>

M A GN ET IC  U N IT  P EL BIG  HEA D
head ø 24 mm - end piece ø 18 mm - length 59 mm head ø 15.5 mm - end piece ø 14 mm - length 44 mm

 thermocouple coupling M10x1  for PEL tap model 22-24
 for PEL tap model 23  

    

PEL  0958  PEL  0884

<|

3 1 8 2 0 1 1
|>

M A GN ET IC  U N IT  P EL S M AL L  HE AD
<| |>

head ø 15 mm - end piece ø 11 mm - length 44 mm
 for PEL tap models 20-21  
 for EGA tap model 25213  
 for JUNKERS tap model CH110  

    

PEL  0982  

<T2

Pilot burners and accessories
T2>

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
ø ext. 14 mm - h 6 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0906  PEL  0903/1

<T2

Taps for tank refilling
T2>

<|

5 0 0 5 4 5 5
|>

W A TE R INL ET  TA P  ø 1 /2 "FF
<|

3 2 4 1 4 8 5
|>

IN L ET T A P  K N OB  - BL U E
hole for pin ø 8 mm square hole 7x7 mm

  for cold water

    

PEL  430252  

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 4 1 1 0 0 4
|>

W A TE R INL ET  TA P  ø 3 /8 "FF
<| |>

D-shaped pin ø 10x8 mm

    

PEL  430416  

<|

3 3 5 9 1 0 0
|>

W A TE R INL ET  TA P  ø 3 /8 "M M
<|

3 7 5 9 1 3 7
|>

T AP  K NO B - BL UE

    

PEL  325034  

<|

3 7 5 9 1 4 6
|>

T AP  K NO B - R ED
<| |>

    

<|

3 3 5 9 1 3 1
|>

W A TE R INL ET  TA P  ø 3 /8 "M M
<|

5 0 2 9 6 8 4
|>

D ISK  ST IC K ER  C O LD  W A T ER
D-shaped pin ø 10x8 mm external ø 50 mm

    

PEL  430304  

<|

5 0 1 0 9 6 6
|>

K NO B BL A C K  ø 7 0  m m  S IL K-S C R EEN P R IN T .
<|

3 5 4 1 0 0 3
|>

S ELF-S TIC KIN G D ISK  W A R M  W AT ER
D-shaped hole 10x8 mm external ø 50 mm

    

<|

3 4 1 1 0 0 4
|>

W A TE R INL ET  TA P  ø 3 /8 "FF
<| |>

D-shaped pin ø 10x8 mm

    

PEL  430416  

<T1

PEL
T1>



Suitable for: Suitable for:

<T2

Thermostatic gas valves
T2>

<|

3 3 4 5 0 4 1
|>

T AP  T HER M O ST A TIC  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
setting temperature 100-300°C ø ext. 12 mm - h 14 mm

 fittings M16x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x100 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990048  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

5 0 5 3 6 0 0
|>

T AP  T HER M O ST A TIC  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 100-300°C ø ext. 12 mm - h 14 mm

 flange connection hose ø 21 mm  for model PEL 22-24-25
 outlet fitting M16x1.5 mm  
 thermocouple connection M9x1mm  
 bulb ø 6x100 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  777124  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

5 0 5 7 6 5 8
|>

T HER M O ST AT  TA P  2 5 ST /V
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
max. temperature 110°C ø ext. 12 mm - h 14 mm

 fittings M16x1,5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x160 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6,5 mm  

    

PEL  980006  PEL  0910

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

5 0 7 2 1 4 2
|>

T HER M O ST AT IC  TA P  KIT 2 5 S T
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
complete with thermocouple SIT M9x1 75 cm ø ext. 12 mm - h 14 mm

 setting temperature 140-300°C  for model PEL 22-24-25
 fittings M16x1.5 mm  
 thermocouple fitting M8x1  
 bulb ø 6x90 mm  
 capillary length 1250 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990061  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 5 0 0 6
|>

T HER M O ST AT IC  TA P  2 4 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 120-320°C ø ext. 12 mm - h 14 mm

 connections M20x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x100 mm  
 capillary length 1200 mm  
 D-shaped pin ø 10x8 mm  

    

PEL  799901  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 5 0 1 0
|>

T HER M O ST AT IC  TA P  2 4 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 55-110°C ø ext. 12 mm - h 14 mm

 connections M20x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x160 mm  
 capillary length 1200 mm  
 D-shaped pin ø 10x8 mm  

    

PEL  799904  PEL  0910

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 5 0 1 2
|>

T HER M O ST AT IC  TA P  2 4 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 110-220°C ø ext. 12 mm - h 14 mm

 connections M20x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x120 mm  
 capillary length 1200 mm  
 D-shaped pin ø 10x8 mm  

    

PEL  799922  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 5 0 2 9
|>

T HER M O ST AT IC  TA P  2 4 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 120-280°C ø ext. 12 mm - h 14 mm

 flange coupling ø 21 mm  for model PEL 22-24-25
 outlet fitting M20x1.5 mm  
 thermocouple connection M9x1  
 bulb ø 6x120 mm  
 capillary length 1200 mm  
 D-shaped pin ø 10x8 mm  

    

PEL  777052  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 5 0 3 0
|>

T HER M O ST AT IC  TA P  2 4 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
Operating temperature 140-340°C ø ext. 12 mm - h 14 mm

 flange coupling ø 21 mm  for model PEL 22-24-25
 outlet fitting M20x1.5 mm  
 thermocouple connection M8x1  
 bulb ø 6x75 mm  
 capillary length 1200 mm  
 D-shaped pin ø 10x9 mm  

    

PEL  777051  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 8 0 6 4
|>

T HER M O ST AT IC  TA P  2 4 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
Aadjustment temperature 120-280°C ø ext. 12 mm - h 14 mm

 connections M20x1.5 mm  for model PEL 22-24-25
 thermocouple connection M8x1  
 bulb ø 6x120 mm  
 capillary length 1200 mm  
 D-shaped pin ø 10x9 mm  

    

PEL  799937  PEL  0910

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 5 0 1 6
|>

T HER M O ST AT IC  TA P  2 4 ST S
<|

3 3 4 8 0 6 8
|>

FITT IN G  ø  1 0  m m  L H
adjustment temperature 120-320°C thread ø 3/8"M

 connections M20x1.5 mm  
 thermocouple connection M9x1  
 bulb ø 6x100 mm  
 capillary length 1200 mm  
 D-shaped pin ø 10x8 mm  

    

PEL  690001  

<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
ø ext. 12 mm - h 14 mm ø ext. 12 mm - h 5 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0910  PEL  0905/2

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M20x1.5 mm - h 15 mm

 for model PEL 21-22-24-25  for model PEL 22-24-25

    

PEL  0905  PEL  0907/1

<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M16x1.5 mm - h 14 mm thread M20x1.5 mm - h 15 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0907/6  PEL  0907

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 5 0 1 7
|>

T HER M O ST AT IC  TA P  2 4 ST S
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
operating temperature 120-320°C ø ext. 12 mm - h 14 mm

 connections M20x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x75 mm  
 capillary length 1200 mm  
 D-shaped pin ø 10x8 mm  

    

PEL  690008 PEL  690011 PEL  690018  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 5 0 3 7
|>

T HER M O ST AT IC  TA P  2 4 ST S
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
operating temperature 100-300°C ø ext. 12 mm - h 14 mm

 connections M20x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x75 mm  
 capillary length 1200 mm  
 D-shaped pin ø 10x8 mm  

    

PEL  690041  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

3 3 4 5 0 4 6
|>

T HER M O ST AT IC  TA P  2 4 ST S
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
setting temperature 100-300°C ø ext. 12 mm - h 14 mm

 fittings M20x1.5 mm  for model PEL 22-24-25
 thermocouple fitting M9x1  
 bulb ø 6x75 mm  
 capillary length 1250 mm  
 D-shaped pin ø 10x8 mm  

    

PEL PEL  690041  PEL  0910

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 mm - h 11 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0907  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<T1

PEL
T1>



Suitable for: Suitable for:

<|

5 0 2 9 6 8 0
|>

T HER M O ST AT IC  TA P  2 4 ST S
<|

3 3 4 8 0 6 8
|>

FITT IN G  ø  1 0  m m  L H
regulation temperature max 90°C thread ø 3/8"M

 fittings M20x1.5 mm  
 thermocouple fitting M9x1  
 bulb ø 6x160 mm  
 capillary length 1000 mm  
 D-shaft ø 10x8 mm  

    

PEL  690049  

<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
ø ext. 12 mm - h 14 mm ø ext. 12 mm - h 5 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0910  PEL  0905/2

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
ø ext. 14 mm - h 6 mm ø ext. 8 mm - h 8 mm

 for model PEL 22-24-25  for model PEL 21-22-24-25

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
ø ext. 8 mm - h 7 mm thread M20x1.5 mm - h 15 mm

 for model PEL 21-22-24-25  for model PEL 22-24-25

    

PEL  0905  PEL  0907/1

<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
thread M16x1.5 mm - h 14 mm thread M20x1.5 mm - h 15 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0907/6  PEL  0907

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 5 0 0 5
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 140-300°C ø ext. 12 mm - h 14 mm

 connections M16x1.5 mm  for model PEL 22-24-25
 thermocouple connection M8x1  
 bulb ø 6x120 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990016  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 5 0 1 3
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 30-90°C ø ext. 12 mm - h 14 mm

 connections M16x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x160 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990006  PEL  0910

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 5 0 1 4
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 100-200°C ø ext. 12 mm - h 14 mm

 connections M16x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x120 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990007  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 5 0 1 8
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
operating temperature 100-300°C ø ext. 12 mm - h 14 mm

 connections M16x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x75 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990001 PEL  990054  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<T1

PEL
T1>



Suitable for: Suitable for:

<|

3 3 4 5 0 3 5
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 120-320°C ø ext. 12 mm - h 14 mm

 connections M16x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x75 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  980001  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

3 3 4 8 1 0 0
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
operating temperature 120-320°C ø ext. 12 mm - h 14 mm

 connections M16x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x100 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990034  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

5 0 0 0 8 7 2
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 120-280°C ø ext. 12 mm - h 14 mm

 connections M16x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x120 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990004  PEL  0910

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

5 0 2 2 0 6 8
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 120-280°C ø ext. 12 mm - h 14 mm

 flange coupling ø 21 mm  for model PEL 22-24-25
 coupling outlet M16x1.5 mm  
 thermocouple fitting M9x1  
 bulb ø 6x90 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  777056  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 - h 10.5 mm thread M10x1 mm - h 11 mm

    

PEL  0903/1  

<|

5 0 3 9 5 3 5
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
setting temperature 120-320°C ø ext. 12 mm - h 14 mm

 couplings M16x1.5 mm  for model PEL 22-24-25
 thermocouple connection M8x1  
 bulb ø 6x100 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990032  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

5 0 5 1 2 2 6
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
operating temperature 100-300°C ø ext. 12 mm - h 14 mm

 flange connection pipe ø 21 mm  for model PEL 22-24-25
 outlet fitting M16x1.5 mm  
 thermocouple connection M9x1  
 bulb ø 6x100 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  777112  PEL  0910

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<T1

PEL
T1>



Suitable for: Suitable for:
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

5 0 7 5 9 8 6
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
setting temperature 120-280°C ø ext. 12 mm - h 14 mm

 with minimum screw ø 1.00 mm  for model PEL 22-24-25
 fittings M16x1.5 mm  
 thermocouple connection M8x1  
 bulb ø 6x85 mm  
 capillary length 1250 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990071  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<|

7 1 0 2 7 1 1
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 120-320°C ø ext. 12 mm - h 14 mm

 flange coupling ø 21 mm  for model PEL 22-24-25
 coupling outlet M16x1.5 mm  
 thermocouple fitting M9x1  
 bulb ø 6x100 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  777128  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<T1

PEL
T1>



Suitable for: Suitable for:

<|

5 0 5 2 4 6 6
|>

T HER M O ST AT IC  TA P  2 5 ST O
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
adjustment temperature 140-300°C ø ext. 12 mm - h 14 mm

 fittings  M16x1.5 mm  for model PEL 22-24-25
 thermocouple connection M9x1  
 bulb ø 6x120 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990041  PEL  0910

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
ø ext. 12 mm - h 5 mm ø ext. 14 mm - h 6 mm

 for model PEL 20-21-24-25  for model PEL 22-24-25

    

PEL  0905/2  PEL  0906

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
ø ext. 8 mm - h 8 mm ø ext. 8 mm - h 7 mm

 for model PEL 21-22-24-25  for model PEL 21-22-24-25

    

PEL  0904  PEL  0905

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm - h 15 mm thread M16x1.5 mm - h 14 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm - h 15 mm thread M10x1 - h 10.5 mm

 for model PEL 22-24-25  

    

PEL  0907  

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm - h 11 mm thread M10x1 - h 10.5 mm

 for model PEL 21-22-24-25  

    

PEL  0903  PEL  0903/1

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm - h 11 mm

    

<T1

PEL
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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