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Cooking equipment



Suitable for: Suitable for:

<T2

Electric hot plates
T2>

<|

3 3 1 1 0 9 6
|>

EL EC T RIC  H OT  PL A T E ø 1 8 0  m m  2 0 0 0 W  2 3 0 V
<|

3 3 1 1 1 0 0
|>

EL EC T RIC  H OT  PL A T E ø 2 2 0  m m  2 6 0 0 W  2 3 0 V
terminal block electric connections terminal block electric connections

 with STAINLESS steel edge 8 mm  with STAINLESS steel edge
 for electric cooking top  for electric cooking top

    

ROKA  8900371  ROKA  8900370

<T2

Energy regulators
T2>

<|

3 3 5 0 0 2 6
|>

EN ER GY  REG U L AT O R
<| |>

contact capacity 230V 13A - max temperature 125°C
 D-shaped pin ø 6x4.6 mm  
 double rotation direction  
 for PYROCERAM. TOPS-SALAMANDERS-POTATO WARMERS  

    

ROKA  8900215  

<T2

Heating elements
T2>

<|

3 3 5 5 8 2 6
|>

C ER A M IC  H EA T IN G  E LEM EN T 4 0 0 W  2 3 0 V
<|

3 3 5 5 8 2 9
|>

C ER A M IC  H EA T IN G  E LEM EN T 6 5 0 W  2 3 0 V
length 245 mm - width 60 mm length 245 mm - width 60 mm

    

ROKA  8900380  ROKA  8900319

<|

3 7 5 5 2 2 5
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
<|

3 7 5 5 2 2 6
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
length 255 mm - width 100 mm length 455 mm - width 260 mm

 height 25 mm - couplings M14x1.5 mm  height 20 mm - fittings M10x1 mm
 operating ambient: immersion  operating ambient: immersion
 for Bain-marie electric (ROKA)  for Bain-marie electric (ROKA)

    

ROKA  8900324  ROKA  8900324-NEW

<T1

ROKA
T1>



Suitable for: Suitable for:

<T2

Selector switches
T2>

<|

3 0 5 7 0 1 7
|>

S ELEC TO R S W IT C H  0 -1  0 -1  P OS IT IO NS
<|

3 0 5 7 0 7 3
|>

S ELEC TO R S W IT C H  0 -1  0 -1  P OS IT IO NS
contact capacity 16A 250V - max 150°C contact capacity 16A 250V - max 150°C

 D-shaped pin ø 6x4.6 mm  D-shaped pin ø 6x4.6 mm

    

ROKA  8900301  ROKA  8900302

<|

3 0 5 7 0 2 4
|>

S ELEC TO R S W IT C H  0 -6  P O SITION S
<| |>

contact capacity 16A 250V - max 150°C
 D-shaped pin ø 6x4.6 mm  

    

ROKA  8900220  

<T2

Thermostats
T2>

<|

3 4 4 4 6 9 8
|>

S IN GL E-P HA S E TH ER M OS TA T  3 0 -1 1 0 °C
<|

3 4 4 4 7 4 5
|>

T HR EE-P HA S E TH ER M OS TA T  9 5 -1 8 5 °C
D-shaped pin ø 6x4.6 mm D-shaped pin ø 6x4.6 mm

 capillary length 870 mm  covered capillary length 2420 mm - 16A 230V
 bulb ø 6x113 mm - with adapter nipple bland M9x1  bulb ø 6x133 mm - with adapter nipple bland M9x1

    

ROKA  8900202  ROKA  8900210

<T1

ROKA
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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