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<T1

GIGA
T1>

Suitable for:
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Food processing equipment



Suitable for: Suitable for:

<T2

Abrasive discs for potato peeler
T2>

<|

9 7 2 0 6 2 5
|>

A BR A SIVE D ISC  F OR  P OT A TO  PE ELER  ø 3 5 0  m m
<| |>

fixing hole ø 28x15 mm - OLD MODEL

    

GIGA  PL400  

<T2

Bearings
T2>

<|

1 0 6 3 0 1 2
|>

BEA R IN G  5 1 1 0 5 N S K
<|

1 0 6 3 0 0 5
|>

BEA R IN G  6 2 0 1  D D U  N S K
external ø 42mm - internal ø 26mm - thickness 11mm external ø 32mm - internal ø 12mm - thickness 10mm

 for coffee grinder  

    

GIGA  Y42100  GIGA  SDTR0050

<|

1 0 6 3 9 0 6
|>

BEA R IN G  6 2 0 3  Z Z N SK
<|

3 0 6 3 0 3 2
|>

T HR U ST  BEA R IN G  51 2 0 4
external ø 40mm - internal ø 17mm - thickness 12mm ø external 40 mm - ø internal 20 mm - depth 14 mm

    

GIGA  D314003  GIGA  W013040018 GIGA  501BA71241

<T2

Capacitors, electrical
T2>

<|

3 0 6 8 0 1 4
|>

C A P A C IT O R D U C A T I µ F 8  4 5 0 V 5 0 /6 0 H z
<|

3 0 6 8 0 1 9
|>

C A P A C IT O R D U C A T I 1 2 .5 µ F 4 5 0 V 5 0 /6 0 H z
operating temperature -25+85°C operating temperature -25+85°C

 in compliance with EEC 93/68 and 92/31 regulations  in compliance with EEC 93/68 and 92/31 regulations

    

GIGA  D206001  GIGA  SD901740

<|

3 0 6 8 0 8 1
|>

C A P A C IT O R EL EC T R IC A L  1 2 .5 µF
<|

3 0 6 8 0 7 9
|>

C A P A C IT O R EL EC T R IC A L  8 µF
450V 50/60Hz - ø 35xh71 mm 450V 50/60Hz - ø 30xh71 mm

    

GIGA  SD901740  GIGA  D206001

<T1

GIGA
T1>



Suitable for: Suitable for:

<T2

Contactors
T2>

<|

3 3 5 1 2 0 9
|>

C O N TA C T OR  A EG  LS 0 5  9A  2 3 0 V  4 K w
<|

3 3 5 1 2 1 7
|>

C O N TA C T OR  A EG  LS 7 K 1 8 A  2 3 0 V 7 .5 K w
coil 230V 50/60Hz coil 230V 50/60Hz

 3 normally open contacts  3 normally open contacts
 1 normally closed auxiliary contact  1 normally closed auxiliary contact

    

GIGA  D229019  GIGA  Y11100

<|

3 3 5 1 2 1 8
|>

C O N TA C T OR  A EG  LS 7 K 1 8 A  2 3 0 V 7 .5 K w
<| |>

coil 230V 50/60Hz
 3 normally open contacts  
 1 normally open auxiliary contact  

    

GIGA  X55300  

<T2

Ironmongery (screws,nuts,washers)
T2>

<|

1 2 4 1 5 1 3
|>

BL IN D  H EX A GO N AL  N U T M 8  UN I 57 2 1
<| |>

stainless steel - height 16 mm UNI 5721 - DIN 1587

    

GIGA  D417049  

<T2

Lids
T2>

<|

9 7 2 0 0 2 7
|>

C O VER  FO R  P O TA T O P EEL ER  ø 3 1 0  m m
<| |>

complete with knob

    

GIGA  W006350067  

<T2

Magnets
T2>

<|

3 2 4 0 1 4 8
|>

M A GN ET  6 3 x1 9 x1 1  m m
<| |>

    

GIGA  SD903651 GIGA  SD908706  

<T1

GIGA
T1>



Suitable for: Suitable for:

<T2

Microswitches, mechanical
T2>

<|

3 2 4 0 1 8 9
|>

M IC R O  SW ITC H M 1 D X 2 0  10 A  2 5 0 V
<|

3 2 4 0 8 2 0
|>

M IC R O SW ITC H EL EC T R IC A  N R 4 8W 5
1NO + 1NC 16A 250V

    

GIGA  R31600  GIGA  X52800

<T2

Microswitches,magnetic
T2>

<|

3 2 4 0 2 5 6
|>

M A GN ET IC  M IC R OS W IT C H  ST EM  E5 50  1 B
<|

3 2 4 0 1 4 8
|>

M A GN ET  6 3 x1 9 x1 1  m m
1 contact NO 250V 1A 50W

 cable length 1200 mm  

    

GIGA  SDTR0666  GIGA  SD903651 GIGA  SD908706

<|

9 0 1 4 0 1 5
|>

M IC R O SW ITC H M A G N ETIC  ST EM  D 1 0 2  1 V
<|

3 2 4 0 1 4 8
|>

M A GN ET  6 3 x1 9 x1 1  m m
0.04A 250V - contact NO

 cylindric sensor ø 10x33 mm - thread M10x0.75  
 with cable length 750 mm  

    

GIGA  SDTR0309  GIGA  SD903651 GIGA  SD908706

<T2

O-Ring and ORM gaskets
T2>

<|

3 1 8 6 1 9 7
|>

O -R ING  0 4 1 5 0  EPD M
<| |>

    

GIGA  X05400  

<T2

Spare parts for pumps
T2>

<|

3 1 2 2 0 2 6
|>

G A SK ET FO R  PU M P  HO U SIN G
<| |>

    

GIGA  D456023  

<T1

GIGA
T1>



Suitable for: Suitable for:

<T2

Terminal blocks
T2>

<|

3 2 4 7 0 1 7
|>

T ERM INA L  BL OC K 1 2 -PO L E P LA S TIC
<|

3 2 4 7 0 0 9
|>

6 -PO L E TER M IN A L  BLO C K  FV1 2 2 /B  4 0 A  6 0 0 V
for cable  1-10 mm² for cable max 6 mm2

 operating temperature 150°C  operating temperature 150°C
 nominal voltage 500V  nominal voltage 450 V

    

GIGA  X41400  GIGA  X52300 GIGA  X59000

<T2

Watertight seals and rings
T2>

<|

5 1 0 0 3 7 3
|>

S EAL ING  R IN G  4 7 x2 5 x1 0  m m
<| |>

f/OEM POTATO PEELER PL19-PLP10-PLP15-PLP23-PLP32-
 PVM10-PVM15-PVM23-PVM32  
 for BAKERMIX KNEADER MIX203.B  

    

GIGA  W013040019 GIGA  501AA71199  

<T2

Wheels and accessories
T2>

<|

5 0 2 9 4 3 9
|>

FL A NG E F/S U PP O R T W ITH  BEA R IN G  UC F2 05
<|

5 0 0 4 9 6 1
|>

S UP P OR T  FLA N G E W IT H  B EA RIN G U C F2 0 4
external size flange 95x95 mm flange external dimensions 86x86 mm

    

GIGA  Y42400  GIGA  X61400

<T1

GIGA
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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