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<T1

ALTO-SHAAM
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Ovens



Suitable for: Suitable for:

<T2

Axial motor fans
T2>

<|

3 2 4 0 5 0 1
|>

A X IA L  F AN  S UN O N 1 2 0 x1 2 0 x3 8  m m
<|

3 8 0 5 0 3 7
|>

C A BL E FO R A X IA L  M OT OR  FA N
ball bearings cable length 2000 mm

 230V 50/60Hz 22W 2850rpm  
 DP200A 2123XBT.GN  

    

ALTO-SHAAM  FA-3568  

<T2

Gaskets for oven door
T2>

<|

3 7 8 6 7 2 6
|>

G A SK ET FO R  OV EN  D OO R  56 0 x4 2 5  m m
<|

3 7 8 6 7 3 0
|>

G A SK ET FO R  OV EN  D OO R  62 5 x5 6 0  m m
made of silicone elastomer made of silicone elastomer

 profile dimensions 24x16 mm  profile dimensions 24x16 mm
 COLOUR BLACK  COLOUR BLACK
 for Convection oven (ALTO-SHAAM) 6.05I COMBI  for Convection oven electric (ALTO-SHAAM)
 for Convection oven electric (ALTO-SHAAM)  7.14ES COMBI
 6.10I COMBI  

    

ALTO-SHAAM  GS-26635  ALTO-SHAAM  GS-26639

<T2

Incandescent lamps and neon lamps
T2>

<|

3 2 2 1 6 3 8
|>

H A LO G EN L A M P  N EU T . OS RA M  G 4  2 0W  12 V
<| |>

max. temperature 300°C

    

ALTO-SHAAM  LP-34213  

<T2

Lamp receptacles and spare parts
T2>

<|

3 2 2 1 1 7 2
|>

FR A M E FOR  O VEN  LA M P  R EC EP TA C L E
<|

3 1 8 6 1 7 3
|>

G A SK ET FO R  OV EN  L A M P  REC EPT A C L E
external dimensions 96x80 mm external dimensions 93x79 mm

    

ALTO-SHAAM  CV-26607  ALTO-SHAAM  GS-26609

<T1

ALTO-SHAAM
T1>



Suitable for: Suitable for:

<T2

Magnets
T2>

<|

3 8 0 3 0 6 8
|>

M IC R O  SW ITC H M A G NE T 2 9 x1 9 x6  m m
<| |>

HAMLIN 57L35 000 1026S
 for Convection oven electric (ALTO-SHAAM) 10.10  
 10.18EC - 12.20 - 20.20 - 20.20EC - 6.05  
 6.10 - 7.14  

    

ALTO-SHAAM  MA-3739  

<T2

Solenoid valves
T2>

<|

3 1 2 0 0 0 9
|>

S OL EN . VA L VE EL BI T YP E 3 5 1  1  W AY  1 80 °
<|

3 1 2 0 0 1 9
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
220/240V 50/60Hz - max. temperature 90°C flow rate 5.5 L/min - tolerance +/- 15%

 inlet 3/4" - outlet ø 13.5 mm  

    

ALTO-SHAAM  VA-34300  

<|

3 1 2 0 0 2 1
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
<|

3 1 2 0 0 2 2
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
flow rate 12 L/min - tolerance +/- 15% flow rate 16 L/min - tolerance +/- 15%

    

<|

3 1 2 0 0 3 7
|>

A D JU S TER  FO R O U TL ET EL BI GR EEN
<|

3 1 2 0 2 0 1
|>

A D JU S TER  FO R O U TL ET EL BI GR EY
flow rate 0.25 L/min - tolerance +/- 25% flow rate 4.7 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 6
|>

A D JU S TER  FO R O U TL ET EL BI NEU T RA L
<|

3 1 2 0 0 1 7
|>

A D JU S TER  FO R O U TL ET EL BI OR A N GE
flow rate 1.2 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<T1

ALTO-SHAAM
T1>



Suitable for: Suitable for:
<|

3 1 2 0 0 1 5
|>

A D JU S TER  FO R O U TL ET EL BI RED
<|

3 1 2 0 2 0 3
|>

A D JU S TER  FO R O U TL ET EL BI W HITE
flow rate 0.5 L/min - tolerance +/- 25% flow rate 2 L/min - tolerance +/- 25%

    

<|

3 1 2 0 2 0 2
|>

A D JU S TER  FO R O U TL ET EL BI YEL LO W
<|

3 1 2 0 0 0 0
|>

FILT ER  FOR  IN L ET S OL EN OID  VA L V E ELBI
flow rate 0.35 L/min / tolerance +/- 25%

    

<|

3 1 2 0 2 0 4
|>

O UT L ET A D JU S TER  EL BI BL A C K
<| |>

flow rate 5.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 4 1 1
|>

S OL EN . VA L VE T &P  2  W A Y 1 8 0 °
<|

3 1 2 0 4 2 1
|>

A D JU S TER  FO R O U TL ET T & P BL A C K
230V 50/60Hz - max. temperature 90°C flow rate 5 L/min - tolerance +/- 20%

 inlet 3/4" - two outlets ø 13.5 mm  

    

ALTO-SHAAM  VA-34045  

<|

3 1 2 0 6 0 8
|>

A D JU S TER  FO R O U TL ET T & P D A R K  BR OW N
<|

3 1 2 0 5 6 8
|>

A D JU S TER  FO R O U TL ET T & P G R EEN
flow rate 1.2 L/min - tolerance +/- 25% flow rate 3 L/min - tolerance +/- 25%

    

<|

3 1 2 0 3 9 1
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BL U E
<|

3 1 2 0 3 8 7
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BR O W N
flow rate 1 L/min - tolerance +/- 25% flow rate 1.5 L/min - tolerance +/- 25%

    

<T1

ALTO-SHAAM
T1>



Suitable for: Suitable for:
<|

3 1 2 0 4 2 3
|>

A D JU S TER  FO R O U TL ET T & P O R A NG E
<|

3 1 2 0 4 2 4
|>

A D JU S TER  FO R O U TL ET T & P R ED
flow rate 0.5 L/min - tolerance +/- 25% flow rate 0.25 L/min - tolerance +/- 25%

    

<|

3 1 2 0 3 8 6
|>

A D JU S TER  FO R O U TL ET T & P W H ITE
<|

3 1 2 0 4 2 2
|>

A D JU S TER  FO R O U TL ET T & P YE LL OW
flow rate 0.8 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<|

D 1 2 0 0 5 6
|>

A D JU S TER  IN L ET T & P BR O N ZE
<|

D 1 2 0 0 5 4
|>

A D JU S TER  IN L ET T & P G R EY
flowrate 12 L/min flowrate 6 L/min

    

<|

D 1 2 0 0 5 7
|>

A D JU S TER  IN L ET T & P L IG H T BR O W N
<|

D 1 2 0 0 5 8
|>

A D JU S TER  IN L ET T & P O R AN G E
flowrate 16 L/min flowrate 20 L/min

    

<|

D 1 2 0 0 5 2
|>

A D JU S TER  IN L ET T & P R ED
<|

D 1 2 0 0 5 5
|>

A D JU S TER  IN L ET T & P W H ITE
flowrate 3 L/min flowrate 10 L/min

    

<|

D 1 2 0 0 5 3
|>

A D JU S TER  IN L ET T & P YE LL OW
<|

D 1 2 0 0 5 9
|>

A D JU S TER  OU T LET  T& P  BL UE
flowrate 5.5 L/min flow rate 8 L/min - tolerance +/-25%

    

<T1

ALTO-SHAAM
T1>



Suitable for: Suitable for:
<|

3 1 2 0 4 3 1
|>

C O IL  T& P  1 2 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 2
|>

C O IL  T& P  1 2 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<|

D 1 2 0 0 9 0
|>

C O IL  T& P  1 2 0 V 6 0 H z 8 VA
<|

3 1 2 0 4 3 3
|>

C O IL  T& P  2 2 0 V 5 0 /6 0 H z
for solenoid valves T&P for solenoid valves T&P

    

<|

3 1 2 0 4 3 2
|>

C O IL  T& P  2 4 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 3
|>

C O IL  T& P  2 4 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<T2

Switches
T2>

<|

3 3 1 9 2 5 2
|>

BIPO L A R S W IT C H  BL A C K 1 6 A  2 5 0 V
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 2 2 x3 0  m m
16(4)A 250V - max. temperature 120°C

 mounting hole 22x30 mm  

    

ALTO-SHAAM  SW-3887  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  2 2 x30  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  2 2 x3 0  m m

    

<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  2 2 x3 0  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm

    

<T1

ALTO-SHAAM
T1>



Suitable for: Suitable for:

<T2

Thermostats
T2>

<|

3 4 4 4 6 7 1
|>

S IN GL E-P HA S E TH ER M OS TA T  3 4 0 °C
<| |>

with manual reset
 capillary length 1170 mm - 16A 250V  
 bulb ø 3.1x200 mm  

    

ALTO-SHAAM  TT-3750  

<T1

ALTO-SHAAM
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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