
Spare parts for the professional sector:

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
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Suitable universal spare parts may not be included

<T1

BERTO'S
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Ovens



Suitable for: Suitable for:

<T2

Axial motor fans
T2>

<|

3 2 4 0 5 0 1
|>

A X IA L  F AN  S UN O N 1 2 0 x1 2 0 x3 8  m m
<|

3 2 4 0 5 0 2
|>

A X IA L  F AN  S UN O N 8 0 x8 0 x2 5  m m
ball bearings ball bearings

 230V 50/60Hz 22W 2850rpm  230V 50/60Hz 14W 2450rpm
 DP200A 2123XBT.GN  SF23080AT-2082HBL.GN

    

BERTO'S  10724  BERTO'S  10720

<T2

Buzzers
T2>

<|

3 3 9 7 3 0 2
|>

A L AR M  BEL L  22 0 V
<| |>

    

BERTO'S  1553 BERTO'S  25079300  

<T2

Contactors
T2>

<|

3 4 5 4 0 0 5
|>

C O N TA C T OR  A BB A F1 6 -3 0 -1 0 -1 3
<|

3 4 4 6 5 6 1
|>

C O N TA C T OR  L OV A TO  BF0 9 1 0 A
17A 400V 7.5Kw - coil 100/250V 50/60Hz coil 9A 230V 50/60Hz 4.2Kw

 3 normally open contacts  3 normally open contacts
 1 normally open auxiliary contact  1 normally open auxiliary contact

    

BERTO'S  23104000 BERTO'S  23105900  BERTO'S  23105800

<|

3 4 4 6 5 0 9
|>

C O N TA C T OR  SIEM EN S 3 R T1 0 2 5 -1 A
<|

3 3 5 1 0 4 9
|>

C O N TA C T OR  SIEM EN S 3 R T2 0 1 6 -1 A P0 1
coil 17A 240V 50Hz 7.5Kw 9A 400V 4Kw - coil 230V 50/60Hz

 3 normally open contacts  3 normally open contacts
 1 normally open auxiliary contact  1 normally open auxiliary contact
 1 normally closed auxiliary contact  

    

BERTO'S  10004  BERTO'S  10001

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<|

3 3 5 1 0 5 9
|>

T HER M A L R EL A Y SIEM EN S 1 ,8 -2 ,5 A
<| |>

1 contact NO
 1 contact NC  
 3RU2116-1CB0 series S00  

    

BERTO'S  10003  

<T2

Door catches
T2>

<|

3 2 4 2 2 9 8
|>

C A T C H  6 1 9 5  6 9  m m  - 4 2  m m
<| |>

mounting distance 57 mm - 30 mm
 RAHRBACH  
 for Convection oven (BERTO'S) WAV-E2/3  
 for Convection oven (BERTO'S) WAV-E2-3  

    

BERTO'S  23577300 BERTO'S  23578800  

<T2

Drain pumps
T2>

<|

3 1 2 2 0 0 0
|>

D R A IN  P UM P  4 0 W  2 3 0 V 5 0 H z
<| |>

inlet external ø 30 mm - output external ø 22 mm
 for Convection oven electric (BERTO'S) FME10M  

    

BERTO'S  25115600  

<T2

Drain taps and accessories
T2>

<|

3 5 2 6 6 3 2
|>

G A S/W A T ER  BA LL C O C K  VA L VE ø 3 /4 "FF
<| |>

heavy series with PN 40 total passage
 DIN - DVGW approved  
 aluminium throttle  

    

BERTO'S  32686300 BERTO'S  32831900  

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<T2

Electrical gas valves and accessories
T2>

<|

3 4 4 0 2 0 0
|>

T HER M O PILE  W IT H T W IN  L EA D  ø 9 x65  m m
<|

3 5 2 6 1 8 1
|>

VA L V E VK 4 10 5 C  H O N EYW EL L ø  1/2 "
cable length 800 mm - with coupling M11X1 inlet-outlet ø 1/2" unthreaded

  maximum gas inlet pressure 60 mbar
  room temperature -15÷60°C
  power supply 220/240V 50Hz

    

BERTO'S  35273000  BERTO'S  25685500

<|

3 5 2 6 0 9 0
|>

VA L V E 81 0  EL ET TR OS IT  ø 3 /4 "FF
<|

3 5 2 6 0 7 9
|>

VA L V E 82 0  N O VA  ø 1 /2 "FF
inlet ø 3/4"F - outlet ø 3/4"F inlet ø 1/2"F - outlet ø 1/2"F

 thermocouple connection M9x1  thermocouple fitting M9x1
 maximum gas inlet pressure 50 mbar  maximum gas inlet pressure 60 mbar
 pressure adjustment range  outlet pressure setting range
 3÷18 mbar  3÷30 mbar
 ambient temperature 0÷60°C  room temperature 0÷70°C
 power supply 230V 50Hz  power supply 230V 50Hz
 long buttons  
 pilot connection and LATERAL thermocouple  

    

BERTO'S  23270900  BERTO'S  32271300

<|

3 5 2 6 3 6 1
|>

VA L V E 82 2  N O VA  ø 1 /2 "FF
<|

3 5 2 6 1 4 0
|>

VA L V E 83 6  T A ND EM  ø  1 /2 "FF
inlet ø 1/2"F - outlet ø 1/2"F inlet ø 1/2"F - outlet ø 1/2"F

 thermocouple fitting M10x1  maximum gas inlet pressure 60 mbar
 maximum gas inlet pressure 60 mbar  max.gas outlet pressure adjustment range 7÷50 mbar
 outlet pressure setting range  outlet gas pressure setting range min.2÷45 mbar
 3÷30 mbar  room temperature 0÷60°C
 ambient temperature 0÷60°C  power supply 230V 30A rectified
 power supply 230V 50Hz  

    

BERTO'S  31990700  BERTO'S  11002 BERTO'S  25271500

<T2

Electronic boards
T2>

<|

5 0 9 1 2 4 8
|>

D ISP L AY  BOA R D  3 9 0 x7 5 m m
<| |>

    

BERTO'S  25050000  

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<T2

Electronic boxes
T2>

<|

3 5 2 6 4 0 2
|>

C O N TR OL  BO X S 4 5 6 0 A1 0 0 8
<|

3 5 2 6 1 8 2
|>

C O N TR OL  BO X S 4 5 6 5 A2 0 9 2 B
model HONEYWELL - 220/240V 50Hz 10VA model HONEYWELL - 220/240V 50/60Hz 4VA

    

BERTO'S  11003  BERTO'S  25271700

<T2

Electronic controllers
T2>

<|

3 4 4 5 0 7 6
|>

T HER M O ST AT  EVK 4 1 1  P TC /N T C /P T1 0 0 /P T 1 00 0
<| |>

power supply 12Vca/dc 1.5VA
 thermostat setting range 99+600°C  
 ON-OFF control with one actuation point  
 1 exchange relay output 6(3)A 250V  
 inbuilt alarm buzzer  
 access to configuration parameters through  
 password  
 serial port for data exchange  
 room temperature 0+60°C  
 PTC/NTC/PT100/PT1000  type probe (not included)  
 connections by screwed terminal block  
 front dimensions 74x32x65 mm  
 mounting hole 71x29 mm  

    

BERTO'S  1549  

<T2

Energy regulators
T2>

<|

3 3 5 0 0 2 4
|>

EN ER GY  REG U L AT O R
<|

3 3 5 0 0 2 6
|>

EN ER GY  REG U L AT O R
contact capacity 240V 13A contact capacity 230V 13A - max temperature 125°C

 max temperature 125°C  D-shaped pin ø 6x4.6 mm
 D-shaped pin ø 6x4.6 mm  double rotation direction
 double rotation direction  for PYROCERAM. TOPS-SALAMANDERS-POTATO WARMERS

    

BERTO'S  0280 BERTO'S  27114900  BERTO'S  24114800

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<T2

Fans for motors
T2>

<|

5 0 3 2 0 8 6
|>

FA N  ø 1 6 0  m m
<|

3 2 4 0 0 3 0
|>

FA N  ø 1 8 0  m m
thickness 60 mm thickness 60 mm

 number of blades 15 - ø hole 8 mm  curved blades 16 - conical hole ø 11 .5-16 .5 mm

    

BERTO'S  23645700  BERTO'S  24646500

<|

3 2 4 0 3 9 2
|>

FA N  ø 3 0 0  m m
<|

3 2 4 0 0 3 6
|>

FA N  ø 3 5 0  m m
thickness 100 mm thickness 100 mm

 total blades 24 - ø tapered hole 19-24 mm  total blades 24 - ø tapered hole 19-24 mm

    

BERTO'S  24646900 BERTO'S  3196  BERTO'S  0759

<T2

Gas burners
T2>

<|

3 0 2 3 1 5 8
|>

BU R NE R ø  50 x3 2 5  m m
<|

3 0 2 3 1 5 9
|>

BU R NE R ø  50 x4 8 0  m m
overall length 355 mm overall length 490 mm

 made of STAINLESS steel  made of STAINLESS steel

    

BERTO'S  25278700  BERTO'S  25277500

<|

3 0 2 3 1 5 4
|>

BU R NE R ø  51 x6 2 0  m m
<| |>

overall length 625 mm
 made of STAINLESS steel  

    

BERTO'S  11030  

<T2

Gas taps and accessories
T2>

<|

3 3 4 8 0 4 2
|>

O LIVE FO R  PIP E ø 2 0  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
for model PEL 23 for model PEL 21-22-24-25

    

BERTO'S  BERTO'S  31777500 BERTO'S  31777700

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<T2

Gaskets for oven door
T2>

<|

3 2 8 6 0 3 2
|>

G A SK ET FO R  OV EN  D OO R  - 2 5  m
<|

3 2 8 6 0 8 5
|>

G A SK ET FO R  OV EN  D OO R  - 3  m
made of silicone elastomer made of silicone elastomer

 profile dimensions 26x25.5 mm  profile dimensions 26x25.5 mm
 COLOUR RED  COLOUR RED

    

BERTO'S  14014  BERTO'S  14014

<|

3 2 8 6 0 3 1
|>

G A SK ET FO R  OV EN  D OO R  - 6  m
<|

3 2 8 6 0 3 0
|>

G A SK ET FO R  OV EN  D OO R  04 8 8 0  - 1 5  m
made of silicone elastomer made of silicone elastomer

 profile dimensions 26x25.5 mm  profile dimensions 26.4x26 mm
 COLOUR RED  BLACK COLOR
  for Convection oven (BERTO'S)

    

BERTO'S  14014  BERTO'S  23595200 BERTO'S  23595400 BERTO'S  23595600

 BERTO'S  23595800 BERTO'S  24596800 BERTO'S  25596700

 BERTO'S  3352

<|

3 2 8 6 0 8 4
|>

G A SK ET FO R  OV EN  D OO R  04 8 8 0  - 3  m
<|

3 2 8 6 0 2 9
|>

G A SK ET FO R  OV EN  D OO R  04 8 8 0  - 6  m
made of silicone elastomer made of silicone elastomer

 profile dimensions  profile dimensions 26.4x26 mm
 BLACK COLOUR  BLACK COLOR
 for Convection oven (BERTO'S)  for Convection oven (BERTO'S)

    

BERTO'S  23595200 BERTO'S  23595400 BERTO'S  23595600  BERTO'S  23595200 BERTO'S  23595400 BERTO'S  23595600

BERTO'S  23595800 BERTO'S  24596800 BERTO'S  25596700  BERTO'S  23595800 BERTO'S  24596800 BERTO'S  25596700

BERTO'S  3352  BERTO'S  3352

<|

3 1 8 6 3 4 4
|>

G A SK ET FO R  OV EN  G L A SS  1 1 0 0 m m
<|

3 2 8 6 0 2 8
|>

G A SK ET FO R  OV EN  G L A SS  3 1 9 8 - 2 5  m
made of silicone elastomer made of silicone elastomer

 profile dimensions 15x12 mm  profile dimensions 14x12 mm
 COLOUR BLACK  BLACK COLOR
  for Convection oven (BERTO'S)

    

BERTO'S  25594000  BERTO'S  0489 BERTO'S  23601400 BERTO'S  23602100

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<|

3 2 8 6 0 2 7
|>

G A SK ET FO R  OV EN  G L A SS  3 1 9 8 - 6  m
<|

3 7 8 6 1 0 8
|>

G LA S S T OP /BO T TO M  G A S KET
made of silicone elastomer length 490 mm

 profile dimensions 14x12 mm  made of silicone elastomer
 BLACK COLOR  profile dimensions 12x5 mm
 for Convection oven (BERTO'S)  BLACK COLOR

    

BERTO'S  0489 BERTO'S  23601400 BERTO'S  23602100  BERTO'S  14018

<|

3 7 8 6 1 0 9
|>

L A TER A L G A S KET  FOR  O VEN  G LA S S 1 2 1 0  m m
<| |>

made of silicone elastomer
 profile dimensions 12x5 mm  
 COLOUR BLACK  

    

BERTO'S  14017  

<T2

Handles
T2>

<|

3 2 4 2 2 5 5
|>

C EN T RA L  LO C K  M EC H A NISM  R IG H T
<|

3 2 4 2 1 1 0
|>

C O M PL ET E OV EN  D OO R  HA N D L E
spring retainer 31 mm

    

BERTO'S  25878100 BERTO'S  3747  BERTO'S  25884400

<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
<|

3 2 4 2 0 8 0
|>

H A ND LE G U ID E L O C K
for high temperatures

 mounting distance 43 mm  

    

BERTO'S  23579700  BERTO'S  3775

<|

3 2 4 2 2 5 4
|>

H A ND LE L OC K FO R  OV EN D OO R
<|

3 3 9 8 0 2 1
|>

O VEN  D O OR  C A TC H
distance between holes 47 mm

  catch distance 27 mm

    

BERTO'S  25779200  BERTO'S  24577700 BERTO'S  24579500

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<|

3 2 4 2 1 4 4
|>

O VEN  D O OR  H AN D L E 2 6 0 x30  m m
<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
with strike mounting distance 45 mm for high temperatures

 handle mounting distance 133 mm  mounting distance 43 mm

    

BERTO'S  23579700+23604400 BERTO'S  23604400  BERTO'S  23579700

<|

3 2 4 2 2 5 3
|>

P IN  FO R D O O R H A N D L E
<|

3 2 4 2 2 5 2
|>

W A SH ER  FO R D OO R  H A N D L E
for Convection oven (BERTO'S) WAVE6TURBO

 for Convection oven gas (BERTO'S) FMG6EP - FMG6M  

    

BERTO'S  25906400  BERTO'S  25938600 BERTO'S  3754

<T2

Heating elements
T2>

<|

3 3 5 5 0 5 5
|>

H EA TING  EL EM EN T 2 5 0 0 W  2 2 0 V
<|

3 3 5 5 8 8 9
|>

H EA TING  EL EM EN T 2 5 0 0 W  2 3 0 V
external ø 190 mm - internal ø 178 mm external ø 190 mm - internal ø 178 mm

 total height 93 mm  total height 70 mm
 flange 70x22 mm  flange 70x22 mm

    

BERTO'S  23021800  BERTO'S  22015500

<|

3 7 5 5 2 0 7
|>

H EA TING  EL EM EN T 2 5 0 0 W  2 3 0 V
<|

3 7 5 5 0 9 2
|>

H EA TING  EL EM EN T 3 0 0 0 /3 2 6 6 W  2 3 0/2 40 V
external ø 200 mm - internal ø 188 mm external ø 190 mm - internal ø 178 mm

 total height 78 mm  total height 70 mm
 flange 100x22 mm  flange 100x22 mm

    

BERTO'S  23019200  BERTO'S  23020500

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<|

3 3 5 5 4 3 3
|>

H EA TING  EL EM EN T 3 5 0 0 W  2 4 0 V
<|

3 3 5 5 4 3 1
|>

H EA TING  EL EM EN T 4 0 0 0 W  2 3 0 V
length 115 mm - width 625 mm for boiler

 flange 70x22 mm  immersed length 310 mm
 for Convection oven electric (BERTO'S) FME10  flange external ø 63 mm
 FME10EP - FPE12TURBO - WAV-E12TURBO  with bulb sheath ø 6 mm
  complete with O-ring
  nut and washer upon request
  for Convection oven electric (BERTO'S) FME10M

    

BERTO'S  1466 BERTO'S  25040600  BERTO'S  25021600

<|

3 7 5 5 2 0 6
|>

H EA TING  EL EM EN T 6 0 0 0 W  2 4 0 V
<|

3 7 5 5 2 0 8
|>

H EA TING  EL EM EN T 9 2 0 W  2 3 0 V
external ø 230 mm - internal ø 218 mm length 260 mm - width 210 mm

 total height 130 mm  overall height 120 mm - connections ø 1/4"
 flange 140x25 mm  

    

BERTO'S  23021300  BERTO'S  23016600

<T2

Hinges, catches and accessories
T2>

<|

3 0 5 3 0 1 9
|>

D O OR  H IN G E R OL L H O LD ER
<| |>

mounting distance 95 mm - overall length 110 mm
 height 25 mm  

    

BERTO'S  22608200 BERTO'S  22609200  

<T2

Incandescent lamps and neon lamps
T2>

<|

3 2 2 1 0 4 1
|>

L A M P  E1 4  1 5 W  2 3 0 V
<|

3 2 2 1 0 6 1
|>

L A M P  E1 4  2 5 W  2 3 0 V
max temperature 300°C - ø 22x50 mm max temperature 300°C - ø 26x57 mm

    

BERTO'S  23155100  BERTO'S  23155300 BERTO'S  3546

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<|

3 2 2 1 1 0 5
|>

N EU TR A L H A L OG EN  LA M P  G 4 2 0 W  1 2 V
<| |>

max. temperature 250°C

    

BERTO'S  10307  

<T2

Indicator lights
T2>

<|

3 2 2 1 0 3 2
|>

IN D IC A TO R  LIG HT  G REEN  2 3 0 V
<|

3 2 2 1 1 3 2
|>

IN D IC A TO R  LIG HT  G REEN  2 3 0 V
head ø 13.5 mm - hole ø 10 mm - 120°C head ø 13.5 mm - hole ø 10 mm - 120°C

 universal application  universal application

    

BERTO'S  30168800  BERTO'S  0631 BERTO'S  30168800

<|

3 2 2 1 1 9 4
|>

IN D IC A TO R  LIG HT  N EON  G REE N 2 2 0 V
<|

3 2 2 1 0 9 5
|>

IN D IC A TO R  LIG HT  OR A N G E 23 0 V
ø head 8 mm head ø 13.5 mm - hole ø 10 mm - 120°C

  universal application

    

BERTO'S  30169100  BERTO'S  0592 BERTO'S  30168500

<T2

Ironmongery (screws,nuts,washers)
T2>

<|

3 2 4 2 0 4 1
|>

C L A SP  ø 3 x2 5  m m
<| |>

stainless steel C70 - UNI 6873 - DIN 1481 - ISO 87

    

BERTO'S  3780  

<T2

Knobs
T2>

<|

3 2 4 1 4 0 1
|>

BL A C K  KN OB  ø 7 0  m m  U N IV ERS A L
<|

3 2 4 1 3 3 6
|>

K NO B BL A C K  ø 5 0  m m
D shaft hole 8x6.5 mm D-shaped hole 6x4.6 mm

  for Convection oven (BERTO'S) FMG25 - FMG95

    

BERTO'S  31875900  BERTO'S  24653900

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<|

3 2 4 1 4 0 2
|>

K NO B BL A C K  ø 7 0  m m
<|

3 2 4 1 4 5 2
|>

S ELF-S TIC K D ISK  1 -2 -3 -4 -5 -6 -7 -8
D shaft hole 6x4.6 mm external ø 63 mm

 for thermostat, selector switch, timer,  for thermostatic gas taps PEL
 program switch, energy regulator  

    

BERTO'S  31876000  BERTO'S  31952300

<T2

Lamp receptacles and spare parts
T2>

<|

3 2 2 1 1 7 2
|>

FR A M E FOR  O VEN  LA M P  R EC EP TA C L E
<|

3 2 2 1 2 5 5
|>

FR A M E FOR  O VEN  LA M P  R EC EP TA C L E
external dimensions 96x80 mm external dimensions 140x72 mm

  for Convection oven (BERTO'S)

    

BERTO'S  24289500  BERTO'S  25806900 BERTO'S  3545

<|

3 2 2 1 2 5 7
|>

G A SK ET F. O VEN  L A M P R EC EP T A C LE  S IL IC ON E
<|

3 1 8 6 1 7 3
|>

G A SK ET FO R  OV EN  L A M P  REC EPT A C L E
external dimensions 140x75 mm external dimensions 93x79 mm

 for Convection oven (BERTO'S)  for Convection oven (BERTO'S)

    

BERTO'S  25597400 BERTO'S  3543  BERTO'S  24597700

<|

3 2 2 1 0 5 3
|>

G A SK ET FO R  OV EN  L A M P  REC EPT A C L E
<|

3 2 2 1 1 7 3
|>

G LA S S FO R  OV EN  L A M P  REC EPT A C L E
dimensions ø 48x38x5 mm external dimensions 73x58 mm

 for OVEN  

    

BERTO'S  23602800  BERTO'S  24589900

<|

3 2 2 1 2 5 6
|>

G LA S S FO R  OV EN  L A M P  REC EPT A C L E
<|

3 2 2 1 0 5 2
|>

G LA S S FO R  OV EN  L A M P  REC EPT A C L E ø 5 7  m m
external dimensions 112x65 mm thread ø 33.5 mm - overall height 34 mm

 max temperature 500°C  
 for Convection oven (BERTO'S)  

    

BERTO'S  25589200 BERTO'S  3544  BERTO'S  23160700

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<|

3 2 2 1 2 0 4
|>

H A LO G EN L A M P  R EC EPT A C L E G4  2 0 W  1 2 V
<|

5 0 1 3 4 6 6
|>

L A M P  H OL D ER  W ITH  LA M P  E1 4  2 5 W  2 30 V
UL certified - wire connection length 300 mm extern size 140x72 mm

  maximal temperature 300°C

    

BERTO'S  10308  BERTO'S

<|

2 1 0 1 3 7 2
|>

L A M P  R EC EP T AC LE FO R  LA M P  E1 4  1 5-2 5 W  2 3 0 V
<|

3 2 2 1 1 2 0
|>

L A M P  R EC EP T AC LE FO R  LA M P  E1 4  2 5W  23 0 V
mounting hole ø 38 mm dimensioni esterne 106x65 mm

 max temperature 300°C  

    

BERTO'S  23158600  BERTO'S  25159500 BERTO'S  3542

<T2

Level regulators
T2>

<|

3 3 4 1 0 2 6
|>

L EVEL  R EGU L A TO R  RL 3 0 /3 ES /F/G
<| |>

230V 50/60Hz

    

BERTO'S  25048900  

<T2

Magnets
T2>

<|

9 2 4 0 0 2 7
|>

L ID  M A G NE T
<|

3 2 4 0 7 2 4
|>

M A GN ET  FOR  M IC RO SW IT C H ø  2 3 x1 0  m m
external ø 22 mm - M5x10 mm

    

BERTO'S  32583800  BERTO'S  25850400

<T2

Microswitches, mechanical
T2>

<|

3 2 4 0 1 8 9
|>

M IC R O  SW ITC H M 1 D X 2 0  10 A  2 5 0 V
<|

3 2 4 0 9 1 8
|>

M IC R O SW ITC H FO R  D OO R
pin M10x0,75 - 16A 250V

  2 NO contacts

    

BERTO'S  22060200 BERTO'S  22060300  BERTO'S  33059400

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<|

3 2 4 0 4 1 0
|>

M IC R O SW ITC H 1 6 (4 )A  25 0 V
<| |>

    

BERTO'S  1519 BERTO'S  23060600  

<T2

Motors
T2>

<|

5 0 2 1 2 3 1
|>

C O U NT ER  FLA N G E FOR  C R A N KS H AF T
<|

5 0 2 1 2 3 2
|>

FL A NG E FO R  M O TO R  SH A FT
external ø 60 mm - internal ø 25 mm - thickness 6 external ø 60 mm - internal ø 25 mm - thickness 8

    

BERTO'S  0691  BERTO'S  0690

<|

3 2 4 0 0 2 9
|>

M OT O R FIR  1 0 5 7 .1 6 2 4
<|

3 2 4 0 3 9 1
|>

M OT O R FIR  1 0 5 7 .2 1 5 7
0.37/0,075 kW 220/240V - 2/4 poles 50Hz 0,37 kW 220/240V 50Hz

 2/0.7A - 1400rpm  2700rpm
 capacitor 20 µF  shaft length 107 mm
 shaft overall length 122 mm  shaft ø 15 mm - thread ø 12 mm
 shaft ø 15 mm - thread ø 12 mm  capacitor 12,5 µf

    

BERTO'S  23118300 BERTO'S  24118700  BERTO'S  24118500

<|

3 2 4 0 2 7 7
|>

M OT O R L A FER T S T8 0 /4
<|

3 1 8 6 4 4 7
|>

M A IN  SH A FT  SEA L IN G  GA S KET
220/240/346/415V 50Hz 0,75 kW 3,3-1,9A external ø 29.5 mm - internal ø 23.5 mm

 200/277/346/480V 60Hz 0,75 kW 3,3-1,9A  thickness 3 mm
 1350/1650rpm  
 shaft length 90 mm  
 shaft ø 24 mm - thread ø 20 mm  

    

BERTO'S  24119100  BERTO'S  0688

<|

3 2 4 0 0 0 0
|>

M OT O R W ITH  FA N  4 5W  2 2 0 V  5 0 /6 0 Hz
<| |>

fan ø 150 mm

    

BERTO'S  23117700 BERTO'S  23118000  

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<T2

Nozzles
T2>

<|

5 0 9 1 6 0 3
|>

G A S JET  M 1 0 x1  ø 2 .2 5 R  m m
<| |>

    

BERTO'S  40222500  

<T2

O-Ring and ORM gaskets
T2>

<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
<| |>

ring thickness 5.34 mm - internal ø 47.00 mm

    

BERTO'S  35859500  

<T2

Penetration probes
T2>

<|

3 3 9 7 0 2 6
|>

P EN ETR A TION  P R OBE
<|

3 3 9 7 0 4 0
|>

P EN ETR A TION  P R OBE  P T 1 0 0
connector fitting connector fitting

 probe length 180 mm  probe length 185 mm
 cable length 1200 mm  compartment internal cable length 445 mm
  compartment external cable length 1440 mm

    

BERTO'S  10405  BERTO'S  25919100

<|

3 3 9 7 0 4 1
|>

P EN ETR A TION  P R OBE  T C J
<|

3 3 9 7 0 0 6
|>

P R OBE P EN ET RA T IO N  P T 1 0 0
2 wires connector fitting

 probe length 185 mm  probe length 180 mm
 chamber internal cable length 730 mm  compartment internal cable length 680 mm
 chamber external cable length 1440 mm  compartment external cable length 1400 mm
 with fastening coupling ø 1/8"  

    

BERTO'S  25919500  BERTO'S  10402 BERTO'S  25919300

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<T2

Pilot burners and accessories
T2>

<|

3 0 2 0 1 5 7
|>

P IL OT  JET  ø 0 .2 5  m m
<|

3 0 2 0 0 4 0
|>

P IL OT  JET  ø 0 .3 0  m m

    

BERTO'S  32366300  BERTO'S  32366500

<|

3 0 2 0 5 4 1
|>

P IL OT  JET  ø 0 .3 5  m m
<|

3 0 2 0 0 4 1
|>

P IL OT  JET  ø 0 .4 1  m m

    

BERTO'S  32365300  BERTO'S  32367100

<|

3 0 2 0 1 8 7
|>

P IL OT  JET  ø 0 .5 1  m m
<|

3 0 2 0 4 4 9
|>

P IL OT  JET  ø 0 .5 4  m m

    

BERTO'S  32366900  BERTO'S  40902700

<|

3 0 2 0 0 1 0
|>

T AR G ET  P ILO T B UR N ER  SIT 2  FL A M ES
<| |>

supplied without sparking plug, nozzle and gasket
 with thermocouple fitting  

    

BERTO'S  22291200 BERTO'S  31780400  

<|

3 0 2 0 0 0 6
|>

T HR EE-FL A M E P ILO T B UR N ER  SIT
<|

3 0 0 1 0 0 3
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
multigas with jet  ø 0.20 mm M faston M4x1 mm

 with 3 positions bracket  overall length 65 mm

    

BERTO'S  25291400  BERTO'S  23297400 BERTO'S  35187600

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<T2

Probes
T2>

<|

3 4 4 5 1 1 7
|>

P R OBE P T 1 0 0 V ETR O TEX  3 0 0 0  m m
<|

3 3 9 7 0 8 8
|>

P R OBE T EM P ERA T U RE T
3-wire probe temperature range 0+350°C 2 wires - temperature probe f/boiler and chamber

 bulb ø 6x100 mm  probe length 225 mm
  cable length 1000 mm
  for ALL MODELS
  for Convection oven (BERTO'S)

    

BERTO'S  24076500  BERTO'S  25076800

<T2

Relays
T2>

<|

3 3 5 1 0 0 7
|>

P OW E R R EL A Y FIN D ER  5 5 .3 2 .8 .2 3 0 .0 0 40
<|

5 0 7 2 2 3 4
|>

P OW E R R EL A Y FIN D ER  6 2 .8 3 .8 .2 3 0 .0 3 00
230V 50/60Hz complete with bracket

 2 exchange contacts 10A  230V 50/60Hz
 with to test push-button + mechanic gauge  3 changeover contacts 16A

    

BERTO'S  10504 BERTO'S  25080600  BERTO'S  31060300 BERTO'S  31060400 BERTO'S  31081810

<|

3 4 4 6 0 5 7
|>

S OC K ET  W IT H T ER M IN AL  BL O C K FIN D ER  90 .2 6
<| |>

10A 250V

    

BERTO'S  10503 BERTO'S  25998400  

<T2

Selector switches
T2>

<|

3 0 5 7 0 5 0
|>

C O N NEC TING  BR A C K ET 2 8 x2 1 x1 6  m m
<|

3 0 5 7 0 2 6
|>

S ELEC TO R S W IT C H  0 -1  P O SITION S
distance between hooking brackets 27 mm contact capacity 16A 250V - max 150°C

 f/connection between selector switch and thermost.  D shaft ø 6x4.6 mm

    

BERTO'S  22699200  BERTO'S  22051000

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<|

3 0 5 7 1 7 7
|>

S ELEC TO R S W IT C H  0 -1  P O SITION S
<|

3 0 5 7 0 9 7
|>

S ELEC TO R S W IT C H  0 -2  P O SITION S
contact capacity 16A 250V - max 150°C contact capacity 16A 250V - max 150°C

 D-shaped pin ø 6x4.6 mm  D-shaped pin ø 6x4.6 mm

    

BERTO'S  22050300  BERTO'S  23050600

<|

3 0 5 7 0 1 0
|>

S ELEC TO R S W IT C H  0 -4  P O SITION S
<|

3 0 5 7 0 4 7
|>

S ELEC TO R S W IT C H  6  PO S ITIO NS
contact capacity 16A 250V - max 150°C contact capacity 16A 250V - max 150°C

 D-shaped pin ø 6x4.ø 6 mm  D-shaped pin ø 6x4.ø 6 mm

    

BERTO'S  0281 BERTO'S  23050900  BERTO'S  25051700 BERTO'S  3018

<T2

Solenoid valves
T2>

<|

5 0 3 6 9 1 3
|>

O UT L ET R ED U C ER  0 .2  L/m in  P IN K
<|

3 1 2 0 0 0 5
|>

S OL EN . VA L VE EL BI T YP E 3 2 9  1  W AY  1 80 °
220/240V 50/60Hz - max. temperature 90°C

  inlet 3/4" - outlet ø 10.5 mm

    

BERTO'S  0289 BERTO'S  25932400  BERTO'S  0282 BERTO'S  23116200

<|

3 1 2 0 0 0 7
|>

S OL EN . VA L VE EL BI T YP E 3 4 9  2  W AY  1 80 °
<| |>

220/240V 50/60Hz - max. temperature 90°C
 inlet 3/4" - two outlets ø 10.5 mm  

    

BERTO'S  23116900  

<T2

Spark generators
T2>

<|

3 1 8 1 0 0 2
|>

S PA R K  GEN ER A TO R  2  OU TL ET S
<|

3 1 8 1 0 0 4
|>

S PA R K  GEN ER A TO R  6  OU TL ET S
220/240V  50/60Hz 220/240V - 50/60Hz

    

BERTO'S  22164232 BERTO'S  31002600 BERTO'S  31003000  BERTO'S  31002400

BERTO'S  32164200  

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<T2

Sparking and detection plugs
T2>

<|

3 0 0 1 0 0 3
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 0 6 0
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M4x1 mm M faston M 4x1 mm

 overall length 65 mm  overall length 82 mm
  model CB505/021 Junkers
  for model P502F

    

BERTO'S  23297400 BERTO'S  35187600  BERTO'S  22296800 BERTO'S  22296900

<|

3 0 2 0 3 6 5
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 0 6 5
|>

R OU N D  IG N IT IO N  PL U G  ø  9 .5 x7 7  m m
connection ø 2.4 mm overall length 125 mm

 overall length 52 mm  connection ø 4 mm

    

BERTO'S  35188000  BERTO'S  11001 BERTO'S  25297600

<T2

Switches
T2>

<|

3 3 1 9 0 1 2
|>

BIPO L A R S W IT C H  GR EEN  1 6 A  2 5 0 V
<|

3 3 1 9 1 6 8
|>

BIPO L A R S W IT C H  1 6 A  2 5 0 V
16(4)A 250V - max. temperature 120°C

 with indicator light and push-button cap  
 mounting hole 22x30 mm - silk screen print O - I  

    

BERTO'S  22056600  BERTO'S  25058400 BERTO'S  25850000 BERTO'S  3473

<|

3 3 1 9 2 7 2
|>

BU TT O N EL L IP TIC A L  17 x1 3  m m  L IG H T G R EY
<|

3 3 1 9 6 1 7
|>

D O UB LE C ON TA C T SW IT C H 1 6 A  2 5 0 V

    

BERTO'S  10312  BERTO'S  25061800 BERTO'S  3474

<|

3 3 1 9 2 7 1
|>

EL LIP T. P U SH -BU TT . HO U SING  1 7 x13 m m  G REY
<| |>

mounting hole 21x17 mm - pale gray colour

    

BERTO'S  10313  

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<T2

Telethermometers
T2>

<|

3 4 4 1 0 3 7
|>

T ELE-T HER M O M E TER  W H IT E ø 5 2  m m  5 0 -3 5 0 °C
<| |>

plastic sheath
 capillary length 970 mm  
 bulb ø 6x40mm  
 for Convection oven electric (BERTO'S) FME10N  

    

BERTO'S  0594 BERTO'S  24575600  

<T2

Terminal blocks
T2>

<|

3 2 4 7 0 1 8
|>

T ERM INA L  BL OC K 2 -P OL ES FV 7 7  2 0 A 6 0 0 V
<|

3 2 4 7 0 1 6
|>

T ERM INA L  BL OC K 3 -P OL ES FV 2 7 3  4 0A  4 5 0 V
for cable max 4 mm² for cable max 6 mm²

 operating temperature 150°C  operating temperature 150°C
 nominal voltage 450 V  nominal voltage 450 V

    

BERTO'S  30184500  BERTO'S  30183800

<|

5 0 1 5 8 9 3
|>

T ERM INA L  BL OC K 3 -P OL ES FV 7 7  2 5 A 4 5 0 V
<|

3 2 4 7 0 0 9
|>

T ERM INA L  BL OC K 6 -P OL ES FV 1 2 2 /B 4 0 A  6 0 0V
for cable max 4 mm² for cable max 6 mm²

 operating temperature 150°C  operating temperature 150°C
 nominal voltage 450V  nominal voltage 450 V

    

BERTO'S  30184800  BERTO'S  30184200

<T2

Thermocouples and accessories
T2>

<|

3 4 4 0 1 5 0
|>

D ISP L AY  D EVIC E FO R T H ERM O C O UP L ES
<|

3 4 4 0 0 6 4
|>

N UT  FO R T H ERM O C O UP L E M 8 x1

    

BERTO'S  25326200  BERTO'S  22290900

<|

2 1 0 0 8 2 0
|>

T ERM O C O UP L E SIT Q U IC K  M 9x1  4 0  cm
<|

3 4 4 0 8 3 7
|>

T HER M O C OU P LE  SIT  M 9 x1  1 0 0  cm  - 1 0  P C S

    

BERTO'S  31288600  BERTO'S  23288900

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<|

3 4 4 0 0 3 7
|>

T HER M O C OU P LE  SIT  M 9 x1  1 0 0  cm .
<|

3 4 4 0 8 3 7
|>

T HER M O C OU P LE  SIT  M 9 x1  1 0 0  cm  - 1 0  P C S

    

BERTO'S  23288900  BERTO'S  23288900

<|

3 4 4 0 0 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm
<|

3 4 4 0 8 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm  - 1 0  P C S

    

BERTO'S  31289000  BERTO'S  31289000

<|

3 4 4 0 8 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm  - 1 0  P C S
<|

3 4 4 0 8 3 5
|>

T HER M O C OU P LE  SIT  M 9 x1  6 0  cm  - 1 0  P C S

    

BERTO'S  31289000  BERTO'S  22289200

<|

3 4 4 0 0 3 5
|>

T HER M O C OU P LE  SIT  M 9 x1  6 0  cm .
<|

3 4 4 0 8 3 5
|>

T HER M O C OU P LE  SIT  M 9 x1  6 0  cm  - 1 0  P C S

    

BERTO'S  22289200  BERTO'S  22289200

<T2

Thermostatic gas valves
T2>

<|

3 3 4 5 0 1 8
|>

T HER M O ST AT IC  TA P  2 5 ST
<| |>

operating temperature 100-300°C
 connections M16x1.5 mm  
 thermocouple connection M9x1  
 bulb ø 6x75 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

BERTO'S  22274500 BERTO'S  22274600  

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<T2

Thermostats
T2>

<|

3 4 4 4 3 5 2
|>

S IN GL E-P HA S E TH ER M OS TA T  1 3 0 °C
<|

3 4 4 4 3 3 9
|>

S IN GL E-P HA S E TH ER M OS TA T  3 0 -1 1 0 °C
with manual reset D-shaped pin 6x4.6 mm

 covered capillary length 870 mm - 16A 250V  capillary length 880 mm - 16A 250V
 bulb ø 6x129 mm  bulb ø 6x130 mm

    

BERTO'S  25070000  BERTO'S  25070800 BERTO'S  85040800

<|

3 4 4 4 5 5 2
|>

S IN GL E-P HA S E TH ER M OS TA T  3 0 -1 2 0 °C
<|

3 4 4 4 6 7 6
|>

S IN GL E-P HA S E TH ER M OS TA T  3 3 5 °C
D-shaped pin 6x4.6 mm with manual reset

 covered capillary length 1500 mm - 16A 250V  covered capillary length 920 mm - 16A 250V
 bulb ø 6x115 mm  bulb ø 3x150 mm
 for Convection oven electric (BERTO'S) FC200EA  for Convection oven (BERTO'S)
 FC200EB  
 for Convection oven gas (BERTO'S) FC200GA  
 FC200GB  

    

BERTO'S  10008 BERTO'S  25064500  BERTO'S  0154 BERTO'S  24069900

<|

3 4 4 4 1 1 4
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -2 5 0 °C
<|

3 4 4 4 0 4 3
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -2 7 0 °C
D-shaped pin 6x4.6 mm D-shaped pin ø 6x4.6 mm

 capillary length 900 mm - 16A 250V  covered capillary length 1300 mm - 16A 250V
 bulb ø 3x220 mm  bulb ø 3x220 mm

    

BERTO'S  22061900  BERTO'S  0283 BERTO'S  23063300 BERTO'S  24063323

<|

3 4 4 4 1 7 4
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -3 2 0 °C
<|

3 4 4 4 0 4 0
|>

T HR EE-P HA S E TH ER M OS TA T  1 0 0 -3 0 0 °C
D-shaped pin ø 6x4.6 mm D-shaped pin ø 6x4.6 mm

 capillary length 900 mm - 16A 250V  covered capillary length 1150 mm - 10A 400V
 bulb ø 3x220 mm  bulb ø 6x80 mm

    

BERTO'S  23063600  BERTO'S  22062600 BERTO'S  30064900

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<|

3 4 4 4 2 9 1
|>

T HR EE-P HA S E TH ER M OS TA T  1 3 2 °C
<| |>

with manual reset
 capillary length 900 mm - 10A 400V  
 bulb ø 6x80 mm - with stuffing gland fitting M9x1  
 for old series  

    

BERTO'S  25070100  

<T2

Timers
T2>

<|

3 4 4 6 0 0 4
|>

T IM ER  1 20  M INU T ES
<|

3 4 4 6 0 5 6
|>

T IM ER  1 20  M INU T ES M 2
complete with silk-screen printed plate mechanical timer with acoustic alarm

 mechanical timer with sound alarm  manual left position possible
 mechanical movement with balance wheel  manually set cycle 120 minutes
 manual left hand positioning possible  contact capacity 16(4)A 250V
 120 minutes manually set cycle  max temperature 125°C
 bipolar with contact capacity 16(3)A 250V  D-shaped pin ø 6x4.6 mm
 max temperature 125°C  
 D-shaped pin ø 6x4.6 mm  

    

BERTO'S  25078600  BERTO'S  23078700 BERTO'S  3433

<|

3 4 4 6 0 5 3
|>

T IM ER  6  S EC O N D S 5 A  2 5 0 V
<|

3 4 4 6 0 5 7
|>

S OC K ET  W IT H T ER M IN AL  BL O C K FIN D ER  90 .2 6
10A 250V

    

BERTO'S  10501 BERTO'S  25081400  BERTO'S  10503 BERTO'S  25998400

<|

3 4 4 6 0 5 4
|>

T IM ER  6 0 S EC O N D S 5 A  2 3 0 V
<|

3 4 4 6 0 5 7
|>

S OC K ET  W IT H T ER M IN AL  BL O C K FIN D ER  90 .2 6
10A 250V

    

BERTO'S  10502 BERTO'S  25081600  BERTO'S  10503 BERTO'S  25998400

<T1

BERTO'S
T1>



Suitable for: Suitable for:

<T2

Transformers
T2>

<|

3 4 4 5 1 1 0
|>

T RA N SF OR M ER  2 3 0 V /1 2 V 3 V A
<| |>

primary tension 230Vca 50/60Hz
 secondary tension 12Vca 3VA  
 room temperature 0+60°C  
 screw terminal block  
 IMQ approved  

    

BERTO'S  1551 BERTO'S  25164500  

<T2

Watertight seals and rings
T2>

<|

3 1 8 6 4 4 7
|>

M A IN  SH A FT  SEA L IN G  GA S KET
<| |>

external ø 29.5 mm - internal ø 23.5 mm
 thickness 3 mm  

    

BERTO'S  0688  

<T1

BERTO'S
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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