
Spare parts for the professional sector:
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<T1

BONNET
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Ovens



Suitable for: Suitable for:

<T2

Axial motor fans
T2>

<|

3 3 4 0 0 0 1
|>

A X IA L  F AN  EBM  4 6 5 6 Z
<|

3 8 0 5 0 3 7
|>

C A BL E FO R A X IA L  M OT OR  FA N
230V 50Hz 19W 2650rpm cable length 2000 mm

 119x119x38 mm  
 ball bearings  

    

BONNET  780002656 BONNET  906107  

<|

3 2 4 0 6 0 0
|>

FA N  GR ID   1 1 9x1 1 9  m m
<| |>

distance between mounting holes 145 mm

    

<|

3 2 4 0 5 0 1
|>

A X IA L  F AN  S UN O N 1 2 0 x1 2 0 x3 8  m m
<|

3 8 0 5 0 3 7
|>

C A BL E FO R A X IA L  M OT OR  FA N
ball bearings cable length 2000 mm

 230V 50/60Hz 22W 2850rpm  
 DP200A 2123XBT.GN  

    

BONNET  304194 BONNET  906107  

<T2

Bearings
T2>

<|

D 0 6 3 0 3 1
|>

BEA R IN G  6 0 0 4 -2 R S  S K F
<| |>

ø extern 42 mm - ø intern 20 mm - thickness 12 mm
 single box packaging  

    

BONNET  21090500  

<T2

Buzzers
T2>

<|

3 3 9 7 3 0 2
|>

A L AR M  BEL L  22 0 V
<| |>

    

BONNET  305106  

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Cables for piezo igniters
T2>

<|

3 0 0 1 0 1 6
|>

IG N IT IO N  LEA D  1 0 0 0  m m
<| |>

with faston ø 2.4 mm for ignition
 with faston ø 4 mm for electrode  

    

BONNET  307997  

<T2

Clamps
T2>

<|

3 4 4 9 4 6 4
|>

H OS E C L A M P  2 0 -3 2
<| |>

for pipes ø 20÷32 mm
 made of stainless steel AISI 304  
 height 9 mm and screw E7  
 suitable for food industry  

    

BONNET  917110  

<T2

Contact thermostats
T2>

<|

5 0 3 9 0 0 1
|>

C O N TA C T  TH ER M OS TA T  5 0 °C
<|

3 4 4 3 0 7 6
|>

C O N TA C T  TH ER M OS TA T  6 0 °C
with automatic reset with automatic reset

  connection M4
  for Convection oven electric (BONNET)
  EQ4.8/81/1.EI - EQ4-121/1.MI - EQ4-201/1.EI
  EQ4-201/1.MI - EQ4-201/1.PC - EQ4-201/1.SI
  EQ4-8/81/1.MI - EQ4-81/1.EI - EQ4-81/1.MI
  for Convection oven gas (BONNET) EQ3.201/1.MID.G

    

BONNET  301045  BONNET  301065

<T2

Contactors
T2>

<|

3 4 5 4 0 6 0
|>

C O N TA C T OR  SC HN EID ER  LC 1D 0 9B 7
<|

3 4 5 4 0 1 5
|>

C O N TA C T OR  SC HN EID ER  LC 1D 1 8P 7
9A 400V 4Kw - coil 24V 50/60Hz 18A 400V 7.5Kw - coil 230V 50/60Hz

 3 normally open contacts  3 normally open contacts
 1 normally open auxiliary contact  1 normally open auxiliary contact
 1 normally closed auxiliary contact  1 normally closed auxiliary contact

    

BONNET  1700468  BONNET  1700732 BONNET  300698

<T1

BONNET
T1>



Suitable for: Suitable for:

<|

3 4 5 4 0 6 6
|>

C O N TA C T OR  SC HN EID ER  LC 1D 2 5P 7
<|

3 3 5 1 0 4 9
|>

C O N TA C T OR  SIEM EN S 3 R T2 0 1 6 -1 A P0 1
25A 400V 11Kw - coil 230V 50/60Hz 9A 400V 4Kw - coil 230V 50/60Hz

 3 normally open contacts  3 normally open contacts
 1 normally open auxiliary contact  1 normally open auxiliary contact
 1 normally closed auxiliary contact  

    

BONNET  300697 BONNET  300699 BONNET  300760  BONNET  2001923H

BONNET  5875E BONNET  900130 BONNET  905239  

BONNET  905241 BONNET  905686 BONNET  906759  

BONNET  910566  

<|

3 4 5 4 0 7 2
|>

C O N TA C T OR  SIEM EN S 3 R T2 0 1 7 -1 A B0 1
<| |>

12A 400V 5.5Kw - coil 24V 50/60Hz
 3 contacts NO  
 1 NO auxiliary contact  

    

BONNET  2001138H BONNET  2001140H BONNET  5875E  

<T2

Drain hoses
T2>

<|

3 4 5 0 1 9 3
|>

S IL IC O N E D R AIN  HO SE  1 0 0 0  m m
<| |>

external ø 23 mm - internal ø 18 mm
 for Convection oven electric (BONNET) TMN10  
 TMN20 - TMN32 - TMN40 - TMN6  

    

BONNET  71289E  

<T2

Drain pumps
T2>

<|

3 1 2 2 0 0 0
|>

D R A IN  P UM P  4 0 W  2 3 0 V 5 0 H z
<| |>

inlet external ø 30 mm - output external ø 22 mm

    

BONNET  2001518H  

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Electrical cables
T2>

<|

3 0 3 0 0 0 2
|>

BO A RD  C ON N EC T IN G  C A BLE
<| |>

two connectors - length 1400 mm

    

BONNET  309417 BONNET  71457E  

<T2

Electrical capacitors
T2>

<|

3 0 6 8 0 1 6
|>

C A P A C IT O R D U C A T I EN ER G IA  1 0 µ F
<|

3 0 6 8 0 2 4
|>

C A P A C IT O R D U C A T I EN ER G IA  1 6 µ F
450V 50/60Hz 450V 50/60Hz

 operating temperature -25 +85°C  operating temperature -25 +85°C
 lead connector 6.35x0.8 mm  lead connector 6.35x0.8 mm
 ø 36xh58 mm  ø 36xh70 mm

    

BONNET  5843E BONNET  904191  BONNET  2001118H BONNET  2002168H BONNET  304259

<|

3 0 6 8 0 2 7
|>

C A P A C IT O R D U C A T I EN ER G IA  2 0 µ F
<|

3 0 6 8 0 0 8
|>

C A P A C IT O R D U C A T I EN ER G IA  5 µ F
450V 50/60Hz 450V 50/60Hz

 operating temperature -25 +85°C  operating temperature -25 +85°C
 lead connector 6.35x0.8 mm  lead connection 6.35x0.8 mm
 ø 40xh70 mm  ø 28xh55 mm

    

BONNET  2001119H BONNET  2002417H  BONNET  2000001 BONNET  2001120H

<|

3 0 6 8 0 1 0
|>

C A P A C IT O R D U C A T I EN ER G IA  6 ,3 µ F
<|

3 0 6 8 0 1 4
|>

C A P A C IT O R D U C A T I EN ER G IA  8 µ F
450V 50/60Hz 450V 50/60Hz

 operating temperature -25 +85°C  operating temperature -25 +85°C
 lead connection 6.35x0.8 mm  lead connection 6.35x0.8 mm
 ø 32xh55 mm  ø 32xh55 mm

    

BONNET  2000059 BONNET  2001121H  BONNET  3709E

<T1

BONNET
T1>



Suitable for: Suitable for:

<|

3 0 6 8 0 8 0
|>

C A P A C IT O R EL EC T R IC A L  1 0 µF
<|

3 0 6 8 0 8 3
|>

C A P A C IT O R EL EC T R IC A L  1 6 µF
450V 50/60Hz - ø 30xh71 mm 450V 50/60Hz - ø 35xh71 mm

    

BONNET  5843E BONNET  904191  BONNET  2001118H BONNET  2002168H BONNET  304259

<|

3 0 6 8 0 8 4
|>

C A P A C IT O R EL EC T R IC A L  2 0 µF
<|

3 0 6 8 0 9 6
|>

C A P A C IT O R EL EC T R IC A L  5 µF
450V 50/60Hz - ø 40xh71 mm 450V 50/60Hz - ø 30xh51 mm

    

BONNET  2001119H BONNET  2002417H  BONNET  2000001 BONNET  2001120H

<|

3 0 6 8 0 9 7
|>

C A P A C IT O R EL EC T R IC A L  6 .3 µF
<|

3 0 6 8 0 7 9
|>

C A P A C IT O R EL EC T R IC A L  8 µF
450V 50/60Hz - ø 30xh51 mm 450V 50/60Hz - ø 30xh71 mm

    

BONNET  2000059 BONNET  2001121H  BONNET  3709E

<T2

Electrical gas valves and accessories
T2>

<|

3 5 2 6 0 9 8
|>

C O IL  2 2 0 V
<| |>

for VALVE 820 NOVA-824 NOVASIT-822 NOVA-826 NOVA

    

BONNET  2020037  

<|

3 5 2 6 0 9 0
|>

VA L V E 81 0  EL ET TR OS IT  ø 3 /4 "FF
<|

3 5 2 6 1 3 7
|>

BU TT O N FO R  ELET TR O SIT V A LV E 4 6  m m
inlet ø 3/4"F - outlet ø 3/4"F

 thermocouple connection M9x1  
 maximum gas inlet pressure 50 mbar  
 pressure adjustment range  
 3÷18 mbar  
 ambient temperature 0÷60°C  
 power supply 230V 50Hz  
 long buttons  
 pilot connection and LATERAL thermocouple  

    

BONNET  7472025  

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 5 2 6 1 0 0
|>

C O IL  2 2 0 V
<|

3 5 2 6 1 0 8
|>

EL BO W  FLA N G E ø 1 /2 "F
for VALVE ELETTROSIT with screws and OR

  for ELETTROSIT VALVE

    

<|

3 5 2 6 0 9 3
|>

EX TEN S IO N FO R  ELET T RO SIT BU T TO N  34  m m
<|

3 5 2 6 1 0 6
|>

FL A NG E S TR A IG H T ø  1 /2 "
for switching on/off buttons with screws and OR

  for ELETTROSIT VALVE

    

<|

3 5 2 6 1 0 7
|>

FL A NG E S TR A IG H T ø  3 /4 "F
<|

3 0 0 1 0 0 8
|>

P IEZ O IGN ITER
with screws and OR a ø 14 mm hole is required for the assembly

 for ELETTROSIT VALVE  faston M ø 2.4 mm

    

<|

3 5 2 6 1 3 6
|>

S PR ING  FO R P U SH -BU TT ON
<|

3 5 2 6 0 9 6
|>

VA L V E M IC R OS W IT C H
maximum load 0.2 A

  for VALVE ELETTROSIT-820 NOVA-824 NOVASIT

    

<|

3 5 2 6 1 4 1
|>

VA L V E 83 0  T A ND EM  ø  1 /2 "FF
<|

2 1 0 0 7 2 4
|>

C O IL  2 4 V
inlet ø 1/2"F - outlet ø 1/2"F for valve 830 TANDEM-836 TANDEM

 thermocouple fitting M10x1  
 maximum gas inlet pressure 60 mbar  
 outlet gas pressure setting range3÷50 mbar  
 room temperature 0÷60°C  
 power supply 230V 50Hz  

    

BONNET  310305  

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

2 1 0 0 7 5 7
|>

C O N NEC TION  FOR  O LIVE ø  1 6  m m
<|

3 5 2 6 1 4 2
|>

D O UB LE C OIL FO R  VA L VE
thread ø 1/2"M 220V 50Hz

  for VALVE 830 TANDEM-836 TANDEM

    

<|

3 5 2 6 2 9 2
|>

EL EC T RIC  C O UP L IN G  W IT H  C A BLE
<|

3 0 2 0 0 8 3
|>

FITT IN G  A N D  O LIVE ø  4  m m
cable length 1000 mm - 3 wires

 for sit valve 830-836 TANDEM  

    

<|

3 0 2 0 0 8 4
|>

FITT IN G  A N D  O LIVE ø  6  m m
<|

3 3 4 8 0 4 1
|>

O LIVE FO R  PIP E ø 1 6  m m
for model PEL 23

    

BONNET  317104  

<|

7 1 1 1 2 4 4
|>

VA L V E 84 8  S IG M A  ø 1 6 /1 8  m m
<|

2 1 1 0 6 1 8
|>

D O UB LE C OIL FO R  VA L VE
ø inlet 18 mm - outlet ø 16 mm 230V 50Hz

 gas max. inlet pressure 60 mbar  for VALVE 840 SIGMA-848 SIGMA
 outlet pressure setting range  
 0.5÷12 mbar  
 room temperature 0÷60°C  
 power supply 230V 50Hz  
 for Steam oven (BONNET) B-FM10:2021PIG - 077252  

    

BONNET  148222  

<|

5 0 7 6 9 0 5
|>

D O UB LE C OIL FO R  VA L VE
<|

2 1 0 2 6 5 8
|>

EL EC T RIC  C O UP L IN G  W IT H  C A BLE
220V 60Hz cable length 550 mm - 4  wires

 for VALVE 840 SIGMA-845 SIGMA-848 SIGMA  for valve sit 840 SIGMA-843 SIGMA-845 SIGMA
  for valve sit 848 SIGMA

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

5 0 6 8 6 4 6
|>

EL EC T RIC  C O UP L IN G  W IT H  C A BLE
<| |>

cable length 1100 mm - 3 threads
 for valve sit 840 SIGMA-843 SIGMA-845 SIGMA  
 for valve sit 848 SIGMA  

    

<T2

Electronic boards
T2>

<|

7 1 0 0 9 7 5
|>

C IRC UIT BO A R D  C O NT R OL  2 8 8 x7 8  m m
<|

3 3 9 0 2 7 7
|>

C O N TR OL  BO A RD  FOR  BO IL ER  W A TER  L EVEL

    

BONNET  309515  BONNET  170997

<|

7 1 1 1 2 3 8
|>

EL EC T RO N IC  BO A R D  D IS P LA Y 2 1 5 x1 2 0  m m
<|

7 1 1 1 2 7 4
|>

P OT EN TIOM ET ER  C OM P L ETE W ITH  C A BL E
complete with potentiometer pin ø 6 mm

 for Steam oven (BONNET) B-FM10:2021PIG - 077252  for Steam oven (BONNET)

    

BONNET  309579  BONNET  309580

<|

3 3 9 0 3 5 2
|>

EL EC T RO N IC  C O N TR O L BO A R D  1 5 0 x9 5  m m
<|

3 3 9 0 3 5 5
|>

C O M PL ET E PO T ENT IO M ETER  W ITH  C A BL E
complete with potentiometer an cables pin ø 10 mm

 for Convection oven electric (BONNET) MIDEQ3  for Convection oven (BONNET) - Series EQ3
  Series EQ6

    

BONNET  170718  BONNET  170721

<|

3 3 9 0 3 5 4
|>

M OT H ER BOA R D  2 2 5 x10 5  m m
<|

3 3 9 0 3 5 1
|>

M OT H ER BOA R D  2 3 0 x12 0  m m
SERSA n°970924b SERSA n°212802

 for Convection oven electric (BONNET) ECEEQ3  for Convection oven (BONNET) - Series MIDEQ4
  Series MIDEQ6

    

BONNET  309403  BONNET  309591

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Electronic boxes
T2>

<|

7 1 0 5 2 8 9
|>

C O N TR OL  BO X 5 7 9  D BC
<| |>

model SIT - 220/240V 50/60Hz 12VA
 for Convection oven (BONNET) EQ4+101/1.SI.G  
 E101G  
 for Convection oven (BONNET) EQ4+101/1.SI.G  
 E101G  

    

BONNET  310324  

<T2

Electronic controllers
T2>

<|

3 4 4 5 0 7 6
|>

T HER M O ST AT  EVK 4 1 1  P TC /N T C /P T1 0 0 /P T 1 00 0
<|

3 4 4 5 1 5 7
|>

P R OBE N T C  P VC  1 5 0 0  m m
power supply 12Vca/dc 1.5VA probe 2 wires - temperature range -30°+80°C

 thermostat setting range 99+600°C  bulb ø 6x40 mm
 ON-OFF control with one actuation point  
 1 exchange relay output 6(3)A 250V  
 inbuilt alarm buzzer  
 access to configuration parameters through  
 password  
 serial port for data exchange  
 room temperature 0+60°C  
 PTC/NTC/PT100/PT1000  type probe (not included)  
 connections by screwed terminal block  
 front dimensions 74x32x65 mm  
 mounting hole 71x29 mm  

    

BONNET  S225P20 BONNET  651225  

<|

3 4 4 5 1 5 6
|>

P R OBE N T C  P VC  3 0 0 0  m m
<|

3 4 4 5 0 2 8
|>

P R OBE N T C  P VC  4 0 0 0  m m
temperature range -30+80°C temperature field -30+80°C

 bulb ø 6x40 mm  bulb ø 6x20 mm

    

<|

3 4 4 5 1 6 7
|>

P R OBE N T C  TP E IP6 8  1 5 0 0  m m
<|

3 4 4 5 3 3 5
|>

P R OBE N T C  TP E IP6 8  3 0 0 0  m m
temperature range -50+110°C temperature range -50+110°C

 bulb ø 5x20 mm watertight  bulb ø 5x20 mm watertight

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 4 4 5 1 8 4
|>

P R OBE N T C  TP E S TEEL  IP 6 8  1 5 0 0  m m
<|

3 4 4 5 1 5 4
|>

P R OBE N T C  TP E S TEEL  IP 6 8  3 0 0 0  m m
temperature range -40+110°C temperature range -40+110°C

 bulb ø 6x40 mm watertight  bulb ø 6x40 mm watertight

    

<|

3 4 4 5 1 1 7
|>

P R OBE P T 1 0 0 V ETR O TEX  3 0 0 0  m m
<|

3 4 4 5 3 7 9
|>

P R OBE P T 1 0 00  IP 68  1 5 0 0  m m
3-wire probe temperature range 0+350°C temperature range -50+110°C

 bulb ø 6x100 mm  bulb ø 6x20 mm watertight

    

<|

3 4 4 5 3 8 0
|>

P R OBE P T 1 0 00  IP 68  3 0 0 0  m m
<|

3 4 4 5 0 7 0
|>

P TC  P V C  P RO BE 1 5 0 0  m m
temperature range -50+110°C 2-wire probe temperature range -30+80°C

 bulb ø 6x20 mm watertight  bulb ø 6x40 mm

    

<|

3 4 4 5 1 0 7
|>

P TC  P V C  P RO BE 3 0 0 0  m m
<|

3 4 4 5 9 1 3
|>

S IL IC O N E PR O BE N TC  1 5 0 0  m m
2-wire probe temperature range -30+80°C temperature range -50+110°C

 bulb ø 6x40 mm  bulb ø 6x40 mm

    

 BONNET  S184P20 BONNET  651184

<|

3 4 4 5 1 5 5
|>

S IL IC O N E PR O BE N TC  3 0 0 0  m m
<|

3 4 4 5 1 8 3
|>

S IL IC O N E PT C  P R OBE 3 0 0 0  m m
temperature range -50+110°C 2-wire probe temperature range -55+150°C

 bulb ø 6x40 mm  bulb ø 6x40 mm

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 4 4 5 9 5 9
|>

S IL IC O N E PT C  P R OBE 5 0 0 0  m m
<|

3 4 4 5 1 1 0
|>

T RA N SF OR M ER  2 3 0 V /1 2 V 3 V A
temperature range -55+150°C primary tension 230Vca 50/60Hz

 bulb ø 6x40 mm  secondary tension 12Vca 3VA
  room temperature 0+60°C
  screw terminal block
  IMQ approved

    

BONNET  25040403  

<|

3 4 4 5 1 1 1
|>

T RA N SF OR M ER  2 4 V /1 2 V 3 V A
<| |>

primary tension 24Vca 50/60Hz
 secondary tension 12Vca 3VA  
 room temperature 0÷60°C  
 screw terminal block  
 IMQ approved  

    

<T2

Energy regulators
T2>

<|

3 3 5 0 0 2 6
|>

EN ER GY  REG U L AT O R
<| |>

contact capacity 230V 13A - max temperature 125°C
 D-shaped pin ø 6x4.6 mm  
 double rotation direction  
 for PYROCERAM. TOPS-SALAMANDERS-POTATO WARMERS  

    

BONNET  1800602 BONNET  301200 BONNET  72113E  

<T2

Feet
T2>

<|

3 3 1 3 0 0 5
|>

A D JU S TA BL E S/ST EEL FO O T ø 2 " x  h 1 3 5  m m
<| |>

with fixed screw M12x40 mm
 adjustable height 135÷200 mm  

    

BONNET  2001489H BONNET  2001871H  

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Filters
T2>

<|

3 1 6 0 4 6 2
|>

W A TE R FILT ER  ø 1 /2 "FF
<| |>

for Convection oven electric (BONNET) TMN32

    

BONNET  91297387  

<T2

Fuses
T2>

<|

3 0 4 9 0 4 1
|>

Q UIC K  AC TING  FU SE ø  5 x2 0  m m  - 1 0  P C S
<|

3 0 4 9 0 4 5
|>

Q UIC K  AC TING  FU SE ø  5 x2 0  m m  - 1 0  P C S
250V 315mA 250V 800mA

    

BONNET  309316  BONNET  2001921H

<|

3 0 4 9 0 5 2
|>

Q UIC K  AC TING  FU SE ø  5 x2 0  m m  - 1 0  P C S
<|

3 0 4 9 0 3 4
|>

Q UIC K  AC TING  FU SE ø  6 .3 x3 2  m m  - 1 0  P C S
250V 4A 500V 10A

    

BONNET  2001981H BONNET  2002146H  BONNET  3090506

<T2

Gaskets and seals
T2>

<|

3 7 8 6 6 0 3
|>

H EA TING  EL EM EN T G A SK ET
<|

3 7 8 6 3 7 1
|>

S HU T TER  G AS K ET
external ø 68 mm - internal ø 58 mm external ø 80 mm

 for Convection oven (BONNET) EQ4.101/1.ECE  for Convection oven electric (BONNET) TMN10
 for Convection oven (BONNET) EQ4.101/1.ECE  TMN20 - TMN30 - TMN42 - TMN6

    

BONNET  366461  BONNET  71860E

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Gaskets for oven door
T2>

<|

3 7 8 6 3 1 7
|>

D O OR  G A SK ET FO R  OV EN  D OO R
<|

3 7 8 6 3 1 6
|>

G A SK ET FO R  OV EN  D OO R
made of silicone elastomer made of silicone elastomer

 profile dimensions 10x10 mm  profile dimensions 18x9 mm
 COLOUR BLACK  COLOUR BLACK
 SOLD PER METRE  SOLD PER METRE
 for Convection oven (BONNET)  for Convection oven (BONNET)

    

BONNET  71209E  BONNET  71204E BONNET  71206E

<|

3 7 8 6 3 1 8
|>

G A SK ET FO R  OV EN  D OO R
<|

5 0 4 4 2 2 1
|>

G A SK ET FO R  OV EN  D OO R
made of silicone elastomer made of silicone elastomer

 profile dimensions 11x7 mm  profile dimensions 22x16 mm
 COLOUR GREY  COLOUR GREY
 SOLD PER METRE  for Convection oven electric (BONNET) EQ3.61/1-MID
 for Convection oven (BONNET) - Series EQUATOR  

    

BONNET  71876E  BONNET  366435

<|

3 7 8 6 3 4 1
|>

G A SK ET FO R  OV EN  D OO R  15 1 0 x6 8 0  m m
<|

7 1 0 2 1 9 2
|>

G A SK ET FO R  OV EN  D OO R  75 0 x6 2 5  m m
made of silicone elastomer made of silicone elastomer

 COLOUR BLACK  profile dimensions 28.5x13 mm
 for Convection oven (BONNET) EQ3.202/1  COLOUR BLACK
  for Convection oven (BONNET)
  B-FM10:1011DI.E4 E404E - E101E B-FM10:1011SI

    

BONNET  366449  BONNET  366562

<|

3 7 8 6 6 0 2
|>

O VEN  D O OR  L OW ER  G A SK ET 1 0 0 0  m m
<| |>

adhesive - profile dimensions 7x5 mm
 COLOUR RED  

    

BONNET  366350  

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Grids for oven
T2>

<|

3 1 8 5 0 5 3
|>

S TA IN L ESS  ST EEL  GR ID  GN  2 /1  6 5 0 x5 3 0  m m
<| |>

    

BONNET  635022  

<T2

Handles
T2>

<|

3 2 4 2 2 2 1
|>

C H R OM E-P LA T ED  A D JU S TA BL E D O OR  ST R IK E
<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
base length 38x18x31 mm for high temperatures

 fixing distance 26 mm  mounting distance 43 mm
 RAHRBACH  

    

BONNET  S486P51 BONNET  679486  BONNET  LF-3242042

<|

3 2 4 2 9 5 7
|>

L OC K ING  H A ND L E R H /L H W /O U T K EYL OC K 7 9 0 C R
<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
straight handle for high temperatures

 length 254x30 mm - mounting distance 133 mm  mounting distance 43 mm
 with adjustable strike from 9 to 22 mm  
 for high temperatures  

    

BONNET  21433E  BONNET  LF-3242042

<|

3 2 4 2 7 3 5
|>

O VEN  D O OR  H AN D L E
<| |>

distance between mounting holes 180 mm

    

BONNET  A15018  

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Heating elements
T2>

<|

3 4 5 5 2 3 4
|>

BO IL ER  HE AT IN G  EL EM E NT  2 0 0 0W  2 3 0 V
<| |>

immersed length 348 mm - width 30 mm
 flange 50x26 mm  
 for steam oven boiler  
 for Convection oven electric (BONNET)  
 TURBO TMN106E - TURBO TMN110E - TURBO TMN120E  

    

BONNET  71244E  

<|

2 1 0 3 6 4 2
|>

EL EM ENT  - 9 00 0 W  2 3 0 /4 0 0 V
<|

3 7 8 6 6 0 3
|>

H EA TING  EL EM EN T G A SK ET
ø external 350 mm - ø internal 337 mm external ø 68 mm - internal ø 58 mm

 altezza 85 mm - altezza totale 165 mm  for Convection oven (BONNET) EQ4.101/1.ECE
 flangia ø 72 mm  for Convection oven (BONNET) EQ4.101/1.ECE
 for Convection oven electric (BONNET) 635  

    

BONNET  302229  BONNET  366461

<|

3 4 5 5 1 4 5
|>

H EA TING  EL EM EN T 1 5 0 0 W  2 4 0 V
<|

3 7 8 6 3 9 8
|>

H EA TING  EL EM EN T G A SK ET
length 295 mm - width 100 mm external dimensions 45x22 mm

 oval flange 50x25 mm  
 for Convection oven electric (BONNET) 500A1  

    

BONNET  71844E  

<|

3 4 5 5 1 4 8
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 4 0 V
<|

3 4 5 5 1 4 7
|>

H EA TING  EL EM EN T 4 0 0 0 W  2 4 0 V
length 390 mm - width 130 mm width 570 mm - overall length 200 mm

 2 flanges 50x20 mm  2 flanges 110x20 mm
 for Steam oven electric (BONNET) STEAM6  for Steam oven electric (BONNET) STEAM20 - STEAM40

    

BONNET  71240E  BONNET  71242E

<T1

BONNET
T1>



Suitable for: Suitable for:

<|

3 4 5 5 1 2 0
|>

H EA TING  EL EM EN T 6 0 0 0 W  2 3 0 /4 0 0 V
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
immersed depth 385 mm ring thickness 5.34 mm - internal ø 56.52 mm

 flange external ø 72 mm  
 with bulb sheath  
 complete with O-ring  
 for Convection oven (BONNET) EQ4.101/1.ECE  
 for Convection oven (BONNET) EQ4.101/1.ECE  

    

BONNET  303122  

<|

3 3 5 5 7 0 8
|>

H EA TING  EL EM EN T 6 0 0 0 W  2 3 0 V
<| |>

immersed length 350 mm - width 65 mm
 flange 80x28 mm - with bulb sheath  

    

BONNET  

<|

3 4 5 5 1 2 2
|>

H EA TING  EL EM EN T 7 5 0 0 W  2 3 0 /4 0 0 V
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
immersed depth 475 mm ring thickness 5.34 mm - internal ø 56.52 mm

 flange external ø 72 mm  
 complete with O-ring  
 for Steam oven (BONNET) POLYCUISEUR6  

    

BONNET  303125  

<|

3 4 5 5 1 6 0
|>

H EA TING  EL EM EN T 8 0 0 0 W  2 3 0 /4 0 0 V
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
immersed depth 370 mm ring thickness 5.34 mm - internal ø 56.52 mm

 flange external ø 72 mm  
 complete with O-ring  
 for Convection oven (BONNET) EQ4.101/1.ECE  
 for Convection oven (BONNET) EQ4.101/1.ECE  

    

BONNET  303127  

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Hydraulic piping
T2>

<|

3 4 5 0 1 1 5
|>

P VC  P IPE ø  6 /9  m m  - 1 0  m
<|

3 4 5 0 6 2 1
|>

R U BBER  PIP E 1 1 0 °C . ø  1 0x1 6  m m  - 5  m
alimentary temperature -30°+110°C

  operating pressure 10 bar
  burst pressure 40 bar
  non-toxic rubber hose
  external ø 16 mm
  internal ø 10 mm
  for 40 m rolls see 3450651

    

BONNET  2001747H  BONNET  2001726H BONNET  2001728H BONNET  2001737H

 BONNET  2002221H BONNET  3450621

<|

5 0 3 8 4 5 3
|>

S IL IC O N E PIP E ø 1 7 /1 0  m m  1 0 0 0  m m
<| |>

    

BONNET  71265E  

<T2

Incandescent lamps and neon lamps
T2>

<|

3 2 2 1 0 4 1
|>

L A M P  E1 4  1 5 W  2 3 0 V
<|

3 2 2 1 0 6 1
|>

L A M P  E1 4  2 5 W  2 3 0 V
max temperature 300°C - ø 22x50 mm max temperature 300°C - ø 26x57 mm

    

BONNET  70597E  BONNET  70598E

<|

3 2 2 1 0 5 9
|>

L A M P  E2 7  4 0 W  2 3 0 V
<|

3 2 2 1 4 7 9
|>

N EON  L A M P  FO R  OV EN G 2 5  G 2 3 1 1 W  2 3 0 V
max temperature 300°C

    

BONNET  308463  BONNET  71819E

<T1

BONNET
T1>



Suitable for: Suitable for:

<|

3 2 2 1 1 0 5
|>

N EU TR A L H A L OG EN  LA M P  G 4 2 0 W  1 2 V
<| |>

max. temperature 250°C
 for Convection oven (BONNET) B-FM10:2021PIG  
 E101E B-FM10:1011SI - 077252  

    

BONNET  308477  

<T2

Indicator lights
T2>

<|

3 2 2 1 0 2 5
|>

IN D IC A TO R  LIG HT  OR A N G E 23 0 V
<|

3 2 2 1 0 9 6
|>

IN D IC A TO R  LIG HT  OR A N G E 23 0 V
head ø 15 mm - hole ø 13 mm - 120°C head ø 7 mm - hole ø 6 mm

 faston M 6.3x0.8 mm  wire connection length 200 mm
 universal application  

    

BONNET  904360  BONNET  2002147H

<|

3 2 2 1 5 1 1
|>

IN D IC A TO R  LIG HT  OR A N G E 25 0 V
<|

3 2 2 1 0 6 7
|>

N EON  L A M P  FO R  OV EN E1 0  2 W  2 3 0 V
mounting hole 22.2x27.2 mm dimensions ø 10x28 mm

 universal application  

    

BONNET  S175P15  BONNET  74540008

<T2

Inlet hoses
T2>

<|

3 4 4 9 0 5 5
|>

IN L ET EL BO W  H OS E ø 3 /4 " FF 1 5 0 0  m m
<|

3 4 4 9 0 2 5
|>

FILT ER ST . ST EEL FO R  IN L ET H OS E ø 3 /4 "
thermoplastic hose ø 13x19 mm for all models

 brass fittings ø 3/4"F with gaskets  
 max temperature 90°C  
 max pressure 10 bar  
 with WRAS approval  

    

BONNET  42551  

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 4 4 9 0 2 6
|>

FL A T EP D M  G AS K ET ø  2 4 x1 2 x2  m m
<| |>

for pipes ø 3/4"

    

<|

3 4 4 9 0 5 6
|>

IN L ET EL BO W  H OS E ø 3 /4 " FF 2 0 0 0  m m
<|

3 4 4 9 0 7 2
|>

IN L ET EL BO W  H OS E ø 3 /4 " FF 2 0 0 0  m m
thermoplastic hose ø 13x19 mm EPDM hose covered in nylon braiding ø 10x14 mm

 brass fittings ø 3/4"F with gaskets  brass fittings 3/4"F
 max temperature 90°C  max temperature 90°C
 max pressure 10 bar  max pressure 10 bar
 with WRAS approval  

    

BONNET  2001738H  BONNET  2001753H

<T2

Ironmongery (screws,nuts,washers)
T2>

<|

1 5 2 8 0 3 0
|>

M ID  H EX A GO N A L N U T M 6
<| |>

stainless steel - UNI 5588 - DIN 934 - ISO 4032

    

BONNET  16018K  

<T2

Knobs
T2>

<|

3 2 4 1 7 3 5
|>

K NO B BL A C K  ø 3 4  m m  2 -3 -4 -5 -6 -7 -8
<|

7 1 1 1 2 4 9
|>

K NO B BL A C K  ø 7 0  m m
D-shaped hole 6x4.6 mm round hole ø 6 mm

 for GAS VALVE GC1300  for Steam oven (BONNET) B-FM10:2021PIG - 077252

    

BONNET  7479045  BONNET  381560

<|

3 2 4 1 7 3 4
|>

R ED  K NO B ø 3 4  m m  ST OP
<|

7 1 1 1 2 4 7
|>

R IN G  NU T  FOR  K NO B ø 7 8  m m
threaded hole M4 for Steam oven (BONNET)

 for GAS VALVE GC1300  

    

BONNET  7492056  BONNET  368710

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Lamp receptacles and spare parts
T2>

<|

3 2 2 1 6 1 5
|>

H A LO G EN L A M P  R EC EPT A C L E G4  2 0 W  1 2 /2 4 V
<|

3 1 8 6 5 2 5
|>

G A SK ET FO R  LA M P  R EC EP TA C L E
wire connection length 110 mm external ø 49 mm

 for Steam oven (BONNET) B-FM10:2021PIG - 077252  internal ø 32 mm
  thickness 2.8 mm

    

BONNET  147328  

<|

3 2 2 1 6 3 8
|>

H A LO G EN L A M P  N EU T . OS RA M  G 4  2 0W  12 V
<|

3 2 2 1 1 0 5
|>

N EU TR A L H A L OG EN  LA M P  G 4 2 0 W  1 2 V
max. temperature 300°C max. temperature 250°C

  for Convection oven (BONNET) B-FM10:2021PIG
  E101E B-FM10:1011SI - 077252

    

 BONNET  308477

<|

3 2 2 1 6 1 6
|>

N EU TR A L H A L OG EN  LA M P  G 4 2 0 W  2 4 V
<| |>

max. temperature 250°C

    

<T2

Magnet groups
T2>

<|

3 1 8 2 0 0 3
|>

M A GN ET IC  U N IT  SIT
<| |>

head ø 25 mm - end piece ø 17 mm - length 56 mm
 for valve SIT AC2 - VR8-MINISIT  

    

BONNET  7473051  

<T2

Magnets
T2>

<|

3 2 4 0 1 8 1
|>

P R OT EC TE D  M A G N ET 6 2 x1 8 x1 0  m m
<| |>

    

BONNET  2001868H  

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Microswitches, mechanical
T2>

<|

3 2 4 0 1 8 9
|>

M IC R O  SW ITC H M 1 D X 2 0  10 A  2 5 0 V
<|

3 2 4 0 2 3 4
|>

L IM IT  SW ITC H P IN

    

BONNET  1700340 BONNET  300682 BONNET  900502  

<|

3 2 5 0 0 7 1
|>

M IC R O SW ITC H S P RIN G ø  13 x2 5  m m
<|

3 2 4 0 2 3 5
|>

R IN G  NU T  M 1 6 x1 .5  m m

    

<|

5 0 0 3 3 5 0
|>

R OD  M IC R OS W IT C H   4 8 x3 0  m m
<| |>

    

<|

3 2 4 0 4 0 7
|>

M IC R O SW ITC H K IT  1 6 A  25 0 V
<|

3 2 4 0 5 6 8
|>

M IC R O SW ITC H C RO U ZET  E F8 3 16 1 .3
2 locking positions 1NO+NC 16A 250V

 the kit includes 5 levers:  complete with roll lever 28 mm
 lever 75 mm - lever 27 mm - lever 15 mm  
 lever 15 mm with wheel - lever 27 mm with wheel  

    

BONNET  300688  

<|

3 2 4 0 4 1 0
|>

M IC R O SW ITC H 1 6 (4 )A  25 0 V
<|

3 2 4 0 2 0 3
|>

BU SH ING  D O OR  M IC RO SW IT C H
external ø 10x15 mm

    

BONNET  303621  

<|

3 2 4 0 2 3 6
|>

L IM IT  SW ITC H C O N TR O L
<|

3 2 4 0 2 3 4
|>

L IM IT  SW ITC H P IN

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 2 4 0 2 3 3
|>

M IC R O SW ITC H FITT IN G  M 16 x1 .5  m m
<|

3 2 5 0 0 7 1
|>

M IC R O SW ITC H S P RIN G ø  13 x2 5  m m

    

<|

3 2 4 0 2 3 5
|>

R IN G  NU T  M 1 6 x1 .5  m m
<| |>

    

<T2

Motors
T2>

<|

3 1 2 2 7 1 8
|>

M OT O R FIR  1 0 7 9 T H4 4 0 5 0
<|

3 4 1 1 0 0 1
|>

FA N  ø 3 0 0  m m
0,12 kW 230/400V 50/60Hz thickness 100 mm

 1,2/0,7A  - 1400/1700rpm  totale blades 6 - ø tapered hole 14-17 mm
 capacitor 16µF  

    

BONNET  304254  

<|

3 3 4 0 1 3 7
|>

M OT O R FIR  1 0 7 9 T H4 4 0 5 1
<| |>

0,12 kW 230/400V 50/60Hz
 1,2/0,7A - 1400/1700rpm  
 capacitor 16µF  
 shaft length 60 mm  
 shaft ø 17 mm - thread ø14 mm  
 motor height 200 mm - distance betw. holes 175 mm  
 for Convection oven (BONNET) - Series MIDEQ4  
 Series MIDEQ6  
 for Convection oven (BONNET) B-FM10:2021PIG  
 077252 B-FM10:1011SI  

    

BONNET  304267  

<T2

O-Ring and ORM gaskets
T2>

<|

3 1 8 6 2 9 0
|>

O -R ING  0 4 1 8 7  EPD M
<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
ring thickness 3.53 mm - internal ø 47.22 mm ring thickness 5.34 mm - internal ø 47.00 mm

    

BONNET  BONNET  2001827H

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Outlet solenoid valves and accessories
T2>

<|

3 5 2 5 0 2 2
|>

M OT O RIZED  V A LV E D R A IN  BO IL ER
<| |>

230V 50/60Hz 2.5W
 fittings ø 3/4"FF DN20  

    

BONNET  314359  

<T2

Pilot burners and accessories
T2>

<|

3 0 2 0 0 8 4
|>

FITT IN G  A N D  O LIVE ø  6  m m
<|

3 0 2 0 2 0 0
|>

FITT IN G  F OR  TH ER M OC OU P LE ø  6 .5  m m
thread M10x1

    

BONNET  317104  BONNET  317979

<|

3 0 2 0 1 1 2
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 0 2 0 1 5 7
|>

P IL OT  JET  ø 0 .2 5  m m

    

BONNET  310275  BONNET  310274

<|

3 0 2 0 0 4 0
|>

P IL OT  JET  ø 0 .3 0  m m
<|

3 0 2 0 0 4 1
|>

P IL OT  JET  ø 0 .4 1  m m

    

BONNET  311171  BONNET  310273

<|

3 5 0 0 2 6 9
|>

P IL OT  JET  ø 0 .4 5  m m
<| |>

    

BONNET  7433158  

<T1

BONNET
T1>



Suitable for: Suitable for:

<|

3 0 2 0 0 0 6
|>

T HR EE-FL A M E P ILO T B UR N ER  SIT
<|

3 0 2 0 1 0 4
|>

BR A C K ET C L A M P  3 P O SITION S
multigas with jet  ø 0.20 mm

 with 3 positions bracket  

    

BONNET  2020124 BONNET  71517E BONNET  7434003  

<|

3 0 2 0 1 0 3
|>

BR A C K ET 3  P OS IT IO N S
<|

3 0 2 0 1 0 9
|>

D EFL EC T OR  2  FL A M ES

    

<|

3 0 2 0 1 1 0
|>

D EFL EC T OR  3  FL A M ES
<|

5 0 4 8 7 1 3
|>

D EFL EC T OR  3  FL A M ES

    

<|

3 0 2 0 0 8 3
|>

FITT IN G  A N D  O LIVE ø  4  m m
<|

3 0 2 0 0 8 4
|>

FITT IN G  A N D  O LIVE ø  6  m m

    

 BONNET  317104

<|

3 0 2 0 1 0 2
|>

H EXA G O N H EA D  S C R EW  3 /1 6 "x1 8  m m
<|

3 0 0 1 0 0 3
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M4x1 mm

  overall length 65 mm

    

<|

3 0 2 0 0 6 0
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 1 2 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M 4x1 mm connection ø 2.4 mm

 overall length 82 mm  overall length 58 mm
 model CB505/021 Junkers  
 for model P502F  

    

BONNET  308480  BONNET  7455048

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 0 2 0 2 9 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 3 6 5
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M4x1 mm connection ø 2.4 mm

 overall length 67 mm  overall length 52 mm

    

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
for model PEL 22-24-25 for model PEL 21-22-24-25

    

<|

5 0 2 7 9 5 3
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 0 2 0 0 8 1
|>

O LIVE FO R  PIP E ø 6  m m
for COPRECI CAL3200

    

<|

3 0 2 0 0 9 7
|>

P IL OT  A ER A TION  R EGU L A TO R
<|

3 0 2 0 0 5 4
|>

P IL OT  JET  ø 0 .2 0  m m
internal ø 7 mm - external ø 9 mm

 height 10 mm  

    

<|

3 0 2 0 1 5 6
|>

P IL OT  JET  ø 0 .2 5  m m
<|

4 0 5 8 5 2 5
|>

P IL OT  JET  ø 0 .3 0  m m

    

<|

3 0 2 0 0 5 5
|>

P IL OT  JET  ø 0 .3 5  m m
<|

5 0 1 5 5 1 6
|>

P IL OT  JET  ø 0 .4 0  m m

    

 BONNET  1040182

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 5 0 0 2 6 9
|>

P IL OT  JET  ø 0 .4 5  m m
<|

5 0 7 5 9 8 9
|>

P IL OT  JET  ø 0 .7 0  m m

    

BONNET  7433158  

<|

3 0 2 0 3 0 8
|>

P IL OT  W IT H  NO ZZ LE ø  0 .4 0 m m
<|

3 0 2 0 1 0 5
|>

P IL OT  W IT H  0 .2 0  m m  ø JET

    

<|

3 0 2 0 1 0 6
|>

P IL OT  W IT H  0 .2 5  m m  ø JET
<|

3 0 2 0 1 0 7
|>

P IL OT  W IT H  0 .3 5  m m  ø JET

    

<|

3 0 2 0 0 7 9
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread ø 3/8"M thread M10x1

    

<|

5 0 3 3 1 3 8
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread ø 1/8"M thread M10x1

    

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm

    

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Potentiometers
T2>

<|

3 3 9 0 3 5 5
|>

C O M PL ET E PO T ENT IO M ETER  W ITH  C A BL E
<|

7 1 1 1 2 7 4
|>

P OT EN TIOM ET ER  C OM P L ETE W ITH  C A BL E
pin ø 10 mm pin ø 6 mm

 for Convection oven (BONNET) - Series EQ3  for Steam oven (BONNET)
 Series EQ6  

    

BONNET  170721  BONNET  309580

<|

3 0 5 7 3 1 3
|>

P OT EN TIOM ET ER  2  P O SITION S W ITH  C A BL E
<|

3 0 5 7 3 1 2
|>

P OT EN TIOM ET ER  5  P O SITION S W ITH  C A BL E
pIN ø 9 mm D-shaft ø 6.3x5.5 mm

    

BONNET  309413  BONNET  309412

<|

3 0 5 7 3 2 1
|>

R OT A R Y SEL EC T OR  S W IT C H
<|

3 0 5 7 3 1 7
|>

R OT A R Y SEL EC T OR  S W IT C H  3  P O SITION S
pin ø 9 mm pin ø 9 mm

 for models with 20 SHELVES  for models with 20 SHELVES
 for Convection oven electric (BONNET)  for Convection oven electric (BONNET)
 Series EQ3.ECE  Series EQ3.ECE

    

BONNET  309440  BONNET  309416

<|

3 0 5 7 3 1 9
|>

R OT A R Y SEL EC T OR  S W IT C H  3  P O SITION S
<|

3 0 5 7 3 1 8
|>

R OT A R Y SEL EC T OR  S W IT C H  5  P O SITION S
pin ø 9 mm pin ø 9 mm

 for models with 6 SHELVES  for models with 6 SHELVES
 for Convection oven (BONNET) - Series EQ4  for Convection oven (BONNET) - Series EQ4
 Series EQ6  Series EQ6

    

BONNET  309522  BONNET  309521

<T1

BONNET
T1>



Suitable for: Suitable for:

<|

3 0 5 7 3 2 0
|>

R OT A R Y SEL EC T OR  S W IT C H  5  P O SITION S
<|

3 3 4 1 0 6 3
|>

T EM P ER A TU R E A D JU S TING  P OT EN TIOM ET ER
pin ø 9 mm D-shaped pin ø 6x5.5 mm

 for models with 20 SHELVES  
 for Convection oven electric (BONNET)  
 Series EQ3.ECE  

    

BONNET  309414  BONNET  309411

<T2

Pressure switches
T2>

<|

7 1 1 1 2 6 4
|>

P R ESS UR E S W IT C H  1  L EV EL
<| |>

calibration 55/41 mm
 250V 16A  
 rear connection  
 operating temperature max 85°C  
 for Steam oven (BONNET)  

    

BONNET  301373  

<T2

Probes
T2>

<|

3 3 9 7 1 5 4
|>

T EM P ER A TU R E P R OBE
<|

3 3 9 7 1 9 0
|>

T EM P ER A TU R E P R OBE P T 1 0 0
2 wires - bulb ø 4x86 mm 4 wires - bulb ø 4x85 mm

 cable length 1300 mm  for Convection oven (BONNET) - Series EQ4MID
 for Convection oven gas (BONNET)  Series EQ6MID
 Series EQ3.201/1.MID.G  for Convection oven (BONNET) B-FM10:2021PIG
  077252

    

BONNET  301461  BONNET  301471

<|

7 1 1 0 6 6 1
|>

T EM P ER A TU R E P R OBE P T 1 0 0
<| |>

2 threads
 1350 mm cable length  
 ø 4x85 mm bulb  
 for Electric oven (BONNET) E201E  
 for Steam oven (BONNET) B-FM10:2021PIG - 077252  

    

BONNET  301485  

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Relays
T2>

<|

3 3 5 1 1 5 4
|>

BA S E OC T A L ES 8  1 0 A  40 0 V
<|

3 3 5 1 9 0 1
|>

P OW E R R EL A Y FIN D ER  6 0 .6 2 .8 .2 3 0 .0 0 00
8 poles 230V 50/60Hz

  2 exchange contacts 10A

    

BONNET  5937E  BONNET  2001867H

<|

3 3 5 1 0 2 1
|>

P OW E R R EL A Y FIN D ER  6 2 .8 2 .8 .2 3 0 .0 0 00
<|

3 3 5 1 0 2 9
|>

P OW E R R EL A Y FIN D ER  6 2 .8 2 .8 .2 3 0 .0 3 00
230V 50/60Hz 230V 50/60Hz

 2 exchange contacts 16A  2 contacts NO 16A

    

BONNET  2001873H  BONNET  2002044H

<|

3 3 5 1 0 0 8
|>

P OW E R R EL A Y FIN D ER  6 2 .8 3 .8 .2 3 0 .0 0 00
<|

3 3 5 1 6 0 2
|>

P OW E R R EL A Y FIN D ER  6 5 .3 1 .8 .2 3 0 .0 3 00
230V 50/60Hz 230V 50/60Hz

 3 exchange contacts 16A  1 contact NO 30A

    

BONNET  2001258H BONNET  900073  BONNET  2001929H BONNET  300283

<|

3 3 5 1 6 0 5
|>

R EL AY  PO W ER  FIN D ER  6 0 .6 3 .8 .2 3 0 .0 0 00
<| |>

230V 50/60Hz
 3 exchange contacts 10A  

    

BONNET  2001887H  

<T2

Rinse aid pumps and accessories
T2>

<|

3 0 9 0 0 3 3
|>

FO OT  VA L VE W ITH  N ON  R ETU R N
<| |>

with filter and STAINLESS steel ring

    

BONNET  2000034  

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Selector switches
T2>

<|

3 0 5 7 0 5 0
|>

C O N NEC TING  BR A C K ET 2 8 x2 1 x1 6  m m
<|

3 0 5 7 0 2 3
|>

S ELEC TO R S W IT C H  0 -6  P O SITION S
distance between hooking brackets 27 mm contact capacity 32A 250V - max 150°C

 f/connection between selector switch and thermost.  D shaft ø 6x4.6 mm

    

BONNET  300177 BONNET  905109  BONNET  300010

<T2

Solenoid valves
T2>

<|

3 1 2 0 0 0 5
|>

S OL EN . VA L VE EL BI T YP E 3 2 9  1  W AY  1 80 °
<|

3 1 2 0 0 1 9
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
220/240V 50/60Hz - max. temperature 90°C flow rate 5.5 L/min - tolerance +/- 15%

 inlet 3/4" - outlet ø 10.5 mm  

    

BONNET  144937 BONNET  2001650H BONNET  2001651H  

BONNET  314334  

<|

3 1 2 0 0 2 1
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
<|

3 1 2 0 0 2 2
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
flow rate 12 L/min - tolerance +/- 15% flow rate 16 L/min - tolerance +/- 15%

    

<|

3 1 2 0 0 3 7
|>

A D JU S TER  FO R O U TL ET EL BI GR EEN
<|

3 1 2 0 2 0 1
|>

A D JU S TER  FO R O U TL ET EL BI GR EY
flow rate 0.25 L/min - tolerance +/- 25% flow rate 4.7 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 6
|>

A D JU S TER  FO R O U TL ET EL BI NEU T RA L
<|

3 1 2 0 0 1 7
|>

A D JU S TER  FO R O U TL ET EL BI OR A N GE
flow rate 1.2 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 1 2 0 0 1 5
|>

A D JU S TER  FO R O U TL ET EL BI RED
<|

3 1 2 0 2 0 3
|>

A D JU S TER  FO R O U TL ET EL BI W HITE
flow rate 0.5 L/min - tolerance +/- 25% flow rate 2 L/min - tolerance +/- 25%

    

<|

3 1 2 0 2 0 2
|>

A D JU S TER  FO R O U TL ET EL BI YEL LO W
<|

3 1 2 0 0 0 0
|>

FILT ER  FOR  IN L ET S OL EN OID  VA L V E ELBI
flow rate 0.35 L/min / tolerance +/- 25%

    

<|

3 1 2 0 2 0 4
|>

O UT L ET A D JU S TER  EL BI BL A C K
<| |>

flow rate 5.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 0
|>

S OL EN . VA L VE EL BI T YP E 3 5 2  2  W AY  9 0°
<|

3 1 2 0 0 1 9
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
220/240V 50/60Hz - max. temperature 90°C flow rate 5.5 L/min - tolerance +/- 15%

 inlet 3/4" - two outlets ø 13.5 mm  

    

BONNET  241447 BONNET  241754  

<|

3 1 2 0 0 2 1
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
<|

3 1 2 0 0 2 2
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
flow rate 12 L/min - tolerance +/- 15% flow rate 16 L/min - tolerance +/- 15%

    

<|

3 1 2 0 0 3 7
|>

A D JU S TER  FO R O U TL ET EL BI GR EEN
<|

3 1 2 0 2 0 1
|>

A D JU S TER  FO R O U TL ET EL BI GR EY
flow rate 0.25 L/min - tolerance +/- 25% flow rate 4.7 L/min - tolerance +/- 25%

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 1 2 0 0 1 6
|>

A D JU S TER  FO R O U TL ET EL BI NEU T RA L
<|

3 1 2 0 0 1 7
|>

A D JU S TER  FO R O U TL ET EL BI OR A N GE
flow rate 1.2 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 5
|>

A D JU S TER  FO R O U TL ET EL BI RED
<|

3 1 2 0 2 0 3
|>

A D JU S TER  FO R O U TL ET EL BI W HITE
flow rate 0.5 L/min - tolerance +/- 25% flow rate 2 L/min - tolerance +/- 25%

    

<|

3 1 2 0 2 0 2
|>

A D JU S TER  FO R O U TL ET EL BI YEL LO W
<|

3 1 2 0 0 0 0
|>

FILT ER  FOR  IN L ET S OL EN OID  VA L V E ELBI
flow rate 0.35 L/min / tolerance +/- 25%

    

<|

3 1 2 0 2 0 4
|>

O UT L ET A D JU S TER  EL BI BL A C K
<| |>

flow rate 5.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 4 0 9
|>

S OL EN . VA L VE T &P  1  W A Y 1 8 0 °
<|

3 1 2 0 4 2 1
|>

A D JU S TER  FO R O U TL ET T & P BL A C K
230V 50/60Hz - max. temperature 90°C flow rate 5 L/min - tolerance +/- 20%

 inlet 3/4" - outlet ø 13.5 mm  

    

BONNET  904693  

<|

3 1 2 0 6 0 8
|>

A D JU S TER  FO R O U TL ET T & P D A R K  BR OW N
<|

3 1 2 0 5 6 8
|>

A D JU S TER  FO R O U TL ET T & P G R EEN
flow rate 1.2 L/min - tolerance +/- 25% flow rate 3 L/min - tolerance +/- 25%

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 1 2 0 3 9 1
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BL U E
<|

3 1 2 0 3 8 7
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BR O W N
flow rate 1 L/min - tolerance +/- 25% flow rate 1.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 4 2 3
|>

A D JU S TER  FO R O U TL ET T & P O R A NG E
<|

3 1 2 0 4 2 4
|>

A D JU S TER  FO R O U TL ET T & P R ED
flow rate 0.5 L/min - tolerance +/- 25% flow rate 0.25 L/min - tolerance +/- 25%

    

<|

3 1 2 0 3 8 6
|>

A D JU S TER  FO R O U TL ET T & P W H ITE
<|

3 1 2 0 4 2 2
|>

A D JU S TER  FO R O U TL ET T & P YE LL OW
flow rate 0.8 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<|

D 1 2 0 0 5 6
|>

A D JU S TER  IN L ET T & P BR O N ZE
<|

D 1 2 0 0 5 4
|>

A D JU S TER  IN L ET T & P G R EY
flowrate 12 L/min flowrate 6 L/min

    

<|

D 1 2 0 0 5 7
|>

A D JU S TER  IN L ET T & P L IG H T BR O W N
<|

D 1 2 0 0 5 8
|>

A D JU S TER  IN L ET T & P O R AN G E
flowrate 16 L/min flowrate 20 L/min

    

<|

D 1 2 0 0 5 2
|>

A D JU S TER  IN L ET T & P R ED
<|

D 1 2 0 0 5 5
|>

A D JU S TER  IN L ET T & P W H ITE
flowrate 3 L/min flowrate 10 L/min

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

D 1 2 0 0 5 3
|>

A D JU S TER  IN L ET T & P YE LL OW
<|

D 1 2 0 0 5 9
|>

A D JU S TER  OU T LET  T& P  BL UE
flowrate 5.5 L/min flow rate 8 L/min - tolerance +/-25%

    

<|

3 1 2 0 4 3 1
|>

C O IL  T& P  1 2 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 2
|>

C O IL  T& P  1 2 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<|

D 1 2 0 0 9 0
|>

C O IL  T& P  1 2 0 V 6 0 H z 8 VA
<|

3 1 2 0 4 3 3
|>

C O IL  T& P  2 2 0 V 5 0 /6 0 H z
for solenoid valves T&P for solenoid valves T&P

    

<|

3 1 2 0 4 3 2
|>

C O IL  T& P  2 4 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 3
|>

C O IL  T& P  2 4 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<|

3 1 2 0 4 0 8
|>

S OL EN . VA L VE T &P  1  W A Y 9 0 °
<|

3 1 2 0 4 2 1
|>

A D JU S TER  FO R O U TL ET T & P BL A C K
230V 50/60Hz - max. temperature 90°C flow rate 5 L/min - tolerance +/- 20%

 inlet 3/4" - outlet ø 13.5 mm  

    

BONNET  23458 BONNET  914100  

<|

3 1 2 0 6 0 8
|>

A D JU S TER  FO R O U TL ET T & P D A R K  BR OW N
<|

3 1 2 0 5 6 8
|>

A D JU S TER  FO R O U TL ET T & P G R EEN
flow rate 1.2 L/min - tolerance +/- 25% flow rate 3 L/min - tolerance +/- 25%

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 1 2 0 3 9 1
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BL U E
<|

3 1 2 0 3 8 7
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BR O W N
flow rate 1 L/min - tolerance +/- 25% flow rate 1.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 4 2 3
|>

A D JU S TER  FO R O U TL ET T & P O R A NG E
<|

3 1 2 0 4 2 4
|>

A D JU S TER  FO R O U TL ET T & P R ED
flow rate 0.5 L/min - tolerance +/- 25% flow rate 0.25 L/min - tolerance +/- 25%

    

<|

3 1 2 0 3 8 6
|>

A D JU S TER  FO R O U TL ET T & P W H ITE
<|

3 1 2 0 4 2 2
|>

A D JU S TER  FO R O U TL ET T & P YE LL OW
flow rate 0.8 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<|

D 1 2 0 0 5 6
|>

A D JU S TER  IN L ET T & P BR O N ZE
<|

D 1 2 0 0 5 4
|>

A D JU S TER  IN L ET T & P G R EY
flowrate 12 L/min flowrate 6 L/min

    

<|

D 1 2 0 0 5 7
|>

A D JU S TER  IN L ET T & P L IG H T BR O W N
<|

D 1 2 0 0 5 8
|>

A D JU S TER  IN L ET T & P O R AN G E
flowrate 16 L/min flowrate 20 L/min

    

<|

D 1 2 0 0 5 2
|>

A D JU S TER  IN L ET T & P R ED
<|

D 1 2 0 0 5 5
|>

A D JU S TER  IN L ET T & P W H ITE
flowrate 3 L/min flowrate 10 L/min

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

D 1 2 0 0 5 3
|>

A D JU S TER  IN L ET T & P YE LL OW
<|

D 1 2 0 0 5 9
|>

A D JU S TER  OU T LET  T& P  BL UE
flowrate 5.5 L/min flow rate 8 L/min - tolerance +/-25%

    

<|

3 1 2 0 4 3 1
|>

C O IL  T& P  1 2 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 2
|>

C O IL  T& P  1 2 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<|

D 1 2 0 0 9 0
|>

C O IL  T& P  1 2 0 V 6 0 H z 8 VA
<|

3 1 2 0 4 3 3
|>

C O IL  T& P  2 2 0 V 5 0 /6 0 H z
for solenoid valves T&P for solenoid valves T&P

    

<|

3 1 2 0 4 3 2
|>

C O IL  T& P  2 4 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 3
|>

C O IL  T& P  2 4 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<|

3 1 2 0 4 0 7
|>

S OL EN . VA L VE T &P  2  W A Y 1 8 0 °
<|

3 1 2 0 4 2 1
|>

A D JU S TER  FO R O U TL ET T & P BL A C K
230V 50/60Hz - max. temperature 90°C flow rate 5 L/min - tolerance +/- 20%

 inlet 3/4" - two outlets ø 10.5 mm  

    

BONNET  147152 BONNET  1700434 BONNET  3697E  

<|

3 1 2 0 6 0 8
|>

A D JU S TER  FO R O U TL ET T & P D A R K  BR OW N
<|

3 1 2 0 5 6 8
|>

A D JU S TER  FO R O U TL ET T & P G R EEN
flow rate 1.2 L/min - tolerance +/- 25% flow rate 3 L/min - tolerance +/- 25%

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 1 2 0 3 9 1
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BL U E
<|

3 1 2 0 3 8 7
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BR O W N
flow rate 1 L/min - tolerance +/- 25% flow rate 1.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 4 2 3
|>

A D JU S TER  FO R O U TL ET T & P O R A NG E
<|

3 1 2 0 4 2 4
|>

A D JU S TER  FO R O U TL ET T & P R ED
flow rate 0.5 L/min - tolerance +/- 25% flow rate 0.25 L/min - tolerance +/- 25%

    

<|

3 1 2 0 3 8 6
|>

A D JU S TER  FO R O U TL ET T & P W H ITE
<|

3 1 2 0 4 2 2
|>

A D JU S TER  FO R O U TL ET T & P YE LL OW
flow rate 0.8 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<|

D 1 2 0 0 5 6
|>

A D JU S TER  IN L ET T & P BR O N ZE
<|

D 1 2 0 0 5 4
|>

A D JU S TER  IN L ET T & P G R EY
flowrate 12 L/min flowrate 6 L/min

    

<|

D 1 2 0 0 5 7
|>

A D JU S TER  IN L ET T & P L IG H T BR O W N
<|

D 1 2 0 0 5 8
|>

A D JU S TER  IN L ET T & P O R AN G E
flowrate 16 L/min flowrate 20 L/min

    

<|

D 1 2 0 0 5 2
|>

A D JU S TER  IN L ET T & P R ED
<|

D 1 2 0 0 5 5
|>

A D JU S TER  IN L ET T & P W H ITE
flowrate 3 L/min flowrate 10 L/min

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

D 1 2 0 0 5 3
|>

A D JU S TER  IN L ET T & P YE LL OW
<|

D 1 2 0 0 5 9
|>

A D JU S TER  OU T LET  T& P  BL UE
flowrate 5.5 L/min flow rate 8 L/min - tolerance +/-25%

    

<|

3 1 2 0 4 3 1
|>

C O IL  T& P  1 2 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 2
|>

C O IL  T& P  1 2 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<|

D 1 2 0 0 9 0
|>

C O IL  T& P  1 2 0 V 6 0 H z 8 VA
<|

3 1 2 0 4 3 3
|>

C O IL  T& P  2 2 0 V 5 0 /6 0 H z
for solenoid valves T&P for solenoid valves T&P

    

<|

3 1 2 0 4 3 2
|>

C O IL  T& P  2 4 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 3
|>

C O IL  T& P  2 4 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<|

3 1 2 0 4 1 0
|>

S OL EN . VA L VE T &P  2  W A Y 9 0 °
<|

3 1 2 0 4 2 1
|>

A D JU S TER  FO R O U TL ET T & P BL A C K
230V 50/60Hz - max. temperature 90°C flow rate 5 L/min - tolerance +/- 20%

 inlet 3/4" - two outlets ø 13.5 mm  

    

BONNET  914123  

<|

3 1 2 0 6 0 8
|>

A D JU S TER  FO R O U TL ET T & P D A R K  BR OW N
<|

3 1 2 0 5 6 8
|>

A D JU S TER  FO R O U TL ET T & P G R EEN
flow rate 1.2 L/min - tolerance +/- 25% flow rate 3 L/min - tolerance +/- 25%

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 1 2 0 3 9 1
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BL U E
<|

3 1 2 0 3 8 7
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BR O W N
flow rate 1 L/min - tolerance +/- 25% flow rate 1.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 4 2 3
|>

A D JU S TER  FO R O U TL ET T & P O R A NG E
<|

3 1 2 0 4 2 4
|>

A D JU S TER  FO R O U TL ET T & P R ED
flow rate 0.5 L/min - tolerance +/- 25% flow rate 0.25 L/min - tolerance +/- 25%

    

<|

3 1 2 0 3 8 6
|>

A D JU S TER  FO R O U TL ET T & P W H ITE
<|

3 1 2 0 4 2 2
|>

A D JU S TER  FO R O U TL ET T & P YE LL OW
flow rate 0.8 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<|

D 1 2 0 0 5 6
|>

A D JU S TER  IN L ET T & P BR O N ZE
<|

D 1 2 0 0 5 4
|>

A D JU S TER  IN L ET T & P G R EY
flowrate 12 L/min flowrate 6 L/min

    

<|

D 1 2 0 0 5 7
|>

A D JU S TER  IN L ET T & P L IG H T BR O W N
<|

D 1 2 0 0 5 8
|>

A D JU S TER  IN L ET T & P O R AN G E
flowrate 16 L/min flowrate 20 L/min

    

<|

D 1 2 0 0 5 2
|>

A D JU S TER  IN L ET T & P R ED
<|

D 1 2 0 0 5 5
|>

A D JU S TER  IN L ET T & P W H ITE
flowrate 3 L/min flowrate 10 L/min

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

D 1 2 0 0 5 3
|>

A D JU S TER  IN L ET T & P YE LL OW
<|

D 1 2 0 0 5 9
|>

A D JU S TER  OU T LET  T& P  BL UE
flowrate 5.5 L/min flow rate 8 L/min - tolerance +/-25%

    

<|

3 1 2 0 4 3 1
|>

C O IL  T& P  1 2 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 2
|>

C O IL  T& P  1 2 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<|

D 1 2 0 0 9 0
|>

C O IL  T& P  1 2 0 V 6 0 H z 8 VA
<|

3 1 2 0 4 3 3
|>

C O IL  T& P  2 2 0 V 5 0 /6 0 H z
for solenoid valves T&P for solenoid valves T&P

    

<|

3 1 2 0 4 3 2
|>

C O IL  T& P  2 4 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 3
|>

C O IL  T& P  2 4 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<|

3 1 2 0 0 1 3
|>

S OL EN OID  VA L VE EL BI TYP E 3 5 9  3 -W AY  9 0°
<|

3 1 2 0 0 1 9
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
220/240V 50/60Hz - max. temperature 90°C flow rate 5.5 L/min - tolerance +/- 15%

 inlet 3/4" - three outlets ø 10.5 mm  

    

BONNET  914135  

<|

3 1 2 0 0 2 1
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
<|

3 1 2 0 0 2 2
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
flow rate 12 L/min - tolerance +/- 15% flow rate 16 L/min - tolerance +/- 15%

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 1 2 0 0 3 7
|>

A D JU S TER  FO R O U TL ET EL BI GR EEN
<|

3 1 2 0 2 0 1
|>

A D JU S TER  FO R O U TL ET EL BI GR EY
flow rate 0.25 L/min - tolerance +/- 25% flow rate 4.7 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 6
|>

A D JU S TER  FO R O U TL ET EL BI NEU T RA L
<|

3 1 2 0 0 1 7
|>

A D JU S TER  FO R O U TL ET EL BI OR A N GE
flow rate 1.2 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 5
|>

A D JU S TER  FO R O U TL ET EL BI RED
<|

3 1 2 0 2 0 3
|>

A D JU S TER  FO R O U TL ET EL BI W HITE
flow rate 0.5 L/min - tolerance +/- 25% flow rate 2 L/min - tolerance +/- 25%

    

<|

3 1 2 0 2 0 2
|>

A D JU S TER  FO R O U TL ET EL BI YEL LO W
<|

3 1 2 0 0 0 0
|>

FILT ER  FOR  IN L ET S OL EN OID  VA L V E ELBI
flow rate 0.35 L/min / tolerance +/- 25%

    

<|

3 1 2 0 2 0 4
|>

O UT L ET A D JU S TER  EL BI BL A C K
<| |>

flow rate 5.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 4
|>

S OL EN OID  VA L VE EL BI TYP E 3 6 9  3 -W AY  1 80 °
<|

3 1 2 0 0 1 9
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
220/240V 50/60Hz - max temperature 90°C flow rate 5.5 L/min - tolerance +/- 15%

 inlet 3/4" - three outlets ø 10.5 mm  

    

BONNET  147723  

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 1 2 0 0 2 1
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
<|

3 1 2 0 0 2 2
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
flow rate 12 L/min - tolerance +/- 15% flow rate 16 L/min - tolerance +/- 15%

    

<|

3 1 2 0 0 3 7
|>

A D JU S TER  FO R O U TL ET EL BI GR EEN
<|

3 1 2 0 2 0 1
|>

A D JU S TER  FO R O U TL ET EL BI GR EY
flow rate 0.25 L/min - tolerance +/- 25% flow rate 4.7 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 6
|>

A D JU S TER  FO R O U TL ET EL BI NEU T RA L
<|

3 1 2 0 0 1 7
|>

A D JU S TER  FO R O U TL ET EL BI OR A N GE
flow rate 1.2 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 5
|>

A D JU S TER  FO R O U TL ET EL BI RED
<|

3 1 2 0 2 0 3
|>

A D JU S TER  FO R O U TL ET EL BI W HITE
flow rate 0.5 L/min - tolerance +/- 25% flow rate 2 L/min - tolerance +/- 25%

    

<|

3 1 2 0 2 0 2
|>

A D JU S TER  FO R O U TL ET EL BI YEL LO W
<|

3 1 2 0 0 0 0
|>

FILT ER  FOR  IN L ET S OL EN OID  VA L V E ELBI
flow rate 0.35 L/min / tolerance +/- 25%

    

<|

3 1 2 0 2 0 4
|>

O UT L ET A D JU S TER  EL BI BL A C K
<| |>

flow rate 5.5 L/min - tolerance +/- 25%

    

<T1

BONNET
T1>



Suitable for: Suitable for:

<|

3 1 2 0 4 1 4
|>

S OL EN OID  VA L VE T &P  3 -W A Y 1 8 0 °
<|

3 1 2 0 4 2 1
|>

A D JU S TER  FO R O U TL ET T & P BL A C K
230V 50/60Hz - max. temperature 90°C flow rate 5 L/min - tolerance +/- 20%

 inlet 3/4" with flowrate adjuster 10 L/min  
 three ø 10.5 mm outlets  

    

BONNET  314345 BONNET  3664E  

<|

3 1 2 0 6 0 8
|>

A D JU S TER  FO R O U TL ET T & P D A R K  BR OW N
<|

3 1 2 0 5 6 8
|>

A D JU S TER  FO R O U TL ET T & P G R EEN
flow rate 1.2 L/min - tolerance +/- 25% flow rate 3 L/min - tolerance +/- 25%

    

<|

3 1 2 0 3 9 1
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BL U E
<|

3 1 2 0 3 8 7
|>

A D JU S TER  FO R O U TL ET T & P L IG H T BR O W N
flow rate 1 L/min - tolerance +/- 25% flow rate 1.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 4 2 3
|>

A D JU S TER  FO R O U TL ET T & P O R A NG E
<|

3 1 2 0 4 2 4
|>

A D JU S TER  FO R O U TL ET T & P R ED
flow rate 0.5 L/min - tolerance +/- 25% flow rate 0.25 L/min - tolerance +/- 25%

    

<|

3 1 2 0 3 8 6
|>

A D JU S TER  FO R O U TL ET T & P W H ITE
<|

3 1 2 0 4 2 2
|>

A D JU S TER  FO R O U TL ET T & P YE LL OW
flow rate 0.8 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

<|

D 1 2 0 0 5 6
|>

A D JU S TER  IN L ET T & P BR O N ZE
<|

D 1 2 0 0 5 4
|>

A D JU S TER  IN L ET T & P G R EY
flowrate 12 L/min flowrate 6 L/min

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

D 1 2 0 0 5 7
|>

A D JU S TER  IN L ET T & P L IG H T BR O W N
<|

D 1 2 0 0 5 8
|>

A D JU S TER  IN L ET T & P O R AN G E
flowrate 16 L/min flowrate 20 L/min

    

<|

D 1 2 0 0 5 2
|>

A D JU S TER  IN L ET T & P R ED
<|

D 1 2 0 0 5 5
|>

A D JU S TER  IN L ET T & P W H ITE
flowrate 3 L/min flowrate 10 L/min

    

<|

D 1 2 0 0 5 3
|>

A D JU S TER  IN L ET T & P YE LL OW
<|

D 1 2 0 0 5 9
|>

A D JU S TER  OU T LET  T& P  BL UE
flowrate 5.5 L/min flow rate 8 L/min - tolerance +/-25%

    

<|

3 1 2 0 4 3 1
|>

C O IL  T& P  1 2 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 2
|>

C O IL  T& P  1 2 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<|

D 1 2 0 0 9 0
|>

C O IL  T& P  1 2 0 V 6 0 H z 8 VA
<|

3 1 2 0 4 3 3
|>

C O IL  T& P  2 2 0 V 5 0 /6 0 H z
for solenoid valves T&P for solenoid valves T&P

    

<|

3 1 2 0 4 3 2
|>

C O IL  T& P  2 4 Vac 5 0 /6 0 Hz
<|

D 1 2 0 0 9 3
|>

C O IL  T& P  2 4 Vdc
for solenoid valves T&P for solenoid valves T&P

    

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Spark generators
T2>

<|

3 1 8 1 0 0 2
|>

S PA R K  GEN ER A TO R  2  OU TL ET S
<|

3 1 8 1 0 0 3
|>

S PA R K  GEN ER A TO R  4  OU TL ET S
220/240V  50/60Hz 220/240V  50/60Hz

    

BONNET  308465  BONNET  308466 BONNET  308467

<T2

Sparking and detection plugs
T2>

<|

3 0 2 0 0 6 0
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 1 2 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M 4x1 mm connection ø 2.4 mm

 overall length 82 mm  overall length 58 mm
 model CB505/021 Junkers  
 for model P502F  

    

BONNET  308480  BONNET  7455048

<T2

Switches
T2>

<|

3 3 1 9 3 7 1
|>

BIPO L A R S W IT C H  BL A C K 1 6 A  2 5 0 V
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 2 2 x3 0  m m
16(4)A 250V

 silk screen printing O - I  
 max. temperature 120°C  
 mounting hole 22x30 mm  

    

BONNET  905913  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  2 2 x30  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  2 2 x3 0  m m

    

<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  2 2 x3 0  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm

    

<T1

BONNET
T1>



Suitable for: Suitable for:

<|

3 3 1 9 6 2 7
|>

D O UB LE C HA N G E OV ER  SW ITC H  1 6 A  2 5 0V
<|

3 3 1 9 6 3 3
|>

BU TT O N FO R  SW ITC H  BL OC K

    

BONNET  900053  

<|

3 3 1 9 6 3 5
|>

C A P  SQ U A RE
<|

3 3 1 9 6 3 2
|>

C A P  SQ U A RE W ITH  IND IC A T OR  H OL E
mounting hole 25x25 mm mounting hole 25x25 mm

    

<|

3 3 1 9 4 8 2
|>

C H R OM E-P LA T ED  EL LIP TIC  KEY  1 7x1 3  m m
<|

3 3 1 9 1 6 4
|>

EL LIP T. P U SH -BU TT . HO U SING  1 7 x13 m m  BL A C K
mounting hole 21x17 mm

    

BONNET  2001695H  

<|

3 3 1 9 4 8 1
|>

EL LIP T. P U SH -BU TT . HO U SING  1 7 x13 m m  G REY
<|

3 3 1 9 1 7 7
|>

EL LIP TIC A L P U SH -BU TT ON  INS ER T
mounting hole 21x17 mm - colore grigio scuro

    

BONNET  2001160H  

<|

3 3 1 9 1 7 0
|>

P U SH -BUT TO N  ELL IPT IC AL  1 7 x13  m m  BL A C K
<|

3 3 1 9 6 5 9
|>

P U SH -BUT TO N  R OU N D  GR EY ø  2 3  m m
"slow-fast"

    

<|

3 3 1 9 6 5 8
|>

P U SH -BUT TO N  R OU N D  RE D  ø 2 3  m m  "0 -1 "
<|

3 3 1 9 6 3 6
|>

R EC T AN G U LA R  C A P
mounting hole 24x34 mm

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 3 1 9 6 3 4
|>

S TA R T S W IT C H  2 1.5 x3 1 .5  m m
<|

3 3 1 9 1 5 1
|>

S W IT C H  P R O TEC T IO N  C A P
ø external 34 mm

  for push-buttons with mounting hole ø 25 mm

    

<|

3 3 1 9 6 1 7
|>

D O UB LE C ON TA C T SW IT C H 1 6 A  2 5 0 V
<|

3 3 1 9 7 3 6
|>

H OU S IN G  F OR  P US H -B UT TO N  BLA C K
mounting hole 16x16 mm - for push-button ø 12 mm

    

BONNET  2001544H  BONNET  900162

<|

3 3 1 9 3 9 6
|>

P U SH -BUT TO N  R OU N D  BL AC K ø  1 2  m m
<|

7 1 1 1 2 8 0
|>

S W IT C H  1 -P OL E G R EY 6 A  2 3 0V
mounting hole ø 22 mm

  for Steam oven (BONNET)

    

BONNET  900163  BONNET  300183

<|

3 4 5 2 0 0 3
|>

T RIA NG U L AR  P R OT .C O VER  FO R P U SH -BU TT ON
<| |>

COLOR GREEN

    

BONNET  366428  

<T2

Tangential and radial motor fans
T2>

<|

3 5 2 6 2 1 3
|>

T AN G EN TIA L FA N  2 4 0  m m  R IG H T
<| |>

38W - 230V 50/60Hz - ø 60 mm
 T°max 60°  
 TAS24B-006  

    

BONNET  304229  

<T1

BONNET
T1>



Suitable for: Suitable for:

<T2

Terminal blocks
T2>

<|

3 2 4 7 0 0 9
|>

T ERM INA L  BL OC K 6 -P OL ES FV 1 2 2 /B 4 0 A  6 0 0V
<| |>

for cable max 6 mm²
 operating temperature 150°C  
 nominal voltage 450 V  

    

BONNET  306090  

<T2

Thermocouples and accessories
T2>

<|

3 4 4 0 0 1 9
|>

EX TEN S IO N FO R  TH ER M OC O U PL E M 9 x1  6 0  cm .
<|

3 4 4 0 0 1 5
|>

IN T ER RU P TION  C O N NEC TO R  M 9 x1
female nut M9x1

    

BONNET  7492000  BONNET  905680

<|

3 4 4 0 0 3 8
|>

T HER M O C OU P LE  SIT  M 9 x1  1 2 0  cm
<|

3 4 4 0 8 3 8
|>

T HER M O C OU P LE  SIT  M 9 x1  1 2 0  cm  - 1 0  P C S

    

BONNET  310277  

<|

3 4 4 0 0 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm
<|

3 4 4 0 8 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm  - 1 0  P C S

    

BONNET  7473034  

<|

3 4 4 0 0 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm .
<|

3 4 4 0 8 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm  - 1 0  P C S

    

BONNET  7473056  

<T1

BONNET
T1>



Suitable for: Suitable for:

<|

3 4 4 0 0 9 9
|>

U NIVE RS A L T H ERM O C O UP L E 1 2 0  cm
<| |>

10 slotted elements kit

    

BONNET  7473055  

<T2

Thermostatic gas valves
T2>

<|

3 3 4 5 0 1 8
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
operating temperature 100-300°C for model PEL 22-24-25

 connections M16x1.5 mm  
 thermocouple connection M9x1  
 bulb ø 6x75 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

BONNET  310137  

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
for model PEL 20-21-24-25 for model PEL 22-24-25

    

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
for model PEL 21-22-24-25 for model PEL 21-22-24-25

    

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm thread M16x1.5 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

<T1

BONNET
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm thread M10x1

 for model PEL 22-24-25  

    

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm thread M10x1

 for model PEL 21-22-24-25  

    

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm

    

<T2

Thermostats
T2>

<|

3 4 4 4 6 1 6
|>

BU L B C O NN EC T IO N  M 1 2  H OL E ø 6  m m
<|

3 7 4 4 0 0 9
|>

S IN GL E-P HA S E TH ER M OS TA T  1 0 0 -3 5 0 °C
stuffing gland M9x1- washer ø 7.7 mm D-shaped pin ø 6x4.6 mm

 gasket ø 7.8 mm - thickness 5 mm  capillary length 900 mm - 16A 250V
  bulb ø 6x75 mm
  for Convection oven (BONNET)

    

BONNET  91373062  BONNET  301017

<|

3 4 4 4 9 7 4
|>

S IN GL E-P HA S E TH ER M OS TA T  1 0 0 -6 1 5 °C
<|

3 4 4 4 9 2 4
|>

S IN GL E-P HA S E TH ER M OS TA T  1 4 5 °C
complete with switch with manual reset

 D-shaped pin ø 6x4.6 mm  covered capillary length 1160 mm - 16A 250V
 covered capillary length 1100 mm - 16A 250V  bulb ø 4x100 mm - w/ stuffing gland fitting M9x1
 bulb ø 4x230 mm  with complete tank sealing fitting M12x1
  for Convection oven (BONNET) EQ4.101/1.ECE
  for Convection oven electric (BONNET) ECEEQ3
  for Convection oven (BONNET) ECEEQ3
  EQ4.101/1.ECE

    

BONNET  301034  BONNET  301064 BONNET  301067

<T1

BONNET
T1>



Suitable for: Suitable for:

<|

3 7 4 4 0 0 5
|>

S IN GL E-P HA S E TH ER M OS TA T  1 5 0 °C
<|

3 4 4 4 9 1 2
|>

S IN GL E-P HA S E TH ER M OS TA T  3 2 0 °C
with manual reset with manual reset

 capillary length 1500 mm - 16A 250V  covered capillary length 860 mm - 16A 250V
 bulb ø 6x80 mm  bulb ø 4x100 mm
  for Convection oven (BONNET) B-FM10:2021PIG
  077252

    

BONNET  71280E  BONNET  301066

<|

3 4 4 4 9 0 7
|>

S IN GL E-P HA S E TH ER M OS TA T  3 6 5 °C
<|

3 4 4 4 0 6 2
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -3 2 0 °C
with manual reset complete with auxiliary selector switch

 capillary length 850 mm - 16A 250V  D-shaped pin ø 6x4.6 mm
 bulb ø 3x166 mm  capillary length 900 mm - 16A 250V
 for Convection oven electric (BONNET) AC150  bulb ø 3x220 mm
 AC220 - AC50 - R150N - R220N - R240N - R350N  
 R50N  

    

BONNET  905866 BONNET  905886  BONNET  7471032

<|

3 4 4 4 1 7 4
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -3 2 0 °C
<|

3 4 4 4 0 0 4
|>

T HER M O ST AT  SIN GL E-P HA S E TR 2  0 -90 °C
D-shaped pin ø 6x4.6 mm D-shaped pin ø 6x4.6 mm

 capillary length 900 mm - 16A 250V  capillary length 1500 mm - 15A 250V
 bulb ø 3x220 mm  bulb ø 6.5x95 mm
 for Convection oven (BONNET)  

    

BONNET  7471032  BONNET

<|

3 4 4 4 9 5 9
|>

T HR EE-P HA S E TH ER M OS TA T  2 2 0 °C
<|

3 4 4 4 5 6 1
|>

T HR EE-P HA S E TH ER M OS TA T  5 0 -3 0 0 °C
with manual reset D-shaped pin ø 6x4.6 mm

 capillary length 1000 mm  covered capillary length 1740 mm - 16A 230V
 bulb ø 6x90 mm  bulb ø 6x80 mm

    

BONNET  301061  BONNET  301005

<T1

BONNET
T1>



Suitable for: Suitable for:

<|

3 4 4 4 9 2 6
|>

3 -PH A S E TH ER M OS TA T  5 0 -2 6 0 °C
<| |>

D-shaped pin ø 6x4.6 mm
 capillary length 1550 mm - 10A 400V  
 bulb ø 6x140 mm - with stuff.gland coupling M9x1  
 with complete tank sealing coupling M12x1  

    

BONNET  301052  

<T2

Timers
T2>

<|

3 4 4 6 1 8 2
|>

T IM ER   12 0  M INU T S C 5 3
<| |>

mechanical timer with manual reset
 manually set cycle from 120 minutes  
 2- poles  
 1 contact NO  
 1 contact NC  
 contact capacity 16(4)A 250V  
 max temperature 125°C  
 D-shaped pin ø 6x4.6 mm  

    

BONNET  

<T2

Washing showers
T2>

<|

3 3 5 9 6 1 0
|>

BL A C K  SH OW E R H EA D  EC O  ø 1 /2 "M
<| |>

with coupling 3/8"Mx1/2"M

    

BONNET  313063  

<T1

BONNET
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.


	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2
	<T2

