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Suitable for: Suitable for:

<T2

Electronic controllers
T2>

<|

3 4 4 5 3 7 5
|>

C O N TR OL L ER  ELIW EL L ID  PL U S 9 0 2
<|

3 4 4 5 1 5 7
|>

P R OBE N T C  P VC  1 5 0 0  m m
230V 50/60Hz probe 2 wires - temperature range -30°+80°C

 1 relay output 8A for compressor  bulb ø 6x40 mm
 1 selectable NTC/PTC/PT1000 probe (not included)  
 1 programmable digital/temperature input  
 TTL input for copy card connection  
 front dimension 74x32xdepth 59 mm  
 mounting hole 71x29 mm  

    

BOURGEAT  86029999  

<|

3 4 4 5 1 5 6
|>

P R OBE N T C  P VC  3 0 0 0  m m
<|

3 4 4 5 0 2 8
|>

P R OBE N T C  P VC  4 0 0 0  m m
temperature range -30+80°C temperature field -30+80°C

 bulb ø 6x40 mm  bulb ø 6x20 mm

    

<|

3 4 4 5 1 6 7
|>

P R OBE N T C  TP E IP6 8  1 5 0 0  m m
<|

3 4 4 5 3 3 5
|>

P R OBE N T C  TP E IP6 8  3 0 0 0  m m
temperature range -50+110°C temperature range -50+110°C

 bulb ø 5x20 mm watertight  bulb ø 5x20 mm watertight

    

<|

3 4 4 5 1 8 4
|>

P R OBE N T C  TP E S TEEL  IP 6 8  1 5 0 0  m m
<|

3 4 4 5 1 5 4
|>

P R OBE N T C  TP E S TEEL  IP 6 8  3 0 0 0  m m
temperature range -40+110°C temperature range -40+110°C

 bulb ø 6x40 mm watertight  bulb ø 6x40 mm watertight

    

<|

3 4 4 5 3 7 9
|>

P R OBE P T 1 0 00  IP 68  1 5 0 0  m m
<|

3 4 4 5 3 8 0
|>

P R OBE P T 1 0 00  IP 68  3 0 0 0  m m
temperature range -50+110°C temperature range -50+110°C

 bulb ø 6x20 mm watertight  bulb ø 6x20 mm watertight
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T1>



Suitable for: Suitable for:
<|

3 4 4 5 0 7 0
|>

P TC  P V C  P RO BE 1 5 0 0  m m
<|

3 4 4 5 1 0 7
|>

P TC  P V C  P RO BE 3 0 0 0  m m
2-wire probe temperature range -30+80°C 2-wire probe temperature range -30+80°C

 bulb ø 6x40 mm  bulb ø 6x40 mm

    

 BOURGEAT  EH0019

<|

3 4 4 5 9 1 3
|>

S IL IC O N E PR O BE N TC  1 5 0 0  m m
<|

3 4 4 5 1 5 5
|>

S IL IC O N E PR O BE N TC  3 0 0 0  m m
temperature range -50+110°C temperature range -50+110°C

 bulb ø 6x40 mm  bulb ø 6x40 mm

    

<|

3 4 4 5 1 8 3
|>

S IL IC O N E PT C  P R OBE 3 0 0 0  m m
<|

3 4 4 5 9 5 9
|>

S IL IC O N E PT C  P R OBE 5 0 0 0  m m
2-wire probe temperature range -55+150°C temperature range -55+150°C

 bulb ø 6x40 mm  bulb ø 6x40 mm

    

<|

3 4 4 5 1 1 0
|>

T RA N SF OR M ER  2 3 0 V /1 2 V 3 V A
<|

3 4 4 5 1 1 1
|>

T RA N SF OR M ER  2 4 V /1 2 V 3 V A
primary tension 230Vca 50/60Hz primary tension 24Vca 50/60Hz

 secondary tension 12Vca 3VA  secondary tension 12Vca 3VA
 room temperature 0+60°C  room temperature 0÷60°C
 screw terminal block  screw terminal block
 IMQ approved  IMQ approved

    

<T2

Probes
T2>

<|

3 4 4 5 1 0 7
|>

P TC  P V C  P RO BE 3 0 0 0  m m
<| |>

2-wire probe temperature range -30+80°C
 bulb ø 6x40 mm  

    

BOURGEAT  EH0019  
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BOURGEAT
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Suitable for: Suitable for:

<T2

Switches
T2>

<|

3 3 1 9 3 7 1
|>

BIPO L A R S W IT C H  BL A C K 1 6 A  2 5 0 V
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 2 2 x3 0  m m
16(4)A 250V

 silk screen printing O - I  
 max. temperature 120°C  
 mounting hole 22x30 mm  

    

BOURGEAT  EH0039 BOURGEAT  480379  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  2 2 x30  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  2 2 x3 0  m m

    

<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  2 2 x3 0  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm

    

<T2

Timers
T2>

<|

3 4 4 6 1 8 2
|>

T IM ER   12 0  M INU T S C 5 3
<| |>

mechanical timer with manual reset
 manually set cycle from 120 minutes  
 2- poles  
 1 contact NO  
 1 contact NC  
 contact capacity 16(4)A 250V  
 max temperature 125°C  
 D-shaped pin ø 6x4.6 mm  

    

BOURGEAT  MIN014  

<T1

BOURGEAT
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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