
Spare parts for the professional sector:

Suitable for:
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not be always shown at best.
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<T1

CAPIC
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Ovens



Suitable for: Suitable for:

<T2

Axial motor fans
T2>

<|

3 2 4 0 5 1 9
|>

A X IA L  F AN  EBM  4 6 5 6 N
<| |>

230V 50Hz 19W 2650rpm
 119x119x38 mm  
 ball bearing  

    

CAPIC  E050571  

<T2

Cables for piezo igniters
T2>

<|

3 0 0 1 2 1 5
|>

IG N IT IO N  LEA D  L F - 1 0  m t
<|

3 0 0 1 1 1 5
|>

IG N IT IO N  LEA D  L F - 1 0 0  m t
thickness ø 1 mm thickness ø 1 mm

 temperature -60°+200°C  temperature -60°+200°C

    

CAPIC  E351610  CAPIC  E351610

<|

3 0 0 1 0 0 2
|>

IG N IT IO N  LEA D  1 0 0 0  m m
<| |>

with faston 6.35x0.8 mm for ignition
 with faston ø 4 mm for ignition plug  

    

CAPIC  

<T2

Contactors
T2>

<|

3 4 5 4 0 6 0
|>

C O N TA C T OR  SC HN EID ER  LC 1D 0 9B 7
<|

3 4 5 4 0 1 3
|>

C O N TA C T OR  SC HN EID ER  LC 1D 0 9P 7
9A 400V 4Kw - coil 24V 50/60Hz 9A 400V 4Kw - coil 230V 50/60Hz

 3 normally open contacts  3 normally open contacts
 1 normally open auxiliary contact  1 normally open auxiliary contact
 1 normally closed auxiliary contact  1 normally closed auxiliary contact
 for Convection oven electric (CAPIC) R300  

    

CAPIC  E050901  CAPIC  E050903

<T1

CAPIC
T1>



Suitable for: Suitable for:

<|

3 4 5 4 0 1 7
|>

C O N TA C T OR  SC HN EID ER  LC 1D 0 9V 7
<|

3 4 5 4 0 1 5
|>

C O N TA C T OR  SC HN EID ER  LC 1D 1 8P 7
9A 400V 4Kw - coil 400V 50/60Hz 18A 400V 7.5Kw - coil 230V 50/60Hz

 3 normally open contacts  3 normally open contacts
 1 normally open auxiliary contact  1 normally open auxiliary contact
 1 normally closed auxiliary contact  1 normally closed auxiliary contact

    

CAPIC  E050904  CAPIC  E050932

<|

3 4 5 4 0 5 9
|>

C O N TA C T OR  SC HN EID ER  LC 1D 4 0A V 7
<| |>

40A 400V 18.5Kw - coil 400V 50/60Hz
 3 normally open contacts  
 1 normally open auxiliary contact  
 1 normally closed auxiliary contact  

    

CAPIC  E050869 CAPIC  E050969  

<T2

Electrical capacitors
T2>

<|

3 0 6 8 0 2 7
|>

C A P A C IT O R D U C A T I EN ER G IA  2 0 µ F
<|

3 0 6 8 0 0 8
|>

C A P A C IT O R D U C A T I EN ER G IA  5 µ F
450V 50/60Hz 450V 50/60Hz

 operating temperature -25 +85°C  operating temperature -25 +85°C
 lead connector 6.35x0.8 mm  lead connection 6.35x0.8 mm
 ø 40xh70 mm  ø 28xh55 mm

    

CAPIC  L452027  CAPIC  L452005

<|

3 0 6 8 0 8 4
|>

C A P A C IT O R EL EC T R IC A L  2 0 µF
<|

3 0 6 8 0 9 6
|>

C A P A C IT O R EL EC T R IC A L  5 µF
450V 50/60Hz - ø 40xh71 mm 450V 50/60Hz - ø 30xh51 mm

    

CAPIC  L452027  CAPIC  L452005

<T1

CAPIC
T1>



Suitable for: Suitable for:

<T2

Electrical gas valves and accessories
T2>

<|

3 5 2 6 0 7 7
|>

EL BO W  FLA N G E ø 1 /2 "F
<|

3 5 2 6 0 7 8
|>

EL BO W  FLA N G E ø 3 /4 "F
with screws and OR with screws and OR

 for valves SIT 820-Honeywell V4400-V4600-VR4605P  for valves SIT 820-Honeywell V4400-V4600-VR4605P

    

CAPIC  G652031  CAPIC  G653032

<|

3 5 2 6 0 7 5
|>

FL A NG E S TR A IG H T ø  1 /2 "
<|

3 5 2 6 1 2 4
|>

K NO B EX TEN S IO N L EN G TH  6 7  m m
with screws and OR for VALVE 820 NOVA-824 NOVASIT

 for valves SIT 820-Honeywell V4400-V4600-VR4605P  

    

CAPIC  G653033  CAPIC  G653037

<|

3 5 2 6 0 9 0
|>

VA L V E 81 0  EL ET TR OS IT  ø 3 /4 "FF
<|

3 5 2 6 0 7 9
|>

VA L V E 82 0  N O VA  ø 1 /2 "FF
inlet ø 3/4"F - outlet ø 3/4"F inlet ø 1/2"F - outlet ø 1/2"F

 thermocouple connection M9x1  thermocouple fitting M9x1
 maximum gas inlet pressure 50 mbar  maximum gas inlet pressure 60 mbar
 pressure adjustment range  outlet pressure setting range
 3÷18 mbar  3÷30 mbar
 ambient temperature 0÷60°C  room temperature 0÷70°C
 power supply 230V 50Hz  power supply 230V 50Hz
 long buttons  
 pilot connection and LATERAL thermocouple  

    

CAPIC  G652405  CAPIC  G653030

<|

3 5 2 6 1 7 5
|>

VA L V E 82 2  N O VA  2 3 0 V 5 0 H z
<| |>

inlet ø 1/2"F - outlet ø 1/2"F
 gas inlet max. pressure 60 mbar  
 outlet pressure range  
 3÷30 mbar  
 room temperature 0÷60°C  
 power supply 230V 50Hz  

    

CAPIC  G653026  

<T1

CAPIC
T1>



Suitable for: Suitable for:

<T2

Electronic boards
T2>

<|

3 3 9 0 2 7 6
|>

L EVEL  D ET EC TIO N BO A R D
<|

3 3 9 0 3 5 9
|>

P C  BO A RD  L EV EL 9 0 x7 0  m m
for Convection oven electric (CAPIC) AC150 - AC220

    

CAPIC  E054060  CAPIC  E054059

<|

3 3 9 0 2 7 8
|>

P C  BO A RD  T H ER M O ST A T 1 0 5 x6 5  m m
<|

3 3 9 7 1 5 1
|>

T EM P ER A TU R E P R OBE P T 1 0 0
for probe PT100 - temperature 0-270°C 3 wires - bulb ø 5x104 mm

 for Convection oven electric (CAPIC) AC150 - AC220  cable length 2000 mm
 AC50 - 150N - 220N - 240N - 350 - 50N  for Convection oven electric (CAPIC) AC150 - AC220
  AC50 - 150N - 220N - 240N - 350N - 50N

    

CAPIC  E050560  CAPIC  E403525

<T2

Energy regulators
T2>

<|

3 3 5 0 0 2 4
|>

EN ER GY  REG U L AT O R
<| |>

contact capacity 240V 13A
 max temperature 125°C  
 D-shaped pin ø 6x4.6 mm  
 double rotation direction  

    

CAPIC  E402540  

<T2

Fans for motors
T2>

<|

3 3 4 0 0 0 6
|>

FA N  ø 1 8 0  m m
<| |>

thickness 35 mm
 8 blades - hole ø 8 mm  
 for Convection oven electric (CAPIC) R50  

    

CAPIC  Q302005  

<T1

CAPIC
T1>



Suitable for: Suitable for:

<T2

Gas hoses
T2>

<|

3 4 4 9 2 2 9
|>

C O P PER  T UB E 1 x6  m m  - 2 5  m t
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1

    

CAPIC  B400106  CAPIC  G701010

<|

3 4 4 9 6 2 9
|>

C O P PER  T UB E 1 x6  m m  - 5  m t
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1

    

CAPIC  B400106 CAPIC  B400106_5MT  CAPIC  G701010

<T2

Gas valves and accessories
T2>

<|

3 5 2 3 0 6 9
|>

G A S V AL V E FOR  O VEN  G C 1 3 0 0 3 1 0 °C
<|

3 2 4 1 7 3 5
|>

K NO B BL A C K  ø 3 4  m m  2 -3 -4 -5 -6 -7 -8
bulb ø 6x120 mm D-shaped hole 6x4.6 mm

  for GAS VALVE GC1300

    

CAPIC  G652012  CAPIC  G652221

<|

3 2 4 1 7 3 4
|>

R ED  K NO B ø 3 4  m m  ST OP
<| |>

threaded hole M4
 for GAS VALVE GC1300  

    

CAPIC  G652220  

<T1

CAPIC
T1>



Suitable for: Suitable for:

<T2

Gaskets for oven door
T2>

<|

3 7 8 6 3 0 3
|>

G A SK ET FO R  OV EN  D OO R
<|

3 7 8 6 3 0 4
|>

G A SK ET FO R  OV EN  D OO R
made of silicone elastomer made of silicone elastomer

 profile dimensions 18x17 mm  profile dimensions 25x12 mm
 COLOUR GREY  GREY COLOUR
 SOLD PER METRE  SOLD PER METRE
 for Convection oven (CAPIC)  for Convection oven (CAPIC)

    

CAPIC  I304006  CAPIC  I304008

<|

3 7 8 6 3 0 5
|>

G A SK ET FO R  OV EN  D OO R
<|

3 7 8 6 3 0 7
|>

G A SK ET FO R  OV EN  D OO R
made of silicone elastomer made of silicone elastomer

 profile dimension 28x22 mm  profile dimensions 27x17 mm
 COLOUR GREY  COLOUR GREY
 SOLD PER METRE  SOLD PER METRE
 for Convection oven electric (CAPIC) R240N - R350N  for Convection oven electric (CAPIC) AC150 - AC220
  AC50 - R100 - R150N - R220N - R240N - R250
  R300 - R350N - R50N
  for Convection oven (CAPIC) W100201 - W211002
  W211101 W102122

    

CAPIC  I304016  CAPIC  I304024

<|

3 7 8 6 3 1 2
|>

G A SK ET FO R  OV EN  D OO R
<|

3 7 8 6 3 0 2
|>

G A SK ET FO R  OV EN  G L A SS
made of silicone elastomer made of silicone elastomer

 profile dimensions 18x16 mm  profile dimensions 13x6 mm
 COLOUR BLACK  COLOUR BLACK
 SOLD PER METRE  SOLD PER METRE
  for Convection oven (CAPIC)

    

CAPIC  CAPIC  I304004

<T1

CAPIC
T1>



Suitable for: Suitable for:

<|

3 7 8 6 3 0 8
|>

G A SK ET FO R  OV EN  G L A SS
<| |>

made of silicone elastomer
 profile dimensions 12x14 mm  
 COLOUR BLACK  
 SOLD PER METRE  
 for Convection oven electric (CAPIC) AC150 - AC220  
 AC50 - R150N - R220N - R240N - R350N - R50N  
 for Convection oven (CAPIC) W100201 - W211002  
 W102122  

    

CAPIC  I304026  

<T2

Grids for oven
T2>

<|

3 1 8 5 0 5 2
|>

S TA IN L ESS  ST EEL  GR ID  GN  1 /1  5 3 0 x3 2 5  m m
<|

3 1 8 5 0 5 3
|>

S TA IN L ESS  ST EEL  GR ID  GN  2 /1  6 5 0 x5 3 0  m m
thickness 7 mm

    

CAPIC  A303005  CAPIC  A303020

<|

3 1 8 5 9 4 0
|>

S TA IN L ESS  ST EEL  GR ID  6 0 0x4 0 0  m m
<|

7 1 0 3 5 6 3
|>

S TA IN L ESS  ST EEL  GR ILL  G N 2 /1  5 3 0 x6 5 0 m m
thickness 7 mm

    

CAPIC  A303015  CAPIC  A303020

<T2

Handles
T2>

<|

3 2 4 2 2 5 5
|>

C EN T RA L  LO C K  M EC H A NISM  R IG H T
<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
for Electric oven (CAPIC) R220 for high temperatures

 for Electric oven (CAPIC) R220  mounting distance 43 mm

    

CAPIC  Q101007  CAPIC  LF-3242042

<|

3 2 4 2 2 9 1
|>

D O OR  L OC K  C EN T RA L  FO OT
<|

3 2 4 2 5 9 3
|>

K NO B R OL L  HO L D ER  FOR  L OC K .N U T

    

CAPIC  CAPIC  T106488

<T1

CAPIC
T1>



Suitable for: Suitable for:

<|

3 2 4 2 9 5 7
|>

L OC K ING  H A ND L E R H /L H W /O U T K EYL OC K 7 9 0 C R
<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
straight handle for high temperatures

 length 254x30 mm - mounting distance 133 mm  mounting distance 43 mm
 with adjustable strike from 9 to 22 mm  
 for high temperatures  

    

CAPIC  Q105510  CAPIC  LF-3242042

<|

3 2 4 2 1 4 4
|>

O VEN  D O OR  H AN D L E 2 6 0 x30  m m
<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
with strike mounting distance 45 mm for high temperatures

 handle mounting distance 133 mm  mounting distance 43 mm

    

CAPIC  Q105512  CAPIC  LF-3242042

<|

3 2 4 2 1 8 3
|>

O VEN  H AN D L E T OP /BO T.T IE R O D  1 4 6  m m
<|

3 2 4 2 9 2 2
|>

S TR IK E FO R D O O R C AT C H
for Electric oven (CAPIC) R220 fitting height 16.5 mm

 for Electric oven (CAPIC) R220  

    

CAPIC  CAPIC

<|

3 2 4 2 2 3 8
|>

S TR IK E FO R D O O R H A N D L E
<| |>

distance between mounting holes 26 mm

    

CAPIC  

<T2

Heating elements
T2>

<|

3 4 5 5 1 1 7
|>

H EA TING  EL EM EN T 1 0 0 0 W  2 3 0 V
<|

3 4 5 5 1 1 8
|>

H EA TING  EL EM EN T 1 0 0 0 W  2 3 0 V
length 400 mm - width 90 mm length 750 mm - width 135 mm

 connections M12x1 mm  connections M12x1 mm
 for Convection oven electric (CAPIC)  for Convection oven electric (CAPIC) R250

    

CAPIC  E150596  CAPIC  E150587

<T1

CAPIC
T1>



Suitable for: Suitable for:

<|

3 4 5 5 0 9 8
|>

H EA TING  EL EM EN T 1 5 0 0 W  2 3 0 V
<|

3 4 5 5 1 1 9
|>

H EA TING  EL EM EN T 1 5 0 0 W  2 3 0 V
length 393 mm - width 75 mm length 730 mm - width 110 mm

 connections M10x1 mm  connections M12x1 mm
 for Convection oven electric (CAPIC) AC50  for Convection oven electric (CAPIC) R300-7PL

    

CAPIC  E150824  CAPIC  E150852

<|

3 4 5 5 1 7 6
|>

H EA TING  EL EM EN T 1 5 0 0 W  2 3 0 V
<|

3 4 5 5 1 7 7
|>

H EA TING  EL EM EN T 1 5 0 0 W  2 3 0 V
length 495 mm - width 70 mm length 580 mm - width 110 mm

 connections M10x1 mm  connections M14x1.25 mm
 for Convection oven electric (CAPIC) R100  for Convection oven electric (CAPIC) R200 - R250

    

CAPIC  E150840  CAPIC  E150846

<|

3 4 5 5 2 1 7
|>

H EA TING  EL EM EN T 1 5 0 0 W  2 3 0 V
<|

3 3 5 5 3 6 3
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
length 450 mm - width 60 mm length 200 mm - width 35 mm

 height 60 mm  for 180 mm tangential fan
 for Electric oven electric (CAPIC) C15 PLANCHA  
 C9 LISSE  

    

CAPIC  E150855  CAPIC  E254001

<|

3 4 5 5 1 0 2
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
<|

3 4 5 5 1 7 8
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
length 1300 mm - width 65 mm length 895 mm - width 90 mm

 connections M14x1 mm  connections M14x1 mm
 for Steam oven electric (CAPIC) AC240 - R240  for Convection oven electric (CAPIC) R300
 for Steam oven (CAPIC) W102363  for Convection oven (CAPIC) W211101

    

CAPIC  E150866  CAPIC  E150860

<T1

CAPIC
T1>



Suitable for: Suitable for:

<|

3 4 5 5 1 0 0
|>

H EA TING  EL EM EN T 2 2 5 0 W  2 3 0 V
<| |>

length 700 mm - width 90 mm
 connections M14x1 mm  
 for Convection oven electric (CAPIC) AC150  
 for Steam oven electric (CAPIC) R150  

    

CAPIC  E151107  

<|

3 4 5 5 0 9 7
|>

H EA TING  EL EM EN T 4 5 0 0 W  2 2 0 /3 8 0 V
<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
immersion depth 390 mm ring thickness 5.34 mm - internal ø 47.00 mm

 flange external ø  63 mm  
 with O-ring  
 for Convection oven electric (CAPIC) AC150 - AC50  
 R50  

    

CAPIC  E153010  CAPIC  E153011 CAPIC  L554118

<|

3 4 5 5 1 8 0
|>

H EA TING  EL EM EN T 5 0 0 W  2 3 0 V
<|

3 4 5 5 1 8 1
|>

H EA TING  EL EM EN T 5 0 0 W  2 3 0 V
length 690 mm - connection M12x1 mm length 395 mm - width 100 mm

 for Convection oven electric (CAPIC) ATC1201R  flange 70 x 22 mm
  for Convection oven electric (CAPIC) ATC100
  ATC200

    

CAPIC  E150514  CAPIC  E150515

<|

3 4 5 5 0 9 0
|>

H EA TING  EL EM EN T 7 0 0 W  2 3 0 V
<| |>

length 750 mm - width 110 mm
 fittings M12x1  

    

CAPIC  E150532  

<T1

CAPIC
T1>



Suitable for: Suitable for:

<T2

Hydraulic piping
T2>

<|

3 4 5 0 1 0 9
|>

R U BBER  PIP E ø 1 3 x20  m m  - 5  m
<| |>

operating temperature -40+100°C

    

CAPIC  L155025  

<T2

Incandescent lamps and neon lamps
T2>

<|

3 2 2 1 0 4 1
|>

L A M P  E1 4  1 5 W  2 3 0 V
<| |>

max temperature 300°C - ø 22x50 mm

    

CAPIC  E201060  

<T2

Indicator lights
T2>

<|

3 2 2 1 1 3 2
|>

IN D IC A TO R  LIG HT  G REEN  2 3 0 V
<|

3 2 2 1 0 9 7
|>

IN D IC A TO R  LIG HT  N EUT R A L 2 2 0 V
head ø 13.5 mm - hole ø 10 mm - 120°C head ø 8 mm  - 120°C

 universal application  

    

CAPIC  E202025  CAPIC  L452515

<|

3 2 2 1 0 9 5
|>

IN D IC A TO R  LIG HT  OR A N G E 23 0 V
<|

3 2 2 1 1 1 1
|>

IN D IC A TO R  LIG HT  R ED  2 3 0 V
head ø 13.5 mm - hole ø 10 mm - 120°C head ø 7 mm - hole ø 6 mm - 120°C

 universal application  application to the board

    

CAPIC  E202026  CAPIC  L452522

<|

3 2 2 1 6 2 2
|>

N EON  IND IC A T OR  LIG HT  OV EN  E1 0  2W  28 V
<|

3 2 2 1 0 6 7
|>

N EON  L A M P  FO R  OV EN E1 0  2 W  2 3 0 V
dimensions ø 10x28 mm dimensions ø 10x28 mm

 for Convection oven electric (CAPIC) R300  
 W211101  

    

CAPIC  E201001  CAPIC  E201005

<T1

CAPIC
T1>



Suitable for: Suitable for:

<|

3 2 2 1 2 5 8
|>

O VEN  N EON  L AM P  Ba9 s 1 .5 m A  2 3 0 V
<| |>

dimensions ø 10x28 mm

    

CAPIC  

<T2

Knobs
T2>

<|

3 2 4 1 3 6 3
|>

BL A C K  KN OB  ø 5 0  m m
<|

3 4 4 4 1 2 8
|>

BL A C K  KN OB  ø 5 0  m m  5 0 -3 0 0°C
D-shaped hole 6x4.6 mm D-shaped pin ø 6x4.6 mm

  for EGO thermostat

    

CAPIC  E401205  CAPIC  E401280

<|

3 2 4 1 7 3 5
|>

K NO B BL A C K  ø 3 4  m m  2 -3 -4 -5 -6 -7 -8
<|

3 2 4 1 7 3 4
|>

R ED  K NO B ø 3 4  m m  ST OP
D-shaped hole 6x4.6 mm threaded hole M4

 for GAS VALVE GC1300  for GAS VALVE GC1300

    

CAPIC  G652221  CAPIC  G652220

<T2

Lamp receptacles and spare parts
T2>

<|

3 2 2 1 1 7 2
|>

FR A M E FOR  O VEN  LA M P  R EC EP TA C L E
<|

3 1 8 6 1 7 3
|>

G A SK ET FO R  OV EN  L A M P  REC EPT A C L E
external dimensions 96x80 mm external dimensions 93x79 mm

  for Convection oven electric (CAPIC) AC150

    

CAPIC  E202049  CAPIC  E202048

<|

3 2 2 1 1 7 3
|>

G LA S S FO R  OV EN  L A M P  REC EPT A C L E
<|

3 2 2 1 2 3 3
|>

G LA S S FO R  OV EN  L A M P  REC EPT A C L E ø 4 2  m m
external dimensions 73x58 mm thread ø 33 mm - overall height 26 mm

    

CAPIC  E202047  CAPIC  E202056

<T1

CAPIC
T1>



Suitable for: Suitable for:

<|

3 6 2 1 0 0 5
|>

L A M P  C A P  FO R H A L OG EN  G9  4 0 W  2 3 0 V
<|

3 2 2 1 3 5 0
|>

L A M P  R EC EP T AC LE W ITH  L A M P   E1 4  1 5 W  2 3 0 V
external dimensions 74x59 mm lamp glass ø 42 mm

 max. temperature 300°C  mounting hole ø 38 mm
  max temperature 300°C

    

CAPIC  E202046  CAPIC  E202055

<T2

Level sensors
T2>

<|

3 3 4 1 0 6 5
|>

L EVEL  P RO BE ø  3/8 "M  - 3 8  m m
<| |>

for Convection oven electric (CAPIC) AC150 - AC220
 for Convection oven (CAPIC) C8 - W102257  
 for Electric oven (CAPIC) AC240  
 for Steam oven (CAPIC) AIR CUISEUR W102105  

    

CAPIC  E054062  

<T2

Magnet groups
T2>

<|

3 1 8 2 0 1 0
|>

M A GN ET IC  U N IT  P EL
<|

3 1 8 2 0 0 3
|>

M A GN ET IC  U N IT  SIT
head ø 24 mm - end piece ø 18 mm - length 59 mm head ø 25 mm - end piece ø 17 mm - length 56 mm

 thermocouple coupling M10x1  for valve SIT AC2 - VR8-MINISIT
 for PEL tap model 23  

    

CAPIC  G402065  CAPIC  G402010

<T2

Magnets
T2>

<|

3 2 4 0 1 8 1
|>

P R OT EC TE D  M A G N ET 6 2 x1 8 x1 0  m m
<| |>

    

CAPIC  L453222  

<T1

CAPIC
T1>



Suitable for: Suitable for:

<T2

Microswitches, mechanical
T2>

<|

3 8 0 3 0 4 9
|>

D O OR  M IC RO SW ITC H S A IA -BU R GES S X 0 1 -E2
<|

3 2 4 0 4 0 7
|>

M IC R O SW ITC H K IT  1 6 A  25 0 V
20(4)A 400V T85 2 locking positions

 threaded part dimensions ø 12x40 mm  the kit includes 5 levers:
 for Convection oven electric (CAPIC) R100 - R250  lever 75 mm - lever 27 mm - lever 15 mm
 R300  lever 15 mm with wheel - lever 27 mm with wheel
 for Convection oven (CAPIC) C8 - W102257 - W110301  

    

CAPIC  E053040  CAPIC  E053005

<T2

Motors
T2>

<|

3 2 4 0 9 9 5
|>

M OT O R L ER OY  S O M ER  D 2 5 T
<|

3 3 4 0 0 0 6
|>

FA N  ø 1 8 0  m m
0,25 kW 230/380V thickness 35 mm

 50/60Hz - 2770rpm  8 blades - hole ø 8 mm
 for Convection oven electric (CAPIC) R50  for Convection oven electric (CAPIC) R50

    

CAPIC  E254005  CAPIC  Q302005

<|

3 2 4 0 9 9 1
|>

M OT O R L ER OY  S O M ER  D 2 9
<|

3 2 4 0 9 8 2
|>

M OT O R L ER OY  S O M ER  L S8 0 L 1 SFT
0,37 kW 230/380V 0,37 kW 230/380V - 1430rpm

 1500rpm  overall height 380 mm - mounting distance 115 mm
 for Convection oven electric (CAPIC) R150N - R220N  shaft ø 15.5 mm - shaft height 162 mm
 R240N - R350N  for Convection oven electric (CAPIC) R100 - R250
 for Convection oven (CAPIC)  R300
 PATISMATIC 7 NIVEAUX W110301  

    

CAPIC  E254008  CAPIC  E254010

<T2

O-Ring and ORM gaskets
T2>

<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
ring thickness 5.34 mm - internal ø 47.00 mm ring thickness 5.34 mm - internal ø 56.52 mm

    

CAPIC  E153011 CAPIC  L554118  CAPIC  L554120

<T1

CAPIC
T1>



Suitable for: Suitable for:

<T2

Pilot burners and accessories
T2>

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 0 2 0 0 8 1
|>

O LIVE FO R  PIP E ø 6  m m
for model PEL 22-24-25

    

CAPIC  G701026  CAPIC  G701011

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1

    

CAPIC  G701010  

<|

3 0 2 0 0 0 6
|>

T HR EE-FL A M E P ILO T B UR N ER  SIT
<|

3 0 0 1 0 0 3
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
multigas with jet  ø 0.20 mm M faston M4x1 mm

 with 3 positions bracket  overall length 65 mm

    

CAPIC  G207510  CAPIC  G207511

<T2

Probes
T2>

<|

3 3 9 7 1 5 1
|>

T EM P ER A TU R E P R OBE P T 1 0 0
<| |>

3 wires - bulb ø 5x104 mm
 cable length 2000 mm  
 for Convection oven electric (CAPIC) AC150 - AC220  
 AC50 - 150N - 220N - 240N - 350N - 50N  

    

CAPIC  E403525  

<T1

CAPIC
T1>



Suitable for: Suitable for:

<T2

Relays
T2>

<|

3 3 5 1 0 0 7
|>

P OW E R R EL A Y FIN D ER  5 5 .3 2 .8 .2 3 0 .0 0 40
<|

3 3 5 1 0 2 1
|>

P OW E R R EL A Y FIN D ER  6 2 .8 2 .8 .2 3 0 .0 0 00
230V 50/60Hz 230V 50/60Hz

 2 exchange contacts 10A  2 exchange contacts 16A
 with to test push-button + mechanic gauge  

    

CAPIC  E052347 CAPIC  E052349  CAPIC  L451712

<|

3 3 5 1 0 0 8
|>

P OW E R R EL A Y FIN D ER  6 2 .8 3 .8 .2 3 0 .0 0 00
<|

3 3 5 1 6 0 2
|>

P OW E R R EL A Y FIN D ER  6 5 .3 1 .8 .2 3 0 .0 3 00
230V 50/60Hz 230V 50/60Hz

 3 exchange contacts 16A  1 contact NO 30A

    

CAPIC  L451725  CAPIC  L451715

<T2

Selector switches
T2>

<|

3 0 5 7 0 5 0
|>

C O N NEC TING  BR A C K ET 2 8 x2 1 x1 6  m m
<|

3 0 5 7 0 0 1
|>

S ELEC TO R S W IT C H  0 -3  P O SITION S
distance between hooking brackets 27 mm contact capacity 32A 250V - max 150°C

 f/connection between selector switch and thermost.  D spindle ø 6x4.6 mm

    

CAPIC  E401320  CAPIC  E052520

<|

3 0 5 7 1 3 5
|>

S ELEC TO R S W IT C H  0 -4  P O SITION S
<| |>

contact capacity 16A 250V - max 150°C
 D-shaped pin ø 6x4.6 mm  
 for Convection oven electric (CAPIC) AC50  

    

CAPIC  E052535  

<T1

CAPIC
T1>



Suitable for: Suitable for:

<T2

Solenoid valves
T2>

<|

3 1 2 0 0 0 7
|>

S OL EN . VA L VE EL BI T YP E 3 4 9  2  W AY  1 80 °
<|

3 1 2 0 4 0 5
|>

S OL EN . VA L VE T &P  1  W A Y 1 8 0 °
220/240V 50/60Hz - max. temperature 90°C 230V 50/60Hz - max. temperature 90°C

 inlet 3/4" - two outlets ø 10.5 mm  inlet 3/4" - outlet ø 10.5 mm

    

CAPIC  L601005  CAPIC  L600505

<|

3 1 2 0 4 0 7
|>

S OL EN . VA L VE T &P  2  W A Y 1 8 0 °
<|

3 1 2 0 0 1 4
|>

S OL EN OID  VA L VE EL BI TYP E 3 6 9  3 -W AY  1 80 °
230V 50/60Hz - max. temperature 90°C 220/240V 50/60Hz - max temperature 90°C

 inlet 3/4" - two outlets ø 10.5 mm  inlet 3/4" - three outlets ø 10.5 mm

    

CAPIC  L601005  CAPIC  L601015

<|

3 1 2 0 4 1 4
|>

S OL EN OID  VA L VE T &P  3 -W A Y 1 8 0 °
<| |>

230V 50/60Hz - max. temperature 90°C
 inlet 3/4" with flowrate adjuster 10 L/min  
 three ø 10.5 mm outlets  

    

CAPIC  L601015  

<T2

Spark generators
T2>

<|

3 1 8 1 0 0 2
|>

S PA R K  GEN ER A TO R  2  OU TL ET S
<|

3 1 8 1 0 0 4
|>

S PA R K  GEN ER A TO R  6  OU TL ET S
220/240V  50/60Hz 220/240V - 50/60Hz

 for Convection oven (CAPIC) R10  

    

CAPIC  E050505  CAPIC  E050506

<T1

CAPIC
T1>



Suitable for: Suitable for:

<T2

Sparking and detection plugs
T2>

<|

3 0 0 1 0 0 3
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<| |>

M faston M4x1 mm
 overall length 65 mm  

    

CAPIC  G207511  

<T2

Switches
T2>

<|

3 3 1 9 6 2 7
|>

D O UB LE C HA N G E OV ER  SW ITC H  1 6 A  2 5 0V
<|

3 3 1 9 6 1 7
|>

D O UB LE C ON TA C T SW IT C H 1 6 A  2 5 0 V

    

CAPIC  L451247  CAPIC  L451243

<|

3 3 1 9 5 1 3
|>

P U SH -BUT TO N  1 -P O LE  W HITE 4 A  2 5 0 V
<| |>

1 contact NO
 threaded coupling ø 12 mm  

    

CAPIC  E053052  

<T2

Terminal blocks
T2>

<|

3 2 4 7 0 0 9
|>

T ERM INA L  BL OC K 6 -P OL ES FV 1 2 2 /B 4 0 A  6 0 0V
<| |>

for cable max 6 mm²
 operating temperature 150°C  
 nominal voltage 450 V  

    

CAPIC  L450310  

<T2

Thermocouples and accessories
T2>

<|

3 4 4 0 0 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm .
<| |>

    

CAPIC  G401030  

<T1

CAPIC
T1>



Suitable for: Suitable for:

<T2

Thermostats
T2>

<|

3 4 4 4 6 1 6
|>

BU L B C O NN EC T IO N  M 1 2  H OL E ø 6  m m
<|

3 4 4 4 9 7 4
|>

S IN GL E-P HA S E TH ER M OS TA T  1 0 0 -6 1 5 °C
stuffing gland M9x1- washer ø 7.7 mm complete with switch

 gasket ø 7.8 mm - thickness 5 mm  D-shaped pin ø 6x4.6 mm
  covered capillary length 1100 mm - 16A 250V
  bulb ø 4x230 mm

    

CAPIC  E401310  CAPIC  E401084

<|

3 4 4 4 9 0 7
|>

S IN GL E-P HA S E TH ER M OS TA T  3 6 5 °C
<|

3 4 4 3 0 7 2
|>

T HR EE-P HA S E TH ER M OS TA T  1 3 0 °C
with manual reset with manual reset

 capillary length 850 mm - 16A 250V  capillary length 890 mm
 bulb ø 3x166 mm  bulb ø 6x90 mm - with stuffing gland M8x1
  with tank seal ø 1/4"

    

CAPIC  E401003  CAPIC  E401008 CAPIC  E401012

<|

3 7 4 4 0 6 3
|>

T HR EE-P HA S E TH ER M OS TA T  4 0 0 °C
<| |>

with manual reset
 capillary length 1200 mm - 10A 400V  
 bulb ø 4x230 mm  

    

CAPIC  E401090  

<T1

CAPIC
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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