
Spare parts for the professional sector:

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
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and/or amendments.
Suitable universal spare parts may not be included

<T1

CB
T1>

Suitable for:

This catalogue is automatically generated. 
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not be always shown at best.
Updates will be issued in case of additions
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Suitable universal spare parts may not be included
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Ovens



Suitable for: Suitable for:

<T2

Cables for piezo igniters
T2>

<|

3 0 0 1 0 1 6
|>

IG N IT IO N  LEA D  1 0 0 0  m m
<| |>

with faston ø 2.4 mm for ignition
 with faston ø 4 mm for electrode  

    

CB  08061352  

<T2

Contactors
T2>

<|

3 3 5 1 0 4 9
|>

C O N TA C T OR  SIEM EN S 3 R T2 0 1 6 -1 A P0 1
<| |>

9A 400V 4Kw - coil 230V 50/60Hz
 3 normally open contacts  
 1 normally open auxiliary contact  

    

CB  07070001  

<T2

Controllers and changeover switches
T2>

<|

3 3 2 2 2 5 7
|>

C O N TR OL L ER  11 9 0 2 F3  2  C A M S
<| |>

230V 50/60Hz - cycle 144 minutes
 D-shaped pin ø 6x4.6 mm  
 for Convection oven (CB)  

    

CB  09030002 CB  09030160  

<T2

Electronic controllers
T2>

<|

3 4 4 5 2 9 1
|>

T HER M O ST AT  EVK 4 1 1  TC J/TC K/P T 1 0 0
<|

3 4 4 5 1 1 7
|>

P R OBE P T 1 0 0 V ETR O TEX  3 0 0 0  m m
power supply 230V 50Hz 3-wire probe temperature range 0+350°C

 thermostat setting range 0+250°C  bulb ø 6x100 mm
 with free parameters setting  
 room temperature -5+65°C  
 TCJ-TCK-PT100 type probe (not included)  
 connections by screwed terminal block  
 front dimension 74x32x67 mm  
 mounting hole 71x29 mm  
 setted for CITIZEN ovens  

    

CB  09010030  

<T1

CB
T1>



Suitable for: Suitable for:
<|

3 4 4 5 1 0 9
|>

P R OBE T C J V ETR O TEX  3 0 0 0  m m
<|

3 3 9 7 1 4 0
|>

T HER M O C OU P LE  PR O BE TC K 3 0 0 0  m m
2-wire probe temperature range 0+600°C 2 wires - temperature -40+1150°C

 temperature cable max 350°C  bulb ø 6x140 mm
 error limit ±0.75% below 0°C  
 response time 30 sec  
 bulb ø 6x100 mm  

    

<|

3 4 4 5 1 1 0
|>

T RA N SF OR M ER  2 3 0 V /1 2 V 3 V A
<|

3 4 4 5 1 1 1
|>

T RA N SF OR M ER  2 4 V /1 2 V 3 V A
primary tension 230Vca 50/60Hz primary tension 24Vca 50/60Hz

 secondary tension 12Vca 3VA  secondary tension 12Vca 3VA
 room temperature 0+60°C  room temperature 0÷60°C
 screw terminal block  screw terminal block
 IMQ approved  IMQ approved

    

CB  07062363  

<T2

Energy regulators
T2>

<|

3 3 5 0 0 2 6
|>

EN ER GY  REG U L AT O R
<| |>

contact capacity 230V 13A - max temperature 125°C
 D-shaped pin ø 6x4.6 mm  
 double rotation direction  
 for PYROCERAM. TOPS-SALAMANDERS-POTATO WARMERS  

    

CB  09020004  

<T2

Gaskets for oven door
T2>

<|

3 1 8 6 7 7 4
|>

G A SK ET FO R  OV EN  D OO R  39 0 x3 1 0  m m
<|

5 0 2 5 7 0 3
|>

G A SK ET FO R  OV EN  D OO R  65 0 x4 0 0  m m
made of silicone elastomer made of silicone elastomer

 with fastening clips  profile dimension 12x10 mm
 profile dimensions 12x10 mm  with fastening clips
 black colour  COLOUR BLACK
 for Convection oven electric (CB) GOLOSO4  for Convection oven (CB)

    

CB  05020016  CB  05020025

<T1

CB
T1>



Suitable for: Suitable for:

<T2

Handles
T2>

<|

3 3 9 8 0 2 1
|>

O VEN  D O OR  C A TC H
<| |>

distance between holes 47 mm
 catch distance 27 mm  

    

CB  

<T2

Heating elements
T2>

<|

3 3 5 5 3 6 3
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
<|

3 7 5 5 6 7 4
|>

H EA TING  EL EM EN T 2 5 7 0 /2 8 0 0 W  2 3 0/2 40 V
length 200 mm - width 35 mm external ø 190 mm - total height 70 mm

 for 180 mm tangential fan  overall h 70 mm
  flange 100x22 mm
  for Convection oven electric (CB) GOLOSO4

    

CB  07032361  CB  07030065

<T2

Incandescent lamps and neon lamps
T2>

<|

3 2 2 1 0 6 1
|>

L A M P  E1 4  2 5 W  2 3 0 V
<|

3 2 2 1 1 4 0
|>

O VEN  LA M P  E1 4  4 0 W  2 3 0V
max temperature 300°C - ø 26x57 mm max temperature 300°C

    

CB  CB  07020966

<T2

Indicator lights
T2>

<|

3 2 2 1 0 9 5
|>

IN D IC A TO R  LIG HT  OR A N G E 23 0 V
<|

3 2 2 1 0 8 0
|>

IN D IC A TO R  LIG HT  R ED  2 3 0 V
head ø 13.5 mm - hole ø 10 mm - 120°C head ø 13.5 mm - hole ø 10 mm - 120°C

 universal application  

    

CB  07051486  CB  07050994

<T1

CB
T1>



Suitable for: Suitable for:

<T2

Ironmongery (screws,nuts,washers)
T2>

<|

5 0 6 2 7 0 4
|>

S HA FT  KEY  ST AIN LES S S TEE L 6 x6 x3 0  m m
<| |>

UNI 6604/A - DIN 6685/A

    

CB  03080001  

<T2

Knobs
T2>

<|

3 2 4 1 1 5 0
|>

BL A C K  KN OB  ø 4 5  m m
<|

3 4 4 4 1 8 7
|>

BL A C K  KN OB  ø 5 0  m m  5 0 -5 0 0°C
D-shaped hole 6x4,6 mm D-shaped pin ø 6x4.6 mm

 for Convection oven (CB) GOLOSO  for EGO thermostat

    

CB  10CC0042 CB  10011049  CB  10010030

<|

3 2 4 1 4 5 0
|>

S ELF-S TIC KIN G D ISK  W ITH  PIL OT  SYM BO L
<| |>

external ø 63 mm
 for gas taps with pilot  

    

CB  11050003  

<T2

Lamp receptacles and spare parts
T2>

<|

3 2 2 1 3 4 9
|>

G LA S S F.O VE N R EC EP T A C LE L A M P  ø  7 3  m m
<|

3 2 2 1 6 4 9
|>

L A M P  R EC EP T AC LE W ITH  G LA S S E1 4
thread ø 63 mm - overall height 45 mm WITHOUT BULB

  lamp glass ø 72 mm
  mounting hole ø 68 mm
  max temperature 300°C

    

CB  CB  07020002

<T1

CB
T1>



Suitable for: Suitable for:

<|

3 2 2 1 0 5 0
|>

L A M P  R EC EP T AC LE W ITH  L A M P  E1 4  4 0 W  2 4 0 V
<|

3 2 2 1 3 5 1
|>

G A SK ET FO R  LA M P  R EC EP TA C L E ø 7 9 .5  m m
lamp glass ø 72 mm

 mounting hole ø 68 mm  
 max temperature 300°C  

    

CB  07020018 CB  07020968  

<|

3 2 2 1 3 4 9
|>

G LA S S F.O VE N R EC EP T A C LE L A M P  ø  7 3  m m
<|

5 0 2 6 5 5 2
|>

H A LO G EN L A M P  O S RA M  E1 4  4 0 W  2 3 0 V
thread ø 63 mm - overall height 45 mm dimensions 80x26 mm

  max temperature 300°C

    

CB  

<|

D 4 2 1 0 2 0
|>

H OO D  L A M P  D R  FISC H ER  E1 4  4 0W  23 0 V
<|

5 0 5 9 2 5 1
|>

L A M P  FO R  O V EN E1 4  4 0 W  2 2 0 /2 3 0 V
ø 25x86 mm max. temperature 500°C

  dimensions ø 67x25 mm

    

<|

3 2 2 1 6 4 9
|>

L A M P  R EC EP T AC LE W ITH  G LA S S E1 4
<|

D 4 2 1 0 1 9
|>

O VEN  LA M P  D R  FIS C H ER  E1 4  4 0 W  2 3 0 V
WITHOUT BULB ø 45x78 mm - max temperature 300°C

 lamp glass ø 72 mm  
 mounting hole ø 68 mm  
 max temperature 300°C  

    

CB  07020002  

<|

3 2 2 1 1 4 0
|>

O VEN  LA M P  E1 4  4 0 W  2 3 0V
<| |>

max temperature 300°C

    

CB  07020966  

<T1

CB
T1>



Suitable for: Suitable for:

<T2

Motors
T2>

<|

3 2 4 0 0 0 0
|>

M OT O R W ITH  FA N  4 5W  2 2 0 V  5 0 /6 0 Hz
<| |>

fan ø 150 mm

    

CB  07010013 CB  07010078  

<T2

Pilot burners and accessories
T2>

<|

3 0 2 0 0 5 4
|>

P IL OT  JET  ø 0 .2 0  m m
<| |>

    

CB  08120030  

<|

3 0 2 0 0 0 6
|>

T HR EE-FL A M E P ILO T B UR N ER  SIT
<|

3 0 2 0 1 0 4
|>

BR A C K ET C L A M P  3 P O SITION S
multigas with jet  ø 0.20 mm

 with 3 positions bracket  

    

CB  08100602  

<|

3 0 2 0 1 0 3
|>

BR A C K ET 3  P OS IT IO N S
<|

3 0 2 0 1 0 9
|>

D EFL EC T OR  2  FL A M ES

    

<|

3 0 2 0 1 1 0
|>

D EFL EC T OR  3  FL A M ES
<|

5 0 4 8 7 1 3
|>

D EFL EC T OR  3  FL A M ES

    

<|

3 0 2 0 0 8 3
|>

FITT IN G  A N D  O LIVE ø  4  m m
<|

3 0 2 0 0 8 4
|>

FITT IN G  A N D  O LIVE ø  6  m m

    

<T1

CB
T1>



Suitable for: Suitable for:
<|

3 0 2 0 1 0 2
|>

H EXA G O N H EA D  S C R EW  3 /1 6 "x1 8  m m
<|

3 0 0 1 0 0 3
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M4x1 mm

  overall length 65 mm

    

<|

3 0 2 0 0 6 0
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 1 2 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M 4x1 mm connection ø 2.4 mm

 overall length 82 mm  overall length 58 mm
 model CB505/021 Junkers  
 for model P502F  

    

<|

3 0 2 0 2 9 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 3 6 5
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M4x1 mm connection ø 2.4 mm

 overall length 67 mm  overall length 52 mm

    

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
for model PEL 22-24-25 for model PEL 21-22-24-25

    

<|

5 0 2 7 9 5 3
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 0 2 0 0 8 1
|>

O LIVE FO R  PIP E ø 6  m m
for COPRECI CAL3200

    

<T1

CB
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 9 7
|>

P IL OT  A ER A TION  R EGU L A TO R
<|

3 0 2 0 0 5 4
|>

P IL OT  JET  ø 0 .2 0  m m
internal ø 7 mm - external ø 9 mm

 height 10 mm  

    

 CB  08120030

<|

3 0 2 0 1 5 6
|>

P IL OT  JET  ø 0 .2 5  m m
<|

4 0 5 8 5 2 5
|>

P IL OT  JET  ø 0 .3 0  m m

    

<|

3 0 2 0 0 5 5
|>

P IL OT  JET  ø 0 .3 5  m m
<|

5 0 1 5 5 1 6
|>

P IL OT  JET  ø 0 .4 0  m m

    

<|

3 5 0 0 2 6 9
|>

P IL OT  JET  ø 0 .4 5  m m
<|

5 0 7 5 9 8 9
|>

P IL OT  JET  ø 0 .7 0  m m

    

<|

3 0 2 0 3 0 8
|>

P IL OT  W IT H  NO ZZ LE ø  0 .4 0 m m
<|

3 0 2 0 1 0 5
|>

P IL OT  W IT H  0 .2 0  m m  ø JET

    

<|

3 0 2 0 1 0 6
|>

P IL OT  W IT H  0 .2 5  m m  ø JET
<|

3 0 2 0 1 0 7
|>

P IL OT  W IT H  0 .3 5  m m  ø JET

    

<T1

CB
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 7 9
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread ø 3/8"M thread M10x1

    

<|

5 0 3 3 1 3 8
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread ø 1/8"M thread M10x1

    

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm

    

<T2

Probes
T2>

<|

3 3 9 7 0 9 3
|>

P R OBE T H ERM O C O UP L E TC J
<|

3 4 4 5 1 0 7
|>

P TC  P V C  P RO BE 3 0 0 0  m m
2 fili - temperature 0-250°C 2-wire probe temperature range -30+80°C

 bulb ø 6x100 mm  bulb ø 6x40 mm
 cable length 950 mm  

    

CB  09040001  CB  09040008

<T2

Spark generators
T2>

<|

3 1 8 1 0 0 2
|>

S PA R K  GEN ER A TO R  2  OU TL ET S
<| |>

220/240V  50/60Hz

    

CB  08060011  

<T1

CB
T1>



Suitable for: Suitable for:

<T2

Switches
T2>

<|

3 3 1 9 3 7 6
|>

BL A C K  BIP O LA R  P US H -B UT TO N  16 A  2 5 0 V
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 2 2 x3 0  m m
16(4)A 250V - with push-button cap

 max temperature 120°C  
 mounting hole 22x30 mm  

    

CB  07040033  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  2 2 x30  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  2 2 x3 0  m m

    

<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  2 2 x3 0  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm

    

<|

3 3 1 9 2 5 4
|>

C H A N GEO VE R S W IT C H  2  PO L E BLA C K 1 6 A  2 5 0 V
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 2 2 x3 0  m m
16(4)A 250V - max. temperature 120°C

 with push-button cap - mounting hole 22x30 mm  
 for Convection oven (CB)  

    

CB  07040032  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  2 2 x30  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  2 2 x3 0  m m

    

<T1

CB
T1>



Suitable for: Suitable for:
<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  2 2 x3 0  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm

    

<T2

Tangential and radial motor fans
T2>

<|

3 5 2 6 1 5 0
|>

T AN G EN TIA L FA N  1 8 0  m m  L H
<|

3 5 2 6 2 0 0
|>

EL EC T RO N IC  S P EED  C O NT R OL L ER 1 7 0 W  2 3 0 V
25W 230V 50/60Hz - ø 60 mm for tangential fan

 operating temperature -30°+100°C  

    

CB  07012360  

<|

2 1 0 2 3 0 7
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
<|

2 1 0 2 7 9 6
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
length 200 mm - width 35 mm length 200 mm - width 35 mm

 for 180 mm tangential fan  for tangential fan 180 mm
 with cable length 340 mm  with cables length 240 mm

    

<|

3 3 5 5 3 6 3
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
<|

7 1 0 3 6 2 8
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
length 200 mm - width 35 mm length 195 mm - width 38 mm

 for 180 mm tangential fan  for tangential ventilator 180 mm
  with cable length 230 mm

    

CB  07032361  

<T2

Terminal blocks
T2>

<|

3 2 4 7 0 0 9
|>

T ERM INA L  BL OC K 6 -P OL ES FV 1 2 2 /B 4 0 A  6 0 0V
<| |>

for cable max 6 mm²
 operating temperature 150°C  
 nominal voltage 450 V  

    

CB  07100009  

<T1

CB
T1>



Suitable for: Suitable for:

<T2

Thermocouples and accessories
T2>

<|

3 4 4 0 8 5 3
|>

T HER M O C OU P LE  SIT  M 8 x1  6 0  cm  - 1 0  P C S
<| |>

CONNECTOR M8x1

    

CB  08090003  

<|

3 4 4 0 0 5 3
|>

T HER M O C OU P LE  SIT  M 8 x1  6 0  cm  TH R EA D  M 8 x1
<|

3 4 4 0 0 6 4
|>

N UT  FO R T H ERM O C O UP L E M 8 x1

    

CB  08090003  

<|

3 4 4 0 8 5 3
|>

T HER M O C OU P LE  SIT  M 8 x1  6 0  cm  - 1 0  P C S
<| |>

CONNECTOR M8x1

    

CB  08090003  

<|

3 4 4 0 8 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm  - 1 0  P C S
<|

3 4 4 0 8 6 0
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm  - 1 0  P C S
CONNECTOR M8x1

    

CB  08090604  CB  08090001

<|

3 4 4 0 0 6 0
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm  TH R EA D  M 8 x1
<|

3 4 4 0 0 6 4
|>

N UT  FO R T H ERM O C O UP L E M 8 x1

    

CB  08090001  

<T1

CB
T1>



Suitable for: Suitable for:
<|

3 4 4 0 8 6 0
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm  - 1 0  P C S
<| |>

CONNECTOR M8x1

    

CB  08090001  

<|

3 4 4 0 0 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm .
<|

3 4 4 0 8 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm  - 1 0  P C S

    

CB  08090604  CB  08090604

<T2

Thermostats
T2>

<|

3 4 4 4 2 6 6
|>

S IN GL E-P HA S E TH ER M OS TA T  3 3 8 °C
<|

3 4 4 4 1 7 4
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -3 2 0 °C
with manual reset D-shaped pin ø 6x4.6 mm

 covered capillary length 830 mm - 16A 250V  capillary length 900 mm - 16A 250V
 button bulb ø 14x10 mm  bulb ø 3x220 mm

    

CB  09010019  CB  09010021

<|

3 4 4 4 5 8 6
|>

S IN GL E-P HA S E TH ER M OS TA T  7 5 -4 5 0 °C
<| |>

D-shaped pin ø 6x4.6 mm
 covered capillary length 900 mm - 16A 250V  
 bulb ø 4x228 mm  

    

CB  09010027  

<T1

CB
T1>



Suitable for: Suitable for:

<T2

Timers
T2>

<|

3 4 4 6 0 0 1
|>

T IM ER  1 20  M INU T ES
<|

3 4 4 6 0 0 5
|>

BL A C K  KN OB  AB S 3 8 x3 8  m m
complete with silk-screen printed plate D-shaped hole ø 6x4.6 mm

 mechanical timer with sound alarm  for timer
 mechanical movement with balance wheel  
 manual left hand positioning possible  
 120 minutes manually set cycle  
 bipolar with contact capacity 16(3)A 250V  
 max temperature 125°C  
 D-shaped pin ø 6x4.6 mm  

    

CB  09030065 CB  09030100  

<T2

Transformers
T2>

<|

3 4 4 5 1 1 0
|>

T RA N SF OR M ER  2 3 0 V /1 2 V 3 V A
<| |>

primary tension 230Vca 50/60Hz
 secondary tension 12Vca 3VA  
 room temperature 0+60°C  
 screw terminal block  
 IMQ approved  

    

CB  07062363  

<T2

Water softeners and accessories
T2>

<|

3 0 1 0 0 0 2
|>

M A NU A L  W A TER  SO FT ENE R 1 2  L  ø 3 /8 "
<|

3 0 1 0 0 2 3
|>

BL A C K  BA SE FO R  GS  W A TER  SO FT ENE R
for water treatment for TECHNICAL purposes

 STAINLESS STEEL cylinder capacity 12 L  
 connection 3/8"  
 dimensions: height 500 mm - ø 185 mm  
 resin content 9 L  
 regeneration salt(NaCl-table salt)1.5 Kg  

    

CB  14100041  

<|

3 0 1 0 0 1 8
|>

G A SK ET FO R  W A TER  SO FT ENE R L ID
<|

3 0 1 0 0 2 1
|>

IN L ET FIL TER
OR ø 74x6.5 mm for DVA models

    

<T1

CB
T1>



Suitable for: Suitable for:
<|

3 0 1 0 0 8 4
|>

K NO B FO R  W AT ER  SO FTE NER  C A P
<|

3 0 1 0 0 1 9
|>

L ID  H A N D LE
for DVA models

    

<|

3 0 1 0 0 2 2
|>

O UT L ET FILT ER
<|

3 0 1 0 0 1 4
|>

P IP E FITT IN G  ø  3 /8 " F x 3 /4 " M
for DVA models for DVA models

 fittings 3/8" - external ø 73 mm  

    

<|

3 0 1 0 0 1 6
|>

P LA S TIC  JET  M 6
<|

3 0 1 0 0 1 5
|>

P LA S TIC  TA P  H A ND LE
for DVA models for DVA models

    

<|

3 4 5 0 1 1 6
|>

P VC  P IPE ø  8 /1 2  m m  - 1 0  m t
<|

3 4 5 0 2 1 6
|>

P VC  P IPE ø  8 /1 2  m m  - 1 0 0 m
alimentary alimentary

    

<|

3 0 1 0 2 9 9
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  1 0  Kg
<|

3 0 1 0 3 0 0
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  2 5  Kg
FOR WATER SOFTENING SYSTEMS FOR WATER SOFTENING SYSTEMS

    

<|

3 0 1 0 0 1 2
|>

T AP  ø 3 /4 "
<|

3 0 1 0 0 1 1
|>

W A TE R INL ET  TA P  ø 3 /8 "
for models DVA for DVA models

 for DISHWASHERS  

    

<T1

CB
T1>



Suitable for: Suitable for:
<|

3 0 1 0 0 8 0
|>

W A TE R S OFT EN ER  LID  A SS EM BLY
<| |>

for DVA models

    

<|

3 0 1 0 0 0 3
|>

M A NU A L  W A TER  SO FT ENE R 1 6  L  ø 3 /8 "
<|

3 0 1 0 0 2 3
|>

BL A C K  BA SE FO R  GS  W A TER  SO FT ENE R
for water treatment for TECHNICAL purposes

 STAINLESS STEEL cylinder capacity 16 L  
 connection 3/8"  
 dimensions: height 600 mm - ø 185 mm  
 resin content 12 L  
 regeneration salt(NaCl-table salt)2 Kg  

    

CB  14100042  

<|

3 0 1 0 0 1 8
|>

G A SK ET FO R  W A TER  SO FT ENE R L ID
<|

3 0 1 0 0 2 1
|>

IN L ET FIL TER
OR ø 74x6.5 mm for DVA models

    

<|

3 0 1 0 0 8 4
|>

K NO B FO R  W AT ER  SO FTE NER  C A P
<|

3 0 1 0 0 1 9
|>

L ID  H A N D LE
for DVA models

    

<|

3 0 1 0 0 2 2
|>

O UT L ET FILT ER
<|

3 0 1 0 0 1 4
|>

P IP E FITT IN G  ø  3 /8 " F x 3 /4 " M
for DVA models for DVA models

 fittings 3/8" - external ø 73 mm  

    

<T1

CB
T1>



Suitable for: Suitable for:
<|

3 0 1 0 0 1 6
|>

P LA S TIC  JET  M 6
<|

3 0 1 0 0 1 5
|>

P LA S TIC  TA P  H A ND LE
for DVA models for DVA models

    

<|

3 4 5 0 1 1 6
|>

P VC  P IPE ø  8 /1 2  m m  - 1 0  m t
<|

3 4 5 0 2 1 6
|>

P VC  P IPE ø  8 /1 2  m m  - 1 0 0 m
alimentary alimentary

    

<|

3 0 1 0 2 9 9
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  1 0  Kg
<|

3 0 1 0 3 0 0
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  2 5  Kg
FOR WATER SOFTENING SYSTEMS FOR WATER SOFTENING SYSTEMS

    

<|

3 0 1 0 0 1 2
|>

T AP  ø 3 /4 "
<|

3 0 1 0 0 1 1
|>

W A TE R INL ET  TA P  ø 3 /8 "
for models DVA for DVA models

 for DISHWASHERS  

    

<|

3 0 1 0 0 8 0
|>

W A TE R S OFT EN ER  LID  A SS EM BLY
<| |>

for DVA models

    

<T1

CB
T1>



Suitable for: Suitable for:

<|

3 0 1 0 0 0 4
|>

M A NU A L  W A TER  SO FT ENE R 2 0  L  ø 3 /8 "
<|

3 0 1 0 0 2 3
|>

BL A C K  BA SE FO R  GS  W A TER  SO FT ENE R
for water treatment for TECHNICAL purposes

 STAINLESS STEEL cylinder capacity 20 L  
 connection 3/8"  
 dimensions: height 900 mm - ø 185 mm  
 resin content 15 L  
 regeneration salt(NaCl-table salt)3 Kg  

    

CB  14100043  

<|

3 0 1 0 0 1 8
|>

G A SK ET FO R  W A TER  SO FT ENE R L ID
<|

3 0 1 0 0 2 1
|>

IN L ET FIL TER
OR ø 74x6.5 mm for DVA models

    

<|

3 0 1 0 0 8 4
|>

K NO B FO R  W AT ER  SO FTE NER  C A P
<|

3 0 1 0 0 1 9
|>

L ID  H A N D LE
for DVA models

    

<|

3 0 1 0 0 2 2
|>

O UT L ET FILT ER
<|

3 0 1 0 0 1 4
|>

P IP E FITT IN G  ø  3 /8 " F x 3 /4 " M
for DVA models for DVA models

 fittings 3/8" - external ø 73 mm  

    

<|

3 0 1 0 0 1 6
|>

P LA S TIC  JET  M 6
<|

3 0 1 0 0 1 5
|>

P LA S TIC  TA P  H A ND LE
for DVA models for DVA models

    

<T1

CB
T1>



Suitable for: Suitable for:
<|

3 4 5 0 1 1 6
|>

P VC  P IPE ø  8 /1 2  m m  - 1 0  m t
<|

3 4 5 0 2 1 6
|>

P VC  P IPE ø  8 /1 2  m m  - 1 0 0 m
alimentary alimentary

    

<|

3 0 1 0 2 9 9
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  1 0  Kg
<|

3 0 1 0 3 0 0
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  2 5  Kg
FOR WATER SOFTENING SYSTEMS FOR WATER SOFTENING SYSTEMS

    

<|

3 0 1 0 0 1 2
|>

T AP  ø 3 /4 "
<|

3 0 1 0 0 1 1
|>

W A TE R INL ET  TA P  ø 3 /8 "
for models DVA for DVA models

 for DISHWASHERS  

    

<|

3 0 1 0 0 8 0
|>

W A TE R S OFT EN ER  LID  A SS EM BLY
<| |>

for DVA models

    

<|

3 0 1 0 0 0 1
|>

M A NU A L  W A TER  SO FT ENE R 8  L  ø 3 /8 "
<|

3 0 1 0 0 2 3
|>

BL A C K  BA SE FO R  GS  W A TER  SO FT ENE R
for water treatment for TECHNICAL purposes

 STAINLESS STEEL cylinder capacity 8 L  
 connection 3/8"  
 dimensions: height 400 mm - ø 185 mm  
 resin content 5.8 L  
 regeneration salt(NaCl-table salt)1 Kg  

    

CB  14100040  
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Suitable for: Suitable for:
<|

3 0 1 0 0 1 8
|>

G A SK ET FO R  W A TER  SO FT ENE R L ID
<|

3 0 1 0 0 2 1
|>

IN L ET FIL TER
OR ø 74x6.5 mm for DVA models

    

<|

3 0 1 0 0 8 4
|>

K NO B FO R  W AT ER  SO FTE NER  C A P
<|

3 0 1 0 0 1 9
|>

L ID  H A N D LE
for DVA models

    

<|

3 0 1 0 0 2 2
|>

O UT L ET FILT ER
<|

3 0 1 0 0 1 4
|>

P IP E FITT IN G  ø  3 /8 " F x 3 /4 " M
for DVA models for DVA models

 fittings 3/8" - external ø 73 mm  

    

<|

3 0 1 0 0 1 6
|>

P LA S TIC  JET  M 6
<|

3 0 1 0 0 1 5
|>

P LA S TIC  TA P  H A ND LE
for DVA models for DVA models

    

<|

3 4 5 0 1 1 6
|>

P VC  P IPE ø  8 /1 2  m m  - 1 0  m t
<|

3 4 5 0 2 1 6
|>

P VC  P IPE ø  8 /1 2  m m  - 1 0 0 m
alimentary alimentary

    

<|

3 0 1 0 2 9 9
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  1 0  Kg
<|

3 0 1 0 3 0 0
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  2 5  Kg
FOR WATER SOFTENING SYSTEMS FOR WATER SOFTENING SYSTEMS

    

<T1
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T1>



Suitable for: Suitable for:
<|

3 0 1 0 0 1 2
|>

T AP  ø 3 /4 "
<|

3 0 1 0 0 1 1
|>

W A TE R INL ET  TA P  ø 3 /8 "
for models DVA for DVA models

 for DISHWASHERS  

    

<|

3 0 1 0 0 8 0
|>

W A TE R S OFT EN ER  LID  A SS EM BLY
<| |>

for DVA models

    

<|

3 0 1 0 0 9 4
|>

W A TE R S OFT EN ER  "M A T IC  1 2 " 1 2  L ø  3 /4 "
<|

3 0 1 0 1 2 1
|>

A U TO TR O L H EA D  D IA PH R A GM  S ET 2 5 5 /4 4 0 i
for water treatment for TECHNICAL purposes for Autotrol head 255/440i

 AUTOTROL chronometric head 255/460TC  
 power supply 230V 50/60Hz - 12V  
 time controller mod.460TC (weekly)  
 operating temperature 2°÷35°C  
 cylinder capacity 11.8 L - resin content 8 L  
 salt container 30 Kg  
 regeneration salt(NaCl-table salt)1.5 Kg  
 inlet/outlet connections ø 3/4"F  
 dimensions: width 260 mm - depth 480 mm  
 height without head 435 - overall height 650 mm  
 We always recommend to use a mechanical filter  
 before the softener, in order to remove  
 impurities from the water  

    

CB  14100249  
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3 0 1 0 1 2 0
|>

A U TO TR O L O -RIN G S ET 2 5 5 /4 4 0 i
<|

3 0 1 0 0 4 6
|>

C A M  FO R A U TO TR O L H EA D  2 5 5 /4 4 0 i
for Autotrol head 255/440i for head AUTOTROL 255/440i

    

<T1

CB
T1>



Suitable for: Suitable for:
<|

3 0 1 0 0 4 3
|>

C O M PL ET E BOW L FO R  AU T OT R OL  2 5 5 /4 4 0i
<|

3 0 1 0 1 2 6
|>

EL EC T RO N IC  C H L OR INA T OR
for AUTOTROL head 255/440i for Autotrol valve 255/400i-450

  composed by:
  - control box with double adhesive label
  - electrode holder cell with two flowrate adjuster
  - brine-drawing pipe with filter
  - micro-switch with connection cable

    

<|

3 3 4 9 3 5 7
|>

N IC H EL -PL A TE D  FIT TING  ø 3 /4 "M -3 /4 "M
<|

3 0 1 0 1 1 2
|>

R ESIN  5 L
5 litre bag

    

<|

3 0 1 0 2 9 9
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  1 0  Kg
<|

3 0 1 0 3 0 0
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  2 5  Kg
FOR WATER SOFTENING SYSTEMS FOR WATER SOFTENING SYSTEMS

    

<|

3 0 1 0 1 2 7
|>

S TA N D A RD  LID
<|

3 0 1 0 0 3 4
|>

T IM ER  FOR  A U TO TR O L H EA D  2 5 5 /4 4 0 i
for AUTOTROL head 255/440i for AUTOTROL head 255/440i

    

<|

3 0 1 0 2 0 0
|>

T RA N SF OR M ER  2 2 0 /1 2 V
<| |>

for WATER SOFTENER

    

<T1
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T1>



Suitable for: Suitable for:

<|

3 0 1 0 0 9 9
|>

W A TE R S OFT EN ER  "M A T IC  2 0 " 2 0  L ø  3 /4 "
<|

3 0 1 0 1 2 1
|>

A U TO TR O L H EA D  D IA PH R A GM  S ET 2 5 5 /4 4 0 i
for water treatment for TECHNICAL purposes for Autotrol head 255/440i

 AUTOTROL head with mixer 255/460TC  
 230V 50Hz  
 time controller mod.460TC (weekly)  
 composite material cylinder 7x35"  
 cylinder capacity 21.6 L  
 connection 3/4"F  
 dimensions: width 325 mm, depth 505 mm  
 height without head 900 - overall height 1100 mm  
 resin content 13 L - salt container 80 Kg  
 regeneration salt(NaCl-table salt)2.5 Kg  
 We always recommend to use a mechanical filter  
 before the softener, in order to remove  
 impurities from water  

    

CB  14100253  

<|

3 0 1 0 2 7 5
|>

A U TO TR O L H EA D  T IM ER  2 55 /46 0 T C
<|

3 0 1 0 1 2 0
|>

A U TO TR O L O -RIN G S ET 2 5 5 /4 4 0 i
for Autotrol head 255/440i

    

<|

3 0 1 0 0 4 6
|>

C A M  FO R A U TO TR O L H EA D  2 5 5 /4 4 0 i
<|

3 0 1 0 0 4 3
|>

C O M PL ET E BOW L FO R  AU T OT R OL  2 5 5 /4 4 0i
for head AUTOTROL 255/440i for AUTOTROL head 255/440i

    

<|

3 0 1 0 1 2 6
|>

EL EC T RO N IC  C H L OR INA T OR
<|

3 0 1 0 1 3 0
|>

L IG H T BL U E IC EB ERG  L ID  F/W A TER  SO FT ENE R
for Autotrol valve 255/400i-450 for GS models

 composed by:  
 - control box with double adhesive label  
 - electrode holder cell with two flowrate adjuster  
 - brine-drawing pipe with filter  
 - micro-switch with connection cable  
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Suitable for: Suitable for:
<|

3 0 1 0 1 1 2
|>

R ESIN  5 L
<|

3 0 1 0 2 9 9
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  1 0  Kg
5 litre bag FOR WATER SOFTENING SYSTEMS

    

<|

3 0 1 0 3 0 0
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  2 5  Kg
<|

3 0 1 0 1 2 7
|>

S TA N D A RD  LID
FOR WATER SOFTENING SYSTEMS for AUTOTROL head 255/440i

    

<|

3 0 1 0 2 0 0
|>

T RA N SF OR M ER  2 2 0 /1 2 V
<| |>

for WATER SOFTENER

    

<|

3 0 1 0 0 7 4
|>

W A TE R S OFT EN ER  "M A T IC  8 " 8  L ø  3 /4 "
<|

3 0 1 0 1 2 1
|>

A U TO TR O L H EA D  D IA PH R A GM  S ET 2 5 5 /4 4 0 i
for water treatment for TECHNICAL purposes for Autotrol head 255/440i

 AUTOTROL chronometric head 255/460TC  
 230V 50Hz  
 time controller mod.460TC (weekly)  
 operating temperature 2°÷35°C  
 cylinder capacity 8.5 L - resin content 5.4 L  
 salt container 20 Kg  
 regeneration salt(NaCl-table salt)1 Kg  
 inlet/outlet connections ø 3/4"F  
 dimensions: width 200 mm - depth 430 mm  
 height without head 335 - overall height 550 mm  
 We always recommend to use a mechanical filter  
 before the softener, in order to remove  
 impurities from water  

    

CB  14100153  
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A U TO TR O L H EA D  T IM ER  2 55 /46 0 T C
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|>

A U TO TR O L O -RIN G S ET 2 5 5 /4 4 0 i
for Autotrol head 255/440i
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Suitable for: Suitable for:
<|

3 0 1 0 0 4 6
|>

C A M  FO R A U TO TR O L H EA D  2 5 5 /4 4 0 i
<|

3 0 1 0 0 4 3
|>

C O M PL ET E BOW L FO R  AU T OT R OL  2 5 5 /4 4 0i
for head AUTOTROL 255/440i for AUTOTROL head 255/440i

    

<|

3 0 1 0 1 2 6
|>

EL EC T RO N IC  C H L OR INA T OR
<|

3 0 1 0 1 1 2
|>

R ESIN  5 L
for Autotrol valve 255/400i-450 5 litre bag

 composed by:  
 - control box with double adhesive label  
 - electrode holder cell with two flowrate adjuster  
 - brine-drawing pipe with filter  
 - micro-switch with connection cable  

    

<|

3 0 1 0 2 9 9
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  1 0  Kg
<|

3 0 1 0 3 0 0
|>

S AL T  FOR  W A TER  S OFT N ER IN  TA BL ETS  2 5  Kg
FOR WATER SOFTENING SYSTEMS FOR WATER SOFTENING SYSTEMS

    

<|

3 0 1 0 1 2 7
|>

S TA N D A RD  LID
<|

3 0 1 0 2 0 0
|>

T RA N SF OR M ER  2 2 0 /1 2 V
for AUTOTROL head 255/440i for WATER SOFTENER
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The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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