
Spare parts for the professional sector:

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included

<T1

CHARVET
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included

R
e

l.
 2

0
1

8
-0

2
1

3
1

0
3

1

Ovens



Suitable for: Suitable for:

<T2

Contactors
T2>

<|

3 4 5 4 0 6 4
|>

C O N TA C T OR  A BB A F0 9 -4 0 -0 0 -1 3
<|

3 4 5 4 0 6 5
|>

C O N TA C T OR  A BB B6 -3 0 -1 0
9A 400V 4Kw - coil 100/250V 50/60Hz coil 220/240V 40/450Hz

 4 normally open contacts  3 normally open contacts
  1 normally open auxiliary contact

    

CHARVET  07679A  CHARVET  07667A

<T2

Energy regulators
T2>

<|

3 3 5 0 0 2 6
|>

EN ER GY  REG U L AT O R
<| |>

contact capacity 230V 13A - max temperature 125°C
 D-shaped pin ø 6x4.6 mm  
 double rotation direction  
 for PYROCERAM. TOPS-SALAMANDERS-POTATO WARMERS  

    

CHARVET  09099A  

<T2

Gas valves and accessories
T2>

<|

3 5 2 3 0 6 9
|>

G A S V AL V E FOR  O VEN  G C 1 3 0 0 3 1 0 °C
<| |>

bulb ø 6x120 mm

    

CHARVET  00304A  

<T2

Handles
T2>

<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
<| |>

for high temperatures
 mounting distance 43 mm  

    

CHARVET  LF-3242042  

<T1

CHARVET
T1>



Suitable for: Suitable for:

<T2

Handles
T2>

<|

3 2 4 2 1 4 4
|>

O VEN  D O OR  H AN D L E 2 6 0 x30  m m
<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
with strike mounting distance 45 mm for high temperatures

 handle mounting distance 133 mm  mounting distance 43 mm

    

CHARVET  04205A  CHARVET  LF-3242042

<T2

Heating elements
T2>

<|

3 4 5 5 1 0 4
|>

H EA TING  EL EM EN T 1 0 0 0 W  2 3 0 V
<| |>

length 400 mm - width 60 mm

    

CHARVET  03483A  

<T2

Indicator lights
T2>

<|

3 2 2 1 1 6 5
|>

IN D IC A TO R  LIG HT  OR A N G E 40 0 V
<|

3 2 2 1 0 6 7
|>

N EON  L A M P  FO R  OV EN E1 0  2 W  2 3 0 V
ø head 14 mm - ø hole 11. 5 mm - 120°C dimensions ø 10x28 mm

 universal application  

    

CHARVET  07664A  CHARVET  02141A

<T2

Magnet groups
T2>

<|

3 1 8 2 0 1 0
|>

M A GN ET IC  U N IT  P EL
<| |>

head ø 24 mm - end piece ø 18 mm - length 59 mm
 thermocouple coupling M10x1  
 for PEL tap model 23  

    

CHARVET  00394A  

<T1

CHARVET
T1>



Suitable for: Suitable for:

<T2

Microswitches, mechanical
T2>

<|

3 2 4 0 4 0 6
|>

M IC R O SW ITC H S A IA -BU R GES S
<| |>

model XGK2-88-S20Z1
 10(4)A 250V  

    

CHARVET  504985  

<T2

Pilot burners and accessories
T2>

<|

3 0 2 0 0 5 4
|>

P IL OT  JET  ø 0 .2 0  m m
<|

3 0 2 0 1 5 6
|>

P IL OT  JET  ø 0 .2 5  m m

    

CHARVET  07357A  CHARVET  7357A

<|

3 0 2 0 0 0 6
|>

T HR EE-FL A M E P ILO T B UR N ER  SIT
<| |>

multigas with jet  ø 0.20 mm
 with 3 positions bracket  

    

CHARVET  00177A CHARVET  07551A CHARVET  177A  

CHARVET  7550A CHARVET  7550P  

<T2

Pressure switches
T2>

<|

3 3 2 0 0 5 3
|>

A D JU S TA BL E P RE SS UR E S W IT C H  ø 1 /4 "M
<|

3 3 2 0 0 5 9
|>

O VEN  P RES S.SW ITC H  0 .3 5 -0.50  B AR  6 A  2 5 0 V
operating pressure regulation 10-50 mbar fitting ø 1/8"M

 differential 3 mbar  
 contact capacity 16(4)A 250V  
 max operating temperature 85°C  

    

CHARVET  07835A  CHARVET  08030A

<T1

CHARVET
T1>



Suitable for: Suitable for:

<T2

Relays
T2>

<|

3 3 5 1 0 0 8
|>

P OW E R R EL A Y FIN D ER  6 2 .8 3 .8 .2 3 0 .0 0 00
<|

3 3 5 1 6 0 2
|>

P OW E R R EL A Y FIN D ER  6 5 .3 1 .8 .2 3 0 .0 3 00
230V 50/60Hz 230V 50/60Hz

 3 exchange contacts 16A  1 contact NO 30A

    

CHARVET  07660A  CHARVET  07661A

<T2

Selector switches
T2>

<|

3 0 5 7 0 0 1
|>

S ELEC TO R S W IT C H  0 -3  P O SITION S
<| |>

contact capacity 32A 250V - max 150°C
 D spindle ø 6x4.6 mm  

    

CHARVET  02096A  

<T2

Solenoid valves
T2>

<|

3 1 2 0 0 3 4
|>

C O N NEC TO R L A R GE  F -FITT IN G
<|

3 1 2 0 4 0 5
|>

S OL EN . VA L VE T &P  1  W A Y 1 8 0 °
for coils 230V 50/60Hz - max. temperature 90°C

  inlet 3/4" - outlet ø 10.5 mm

    

CHARVET  40100018  CHARVET  07662A

<T2

Sparking and detection plugs
T2>

<|

3 0 2 0 1 2 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<| |>

connection ø 2.4 mm
 overall length 58 mm  

    

CHARVET  05315A  

<T1

CHARVET
T1>



Suitable for: Suitable for:

<T2

Thermocouples and accessories
T2>

<|

3 4 4 0 0 1 5
|>

IN T ER RU P TION  C O N NEC TO R  M 9 x1
<|

3 4 4 0 0 7 4
|>

T HER M O C OU P LE  LF 9 0  cm
7 slotted elements kit

    

CHARVET  05690A  CHARVET  5945A

<|

3 4 4 0 0 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm
<|

3 4 4 0 8 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm  - 1 0  P C S

    

CHARVET  00290A CHARVET  00296A  CHARVET  00290A CHARVET  00296A

<|

3 4 4 0 8 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm  - 1 0  P C S
<|

3 4 4 0 0 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm .

    

CHARVET  00290A CHARVET  00296A  CHARVET  00291A CHARVET  9/291A

<T2

Thermostats
T2>

<|

3 4 4 4 2 6 3
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -2 5 0 °C
<|

2 0 0 0 1 3 4
|>

T HER M O ST AT  3 -PH A SE  5 0 -3 0 0 °C
D-shaped pin ø 6x4.6 mm D-shaft ø 6x4.6 mm

 covered capillary length 1250 mm - 16A 250V  covered capillary length 800 mm
 bulb ø 3x223 mm - with stuff.gland coupling M8x1  bulb ø 6x77 mm
 with tank sealing coupling ø 16.5x13 mm  

    

CHARVET  CHARVET  01990A

<T1

CHARVET
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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