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<T1

HOBART
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Ovens



Suitable for: Suitable for:

<T2

Axial motor fans
T2>

<|

3 2 4 0 5 0 1
|>

A X IA L  F AN  S UN O N 1 2 0 x1 2 0 x3 8  m m
<|

3 8 0 5 0 3 7
|>

C A BL E FO R A X IA L  M OT OR  FA N
ball bearings cable length 2000 mm

 230V 50/60Hz 22W 2850rpm  
 DP200A 2123XBT.GN  

    

HOBART  00-230324-001 HOBART  00-230327-001 HOBART  00-895459-000  

HOBART  1235308 HOBART  230324-01 HOBART  230327-01  

<T2

Bearings
T2>

<|

D 0 6 3 0 3 4
|>

BEA R IN G  6 0 0 7 -2 R S  S K F
<|

D 0 6 3 0 5 1
|>

BEA R IN G  6 2 0 3 -2 R S  S K F
ø extern 62 mm - ø intern 35mm - thickness 14mm single box packaging

 single box packaging  

    

HOBART  BB-15-36  HOBART  603273

<|

D 0 6 3 0 4 0
|>

BEA R IN G  6 2 0 3 -2 Z  SK F
<| |>

external ø 40mm - internal ø 17mm - thickness 12mm
 single box packaging  

    

HOBART  00-603264-000  

<T2

Buzzers
T2>

<|

3 3 9 7 3 0 2
|>

A L AR M  BEL L  22 0 V
<| |>

for Convection oven (HOBART)

    

HOBART  RTFOC00046 HOBART  173864  

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

Cables for piezo igniters
T2>

<|

3 0 0 1 0 0 2
|>

IG N IT IO N  LEA D  1 0 0 0  m m
<|

3 0 0 1 0 1 6
|>

IG N IT IO N  LEA D  1 0 0 0  m m
with faston 6.35x0.8 mm for ignition with faston ø 2.4 mm for ignition

 with faston ø 4 mm for ignition plug  with faston ø 4 mm for electrode

    

HOBART  RTCU900384  HOBART  RIC0002285

<|

3 0 0 1 0 1 9
|>

IG N IT IO N  LEA D  1 0 0 0  m m
<| |>

with faston ø 2.4 mm for ignition
 with faston ø 2.4 mm for electrode  

    

HOBART  RTCU800144  

<T2

Clamps
T2>

<|

3 4 4 9 4 6 4
|>

H OS E C L A M P  2 0 -3 2
<|

3 4 4 9 4 5 4
|>

H OS E C L A M P  3 2 -5 0
for pipes ø 20÷32 mm for pipes ø 32÷50 mm

 made of stainless steel AISI 304  made of stainless steel AISI 304
 height 9 mm and screw E7  height 9 mm and screw E7
 suitable for food industry  suitable for food industry

    

HOBART  CFS18 HOBART  423008  HOBART  CFS1

<T2

Contact thermostats
T2>

<|

3 4 4 4 6 1 0
|>

C O N TA C T  TH ER M OS TA T  9 0 °C  1 0 A  2 5 0 V
<| |>

with automatic reset
 for BOILER  

    

HOBART  236052  

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

Contactors
T2>

<|

3 0 5 7 2 7 2
|>

A U XILIA R Y C ON T A C T G VA N 1 1  SC HN EID ER
<| |>

6A - side hooking
 1 contact NC  
 1 auxiliary contact NO  
 for Convection oven electric (HOBART) CSL06E  
 CSL10E  

    

HOBART  00-845257-001 HOBART  845257-1  

<|

3 3 5 1 2 0 9
|>

C O N TA C T OR  A EG  LS 0 5  9A  2 3 0 V  4 K w
<|

3 3 5 1 2 6 0
|>

A U XILIA R Y C ON T A C T A EG  H S0 5 0 1
coil 230V 50/60Hz 10A

 3 normally open contacts  1 normally closed contact
 1 normally closed auxiliary contact  

    

HOBART  695507-01 HOBART  695507-1  

<|

3 3 5 1 2 6 1
|>

A U XILIA R Y C ON T A C T A EG  H S0 5 1 0
<| |>

10A
 1 normally open contact  

    

<|

3 4 4 6 5 6 1
|>

C O N TA C T OR  L OV A TO  BF0 9 1 0 A
<|

3 4 4 6 2 2 7
|>

A U XILIA R Y C ON T A C T L OV A TO  G 2 18
coil 9A 230V 50/60Hz 4.2Kw 10A

 3 normally open contacts  1 contact NO
 1 normally open auxiliary contact  1 contact NC

    

HOBART  RTFOC00466  

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

5 0 1 1 1 8 2
|>

C O N TA C T OR  L OV A TO  BG 12 0 1 A
<|

3 4 5 4 0 1 4
|>

C O N TA C T OR  SC HN EID ER  C A 2 KN 4 0 7 M 7
12A 400V 5.7Kw coil 230V 50/60Hz coil 10A 220V 50/60Hz 8Kw

 3 contacts NO  4 normally open contacts
 1 auxiliary contact NC  no auxiliary contact
  for Convection oven electric (HOBART) CSL10E

    

HOBART  RTFOC00465  HOBART  00-153276-001 HOBART  153276-1

<|

3 4 5 4 0 1 3
|>

C O N TA C T OR  SC HN EID ER  LC 1D 0 9P 7
<|

3 4 5 4 0 1 5
|>

C O N TA C T OR  SC HN EID ER  LC 1D 1 8P 7
9A 400V 4Kw - coil 230V 50/60Hz 18A 400V 7.5Kw - coil 230V 50/60Hz

 3 normally open contacts  3 normally open contacts
 1 normally open auxiliary contact  1 normally open auxiliary contact
 1 normally closed auxiliary contact  1 normally closed auxiliary contact

    

HOBART  00-695527-002  HOBART  00-296926-001 HOBART  00-296926-002 HOBART  296926-1

 HOBART  296926-2

<|

3 3 5 1 0 4 9
|>

C O N TA C T OR  SIEM EN S 3 R T2 0 1 6 -1 A P0 1
<|

3 4 5 4 0 7 2
|>

C O N TA C T OR  SIEM EN S 3 R T2 0 1 7 -1 A B0 1
9A 400V 4Kw - coil 230V 50/60Hz 12A 400V 5.5Kw - coil 24V 50/60Hz

 3 normally open contacts  3 contacts NO
 1 normally open auxiliary contact  1 NO auxiliary contact

    

HOBART  E229037 HOBART  229037 HOBART  80350  HOBART  E927160

<T2

Detergents
T2>

<|

5 0 6 0 4 3 5
|>

T AB LET S D E TER G ENT  FO R O VEN
<| |>

15 tablet jar - total weight 750g
 please see the attached documentation for use  

    

HOBART  00-897954-000 HOBART  897954  

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

Drain pumps
T2>

<|

3 1 2 2 4 0 2
|>

D R A IN  P UM P  H A NN ING  K D -22 B 3 -0 0 1
<| |>

80W 230V 50Hz
 inlet external ø 24 mm - outlet external ø 24 mm  

    

HOBART  01-297682-1 HOBART  165653-1 HOBART  883993-1  

<T2

Electrical capacitors
T2>

<|

3 0 6 8 0 1 9
|>

C A P A C IT O R D U C A T I EN ER G IA  1 2 ,5 µF
<|

3 0 6 8 0 2 7
|>

C A P A C IT O R D U C A T I EN ER G IA  2 0 µ F
450V 50/60Hz 450V 50/60Hz

 operating temperature -25 +85°C  operating temperature -25 +85°C
 lead connection 6.35x0.8 mm  lead connector 6.35x0.8 mm
 ø 36xh70 mm  ø 40xh70 mm

    

HOBART  226568-8  HOBART  DEC220L

<|

3 0 6 8 0 0 6
|>

C A P A C IT O R D U C A T I EN ER G IA  4 µ F
<|

3 0 6 8 0 0 8
|>

C A P A C IT O R D U C A T I EN ER G IA  5 µ F
450V 50/60Hz 450V 50/60Hz

 operating temperature -25 +85°C  operating temperature -25 +85°C
 lead connection 6.35x0.8 mm  lead connection 6.35x0.8 mm
 ø 28xh55 mm  ø 28xh55 mm

    

HOBART  00-226568-002  HOBART  00-226568-009 HOBART  226568-9

<|

3 0 6 8 0 0 9
|>

C A P A C IT O R D U C A T I EN ER G IA  6 µ F
<|

3 0 6 8 0 1 4
|>

C A P A C IT O R D U C A T I EN ER G IA  8 µ F
450V 50/60Hz 450V 50/60Hz

 operating temperature -25 + 85°C  operating temperature -25 +85°C
 lead connection 6.35x0.8 mm  lead connection 6.35x0.8 mm
 ø 32xh55 mm  ø 32xh55 mm

    

HOBART  00-226568-003 HOBART  226568-3  HOBART  00-226568-014 HOBART  226568-14

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

3 0 6 8 0 8 0
|>

C A P A C IT O R EL EC T R IC A L  1 0 µF
<|

3 0 6 8 0 8 1
|>

C A P A C IT O R EL EC T R IC A L  1 2 .5 µF
450V 50/60Hz - ø 30xh71 mm 450V 50/60Hz - ø 35xh71 mm

    

HOBART  206002  HOBART  206003 HOBART  226568-8

<|

3 0 6 8 0 8 3
|>

C A P A C IT O R EL EC T R IC A L  1 6 µF
<|

3 0 6 8 0 8 4
|>

C A P A C IT O R EL EC T R IC A L  2 0 µF
450V 50/60Hz - ø 35xh71 mm 450V 50/60Hz - ø 40xh71 mm

    

HOBART  E206004 HOBART  206004  HOBART  DEC220L

<|

3 0 6 8 0 9 6
|>

C A P A C IT O R EL EC T R IC A L  5 µF
<|

3 0 6 8 0 9 7
|>

C A P A C IT O R EL EC T R IC A L  6 .3 µF
450V 50/60Hz - ø 30xh51 mm 450V 50/60Hz - ø 30xh51 mm

    

HOBART  E206010 HOBART  226568-9  HOBART  206009

<|

3 0 6 8 0 7 9
|>

C A P A C IT O R EL EC T R IC A L  8 µF
<| |>

450V 50/60Hz - ø 30xh71 mm

    

HOBART  00-226568-014 HOBART  226568-14  

<T2

Electrical gas valves and accessories
T2>

<|

3 5 2 6 0 7 9
|>

VA L V E 82 0  N O VA  ø 1 /2 "FF
<|

3 5 2 6 2 7 0
|>

VA L V E 82 0  N O VA  EX TEN SION
inlet ø 1/2"F - outlet ø 1/2"F D shaft ø 10x8 mm

 thermocouple fitting M9x1  
 maximum gas inlet pressure 60 mbar  
 outlet pressure setting range  
 3÷30 mbar  
 room temperature 0÷70°C  
 power supply 230V 50Hz  

    

HOBART  RTFOC00095  

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 5 2 6 0 9 8
|>

C O IL  2 2 0 V
<|

2 1 0 0 0 5 4
|>

C O IL  2 2 0 V 6 0 H z
for VALVE 820 NOVA-824 NOVASIT-822 NOVA-826 NOVA for VALVE 820 NOVA-822 NOVA-828 NOVA

    

<|

3 5 2 6 0 9 9
|>

C O IL  2 4 V
<|

3 5 2 6 0 7 7
|>

EL BO W  FLA N G E ø 1 /2 "F
for VALVE 820 NOVA-824 NOVASIT-822 NOVA-826 NOVA with screws and OR

  for valves SIT 820-Honeywell V4400-V4600-VR4605P

    

<|

3 5 2 6 0 7 8
|>

EL BO W  FLA N G E ø 3 /4 "F
<|

3 5 2 6 1 0 2
|>

EL EC T RIC  C O UP L IN G  W IT H  C A BLE
with screws and OR cable length 1000 mm - 3 wires

 for valves SIT 820-Honeywell V4400-V4600-VR4605P  for VALVE 820 NOVA-824 NOVASIT-822 NOVA-826 NOVA

    

<|

5 0 4 7 5 8 6
|>

EX TEN S IO N FO R  VA L VE 8 2 0  N OV A
<|

3 2 4 1 1 4 1
|>

EX TEN S IO N FO R  8 2 0 N O VA  VA L V E
D-shaped pin ø 10x8 mm D-shaped pin 10x8 mm

    

<|

3 0 2 0 0 8 3
|>

FITT IN G  A N D  O LIVE ø  4  m m
<|

3 0 2 0 0 8 4
|>

FITT IN G  A N D  O LIVE ø  6  m m

    

HOBART  RTCU700141  HOBART  RTCU900217

<|

3 5 2 6 0 7 5
|>

FL A NG E S TR A IG H T ø  1 /2 "
<|

3 5 2 6 0 7 6
|>

FL A NG E S TR A IG H T ø  3 /4 "
with screws and OR with screws and OR

 for valves SIT 820-Honeywell V4400-V4600-VR4605P  for valves SIT 820-Honeywell V4400-V4600-VR4605P

    

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 5 2 6 1 2 4
|>

K NO B EX TEN S IO N L EN G TH  6 7  m m
<|

3 2 4 1 1 4 2
|>

K NO B G A SK ET ø  4 4  m m
for VALVE 820 NOVA-824 NOVASIT

    

<|

3 1 8 2 0 0 8
|>

M A GN ET IC  U N IT  SIT
<|

3 0 0 1 0 0 8
|>

P IEZ O IGN ITER
head ø 35 mm - end piece ø 20 mm - length 47 mm a ø 14 mm hole is required for the assembly

 for valve SIT NOVASIT 820  faston M ø 2.4 mm

    

<|

3 5 2 6 1 0 3
|>

P R OT EC TIN G C OV ER
<|

5 0 1 7 9 5 1
|>

P R OT EC TIO N R U BBER  VA L VE 8 2 0 -8 2 4  NO VA
for VALVE 820 NOVA-824 NOVASIT-822 NOVA-826 NOVA ø external 50 mm - ø internal 20 mm

  depth 1 mm

    

<|

5 0 1 2 5 9 5
|>

VA L V E EXT EN SION  8 2 0  NO VA
<|

3 5 2 6 0 9 6
|>

VA L V E M IC R OS W IT C H
D-shaped pin ø 6x4.6 mm maximum load 0.2 A

  for VALVE ELETTROSIT-820 NOVA-824 NOVASIT

    

<|

3 5 2 6 2 6 9
|>

VA L V E 82 0  N O VA  EX TEN SION
<| |>

D shaft ø 10x8 mm

    

<T2

Electronic boards
T2>

<|

5 0 6 2 5 2 5
|>

BO A RD  FOR  M OT OR  INV ER SION  7 0 x6 0  m m
<|

5 0 3 5 6 3 0
|>

P C  BO A RD  F OR  M OT OR  1 2 8 x10 0  m m
complete with cable

    

HOBART  M1235012 HOBART  00-895401-016 HOBART  895401-16  HOBART

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

Energy regulators
T2>

<|

3 3 5 0 0 2 4
|>

EN ER GY  REG U L AT O R
<|

3 3 5 0 0 2 6
|>

EN ER GY  REG U L AT O R
contact capacity 240V 13A contact capacity 230V 13A - max temperature 125°C

 max temperature 125°C  D-shaped pin ø 6x4.6 mm
 D-shaped pin ø 6x4.6 mm  double rotation direction
 double rotation direction  for PYROCERAM. TOPS-SALAMANDERS-POTATO WARMERS

    

HOBART  RIC0001299 HOBART  RTCU800066  HOBART  301200

<T2

Fans for motors
T2>

<|

3 2 4 0 2 5 4
|>

FA N  ø 2 2 0  m m
<| |>

thickness 100 mm
 totale blades 12 - ø tapered hole 11-16 mm  
 curved blades  

    

HOBART  RTFOC00473  

<T2

Feet
T2>

<|

3 3 1 3 0 0 5
|>

A D JU S TA BL E S/ST EEL FO O T ø 2 " x  h 1 3 5  m m
<| |>

with fixed screw M12x40 mm
 adjustable height 135÷200 mm  

    

HOBART  926117  

<T2

Filters
T2>

<|

3 1 6 0 4 6 2
|>

W A TE R FILT ER  ø 1 /2 "FF
<| |>

    

HOBART  E927078  

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

Fittings
T2>

<|

5 0 3 0 5 1 4
|>

FITT IN G  F OR  P IP E ø 1 4  m m
<|

5 0 3 0 5 1 5
|>

O LIVE FO R  PIP E ø 1 4  m m
thread ø 1/2" external ø 16.5 mm - height 6.5 mm

    

HOBART  RTBF800015  HOBART  RTBF800137

<|

5 0 3 0 5 1 5
|>

O LIVE FO R  PIP E ø 1 4  m m
<| |>

external ø 16.5 mm - height 6.5 mm

    

HOBART  RTBF800137  

<T2

Fuses
T2>

<|

5 0 0 9 1 9 5
|>

C L A M P FU S EHO L D ER  ø 5 x30  m m
<|

3 0 4 9 0 0 5
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
for cable 4 mmq 250V 160mA

    

HOBART  RTFOC00048  HOBART  228012

<|

3 0 4 9 0 1 9
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
<|

3 0 4 9 0 2 1
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
250V 4A 250V 8A

    

HOBART  E228010 HOBART  228010  HOBART  RTFOC00284

<|

3 0 4 9 0 3 9
|>

Q UIC K  AC TING  FU SE ø  5 x2 0  m m  - 1 0  P C S
<|

3 0 4 9 0 4 1
|>

Q UIC K  AC TING  FU SE ø  5 x2 0  m m  - 1 0  P C S
250V 200mA 250V 315mA

    

HOBART  228011  HOBART  DEF72 HOBART  E926283

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

3 0 4 9 0 4 5
|>

Q UIC K  AC TING  FU SE ø  5 x2 0  m m  - 1 0  P C S
<|

3 0 4 9 0 5 2
|>

Q UIC K  AC TING  FU SE ø  5 x2 0  m m  - 1 0  P C S
250V 800mA 250V 4A

    

HOBART  DEF71 HOBART  E926284  HOBART  E228004 HOBART  228004

<|

3 0 4 9 0 3 4
|>

Q UIC K  AC TING  FU SE ø  6 .3 x3 2  m m  - 1 0  P C S
<| |>

500V 10A
 for Convection oven (HOBART) IDE - ISI  

    

HOBART  H3090506  

<T2

Gas taps and accessories
T2>

<|

3 3 4 8 0 4 1
|>

O LIVE FO R  PIP E ø 1 6  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
for model PEL 23 for model PEL 21-22-24-25

    

HOBART  RTCP800023  HOBART  RTCU900018

<|

3 3 4 8 0 3 4
|>

P IP E FITT IN G  ø  1 6  m m
<| |>

thread M24x1.5
 for model PEL 23  

    

HOBART  RTCP800022  

<T2

Gaskets and seals
T2>

<|

3 7 8 6 6 0 3
|>

H EA TING  EL EM EN T G A SK ET
<|

3 7 8 6 3 7 1
|>

S HU T TER  G AS K ET
external ø 68 mm - internal ø 58 mm external ø 80 mm

  for Convection oven electric (HOBART) CSL06E
  CSL10E

    

HOBART  T366461 HOBART  366461  HOBART  00-844617-000 HOBART  844617

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

Gaskets for oven door
T2>

<|

5 0 5 9 6 6 0
|>

D O OR  G A SK ET ø  1 1 m m
<|

3 7 8 6 3 1 7
|>

D O OR  G A SK ET FO R  OV EN  D OO R
for Steam oven (HOBART) 303G - 305G made of silicone elastomer

  profile dimensions 10x10 mm
  COLOUR BLACK
  SOLD PER METRE

    

HOBART  00-323167-010 HOBART  323167-10  HOBART  00-492462-000 HOBART  492462 HOBART  845320-1

<|

3 7 8 6 3 1 8
|>

G A SK ET FO R  OV EN  D OO R
<|

3 1 8 6 4 2 4
|>

G A SK ET FO R  OV EN  D OO R  15 0 0  m m
made of silicone elastomer made of silicone elastomer

 profile dimensions 11x7 mm  profile dimensions 18x10 mm
 COLOUR GREY  COLOUR BLACK
 SOLD PER METRE  
 for Convection oven (HOBART)  
 for Convection oven (HOBART) CSD1012E  

    

HOBART  492455  HOBART  RTFOC00664

<|

3 1 8 6 4 1 7
|>

G A SK ET FO R  OV EN  D OO R  63 0 x4 8 0  m m
<|

7 1 0 2 1 9 2
|>

G A SK ET FO R  OV EN  D OO R  75 0 x6 2 5  m m
middle edged gasket made of silicone elastomer

 made of silicone elastomer  profile dimensions 28.5x13 mm
 profile dimensions 25.5x19 mm  COLOUR BLACK
 COLOUR BLACK  for Convection oven (HOBART) HFM09

    

HOBART  RTFOC00723  HOBART  H366562

<|

3 1 8 6 3 1 6
|>

G A SK ET FO R  OV EN  G L A SS
<|

5 0 1 4 7 9 9
|>

G A SK ET FO R  OV EN  G L A SS  2 0 0 0 m m
made of silicone elastomer made of silicone elastomer

 profile dimensions 10x9 mm  profile dimensions 18x12 mm
 COLOUR BLACK  COLOUR BLACK
 SOLD PER METRE  for Convection oven (HOBART)
  for Convection oven (HOBART) CSM0611

    

HOBART  MPGOM03P00  HOBART  00-845052-000 HOBART  492439 HOBART  845052

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

5 0 2 7 5 8 1
|>

G A SK ET FO R  OV EN  G L A SS  2 5 0 0 m m
<|

5 0 5 3 7 7 4
|>

G A SK ET FO R  OV EN  G L A SS  3 9 0 0 m m
made of siliconee elastomer made of silicone elastomer

 profile dimensions 18x12 mm  profile dimensions 18x12 mm
 colour black  COLOUR BLACK
 for Convection oven (HOBART)  for Convection oven (HOBART)
 for Convection oven (HOBART) CSD1013G  for Convection oven gas (HOBART) CSD2013G
  for Convection oven gas (HOBART) CSD2013G

    

HOBART  00-492466-000 HOBART  492466  HOBART  00-491759-000 HOBART  491759

<|

3 7 8 6 6 0 2
|>

O VEN  D O OR  L OW ER  G A SK ET 1 0 0 0  m m
<| |>

adhesive - profile dimensions 7x5 mm
 COLOUR RED  

    

HOBART  366350  

<T2

Handles
T2>

<|

3 2 4 2 2 3 5
|>

C O M PL ET E OV EN  D OO R  HA N D L E
<|

3 2 4 2 2 9 1
|>

D O OR  L OC K  C EN T RA L  FO OT
for Convection oven (HOBART) HFEI061D

    

HOBART  RTFOC00360 HOBART  1235318 HOBART  160912  HOBART  RTFOC00057

<|

3 2 4 2 2 8 9
|>

D O OR  L OC K  EX TER N A L FO O T
<|

3 2 4 2 0 3 8
|>

EX TER N A L R ING  FO R H A N D L E

    

HOBART  RTFOC00005  HOBART  RTFOC00338

<|

3 2 4 2 0 3 6
|>

H A ND LE BA S E
<|

3 2 4 2 0 3 7
|>

IN T ER NA L  R IN G  F OR  H AN D L E

    

HOBART  RTFOC00401  HOBART  RTFOC00337

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 2 4 2 2 3 6
|>

O VEN  D O OR  C O M P L ET E LO C K
<|

3 2 4 2 2 3 7
|>

O VEN  D O OR  C O M P L ET E LO C K
covered capillary length 490 mm covered capillary length 730 mm

    

HOBART  GAFOC00005  

<|

5 0 2 3 9 3 6
|>

S PA C ER  C EN T RA L  L OC K  SO C K ET
<|

5 0 2 3 9 3 5
|>

S PA C ER  U P PE R-L OW E R
external dimensions 95x40 mm external dimensions 53x42 mm

    

<|

3 2 4 2 2 3 8
|>

S TR IK E FO R D O O R H A N D L E
<| |>

distance between mounting holes 26 mm

    

HOBART  RTFOC00009  

<|

3 2 4 2 2 9 1
|>

D O OR  L OC K  C EN T RA L  FO OT
<|

3 2 4 2 2 8 9
|>

D O OR  L OC K  EX TER N A L FO O T

    

HOBART  RTFOC00057  HOBART  RTFOC00005

<|

3 2 4 2 0 3 8
|>

EX TER N A L R ING  FO R H A N D L E
<|

3 2 4 2 0 3 6
|>

H A ND LE BA S E

    

HOBART  RTFOC00338  HOBART  RTFOC00401

<|

3 2 4 2 0 3 7
|>

IN T ER NA L  R IN G  F OR  H AN D L E
<|

3 2 4 2 2 3 6
|>

O VEN  D O OR  C O M P L ET E LO C K
covered capillary length 490 mm

    

HOBART  RTFOC00337  HOBART  GAFOC00005

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

3 2 4 2 2 3 8
|>

S TR IK E FO R D O O R H A N D L E
<| |>

distance between mounting holes 26 mm

    

HOBART  RTFOC00009  

<T2

Heating elements
T2>

<|

3 4 5 5 1 4 5
|>

H EA TING  EL EM EN T 1 5 0 0 W  2 4 0 V
<|

3 7 8 6 3 9 8
|>

H EA TING  EL EM EN T G A SK ET
length 295 mm - width 100 mm external dimensions 45x22 mm

 oval flange 50x25 mm  
 for Convection oven (HOBART) CO0611E - CO0612E  
 CO1012E - CO2012E - CSD0611E - CSD0612E  
 CSD1012E - CSD2012E - CS0611E - CS0612E  
 CS1012E - CS2012E  

    

HOBART  152684 HOBART  153277 HOBART  233848-2  

<|

3 3 5 5 8 8 9
|>

H EA TING  EL EM EN T 2 5 0 0 W  2 3 0 V
<|

3 1 8 6 0 9 8
|>

H EA TING  EL EM EN T G A SK ET
external ø 190 mm - internal ø 178 mm external dimensions 71x23 mm

 total height 70 mm  
 flange 70x22 mm  

    

HOBART  RIC0001835  

<|

3 3 5 5 5 3 0
|>

H EA TING  EL EM EN T 7 5 0 0 W  2 3 0 V
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
immersed length 300 mm ring thickness 5.34 mm - internal ø 56.52 mm

 flange external ø 72 mm  
 with bulb sheath  
 complete with O-ring  
 for Convection oven (HOBART) ENV-CH - ENV-ID  
 HFED - HFEI  
 for Convection oven electric (HOBART) HFEI101D  

    

HOBART  1235430  HOBART  067500-16 HOBART  67500-118 HOBART  67500-16

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

3 7 5 5 2 3 7
|>

H EA TING  EL EM EN T 7 5 0 0 W  2 3 0 V
<|

3 4 5 5 1 9 6
|>

H EA TING  EL EM EN T 8 0 0 0 W  2 3 0 V
external ø 260 mm - internal ø 240 mm external ø 315 mm - internal ø 300 mm

 total height 165 mm  overall height 195 mm - connections M12x1 mm
 flange 142x25 mm  for Convection oven electric (HOBART) CSL06E
  CSM0611IE - CSM0611N
  for Convection oven (HOBART) CSM0612LAE

    

HOBART  RTFOC00433  HOBART  845265-3

<|

3 4 5 5 1 4 4
|>

H EA TING  EL EM EN T 8 0 0 0 W  2 4 0 V
<|

3 1 8 6 2 9 0
|>

O -R ING  0 4 1 8 7  EPD M
immersed depth 300 mm ring thickness 3.53 mm - internal ø 47.22 mm

 flange 62x62 mm - mounting distance 45 mm  
 NOTE: GASKET NOT INCLUDED  
 for Convection oven electric (HOBART) CSD1012E  

    

HOBART  00-845370-001 HOBART  00-845370-002 HOBART  322158-3  HOBART  276903-21

HOBART  845370-1  

<|

3 4 5 5 1 5 1
|>

H EA TING  EL EM EN T 9 0 0 0 W  2 4 0 V
<| |>

external ø 475 mm - internal ø 455 mm
 overall height 220 mm - connections M12x1 mm  
 for Convection oven electric (HOBART) CSL10E  
 CSM1011IE - CSM1011N - CSM1012IE - CSM1012N  
 CSM2021IE - CSM2021N  

    

HOBART  845265-2  

<T2

Hinges, catches and accessories
T2>

<|

3 0 5 3 0 1 9
|>

D O OR  H IN G E R OL L H O LD ER
<|

5 0 2 0 0 5 9
|>

D O OR  H IN G E UP P ER  L H
mounting distance 95 mm - overall length 110 mm

 height 25 mm  

    

HOBART  HOBART  GAFOC00213

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

5 0 1 6 7 7 5
|>

D O OR  U P PER  H IN G E L EFT
<|

5 0 5 9 2 2 3
|>

H EA D  TH R EA D ED  L EFT  S T. S TE EL W ITH  BU SH
thread M6 - bushing with hole ø 6 mm

    

HOBART  GAFOC00030  HOBART  01-510556-002 HOBART  01-510556-2 HOBART  04-005530-004

<|

5 0 5 9 2 2 2
|>

H EA D  TH R EA D ED  R IG H T S T. S TEE L W ITH  BU SH
<|

5 0 5 9 2 4 4
|>

H IN G E LO W ER  R IG H T
thread M6 - bushing with hole ø 6 mm assembly lower right

    

HOBART  01-510556-001 HOBART  01-510556-1 HOBART  04-005530-003  HOBART  PAFOC00583

<|

3 0 5 3 3 4 4
|>

L EFT H IN G E FO R O VEN
<|

3 0 5 3 0 1 9
|>

D O OR  H IN G E R OL L H O LD ER
mounting distance 120 mm - overall length 155 mm mounting distance 95 mm - overall length 110 mm

 height 150 mm  height 25 mm

    

HOBART  RIC0002134  HOBART

<|

3 0 5 3 3 4 5
|>

R IG H T H IN G E FO R O VEN
<|

3 0 5 3 0 1 9
|>

D O OR  H IN G E R OL L H O LD ER
mounting distance 120 mm - overall length 155 mm mounting distance 95 mm - overall length 110 mm

 height 150 mm  height 25 mm

    

HOBART  RIC0002133  HOBART

<T2

Hydraulic piping
T2>

<|

3 4 5 0 1 1 5
|>

P VC  P IPE ø  6 /9  m m  - 1 0  m
<|

3 4 5 0 2 0 9
|>

R U BBER  PIP E ø 1 3 x20  m m  - 4 0  m
alimentary operating temperature -40+100°C

    

HOBART  00-165168-001 HOBART  00-165168-007 HOBART  165168-10  HOBART  E143010 HOBART  143010

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

3 4 5 0 6 5 1
|>

R U BBER  PIP E 1 1 0 °C . ø  1 0x1 6  m m  - 4 0  m
<|

3 4 5 0 6 2 1
|>

R U BBER  PIP E 1 1 0 °C . ø  1 0x1 6  m m  - 5  m
temperature -30°+110°C temperature -30°+110°C

 operating pressure 10 bar  operating pressure 10 bar
 burst pressure 40 bar  burst pressure 40 bar
 non-toxic rubber hose  non-toxic rubber hose
 external ø 16 mm  external ø 16 mm
 internal ø 10 mm  internal ø 10 mm
 40-m rolls  for 40 m rolls see 3450651
 for 5-m rolls see 3450621  

    

HOBART  E143004 HOBART  139321-125 HOBART  143004  HOBART  E143004 HOBART  139321-125 HOBART  143004

HOBART  143182  HOBART  143182

<T2

Incandescent lamps and neon lamps
T2>

<|

3 2 2 1 6 3 8
|>

H A LO G EN L A M P  N EU T . OS RA M  G 4  2 0W  12 V
<|

3 2 2 1 0 6 1
|>

L A M P  E1 4  2 5 W  2 3 0 V
max. temperature 300°C max temperature 300°C - ø 26x57 mm

    

HOBART  1235342  HOBART  RTFOC00037

<|

3 2 2 1 4 7 9
|>

N EON  L A M P  FO R  OV EN G 2 5  G 2 3 1 1 W  2 3 0 V
<|

3 2 2 1 1 0 5
|>

N EU TR A L H A L OG EN  LA M P  G 4 2 0 W  1 2 V
for Convection oven electric (HOBART) CS1012E max. temperature 250°C

 for Convection oven gas (HOBART) CSD1013G  
 CSD2013G - CS1012G - CS1013G - CS2012G  
 CS2013G  
 for Electric oven (HOBART) CS1012E  

    

HOBART  491761-1  HOBART  844952

<T2

Indicator lights
T2>

<|

3 2 2 1 2 6 2
|>

G R EEN L A M P  R EC EPT A C L E
<|

3 2 2 1 1 0 1
|>

IN D IC A TO R  LIG HT  G REEN  2 3 0 V
head ø 14.5 mm - hole ø 12 mm head ø 15 mm - ø hole 13 mm - 120°C

  M faston 6.3x0.8 mm
  universal application

    

HOBART  E926114  HOBART  RTCU900290

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

3 2 2 1 0 9 7
|>

IN D IC A TO R  LIG HT  N EUT R A L 2 2 0 V
<|

3 2 2 1 0 2 5
|>

IN D IC A TO R  LIG HT  OR A N G E 23 0 V
head ø 8 mm  - 120°C head ø 15 mm - hole ø 13 mm - 120°C

  faston M 6.3x0.8 mm
  universal application

    

HOBART  E216006 HOBART  216006  HOBART  RTCU900072

<T2

Inlet hoses
T2>

<|

3 4 4 9 0 5 6
|>

IN L ET EL BO W  H OS E ø 3 /4 " FF 2 0 0 0  m m
<|

3 4 4 9 0 7 2
|>

IN L ET EL BO W  H OS E ø 3 /4 " FF 2 0 0 0  m m
thermoplastic hose ø 13x19 mm EPDM hose covered in nylon braiding ø 10x14 mm

 brass fittings ø 3/4"F with gaskets  brass fittings 3/4"F
 max temperature 90°C  max temperature 90°C
 max pressure 10 bar  max pressure 10 bar
 with WRAS approval  

    

HOBART  E929169 HOBART  929169  HOBART  E143170 HOBART  143170

<T2

Interference suppression filters
T2>

<|

3 1 6 0 4 7 9
|>

IN T ER FER ENC E SU P . FIL TER  D .E.M .FC 7 01 Y 2 FL
<|

3 1 6 0 3 8 3
|>

IN T ER FER ENC E SU P PR ES SION  FILT ER  A R EL  C R 1
0.47µF 100 OHM - 0.1 mF VAC 250

    

HOBART  E926144 HOBART  RTFOC00312 HOBART  926144  HOBART  RTFOC00023

<T2

Ironmongery (screws,nuts,washers)
T2>

<|

3 5 2 8 0 1 0
|>

FL A T W A S HER  M 6
<|

3 2 4 1 2 0 1
|>

S C RE W  NO  H EA D  W IT H H EX A GO N  SO C K ET M 4 X 6
ø internal/external 6.4/12 mm - thickness 1.6 mm stainless steel - cone end

 st./steel - UNI 6592 - DIN 125 A - ISO 7089  UNI 5927 - DIN 914 - ISO 4027

    

HOBART  602286  HOBART  VA-261-1

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

1 1 8 6 5 0 4
|>

W A SH ER  FL A T M 1 0
<| |>

internal/external ø 10.5/20 mm - thickness 2 mm
 stainless steel - UNI 6592 - DIN 125 A - ISO 7089  

    

HOBART  602288  

<T2

Knobs
T2>

<|

3 2 4 1 8 2 2
|>

G R EY KN O B ø 5 6  m m
<| |>

D-shaped hole 6x4.6 mm

    

HOBART  RTFOC00361  

<T2

Lamp receptacles and spare parts
T2>

<|

3 2 2 1 2 5 5
|>

FR A M E FOR  O VEN  LA M P  R EC EP TA C L E
<|

3 2 2 1 2 5 7
|>

G A SK ET F. O VEN  L A M P R EC EP T A C LE  S IL IC ON E
external dimensions 140x72 mm external dimensions 140x75 mm

    

HOBART  RTFOC00382  HOBART  RTFOC00202

<|

3 2 2 1 2 5 6
|>

G LA S S FO R  OV EN  L A M P  REC EPT A C L E
<|

3 2 2 1 2 3 2
|>

G LA S S FO R  OV EN  L A M P  REC EPT A C L E ø 5 3  m m
external dimensions 112x65 mm thread ø 33 mm - overall height 32 mm

 max temperature 500°C  

    

HOBART  RTFOC00201  HOBART  RTFOC00654

<|

3 2 2 1 1 1 5
|>

H A LO G EN L A M P  R EC EPT A C L E G4  2 0 W  1 2 V
<|

3 7 8 6 3 6 6
|>

G A SK ET FO R  OV EN  L A M P  REC EPT A C L E
wire connection length 130 mm external dimensions 78x40 mm

 for Convection oven electric (HOBART) CSL06E  intern.dimens.45x34 mm - dist.bw.mount.holes 65 mm
  for CONVECTION OVEN 4 LEVELS

    

HOBART  494045  

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 2 2 1 6 3 8
|>

H A LO G EN L A M P  N EU T . OS RA M  G 4  2 0W  12 V
<|

3 2 2 1 1 0 5
|>

N EU TR A L H A L OG EN  LA M P  G 4 2 0 W  1 2 V
max. temperature 300°C max. temperature 250°C

    

HOBART  1235342  HOBART  844952

<|

3 2 2 1 3 1 1
|>

L A M P  R EC EP T AC LE E1 4  2 5 W  2 3 0 V
<|

3 2 2 1 1 2 0
|>

L A M P  R EC EP T AC LE FO R  LA M P  E1 4  2 5W  23 0 V
mounting hole ø 36 mm dimensioni esterne 106x65 mm

 max temperature 300°C  

    

HOBART  144605-21  HOBART  RTFOC00036

<|

3 2 2 1 6 7 9
|>

L A M P  R EC EP T AC LE W /LA M P  E1 4  15 W  2 3 0 V
<|

3 2 2 1 0 5 3
|>

G A SK ET FO R  OV EN  L A M P  REC EPT A C L E
lamp glass ø 53 mm dimensions ø 48x38x5 mm

 mounting hole ø 36 mm  for OVEN
 max temperature 300°C  

    

HOBART  

<|

3 2 2 1 2 3 2
|>

G LA S S FO R  OV EN  L A M P  REC EPT A C L E ø 5 3  m m
<|

3 2 2 1 0 4 1
|>

L A M P  E1 4  1 5 W  2 3 0 V
thread ø 33 mm - overall height 32 mm max temperature 300°C - ø 22x50 mm

    

HOBART  RTFOC00654  

<|

3 2 2 1 3 1 1
|>

L A M P  R EC EP T AC LE E1 4  2 5 W  2 3 0 V
<|

D 4 2 1 0 1 5
|>

O VEN  LA M P  D R  FIS C H ER  E1 4  1 5 W  2 3 0 V
mounting hole ø 36 mm ø 22x49 mm - max temperature 300°C

 max temperature 300°C  

    

HOBART  144605-21  

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 2 2 1 6 2 5
|>

O VEN  LA M P  R EC EP TA C L E ø 5 1  m m
<| |>

thread ø 33 mm - overall height 27 mm

    

<T2

Magnets
T2>

<|

3 2 4 0 1 8 1
|>

P R OT EC TE D  M A G N ET 6 2 x1 8 x1 0  m m
<| |>

    

HOBART  E926014  

<T2

Microswitches, magnetic
T2>

<|

3 2 4 0 4 6 9
|>

M IC R O SW ITC H M A G N ETIC  ST EM  E7 10 -1 B
<|

3 2 4 0 1 4 8
|>

M A GN ET  6 3 x1 9 x1 1  m m
50VA 250V - NO contact - head 50x19 mm

    

HOBART  00-775491-001 HOBART  775491-1  

<T2

Microswitches, mechanical
T2>

<|

3 2 4 0 1 8 9
|>

M IC R O  SW ITC H M 1 D X 2 0  10 A  2 5 0 V
<|

3 2 4 0 2 3 4
|>

L IM IT  SW ITC H P IN

    

HOBART  1700340 HOBART  300682  

<|

3 2 5 0 0 7 1
|>

M IC R O SW ITC H S P RIN G ø  13 x2 5  m m
<|

3 2 4 0 2 3 5
|>

R IN G  NU T  M 1 6 x1 .5  m m

    

<|

5 0 0 3 3 5 0
|>

R OD  M IC R OS W IT C H   4 8 x3 0  m m
<| |>

    

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

3 2 4 0 2 5 8
|>

M IC R O SW ITC H R O LD  V R SR 9 6 D A 1 A C 5 4
<| |>

16A 250V

    

HOBART  RTFOC00711  

<|

3 2 4 0 4 1 0
|>

M IC R O SW ITC H 1 6 (4 )A  25 0 V
<|

3 2 4 0 2 0 3
|>

BU SH ING  D O OR  M IC RO SW IT C H
external ø 10x15 mm

    

HOBART  RTFOC00035  

<|

3 2 4 0 2 3 6
|>

L IM IT  SW ITC H C O N TR O L
<|

3 2 4 0 2 3 4
|>

L IM IT  SW ITC H P IN

    

<|

3 2 4 0 2 3 3
|>

M IC R O SW ITC H FITT IN G  M 16 x1 .5  m m
<|

3 2 5 0 0 7 1
|>

M IC R O SW ITC H S P RIN G ø  13 x2 5  m m

    

<|

3 2 4 0 2 3 5
|>

R IN G  NU T  M 1 6 x1 .5  m m
<| |>

    

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

Motors
T2>

<|

3 3 4 0 0 5 8
|>

M OT O R FIR  1 0 7 9 G A 2 3 5 0
<|

5 0 4 5 9 1 5
|>

M OT O R FIR  3 0 3 6
0,185 kW 230V 50/60Hz 4P 370W 230V 50/60Hz

 1A - 1400/1680rpm  rpm 1400/1700
 shaft length 64 mm  for Convection oven (HOBART) CSMU2012LAEKK
 shaft ø 17 mm - thread ø14 mm  
 capacitor 5 µF  
 for Convection oven (HOBART) CS2012E CSM0612LAE  

    

HOBART  844955-01 HOBART  844955-1 HOBART  895462  HOBART  895401-88

<|

3 2 4 0 0 0 0
|>

M OT O R W ITH  FA N  4 5W  2 2 0 V  5 0 /6 0 Hz
<| |>

fan ø 150 mm

    

HOBART  RIC0002339 HOBART  RTFOC00623  

<T2

Nozzles for humidifier
T2>

<|

5 0 2 8 9 2 0
|>

FITT IN G  F OR  N OZ ZL E ø 6  m m
<| |>

thread M10x1 mm

    

HOBART  RTFOC00020  

<|

5 0 2 8 9 1 9
|>

N OZ ZL E HU M ID IFIER  M 1 0 x1 -M 1 2 x1
<|

5 0 2 8 9 2 0
|>

FITT IN G  F OR  N OZ ZL E ø 6  m m
hole ø 1.50 mm thread M10x1 mm

    

HOBART  RTFOC00557  HOBART  RTFOC00020

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
<| |>

for model PEL 21-22-24-25

    

HOBART  RTCU900018  

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

O-Ring and ORM gaskets
T2>

<|

1 1 8 6 3 6 2
|>

O -R ING  0 2 0 2 1  EPD M
<|

3 1 8 6 2 9 0
|>

O -R ING  0 4 1 8 7  EPD M
ring thickness 1.78 mm - internal ø 5.28 mm ring thickness 3.53 mm - internal ø 47.22 mm

    

HOBART  E456009  HOBART  276903-21

<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
ring thickness 5.34 mm - internal ø 47.00 mm ring thickness 5.34 mm - internal ø 56.52 mm

    

HOBART  E456002 HOBART  JOTO1249 HOBART  067500-81  HOBART  067500-16 HOBART  67500-118 HOBART  67500-16

HOBART  456002 HOBART  456079 HOBART  67500-81  

<T2

Pilot burners and accessories
T2>

<|

3 0 2 0 0 8 3
|>

FITT IN G  A N D  O LIVE ø  4  m m
<|

3 0 2 0 0 8 4
|>

FITT IN G  A N D  O LIVE ø  6  m m

    

HOBART  RTCU700141  HOBART  RTCU900217

<|

3 0 2 0 0 8 5
|>

FITT IN G  F OR  SP A R KIN G P L UG  FIXIN G M 1 0 x1m m
<|

3 0 2 0 2 0 0
|>

FITT IN G  F OR  TH ER M OC OU P LE ø  6 .5  m m
thread M10x1

    

HOBART  RTCU900215 HOBART  317980  HOBART  RTCP800038

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 0 2 0 1 1 3
|>

O LIVE FO R  PIP E ø 4  m m
for model PEL 22-24-25

    

HOBART  RTCU900014  HOBART  RTCP800035

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

3 0 2 0 1 1 2
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 0 2 0 1 1 4
|>

O LIVE FO R  PIP E ø 6  m m

    

HOBART  T310275 HOBART  310275  HOBART  RTCU800183

<|

3 0 2 0 0 4 2
|>

P IL OT  JET  ø 0 .1 9  m m
<|

3 0 2 0 2 0 2
|>

P IL OT  JET  ø 0 .2 7  m m

    

HOBART  RTCP800041  HOBART  RTCP800059

<|

3 0 2 0 0 4 3
|>

P IL OT  JET  ø 0 .3 6  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M10x1

    

HOBART  RTCP800040  HOBART  RTCP800037

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 thread M10x1 mm

    

HOBART  RTCU900019  HOBART  RTCU800182

<|

3 0 2 0 2 5 1
|>

T AR G ET  O N E-FLA M E P IL O T BU R NE R S IT
<|

3 0 2 0 0 8 5
|>

FITT IN G  F OR  SP A R KIN G P L UG  FIXIN G M 1 0 x1m m
without sparking plug, gas nozzle and gasket

    

HOBART  RTCP800034  HOBART  RTCU900215 HOBART  317980

<|

3 0 2 0 2 0 0
|>

FITT IN G  F OR  TH ER M OC OU P LE ø  6 .5  m m
<|

3 0 0 1 0 0 3
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
thread M10x1 M faston M4x1 mm

  overall length 65 mm

    

HOBART  RTCP800038  

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 6 0
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 1 2 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M 4x1 mm connection ø 2.4 mm

 overall length 82 mm  overall length 58 mm
 model CB505/021 Junkers  
 for model P502F  

    

HOBART  RIC0003189 HOBART  RTCU900010  HOBART  RTCP800033

<|

3 0 2 0 2 9 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 3 6 5
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M4x1 mm connection ø 2.4 mm

 overall length 67 mm  overall length 52 mm

    

<|

3 0 2 0 1 1 3
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
for model PEL 21-22-24-25

    

HOBART  RTCP800035  

<|

3 0 2 0 1 1 4
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 0 2 0 2 0 1
|>

P IL OT  JET  ø 0 .1 4  m m

    

HOBART  RTCU800183  

<|

3 0 2 0 0 4 2
|>

P IL OT  JET  ø 0 .1 9  m m
<|

3 0 2 0 5 4 2
|>

P IL OT  JET  ø 0 .2 0  m m

    

HOBART  RTCP800041  

<|

5 0 4 7 5 7 8
|>

P IL OT  JET  ø 0 .2 4  m m
<|

3 0 2 0 2 0 2
|>

P IL OT  JET  ø 0 .2 7  m m

    

 HOBART  RTCP800059

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

2 1 0 2 4 0 5
|>

P IL OT  JET  ø 0 .3 5  m m
<|

3 0 2 0 0 4 3
|>

P IL OT  JET  ø 0 .3 6  m m

    

 HOBART  RTCP800040

<|

3 0 2 0 5 4 3
|>

P IL OT  JET  ø 0 .3 8  m m
<|

5 0 2 2 0 5 0
|>

P IL OT  JET  ø 0 .5 0  m m

    

<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M10x1 thread M10x1 mm

  for model PEL 21-22-24-25

    

HOBART  RTCP800037  

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 thread M10x1 mm

    

HOBART  RTCU900019  HOBART  RTCU800182

<|

3 0 2 0 0 1 0
|>

T AR G ET  P ILO T B UR N ER  SIT 2  FL A M ES
<|

3 0 2 0 0 8 5
|>

FITT IN G  F OR  SP A R KIN G P L UG  FIXIN G M 1 0 x1m m
supplied without sparking plug, nozzle and gasket

 with thermocouple fitting  

    

HOBART  RIC0003049  HOBART  RTCU900215 HOBART  317980

<|

3 0 2 0 2 0 0
|>

FITT IN G  F OR  TH ER M OC OU P LE ø  6 .5  m m
<|

3 0 0 1 0 0 3
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
thread M10x1 M faston M4x1 mm

  overall length 65 mm

    

HOBART  RTCP800038  

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 6 0
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 1 2 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M 4x1 mm connection ø 2.4 mm

 overall length 82 mm  overall length 58 mm
 model CB505/021 Junkers  
 for model P502F  

    

HOBART  RIC0003189 HOBART  RTCU900010  HOBART  RTCP800033

<|

3 0 2 0 2 9 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 3 6 5
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M4x1 mm connection ø 2.4 mm

 overall length 67 mm  overall length 52 mm

    

<|

3 0 2 0 1 1 3
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
for model PEL 21-22-24-25

    

HOBART  RTCP800035  

<|

3 0 2 0 1 1 4
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 0 2 0 0 8 6
|>

P IL OT  G A SK ET

    

HOBART  RTCU800183  

<|

3 0 2 0 2 0 1
|>

P IL OT  JET  ø 0 .1 4  m m
<|

3 0 2 0 0 4 2
|>

P IL OT  JET  ø 0 .1 9  m m

    

 HOBART  RTCP800041

<|

3 0 2 0 5 4 2
|>

P IL OT  JET  ø 0 .2 0  m m
<|

5 0 4 7 5 7 8
|>

P IL OT  JET  ø 0 .2 4  m m

    

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 0 2 0 2 0 2
|>

P IL OT  JET  ø 0 .2 7  m m
<|

2 1 0 2 4 0 5
|>

P IL OT  JET  ø 0 .3 5  m m

    

HOBART  RTCP800059  

<|

3 0 2 0 0 4 3
|>

P IL OT  JET  ø 0 .3 6  m m
<|

3 0 2 0 5 4 3
|>

P IL OT  JET  ø 0 .3 8  m m

    

HOBART  RTCP800040  

<|

5 0 2 2 0 5 0
|>

P IL OT  JET  ø 0 .5 0  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M10x1

    

 HOBART  RTCP800037

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm thread M10x1

 for model PEL 21-22-24-25  

    

 HOBART  RTCU900019

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm

    

HOBART  RTCU800182  

<|

3 0 2 0 0 0 6
|>

T HR EE-FL A M E P ILO T B UR N ER  SIT
<|

3 0 2 0 1 0 4
|>

BR A C K ET C L A M P  3 P O SITION S
multigas with jet  ø 0.20 mm

 with 3 positions bracket  

    

HOBART  RTCU900074  

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 0 2 0 1 0 3
|>

BR A C K ET 3  P OS IT IO N S
<|

3 0 2 0 1 0 9
|>

D EFL EC T OR  2  FL A M ES

    

<|

3 0 2 0 1 1 0
|>

D EFL EC T OR  3  FL A M ES
<|

5 0 4 8 7 1 3
|>

D EFL EC T OR  3  FL A M ES

    

<|

3 0 2 0 0 8 3
|>

FITT IN G  A N D  O LIVE ø  4  m m
<|

3 0 2 0 0 8 4
|>

FITT IN G  A N D  O LIVE ø  6  m m

    

HOBART  RTCU700141  HOBART  RTCU900217

<|

3 0 2 0 1 0 2
|>

H EXA G O N H EA D  S C R EW  3 /1 6 "x1 8  m m
<|

3 0 0 1 0 0 3
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M4x1 mm

  overall length 65 mm

    

<|

3 0 2 0 0 6 0
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 1 2 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M 4x1 mm connection ø 2.4 mm

 overall length 82 mm  overall length 58 mm
 model CB505/021 Junkers  
 for model P502F  

    

HOBART  RIC0003189 HOBART  RTCU900010  HOBART  RTCP800033

<|

3 0 2 0 2 9 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 3 6 5
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M4x1 mm connection ø 2.4 mm

 overall length 67 mm  overall length 52 mm

    

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
for model PEL 22-24-25 for model PEL 21-22-24-25

    

HOBART  RTCU900014  

<|

5 0 2 7 9 5 3
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 0 2 0 0 8 1
|>

O LIVE FO R  PIP E ø 6  m m
for COPRECI CAL3200

    

<|

3 0 2 0 0 9 7
|>

P IL OT  A ER A TION  R EGU L A TO R
<|

3 0 2 0 0 5 4
|>

P IL OT  JET  ø 0 .2 0  m m
internal ø 7 mm - external ø 9 mm

 height 10 mm  

    

<|

3 0 2 0 1 5 6
|>

P IL OT  JET  ø 0 .2 5  m m
<|

4 0 5 8 5 2 5
|>

P IL OT  JET  ø 0 .3 0  m m

    

<|

3 0 2 0 0 5 5
|>

P IL OT  JET  ø 0 .3 5  m m
<|

5 0 1 5 5 1 6
|>

P IL OT  JET  ø 0 .4 0  m m

    

<|

3 5 0 0 2 6 9
|>

P IL OT  JET  ø 0 .4 5  m m
<|

5 0 7 5 9 8 9
|>

P IL OT  JET  ø 0 .7 0  m m

    

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 0 2 0 3 0 8
|>

P IL OT  W IT H  NO ZZ LE ø  0 .4 0 m m
<|

3 0 2 0 1 0 5
|>

P IL OT  W IT H  0 .2 0  m m  ø JET

    

<|

3 0 2 0 1 0 6
|>

P IL OT  W IT H  0 .2 5  m m  ø JET
<|

3 0 2 0 1 0 7
|>

P IL OT  W IT H  0 .3 5  m m  ø JET

    

<|

3 0 2 0 0 7 9
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread ø 3/8"M thread M10x1

    

 HOBART  RTCP800037

<|

5 0 3 3 1 3 8
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread ø 1/8"M thread M10x1

    

 HOBART  RTCU900019

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm

    

HOBART  RTCU800182  

<T2

Probes
T2>

<|

3 3 9 7 1 5 4
|>

T EM P ER A TU R E P R OBE
<| |>

2 wires - bulb ø 4x86 mm
 cable length 1300 mm  

    

HOBART  301461  

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

Relays
T2>

<|

3 3 5 1 9 0 1
|>

P OW E R R EL A Y FIN D ER  6 0 .6 2 .8 .2 3 0 .0 0 00
<|

3 3 5 1 0 2 1
|>

P OW E R R EL A Y FIN D ER  6 2 .8 2 .8 .2 3 0 .0 0 00
230V 50/60Hz 230V 50/60Hz

 2 exchange contacts 10A  2 exchange contacts 16A

    

HOBART  229023  HOBART  E929115 HOBART  929115

<|

3 3 5 1 0 2 9
|>

P OW E R R EL A Y FIN D ER  6 2 .8 2 .8 .2 3 0 .0 3 00
<|

3 3 5 1 0 0 8
|>

P OW E R R EL A Y FIN D ER  6 2 .8 3 .8 .2 3 0 .0 0 00
230V 50/60Hz 230V 50/60Hz

 2 contacts NO 16A  3 exchange contacts 16A

    

HOBART  E229039 HOBART  229039  HOBART  229036 HOBART  900073

<|

5 0 7 2 2 3 4
|>

P OW E R R EL A Y FIN D ER  6 2 .8 3 .8 .2 3 0 .0 3 00
<|

3 3 5 1 6 0 2
|>

P OW E R R EL A Y FIN D ER  6 5 .3 1 .8 .2 3 0 .0 3 00
complete with bracket 230V 50/60Hz

 230V 50/60Hz  1 contact NO 30A
 3 changeover contacts 16A  

    

HOBART  E229040 HOBART  229040  HOBART  DER111 HOBART  00-371450-010 HOBART  229029

 HOBART  371450-10 HOBART  37145010

<|

3 3 5 1 6 0 5
|>

R EL AY  PO W ER  FIN D ER  6 0 .6 3 .8 .2 3 0 .0 0 00
<| |>

230V 50/60Hz
 3 exchange contacts 10A  

    

HOBART  139321-354 HOBART  139321-395 HOBART  229024  

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

Selector switches
T2>

<|

3 0 5 7 0 5 0
|>

C O N NEC TING  BR A C K ET 2 8 x2 1 x1 6  m m
<|

3 0 5 7 0 1 4
|>

S ELEC TO R S W IT C H  0 -1  P O SITION S
distance between hooking brackets 27 mm contact capacity 16A 250V - max 150°C

 f/connection between selector switch and thermost.  D spindle ø 6x4.6 mm
  back connection for thermostat

    

HOBART  RTBF900037 HOBART  RTCU900112 HOBART  300177  HOBART  RTBF900007

HOBART  905109  

<|

3 0 5 7 0 9 7
|>

S ELEC TO R S W IT C H  0 -2  P O SITION S
<|

3 0 5 7 1 3 9
|>

S ELEC TO R S W IT C H  0 -2  P O SITION S
contact capacity 16A 250V - max 150°C contact capacity 16A 250V - max 150°C

 D-shaped pin ø 6x4.6 mm  D-shaped pin ø 6x4.6 mm

    

HOBART  RTCU700454  HOBART  RTFOC00694

<|

3 0 5 7 0 2 3
|>

S ELEC TO R S W IT C H  0 -6  P O SITION S
<| |>

contact capacity 32A 250V - max 150°C
 D shaft ø 6x4.6 mm  

    

HOBART  RTCU800151  

<T2

Solenoid valves
T2>

<|

3 1 2 0 0 1 7
|>

A D JU S TER  FO R O U TL ET EL BI OR A N GE
<|

3 1 2 0 0 1 5
|>

A D JU S TER  FO R O U TL ET EL BI RED
flow rate 2.5 L/min - tolerance +/- 25% flow rate 0.5 L/min - tolerance +/- 25%

    

HOBART  RTFOC00120  HOBART  E133009

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

3 1 2 0 0 0 5
|>

S OL EN . VA L VE EL BI T YP E 3 2 9  1  W AY  1 80 °
<|

3 1 2 0 0 1 9
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
220/240V 50/60Hz - max. temperature 90°C flow rate 5.5 L/min - tolerance +/- 15%

 inlet 3/4" - outlet ø 10.5 mm  

    

HOBART  RTFOC00022 HOBART  00-371450-021 HOBART  240011  

HOBART  240016 HOBART  240018 HOBART  371450-21  

HOBART  775742-2  

<|

3 1 2 0 0 2 1
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
<|

3 1 2 0 0 2 2
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
flow rate 12 L/min - tolerance +/- 15% flow rate 16 L/min - tolerance +/- 15%

    

<|

3 1 2 0 0 3 7
|>

A D JU S TER  FO R O U TL ET EL BI GR EEN
<|

3 1 2 0 2 0 1
|>

A D JU S TER  FO R O U TL ET EL BI GR EY
flow rate 0.25 L/min - tolerance +/- 25% flow rate 4.7 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 6
|>

A D JU S TER  FO R O U TL ET EL BI NEU T RA L
<|

3 1 2 0 0 1 7
|>

A D JU S TER  FO R O U TL ET EL BI OR A N GE
flow rate 1.2 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

 HOBART  RTFOC00120

<|

3 1 2 0 0 1 5
|>

A D JU S TER  FO R O U TL ET EL BI RED
<|

3 1 2 0 2 0 3
|>

A D JU S TER  FO R O U TL ET EL BI W HITE
flow rate 0.5 L/min - tolerance +/- 25% flow rate 2 L/min - tolerance +/- 25%

    

HOBART  E133009  

<|

3 1 2 0 2 0 2
|>

A D JU S TER  FO R O U TL ET EL BI YEL LO W
<|

3 1 2 0 0 0 0
|>

FILT ER  FOR  IN L ET S OL EN OID  VA L V E ELBI
flow rate 0.35 L/min / tolerance +/- 25%

    

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 1 2 0 2 0 4
|>

O UT L ET A D JU S TER  EL BI BL A C K
<| |>

flow rate 5.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 5 0 5
|>

S OL EN . VA L VE EL BI T YP E 3 2 9  1  W AY  1 80 °
<|

3 1 2 0 0 1 9
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
24V 50/60Hz - max. temperature 90°C flow rate 5.5 L/min - tolerance +/- 15%

 inlet 3/4" - outlet ø 10.5 mm  

    

HOBART  E927242  

<|

3 1 2 0 0 2 1
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
<|

3 1 2 0 0 2 2
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
flow rate 12 L/min - tolerance +/- 15% flow rate 16 L/min - tolerance +/- 15%

    

<|

3 1 2 0 0 3 7
|>

A D JU S TER  FO R O U TL ET EL BI GR EEN
<|

3 1 2 0 2 0 1
|>

A D JU S TER  FO R O U TL ET EL BI GR EY
flow rate 0.25 L/min - tolerance +/- 25% flow rate 4.7 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 6
|>

A D JU S TER  FO R O U TL ET EL BI NEU T RA L
<|

3 1 2 0 0 1 7
|>

A D JU S TER  FO R O U TL ET EL BI OR A N GE
flow rate 1.2 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

 HOBART  RTFOC00120

<|

3 1 2 0 0 1 5
|>

A D JU S TER  FO R O U TL ET EL BI RED
<|

3 1 2 0 2 0 3
|>

A D JU S TER  FO R O U TL ET EL BI W HITE
flow rate 0.5 L/min - tolerance +/- 25% flow rate 2 L/min - tolerance +/- 25%

    

HOBART  E133009  

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 1 2 0 2 0 2
|>

A D JU S TER  FO R O U TL ET EL BI YEL LO W
<|

3 1 2 0 0 0 0
|>

FILT ER  FOR  IN L ET S OL EN OID  VA L V E ELBI
flow rate 0.35 L/min / tolerance +/- 25%

    

<|

3 1 2 0 2 0 4
|>

O UT L ET A D JU S TER  EL BI BL A C K
<| |>

flow rate 5.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 0 7
|>

S OL EN . VA L VE EL BI T YP E 3 4 9  2  W AY  1 80 °
<|

3 1 2 0 0 1 9
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
220/240V 50/60Hz - max. temperature 90°C flow rate 5.5 L/min - tolerance +/- 15%

 inlet 3/4" - two outlets ø 10.5 mm  

    

HOBART  E240003 HOBART  00-139321-065 HOBART  139321-65  

HOBART  240003  

<|

3 1 2 0 0 2 1
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
<|

3 1 2 0 0 2 2
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
flow rate 12 L/min - tolerance +/- 15% flow rate 16 L/min - tolerance +/- 15%

    

<|

3 1 2 0 0 3 7
|>

A D JU S TER  FO R O U TL ET EL BI GR EEN
<|

3 1 2 0 2 0 1
|>

A D JU S TER  FO R O U TL ET EL BI GR EY
flow rate 0.25 L/min - tolerance +/- 25% flow rate 4.7 L/min - tolerance +/- 25%

    

<|

3 1 2 0 0 1 6
|>

A D JU S TER  FO R O U TL ET EL BI NEU T RA L
<|

3 1 2 0 0 1 7
|>

A D JU S TER  FO R O U TL ET EL BI OR A N GE
flow rate 1.2 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

 HOBART  RTFOC00120

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 1 2 0 0 1 5
|>

A D JU S TER  FO R O U TL ET EL BI RED
<|

3 1 2 0 2 0 3
|>

A D JU S TER  FO R O U TL ET EL BI W HITE
flow rate 0.5 L/min - tolerance +/- 25% flow rate 2 L/min - tolerance +/- 25%

    

HOBART  E133009  

<|

3 1 2 0 2 0 2
|>

A D JU S TER  FO R O U TL ET EL BI YEL LO W
<|

3 1 2 0 0 0 0
|>

FILT ER  FOR  IN L ET S OL EN OID  VA L V E ELBI
flow rate 0.35 L/min / tolerance +/- 25%

    

<|

3 1 2 0 2 0 4
|>

O UT L ET A D JU S TER  EL BI BL A C K
<| |>

flow rate 5.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 5 0 7
|>

S OL EN . VA L VE EL BI T YP E 3 4 9  2  W AY  1 80 °
<|

3 1 2 0 0 1 9
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
24V 50/60Hz - max. temperature 90°C flow rate 5.5 L/min - tolerance +/- 15%

 inlet 3/4" - two outlets ø 10.5 mm  

    

HOBART  E927001  

<|

3 1 2 0 0 2 1
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
<|

3 1 2 0 0 2 2
|>

A D JU S TER  FO R INL ET  ELB I BL A C K
flow rate 12 L/min - tolerance +/- 15% flow rate 16 L/min - tolerance +/- 15%

    

<|

3 1 2 0 0 3 7
|>

A D JU S TER  FO R O U TL ET EL BI GR EEN
<|

3 1 2 0 2 0 1
|>

A D JU S TER  FO R O U TL ET EL BI GR EY
flow rate 0.25 L/min - tolerance +/- 25% flow rate 4.7 L/min - tolerance +/- 25%

    

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 1 2 0 0 1 6
|>

A D JU S TER  FO R O U TL ET EL BI NEU T RA L
<|

3 1 2 0 0 1 7
|>

A D JU S TER  FO R O U TL ET EL BI OR A N GE
flow rate 1.2 L/min - tolerance +/- 25% flow rate 2.5 L/min - tolerance +/- 25%

    

 HOBART  RTFOC00120

<|

3 1 2 0 0 1 5
|>

A D JU S TER  FO R O U TL ET EL BI RED
<|

3 1 2 0 2 0 3
|>

A D JU S TER  FO R O U TL ET EL BI W HITE
flow rate 0.5 L/min - tolerance +/- 25% flow rate 2 L/min - tolerance +/- 25%

    

HOBART  E133009  

<|

3 1 2 0 2 0 2
|>

A D JU S TER  FO R O U TL ET EL BI YEL LO W
<|

3 1 2 0 0 0 0
|>

FILT ER  FOR  IN L ET S OL EN OID  VA L V E ELBI
flow rate 0.35 L/min / tolerance +/- 25%

    

<|

3 1 2 0 2 0 4
|>

O UT L ET A D JU S TER  EL BI BL A C K
<| |>

flow rate 5.5 L/min - tolerance +/- 25%

    

<|

3 1 2 0 2 6 1
|>

S OL EN OID  VA L VE M Ü LL ER  1  W A Y 1 8 0 °
<|

3 1 2 0 2 7 1
|>

C O IL  M ÜL L ER  22 0 /2 4 0 V  5 0 /6 0 Hz
220/240V 50/60Hz - max. temperature 90°C max temperature 90°C

 inlet 3/4" - outlet ø 10.5 mm  

    

HOBART  DEV1  

<|

3 1 2 0 2 7 4
|>

C O IL  M ÜL L ER  22 0 /2 4 0 V  5 0 /6 0 Hz
<|

3 1 2 0 2 7 3
|>

C O IL  M ÜL L ER  23 0 V  6 0 Hz
max. temperature 90°C temperature 90°C - for dispenser

 with cable length 2000 mm  

    

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 1 2 0 3 2 5
|>

C O IL  M ÜL L ER  24 V ac 5 0 /6 0 H z
<|

5 0 2 3 1 6 5
|>

FILT ER  IN LET  FO R S OL EN OID  VA L V E M Ü L LE R
max temperature 90°C ø 19 mm

    

<|

3 1 2 0 1 6 3
|>

S OL EN OID  VA L VE M Ü LL ER  1  W A Y 9 0 °
<|

3 1 2 0 2 7 1
|>

C O IL  M ÜL L ER  22 0 /2 4 0 V  5 0 /6 0 Hz
220/240V 50/60Hz - max. temperature 90°C max temperature 90°C

 inlet 3/4" - outlet ø 13.5 mm  

    

HOBART  00-324207-001 HOBART  324207-01 HOBART  324207-1  

<|

3 1 2 0 2 7 4
|>

C O IL  M ÜL L ER  22 0 /2 4 0 V  5 0 /6 0 Hz
<|

3 1 2 0 2 7 3
|>

C O IL  M ÜL L ER  23 0 V  6 0 Hz
max. temperature 90°C temperature 90°C - for dispenser

 with cable length 2000 mm  

    

<|

3 1 2 0 3 2 5
|>

C O IL  M ÜL L ER  24 V ac 5 0 /6 0 H z
<|

5 0 2 3 1 6 5
|>

FILT ER  IN LET  FO R S OL EN OID  VA L V E M Ü L LE R
max temperature 90°C ø 19 mm

    

<|

5 0 2 7 7 2 9
|>

S PR ING  FO R M Ü L LER  S OL EN OID  VA L VE C O IL
<| |>

    

<|

3 1 2 0 1 6 4
|>

S OL EN OID  VA L VE M Ü LL ER  2  W A Y 9 0 °
<|

3 1 2 0 2 7 1
|>

C O IL  M ÜL L ER  22 0 /2 4 0 V  5 0 /6 0 Hz
220/240V 50/60Hz - max. temperature 90°C max temperature 90°C

 inlet 3/4" - two outlets ø 13.5 mm  

    

HOBART  324208-1  

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 1 2 0 2 7 4
|>

C O IL  M ÜL L ER  22 0 /2 4 0 V  5 0 /6 0 Hz
<|

3 1 2 0 2 7 3
|>

C O IL  M ÜL L ER  23 0 V  6 0 Hz
max. temperature 90°C temperature 90°C - for dispenser

 with cable length 2000 mm  

    

<|

3 1 2 0 3 2 5
|>

C O IL  M ÜL L ER  24 V ac 5 0 /6 0 H z
<|

5 0 2 3 1 6 5
|>

FILT ER  IN LET  FO R S OL EN OID  VA L V E M Ü L LE R
max temperature 90°C ø 19 mm

    

<|

3 1 2 0 5 4 0
|>

S OL EN OID  VA L VE R O BER TS HA W  2 3 0 V  ø 1 0  m m
<|

3 1 2 0 4 9 9
|>

A D JU S TER  FO R O U TL ET R O BER TS HA W  B LU
solen.valve 180° - 230V 6W 50/60Hz - max 90°C flow rate 1.2 L/min - tolerance +/- 25%

 inlet 3/4" - two outlets ø 10 mm  
 1 outlet with adjusters - blue  

    

HOBART  ROB2000  

<T2

Spark generators
T2>

<|

3 1 8 1 0 0 2
|>

S PA R K  GEN ER A TO R  2  OU TL ET S
<|

3 1 8 1 0 0 3
|>

S PA R K  GEN ER A TO R  4  OU TL ET S
220/240V  50/60Hz 220/240V  50/60Hz

    

HOBART  RTBF800129  HOBART  T308488 HOBART  308467 HOBART  308488

<T2

Sparking and detection plugs
T2>

<|

3 0 2 0 0 6 0
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 1 2 4
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M 4x1 mm connection ø 2.4 mm

 overall length 82 mm  overall length 58 mm
 model CB505/021 Junkers  
 for model P502F  

    

HOBART  RIC0003189 HOBART  RTCU900010  HOBART  RTCP800033

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

Supports
T2>

<|

5 0 5 0 4 0 4
|>

R U BBER  SU P P OR T H  9  m m
<| |>

external ø 16 mm - hole ø 8 mm

    

HOBART  00-491760-000 HOBART  491760  

<T2

Switches
T2>

<|

3 3 1 9 9 4 4
|>

BIPO L A R S W IT C H  GR EEN  1 6 A  2 5 0 V
<|

3 3 1 9 7 8 0
|>

BL OC K C O N NE C TION  W H IT E 2 2 x3 0  m m
16(4)A 250V - max. temperature 120°C

 with indicator light - silk screen printing O - I  
 mounting hole 22x30 mm  

    

HOBART  15243565  

<|

3 3 1 9 7 7 9
|>

BL OC K C O N NE C TION S  BLA C K  2 2 x30  m m
<|

3 3 1 9 7 8 2
|>

FR A M E SA FET Y 2  SID ES B LA C K  2 2 x3 0  m m

    

<|

3 3 1 9 7 8 3
|>

FR A M E SA FET Y 4  SID ES B LA C K  2 2 x3 0  m m
<|

3 3 1 9 5 0 1
|>

P U SH -BUT TO N  P RO TEC TION  C A P
external dimensions 29x36 mm

  for switches with mounting hole 22x30 mm

    

<|

5 0 4 7 2 5 3
|>

C O N TA C T  SU P PO R T M O ELL ER -EA TO N M 2 2 -A
<|

3 3 1 9 6 1 7
|>

D O UB LE C ON TA C T SW IT C H 1 6 A  2 5 0 V

    

HOBART  00-887015-012 HOBART  887015-12  HOBART  E226071 HOBART  139321-455 HOBART  226071

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

5 0 1 9 3 3 5
|>

P U SH -BUT TO N  BL AC K R U BBER  ø 2 4 x1 4  m m
<|

5 0 4 7 2 5 4
|>

R OD  N O  M OEL L ER-EA T ON  M 2 2 -K 1 0

    

HOBART  RTFOC00641  HOBART  00-887015-001 HOBART  887015-1

<T2

Terminal blocks
T2>

<|

3 2 4 7 0 2 5
|>

T ERM INA L  BL OC K 1 2 -PO L ES O F P LA S TIC
<|

3 2 4 7 0 0 9
|>

T ERM INA L  BL OC K 6 -P OL ES FV 1 2 2 /B 4 0 A  6 0 0V
for cable 0.5-2.5 mm² for cable max 6 mm²

 operating temperature 150°C  operating temperature 150°C
 nominal voltage 450V  nominal voltage 450 V

    

HOBART  RTBF900045  HOBART  E220011 HOBART  220011

<T2

Thermocouples and accessories
T2>

<|

3 4 4 0 0 1 9
|>

EX TEN S IO N FO R  TH ER M OC O U PL E M 9 x1  6 0  cm .
<|

3 4 4 0 0 1 5
|>

IN T ER RU P TION  C O N NEC TO R  M 9 x1
female nut M9x1

    

HOBART  RTCP800131  HOBART  RTCP800073

<|

3 4 4 0 0 3 8
|>

T HER M O C OU P LE  SIT  M 9 x1  1 2 0  cm
<|

3 4 4 0 8 3 8
|>

T HER M O C OU P LE  SIT  M 9 x1  1 2 0  cm  - 1 0  P C S

    

HOBART  RTCU900061  HOBART  RTCU900061

<|

3 4 4 0 8 3 8
|>

T HER M O C OU P LE  SIT  M 9 x1  1 2 0  cm  - 1 0  P C S
<|

3 4 4 0 8 3 5
|>

T HER M O C OU P LE  SIT  M 9 x1  6 0  cm  - 1 0  P C S

    

HOBART  RTCU900061  HOBART  RIC0003190

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

3 4 4 0 0 3 5
|>

T HER M O C OU P LE  SIT  M 9 x1  6 0  cm .
<|

3 4 4 0 8 3 5
|>

T HER M O C OU P LE  SIT  M 9 x1  6 0  cm  - 1 0  P C S

    

HOBART  RIC0003190  HOBART  RIC0003190

<T2

Thermostatic gas valves
T2>

<|

3 3 4 5 0 1 8
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 8
|>

O LIVE FO R  PIP E ø 1 0  m m
operating temperature 100-300°C for model PEL 22-24-25

 connections M16x1.5 mm  
 thermocouple connection M9x1  
 bulb ø 6x75 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

HOBART  RTCU700289 HOBART  T310137 HOBART  310137  HOBART  RTCU900016

<|

3 3 4 8 0 4 4
|>

O LIVE FO R  PIP E ø 1 0  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
for model PEL 20-21-24-25 for model PEL 22-24-25

    

HOBART  RTCU900012  HOBART  RTCU900014

<|

3 3 4 8 0 3 6
|>

O LIVE FO R  PIP E ø 4  m m
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PIP E ø 6  m m
for model PEL 21-22-24-25 for model PEL 21-22-24-25

    

 HOBART  RTCU900018

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 mm thread M16x1.5 mm

 for model PEL 22-24-25  for model PEL 20-21-24-25

    

HOBART  RTCU900017  HOBART  RTCU700297 HOBART  RTCU900013

<T1

HOBART
T1>



Suitable for: Suitable for:
<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 7
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 mm thread M10x1

 for model PEL 22-24-25  

    

HOBART  RTCU900015  HOBART  RTCP800037

<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1 mm thread M10x1

 for model PEL 21-22-24-25  

    

 HOBART  RTCU900019

<|

5 0 1 4 7 5 7
|>

P IP E FITT IN G  ø  6  m m
<| |>

thread M10x1 mm

    

HOBART  RTCU800182  

<T2

Thermostats
T2>

<|

3 4 4 4 9 7 4
|>

S IN GL E-P HA S E TH ER M OS TA T  1 0 0 -6 1 5 °C
<|

3 4 4 4 9 1 2
|>

S IN GL E-P HA S E TH ER M OS TA T  3 2 0 °C
complete with switch with manual reset

 D-shaped pin ø 6x4.6 mm  covered capillary length 860 mm - 16A 250V
 covered capillary length 1100 mm - 16A 250V  bulb ø 4x100 mm
 bulb ø 4x230 mm  

    

HOBART  301034  HOBART  301066

<|

3 4 4 4 2 8 5
|>

S IN GL E-P HA S E TH ER M OS TA T  3 5 0 °C
<|

3 4 4 4 4 2 8
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -2 7 0 °C
with manual reset D-shaped pin ø 6x4.6 mm

 covered capillary length 870 mm - 16A 250V  capillary length 870 mm - 16A 250V
 bulb ø 6x77 mm  bulb ø 3x230 mm - with stuff.gland coupling M10x1

    

HOBART  RTFOC00038  HOBART  RTFOC00698

<T1

HOBART
T1>



Suitable for: Suitable for:

<|

3 7 4 4 0 9 9
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -2 7 0 °C
<|

3 4 4 4 1 7 4
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -3 2 0 °C
D-shaped pin ø 6x4.6 mm D-shaped pin ø 6x4.6 mm

 covered capillary length 800 mm  capillary length 900 mm - 16A 250V
 bulb ø 3x230 mm  bulb ø 3x220 mm

    

HOBART  RTCU600186  HOBART  RTCU700455

<|

3 4 4 4 0 0 4
|>

T HER M O ST AT  SIN GL E-P HA S E TR 2  0 -90 °C
<|

3 4 4 4 9 5 3
|>

T HER M O ST AT  SIN GL E-P HA S E 2 2 0 °C
D-shaped pin ø 6x4.6 mm with manual reset

 capillary length 1500 mm - 15A 250V  capillary length 1800 mm - 16A 250V
 bulb ø 6.5x95 mm  bulb ø 3x130 mm
  for Convection oven electric (HOBART) CSD0612ET
  CSD1012ET - CSL06E - CSL10E - CSM2011IE
  CSM2011N - CSM2021IE - CSM2021N - CS1013G
  for Convection oven gas (HOBART) CSD1013G
  CSD2013G - CS2013G

    

HOBART  E929044  HOBART  154344

<|

3 4 4 4 9 5 9
|>

T HR EE-P HA S E TH ER M OS TA T  2 2 0 °C
<|

3 4 4 4 3 5 4
|>

T HR EE-P HA S E TH ER M OS TA T  3 5 0 °C
with manual reset with manual reset

 capillary length 1000 mm  capillary length coated 950 mm - 10A 400V
 bulb ø 6x90 mm  bulb ø 3x190 mm

    

HOBART  301061  HOBART  RTCU800152

<|

3 4 4 4 9 2 6
|>

3 -PH A S E TH ER M OS TA T  5 0 -2 6 0 °C
<| |>

D-shaped pin ø 6x4.6 mm
 capillary length 1550 mm - 10A 400V  
 bulb ø 6x140 mm - with stuff.gland coupling M9x1  
 with complete tank sealing coupling M12x1  

    

HOBART  301052  

<T1

HOBART
T1>



Suitable for: Suitable for:

<T2

Timers
T2>

<|

3 4 4 6 1 8 2
|>

T IM ER   12 0  M INU T S C 5 3
<| |>

mechanical timer with manual reset
 manually set cycle from 120 minutes  
 2- poles  
 1 contact NO  
 1 contact NC  
 contact capacity 16(4)A 250V  
 max temperature 125°C  
 D-shaped pin ø 6x4.6 mm  
 for Convection oven electric (HOBART) CSL06E  
 CSL10E - CSM0611E - CSM0611N - CSM1011IE  
 CSM1011N - CSM1021IE - CSM1021N - CSM2011IE  
 CSM2011N - CSM2021IE - CSM2021N  

    

HOBART  00-845384-000 HOBART  00-895401-189 HOBART  845384  

HOBART  895401-189  

<|

3 4 4 6 0 6 1
|>

T IM ER  KIT 1 2 0  M IN U TES  M S 6 5
<|

3 3 9 7 1 1 7
|>

A L AR M  W ITH  C A R D
with board dimensions 45x48 mm

 mechanical timer with manually set  
 120 minutes manually set cycle  
 contact capacity 16(4)A 250V  
 max temperature 100°C  
 D-shaped pin ø 6x4.6 mm  

    

HOBART  RTFOC00699  

<T1

HOBART
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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