
Spare parts for the professional sector:

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
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Suitable universal spare parts may not be included

<T1

LOTUS
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included

R
e

l.
 2

0
1

8
-0

2
1

3
1

4
0

8

Ovens



Suitable for: Suitable for:

<T2

Bushings
T2>

<|

3 0 5 3 5 7 2
|>

H IN G E BU SH IN G
<| |>

ø external 20/14 mm
 ø internal 10 mm  
 h 18 mm  

    

LOTUS  _C1043-00  

<T2

Buzzers
T2>

<|

3 3 9 7 1 1 7
|>

A L AR M  W ITH  C A R D
<| |>

dimensions 45x48 mm

    

LOTUS  _C5366-00  

<T2

Cables for piezo igniters
T2>

<|

3 0 0 1 0 1 8
|>

IG N IT IO N  LEA D  6 0 0  m m
<| |>

with faston ø 2.4 mm for ignition
 with faston ø 4 mm for electrode  

    

LOTUS  547013900  

<T2

Contactors
T2>

<|

3 4 4 6 5 6 2
|>

C O N TA C T OR  L OV A TO  BF0 9 0 1 A
<| |>

coil 9A 230V 50/60Hz 4.2Kw
 3 normally open contacts  
 1 normally closed auxiliary contact  

    

LOTUS  537010100  

<T1

LOTUS
T1>



Suitable for: Suitable for:

<T2

Door glasses for oven and accessories
T2>

<|

5 0 3 0 4 6 2
|>

IN T ER NA L  G LA S S O VEN  D O OR  6 1 0 x3 3 0  m m
<| |>

    

LOTUS  _C2167-00  

<T2

Electrical gas valves and accessories
T2>

<|

3 5 2 6 1 2 4
|>

K NO B EX TEN S IO N L EN G TH  6 7  m m
<| |>

for VALVE 820 NOVA-824 NOVASIT

    

LOTUS  536022500  

<T2

Electronic boards
T2>

<|

3 3 9 0 0 3 8
|>

EL EC T RO N IC  C O N TR O L BO A R D  1 9 5 x9 5  m m
<| |>

for ovens with penetration probe

    

LOTUS  _C2560-00  

<T2

Energy regulators
T2>

<|

3 3 5 0 0 2 6
|>

EN ER GY  REG U L AT O R
<| |>

contact capacity 230V 13A - max temperature 125°C
 D-shaped pin ø 6x4.6 mm  
 double rotation direction  
 for PYROCERAM. TOPS-SALAMANDERS-POTATO WARMERS  

    

LOTUS  _02390 LOTUS  _07931 LOTUS  537013300  

LOTUS  537020100 LOTUS  537021500  

<T1

LOTUS
T1>



Suitable for: Suitable for:

<T2

Fans for motors
T2>

<|

3 2 4 0 2 4 3
|>

FA N  ø 1 6 5  m m
<| |>

thickness 43 mm
 total blades 36 - ø hole 8 mm  

    

LOTUS  _C3612-00  

<T2

Gaskets for oven door
T2>

<|

5 0 2 9 0 9 8
|>

G A SK ET FO R  OV EN  D OO R  KIT
<|

3 1 8 6 4 1 2
|>

G A SK ET FO R  OV EN  D OO R  14 2 0  m m
made of silicone elastomer made of silicone elastomer

 4 pieces profile dimension 26.4x26 mm  profile dimensions 24x15 mm
 2 pcs length 750 mm - 2 pz length 580 mm  COLOUR BLACK
 COLOUR: BLACK  

    

LOTUS  _C2215-02  LOTUS  _C6090-00

<|

3 1 8 6 3 9 7
|>

G A SK ET FO R  OV EN  D OO R  22 0 0  m m
<|

3 7 8 6 6 0 0
|>

G A SK ET FO R  OV EN  D OO R  46 0 x3 7 0  m m
made of silicone elastomer made of silicone elastomer

 profile dimensions 28x20 mm  profile dimensions 12x10 mm
 COLOUR BLACK  with fastening clips
  COLOUR BLACK
  for Convection oven electric (LOTUS) 75GU

    

LOTUS  C5220-00 LOTUS  RRC5220-00  LOTUS  _75R0003

<T2

Handles
T2>

<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
<|

3 2 4 2 0 4 8
|>

D O OR  S TR IK E
for high temperatures distance between mounting holes 40 mm

 mounting distance 43 mm  

    

LOTUS  _RRC2210-02 LOTUS  RRC2210-02  LOTUS  _C2211-02 LOTUS  RRC2211-02

<T1

LOTUS
T1>



Suitable for: Suitable for:

<|

3 2 4 2 7 5 3
|>

L H-R H  C A TC H  W ITH OU T  LO C K  7 9 1 C R
<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
for high temperatures for high temperatures

 curved handgrip  mounting distance 43 mm
 length 254x30 mm - distance 133 mm  
 adjustable catch from 9 to 22 mm  

    

LOTUS  LOTUS  _RRC2210-02 LOTUS  RRC2210-02

<|

3 2 4 2 2 2 0
|>

L OC K ING  W ITH OU T  C HR O M .KEY  LO C K  ERG O  6 1 88
<| |>

RAHRBACH - mounting distance 150 mm
 base lenght 185.5x23.5x33.2h mm  

    

LOTUS  _C8050-00  

<|

3 2 4 2 1 4 4
|>

O VEN  D O OR  H AN D L E 2 6 0 x30  m m
<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
with strike mounting distance 45 mm for high temperatures

 handle mounting distance 133 mm  mounting distance 43 mm

    

LOTUS  _RRC2210-01  LOTUS  _RRC2210-02 LOTUS  RRC2210-02

<|

3 2 4 2 0 4 7
|>

O VEN  D O OR  H AN D L E 2 6 5 x30  m m
<|

3 2 4 2 0 4 8
|>

D O OR  S TR IK E
with strike mounting distance 43 mm distance between mounting holes 40 mm

 handle mounting distance 122-132 mm  

    

LOTUS  _C8118-00 LOTUS  _RRC2211-01 LOTUS  RRC2211-01  LOTUS  _C2211-02 LOTUS  RRC2211-02

<|

3 2 4 2 6 0 7
|>

O VEN  D O OR  H AN D L E 2 6 5 x30  m m
<| |>

with strike mounting distance 43 mm
 handle mounting distance 122-132 mm  

    

LOTUS  _C8118-00 LOTUS  _RRC2211-01 LOTUS  RRC2211-01  

<T1

LOTUS
T1>



Suitable for: Suitable for:

<T2

Heating elements
T2>

<|

3 3 5 5 0 5 5
|>

H EA TING  EL EM EN T 2 5 0 0 W  2 2 0 V
<|

3 7 5 5 2 3 1
|>

H EA TING  EL EM EN T 3 9 0 0 W  2 3 0 V
external ø 190 mm - internal ø 178 mm external ø 220 mm - internal ø 208 mm

 total height 93 mm  total height 103 mm
 flange 70x22 mm  flange 142x25 mm

    

LOTUS  537010500  LOTUS  _C3616-00 LOTUS  C3616-00

<|

3 7 5 5 2 3 0
|>

H EA TING  EL EM EN T 7 8 0 0 W  2 3 0 V
<| |>

external ø 280 mm - internal ø 264 mm
 total height 170 mm  
 flange 142x25 mm  

    

LOTUS  RRC3090-00  

<T2

Hinges, catches and accessories
T2>

<|

3 0 5 3 0 1 9
|>

D O OR  H IN G E R OL L H O LD ER
<|

3 0 5 3 3 5 1
|>

R IG H T/L EFT  HIN GE FO R  OV EN
mounting distance 95 mm - overall length 110 mm mounting distance 130 mm - overall length 170 mm

 height 25 mm  height 50 mm
  for Convection oven (LOTUS)

    

LOTUS  531007200 LOTUS  531007900  LOTUS  531007302

<T2

Incandescent lamps and neon lamps
T2>

<|

3 2 2 1 0 4 1
|>

L A M P  E1 4  1 5 W  2 3 0 V
<|

3 2 2 1 0 6 1
|>

L A M P  E1 4  2 5 W  2 3 0 V
max temperature 300°C - ø 22x50 mm max temperature 300°C - ø 26x57 mm

    

LOTUS  537005400  LOTUS  _C2104-03

<T1

LOTUS
T1>



Suitable for: Suitable for:

<|

3 2 2 1 4 5 7
|>

N EU TR A L H A L OG EN  LA M P  G 6.35  3 5 W  1 2 V
<| |>

max. temperature 250°C
 for Convection oven (LOTUS)  

    

LOTUS  _C5252-00  

<T2

Indicator lights
T2>

<|

3 2 2 1 2 1 6
|>

IN D IC A TO R  LIG HT  G REEN  2 3 0 V
<|

3 2 2 1 0 9 5
|>

IN D IC A TO R  LIG HT  OR A N G E 23 0 V
head ø 16 mm - hole ø 11.5 mm - 120°C head ø 13.5 mm - hole ø 10 mm - 120°C

  universal application

    

LOTUS  _C2205-00  LOTUS  6E00056 LOTUS  6E00056TV

<T2

Knobs
T2>

<|

3 4 4 4 1 8 7
|>

BL A C K  KN OB  ø 5 0  m m  5 0 -5 0 0°C
<|

3 2 4 1 4 0 1
|>

BL A C K  KN OB  ø 7 0  m m  U N IV ERS A L
D-shaped pin ø 6x4.6 mm D shaft hole 8x6.5 mm

 for EGO thermostat  

    

LOTUS  _MANOP003  LOTUS  536017000 LOTUS  536017100

<|

3 2 4 1 4 0 2
|>

K NO B BL A C K  ø 7 0  m m
<| |>

D shaft hole 6x4.6 mm
 for thermostat, selector switch, timer,  
 program switch, energy regulator  

    

LOTUS  536013800  

<T2

Lamp receptacles and spare parts
T2>

<|

3 2 2 1 2 5 5
|>

FR A M E FOR  O VEN  LA M P  R EC EP TA C L E
<|

3 2 2 1 2 5 7
|>

G A SK ET F. O VEN  L A M P R EC EP T A C LE  S IL IC ON E
external dimensions 140x72 mm external dimensions 140x75 mm

    

LOTUS  _C2104-12  LOTUS  _C2104-32

<T1

LOTUS
T1>



Suitable for: Suitable for:

<|

3 2 2 1 2 5 6
|>

G LA S S FO R  OV EN  L A M P  REC EPT A C L E
<|

3 2 2 1 2 3 3
|>

G LA S S FO R  OV EN  L A M P  REC EPT A C L E ø 4 2  m m
external dimensions 112x65 mm thread ø 33 mm - overall height 26 mm

 max temperature 500°C  

    

LOTUS  _C2104-22  LOTUS

<|

3 2 2 1 0 5 2
|>

G LA S S FO R  OV EN  L A M P  REC EPT A C L E ø 5 7  m m
<|

3 2 2 1 2 1 2
|>

H A LO G EN L A M P  R EC EPT A C L E G4 -6 .3 5  3 5 W  1 2 V
thread ø 33.5 mm - overall height 34 mm wire connection length 150 mm

    

LOTUS  LOTUS  _C5251-00 LOTUS  _C5259-00

<|

5 0 1 3 4 6 6
|>

L A M P  H OL D ER  W ITH  LA M P  E1 4  2 5 W  2 30 V
<|

3 2 2 1 1 2 0
|>

L A M P  R EC EP T AC LE FO R  LA M P  E1 4  2 5W  23 0 V
extern size 140x72 mm dimensioni esterne 106x65 mm

 maximal temperature 300°C  

    

LOTUS  LOTUS  _C2272-01

<|

3 2 2 1 0 6 0
|>

L A M P  R EC EP T AC LE W ITH  L A M P  E1 4  2 5 W  2 3 0 V
<| |>

lamp glass ø 42 mm
 mounting hole ø 38 mm  
 max temperature 300°C  
 for OVEN  

    

LOTUS  537005400+7900 LOTUS  537007900+5400  

<T2

Magnet groups
T2>

<|

3 1 8 2 0 0 3
|>

M A GN ET IC  U N IT  SIT
<| |>

head ø 25 mm - end piece ø 17 mm - length 56 mm
 for valve SIT AC2 - VR8-MINISIT  

    

LOTUS  531001200  

<T1

LOTUS
T1>



Suitable for: Suitable for:

<T2

Magnets
T2>

<|

3 2 4 0 1 8 1
|>

P R OT EC TE D  M A G N ET 6 2 x1 8 x1 0  m m
<| |>

    

LOTUS  537015800  

<T2

Microswitches, mechanical
T2>

<|

5 0 2 0 4 7 3
|>

M IC R O SW ITC H FO R  D OO R  1 6 A 2 5 0 V
<|

3 2 4 0 4 1 0
|>

M IC R O SW ITC H 1 6 (4 )A  25 0 V

    

LOTUS  _814490182 LOTUS  814490182  LOTUS  537011500

<T2

Motors
T2>

<|

5 0 2 5 1 2 1
|>

M OT O R FIR  1 0 2 0 .2 3 5 0
<|

3 2 4 0 1 0 5
|>

M OT O R FIR  1 0 4 8 .1 9 2 0
0.37 kW 230V 50Hz 0,045/0,0765kW 220/240V

 2.5A - 2800rpm  50/60Hz - 2800/3400rpm
 capacitor 10 µf  shaft length 60 mm
 shaft length 86 mm  shaft ø 10 mm - thread ø 8 mm
 shaft ø 17 mm - thread ø 12 mm  plate dimensions 150x150 mm
  distance between holes 130 mm
  capacitor 2µF

    

LOTUS  _C2900-00  LOTUS  _RRC3610-00

<|

3 2 4 0 0 0 0
|>

M OT O R W ITH  FA N  4 5W  2 2 0 V  5 0 /6 0 Hz
<| |>

fan ø 150 mm

    

LOTUS  _75R0035 LOTUS  537006800  

<T1

LOTUS
T1>



Suitable for: Suitable for:

<T2

O-Ring and ORM gaskets
T2>

<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
<| |>

ring thickness 5.34 mm - internal ø 47.00 mm

    

LOTUS  _10500100  

<T2

Penetration probes
T2>

<|

3 3 2 2 0 5 6
|>

P EN ETR A TION  P R OBE  P T 1 0 0
<| |>

3 wires
 probe length 100 mm  
 chamber internal cable length 960 mm  

    

LOTUS  _SONDA002  

<T2

Pilot burners and accessories
T2>

<|

3 0 2 0 0 8 4
|>

FITT IN G  A N D  O LIVE ø  6  m m
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  PIP E ø 1 2  m m
for model PEL 22-24-25

    

LOTUS  533018300  LOTUS  533017900

<|

3 0 2 0 0 8 1
|>

O LIVE FO R  PIP E ø 6  m m
<|

3 0 2 0 1 1 2
|>

O LIVE FO R  PIP E ø 6  m m

    

LOTUS  533039100  LOTUS  533010400

<|

3 0 2 0 0 3 6
|>

P IL OT  BU R NER  S IT  3  F LA M ES
<|

3 0 0 1 0 0 3
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
multigas type with nozzle ø 0.35 mm M faston M4x1 mm

 with 3 position bracket  overall length 65 mm

    

LOTUS  LOTUS

<T1

LOTUS
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 5 4
|>

P IL OT  JET  ø 0 .2 0  m m
<| |>

    

LOTUS  533091000  

<|

3 0 2 0 0 4 2
|>

P IL OT  JET  ø 0 .1 9  m m
<|

3 0 2 0 0 5 4
|>

P IL OT  JET  ø 0 .2 0  m m

    

LOTUS  533020500  LOTUS  533091000

<|

3 0 2 0 0 4 0
|>

P IL OT  JET  ø 0 .3 0  m m
<|

3 0 2 0 1 8 7
|>

P IL OT  JET  ø 0 .5 1  m m

    

LOTUS  533020200  LOTUS  533020400

<|

3 0 2 0 0 7 9
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread ø 3/8"M thread M10x1

    

LOTUS  533018000  LOTUS  533039000

<|

3 0 2 0 2 5 1
|>

T AR G ET  O N E-FLA M E P IL O T BU R NE R S IT
<|

3 0 2 0 0 1 0
|>

T AR G ET  P ILO T B UR N ER  SIT 2  FL A M ES
without sparking plug, gas nozzle and gasket supplied without sparking plug, nozzle and gasket

  with thermocouple fitting

    

LOTUS  533023200  LOTUS  533023400

<T2

Potentiometers
T2>

<|

5 0 3 2 9 9 1
|>

S ELEC TO R S W IT C H  EN C OD ER W ITH  C A BL E
<| |>

D-shaped pin ø 6x4.6 mm

    

LOTUS  _MC-802  

<T1

LOTUS
T1>



Suitable for: Suitable for:

<T2

Probes
T2>

<|

5 0 3 6 1 7 6
|>

T EM P ER A TU R E P R OBE P T 1 0 00
<| |>

2-wire - bulb ø 4x60 mm
 cable length 1280 mm  

    

LOTUS  _C8138-00  

<T2

Selector switches
T2>

<|

3 0 5 7 0 5 0
|>

C O N NEC TING  BR A C K ET 2 8 x2 1 x1 6  m m
<|

3 0 5 7 0 1 4
|>

S ELEC TO R S W IT C H  0 -1  P O SITION S
distance between hooking brackets 27 mm contact capacity 16A 250V - max 150°C

 f/connection between selector switch and thermost.  D spindle ø 6x4.6 mm
  back connection for thermostat

    

LOTUS  537001200  LOTUS  537000200

<|

3 0 5 7 0 2 3
|>

S ELEC TO R S W IT C H  0 -6  P O SITION S
<|

3 0 5 7 3 3 5
|>

S ELEC TO R S W IT C H  1 0  PO SITION S
contact capacity 32A 250V - max 150°C contact capacity 16A 250V - max 150°C

 D shaft ø 6x4.6 mm  D-shaped pin ø 6x4.ø 6 mm
  for Convection oven electric (LOTUS) 75GU

    

LOTUS  537027700  LOTUS  _000312002 LOTUS  _75B0043 LOTUS  537019201

<T2

Solenoid valves
T2>

<|

3 1 2 0 0 0 5
|>

S OL EN . VA L VE EL BI T YP E 3 2 9  1  W AY  1 80 °
<| |>

220/240V 50/60Hz - max. temperature 90°C
 inlet 3/4" - outlet ø 10.5 mm  

    

LOTUS  537012600  

<T1

LOTUS
T1>



Suitable for: Suitable for:

<T2

Spark generators
T2>

<|

3 1 8 1 0 0 3
|>

S PA R K  GEN ER A TO R  4  OU TL ET S
<|

3 1 8 1 0 0 4
|>

S PA R K  GEN ER A TO R  6  OU TL ET S
220/240V  50/60Hz 220/240V - 50/60Hz

    

LOTUS  537006600  LOTUS  537005600 LOTUS  537005601

<|

3 1 8 1 0 0 5
|>

S PA R K  GEN ER A TO R  8  OU TL ET S
<| |>

220V - 50/60Hz

    

LOTUS  537008400  

<T2

Sparking and detection plugs
T2>

<|

3 0 0 1 0 0 3
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<|

3 0 2 0 0 6 0
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
M faston M4x1 mm M faston M 4x1 mm

 overall length 65 mm  overall length 82 mm
  model CB505/021 Junkers
  for model P502F

    

LOTUS  LOTUS  537003000

<|

3 0 2 0 3 6 5
|>

IG N IT IO N  PL U G  R O U ND  ø  7 x4 4  m m
<| |>

connection ø 2.4 mm
 overall length 52 mm  

    

LOTUS  537010200  

<T1

LOTUS
T1>



Suitable for: Suitable for:

<T2

Switches
T2>

<|

3 3 1 9 0 1 2
|>

BIPO L A R S W IT C H  GR EEN  1 6 A  2 5 0 V
<| |>

16(4)A 250V - max. temperature 120°C
 with indicator light and push-button cap  
 mounting hole 22x30 mm - silk screen print O - I  

    

LOTUS  537001700 LOTUS  537015500  

<T2

Telethermometers
T2>

<|

5 0 2 6 5 9 4
|>

T ELE-T HER M O M E TER  W H IT E ø 5 2  m m  5 0 -3 5 0 °C
<|

3 4 4 1 0 7 1
|>

T ELE-T HER M O M E TER  W H IT E ø 6 0  m m  5 0 -3 5 0 °C
metal casing metal sheath

 covered capillary length 1000 mm  covered capillary length 1600 mm
 bulb ø 6x20 mm  plastic covered bulb ø 6x20 mm

    

LOTUS  _C5360-00  LOTUS  RRC2186-00

<T2

Terminal blocks
T2>

<|

3 2 4 7 0 1 6
|>

T ERM INA L  BL OC K 3 -P OL ES FV 2 7 3  4 0A  4 5 0 V
<|

3 2 4 7 0 0 9
|>

T ERM INA L  BL OC K 6 -P OL ES FV 1 2 2 /B 4 0 A  6 0 0V
for cable max 6 mm² for cable max 6 mm²

 operating temperature 150°C  operating temperature 150°C
 nominal voltage 450 V  nominal voltage 450 V

    

LOTUS  537003800 LOTUS  537007600  LOTUS  537007700

<T2

Thermocouples and accessories
T2>

<|

3 4 4 0 0 1 9
|>

EX TEN S IO N FO R  TH ER M OC O U PL E M 9 x1  6 0  cm .
<|

3 4 4 0 0 6 4
|>

N UT  FO R T H ERM O C O UP L E M 8 x1
female nut M9x1

    

LOTUS  533053300  LOTUS  533009800

<T1

LOTUS
T1>



Suitable for: Suitable for:

<|

3 4 4 0 0 5 6
|>

T HER M O C OU P LE  SIT  M 8 x1  1 2 0  cm  TH R EA D  M 8x1
<|

3 4 4 0 0 6 4
|>

N UT  FO R T H ERM O C O UP L E M 8 x1

    

LOTUS  533011800  LOTUS  533009800

<|

3 4 4 0 8 5 7
|>

T HER M O C OU P LE  SIT  M 8 x1  1 5 0  cm  - 1 0  P C S
<| |>

CONNECTOR M8x1

    

LOTUS  533053700  

<|

3 4 4 0 0 5 7
|>

T HER M O C OU P LE  SIT  M 8 x1  1 5 0  cm  TH R EA D  M 8x1
<|

3 4 4 0 0 6 4
|>

N UT  FO R T H ERM O C O UP L E M 8 x1

    

LOTUS  533053700  LOTUS  533009800

<|

3 4 4 0 8 5 7
|>

T HER M O C OU P LE  SIT  M 8 x1  1 5 0  cm  - 1 0  P C S
<| |>

CONNECTOR M8x1

    

LOTUS  533053700  

<|

3 4 4 0 0 2 7
|>

T HER M O C OU P LE  SIT  M 8 x1  3 2  cm
<|

3 4 4 0 8 2 7
|>

T HER M O C OU P LE  SIT  M 8 x1  3 2  cm  - 1 0  P C S

    

LOTUS  _05-000-0029  LOTUS  _05-000-0029

<|

3 4 4 0 8 2 7
|>

T HER M O C OU P LE  SIT  M 8 x1  3 2  cm  - 1 0  P C S
<|

3 4 4 0 8 5 3
|>

T HER M O C OU P LE  SIT  M 8 x1  6 0  cm  - 1 0  P C S
CONNECTOR M8x1

    

LOTUS  _05-000-0029  LOTUS  533011100

<T1

LOTUS
T1>



Suitable for: Suitable for:

<|

3 4 4 0 0 5 3
|>

T HER M O C OU P LE  SIT  M 8 x1  6 0  cm  TH R EA D  M 8 x1
<|

3 4 4 0 0 6 4
|>

N UT  FO R T H ERM O C O UP L E M 8 x1

    

LOTUS  533011100  LOTUS  533009800

<|

3 4 4 0 8 5 3
|>

T HER M O C OU P LE  SIT  M 8 x1  6 0  cm  - 1 0  P C S
<| |>

CONNECTOR M8x1

    

LOTUS  533011100  

<|

3 4 4 0 0 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm
<|

3 4 4 0 8 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm  - 1 0  P C S

    

LOTUS  533041800  LOTUS  533041800

<|

3 4 4 0 8 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm  - 1 0  P C S
<| |>

    

LOTUS  533041800  

<|

3 4 4 0 0 3 4
|>

T HER M O C OU P LE  SIT  M 9 x1  5 0  cm
<|

3 4 4 0 8 3 4
|>

T HER M O C OU P LE  SIT  M 9 x1  5 0  cm  - 1 0  P C S

    

LOTUS  533011300 LOTUS  533045700  LOTUS  533011300 LOTUS  533045700

<|

3 4 4 0 8 3 4
|>

T HER M O C OU P LE  SIT  M 9 x1  5 0  cm  - 1 0  P C S
<|

3 4 4 0 8 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm  - 1 0  P C S

    

LOTUS  533011300 LOTUS  533045700  LOTUS  533039400

<T1

LOTUS
T1>



Suitable for: Suitable for:

<|

3 4 4 0 0 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm .
<|

3 4 4 0 8 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm  - 1 0  P C S

    

LOTUS  533039400  LOTUS  533039400

<|

3 4 4 0 0 4 9
|>

T HER M O C OU P LE  SIT  M 9 X1  7 5  cm
<| |>

    

LOTUS  533045700  

<T2

Thermostatic gas valves
T2>

<|

3 3 4 5 0 1 8
|>

T HER M O ST AT IC  TA P  2 5 ST
<| |>

operating temperature 100-300°C
 connections M16x1.5 mm  
 thermocouple connection M9x1  
 bulb ø 6x75 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

LOTUS  531031600 LOTUS  531033900  

<T2

Thermostats
T2>

<|

3 4 4 4 8 0 9
|>

S IN GL E-P HA S E TH ER M OS TA T  1 1 0 °C
<|

3 4 4 4 3 4 6
|>

S IN GL E-P HA S E TH ER M OS TA T  3 0 -9 0 °C
with automatic reset D-shaped pin ø 6x4.6 mm

 covered capillary length 900 mm  covered capillary length 900 mm - 16A 250V
 bulb ø 3x220 mm - with stuff.gland coupling M9x1  bulb ø 6x130 mm - with stuffing gland fitting M9x1

    

LOTUS  _C2218-00 LOTUS  RRC2218-00  LOTUS  507001500 LOTUS  537001500

<|

3 7 4 4 0 9 9
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -2 7 0 °C
<|

3 4 4 4 3 6 1
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -3 2 0 °C
D-shaped pin ø 6x4.6 mm D-shaped pin ø 6x4.6 mm

 covered capillary length 800 mm  capillary 950 mm - 16A 250V
 bulb ø 3x230 mm  bulb ø 3x160 mm

    

LOTUS  537019101  LOTUS  537006100

<T1

LOTUS
T1>



Suitable for: Suitable for:

<|

3 4 4 4 3 0 5
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -5 0 0 °C
<|

3 4 4 4 1 2 1
|>

S TU FFIN G  G LA N D  F/T HE RM O ST A T M IL L ED  M 9 x1
D-shaped pin ø 6x4.6 mm

 covered capillary length 900 mm - 16A 250V  
 bulb ø 4x230 mm  

    

LOTUS  TERMO001  LOTUS  533008600

<|

3 4 4 4 0 5 2
|>

T HR EE-P HA S E TH ER M OS TA T  5 0 -3 2 0 °C
<| |>

D-shaped pin ø 6x4.6 mm
 capillary length 900 mm - 10A 400V  
 bulb ø 3x230 mm  

    

LOTUS  537013500  

<T2

Timers
T2>

<|

3 4 4 6 0 0 4
|>

T IM ER  1 20  M INU T ES
<|

3 4 4 6 0 0 7
|>

T IM ER  6 0 M INU T ES
complete with silk-screen printed plate complete with silk-screen printed plate

 mechanical timer with sound alarm  mechanical timer with sound alarm
 mechanical movement with balance wheel  mechanical movement with balance wheel
 manual left hand positioning possible  manual left hand positioning possible
 120 minutes manually set cycle  60 minutes manually set cycle
 bipolar with contact capacity 16(3)A 250V  bipolar with contact capacity 16(3)A 250V
 max temperature 125°C  max temperature 125°C
 D-shaped pin ø 6x4.6 mm  D-shaped pin ø 6x4.6 mm

    

LOTUS  537019300 LOTUS  537019301  LOTUS  RRC2191-00

<T2

Watertight seals and rings
T2>

<|

3 3 4 0 0 0 7
|>

M A IN  SH A FT  SEA L IN G  GA S KET
<| |>

external ø 22mm - internal ø 17mm - thickness 4mm

    

LOTUS  _C2027-00  

<T1

LOTUS
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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