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Suitable for: Suitable for:

<T2

Ball valves and accessories
T2>

<|

3 3 5 9 1 3 7
|>

D R A IN  TA P  ø 3 /4 "FF
<|

3 5 2 6 6 3 2
|>

G A S/W A T ER  BA LL C O C K  VA L VE ø 3 /4 "FF
heavy series with PN 40 total passage

  DIN - DVGW approved
  aluminium throttle

    

PEL  430255  PEL  701113 PEL  732004

<T2

Gas taps and accessories
T2>

<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PILO T  PIP E ø 6  m m
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  4  m m  ø P IP E
for model PEL 21-22-25 for model PEL 21-22

    

PEL  0905  PEL  0904

<|

3 3 4 8 0 3 3
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 3 4
|>

P IP E FITT IN G  ø  1 6  m m
thread M24x1.5 thread M24x1.5

 for model PEL 23  for model PEL 23

    

PEL  0907/7  PEL  0907/3

<|

3 3 4 8 0 3 5
|>

P IP E FITT IN G  ø  2 0  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M28x1.5 thread M10x1

 for model PEL 23  for model PEL 21-22

    

PEL  0907/4  PEL  0903

<|

3 3 4 8 0 4 1
|>

P IP E O LIVE ø  16  m m
<|

3 3 4 8 0 4 2
|>

P IP E O LIVE ø  20  m m
for model PEL 23 for model PEL 23

    

PEL  0960  PEL  0961

<T1

PEL
T1>



Suitable for: Suitable for:

<T2

Knobs
T2>

<|

3 2 4 1 4 0 1
|>

BL A C K  KN OB  ø 7 0  m m  U N IV ERS A L
<|

3 2 4 1 4 5 1
|>

S ELF-S TIC K D ISK  W ITH OU T  PILO T  SYM BO L
D shaft hole 8x6.5 mm external ø 63 mm

  for gas taps without pilot

    

PEL  3001  PEL  3011

<T2

Magnet groups
T2>

<|

3 1 8 2 0 1 0
|>

M A GN ET IC  U N IT  P EL
<| |>

ø head 24 mm - ø end 18 mm - length 59 mm
 thermocouple coupling M10x1  
 for PEL tap model 23  

    

PEL  0958  

<T2

Pilot burners and accessories
T2>

<|

3 0 2 0 0 8 2
|>

O LIVE FO R  1 2 m m  ø P IP E
<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
thread M10x1

    

PEL  0906  PEL  0903/1

<T2

Thermostatic gas valves
T2>

<|

3 3 4 5 0 1 8
|>

T HER M O ST AT IC  TA P  2 5 ST
<|

3 3 4 8 0 3 7
|>

O LIVE FO R  PILO T  PIP E ø 6  m m
operating temperature 100-300°C for model PEL 21-22-25

 connections M16x1.5 mm  
 thermocouple connection M9x1  
 bulb ø 6x75 mm  
 capillary length 1200 mm  
 D-shaped pin ø 8x6.5 mm  

    

PEL  990001  PEL  0905

<T1

PEL
T1>



Suitable for: Suitable for:
<|

3 0 2 0 0 8 2
|>

O LIVE FO R  1 2 m m  ø P IP E
<|

3 3 4 8 0 3 6
|>

O LIVE FO R  4  m m  ø P IP E
for model PEL 21-22

    

PEL  0906  PEL  0904

<|

3 3 4 8 0 3 1
|>

P IP E FITT IN G  ø  1 0  m m
<|

3 3 4 8 0 4 3
|>

P IP E FITT IN G  ø  1 0  m m
thread M20x1.5 thread M16x1.5

 for model PEL 22  for model PEL 20-21

    

PEL  0907/1  PEL  0907/6

<|

3 3 4 8 0 3 2
|>

P IP E FITT IN G  ø  1 2  m m
<|

3 3 4 8 0 2 9
|>

P IP E FITT IN G  ø  4  m m
thread M20x1.5 thread M10x1

 for model PEL 22  for model PEL 21-22

    

PEL  0907  PEL  0903

<|

3 0 2 0 0 7 8
|>

P IP E FITT IN G  ø  6  m m
<|

3 3 4 8 0 3 8
|>

P IP E O LIVE ø  10  m m
thread M10x1 for model PEL 22

    

PEL  0903/1  PEL  0910

<|

3 3 4 8 0 4 4
|>

P IP E O LIVE ø  10  m m
<| |>

for model PEL 20 - 21

    

PEL  0905/2  

<T1

PEL
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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