
Spare parts for the professional sector:

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
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Suitable universal spare parts may not be included

<T1

SAMMIC
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Ovens



Suitable for: Suitable for:

<T2

Bearings
T2>

<|

3 0 6 3 0 1 7
|>

BEA R IN G  6 2 0 3  D D U  N S K
<|

D 0 6 3 0 5 1
|>

BEA R IN G  6 2 0 3 -2 R S  S K F
external ø 40mm - internal ø 17mm - thickness 12mm single box packaging

    

SAMMIC  SL0131  SAMMIC  SL0131

<T2

Cable glands
T2>

<|

3 0 5 0 1 4 3
|>

C A BL E G LA N D   P G 13 .5
<| |>

    

SAMMIC  2059118 SAMMIC  2313453  

<T2

Clamps
T2>

<|

3 4 4 9 4 6 2
|>

H OS E C L A M P  1 2 -2 0
<|

3 1 6 8 0 0 2
|>

H OS E C L A M P  7 0 -9 0
for pipes ø 12÷20 mm for pipes ø 70÷90 mm

 made of stainless steel AISI 304  made of stainless steel AISI 304
 height 9 mm and screw E7  height 9 mm and screw E7
 suitable for food industry  suitable for food industry

    

SAMMIC  05100007  SAMMIC  05100008

<T2

Contact thermostats
T2>

<|

3 4 4 4 4 5 6
|>

C O N TA C T  TH ER M OS TA T  1 5 0 °C  1 6 A  2 5 0V
<| |>

with manual reset

    

SAMMIC  6131120  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Contactors
T2>

<|

3 4 5 4 0 4 2
|>

C O N TA C T OR  A BB A F0 9 -3 0 -0 1 -1 3
<|

3 4 5 4 0 4 6
|>

C O N TA C T OR  A BB A F1 6 -4 0 -0 0 -1 3
9A 400V 4Kw - coil 230V 50/60Hz 30A - coil 100/250V 50/60Hz

 3 normally open contacts  4 normally open contacts
 1 normally closed auxiliary contact  

    

SAMMIC  2059435 SAMMIC  2600121  SAMMIC  2300135 SAMMIC  2319447

<|

3 4 5 4 0 4 5
|>

C O N TA C T OR  A BB A 9 -4 0 -0 0
<|

3 3 5 1 2 1 2
|>

C O N TA C T OR  A EG  LS 4 K 9 A  2 3 0 V 4 K w
9A 400V 4Kw - coil 230V 50/60Hz coil 230V 50/60Hz

 4 normally open contacts  3 normally open contacts
  1 normally open auxiliary contact

    

SAMMIC  2600123 SAMMIC  2600124 SAMMIC  4038058  SAMMIC  00006280

<|

3 3 5 1 0 3 3
|>

T HER M A L R EL A Y A BB T A 2 5D U
<|

3 3 5 1 0 1 9
|>

T HER M A L R EL A Y A BB T F4 2
6÷8.5A 7.6÷10A

 1 normally open contact  1 normally open contact
 1 normally closed contact  1 normally closed contact

    

SAMMIC  2141175  SAMMIC  2141177

<T2

Controllers and changeover switches
T2>

<|

5 0 6 9 4 1 2
|>

C H A N GEO VE R S W IT C H  R3 /3  3  C A M S  2 2 0/2 40 V 5 0
<| |>

6 minute cycle

    

SAMMIC  INVER230  

<T2

Door glasses for oven and accessories
T2>

<|

5 0 6 1 9 9 0
|>

G LA S S EX TE RN A L  OV EN D OO R 8 4 5 x4 7 0  m m
<|

5 0 3 3 9 8 7
|>

G LA S S INT ER N AL  O VEN  D O OR  7 6 5 x4 6 5  m m

    

SAMMIC  VET239  SAMMIC  VET240

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Electrical capacitors
T2>

<|

3 0 6 8 0 1 6
|>

C A P A C IT O R D U C A T I EN ER G IA  1 0 µ F
<|

3 0 6 8 0 1 9
|>

C A P A C IT O R D U C A T I EN ER G IA  1 2 ,5 µF
450V 50/60Hz 450V 50/60Hz

 operating temperature -25 +85°C  operating temperature -25 +85°C
 lead connector 6.35x0.8 mm  lead connection 6.35x0.8 mm
 ø 36xh58 mm  ø 36xh70 mm

    

SAMMIC  2050610  SAMMIC  2302620

<|

3 0 6 8 0 2 4
|>

C A P A C IT O R D U C A T I EN ER G IA  1 6 µ F
<|

3 0 6 8 0 1 0
|>

C A P A C IT O R D U C A T I EN ER G IA  6 ,3 µ F
450V 50/60Hz 450V 50/60Hz

 operating temperature -25 +85°C  operating temperature -25 +85°C
 lead connector 6.35x0.8 mm  lead connection 6.35x0.8 mm
 ø 36xh70 mm  ø 32xh55 mm

    

SAMMIC  6054512  SAMMIC  4420032

<|

3 0 6 8 0 8 0
|>

C A P A C IT O R EL EC T R IC A L  1 0 µF
<|

3 0 6 8 0 8 1
|>

C A P A C IT O R EL EC T R IC A L  1 2 .5 µF
450V 50/60Hz - ø 30xh71 mm 450V 50/60Hz - ø 35xh71 mm

    

SAMMIC  2050610  SAMMIC  2302620

<|

3 0 6 8 0 8 3
|>

C A P A C IT O R EL EC T R IC A L  1 6 µF
<|

3 0 6 8 0 9 7
|>

C A P A C IT O R EL EC T R IC A L  6 .3 µF
450V 50/60Hz - ø 35xh71 mm 450V 50/60Hz - ø 30xh51 mm

    

SAMMIC  2319381 SAMMIC  6054512  SAMMIC  4420032

<|

3 0 6 8 0 7 9
|>

C A P A C IT O R EL EC T R IC A L  8 µF
<| |>

450V 50/60Hz - ø 30xh71 mm

    

SAMMIC  2052258  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Energy regulators
T2>

<|

3 3 5 0 0 2 6
|>

EN ER GY  REG U L AT O R
<| |>

contact capacity 230V 13A - max temperature 125°C
 D-shaped pin ø 6x4.6 mm  
 double rotation direction  
 for PYROCERAM. TOPS-SALAMANDERS-POTATO WARMERS  

    

SAMMIC  4.0.130.0009 SAMMIC  6503625  

<T2

Fans for motors
T2>

<|

3 2 4 0 3 2 4
|>

FA N  ø 2 0 0  m m
<| |>

thickness 40 mm
 total blades 45 - ø hole 8x6 mm  

    

SAMMIC  VEN226  

<T2

Feet
T2>

<|

3 3 1 3 0 4 0
|>

A D JU S TA BL E S/ST . FOO T ø  1 "1 /2  x  h  95  m m
<| |>

with fixed screw M10x25 mm
 adjustable height 95÷150 mm  

    

SAMMIC  2310659  

<T2

Fuses
T2>

<|

3 0 4 9 0 1 3
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
<| |>

250V 1A

    

SAMMIC  2149131  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Gaskets for oven door
T2>

<|

3 7 8 6 0 8 1
|>

G A SK ET FO R  OV EN  D OO R  46 0 x3 7 0  m m
<|

3 7 8 6 0 8 2
|>

G A SK ET FO R  OV EN  D OO R  66 0 x3 6 0  m m
made of silicone elastomer made of silicone elastomer

 with fastening clips  with fastening clips
 profile dimensions 12x10 mm  profile dimensions 12x10 mm
 black colour  black colour

    

SAMMIC  GUA029 SAMMIC  6121548  SAMMIC  GUA222 SAMMIC  GUA44

<T2

Grids for oven
T2>

<|

3 1 8 5 0 5 2
|>

S TA IN L ESS  ST EEL  GR ID  GN  1 /1  5 3 0 x3 2 5  m m
<|

3 1 8 5 0 5 3
|>

S TA IN L ESS  ST EEL  GR ID  GN  2 /1  6 5 0 x5 3 0  m m
thickness 7 mm

    

SAMMIC  9771700  SAMMIC  9770700

<T2

Heating elements
T2>

<|

5 0 2 8 2 8 5
|>

H EA TING  EL EM EN T 1 3 0 0 W  2 3 0 V
<|

3 7 5 5 3 0 7
|>

H EA TING  EL EM EN T 3 3 0 0 W  2 3 0 V
external ø 190 mm - internal ø 178 mm external ø 235 mm - internal ø 225 mm

 total height 70 mm  overall height 80 mm - flange 70x22 mm
 flange 70x22 mm  

    

SAMMIC  RES038  SAMMIC  RES229 SAMMIC  6121602

<T2

Hinges, catches and accessories
T2>

<|

3 0 5 3 2 5 2
|>

H IN G E FOR  O VEN  L H
<|

3 0 5 3 2 5 4
|>

R OL L  HO L D ER  FOR  H IN G E
mounting distance 123 mm - overall length 148 mm mounting distance 95 mm - overall length 110 mm

 height 156 mm  height 23 mm

    

SAMMIC  CER042  SAMMIC  POR043

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 0 5 3 2 5 3
|>

H IN G E FOR  O VEN  R H
<|

3 0 5 3 2 5 4
|>

R OL L  HO L D ER  FOR  H IN G E
mounting distance 125 mm - overall length 148 mm mounting distance 95 mm - overall length 110 mm

 height 156 mm  height 23 mm

    

SAMMIC  CER041  SAMMIC  POR043

<|

3 0 5 3 3 5 0
|>

O VEN  H IN G E LEFT -RIG HT
<|

3 0 5 3 2 5 4
|>

R OL L  HO L D ER  FOR  H IN G E
with hinge catch - hinge distance 135 mm mounting distance 95 mm - overall length 110 mm

 total hinge length 155 mm  height 23 mm
 hinge height 149 mm  
 roller holder distance 95 mm  
 roller holder length 110 mm  
 roller holder length 23 mm  

    

SAMMIC  CER232  SAMMIC  POR043

<|

3 0 5 3 2 5 4
|>

R OL L  HO L D ER  FOR  H IN G E
<| |>

mounting distance 95 mm - overall length 110 mm
 height 23 mm  

    

SAMMIC  POR043  

<T2

Hydraulic piping
T2>

<|

3 4 5 0 2 0 9
|>

R U BBER  PIP E ø 1 3 x20  m m  - 4 0  m
<|

3 4 5 0 1 0 9
|>

R U BBER  PIP E ø 1 3 x20  m m  - 5  m
operating temperature -40+100°C operating temperature -40+100°C

    

SAMMIC  00013411  SAMMIC  00013411

<T2

Incandescent lamps and neon lamps
T2>

<|

3 2 2 1 0 6 1
|>

L A M P  E1 4  2 5 W  2 3 0 V
<|

5 0 4 9 5 6 0
|>

N EU TR A L H A L OG EN  LA M P  OS R A M  G 9  2 0 W  2 4 0 V
max temperature 300°C - ø 26x57 mm max. temperature 250°C

    

SAMMIC  6126042  SAMMIC  6510045

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Indicator lights
T2>

<|

3 2 2 1 0 2 4
|>

IN D IC A TO R  LIG HT  R ED  2 3 0 V
<| |>

head ø 15 mm - hole ø 13 mm - 120°C
 faston M 6.3x0.8 mm  
 universal application  

    

SAMMIC  2309960  

<T2

Inlet hoses
T2>

<|

3 4 4 9 0 0 1
|>

IN L ET EL BO W  H OS E ø 3 /4 " FF 1 5 0 0  m m
<|

3 4 4 9 0 5 5
|>

IN L ET EL BO W  H OS E ø 3 /4 " FF 1 5 0 0  m m
thermoplastic hose ø 10x16 mm thermoplastic hose ø 13x19 mm

 nylon fittings ø 3/4" with gaskets  brass fittings ø 3/4"F with gaskets
 max temperature 90°C  max temperature 90°C
 max pressure 10 bar  max pressure 10 bar
  with WRAS approval

    

SAMMIC  2309745  SAMMIC  2309745

<|

3 4 4 9 3 1 8
|>

IN L ET EL BO W  H OS E ø 3 /4 " FF 1 5 0 0  m m
<| |>

suitable for TECHNICAL water
 hose ø 10x14.5 mm  
 nylon fittings ø 3/4"F with gaskets  
 max temperature 25°C  
 max pressure 20 bar  

    

SAMMIC  07130001  

<T2

Interference suppression filters
T2>

<|

3 1 6 0 4 7 9
|>

IN T ER FER ENC E SU P . FIL TER  D .E.M .FC 7 01 Y 2 FL
<| |>

0.47µF

    

SAMMIC  24100100  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Lamp receptacles and spare parts
T2>

<|

3 2 2 1 0 4 0
|>

L A M P  R EC EP T AC LE W ITH  L A M P  E1 4  2 5 W  2 3 0 V
<|

3 2 2 1 0 6 0
|>

L A M P  R EC EP T AC LE W ITH  L A M P  E1 4  2 5 W  2 3 0 V
lamp glass ø 54 mm lamp glass ø 42 mm

 mounting hole ø 45 mm  mounting hole ø 38 mm
 max temperature 300°C  max temperature 300°C
  for OVEN

    

SAMMIC  6126073  SAMMIC  PORTALAM290

<T2

Magnets
T2>

<|

3 2 4 0 1 4 8
|>

M A GN ET  6 3 x1 9 x1 1  m m
<| |>

    

SAMMIC  2310472 SAMMIC  2319428  

<T2

Microswitches, magnetic
T2>

<|

3 2 4 0 1 4 1
|>

M A GN ET IC  M IC R OS W IT C H  E5 1 0 1 V
<| |>

0.04A 250V - NO contact - head 32x13 mm
 with magnet 63x19x11 mm  
 with cable length 900 mm  

    

SAMMIC  25110113  

<T2

Microswitches, mechanical
T2>

<|

3 2 4 0 8 2 0
|>

M IC R O SW ITC H EL EC T R IC A  N R 4 8W 5
<| |>

1NO + 1NC 16A 250V

    

SAMMIC  6420114  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Motors
T2>

<|

3 2 4 0 3 2 5
|>

M OT O R S IS M E K4 8 2 1 0  M 01 6 1 6
<|

3 2 4 0 0 0 0
|>

M OT O R W ITH  FA N  4 5W  2 2 0 V  5 0 /6 0 Hz
250Win / 120Wout - 220/240V 50/60Hz fan ø 150 mm

 1,6A 2800-3200rpm  
 shaft length 66 mm  
 shaft ø 12 mm - thread ø 8 mm  

    

SAMMIC  MOTCOND44 SAMMIC  MOT201  SAMMIC  VEN046

<|

3 3 4 0 1 3 9
|>

M OT O R 9 6 3 7 /6 2 6 8 3
<| |>

55W 230/240V 50/60Hz
 fan ø 155 mm  

    

SAMMIC  MOT046 SAMMIC  VEN046  

<T2

Non-return and expansion valves
T2>

<|

1 5 2 6 5 0 3
|>

N ON -R ETU R N V A LV E ø 4 0  m m
<| |>

ballcock - outlets ø 12 mm
 stainless steel cap  

    

SAMMIC  23180203  

<T2

Probes
T2>

<|

3 4 4 5 0 7 0
|>

P TC  P V C  P RO BE 1 5 0 0  m m
<| |>

2-wire probe temperature range -30+80°C
 bulb ø 6x40 mm  

    

SAMMIC  22192003  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Relays
T2>

<|

3 3 5 1 9 0 1
|>

P OW E R R EL A Y FIN D ER  6 0 .6 2 .8 .2 3 0 .0 0 00
<|

3 3 5 1 6 0 2
|>

P OW E R R EL A Y FIN D ER  6 5 .3 1 .8 .2 3 0 .0 3 00
230V 50/60Hz 230V 50/60Hz

 2 exchange contacts 10A  1 contact NO 30A

    

SAMMIC  25130102  SAMMIC  19620103

<T2

Solenoid valves
T2>

<|

3 1 2 0 0 0 5
|>

S OL EN . VA L VE EL BI T YP E 3 2 9  1  W AY  1 80 °
<|

3 1 2 0 0 0 7
|>

S OL EN . VA L VE EL BI T YP E 3 4 9  2  W AY  1 80 °
220/240V 50/60Hz - max. temperature 90°C 220/240V 50/60Hz - max. temperature 90°C

 inlet 3/4" - outlet ø 10.5 mm  inlet 3/4" - two outlets ø 10.5 mm

    

SAMMIC  23120021  SAMMIC  8100265

<|

3 1 2 0 0 0 8
|>

S OL EN . VA L VE EL BI T YP E 3 5 0  1  W AY  9 0°
<|

5 0 2 8 2 8 6
|>

S OL EN OID  VA L VE R O BER TS HA W  1  V IA  1 8 0 °
220/240V 50/60Hz - max. temperature 90°C 240V 50/60Hz - max temperature 90°C

 inlet 3/4" - outlet ø 13.5 mm  inlet 3/4" - outlet ø 10.5 mm
  1 outlet with brown adjuster

    

SAMMIC  2304941  SAMMIC  RID236

<|

5 0 3 3 8 6 8
|>

S OL EN OID  VA L VE R P E 1  W A Y 1 8 0 ° ø 8  m m
<| |>

solen. valve 180° - 220/240V 50/60Hz - max 90°C
 inlet 3/4"- quick release couplings ø 8 mm  
 1 outlet with adjusters - brown  

    

SAMMIC  RID236 SAMMIC  VAL235  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Thermostats
T2>

<|

3 4 4 4 4 9 9
|>

S IN GL E-P HA S E TH ER M OS TA T  3 3 5 °C
<|

3 4 4 4 0 0 4
|>

T HER M O ST AT  SIN GL E-P HA S E TR 2  0 -90 °C
with manual reset D-shaped pin ø 6x4.6 mm

 capillary length 1400 mm - 16A 250V  capillary length 1500 mm - 15A 250V
 bulb ø 3x180 mm - with stuff.gland coupling M10x1  bulb ø 6.5x95 mm
 with complete sealing coupling for tank M14x1  

    

SAMMIC  TER035  SAMMIC  2309068

<|

3 4 4 4 4 9 8
|>

T HER M O ST AT  SIN GL E-P HA S E 5 0 -2 8 0 °C
<| |>

D-shaped pin ø 6x4.6 mm
 capillary length 1400 mm - 16A 250V  
 bulb ø 3x180 mm -with stuffing gland fitting M10x1  
 with tank hold fitting complete M14x1  

    

SAMMIC  TER034 SAMMIC  6121614  

<T2

Timers
T2>

<|

3 4 4 6 0 9 9
|>

6 0  M IN U TES  TIM ER  M 2  KIT
<| |>

with board - board external dimension 45x48 mm
 manually set mechanical timer  
 60 minutes manually set cycle  
 contact capacity 16(4)A 250V  
 max temperature 100°C  
 D-shaped pin ø 6x4.6 mm  

    

SAMMIC  TIM060 SAMMIC  6121605  

<T2

Trays Gastronorm
T2>

<|

3 0 1 5 0 2 3
|>

S /ST EEL  D RIP  TR A Y G N 1 /1  5 3 0 x3 2 5xH 2 0  m m
<|

3 0 1 5 0 2 4
|>

S /ST EEL  D RIP  TR A Y G N 1 /1  5 3 0 x3 2 5xH 4 0  m m

    

SAMMIC  9051020  SAMMIC  9051040

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 0 1 5 0 2 5
|>

S /ST EEL  D RIP  TR A Y G N 1 /1  5 3 0 x3 2 5xH 6 5  m m
<|

3 0 1 5 0 2 9
|>

S /ST EEL  D RIP  TR A Y G N 1 /2  3 2 5 x2 6 5xH 2 0  m m

    

SAMMIC  9051050  SAMMIC  9053020

<|

3 0 1 5 0 3 1
|>

S /ST EEL  D RIP  TR A Y G N 1 /2  3 2 5 x2 6 5xH 6 5  m m
<|

3 0 1 5 0 2 1
|>

S /ST EEL  D RIP  TR A Y G N 2 /1  6 5 0 x5 3 0xH 4 0  m m

    

SAMMIC  9053050  SAMMIC  9050040 SAMMIC  9070040

<|

3 0 1 5 0 2 2
|>

S /ST EEL  D RIP  TR A Y G N 2 /1  6 5 0 x5 3 0xH 6 5  m m
<|

3 0 1 5 0 2 6
|>

S /ST EEL  D RIP  TR A Y G N 2 /3  3 5 5 x3 2 5xH 2 0  m m

    

SAMMIC  9050050  SAMMIC  9052020

<|

3 0 1 5 0 2 7
|>

S /ST EEL  D RIP  TR A Y G N 2 /3  3 5 5 x3 2 5xH 4 0  m m
<|

3 0 1 5 0 2 8
|>

S /ST EEL  D RIP  TR A Y G N 2 /3  3 5 5 x3 2 5xH 6 5  m m

    

SAMMIC  9052040  SAMMIC  9052050

<|

3 0 1 5 0 2 0
|>

S /ST EEL  D RIP  TR A Y 2 /1  G N 6 5 0 x5 3 0x2 0  m m
<| |>

    

SAMMIC  9050020  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Water softeners and accessories
T2>

<|

3 0 1 0 0 6 1
|>

M A NU A L  W A TER  SO FT ENE R 1 2  L  ø 3 /4 "
<|

3 0 1 0 0 6 2
|>

M A NU A L  W A TER  SO FT ENE R 1 6  L  ø 3 /4 "
for water treatment for TECHNICAL purposes for water treatment for TECHNICAL purposes

 STAINLESS STEEL cylinder capacity 12 L  STAINLESS STEEL cylinder capacity 16 L
 connections 3/4"  connections 3/4"
 dimensions: height 500 mm - ø 185 mm  dimensions: height 600 mm - ø 185 mm
 resin content 9 L  resin content 12 L
 regeneration salt(NaCl-table salt)1.5 Kg  regeneration salt(NaCl-table salt)2 Kg

    

SAMMIC  5320010  SAMMIC  5320015

<|

3 0 1 0 0 6 3
|>

M A NU A L  W A TER  SO FT ENE R 2 0  L  ø 3 /4 "
<|

3 0 1 0 0 6 0
|>

M A NU A L  W A TER  SO FT ENE R 8  L  ø 3 /4 "
for water treatment for TECHNICAL purposes for water treatment for TECHNICAL purposes

 STAINLESS STEEL cylinder capacity 20 L  STAINLESS STEEL cylinder capacity 8 L
 connections 3/4"  connections 3/4"
 dimensions: height 900 mm - ø 185 mm  dimensions: height 400 mm - ø 185 mm
 resin content 15 L  resin content 5.8 L
 regeneration salt(NaCl-table salt)3 Kg  regeneration salt(NaCl-table salt)1 Kg

    

SAMMIC  5320020  SAMMIC  5320005

<T1

SAMMIC
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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