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<T1

SOLYMAC
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Ovens



Suitable for: Suitable for:

<T2

Boilers
T2>

<|

3 0 4 8 0 0 1
|>

S TEA M  BO IL ER  2 k W
<| |>

with probe and safety thermostat
 for Convection oven electric (SOLYMAC) SOLYMIX10  
 SOLYMIX6  

    

SOLYMAC  EMGVBKW2X4  

<T2

Buzzers
T2>

<|

3 3 9 7 0 2 2
|>

A L AR M  W ITH  C A R D
<| |>

dimensions 32x52 mm
 for OVEN ALL MODELS  

    

SOLYMAC  

<T2

Contactors
T2>

<|

3 4 5 4 0 0 6
|>

C O N TA C T OR  SIEM EN S 3 R T2 0 1 6 -1 A P0 2
<| |>

9A 400V 4Kw - coil 230V 50/60Hz
 3 normally open contacts  
 1 normally closed auxiliary contact  
 for Convection oven electric (SOLYMAC) SOLYMIX10  
 SOLYMIX6 - SOLYP10 - SOLYP5P - SOLYP6  

    

SOLYMAC  

<T2

Drain pumps
T2>

<|

3 1 2 2 3 2 7
|>

D R A IN  EL EC T RIC  P UM P  4 0 W  2 4 0 V 5 0 H z
<| |>

inlet external ø 24 mm - output external ø 23 mm
 for Convection oven (SOLYMAC)  

    

SOLYMAC  LF-3122203  

<T1

SOLYMAC
T1>



Suitable for: Suitable for:

<T2

Electronic controllers
T2>

<|

3 4 4 5 0 2 0
|>

T HER M O ST AT  K3 8  T C J/T C K /P T1 0 0
<| |>

power supply 12V
 thermostat setting range -200+1370°C  
 ON-OFF control with two actuation points  
 2 exchange relay outputs 8(3)A 250V  
 room temperature 0+50°C  
 probe type TCJ-TCK-PT100 (not included)  
 connections by screwed terminal block  
 front dimensions 75x33x64 mm  
 mounting hole 71x29 mm  
 for Convection oven (SOLYMAC)  

    

SOLYMAC  

<T2

Energy regulators
T2>

<|

3 3 5 0 0 2 6
|>

EN ER GY  REG U L AT O R
<| |>

contact capacity 230V 13A - max temperature 125°C
 D-shaped pin ø 6x4.6 mm  
 double rotation direction  
 for PYROCERAM. TOPS-SALAMANDERS-POTATO WARMERS  

    

SOLYMAC  P82  

<T2

Fans for motors
T2>

<|

3 3 4 0 0 7 3
|>

FA N  ø 2 4 0  m m
<| |>

thickness 43 mm
 total blades 55 - ø hole 13 mm  

    

SOLYMAC  

<T1

SOLYMAC
T1>



Suitable for: Suitable for:

<T2

Gaskets for oven door
T2>

<|

3 7 8 6 3 5 5
|>

O VEN  D O OR  G AS K ET 7 8 0 x6 40  m m
<|

3 7 8 6 1 7 9
|>

O VEN  G LA S S G A SK ET 3 5 0 0  m m
made of silicone elastomer made of silicone elastomer

 profile dimensions 19x17 mm  profile dimensions 13x11 mm
 COLOUR BLACK  COLOUR BLACK
 for Convection oven (SOLYMAC) - Series 800  
 Series 900  

    

SOLYMAC  FS12  SOLYMAC

<T2

Handles
T2>

<|

3 2 4 2 2 5 5
|>

C EN T RA L  LO C K  M EC H A NISM  R IG H T
<|

5 0 2 8 2 4 1
|>

C L OS IN G  C EN TR A L  GEA R  L EFT
for OVEN for OVEN

 for Convection oven electric (SOLYMAC) SOLYMIX 10  
 SOLYP10  

    

SOLYMAC  SOLYMAC

<|

3 2 4 2 1 1 0
|>

C O M PL ET E OV EN  D OO R  HA N D L E
<|

3 2 4 2 1 1 1
|>

S TR IK E FO R D O O R H A N D L E M 8
for Convection oven (SOLYMAC) SOLY 5P - SOLYMIX 6 overall length 50.5 mm

 SOLYP 6  for Convection oven (SOLYMAC) SOLY5P
  for Convection oven electric (SOLYMAC) SOLYMIX6
  SOLYP6

    

SOLYMAC  SOLYMAC

<|

3 2 4 2 4 2 2
|>

C O M PL ET E OV EN  D OO R  HA N D L E
<|

3 2 4 2 2 5 5
|>

C EN T RA L  LO C K  M EC H A NISM  R IG H T
for OVEN

  for Convection oven electric (SOLYMAC) SOLYMIX 10
  SOLYP10

    

SOLYMAC  SOLYMAC

<T1

SOLYMAC
T1>



Suitable for: Suitable for:
<|

3 2 4 2 1 8 3
|>

O VEN  H AN D L E T OP /BO T.T IE R O D  1 4 6  m m
<|

3 2 4 2 6 8 5
|>

S TR IK E FO R D O O R H A N D L E
for Convection oven electric (SOLYMAC) SOLYMIX10 distance between holes 20 mm

 SOLYP10  for Convection oven electric (SOLYMAC) SOLYMIX10
  SOLYP10

    

SOLYMAC  SOLYMAC

<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
<|

3 3 9 8 0 2 1
|>

O VEN  D O OR  C A TC H
for high temperatures distance between holes 47 mm

 mounting distance 43 mm  catch distance 27 mm
 for OVEN  for Convection oven electric (SOLYMAC) SOLYMIX10
  SOLYP10

    

SOLYMAC  LF-3242042  SOLYMAC

<|

3 2 4 2 1 4 4
|>

O VEN  D O OR  H AN D L E 2 6 0 x30  m m
<|

3 2 4 2 7 1 8
|>

D O OR  H A ND LE S TR IKE
with strike mounting distance 45 mm for high temperatures

 handle mounting distance 133 mm  mounting distance 43 mm
  for OVEN

    

SOLYMAC  FS13  SOLYMAC  LF-3242042

<|

3 2 4 2 1 8 3
|>

O VEN  H AN D L E T OP /BO T.T IE R O D  1 4 6  m m
<|

3 2 4 2 6 8 5
|>

S TR IK E FO R D O O R H A N D L E
for Convection oven electric (SOLYMAC) SOLYMIX10 distance between holes 20 mm

 SOLYP10  for Convection oven electric (SOLYMAC) SOLYMIX10
  SOLYP10

    

SOLYMAC  SOLYMAC

<T1

SOLYMAC
T1>



Suitable for: Suitable for:

<|

3 2 4 2 1 1 1
|>

S TR IK E FO R D O O R H A N D L E M 8
<| |>

overall length 50.5 mm
 for Convection oven (SOLYMAC) SOLY5P  
 for Convection oven electric (SOLYMAC) SOLYMIX6  
 SOLYP6  

    

SOLYMAC  

<T2

Heating elements
T2>

<|

3 4 5 5 0 8 8
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
<|

3 7 5 5 2 6 5
|>

H EA TING  EL EM EN T 3 0 0 0 W  2 4 0 V
length 380 mm - width 133 mm external ø 190 mm - internal ø 178 mm

 for Convection oven electric (SOLYMAC)  total height 75 mm
 SOLYVEC40X60  flange 100x22 mm
  for Convection oven electric (SOLYMAC) SOLYMIX10
  SOLYMIX6 - SOLYP10 - SOLYP6

    

SOLYMAC  FS3  SOLYMAC  EMRSB030

<|

3 4 5 5 0 8 7
|>

H EA TING  EL EM EN T 4 0 0 0 W  2 3 0 V
<|

3 4 5 5 4 5 3
|>

H EA TING  EL EM EN T 6 0 0 0 W  2 3 0 /3 8 0 V
length 580 mm - width 130 mm internal ø 215 mm - height up to flange 30 mm

 2 flanges 110x20 mm  flange 150x20 mm
 for Convection oven electric (SOLYMAC) SOLYVEC2/1  for Convection oven electric (SOLYMAC) SOLYVEC1/1
  SOLYVEC2/3

    

SOLYMAC  FS1  SOLYMAC  FS2

<|

3 4 5 5 0 5 0
|>

H EA TING  EL EM EN T 9 0 0 W  2 3 0 V
<| |>

overall length 580 mm
 width 75 mm - connections M14x1 mm  
 for OVEN-PIZZA OVEN  

    

SOLYMAC  P30  

<T1

SOLYMAC
T1>



Suitable for: Suitable for:

<T2

Incandescent lamps and neon lamps
T2>

<|

3 2 2 1 0 6 1
|>

L A M P  E1 4  2 5 W  2 3 0 V
<| |>

max temperature 300°C - ø 26x57 mm

    

SOLYMAC  

<T2

Indicator lights
T2>

<|

3 2 2 1 0 8 5
|>

IN D IC A TO R  LA M P  G REE N 2 3 0 V
<|

3 2 2 1 2 5 8
|>

O VEN  N EON  L AM P  Ba9 s 1 .5 m A  2 3 0 V
ø head 18 mm - ø hole 12 mm - 120°C dimensions ø 10x28 mm

 for Convection oven (SOLYMAC)  

    

SOLYMAC  SOLYMAC  P91A

<T2

Knobs
T2>

<|

3 2 4 1 7 3 6
|>

BL A C K  KN OB  ø 3 6  m m
<|

3 2 4 1 2 7 7
|>

BL A C K  KN OB  ø 5 0  m m
round hole ø 6 mm D-shaped hole 6x4.6 mm

 for thermostat and selector switch  for Convection oven (SOLYMAC) SOLY 5P - SOLYMIX 6
 for Convection oven (SOLYMAC) SOLYMIX 6 - SOLYP 10  SOLYP 10 - SOLYP 6
 SOLYP 5P - SOLYP 6  for Convection oven electric (SOLYMAC) SOLYMIX 10
 for Convection oven electric (SOLYMAC) SOLYMIX 10  

    

SOLYMAC  SOLYMAC

<|

3 2 4 1 4 0 1
|>

BL A C K  KN OB  ø 7 0  m m  U N IV ERS A L
<|

3 2 4 1 4 5 0
|>

S ELF-S TIC K D ISK  W ITH  P IL OT  SYM BO L
D shaft hole 8x6.5 mm external ø 63 mm

  for gas taps with pilot

    

SOLYMAC  P72L SOLYMAC  P72M  SOLYMAC  P72GA

<T1

SOLYMAC
T1>



Suitable for: Suitable for:

<|

3 2 4 1 7 5 8
|>

BL A C K  KN OB  FOR  G A S T AP
<|

3 2 4 1 7 3 5
|>

K NO B BL A C K  ø 3 4  m m  2 -3 -4 -5 -6 -7 -8
D shaft hole  10x8 mm D-shaped pin 6x4,6 mm

 for Convection oven (SOLYMAC)  for GAS VALVE GC1300
 Series DOPO IL 07/95  

    

SOLYMAC  P72B SOLYMAC  P72BBLU  SOLYMAC  P72D

<|

3 2 4 1 7 3 4
|>

R ED  K NO B ø 3 4  m m  ST OP
<|

3 2 4 1 4 5 0
|>

S ELF-S TIC K D ISK  W ITH  P IL OT  SYM BO L
threaded hole M4 external ø 63 mm

 for GAS VALVE GC1300  for gas taps with pilot

    

SOLYMAC  P72J  SOLYMAC  P72GA

<T2

Lamp receptacles and spare parts
T2>

<|

3 2 2 1 2 3 1
|>

L A M P  R EC EP T AC LE W ITH  L A M P  G 9  2 0 W  2 40 V
<| |>

lamp glass ø 53 mm
 mounting hole ø 40 mm  
 max temperature 300°C  

    

SOLYMAC  

<T2

Microswitches, mechanical
T2>

<|

3 2 4 0 2 8 6
|>

M IC R O SW ITC H P IZZA T O M S 09
<| |>

5A 250V
 for Convection oven (SOLYMAC) SOLY5P  
 for Convection oven electric (SOLYMAC) SOLYMIX10  
 SOLYMIX6 - SOLYP10 - SOLYP6  

    

SOLYMAC  

<T1

SOLYMAC
T1>



Suitable for: Suitable for:

<T2

Motors
T2>

<|

3 2 4 0 2 8 5
|>

M OT O R FIR  1 0 5 5 .1 4 0 1
<|

3 3 4 0 0 7 3
|>

FA N  ø 2 4 0  m m
0,2 kW 230V 50Hz thickness 43 mm

 1.5A 1380rpm  total blades 55 - ø hole 13 mm
 capacitor 8 µF  

    

SOLYMAC  SOLYMAC

<|

3 2 4 0 0 0 0
|>

M OT O R W ITH  FA N  4 5W  2 2 0 V  5 0 /6 0 Hz
<| |>

fan ø 150 mm
 for Convection oven electric (SOLYMAC) SOLYMIX10  
 SOLYMIX6 - SOLYP10 - SOLYP6  

    

SOLYMAC  

<T2

Penetration probes
T2>

<|

3 3 9 7 0 2 1
|>

P EN ETR A TION  P R OBE  P T 1 0 0
<| |>

3 wires
 probe length 185 mm  
 cable length 3000 mm  
 for OVEN ALL MODELS  
 for Convection oven (SOLYMAC)  

    

SOLYMAC  

<T2

Pilot burners and accessories
T2>

<|

3 0 2 0 0 0 6
|>

T HR EE-FL A M E P ILO T B UR N ER  SIT
<| |>

multigas with jet  ø 0.20 mm
 with 3 positions bracket  

    

SOLYMAC  P74B  

<T1

SOLYMAC
T1>



Suitable for: Suitable for:

<T2

Probes
T2>

<|

3 4 4 5 0 2 1
|>

P R OBE T EM P ERA T U RE P T 1 0 0
<| |>

3 wires - with fastening fitting ø 1/4"
 bulb ø 4x120 mm - cable length 1500 mm  
 for chamber temperature  
 for all models  
 for Convection oven (SOLYMAC)  

    

SOLYMAC  

<T2

Rotary switches
T2>

<|

3 0 5 7 0 1 9
|>

S ELEC TO R S W IT C H  0 -1  P O SITION S
<|

3 0 5 7 0 0 1
|>

S ELEC TO R S W IT C H  0 -3  P O SITION S
contact capacity 16A 250V - max 150°C contact capacity 32A 250V - max 150°C

 D-shaft ø 6x4.6 mm  D spindle ø 6x4.6 mm
 for Convection oven (SOLYMAC) - Series SOLYMIX  
 for Convection oven electric (SOLYMAC) SOLYMIX10  
 SOLYMIX6  

    

SOLYMAC  SOLYMAC  P86C

<|

3 0 5 7 1 3 8
|>

S ELEC TO R S W IT C H  0 -3  P O SITION S
<|

3 0 5 7 0 2 3
|>

S ELEC TO R S W IT C H  0 -6  P O SITION S
for steam adjustment contact capacity 32A 250V - max 150°C

 contact capacity 16A 250V - max 150°C  D shaft ø 6x4.6 mm
 D-shaped pin ø 6x4.6 mm  
 for Convection oven electric (SOLYMAC) SOLYMIX10  
 SOLYMIX6  

    

SOLYMAC  SOLYMAC  P87C

<T2

Thermocouples and accessories
T2>

<|

3 4 4 0 8 5 1
|>

T HER M O C OU P LE  SIT  M 8 x1  3 2  cm  - 1 0  P C S .
<|

3 4 4 0 0 5 1
|>

T HER M O C OU P LE  SIT  M 8 x1  3 2  cm .TH R EA D  M 8 x1
CONNECTOR M8x1

    

SOLYMAC  P73D  SOLYMAC  P73D

<T1

SOLYMAC
T1>



Suitable for: Suitable for:

<|

3 4 4 0 0 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm
<|

3 4 4 0 8 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm  - 1 0  P C S

    

SOLYMAC  P73B  SOLYMAC  P73B

<|

3 4 4 0 8 3 9
|>

T HER M O C OU P LE  SIT  M 9 x1  1 5 0  cm  - 1 0  P C S
<|

3 4 4 0 0 3 4
|>

T HER M O C OU P LE  SIT  M 9 x1  5 0  cm

    

SOLYMAC  P73B  SOLYMAC  P73

<|

3 4 4 0 8 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm  - 1 0  P C S
<| |>

    

SOLYMAC  P73C  

<|

3 4 4 0 0 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm .
<|

3 4 4 0 8 3 6
|>

T HER M O C OU P LE  SIT  M 9 x1  8 5  cm  - 1 0  P C S

    

SOLYMAC  P73C  SOLYMAC  P73C

<T2

Thermostats
T2>

<|

3 4 4 4 9 7 4
|>

S IN GL E-P HA S E TH ER M OS TA T  1 0 0 -6 1 5 °C
<|

3 4 4 4 4 4 0
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -2 8 0 °C
complete with switch D-shaped pin ø 6x4.6 mm

 D-shaped pin ø 6x4.6 mm  covered capillary length 900 mm - 16A 250V
 covered capillary length 1100 mm - 16A 250V  bulb ø 3x200 mm
 bulb ø 4x230 mm  
 for Convection oven (SOLYMAC)  

    

SOLYMAC  P709  SOLYMAC

<T1

SOLYMAC
T1>



Suitable for: Suitable for:

<T2

Timers
T2>

<|

3 4 4 6 0 6 7
|>

T IM ER  1 20  M INU T ES M 2
<| |>

mechanical movement with balance wheel
 manually set cycle 120 minutes  
 2 poles with contact capacity 16(4)A 250V  
 max temperature 125°C  
 D-shaped pin ø  6x4.6 mm  

    

SOLYMAC  

<T1

SOLYMAC
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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