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Warewashing equipment



Suitable for: Suitable for:

<T2

Water purification filters
T2>
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C A R BO N H A R D N ESS  A NA L YS IS  T ES T K IT
<|

3 0 1 0 6 1 1
|>

C A R TR ID G E PU R IT Y C L EA N  E XT RA  1 2 0 0
before starting any of the water specific for WASHING

 filters BRITA it is necessary to determine the  
 temporary hardness from carbonates in local water.  
 The higher the carbonate hardness is, the higher  
 the limestone deposit in the instrument is.  

    

BRITA  710800  BRITA  1008197 BRITA  1008197+1014370 BRITA  315650
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C A R TR ID G E PU R IT Y C L EA N  1 2 0 0
<|
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C O N SU M PT IO N  C ON T RO L  FLO W M ETE R  1 0 0 -7 0 0 L
specific for WASHING temperature 4°C-60°C

  max pressure 8 bar
  to meter the amount of residual liters the
  cartridge can process

    

BRITA  315645 BRITA  315645+1014370 BRITA  315849  BRITA  298905
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FL EX H O SE ø  3/4 " Fp  x 3 /8 " Fp 1 5 0 0  m m
<|

3 0 1 0 6 2 0
|>

H A RD NES S T EST  TO TA L -C A R BON IC  KIT
DN8 - with plastic fil internal coated kit to test both temporary and total

 foodgrade  hardness from carbonates

    

BRITA  1007706  BRITA  710403
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Suitable for: Suitable for:
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W A TE R FILT ER  P UR ITY C L EA N  EXT R A  12 0 0
<|

3 0 1 0 6 1 1
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C A R TR ID G E PU R IT Y C L EA N  E XT RA  1 2 0 0
for water treatment for TECHNICAL purposes specific for WASHING

 water softener ideal for DISHWASHERS  
 specific for HOT WATER  
 adjustable bypass  
 capacity at 10°dH 5000 L  
 flow rate 300 L/h  
 max. pressure 6 bar  
 min. pressure 2 bar  
 operating temperature 4°C/60°C  
 loss of pressure at 0.45 bar flow rate  
 dimensions: height 550 mm - ø 255 mm  
 weight: empty 18 Kg - full 24 Kg  
 fittings: inlet ø 1"M - outlet ø 3/4"M  
 horizontal or vertical mounting  

    

BRITA  1008200 BRITA  1008200+1014370 BRITA  292084  BRITA  1008197 BRITA  1008197+1014370
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W A TE R FILT ER  P UR ITY C L EA N  1 2 0 0
<|

3 0 1 0 6 1 0
|>

C A R TR ID G E PU R IT Y C L EA N  1 2 0 0
for water treatment for TECHNICAL purposes specific for WASHING

 water softener ideal for DISHWASHERS  
 specific for HOT WATER  
 capacity 10°KH 12000 L  
 flow rate 300 L/h  
 max. pressure 6 bar  
 min. pressure 2 bar  
 operating temperature 4°C/60°C  
 loss of pressure at 0.45 bar flow rate  
 dimensions: height 550 mm - ø 255 mm  
 weight: empty 18 Kg - full 24 Kg  
 fittings: inlet ø 1"M - outlet ø 3/4"M  
 horizontal or vertical mounting  

    

BRITA  292083 BRITA  292083+1014370  BRITA  315645 BRITA  315645+1014370
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The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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