
Spare parts for the professional sector:

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included

<T1

COMENDA
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Warewashing equipment



Suitable for: Suitable for:

<T2

Air traps
T2>

<|

3 0 6 0 0 8 9
|>

A IR  C H A M BER  ø 3 4 x10 2  m m
<|

5 0 0 7 2 7 6
|>

C O U NT ER  NU T  O F S T. S TEEL  ø 1 /2 "
with milled seat for gasket ø 27 mm

    

COMENDA  161322 COMENDA  161325  COMENDA  270101

<|

3 4 4 9 4 0 4
|>

D O UB LE-W IR E C LA M P  8 .8 -9 .3  - 1 0 0  PC S
<|

3 0 6 0 0 7 9
|>

FL A T G A SK ET EP D M  ø  3 0 x2 1 x2  m m
for hoses ø 8.8÷9.3 mm

    

COMENDA  450134  COMENDA  200927

<|

3 4 5 0 2 3 6
|>

P R ESS UR E S W IT C H  HO SE  ø  5 x9  m m  - 2 0  m
<| |>

ø external 9 mm
 ø internal 5 mm  

    

COMENDA  160121  

<|

3 0 6 0 0 6 2
|>

A IR  C H A M BER  ø 3 4 x17 0  m m
<|

3 1 8 6 1 3 8
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 3 0 x2 1 x2  m m
hose end fitting ø 5.5 mm - with connecting tube

    

COMENDA  161307 COMENDA  161310  COMENDA  460502

<|

5 0 0 7 2 7 6
|>

C O U NT ER  NU T  O F S T. S TEEL  ø 1 /2 "
<|

3 4 4 9 4 0 4
|>

D O UB LE-W IR E C LA M P  8 .8 -9 .3  - 1 0 0  PC S
with milled seat for gasket ø 27 mm for hoses ø 8.8÷9.3 mm

    

COMENDA  270101  COMENDA  450134

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 0 6 0 0 7 9
|>

FL A T G A SK ET EP D M  ø  3 0 x2 1 x2  m m
<|

3 4 5 0 2 3 6
|>

P R ESS UR E S W IT C H  HO SE  ø  5 x9  m m  - 2 0  m
ø external 9 mm

  ø internal 5 mm

    

COMENDA  200927  COMENDA  160121

<|

3 0 6 0 0 7 7
|>

A IR  C H A M BER  ø 3 4 x25 5  m m
<|

5 0 0 7 2 7 6
|>

C O U NT ER  NU T  O F S T. S TEEL  ø 1 /2 "
hose end fitting ø 5.5 mm with milled seat for gasket ø 27 mm

    

COMENDA  161308 COMENDA  161323  COMENDA  270101

<|

3 4 4 9 4 0 4
|>

D O UB LE-W IR E C LA M P  8 .8 -9 .3  - 1 0 0  PC S
<|

3 0 6 0 0 7 9
|>

FL A T G A SK ET EP D M  ø  3 0 x2 1 x2  m m
for hoses ø 8.8÷9.3 mm

    

COMENDA  450134  COMENDA  200927

<|

3 4 5 0 2 3 6
|>

P R ESS UR E S W IT C H  HO SE  ø  5 x9  m m  - 2 0  m
<| |>

ø external 9 mm
 ø internal 5 mm  

    

COMENDA  160121  

<|

3 0 6 0 0 1 4
|>

A IR  C H A M BER  ø 4 5 x12 5  m m
<|

3 1 8 6 1 3 8
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 3 0 x2 1 x2  m m

    

COMENDA  161305  COMENDA  460502

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 2 4 3 4 6 9
|>

C A P  ø 1 /2 "
<|

3 4 4 9 4 0 2
|>

D O UB LE-W IR E C LA M P  7 .8 -8 .3  - 1 0 0  PC S
for hoses ø 7.8÷8.3 mm

    

COMENDA  160727  COMENDA  450115

<|

3 4 5 0 0 6 4
|>

D U TR A L  GA S KE T
<|

3 0 6 0 0 0 0
|>

D U TR A L  SEA L  1 8 .5 x1 0 x3  m m

    

COMENDA  200467  COMENDA  200415

<|

3 0 9 0 0 7 8
|>

H EXA G O NA L  N UT  M 1 2  M ED IU M
<|

3 0 6 0 0 7 3
|>

P LU G  H EXA G O NA L  M AD E OF BR A S S
stainless steel - UNI 5588 - DIN 934 - ISO 4032

    

COMENDA  260408  COMENDA  290105

<|

3 4 5 0 0 6 1
|>

P R ESS UR E S W IT C H  PIP E ø 1 /2 "
<| |>

fitting ø 1/2"
 tube ø 10x120 mm  
 for pressure switch trapping  

    

COMENDA  161306  

<|

3 0 6 0 0 1 3
|>

A IR  C H A M BER  ø 4 6 x72  m m
<|

3 0 6 0 0 0 0
|>

D U TR A L  SEA L  1 8 .5 x1 0 x3  m m
hose end fitting ø 5.5 mm

    

COMENDA  161303  COMENDA  200415

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 0 6 0 0 5 4
|>

H EXA G O NA L  N UT  M 1 0  M ED IU M
<| |>

stainless steel - UNI 5588 - DIN 934 - 4032

    

COMENDA  260407  

<|

3 0 6 0 0 0 9
|>

A IR  C H A M BER  ø 4 9 x15 5  m m
<|

3 0 6 0 0 0 0
|>

D U TR A L  SEA L  1 8 .5 x1 0 x3  m m
hose end fitting ø 5.5 mm

    

COMENDA  161301  COMENDA  200415

<|

3 0 6 0 0 5 4
|>

H EXA G O NA L  N UT  M 1 0  M ED IU M
<| |>

stainless steel - UNI 5588 - DIN 934 - 4032

    

COMENDA  260407  

<|

5 0 3 4 7 3 5
|>

A IR  C H A M BER  HO S E C 2 0 0 1
<| |>

overall length 2500 mm - internal ø 4 mm

    

COMENDA  161320  

<|

3 0 6 0 0 8 5
|>

A IR  C H A M BER  2 6 0 x1 7 0 x6 0 m m
<|

3 7 8 6 6 5 3
|>

G A SK ET FL A T 1 "1 /2  ø 6 5 x4 7 x2  m m
3 hose end fitting ø 10/10/5 mm made of neoprene

    

COMENDA  191095  COMENDA  200498

<|

3 0 6 0 1 2 4
|>

P LA S TIC  R IN G  NU T  FOR  A IR  C H A M BER
<| |>

    

COMENDA  180149  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 0 6 0 0 0 8
|>

A IR  C H A M BER  8 5 x5 0 x3 5  m m
<|

3 0 6 0 0 6 0
|>

A IR  C H A M BER  RE TA IN ING  C A P
threaded connection ø 3/4" thread 3/4" - hose-end fitting ø 6 mm

    

COMENDA  161316  COMENDA  161317

<|

3 0 6 0 0 6 1
|>

G A SK ET FL A T ø  3 8 x2 5 x2  m m
<| |>

    

COMENDA  200944  

<|

5 0 6 6 4 7 7
|>

A IR  T RA P  M ID  Y EA R 2 0 1 3
<|

5 0 5 5 9 1 5
|>

W A TE R S OFT N ER  AIR  BR EA K
external dimensions 323x217x30 mm

  4 hose end fitting ø 11/11/11/5 mm

    

COMENDA  161324  COMENDA  191108 COMENDA  191111

<T2

Axial motor fans
T2>

<|

5 0 1 7 0 8 7
|>

M OT O R FA N  A 2 D 2 5 0 -A A 0 2 -7 5  ø 2 5 0  m m
<| |>

230/400V 50/60 Hz 115/150W 0.2/0.24A

    

COMENDA  100550  

<T2

Bearings
T2>

<|

D 0 6 3 0 1 8
|>

BEA R IN G  6 0 0 2 -2 Z  SK F
<|

D 0 6 3 0 4 0
|>

BEA R IN G  6 2 0 3 -2 Z  SK F
single box external ø 40mm - internal ø 17mm - thickness 12mm

  single box packaging

    

COMENDA  410119  COMENDA  410109

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Boilers
T2>

<|

3 0 2 4 0 2 5
|>

BO IL ER  ø 1 5 0 x3 4 0  m m
<|

3 0 2 4 0 6 6
|>

BO IL ER  ø 1 5 0 x4 5 0  m m

    

COMENDA  330353 COMENDA  330374  COMENDA  330368

<|

3 0 2 4 0 0 7
|>

BO IL ER  ø 1 5 5 x5 0 0  m m
<|

5 0 5 0 1 7 1
|>

BO IL ER  ø 1 5 5 x5 0 0  m m

    

COMENDA  330307 COMENDA  330331 COMENDA  330342  COMENDA  330362

<|

5 0 3 3 8 8 2
|>

BO IL ER  ST A IN LE SS  ST EEL ø  1 50 x6 9 0  m m
<|

3 0 2 4 0 6 7
|>

C O M PL ET E BOIL ER ø  1 5 0x6 3 0  m m

    

COMENDA  330355  COMENDA  330320

<|

3 0 2 4 0 6 8
|>

C O M PL ET E BOIL ER ø  2 0 0x6 4 0  m m
<|

5 0 0 9 4 8 3
|>

FITT IN G  B OILER  1 /2 " x  ø 1 3  m m
2 holes for heating element for DISHWASHER COMENDA ACR-NE-NG

    

COMENDA  330339  COMENDA  280525

<|

5 0 0 7 2 8 2
|>

H OS E EN D  FIT TIN G FO R  BOIL ER
<| |>

thread 1/2" - hose-end fittings ø 12 mm

    

COMENDA  510407  

<|

3 0 2 4 0 6 5
|>

C O M PL ET E BOIL ER ø  2 3 0x6 3 5  m m
<|

5 0 0 7 2 8 2
|>

H OS E EN D  FIT TIN G FO R  BOIL ER
3 holes for heating element thread 1/2" - hose-end fittings ø 12 mm

    

COMENDA  330322  COMENDA  510407

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Bulb sheathes
T2>

<|

3 1 8 7 0 0 5
|>

T HER M O ST AT  SH EA T H ø  1/2 "
<|

3 1 8 7 0 5 0
|>

C O U NT ER  NU T  ø  1 /2 "
bulb length 112 mm with milled seat for gasket

  with gasket ø 26 mm

    

COMENDA  450508 COMENDA  450515  COMENDA  270101 COMENDA  270101+460502

<|

5 0 0 7 2 7 6
|>

C O U NT ER  NU T  O F S T. S TEEL  ø 1 /2 "
<| |>

with milled seat for gasket ø 27 mm

    

COMENDA  270101  

<|

3 1 8 7 0 0 6
|>

T HER M O ST AT  SH EA T H ø  1/2 "
<|

3 1 8 6 1 3 8
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 3 0 x2 1 x2  m m
bulb length 105 mm

    

COMENDA  450514 COMENDA  450516  COMENDA  460502

<|

3 1 8 7 0 5 0
|>

C O U NT ER  NU T  ø  1 /2 "
<| |>

with milled seat for gasket
 with gasket ø 26 mm  

    

COMENDA  270101 COMENDA  270101+460502  

<|

3 1 8 7 0 0 7
|>

T HER M O ST AT  SH EA T H ø  1/2 "
<| |>

bulb length 110 mm

    

COMENDA  450520  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 8 7 0 0 8
|>

T HER M O ST AT  SH EA T H ø  1/2 "
<|

3 1 8 7 0 5 0
|>

C O U NT ER  NU T  ø  1 /2 "
bulb length 54 mm with milled seat for gasket

  with gasket ø 26 mm

    

COMENDA  450519  COMENDA  270101 COMENDA  270101+460502

<|

5 0 0 7 2 7 6
|>

C O U NT ER  NU T  O F S T. S TEEL  ø 1 /2 "
<| |>

with milled seat for gasket ø 27 mm

    

COMENDA  270101  

<T2

Bumpers
T2>

<|

3 0 5 3 2 0 2
|>

D O OR  BU M P ER
<| |>

    

COMENDA  210402  

<T2

Bushings
T2>

<|

3 7 4 3 2 1 0
|>

BU SH ING
<|

3 2 4 3 0 1 4
|>

BU SH ING  FO R  A R M

    

COMENDA  190652  COMENDA  190615

<|

5 0 3 5 7 4 6
|>

BU SH ING  FO R  R INS E A R M
<|

3 2 4 3 0 9 1
|>

G A SK ET FO R  RIN SE A R M
per LAVASTOVIGLIE serie AC

    

COMENDA  332135  COMENDA  200480

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 7 4 3 7 3 4
|>

BU SH ING  FO R  W AS H  A RM  A SS EM BL Y
<|

5 0 4 9 6 1 8
|>

BU SH ING  M 3  EL.  C IR C U IT  BO AR D  FIXIN G
internal ø 22 mm - height 32 mm

    

COMENDA  190669  COMENDA  330893

<|

5 0 8 0 2 9 7
|>

BU SS O LA  M U LINE LL O L A VA G G IO  C 9 0 E
<|

7 1 1 1 3 4 8
|>

C O N VEYO R  BU SH IN G  KIT A C 2
ø esterno 28/24,5 mm - ø interno 20 mm bushing of plastic ø external 35/27.5 mm

 altezza 22,75 mm  length 30 mm
  bushing of metal ø external 20 mm
  length 30 mm
  screw cylinder head with hexagon socket M8x20

    

COMENDA  H37786  COMENDA  191130 COMENDA  191148/R COMENDA  342927

<|

3 7 4 3 0 6 5
|>

R IN SE  AR M  A SS Y BU SH
<|

3 7 4 3 2 1 2
|>

R IN SE  AR M  BU SH ING
ø internal 16 mm

    

COMENDA  H34383 COMENDA  190670  COMENDA  190656

<|

3 7 4 3 0 6 7
|>

S TA IN L ESS  ST EEL  RIN SE A R M  AS SY  BU SH
<| |>

    

COMENDA  190642  

<T2

Caps
T2>

<|

5 0 2 3 3 5 7
|>

C A P  C H R OM E-P LA T ED  BR A SS  1 /8 "
<|

5 0 2 0 9 4 5
|>

T AP  S NA P  H EYC O  ø 8

    

COMENDA  290121  COMENDA  160720

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Castors, rollers and accessories
T2>

<|

3 3 4 6 0 2 6
|>

BA S KET  SL ID IN G  W HEEL   ø 3 2  m m
<|

7 1 5 0 1 8 8
|>

S LID IN G  W H EEL C H A IN G M C
external ø 24 mm

    

COMENDA  170337  COMENDA  170336

<T2

Clamps
T2>

<|

3 4 4 9 4 1 5
|>

D O UB LE-W IR E C LA M P  3 4 .6 -3 6 .4
<|

3 4 4 9 4 0 5
|>

D O UB LE-W IR E C LA M P  9 .8 -1 0 .4  - 1 0 0  PC S
for hoses ø 34.6÷36.4 mm for hoses ø 9.8÷10.4 mm

    

COMENDA  450143  COMENDA  450125

<|

3 4 4 9 4 5 1
|>

H OS E C L A M P  1 0 -1 6
<|

3 4 4 9 4 6 6
|>

H OS E C L A M P  1 6 -2 7
for pipes ø 10÷16 mm for pipes ø 16÷27 mm

 made of stainless steel AISI 304  made of stainless steel AISI 304
 height 9 mm and screw E7  height 12 mm and screw E7
 suitable for food industry  suitable for food industry

    

COMENDA  450102  COMENDA  450104

<|

3 4 4 9 4 6 7
|>

H OS E C L A M P  2 3 -3 5
<|

3 4 4 9 4 6 8
|>

H OS E C L A M P  2 5 -4 0
for pipes ø 23÷35 mm for pipes ø 25÷40 mm

 made of stainless steel AISI 304  made of stainless steel AISI 304
 height 12 mm and screw E7  height 12 mm and screw E7
 suitable for food industry  suitable for food industry

    

COMENDA  450114  COMENDA  450105

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 4 4 9 4 7 0
|>

H OS E C L A M P  3 2 -5 0
<|

3 4 4 9 4 5 6
|>

H OS E C L A M P  5 0 -7 0
for pipes ø 32÷50 mm for pipes ø 50÷70 mm

 made of stainless steel AISI 304  made of stainless steel AISI 304
 height 12 mm and screw E7  height 9 mm and screw E7
 suitable for food industry  suitable for food industry

    

COMENDA  450106  COMENDA  450119

<|

3 4 4 9 4 7 4
|>

H OS E C L A M P  5 0 -7 0
<| |>

for pipes ø 50÷70 mm
 made of stainless steel AISI 304  
 height 12 mm and screw E7  
 suitable for food industry  

    

COMENDA  450109  

<T2

Clutches
T2>

<|

5 0 1 2 0 8 8
|>

T OR QU E L IM ITER
<| |>

external ø 65 mm - height 50 mm - hole ø 19 mm

    

COMENDA  410407  

<T2

Contact thermostats
T2>

<|

3 4 4 3 0 2 3
|>

C O N TA C T  TH ER M OS TA T  5 0 °C -5 8 °C
<|

3 4 4 3 0 2 4
|>

T HER M O ST AT  G A SK ET
1 contact NO

 1 contact NC  
 15A 250V  

    

COMENDA  120524  COMENDA  200494

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Contactors
T2>

<|

3 4 5 4 0 7 0
|>

C O N TA C T OR  A BB A F0 9 -3 0 -1 0 -1 1
<|

3 4 4 6 0 3 4
|>

C O N TA C T OR  A BB B6 -3 0 -0 1
9A 400V 4Kw - coil 24/60V 50/60Hz 20/60Vdc 6A 400V 4Kw - coil 230V 50/60Hz

 3 NO contacts  3 normally open contacts
 1 NO auxiliary contact  1 normally closed auxiliary contact

    

COMENDA  120468  COMENDA  120461

<|

3 3 5 1 2 1 1
|>

C O N TA C T OR  A EG  LS 4 K 9 A  2 3 0 V 4 K w
<|

3 3 5 1 2 1 2
|>

C O N TA C T OR  A EG  LS 4 K 9 A  2 3 0 V 4 K w
coil 230V 50/60Hz coil 230V 50/60Hz

 3 normally open contacts  3 normally open contacts
 1 normally closed auxiliary contact  1 normally open auxiliary contact

    

COMENDA  120438  COMENDA  120444

<|

3 3 5 1 2 1 6
|>

C O N TA C T OR  A EG  LS 4 K 9 A  2 4 V 4 K w
<|

3 3 5 1 2 1 8
|>

C O N TA C T OR  A EG  LS 7 K 1 8 A  2 3 0 V 7 .5 K w
coil 24V 50/60Hz coil 230V 50/60Hz

 3 normally open contacts  3 normally open contacts
 1 normally open auxiliary contact  1 normally open auxiliary contact

    

COMENDA  120418 COMENDA  120428  COMENDA  120435

<|

3 3 5 1 2 1 9
|>

C O N TA C T OR  A EG  LS 7 K 1 8 A  2 3 0 V 7 .5 K w
<|

3 4 4 6 5 6 2
|>

C O N TA C T OR  L OV A TO  BF0 9 0 1 A
coil 230V 50/60Hz coil 9A 230V 50/60Hz 4.2Kw

 4 normally open contacts  3 normally open contacts
 no auxiliary contact  1 normally closed auxiliary contact

    

COMENDA  4811123  COMENDA  120481

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 5 1 0 1 9
|>

T HER M A L R EL A Y A BB T F4 2
<|

3 3 5 1 0 9 2
|>

T HER M A L R EL A Y L OV A TO  2 ,5 -4  A
7.6÷10A RF380400

 1 normally open contact  
 1 normally closed contact  

    

COMENDA  120866  COMENDA  120869

<T2

Controllers and changeover switches
T2>

<|

3 3 2 2 0 0 4
|>

T IM ER  HFD 2 M 1 6  2  C A M S
<|

3 3 2 2 0 0 5
|>

T IM ER  HFD 3 M 1 6  3  C A M S
120 seconds cycle 210 seconds cycle

 rinse 18 seconds  rinse 18 seconds
 220/240V 50/60Hz  220/240V 50/60Hz
 anticlockwise rotation  anticlockwise rotation
 square pin 5x5 mm  square pin 5x5 mm

    

COMENDA  120213  COMENDA  120208

<|

3 3 2 2 0 0 7
|>

T IM ER  HH 3 M 1 6  3  C A M S
<|

3 3 2 2 0 0 8
|>

T IM ER  HH 3 M 1 6  3  C A M S
60 seconds cycle 90 seconds cycle

 rinse 18 seconds  rinse 18 seconds
 220/240V 50/60Hz  220/240V 50/60Hz
 clockwise rotation  clockwise rotation
 without pin  without pin

    

COMENDA  120224  COMENDA  120228

<|

3 3 2 2 0 0 9
|>

T IM ER  HH 3 M 1 6  3  C A M S
<|

3 3 2 2 0 1 0
|>

T IM ER  HH 3 M 1 6  3  C A M S
120 seconds cycle 150 seconds cycle

 rinse 18 seconds  rinse 18 seconds
 220/240V 50/60Hz  220/240V 50/60Hz
 clockwise rotation  clockwise rotation
 without pin  without pin

    

COMENDA  120225  COMENDA  120220

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 2 2 1 7 5
|>

T IM ER  HH 3 M 1 6  3  C A M S
<|

3 3 2 2 0 1 2
|>

T IM ER  HH 4 M 1 6  4  C A M S
for REGENERATION 20 minutes cycle

 20 minutes cycle  220/240V 50/60Hz
 220/240V 50/60Hz  clockwise rotation
 without pin  without pin

    

COMENDA  120277  COMENDA  120214

<|

3 3 2 2 1 8 0
|>

T IM ER  HH 4 M 1 6  4  C A M S
<|

3 3 2 2 1 8 1
|>

T IM ER  HH 4 M 1 6  4  C A M S
120 seconds cycle 150 seconds cycle

 220/240V 50/60Hz  220/240V 50/60Hz
 without pin  without pin

    

COMENDA  120243 COMENDA  120262  COMENDA  120212 COMENDA  120263 COMENDA  120264

 COMENDA  120279

<|

3 3 2 2 2 1 5
|>

T IM ER  HL 5 M 1 6  5 C AM S
<|

3 3 2 2 0 9 9
|>

T IM ER  HL 6 M 1 6  6 C AM S
1st cycle 150 seconds 1st cycle 75 seconds

 2nd cycle 40 seconds  2nd cycle 120 seconds
 220/240V 50/60Hz  3rd cycle 180 seconds
  230V 50/60Hz
  without pin

    

COMENDA  121208 COMENDA  121217  COMENDA  120209 COMENDA  120266 COMENDA  121218

<|

3 3 2 2 1 5 0
|>

T IM ER  HL 6 M 1 6  6 C AM S
<|

3 3 2 2 0 1 3
|>

T IM ER  H4 M 1 6  4  C A M S
1st cycle 55 seconds 360 seconds cycle

 2nd cycle 85 seconds  rinse 17 seconds
 3rd cycle 120 seconds  220/240V 50/60Hz
 220/240V 50/60Hz  anticlockwise rotation
 without pin  without pin

    

COMENDA  120267  COMENDA  120217

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 2 2 1 8 2
|>

T IM ER  4 90 5 D V  5  C A M S
<|

3 3 2 2 1 8 3
|>

T IM ER  4 90 5 D V  5  C A M S
1st cycle 100 seconds 1st cycle 4 seconds

 2nd cycle 150 seconds  2nd cycle 180 seconds
 230V 50/60Hz  230V 50/60Hz

    

COMENDA  120268  COMENDA  120256 COMENDA  120269 COMENDA  120269A

 COMENDA  120292

<|

3 3 2 2 1 8 4
|>

T IM ER  4 90 5 D V  5  C A M S
<| |>

1st cycle 90 seconds
 2nd cycle 120 seconds  
 230V 50/60Hz  

    

COMENDA  120270  

<T2

Curtains
T2>

<|

3 4 4 3 3 1 1
|>

IN L ET/OU TL ET  C U RT A IN  6 2 0 x4 8 0  m m
<|

5 0 0 7 5 8 5
|>

BR A C K ET U P P ER D R O P  D OW M
with hole for rod

    

COMENDA  190906 COMENDA  190910  COMENDA  330715

<|

3 4 4 3 3 1 2
|>

C U R TA IN R O D  7 5 0  m m
<|

3 4 4 3 0 5 5
|>

C U R TA IN S H AFT  6 6 0  m m

    

COMENDA  341210  COMENDA  340422

<|

3 4 4 3 3 0 5
|>

IN L ET/OU TL ET  C U RT A IN  6 9 0 x4 2 0  m m
<|

3 4 4 3 3 1 2
|>

C U R TA IN R O D  7 5 0  m m
with hole for rod

    

COMENDA  190909  COMENDA  341210

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 4 4 3 3 0 9
|>

R IN SE  C UR T A IN  6 2 0 x2 5 0  m m
<|

3 4 4 3 3 1 2
|>

C U R TA IN R O D  7 5 0  m m
with hole for rod

    

COMENDA  190913 COMENDA  331346  COMENDA  341210

<T2

Door catches
T2>

<|

3 3 9 8 0 8 6
|>

C A T C H
<| |>

    

COMENDA  180508  

<|

3 3 9 8 0 1 9
|>

D O OR  C A T C H  C OM P L ETE
<|

3 3 9 8 0 8 4
|>

C A P  FOR  D O O R FR A M E H OL E

    

COMENDA  180506  COMENDA  160772

<|

3 0 5 3 4 6 2
|>

L A RG E P A N  H EA D  S C R EW  M 4 x1 0
<| |>

stainless steel - slotted

    

COMENDA  260238  

<|

3 3 9 8 0 8 5
|>

8  m m  L O C K W ITH  2  BA L L BE AR ING  P A W L
<| |>

    

COMENDA  441503  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Door gaskets for dishwashers
T2>

<|

5 0 2 4 4 8 4
|>

A D H ESIVE S P ON G E GA S KE T
<|

3 1 8 9 0 1 5
|>

A D H ESIVE S P ON G E GA S KE T 2 5 x4 m m
profile dimensions 20x1.5 mm sale per linear metre

 length 1000 mm  

    

COMENDA  200925  COMENDA  200402 COMENDA  200924

<|

3 1 8 9 0 1 2
|>

A D H ESIVE S P ON G E GA S KE T 6 x2 .5  m m
<|

3 1 8 9 0 1 4
|>

A D H ESIVE S P ON G E GA S KE T 8 x4  m m
sale per linear metre sale per linear metre

    

COMENDA  200433  COMENDA  200432

<|

5 0 2 8 2 4 9
|>

D O OR  G A SK ET
<|

3 1 8 6 4 4 4
|>

D O OR  G A SK ET 4 7 0  m m
profile dimensions 16x10 mm profile dimensions 17x4 mm

 sale per linear metre  

    

COMENDA  H36883  COMENDA  200215

<|

5 0 5 4 4 7 2
|>

D O OR  G A SK ET 5 6 0 x4 4 5  m m
<|

5 0 3 6 0 9 7
|>

D O OR  G A SK ET 5 9 0  m m
profile dimensions 15,5x7,5 mm

    

COMENDA  200974  COMENDA  200217 COMENDA  200221

<|

5 0 3 9 2 2 9
|>

D O OR  G A SK ET 5 9 5  m m  O F S IL IC O M E
<| |>

profile 18x13 mm

    

COMENDA  200216R  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 8 6 2 5 2
|>

D O OR  P LA S TIC  FR A M E GA S KET
<|

3 1 8 6 2 5 9
|>

G A SK ET L O C KIN G P L A TE
profile dimensions 19x4 mm

 for FC-F90M-LF  

    

COMENDA  200901 COMENDA  200923  COMENDA  331764

<T2

Door labyrinths
T2>

<|

3 2 2 2 0 0 3
|>

C O R NER  P R OT EC T IO N G A SK ET  FOR  D O OR
<| |>

    

COMENDA  H25202  

<T2

Drain assembly
T2>

<|

3 3 1 6 0 9 7
|>

D R A IN  A SS EM BL Y - C ON N EC T IO N ø  1"1 /2
<|

3 3 1 6 0 2 6
|>

D R A IN  EL BO W

    

COMENDA  160308  COMENDA  160203

<|

3 0 6 1 0 3 2
|>

G A SK ET EL BO W  ø 1 "1 /2
<|

3 1 8 6 4 4 2
|>

G A SK ET FL A T EP D M  ø  5 8 x4 6 x2  m m
external ø 43 mm - internal ø 33 mm

    

COMENDA  200412  COMENDA  200919

<|

3 0 6 1 0 3 3
|>

O UT L ET EL BO W  RIN G N U T ø  1 "1 /2
<|

3 3 1 6 0 2 2
|>

R IN G  NU T  FOR  D R A IN  A SS EM BL Y ø 1 "1 /2

    

COMENDA  180102  COMENDA  180109

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 3 1 6 0 9 6
|>

S TA IN L ESS  ST EEL  D R AIN  D EFL EC TO R
<| |>

    

COMENDA  180820 COMENDA  320166  

<|

3 3 1 6 0 2 0
|>

D R A IN  A SS EM BL Y ø 1 "1 /2
<|

3 3 1 6 0 2 1
|>

G A SK ET FO R  D R A IN  A SS EM B LY  ø  1 "1/2
upper external ø 68 mm outer ø 68 mm - ø 48 mm - thickness 2 mm

 upper internal ø 44 mm  
 lower external ø 47 mm  
 lower internal ø 35 mm  
 height 39 mm  

    

COMENDA  160301 COMENDA  160306  COMENDA  200410

<|

3 3 1 6 0 2 2
|>

R IN G  NU T  FOR  D R A IN  A SS EM BL Y ø 1 "1 /2
<| |>

    

COMENDA  180109  

<|

3 3 1 6 1 6 2
|>

D R A IN  A SS EM BL Y C O M P L ETE
<| |>

    

COMENDA  

<|

3 3 1 6 0 9 1
|>

D R A IN  A SS EM BL Y C O NN EC T IO N  ø 1 "1 /2
<|

1 1 8 6 4 6 1
|>

O -R ING  0 1 5 8  m m  S IL IC O N E
outlet external ø 50 mm ring thickness 3.53 mm - internal ø 53.98 mm

    

COMENDA  160310  COMENDA  200842

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 1 6 0 9 3
|>

D R A IN  A SS EM BL Y FOR  O VER FL OW  H O SE
<|

3 0 6 1 0 3 2
|>

G A SK ET EL BO W  ø 1 "1 /2
connection ø 1"1/2 external ø 43 mm - internal ø 33 mm

    

COMENDA  270409  COMENDA  200412

<|

3 3 1 6 0 2 1
|>

G A SK ET FO R  D R A IN  A SS EM B LY  ø  1 "1/2
<|

3 3 1 6 0 5 1
|>

N UT  FO R H EA T IN G EL EM EN T ø  1 "1 /2
outer ø 68 mm - ø 48 mm - thickness 2 mm

    

COMENDA  200410  COMENDA  270104

<|

3 0 6 1 0 3 3
|>

O UT L ET EL BO W  RIN G N U T ø  1 "1 /2
<|

3 3 1 6 0 9 5
|>

S TR A IG H T D R A IN  C O N NEC TION  ø 3 4  m m

    

COMENDA  180102  COMENDA  160201

<|

3 3 1 6 0 8 8
|>

D R A IN  C O N NEC TION  FIT TIN G ø  1 "1 /4
<|

3 1 8 6 2 8 5
|>

G A SK ET FL A T N BR  ø 5 5 x4 2 x2  m m
outlet ø 30 mm

    

COMENDA  190225  COMENDA  460507

<|

1 1 8 6 4 6 6
|>

O -R ING  0 3 1 8 1  EPD M
<|

3 3 1 6 0 9 2
|>

R IN G  NU T  F/D R A IN  A SS EM BLY  C ON N EC T . ø 1 "1
ring thickness 2.62 mm - internal ø 45.69 mm internal ø 35 mm

 for group flange  

    

COMENDA  200867  COMENDA

<|

3 3 1 6 0 8 9
|>

R IN G  NU T  W IT H C ON N EC TION  H OO K  ø 1 "1 /4
<| |>

    

COMENDA  180147  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 4 7 1 0 8
|>

FITT IN G  1 "1 /4  FO R  D R AIN  PU M P
<|

1 1 8 6 4 6 6
|>

O -R ING  0 3 1 8 1  EPD M
ring thickness 2.62 mm - internal ø 45.69 mm

  for group flange

    

COMENDA  180142  COMENDA  200867

<|

3 3 1 6 0 8 9
|>

R IN G  NU T  W IT H C ON N EC TION  H OO K  ø 1 "1 /4
<| |>

    

COMENDA  180147  

<|

3 0 6 1 0 3 4
|>

O UT L ET EL BO W  ø 1 "1 /2
<|

3 0 6 1 0 3 2
|>

G A SK ET EL BO W  ø 1 "1 /2
external ø 43 mm - internal ø 33 mm

    

COMENDA  160204  COMENDA  200412

<|

3 0 6 1 0 3 3
|>

O UT L ET EL BO W  RIN G N U T ø  1 "1 /2
<| |>

    

COMENDA  180102  

<T2

Drain hoses
T2>

<|

3 4 5 0 0 5 6
|>

D R A IN  H OS E ø 2 5 x3 00 0  m m
<|

7 1 1 1 3 8 8
|>

D R A IN  H OS E ø 2 5 x3 00 0  m m
straight hose internal ø 19 mm hoses internal ø 22 mm

 elbow hose internal ø 21.5 mm  

    

COMENDA  200346  COMENDA  200616

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 4 5 0 0 3 0
|>

D R A IN  H OS E ø 2 8 x2 00 0  m m
<|

3 4 5 0 0 2 9
|>

D R A IN  H OS E ø 2 9 x2 00 0  m m
elbow hose internal ø 28 mm external ø 33 mm muffs internal ø 24 and 28 mm

 straight hose internal ø 24 mm external ø 28 mm  max temperature 90°C
 max temperature 90°C  

    

COMENDA  COMENDA  200779

<|

3 4 5 0 0 3 5
|>

D R A IN  H OS E ø 3 2 x2 00 0  m m
<|

3 4 5 0 0 3 3
|>

D R A IN  H OS E ø 3 3 x3 00 0  m m
elbow hose internal ø 40 mm sleeve internal ø 33 mm

 max temperature 90°C  pipe internal ø 28 mm

    

COMENDA  200794  COMENDA  200721

<|

5 0 2 0 9 3 2
|>

D R A IN  H OS E EL IS PIR  ø  3 5 x4 4  m m
<|

5 0 5 1 7 7 1
|>

D R A IN  H OS E EL IS PIR  ø  4 5 x5 5  m m
sale per linear metre sale per linear metre

    

COMENDA  200127  COMENDA  200121

<|

3 4 5 0 1 2 2
|>

S PA C ER  ø  9 x2 6 .5  m m
<| |>

    

COMENDA  160501  

<T2

Drain plugs
T2>

<|

5 0 2 2 3 6 8
|>

O VER FL OW  P IPE ø  2 6x1 2 0  m m
<|

5 0 1 2 2 4 2
|>

O VER FL OW  P IPE ø  3 5x4 1 5  m m

    

COMENDA  180730  COMENDA  380836

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 1 2 1 9 5
|>

O VER FL OW  P IPE ø  3 5x4 9 0  m m
<|

3 4 4 8 1 5 2
|>

O VER FL OW  P IPE K N OB M 6
ø 29 mm

    

COMENDA  380821 COMENDA  380832  COMENDA  180126

<|

3 4 4 8 1 5 0
|>

O VER FL OW  P IPE P L UG  Ø  7 0  m m
<|

3 4 4 8 1 4 9
|>

S PA C ER  S HA FT  FO R O VER FL OW  P IP E M 6
ø 10x90 mm

    

COMENDA  160738  COMENDA  341237 COMENDA  341243

<|

3 4 4 8 1 5 3
|>

O VER FL OW  P IPE ø  3 7x1 9 0  m m
<| |>

made of plastic

    

COMENDA  180708  

<|

3 4 4 8 0 7 2
|>

O VER FL OW  P IPE ø  3 8x1 8 0  m m
<|

3 1 8 6 2 5 0
|>

L IP  SEA L  D E1 7 5  EP D M
in plastic ø 43x30.90x7 mm

    

COMENDA  170707  COMENDA  200469

<|

3 4 4 8 2 6 2
|>

O VER FL OW  P IPE ø  3 8x2 3 0  m m
<| |>

in plastic

    

COMENDA  170717  

<|

3 4 4 8 1 1 0
|>

O VER FL OW  P IPE ø  4 0x4 0 0  m m
<|

3 1 8 6 2 5 0
|>

L IP  SEA L  D E1 7 5  EP D M
in plastic ø 43x30.90x7 mm

    

COMENDA  180715  COMENDA  200469

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 4 4 8 2 3 8
|>

O VER FL OW  P IPE ø  4 3x3 0 5  m m
<|

5 0 2 0 9 1 6
|>

O VER FL OW  P IPE EC OR IN S E ø 3 2 x13 0  m m
plastic made

    

COMENDA  180729  COMENDA  180723

<|

5 0 2 9 8 4 2
|>

O VER FL OW  P IPE S TA INL ES S S TEEL  ø 3 5 x5 3 0  m
<| |>

for wash tank ACS

    

COMENDA  380857  

<T2

Drain pumps
T2>

<|

3 1 2 2 4 0 6
|>

D R A IN  P UM P  H A NN ING  D P S2 5 -0 3 2
<|

5 0 4 7 1 0 9
|>

D R A IN  P UM P  H A NN ING  D P S2 5 -4 2 5
30W 220/240V 50Hz - set of 3 scrolls with bracket inlet external ø 30 mm - outlet external ø 24 mm

 inlet external ø 23÷28 mm - outlet external ø 23mm  220/240V 50Hz 30W

    

COMENDA  100890  COMENDA  100893

<|

3 1 2 2 1 8 1
|>

D R A IN  P UM P  1 0 0 W  2 3 0 V 5 0 H z
<| |>

inlet external ø 30 mm - outlet external ø 23 mm

    

COMENDA  100342  

<|

3 1 2 2 3 6 9
|>

D R A IN  P UM P  1 0 0 W  2 3 0 V 5 0 H z
<|

3 1 2 2 8 1 3
|>

A SS EM BL Y FOR  INL ET  W IT H P U M P FIL TER
inlet external ø 30 mm - outlet external ø 22 mm

    

COMENDA  100803  COMENDA  630139

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Electric pumps
T2>

<|

3 1 2 2 7 2 0
|>

EL EC T RIC  P UM P  A P  AL 4 2 6  0 .3 0 HP
<| |>

inlet external ø 28 mm - outlet external ø 28 mm
 0.30HP 230/415V 50Hz 1.1/0.65A - 2850 rpm  

    

COMENDA  100647  

<|

3 1 2 2 6 8 5
|>

EL EC T RIC  P UM P  A P  C M 1 21 9 0  1 H P
<|

3 0 6 8 0 1 9
|>

C A P A C IT O R D U C A T I EN ER G IA  1 2 ,5 µF
inlet external ø 45 mm - outlet external ø 40 mm 450V 50/60Hz

 1HP 230V 50Hz - Rpm 2800  operating temperature -25 +85°C
 capacitor 12.5 µf - flow rate 250 L/min  lead connection 6.35x0.8 mm
  ø 36xh70 mm

    

COMENDA  COMENDA  631207

<|

3 0 6 8 0 8 1
|>

C A P A C IT O R EL EC T R IC A L  1 2 .5 µF
<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
450V 50/60Hz - ø 35xh71 mm metal seal internal ø 10 mm - ø external 24 mm

  height 13.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  631207  COMENDA  630510 COMENDA  630514 COMENDA  630544

<|

3 1 2 2 6 8 7
|>

EL EC T RIC  P UM P  A P  12 2 5 0  1 .5 0 H P
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
inlet external ø 63 mm - outlet external ø 50 mm metal seal internal ø 11 mm - ø external 24 mm

 1.50HP 230/400V 50Hz  height 15.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  COMENDA  630501 COMENDA  630512 COMENDA  630523

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 2 2 5 5 9
|>

EL EC T RIC  P UM P  A P  20 1 1  2 H P
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
inlet external ø 63 mm - outlet external ø 54 mm metal seal internal ø 11 mm - ø external 24 mm

 2HP 230/400V 50Hz 5.8/3.4A - Rpm 2850  height 15.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  COMENDA  630501 COMENDA  630512 COMENDA  630523

<|

3 1 2 2 5 4 6
|>

EL EC T RIC  P UM P  A P  20 1 2  1 .5 0 H P
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
inlet external ø 63 mm - outlet external ø 54 mm metal seal internal ø 11 mm - ø external 24 mm

 1.50HP 230/400V 50Hz 4.5/2.7A - rpm 2850  height 15.5 mm
 flow rate 650 L/min  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  COMENDA  630501 COMENDA  630512 COMENDA  630523

<|

3 1 2 2 6 8 0
|>

EL EC T RIC  P UM P  A P  22 1 1 0  0 .1 0 H P
<|

3 0 6 8 0 0 8
|>

C A P A C IT O R D U C A T I EN ER G IA  5 µ F
inlet external ø 28 mm - outlet external ø 28 mm 450V 50/60Hz

 0.10HP 230V 50Hz - capacitor 5 µf  operating temperature -25 +85°C
  lead connection 6.35x0.8 mm
  ø 28xh55 mm

    

COMENDA  COMENDA  631208

<|

1 1 8 6 2 3 7
|>

O -R ING  0 3 3 0 0  EPD M
<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
ring thickness 2.62 mm - internal ø 75.87 mm metal seal internal ø 10 mm - ø external 24 mm

  height 13.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  630427  COMENDA  630510 COMENDA  630514 COMENDA  630544

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 2 2 6 8 3
|>

EL EC T RIC  P UM P  A P  42 4 7 0  0 .6 0 H P
<| |>

inlet external ø 40 mm - outlet external ø 40 mm
 0.60HP 230V 50Hz - Rpm 2850  
 capacitor 12 µf  

    

COMENDA  

<|

3 1 2 2 5 0 5
|>

EL EC T RIC  P UM P  A P  90 1 D X 0 .1 0 H P
<|

3 0 6 8 0 1 0
|>

C A P A C IT O R D U C A T I EN ER G IA  6 ,3 µ F
inlet external ø 28 mm - outlet external ø 28 mm 450V 50/60Hz

 0.10HP 230V 50Hz 1.1A - Rpm 2600  operating temperature -25 +85°C
 capacitor 6.3 µf - flow rate 80 L/min  lead connection 6.35x0.8 mm
  ø 32xh55 mm

    

COMENDA  COMENDA  631216

<|

3 0 6 8 0 9 7
|>

C A P A C IT O R EL EC T R IC A L  6 .3 µF
<|

1 1 8 6 2 3 7
|>

O -R ING  0 3 3 0 0  EPD M
450V 50/60Hz - ø 30xh51 mm ring thickness 2.62 mm - internal ø 75.87 mm

    

COMENDA  631216  COMENDA  630427

<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
<| |>

metal seal internal ø 10 mm - ø external 24 mm
 height 13.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630510 COMENDA  630514 COMENDA  630544  

<|

3 1 2 2 5 0 0
|>

EL EC T RIC  P UM P  A P  90 2 S X 0 .1 0 H P
<|

3 0 6 8 0 1 0
|>

C A P A C IT O R D U C A T I EN ER G IA  6 ,3 µ F
inlet external ø 28 mm - outlet external ø 28 mm 450V 50/60Hz

 0.10HP 230V 50Hz 1.1A - Rpm 2600  operating temperature -25 +85°C
 capacitor 6.3 µf - flow rate 80 L/min  lead connection 6.35x0.8 mm
  ø 32xh55 mm

    

COMENDA  COMENDA  631216

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 0 6 8 0 9 7
|>

C A P A C IT O R EL EC T R IC A L  6 .3 µF
<|

1 1 8 6 2 3 7
|>

O -R ING  0 3 3 0 0  EPD M
450V 50/60Hz - ø 30xh51 mm ring thickness 2.62 mm - internal ø 75.87 mm

    

COMENDA  631216  COMENDA  630427

<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
<| |>

metal seal internal ø 10 mm - ø external 24 mm
 height 13.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630510 COMENDA  630514 COMENDA  630544  

<|

3 1 2 2 1 8 7
|>

EL EC T RIC  P UM P  FIR B2 2 9 S X 0 .3 0 H P
<|

3 0 6 8 0 0 8
|>

C A P A C IT O R D U C A T I EN ER G IA  5 µ F
inlet external ø 28 mm - outlet external ø 28 mm 450V 50/60Hz

 0.22kW 230V 50Hz 1.6A - Rpm 2800  operating temperature -25 +85°C
 capacitor 5 µf - flow rate 110 L/min  lead connection 6.35x0.8 mm
  ø 28xh55 mm

    

COMENDA  100702  COMENDA  631208

<|

3 0 6 8 0 9 6
|>

C A P A C IT O R EL EC T R IC A L  5 µF
<|

3 1 2 2 1 9 3
|>

IM P EL LE R FIR  ø 7 2  m m
450V 50/60Hz - ø 30xh51 mm blades height 18 mm

  for models 2222/4213/5213DX - B229/B246SX

    

COMENDA  631208  COMENDA  631660

<|

3 1 8 6 2 7 1
|>

O -R ING  0 4 3 1 2  EPD M
<|

3 1 2 2 0 4 2
|>

P U M P  H OU S IN G  FIR
ring thickness 3.53 mm - internal ø 78.97 mm inlet external ø 28 mm - outlet external ø 28 mm

  for models 2212/2214/2228/B229/B246SX

    

COMENDA  200834 COMENDA  630416  COMENDA  630120 COMENDA  630125

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
<| |>

metal seal internal ø 10 mm - ø external 24 mm
 height 13.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630510 COMENDA  630514 COMENDA  630544  

<|

3 1 2 2 1 8 5
|>

EL EC T RIC  P UM P  FIR 1 2 0 4 D X  2 HP
<|

3 1 2 2 2 4 7
|>

IM P EL LE R FIR  ø 1 1 8  m m
inlet external ø 63 mm - outlet external ø 54 mm for models 1204DX

 1.5kW 220/415V 50Hz 5.9/3.4A  - Rpm 2800  
 flow rate 500 L/min  

    

COMENDA  100361 COMENDA  100716  COMENDA  631618

<|

3 1 2 2 0 4 7
|>

P U M P  H OU S IN G  FIR
<|

3 1 2 2 0 2 6
|>

P U M P  H OU S IN G  GA S KET  FIR
inlet external ø 63 mm - outlet external ø 54 mm

    

COMENDA  630114  COMENDA  630411

<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
<|

3 0 4 6 0 2 8
|>

VIBR A TION  D A M P ER  ø  2 5 x2 0  M 6
metal seal internal ø 11 mm - ø external 24 mm

 height 15.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630501 COMENDA  630512 COMENDA  630523  COMENDA  441111

<|

3 1 2 2 2 4 5
|>

EL EC T RIC  P UM P  FIR 1 2 0 5 D X  2 .7 0 HP
<|

3 1 2 2 0 4 7
|>

P U M P  H OU S IN G  FIR
inlet external ø 63 mm - outlet external ø 54 mm inlet external ø 63 mm - outlet external ø 54 mm

 2.70HP 220/400V 6.2/3.4A 50Hz - Rpm 2800  
 flow rate 600 L/min  

    

COMENDA  100373  COMENDA  630114

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 2 2 0 2 6
|>

P U M P  H OU S IN G  GA S KET  FIR
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
metal seal internal ø 11 mm - ø external 24 mm

  height 15.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  630411  COMENDA  630501 COMENDA  630512 COMENDA  630523

<|

5 0 0 7 6 1 6
|>

EL EC T RIC  P UM P  FIR 1 2 1 9 SX  1 .5 H P
<|

3 1 2 2 8 1 4
|>

IM P EL LE R FIR  ø 1 0 3  m m
inlet ø 45 mm - outlet ø 40 mm

 1.1KW 220/240-380/415V 50Hz  

    

COMENDA  100386 COMENDA  100603  COMENDA  631656

<|

3 1 2 2 0 2 0
|>

P U M P  H OU S IN G  GA S KET  FIR
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
thickness 3 mm metal seal internal ø 11 mm - ø external 24 mm

  height 15.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  630410  COMENDA  630501 COMENDA  630512 COMENDA  630523

<|

3 1 2 2 1 8 3
|>

EL EC T RIC  P UM P  FIR 1 2 1 9 SX  1 H P
<|

3 0 6 8 0 1 9
|>

C A P A C IT O R D U C A T I EN ER G IA  1 2 ,5 µF
inlet external ø 45 mm - outlet external ø 40 mm 450V 50/60Hz

 0.073kW 230V 50Hz 4.7A - Rpm 2800  operating temperature -25 +85°C
 capacitor 12.5 µf - flow rate 250 L/min  lead connection 6.35x0.8 mm
  ø 36xh70 mm

    

COMENDA  100384 COMENDA  100672  COMENDA  631207

<|

3 0 6 8 0 8 1
|>

C A P A C IT O R EL EC T R IC A L  1 2 .5 µF
<|

3 1 2 2 0 1 9
|>

IM P EL LE R FIR  ø 1 0 3  m m
450V 50/60Hz - ø 35xh71 mm D-shaped hole 8x9 mm

  for models 1219/1292/2236/2256/2265/2284SX

    

COMENDA  631207  COMENDA  631627 COMENDA  631643

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 2 2 0 2 0
|>

P U M P  H OU S IN G  GA S KET  FIR
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
thickness 3 mm metal seal internal ø 11 mm - ø external 24 mm

  height 15.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  630410  COMENDA  630501 COMENDA  630512 COMENDA  630523

<|

3 1 2 2 1 8 2
|>

EL EC T RIC  P UM P  FIR 1 2 2 1 SX  0 .5 0 H P
<|

3 0 6 8 0 1 9
|>

C A P A C IT O R D U C A T I EN ER G IA  1 2 ,5 µF
inlet external ø 45 mm - outlet external ø 40 mm 450V 50/60Hz

 0.50HP 230V 50Hz 2.8A - Rpm 2800  operating temperature -25 +85°C
 capacitor 12.5 µf  lead connection 6.35x0.8 mm
  ø 36xh70 mm

    

COMENDA  100346  COMENDA  631207

<|

3 0 6 8 0 8 1
|>

C A P A C IT O R EL EC T R IC A L  1 2 .5 µF
<|

3 1 2 2 1 1 0
|>

IM P EL LE R FIR  ø 9 6  m m
450V 50/60Hz - ø 35xh71 mm D-shaped hole 8x9 mm

  for models 1221/1223/3911/4281SX

    

COMENDA  631207  COMENDA  631619

<|

3 1 2 2 0 2 0
|>

P U M P  H OU S IN G  GA S KET  FIR
<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
thickness 3 mm metal seal internal ø 10 mm - ø external 24 mm

  height 13.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  630410  COMENDA  630510 COMENDA  630514 COMENDA  630544

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 2 2 3 4 6
|>

EL EC T RIC  P UM P  FIR 1 2 2 3 SX  0 .7 5 H P
<|

3 0 6 8 0 1 9
|>

C A P A C IT O R D U C A T I EN ER G IA  1 2 ,5 µF
inlet external ø 45 mm - outlet external ø 40 mm 450V 50/60Hz

 0.75HP 230V 50Hz 3.5A - Rpm 2750  operating temperature -25 +85°C
 capacitor 12.5 µf  lead connection 6.35x0.8 mm
  ø 36xh70 mm

    

COMENDA  100365  COMENDA  631207

<|

3 0 6 8 0 8 1
|>

C A P A C IT O R EL EC T R IC A L  1 2 .5 µF
<|

3 1 2 2 1 1 0
|>

IM P EL LE R FIR  ø 9 6  m m
450V 50/60Hz - ø 35xh71 mm D-shaped hole 8x9 mm

  for models 1221/1223/3911/4281SX

    

COMENDA  631207  COMENDA  631619

<|

3 1 2 2 0 2 0
|>

P U M P  H OU S IN G  GA S KET  FIR
<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
thickness 3 mm metal seal internal ø 10 mm - ø external 24 mm

  height 13.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  630410  COMENDA  630510 COMENDA  630514 COMENDA  630544

<|

3 1 2 2 0 3 3
|>

EL EC T RIC  P UM P  FIR 1 2 2 5 SX  1 .5 0 H P
<|

3 1 2 2 0 2 6
|>

P U M P  H OU S IN G  GA S KET  FIR
inlet external ø 63 mm - outlet external ø 48 mm

 1.50HP 220/400V 50Hz 4.8/2.8A - Rpm 2800  
 flow rate 625 L/min  

    

COMENDA  100634  COMENDA  630411

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
<| |>

metal seal internal ø 11 mm - ø external 24 mm
 height 15.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630501 COMENDA  630512 COMENDA  630523  

<|

3 1 2 2 3 2 2
|>

EL EC T RIC  P UM P  FIR 1 2 4 1 D X  1 .5 0 HP
<|

3 1 2 2 3 2 3
|>

IM P EL LE R FIR  ø 1 1 1  m m
inlet external ø 63 mm - outlet external ø 54 mm height 38 mm

 1.50HP 220/400V 50Hz 4.8/2.8A - rpm 2800  for models 1241DX
 flow rate 625 L/min  

    

COMENDA  100663  COMENDA  631653

<|

3 1 2 2 0 4 7
|>

P U M P  H OU S IN G  FIR
<|

3 1 2 2 0 2 6
|>

P U M P  H OU S IN G  GA S KET  FIR
inlet external ø 63 mm - outlet external ø 54 mm

    

COMENDA  630114  COMENDA  630411

<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
<| |>

metal seal internal ø 11 mm - ø external 24 mm
 height 15.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630501 COMENDA  630512 COMENDA  630523  

<|

5 0 0 7 0 1 3
|>

EL EC T RIC  P UM P  FIR 1 2 4 4 R H 3 .5 0 H P
<|

3 1 2 2 0 4 5
|>

IM P EL LE R FIR  ø 1 2 4  m m
inlet external ø 63 mm - outlet external ø 54 mm for models 1241/1243/1244DX

 3.50HP 220/400V 50Hz  

    

COMENDA  100387 COMENDA  100604 COMENDA  100704  COMENDA  631620 COMENDA  631655

COMENDA  100713  

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 2 2 0 4 7
|>

P U M P  H OU S IN G  FIR
<|

3 1 2 2 0 2 6
|>

P U M P  H OU S IN G  GA S KET  FIR
inlet external ø 63 mm - outlet external ø 54 mm

    

COMENDA  630114  COMENDA  630411

<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
<| |>

metal seal internal ø 11 mm - ø external 24 mm
 height 15.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630501 COMENDA  630512 COMENDA  630523  

<|

3 1 2 2 0 3 8
|>

EL EC T RIC  P UM P  FIR 2 2 1 2 SX  0 .1 0 H P
<|

3 0 6 8 0 9 6
|>

C A P A C IT O R EL EC T R IC A L  5 µF
inlet external ø 28 mm - outlet external ø 28 mm 450V 50/60Hz - ø 30xh51 mm

 0.10HP 230V 50Hz 1.1A - rpm 2700  
 capacitor 5 µf - flow rate 80 L/min  

    

COMENDA  100370  COMENDA  631208

<|

3 1 2 2 0 4 0
|>

IM P EL LE R FIR  ø 7 2  m m
<|

3 1 2 2 0 4 2
|>

P U M P  H OU S IN G  FIR
blades height 20 mm inlet external ø 28 mm - outlet external ø 28 mm

 for models 2211/2213/4208/5213/B210DX - 2212SX  for models 2212/2214/2228/B229/B246SX

    

COMENDA  631640  COMENDA  630120 COMENDA  630125

<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
<| |>

metal seal internal ø 10 mm - ø external 24 mm
 height 13.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630510 COMENDA  630514 COMENDA  630544  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 2 2 1 8 4
|>

EL EC T RIC  P UM P  FIR 2 2 2 8 SX  0 .2 0 H P
<|

3 0 6 8 0 0 8
|>

C A P A C IT O R D U C A T I EN ER G IA  5 µ F
inlet external ø 28 mm - outlet external ø 28 mm 450V 50/60Hz

 0.20HP 230V 50Hz 1.4A - Rpm 2800  operating temperature -25 +85°C
 capacitor 5 µf - flow rate 90 l/min.  lead connection 6.35x0.8 mm
  ø 28xh55 mm

    

COMENDA  100303 COMENDA  100701  COMENDA  631208

<|

3 0 6 8 0 9 6
|>

C A P A C IT O R EL EC T R IC A L  5 µF
<|

3 1 2 2 1 9 3
|>

IM P EL LE R FIR  ø 7 2  m m
450V 50/60Hz - ø 30xh51 mm blades height 18 mm

  for models 2222/4213/5213DX - B229/B246SX

    

COMENDA  631208  COMENDA  631660

<|

3 1 8 6 2 7 1
|>

O -R ING  0 4 3 1 2  EPD M
<|

3 1 2 2 0 4 2
|>

P U M P  H OU S IN G  FIR
ring thickness 3.53 mm - internal ø 78.97 mm inlet external ø 28 mm - outlet external ø 28 mm

  for models 2212/2214/2228/B229/B246SX

    

COMENDA  200834 COMENDA  630416  COMENDA  630120 COMENDA  630125

<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
<| |>

metal seal internal ø 10 mm - ø external 24 mm
 height 13.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630510 COMENDA  630514 COMENDA  630544  

<|

3 1 2 2 3 4 8
|>

EL EC T RIC  P UM P  FIR 2 2 4 1 D X  1 .5 0 HP
<|

3 1 2 2 3 4 9
|>

IM P EL LE R FIR  22 4 1 D X  ø 1 1 0  m m
inlet external ø 63 mm - outlet external ø 54 mm

 1.10kW 220/415V 50Hz 3,6/2,1A - rpm 2800  

    

COMENDA  100717  COMENDA  631667

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 2 2 0 4 7
|>

P U M P  H OU S IN G  FIR
<|

3 1 2 2 0 2 6
|>

P U M P  H OU S IN G  GA S KET  FIR
inlet external ø 63 mm - outlet external ø 54 mm

    

COMENDA  630114  COMENDA  630411

<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
<|

3 0 4 6 0 2 8
|>

VIBR A TION  D A M P ER  ø  2 5 x2 0  M 6
metal seal internal ø 11 mm - ø external 24 mm

 height 15.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630501 COMENDA  630512 COMENDA  630523  COMENDA  441111

<|

3 1 2 2 7 1 9
|>

EL EC T RIC  P UM P  FIR 2 2 7 5 SX  3 .6 0 H P
<|

3 1 2 2 1 7 4
|>

IM P EL LE R FIR  ø 1 3 5  m m
inlet external ø 63 mm - outlet external ø 63 mm for models 2250/2275SX

 3.60HP 220/400V 50Hz 10/5.8A - Rpm 2800  

    

COMENDA  100398 COMENDA  100633  COMENDA  631628

<|

3 4 5 3 0 2 6
|>

M EC H A NIC A L  SEA L  FOR  S HA FT  ø 1 8  m m
<|

3 1 2 2 6 6 0
|>

P U M P  H OU S IN G  FIR  2 2 5 0/2 2 74 /22 7 5 L H
metal seal internal ø 17 mm - external ø 39 mm inlet external ø 63 mm - outlet external ø 63 mm

 height 15 mm  
 back. element internal ø 21 mm - external ø 42 mm  
 height 8 mm  
 for electropumps FIR models 2274 and 2275  

    

COMENDA  630516  COMENDA  630122

<|

3 7 8 6 4 6 8
|>

P U M P  H OU S IN G  GA S KET  FIR  2 2 7 5  3 .6 HP
<| |>

    

COMENDA  630418  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 2 2 0 5 7
|>

EL EC T RIC  P UM P  FIR 4 1 3 4 SX  0 .2 5 H P
<|

3 0 6 8 0 1 6
|>

C A P A C IT O R D U C A T I EN ER G IA  1 0 µ F
inlet external ø 30 mm - outlet external ø 30 mm 450V 50/60Hz

 0.25HP 230V 50Hz 1.5A - Rpm 2700  operating temperature -25 +85°C
 capacitor 10 µf - flow rate 95 L/min  lead connector 6.35x0.8 mm
  ø 36xh58 mm

    

COMENDA  100376  COMENDA  631206

<|

3 0 6 8 0 8 0
|>

C A P A C IT O R EL EC T R IC A L  1 0 µF
<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
450V 50/60Hz - ø 30xh71 mm metal seal internal ø 10 mm - ø external 24 mm

  height 13.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  631206  COMENDA  630510 COMENDA  630514 COMENDA  630544

<|

5 0 1 2 3 8 2
|>

EL EC T RIC  P UM P  FIR 4 2 0 8 D X  0 .1 0 HP
<|

3 0 6 8 0 0 8
|>

C A P A C IT O R D U C A T I EN ER G IA  5 µ F
inlet external ø 28 mm - outlet external ø 28 mm 450V 50/60Hz

 0.073kW 230V 50Hz 1.1A - rpm 2700  operating temperature -25 +85°C
 capacitor 5 µf  lead connection 6.35x0.8 mm
  ø 28xh55 mm

    

COMENDA  100747  COMENDA  631208

<|

3 0 6 8 0 9 6
|>

C A P A C IT O R EL EC T R IC A L  5 µF
<|

3 1 2 2 0 4 0
|>

IM P EL LE R FIR  ø 7 2  m m
450V 50/60Hz - ø 30xh51 mm blades height 20 mm

  for models 2211/2213/4208/5213/B210DX - 2212SX

    

COMENDA  631208  COMENDA  631640

<|

3 1 8 6 2 7 1
|>

O -R ING  0 4 3 1 2  EPD M
<|

3 1 2 2 1 4 7
|>

P U M P  H OU S IN G  FIR
ring thickness 3.53 mm - internal ø 78.97 mm inlet external ø 28 mm - outlet external ø 28 mm

  rh revolution

    

COMENDA  200834 COMENDA  630416  COMENDA  630131

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
<| |>

metal seal internal ø 10 mm - ø external 24 mm
 height 13.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630510 COMENDA  630514 COMENDA  630544  

<|

3 1 2 2 3 2 0
|>

EL EC T RIC  P UM P  FIR 4 2 2 6 SX  0 .5 0 H P
<|

3 1 2 2 3 2 1
|>

IM P EL LE R O F ST A IN L ESS  ST EEL  F IR  ø 7 2  m m
inlet external ø 28 mm - outlet external ø 28 mm for models 4226SX

 0,35kW 220/415V 50Hz 1,1/0,65A - Rpm 2800  

    

COMENDA  100647  COMENDA  631622 COMENDA  631675

<|

3 1 8 6 2 7 1
|>

O -R ING  0 4 3 1 2  EPD M
<|

3 1 2 2 0 4 2
|>

P U M P  H OU S IN G  FIR
ring thickness 3.53 mm - internal ø 78.97 mm inlet external ø 28 mm - outlet external ø 28 mm

  for models 2212/2214/2228/B229/B246SX

    

COMENDA  200834 COMENDA  630416  COMENDA  630120 COMENDA  630125

<|

3 1 2 2 0 5 8
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 1  m m
<| |>

metal seal internal ø 10 mm - ø external 24 mm
 height 13.5 mm  
 back. element internal ø 14 mm - ø external 26 mm  
 height 8 mm  

    

COMENDA  630510 COMENDA  630514 COMENDA  630544  

<|

3 1 2 2 2 9 1
|>

EL EC T RIC  P UM P  FIR 4 2 4 7 SX  0 .6 0 H P
<|

3 1 2 2 2 9 9
|>

BR A C K ET 4 2 4 7
inlet external ø 38 mm - outlet external ø 40 mm

 0.60HP 230V 50Hz 3.5A - Rpm 2800  
 capacitor 10 µF  

    

COMENDA  100375 COMENDA  100399 COMENDA  100696  COMENDA  331922

COMENDA  100740  

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 0 6 8 0 1 6
|>

C A P A C IT O R D U C A T I EN ER G IA  1 0 µ F
<|

3 0 6 8 0 8 0
|>

C A P A C IT O R EL EC T R IC A L  1 0 µF
450V 50/60Hz 450V 50/60Hz - ø 30xh71 mm

 operating temperature -25 +85°C  
 lead connector 6.35x0.8 mm  
 ø 36xh58 mm  

    

COMENDA  631206  COMENDA  631206

<|

3 1 2 2 2 9 6
|>

IM P EL LE R C L O SED  FIR  ø 9 3  m m
<|

3 1 2 2 2 9 8
|>

P U M P  H OU S IN G  FIR  4 2 4 7
overall height 32 mm - D-shaped hole 8x9 mm inlet extern ø 38 mm - outlet extern ø 40 mm

 for models 2233/4247/4268/5283SX  

    

COMENDA  631683 COMENDA  631714  COMENDA  630129

<|

3 1 2 2 2 9 7
|>

P U M P  H OU S IN G  GA S KET  FIR  4 2 1 7 /4 2 4 7
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
metal seal internal ø 11 mm - ø external 24 mm

  height 15.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  630419  COMENDA  630501 COMENDA  630512 COMENDA  630523

<|

3 1 2 2 7 8 3
|>

EL EC T RIC  P UM P  FIR 4 2 6 8 SX  0 .6 0 H P
<|

3 0 6 8 0 1 9
|>

C A P A C IT O R D U C A T I EN ER G IA  1 2 ,5 µF
inlet external ø 45 mm - outlet external ø 40 mm 450V 50/60Hz

 0.60HP 230V 50Hz - Rpm 2800  operating temperature -25 +85°C
 capacitor 12.5 µf  lead connection 6.35x0.8 mm
  ø 36xh70 mm

    

COMENDA  100820  COMENDA  631207

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 0 6 8 0 8 1
|>

C A P A C IT O R EL EC T R IC A L  1 2 .5 µF
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
450V 50/60Hz - ø 35xh71 mm metal seal internal ø 11 mm - ø external 24 mm

  height 15.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  631207  COMENDA  630501 COMENDA  630512 COMENDA  630523

<|

5 0 2 7 4 4 6
|>

EL EC T RIC  P UM P  FIR 5 2 2 3 R H 1 H P
<|

3 0 6 8 0 2 4
|>

C A P A C IT O R D U C A T I EN ER G IA  1 6 µ F
inlet external ø 63 mm - outlet external ø 55 mm 450V 50/60Hz

 1HP 230V 50Hz - 2800rpm  operating temperature -25 +85°C
 capacitor 16 µf  lead connector 6.35x0.8 mm
  ø 36xh70 mm

    

COMENDA  100801  COMENDA  631202

<|

3 0 6 8 0 8 3
|>

C A P A C IT O R EL EC T R IC A L  1 6 µF
<|

5 0 2 7 7 2 7
|>

IM P EL LE R FIR  52 2 3 D X  ø 1 0 0  m m
450V 50/60Hz - ø 35xh71 mm

    

COMENDA  631202  COMENDA  632501

<|

3 1 2 2 0 2 6
|>

P U M P  H OU S IN G  GA S KET  FIR
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
metal seal internal ø 11 mm - ø external 24 mm

  height 15.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  630411  COMENDA  630501 COMENDA  630512 COMENDA  630523

<|

3 1 2 2 8 0 7
|>

EL EC T RIC  P UM P  FIR 5 2 3 3 R H 1 .5 0 H P
<|

3 1 2 2 3 2 3
|>

IM P EL LE R FIR  ø 1 1 1  m m
inlet external ø 63 mm - outlet external ø 54 mm height 38 mm

 1.50HP 220/400V 50Hz  for models 1241DX

    

COMENDA  100797  COMENDA  631653

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 2 2 0 2 6
|>

P U M P  H OU S IN G  GA S KET  FIR
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
metal seal internal ø 11 mm - ø external 24 mm

  height 15.5 mm
  back. element internal ø 14 mm - ø external 26 mm
  height 8 mm

    

COMENDA  630411  COMENDA  630501 COMENDA  630512 COMENDA  630523

<|

3 1 2 2 4 6 4
|>

EL EC T RIC  P UM P  L GB  F C 2 0 0 6  0 .9 3 H P
<|

3 0 6 8 0 8 3
|>

C A P A C IT O R EL EC T R IC A L  1 6 µF
with manifold 450V 50/60Hz - ø 35xh71 mm

 inlet external ø 40/30 mm  
 0.93HP 230V 50Hz - Rpm 2800  
 capacitor 16 µF  

    

COMENDA  100827  COMENDA  631202

<|

5 0 3 4 1 4 2
|>

IM P EL LE R C L O SED  L G B FC 2 0 0 6  ø 8 5  m m
<|

3 1 2 2 6 3 2
|>

M EC H A NIC A L  SEA L  FOR  S HA FT   ø 1 3  m m
metal seal internal ø 12 mm - external ø 24 mm

  height 15 mm
  back. element internal ø 14 mm - external ø 26 mm
  height 5.5 mm

    

COMENDA  632506  COMENDA  630522 COMENDA  630524 COMENDA  630541

<|

3 0 4 6 0 2 8
|>

VIBR A TION  D A M P ER  ø  2 5 x2 0  M 6
<| |>

    

COMENDA  441111  

<|

5 0 3 6 6 9 7
|>

EL EC T RIC  P UM P  L GB  Z F1 2 0 0 SX  3 .6 0 HP
<| |>

inlet external ø 61 mm - outlet external ø 61 mm
 2.70kW 230/400V 50Hz - Rpm 2800  

    

COMENDA  100782  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 1 4 1 2 0
|>

EL EC T RIC  P UM P  L GB  Z F1 3 1 D X  0 .4 0 H P
<|

3 0 6 8 0 1 0
|>

C A P A C IT O R D U C A T I EN ER G IA  6 ,3 µ F
inlet external ø 28 mm - outlet external ø 28 mm 450V 50/60Hz

 0.29kW 230V 50Hz - capacitor 6.3 µF  operating temperature -25 +85°C
  lead connection 6.35x0.8 mm
  ø 32xh55 mm

    

COMENDA  100802  COMENDA  631216

<|

3 0 6 8 0 9 7
|>

C A P A C IT O R EL EC T R IC A L  6 .3 µF
<|

1 1 8 6 2 3 7
|>

O -R ING  0 3 3 0 0  EPD M
450V 50/60Hz - ø 30xh51 mm ring thickness 2.62 mm - internal ø 75.87 mm

    

COMENDA  631216  COMENDA  630427

<|

3 1 2 2 4 6 5
|>

P U M P  H OU S IN G  LG B ZF1 3 1 D X
<| |>

inlet external ø 28 mm - outlet external ø 28 mm

    

COMENDA  630136  

<|

3 1 2 2 3 5 7
|>

EL EC T RIC  P UM P  L GB  Z F1 4 0 SX  0 .4 8 HP
<|

3 0 6 8 0 0 8
|>

C A P A C IT O R D U C A T I EN ER G IA  5 µ F
inlet external ø 30 mm - outlet external ø 30 mm 450V 50/60Hz

 0.36kW 230V 50Hz 1.6A - Rpm 2800  operating temperature -25 +85°C
 capacitor 5µF  lead connection 6.35x0.8 mm
  ø 28xh55 mm

    

COMENDA  100785  COMENDA  631208

<|

3 0 6 8 0 9 6
|>

C A P A C IT O R EL EC T R IC A L  5 µF
<|

3 1 2 2 7 1 4
|>

G A SK ET FO R  PU M P  HO U SIN G L G B
450V 50/60Hz - ø 30xh51 mm

    

COMENDA  631208  COMENDA  630424

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 2 2 8 1 6
|>

IM P EL LE R C L O SED  L G B ZF1 4 0 /1 4 3 L H  ø  8 6  m m
<|

3 1 2 2 6 3 2
|>

M EC H A NIC A L  SEA L  FOR  S HA FT   ø 1 3  m m
metal seal internal ø 12 mm - external ø 24 mm

  height 15 mm
  back. element internal ø 14 mm - external ø 26 mm
  height 5.5 mm

    

COMENDA  631695  COMENDA  630522 COMENDA  630524 COMENDA  630541

<|

3 1 2 2 7 1 3
|>

P U M P  H OU S IN G  LG B ZF1 4 0 S X
<| |>

inlet external ø 30 mm - outlet external ø 30 mm

    

COMENDA  630135  

<|

3 1 2 2 3 9 7
|>

EL EC T RIC  P UM P  L GB  Z F1 7 0 SX  0 .4 0 HP
<|

3 0 6 8 0 1 0
|>

C A P A C IT O R D U C A T I EN ER G IA  6 ,3 µ F
inlet external ø 28 mm - outlet external ø 28 mm 450V 50/60Hz

 0.30kW 230V 50Hz 1.4A - Rpm 2800  operating temperature -25 +85°C
 capacitor 6.3 µf  lead connection 6.35x0.8 mm
  ø 32xh55 mm

    

COMENDA  100760  COMENDA  631216

<|

1 1 8 6 2 3 7
|>

O -R ING  0 3 3 0 0  EPD M
<| |>

ring thickness 2.62 mm - internal ø 75.87 mm

    

COMENDA  630427  

<|

3 1 2 2 1 6 7
|>

EL EC T RIC  P UM P  L GB  Z F3 4 0 VS X 1 H P
<|

3 0 6 8 0 2 4
|>

C A P A C IT O R D U C A T I EN ER G IA  1 6 µ F
inlet external ø 45 mm - outlet external ø 40 mm 450V 50/60Hz

 0.75kW 240V 50Hz 3.4A - rpm 2800  operating temperature -25 +85°C
 capacitor 16 µF  lead connector 6.35x0.8 mm
  ø 36xh70 mm

    

COMENDA  100777  COMENDA  631202

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

2 1 0 1 7 8 1
|>

G A SK ET FO R  PU M P  HO U SIN G L G B
<|

3 1 2 2 3 9 0
|>

IM P EL LE R L G B ø 1 0 3  m m
round section ø 3,6 mm - epdm 60 shore for models ZF270/290/320/340SX

    

COMENDA  630431  COMENDA  631674

<|

3 1 2 2 2 9 4
|>

M EC H A NIC A L  SEA L  FOR  S HA FT   ø 1 2  m m
<|

3 1 2 2 2 9 2
|>

P U M P  H OU S IN G  LG B ZF3 2 0 V SX
metal seal internal ø 11 mm - external ø 24 mm inlet external ø 45 mm - outlet external ø 40 mm

 height 15.5 mm  
 back. element internal ø 14 mm - external ø 26 mm  
 height 5.5 mm  

    

COMENDA  630536  COMENDA  630130

<|

3 1 2 2 7 8 2
|>

EL EC T RIC  P UM P  L GB  Z F3 5 0 SX  0 .8 5 HP
<|

3 0 6 8 0 1 9
|>

C A P A C IT O R D U C A T I EN ER G IA  1 2 ,5 µF
inlet external ø 50 mm - outlet external ø 40 mm 450V 50/60Hz

 0.63kW 230V 50Hz - Rpm 2773  operating temperature -25 +85°C
 capacitor 12.5 µf  lead connection 6.35x0.8 mm
  ø 36xh70 mm

    

COMENDA  100820  COMENDA  631207

<|

3 0 6 8 0 8 1
|>

C A P A C IT O R EL EC T R IC A L  1 2 .5 µF
<|

2 1 0 1 7 8 1
|>

G A SK ET FO R  PU M P  HO U SIN G L G B
450V 50/60Hz - ø 35xh71 mm round section ø 3,6 mm - epdm 60 shore

    

COMENDA  631207  COMENDA  630431

<|

5 0 1 2 4 8 1
|>

IM P EL LE R C L O SED  L G B ZF3 5 0 L H  ø 9 3  m m
<|

3 1 2 2 2 9 4
|>

M EC H A NIC A L  SEA L  FOR  S HA FT   ø 1 2  m m
metal seal internal ø 11 mm - external ø 24 mm

  height 15.5 mm
  back. element internal ø 14 mm - external ø 26 mm
  height 5.5 mm

    

COMENDA  631703  COMENDA  630536

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 3 4 1 5 3
|>

EL EC T RIC  P UM P  L GB  Z F3 8 0 SX  0 .9 7 HP
<|

3 0 6 8 0 2 4
|>

C A P A C IT O R D U C A T I EN ER G IA  1 6 µ F
inlet ø 50 mm - outlet ø 40 mm 450V 50/60Hz

 0.72kW 230V 50Hz 3.4A - 2800Rpm  operating temperature -25 +85°C
 capacitor 16 µF  lead connector 6.35x0.8 mm
  ø 36xh70 mm

    

COMENDA  100819  COMENDA  631202

<|

2 1 0 1 7 8 1
|>

G A SK ET FO R  PU M P  HO U SIN G L G B
<|

3 1 2 2 2 9 4
|>

M EC H A NIC A L  SEA L  FOR  S HA FT   ø 1 2  m m
round section ø 3,6 mm - epdm 60 shore metal seal internal ø 11 mm - external ø 24 mm

  height 15.5 mm
  back. element internal ø 14 mm - external ø 26 mm
  height 5.5 mm

    

COMENDA  630431  COMENDA  630536

<|

5 0 1 8 6 4 3
|>

EL EC T RIC  P UM P  L GB  Z F5 2 2 VD X  1 H P
<|

3 0 6 8 0 2 4
|>

C A P A C IT O R D U C A T I EN ER G IA  1 6 µ F
inlet external ø 63 mm - outlet external 54 mm 450V 50/60Hz

 0.75kW 230V 50Hz - rpm 2800  operating temperature -25 +85°C
 capacitor 16 µF  lead connector 6.35x0.8 mm
  ø 36xh70 mm

    

COMENDA  100925  COMENDA  631202

<|

3 0 6 8 0 8 3
|>

C A P A C IT O R EL EC T R IC A L  1 6 µF
<|

3 1 2 2 8 1 5
|>

IM P EL LE R L G B ø 1 2 0  m m
450V 50/60Hz - ø 35xh71 mm for models ZF650/800DX

    

COMENDA  631202  COMENDA  H34484 COMENDA  631692

<|

3 1 2 2 2 5 5
|>

O -R ING  0 4 6 2 5  EPD M
<| |>

ring thickness 3.53 - internal ø 158.30 mm
 pump casing gasket LGB ZF650/800  

    

COMENDA  H33855 COMENDA  630426 COMENDA  630438  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 0 9 3 2 2
|>

EL EC T RIC  P UM P  L GB  Z F8 0 0 D X  2 .2 0 H P
<|

3 1 2 2 8 1 5
|>

IM P EL LE R L G B ø 1 2 0  m m
external inlet ø 63 mm - external outlet ø 54 mm for models ZF650/800DX

 1.62kW 220/400V 50Hz - Rpm 2800  

    

COMENDA  H34432  COMENDA  H34484 COMENDA  631692

<|

5 0 1 7 7 9 2
|>

M EC H A NIC A L  SEA L  FOR  S HA FT   ø 1 3  m m
<|

3 1 2 2 2 5 5
|>

O -R ING  0 4 6 2 5  EPD M
metal seal internal ø 12 mm - external ø 24 mm ring thickness 3.53 - internal ø 158.30 mm

 height 15 mm  pump casing gasket LGB ZF650/800
 back. element internal ø 14 mm - external ø 26 mm  
 height 8 mm  
 for pumps LGB ZF800DX e ZF650DX  

    

COMENDA  H33839 COMENDA  630528  COMENDA  H33855 COMENDA  630426 COMENDA  630438

<|

5 0 3 0 2 7 2
|>

EL EC T RIC  P UM P  L GB  Z F8 0 0 D X  2 H P
<|

3 1 2 2 8 1 5
|>

IM P EL LE R L G B ø 1 2 0  m m
inlet ø 63 mm - outlet ø 54 mm for models ZF650/800DX

 230/400V 50Hz 1.50kW 7.3/4.1A  

    

COMENDA  100796  COMENDA  H34484 COMENDA  631692

<|

5 0 1 7 7 9 2
|>

M EC H A NIC A L  SEA L  FOR  S HA FT   ø 1 3  m m
<|

3 1 2 2 2 5 5
|>

O -R ING  0 4 6 2 5  EPD M
metal seal internal ø 12 mm - external ø 24 mm ring thickness 3.53 - internal ø 158.30 mm

 height 15 mm  pump casing gasket LGB ZF650/800
 back. element internal ø 14 mm - external ø 26 mm  
 height 8 mm  
 for pumps LGB ZF800DX e ZF650DX  

    

COMENDA  H33839 COMENDA  630528  COMENDA  H33855 COMENDA  630426 COMENDA  630438

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Electric pumps for pressure increase
T2>

<|

3 1 2 2 7 3 8
|>

EL EC T RIC  P UM P  L GB  P S 4 5 D X 0 .5 0 H P
<|

3 0 6 8 0 7 9
|>

C A P A C IT O R EL EC T R IC A L  8 µF
inlet ø 3/8"F - outlet ø 3/8"F 450V 50/60Hz - ø 30xh71 mm

 0.50HP 230V 50Hz - capacitor 8µF  
 for pressure increase  

    

COMENDA  100736 COMENDA  100738  COMENDA  631201

<|

3 1 2 2 7 4 4
|>

EL EC T RIC  P UM P  P Qm 6 0 0 .5 0 H P
<|

3 1 2 2 0 2 4
|>

S EAL  M EC H A N IC A L  FOR  S HA FT  ø 1 2  m m
inlet ø 1"F - outlet ø 1"F metal seal internal ø 11 mm - ø external 24 mm

 0,37kW 220/230V 50Hz - Rpm 2900  height 15.5 mm
 capacitor 10 µf - hydraulic head 5-38 m  back. element internal ø 14 mm - ø external 26 mm
 flow rate 5-40 L/min - for pressure increase  height 8 mm

    

COMENDA  H25342  COMENDA  630501 COMENDA  630512 COMENDA  630523

<|

3 1 2 2 1 5 3
|>

EL EC T RIC  P UM P  TM 6 1 E 0 .4 5 H P
<| |>

inlet ø 1"F -  outlet ø 1"F
 0.45HP 230V 50Hz 2.3A - rpm 2900  
 capacitor 10 µf - flow rate 38 L/min  
 max pressure 6 ATM   max temperature 90°C  
 for pressure increase  

    

COMENDA  100302  

<T2

Electrical capacitors
T2>

<|

3 0 6 8 0 2 2
|>

C A P A C IT O R D U C A T I EN ER G IA  1 4 µ F
<| |>

450V 50/60Hz
 operating temperature -25 +85°C  
 lead connection 6.35x0.8 mm  
 ø 36xh70 mm  

    

COMENDA  631220  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Electronic boards
T2>

<|

3 3 9 0 0 8 7
|>

C O N TR OL  BO A RD
<|

5 0 3 3 5 1 5
|>

P U SH -BUT TO N  ø 1 2  m m  EL . C IRC UIT BO A R D
dimensions 126x62 mm

    

COMENDA  121284 COMENDA  121304  COMENDA  870016

<|

5 0 3 3 5 1 4
|>

P U SH -BUT TO N  ø 2 0 x4 m m  EL . C IR C U IT  BO A RD
<| |>

    

COMENDA  870017  

<|

3 3 9 0 3 6 7
|>

C O N TR OL  BO A RD
<|

5 0 3 6 2 9 5
|>

C O N TR OL  BO A RD  4 K EYS
back-lit version

  dimensions 185x35 mm

    

COMENDA  121296  COMENDA  121300

<|

5 0 7 5 9 4 5
|>

EL EC T RO N IC  C IR C . BO A RD  C E 1 .0 6 P U L  TIM ER
<| |>

dimensions 100x70 mm
 for machines produced from the 12/2006 to 02/2013  

    

COMENDA  121291  

<|

3 3 9 0 1 9 6
|>

EL EC T RO N IC  C IR C U IT  BOA R D  C O M EN D A
<|

5 0 0 9 3 1 8
|>

C A BL E FL A T 2 0 -PO L E 1 2 50  m m
dimensions 145x105 mm 20 wires - length 1250 mm

 setted for COMENDA models  

    

COMENDA  121283  COMENDA  110482

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

1 3 9 0 1 0 8
|>

S PA C ER  FO R  ELEC TR ON IC  C IR C U IT BO A R D
<| |>

    

COMENDA  160537  

<|

3 3 9 0 2 2 6
|>

EL EC T RO N IC  C IR C U IT  BOA R D  FC M 3
<| |>

dimensions 100x70 mm

    

COMENDA  121302  

<|

5 0 7 1 3 2 8
|>

EL EC T RO N IC  C IR C U IT  BOA R D  S OFT "LED "
<|

5 0 7 1 0 2 5
|>

BO A RD  PU S H-BU T TO N P A N EL 4  BU T T. L ED  BL U E
illuminated back-side for machines from 06/2011 dimensions 170x28 mm

 dimensions 100x100 mm  

    

COMENDA  121317  COMENDA  121316

<|

5 0 2 8 1 0 9
|>

EL EC T RO N IC  C IR C U IT  BOA R D  S OFT ST A RT
<|

5 0 3 0 6 4 7
|>

P U SH -BUT TO N  P AN EL  4  BU TT ON S
not illuminted back-side for machines until 06/201

 dimensions 100x100 mm  

    

COMENDA  121307  COMENDA  H37575 COMENDA  121305

<|

5 0 5 2 3 5 5
|>

EL EC T RO N IC  C IR C U IT  BOA R D  S OFT ST A RT
<|

3 3 9 0 0 3 3
|>

EL EC T RO N IC  C IR C U IT  BOA R D  1 8 0 x10 0  m m

    

COMENDA  121310  COMENDA  121239

<|

5 0 5 3 4 6 8
|>

EL EC T RO N IC  C IR C U IT  BOA R D S OFT ST A R T
<|

5 0 3 8 8 7 2
|>

P OW E R BO A R D
dimensions 100x100 mm dimensions 145x105 mm

    

COMENDA  121313  COMENDA  121301

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 9 0 0 8 9
|>

T IM ER  BOA R D  2 3 0 V 5 0 /6 0 H z
<|

1 3 9 0 1 0 8
|>

S PA C ER  FO R  ELEC TR ON IC  C IR C U IT BO A R D
dimensions 100x70 mm

    

COMENDA  121287  COMENDA  160537

<T2

Electronic controllers
T2>

<|

2 1 1 2 0 0 2
|>

T HER M O ST AT  IC PL U S9 0 2  P T1 0 0 /T C J/T C K
<| |>

power supply 12/24V
 thermostat's setting range -150+1350°C  
 ON-OFF control with one actuation point only  
 1 changeover relay output 8(4)A 250V  
 ambient temperature -5+55°C  
 type of probe PT100-TCJ-TCK (not included)  
 connections by screw terminal block  
 front dimensions 76x37x64 mm  
 mounting hole 71x29 mm  

    

COMENDA  450911  

<T2

Feet
T2>

<|

3 3 1 3 1 1 7
|>

A D JU S TA BL E A LU M IN IUM  FO OT  ø 2 "
<|

3 3 1 3 1 1 6
|>

BL A C K  RU BBE R FO OT  S9 0  N E SE
flange 110x65 mm ø 35 mm

 adjustable height 135÷195 mm  coupling ø 11 mm

    

COMENDA  620222  COMENDA  210404

<|

3 3 1 3 0 2 9
|>

P LA S TIC  FO OT  ø 6 0 x1 4  m m
<| |>

threaded pin M10x88

    

COMENDA  440201 COMENDA  440215  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Filters
T2>

<|

3 1 6 0 3 1 5
|>

FILT ER  ø 2 2 x8 7  m m
<| |>

for gruppo collettore

    

COMENDA  330526  

<|

3 1 6 0 3 1 7
|>

FILT ER  OF S TA IN L ESS  ST EEL  ø 9 0 x10 5  m m
<|

3 1 6 0 3 2 9
|>

FILT ER  25 0 x2 6 5  m m

    

COMENDA  333006  COMENDA  180832

<|

5 0 1 8 6 3 9
|>

FILT ER  ST AIN L. S TEEL  ø 1 2 2  m m  P U M P  SU C TI
<| |>

    

COMENDA  H34430  

<|

7 1 0 6 1 2 6
|>

P LA S TIC  FIL T ER  5 9 5 x2 6 8  m m
<|

3 3 1 6 1 4 5
|>

D R A IN  FILT ER  A S SY
distance between fastening handle holes 120 mm ø upper 155 mm

  ø lower 50 mm
  overall height 180 mm

    

COMENDA  180843  COMENDA  180840

<|

7 1 0 6 1 2 5
|>

T AN K  FIL TE R H A N D LE
<| |>

distance between snap-in pins 210 mm

    

COMENDA  170827  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 6 0 1 1 4
|>

P U M P  INL ET  L O G
<|

3 1 8 6 1 4 4
|>

G A SK ET FL A T EP D M  ø  9 2 x6 6 x2  m m

    

COMENDA  180236  COMENDA  200906

<|

3 1 6 0 1 2 0
|>

IN L ET L O G T H REA D E D  RIN G N U T
<|

3 1 6 0 5 0 4
|>

IN L ET P R O TEC T IO N

    

COMENDA  180128  COMENDA  191057

<|

3 1 6 0 1 2 3
|>

S UC T IO N  FIL TER  R O UN D  FO R  PU M P
<| |>

external ø 100 mm
 height 78 mm  

    

COMENDA  332002  

<|

3 1 6 0 3 2 5
|>

S UC T IO N  FIL TER
<|

5 0 1 2 3 6 1
|>

S UC T IO N  FIL TER  FO R  PU M P
filter external ø 63 mm - lid external ø 80 mm

  overall height 87 mm

    

COMENDA  180816  COMENDA  332029

<|

3 1 6 0 3 2 4
|>

T AN K  FIL TE R
<| |>

    

COMENDA  180824  

<|

5 0 5 0 6 2 7
|>

T AN K  FIL TE R ø  1 5 5  m m
<|

3 3 1 6 1 4 6
|>

P U M P  L OC K ING  N UT
ø flange superiore 155 mm

 overall height 200 mm  

    

COMENDA  180842  COMENDA  180251

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 5 3 4 2 9
|>

T AN K  FIL TE R P R E-W A SH
<|

5 0 5 5 2 4 4
|>

T AN K  FIL TE R S TA INL ES S S TEEL  LH
dimensions esterne 453x105x105 mm dimensions 270x235 mm

    

COMENDA  332092  COMENDA  332091

<|

5 0 2 1 5 0 3
|>

T AN K  FIL TE R S TA INL ES S S TEEL  R H
<|

3 1 6 0 5 0 2
|>

T AN K  FIL TE R 2 5 0 x2 6 5 m m
dimensions 270x235 mm

    

COMENDA  332090  COMENDA  180831

<|

3 1 6 0 1 4 3
|>

W A SH  T A NK  TR A Y FILT ER  2 6 2x1 8 0 x2 0 m m
<|

3 0 6 1 0 3 8
|>

W A TE R FILT ER  ø 1 6 0

    

COMENDA  330568  COMENDA  180814 COMENDA  330548

<|

3 1 6 0 1 1 6
|>

W A TE R FILT ER  ø 1 8 0  m m
<|

3 1 6 0 1 1 8
|>

W A TE R FILT ER  ø 1 8 5  m m

    

COMENDA  180808  COMENDA  330550

<|

3 1 6 0 2 0 6
|>

W A TE R FILT ER  ø 2 4 0  m m
<|

3 1 6 0 1 4 1
|>

W A TE R FILT ER  ø 3 /4 "F-3 /4 "M
for water inlet

  fittings 3/4"F - 3/4"M

    

COMENDA  180818  COMENDA  620209

<T2

Fittings
T2>

<|

3 0 2 4 0 3 9
|>

BO IL ER  C OU P L IN G
<|

7 1 0 4 4 7 4
|>

BR A SS  FIT TIN G 1 /2 "x ø 1 2  m m

    

COMENDA  180420  COMENDA  290218

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 4 3 8 0 9
|>

C O U PL IN G  1 2 x1 /2 "
<|

5 0 0 7 3 5 6
|>

FITT IN G  E LBO W  S HA P ED  1 /2 "FF BR A SS

    

COMENDA  290217  COMENDA  280101

<|

5 0 2 6 6 4 0
|>

FITT IN G  1 /2"M  W /S W IV EL  RIN G N U T 3 /4 "F
<| |>

    

COMENDA  290215  

<T2

Fuses
T2>

<|

3 0 4 9 0 8 0
|>

D EL A Y FU SE ø  10 x3 8  m m  - 1 0  P C S
<|

3 0 4 9 0 8 1
|>

D EL A Y FU SE ø  10 x3 8  m m  - 1 0  P C S
500V 4A 500V 6A

    

COMENDA  130230  COMENDA  130231

<|

3 0 4 9 0 8 2
|>

D EL A Y FU SE ø  10 x3 8  m m  - 1 0  P C S
<|

3 0 4 9 0 8 4
|>

D EL A Y FU SE ø  10 x3 8  m m  - 1 0  P C S
500V 8A 500V 12A

    

COMENDA  130232  COMENDA  130234

<|

3 0 4 9 0 8 5
|>

D EL A Y FU SE ø  10 x3 8  m m  - 1 0  P C S
<|

3 0 4 9 0 0 7
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
500V 16A 250V 250mA

    

COMENDA  130235  COMENDA  130273

<|

3 0 4 9 0 0 8
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
<|

3 0 4 9 0 1 3
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
250V 315mA 250V 1A

    

COMENDA  130262  COMENDA  130264

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 0 4 9 0 1 5
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
<|

3 0 4 9 0 1 6
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
250V 1.6A 250V 2A

    

COMENDA  130265  COMENDA  130270

<|

3 0 4 9 0 1 9
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
<|

3 0 4 9 0 2 0
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
250V 4A 250V 6.3A

    

COMENDA  130266  COMENDA  130275

<|

3 0 4 9 1 2 5
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
<|

3 0 4 9 0 6 9
|>

Q UIC K  AC TING  FU SE ø  1 0 x3 8  m m  - 1 0  P C S
250V 5A 500V 2A

    

COMENDA  130274  COMENDA  130260

<|

3 0 4 9 0 7 4
|>

Q UIC K  AC TING  FU SE ø  1 0 x3 8  m m  - 1 0  P C S
<|

3 0 4 9 0 7 5
|>

Q UIC K  AC TING  FU SE ø  1 0 x3 8  m m  - 1 0  P C S
500V 12A 500V 16A

    

COMENDA  130246  COMENDA  130247

<|

3 0 4 9 0 7 6
|>

Q UIC K  AC TING  FU SE ø  1 0 x3 8  m m  - 1 0  P C S
<|

3 0 4 9 0 4 2
|>

Q UIC K  AC TING  FU SE ø  5 x2 0  m m  - 1 0  P C S
500V 20A 250V 400mA

    

COMENDA  130248  COMENDA  130263

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Gaskets and seals
T2>

<|

3 1 8 6 1 7 2
|>

A SB EST OS  FR EE FLA T  G AS K ET ø 1 5 x9 x2  m m
<|

3 1 8 6 2 5 8
|>

G A SK ET D U BO  ø 1 0 x1 9  m m
internal ø 10 mm - external ø 19 mm

    

COMENDA  460528  COMENDA  160806

<|

3 1 8 6 2 5 5
|>

G A SK ET D U BO  ø 5 x1 1  m m
<|

3 1 8 6 2 5 7
|>

G A SK ET D U BO  ø 8 x1 6  m m
internal ø 5 mm - external ø 11 mm internal ø 8 mm - external ø 16 mm

    

COMENDA  160803  COMENDA  160805

<|

3 2 4 3 4 5 1
|>

G A SK ET FL A T S IL IC ON E
<|

5 0 3 2 4 8 0
|>

G A SK ET FL A T 1 0 0 x1 0 0 x3  m m
central hole ø 76 mm

    

COMENDA  200424  COMENDA  200448

<|

3 7 8 6 6 5 5
|>

G A SK ET FO R  BOIL ER 9 0 x4 5  m m
<|

3 7 8 6 6 5 4
|>

G A SK ET FO R  RIN SE A R M
external ø 43 mm - internal ø 36 mm

    

COMENDA  200932  COMENDA  200495

<|

3 1 8 6 1 3 9
|>

IN L ET O U TL ET G A S KET
<|

3 7 8 6 1 0 6
|>

P U M P  N U T R IN G  GA S KET
internal ø 57 mm

    

COMENDA  200913  COMENDA  200963

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 4 3 0 9 0
|>

Q UIC K  REL EA S E GA S KET
<|

3 2 4 3 4 6 3
|>

S HO R E GA S KET  4 5 /5 0

    

COMENDA  200419  COMENDA  200463

<|

5 0 2 3 1 2 4
|>

S W IT C H  P R O TEC T IO N  GA S KET
<| |>

external ø 35 mm - rubber thickness 1 mm
 middle hole ø 9 mm - side holes ø 4 mm  

    

COMENDA  200921  

<T2

Gears
T2>

<|

5 0 0 7 6 3 4
|>

C H A IN  C O U PL IN G  1 /2 "
<|

5 0 0 7 6 3 3
|>

C H A IN  L IN K 1 /2 "

    

COMENDA  410903  COMENDA  410902

<|

5 0 1 9 2 4 5
|>

P IN IO N  FOL L E NE  Z .7  P .60
<| |>

hole internal ø 36 mm ø external 155 mm

    

COMENDA  170447  

<|

3 2 4 3 8 2 1
|>

S UP P OR T  FOR  C O N VEYO R  C OM P L ETE
<|

1 0 6 3 3 0 0
|>

BEA R IN G  6 2 0 1  N S K
external ø 32mm - internal ø 12mm - thickness 10 m

    

COMENDA  620144 COMENDA  620648  COMENDA  410115

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 3 2 4 0 0 2
|>

C O N NEC TING  R OD
<|

3 2 4 3 9 3 6
|>

C O N VEYO R  BEA R IN G F IL LET
dimensions 115x40x36 mm

    

COMENDA  340443  COMENDA  340288

<|

5 0 2 4 6 2 6
|>

S EAL ING  R IN G  1 7 x4 0 x7  m m
<| |>

    

COMENDA  440411  

<T2

Guides
T2>

<|

3 1 8 9 0 0 3
|>

P EG  SL ID EW AY  SU P PO R T
<|

3 1 8 9 0 0 8
|>

S LID EW A Y S UP P OR T  RET A IN ER
dimensions 100x45x28 mm

    

COMENDA  190145  COMENDA  190146

<|

3 1 8 9 0 0 2
|>

S LID EW A Y
<|

5 0 2 0 9 1 0
|>

S LID EW A Y K IT  W /BR A KE FO R  IN SU L A TED  D OO RS
dimensions 712x30 mm

  for DISHWASHER ACS-ACRS

    

COMENDA  191051  COMENDA  180630 COMENDA  180651/R

<|

3 1 8 9 0 0 4
|>

S LID EW A Y S UP P OR T  IN TER N A L
<|

3 1 8 9 0 0 5
|>

S LID EW A Y R ETA INE R C E NT R AL
dimensions 91x45x114 mm dimensions 81x45x58 mm

    

COMENDA  170325  COMENDA  170313

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 8 9 0 0 6
|>

S LID EW A Y S UP P OR T  EXT ER NA L  A N GL E
<| |>

dimensions 130x45x110 mm

    

COMENDA  170326  

<|

5 0 2 6 7 2 2
|>

S LID EW A YS  FOR  C O VER
<|

5 0 3 4 9 9 5
|>

A D H ESIVE G A SK ET  FOR  S LID EW A YS
dimensions 28x31x615 mm profile dimension 29x3 mm

  length 640 mm

    

COMENDA  180642  COMENDA  200957

<T2

Handles
T2>

<|

3 2 4 2 1 0 3
|>

D O OR  S TR IK E
<|

5 0 1 2 0 8 3
|>

G R OU P  FOR  H A ND L E P IN

    

COMENDA  191013  COMENDA  190149

<|

3 2 4 2 0 2 5
|>

H A ND LE A R TIC U LA T IO N  FLA N G E
<|

3 2 4 2 1 0 4
|>

H A ND LE C O L LA R  P IN
dimensions 55x15x25 mm

    

COMENDA  191014  COMENDA  340493

<|

3 2 4 2 1 0 2
|>

H A ND LE S UP P O RT
<|

5 0 0 7 1 8 4
|>

N YL IN ER  BU SH IN G  FOR  C O U PL IN G
for C30 - C70 external ø da chiusa 17 mm

    

COMENDA  190110  COMENDA  190632

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

5 0 0 7 2 0 5
|>

P IN  FO R H A N D LE  ø 1 2 x9 5  m m
<| |>

    

COMENDA  341250  

<|

3 2 4 2 3 8 1
|>

FIXING  D O OR  C L A M P
<| |>

    

COMENDA  341016  

<|

3 2 4 2 0 7 1
|>

H A ND LE S TA INL ES S S TEEL
<|

3 2 4 2 0 7 2
|>

H A ND LE S UP P O RT
length 412 mm

    

COMENDA  331012  COMENDA  190129

<|

3 2 4 2 1 0 0
|>

R OL L IN G  C LE VIS  FO R H A N D LE
<|

3 2 4 2 1 0 1
|>

H A ND LE C O L LA R  ø 2 2 x3 1 .5  m m

    

COMENDA  190637  COMENDA  190638

<|

3 2 4 2 3 7 3
|>

S AFE TY H O OK  FOR  D O OR
<|

3 2 4 2 0 6 7
|>

2  BU TT ON  H A ND LE
length 480 mm

    

COMENDA  331112 COMENDA  331116  COMENDA  170806

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Heating elements
T2>

<|

3 7 5 5 0 6 0
|>

C O VER  FO R  H EA T IN G  ELEM EN T  /  PL A ST IC
<|

3 7 5 5 9 4 8
|>

C O VER  FO R  H EA T IN G  ELEM EN T  P L A ST IC  L O W
for heating elements with flange ø 72 mm for heating element with flange ø 72 mm

 ø 61 mm - height 53.5 mm  ø 61 mm - height 42 mm
 distance between fastening holes 68.5 mm  distance between fastening holes 68.5 mm

    

COMENDA  161102  COMENDA  161123

<|

3 4 5 5 3 9 6
|>

H EA TING  EL EM EN T BO IL ER  1 4 0 00 W  2 3 0 /4 0 0 V
<|

3 3 5 5 6 6 2
|>

H EA TING  EL EM EN T BO IL ER  2 2 0 0W  2 3 0 V
immersed depth 625 mm immersed depth 230 mm

 flange external ø 72 mm - with bulbholder sheathin  flange external ø 72 mm - with bulbholder sheathin
 with O-ring ø 67 mm (3186014)  with O-ring ø 67 mm (3186014)
 nut on request (3528233) and washer (3528238)  

    

COMENDA  110386  COMENDA  110361

<|

5 0 0 8 8 3 2
|>

H EA TING  EL EM EN T BO IL ER  2 4 0 0W  2 3 0 V
<| |>

immersed depth 225 mm
 flange external ø 63 mm - with bulbholder sheathin  
 complete with O-ring ø 58 mm (3186013)  

    

COMENDA  110396  

<|

3 3 5 5 1 1 5
|>

H EA TING  EL EM EN T BO IL ER  2 5 0 0W  2 3 0 V
<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
immersed depth 250 mm ring thickness 5.34 mm - internal ø 47.00 mm

 flange external ø 63 mm - with bulbholder sheathin  
 complete with O-ring ø 58 mm (3186013)  

    

COMENDA  110262  COMENDA  200820

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 5 5 1 0 4
|>

H EA TING  EL EM EN T BO IL ER  3 0 0 0W  2 3 0 /3 8 0 V
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
immersed depth 325 mm ring thickness 5.34 mm - internal ø 56.52 mm

 flange external ø 72 mm - with bulbholder sheathin  
 complete with O-ring ø 67 mm (3186014)  

    

COMENDA  110226  COMENDA  200815

<|

3 7 5 5 0 5 8
|>

H EA TING  EL EM EN T BO IL ER  3 0 0 0W  2 3 0 V
<|

3 4 5 5 3 9 8
|>

H EA TING  EL EM EN T BO IL ER  6 0 0 0W  2 4 0 /4 1 5 V
immersed depth 330 mm immersed depth 410 mm

 flange external ø 72 mm - with bulbholder sheathin  flange external ø 72 mm - with bulbholder sheathin
 complete with O-ring ø 67 mm (3186014)  with O-ring ø 67 mm (3186014)
  nut on request (3528233) and washer (3528238)

    

COMENDA  110363  COMENDA  110383

<|

3 3 5 5 4 6 3
|>

H EA TING  EL EM EN T BO IL ER  8 0 0 0/9 00 0 W  2 4 0 /4 5
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
immersed depth 480 mm ring thickness 5.34 mm - internal ø 56.52 mm

 flange external ø 72 mm - with bulbholder sheathin  
 complete with O-ring ø 67 mm (3186014)  
 nut on request (3528233) and washer (3528238)  

    

COMENDA  110343  COMENDA  200815

<|

3 3 5 5 4 6 1
|>

H EA TING  EL EM EN T FINN ED  1 0 0 0 W  2 2 0 V
<| |>

per drying area - immersed depth 430 mm
 wings 25x50 mm - fittings M14x1.5  
 length of finned part 335 mm  
 nut (3528232) and washer (3528238) on request  

    

COMENDA  110704  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 5 5 1 0 8
|>

H EA TING  EL EM EN T FO R B OILER  1 2 5 0 0 W  2 3 0 /3 8
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
immersed length 620 mm ring thickness 5.34 mm - internal ø 56.52 mm

 flange external ø 72 mm - bulbholder sheathing  
 complete with O-ring ø 67 mm (3186014)  
 nut (3528232) and washer (3528238) on request  

    

COMENDA  110367 COMENDA  110379 COMENDA  110382  COMENDA  200815

<|

3 3 5 5 1 0 9
|>

H EA TING  EL EM EN T FO R T A N K 1 5 0 0 W  2 2 0 V
<|

3 3 5 5 3 7 1
|>

H EA TING  EL EM EN T FO R T A N K 2 4 0 0 W  2 3 0 V
immersed length 220 mm immersed length 395 mm

 width 60 mm - height 45 mm  flange 80x27 mm - complete with gasket
 flange 80x27 mm - complete with gasket  

    

COMENDA  110228  COMENDA  110373

<|

3 7 5 5 9 9 3
|>

H EA TING  EL EM EN T T AN K  A D H ESIVE 5 0 0 W  2 3 0 V
<|

3 3 5 5 4 6 4
|>

H EA TING  EL EM EN T T AN K  1 2 7 5W  2 3 0 V
dimensions 380x75 mm immersed depth 105 mm

  width 150 mm - height 45 mm
  fittings ø 10 mm

    

COMENDA  110285  COMENDA  110260

<|

3 7 5 5 0 5 9
|>

H EA TING  EL EM EN T T AN K  1 5 0 0W  2 3 0 V
<|

1 1 8 6 3 0 4
|>

O -R ING  0 1 1 2  EPD M
immersed depth 300 mm ring thickness 2.62 mm - internal ø 9.92 mm

 width 120 mm - fittings ø 10 mm  

    

COMENDA  110261  COMENDA  200810

<|

3 3 5 5 4 6 2
|>

H EA TING  EL EM EN T T AN K  2 0 0 0W  2 3 0 V
<| |>

immersed depth 350 mm
 width 195 mm - fittings ø 10 mm  

    

COMENDA  110263  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 5 5 5 7 0
|>

H EA TING  EL EM EN T T AN K  2 0 0 0W  2 3 0 V
<|

3 0 6 0 0 0 0
|>

D U TR A L  SEA L  1 8 .5 x1 0 x3  m m
immersed depth 290 mm

 width 150 mm - fittings ø 12 mm  

    

COMENDA  110269  COMENDA  200415

<|

3 4 5 5 3 9 7
|>

H EA TING  EL EM EN T T AN K  2 0 0 0W  2 3 0 V
<|

5 0 6 7 5 4 8
|>

H EA TING  EL EM EN T T AN K  2 0 0 0W  2 3 0 V
immersed depth 308 mm immersed depth 405 mm

 width 90 mm - fittings ø 12 mm  width 210 mm - fittings ø 10 mm

    

COMENDA  110273  COMENDA  110291

<|

3 3 5 5 0 9 8
|>

H EA TING  EL EM EN T T AN K  2 4 0 0W  2 3 0 V
<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
immersed depth 210 mm ring thickness 5.34 mm - internal ø 47.00 mm

 flange external ø 63 mm - with bulbholder sheathin  
 complete with O-ring ø 58 mm (3186013)  

    

COMENDA  110364  COMENDA  200820

<|

3 3 5 5 6 0 5
|>

H EA TING  EL EM EN T 1 0 0 0 0 W  2 3 0/4 0 0V
<| |>

immersed length 480 mm
 flange external ø 72 mm - bulbholder sheathing  
 complete with O-ring ø 67 mm (3186014)  
 nut (3528232) and washer (3528238) on request  

    

COMENDA  110388  

<|

7 1 0 9 6 5 9
|>

H EA TING  EL EM EN T 1 2 0 0 0 W  2 3 0/4 0 0V
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
immersed length 490 mm ring thickness 5.34 mm - internal ø 56.52 mm

 flange ø 72 mm with bulb receptacle  

    

COMENDA  113502  COMENDA  200815

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

7 1 5 0 1 9 3
|>

H EA TING  EL EM EN T 1 4 0 0 0 W  2 3 0/4 0 0V
<|

3 3 5 5 1 2 1
|>

H EA TING  EL EM EN T 1 8 0 0 W  2 3 0 V
immersed depth 515 mm immersed depth 220 mm

 flange external ø 72 mm - with bulbholder sheathin  width 110 mm - fittings ø 10 mm

    

COMENDA  110392  COMENDA  110204 COMENDA  110235

<|

3 3 5 5 1 0 1
|>

H EA TING  EL EM EN T 3 0 0 0 W  2 2 0 /3 8 0 V
<| |>

immersed length 410 mm
 width 60 mm - flange 80x27 mm  

    

COMENDA  110227  

<|

3 3 5 5 0 9 9
|>

H EA TING  EL EM EN T 3 2 0 0 W  2 3 0 V
<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
for wash tank and boiler ring thickness 5.34 mm - internal ø 47.00 mm

 immersed depth 230 mm  
 flange external ø 63 mm - with bulb-sheathing  
 complete with O-ring ø 58 mm (3186013)  

    

COMENDA  110366  COMENDA  200820

<|

3 3 5 5 5 2 2
|>

H EA TING  EL EM EN T 3 2 0 0 W  2 3 0 V
<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
immersed depth 235 mm ring thickness 5.34 mm - internal ø 47.00 mm

 flange external ø 63 mm - with bulbholder sheathin  
 complete with O-ring ø 58 mm (3186013)  

    

COMENDA  110397  COMENDA  200820

<|

3 3 5 5 1 0 5
|>

H EA TING  EL EM EN T 4 2 0 0 W  2 3 0 /3 8 0 V
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
for boiler and wash tank ring thickness 5.34 mm - internal ø 56.52 mm

 immersed depth 340 mm  
 flange external ø 72 mm - with bulb-sheathing  
 complete with O-ring ø 67 mm (3186014)  

    

COMENDA  110331  COMENDA  200815

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 6 1 5 7 5
|>

H EA TING  EL EM EN T 5 0 0 0 W  2 3 0 /4 0 0 V
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
immersed depth 350 mm ring thickness 5.34 mm - internal ø 56.52 mm

 flange external ø 72 mm - with bulbholder sheathin  

    

COMENDA  110332  COMENDA  200815

<|

3 4 5 5 4 7 1
|>

H EA TING  EL EM EN T 6 0 0 0 W  2 3 0 /4 0 0 V
<|

3 7 5 5 9 9 4
|>

H EA TING  EL EM EN T 7 0 0 0 W  2 3 0 /4 0 0 V
for boiler immersed depth 355 mm

 immersed depth 390 mm  flange external ø 72 mm - with bulbholder sheathin
 flange external ø 72 mm - with bulb-sheathing  complete with O-ring ø 67 mm (3186014)
 complete with O-ring ø 67 mm (3186014)  
 nut on request (3528233) and washer (3528238)  

    

COMENDA  110349  COMENDA  110333

<|

3 3 5 5 1 0 7
|>

H EA TING  EL EM EN T 9 0 0 0 W  2 3 0 /3 8 0 V
<|

3 1 8 6 0 1 4
|>

O -R ING  0 6 2 2 5  EPD M  ø  6 7 m m
for tank and boiler ring thickness 5.34 mm - internal ø 56.52 mm

 immersed depth 485 mm  
 flange external ø 72 mm - with probe receptacle  
 complete with O-ring ø 67 mm (3186014)  
 nut (3528232) and washer (3528238) on request  

    

COMENDA  110362  COMENDA  200815

<|

5 0 2 5 7 5 7
|>

R ESIST EN ZA  A LE TT AT A  1 5 0 0W  2 3 0 V
<| |>

per zona asciugatura - lunghezza totale 470 mm
 alette 25x50 mm - raccordi M14x1,5  
 lunghezza parte alettata 345 mm  
 a richiesta dado (3528232) e rosetta (3528238)  

    

COMENDA  110706  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Hinges, catches and accessories
T2>

<|

3 0 5 3 0 5 4
|>

D O OR  H IN G E
<|

3 0 5 3 0 5 6
|>

D O OR  T IE R OD  3 5 0  m m

    

COMENDA  321802  COMENDA  330209

<|

3 0 5 3 0 5 5
|>

H IN G E PIN
<|

3 0 5 3 0 6 5
|>

S LID IN G  PL A T E FOR  TIE R OD

    

COMENDA  341218  COMENDA  160905

<|

3 0 5 3 0 5 7
|>

T IE R OD  C LIP
<|

3 0 5 3 1 3 9
|>

T IE R OD  P L A TE

    

COMENDA  250207  COMENDA  331461

<|

5 0 6 0 8 9 2
|>

D O OR  H IN G E W IT H  P IN R H  ø 1 1  m m
<|

3 2 5 0 1 8 5
|>

D O OR  R ETA IN ER S P RIN G
for DISHWASHER ST43E-DP35E

    

COMENDA  324188  COMENDA  324170+450250+...

<|

3 0 5 3 1 5 4
|>

D O OR  T IE R OD  ø  4 .5 x2 4 0  m m
<|

3 0 5 3 1 5 5
|>

D O OR  T IE R OD  P IN

    

COMENDA  330233  COMENDA  342010

<|

3 0 5 3 2 0 1
|>

D O OR  T IE R OD  R ET A IN ER
<|

3 1 8 6 4 4 3
|>

G A SK ET FO R  D OO R  TIE RO D  BL O C K
dimensions 35x14 mm - hole ø 6 mm

    

COMENDA  190619  COMENDA  160837

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 0 5 3 2 1 3
|>

H IN G E FOR  D O OR
<|

3 0 5 3 0 6 5
|>

S LID IN G  PL A T E FOR  TIE R OD

    

COMENDA  321807  COMENDA  160905

<|

3 0 5 3 1 5 6
|>

T IE R OD  P IN W A S H ER
<| |>

    

COMENDA  160838  

<|

3 0 5 3 1 5 3
|>

D O OR  T IE R OD  ø  4 .5 x2 5 0  m m
<|

3 0 5 3 1 5 5
|>

D O OR  T IE R OD  P IN

    

COMENDA  330231  COMENDA  342010

<|

3 0 5 3 2 0 1
|>

D O OR  T IE R OD  R ET A IN ER
<|

3 1 8 6 4 4 3
|>

G A SK ET FO R  D OO R  TIE RO D  BL O C K
dimensions 35x14 mm - hole ø 6 mm

    

COMENDA  190619  COMENDA  160837

<|

3 0 5 3 2 1 3
|>

H IN G E FOR  D O OR
<|

3 0 5 3 0 6 5
|>

S LID IN G  PL A T E FOR  TIE R OD

    

COMENDA  321807  COMENDA  160905

<|

3 0 5 3 1 5 6
|>

T IE R OD  P IN W A S H ER
<| |>

    

COMENDA  160838  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 0 5 3 1 4 1
|>

D O OR  T IE R OD  ø  5 x2 0 0  m m
<|

3 0 5 3 1 4 2
|>

D O OR  T IE R OD  P IN

    

COMENDA  330235  COMENDA  342701

<|

3 0 5 3 2 0 1
|>

D O OR  T IE R OD  R ET A IN ER
<|

1 1 8 6 1 9 2
|>

FL A T W A S HER  M 5
internal/external ø  5.3/10 mm - thickness 1 mm

  stainless steel - UNI 6592 - DIN 125 A - ISO 7089

    

COMENDA  190619  COMENDA  260503

<|

3 5 2 8 1 3 9
|>

S ELF-L OC KING  H EXA G O N N U T M 5
<|

3 0 5 3 0 6 5
|>

S LID IN G  PL A T E FOR  TIE R OD
stainless steel - with nylon built-in ring

 UNI 7474 - DIN 985 - ISO 10511  

    

COMENDA  260414  COMENDA  160905

<|

3 0 5 3 1 5 6
|>

T IE R OD  P IN W A S H ER
<| |>

    

COMENDA  160838  

<|

3 0 5 3 1 3 5
|>

D O OR  T IE R OD  P IN
<|

3 0 5 3 1 3 8
|>

D O OR  T IE R OD  R ET A IN ER

    

COMENDA  341922  COMENDA  190644

<|

5 0 6 0 6 9 0
|>

H IN G E FOR  D O OR  W ITH  P IN  LH  ø 1 1  m m
<| |>

    

COMENDA  324187  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 1 8 9 6 7
|>

P IN  D O OR  5 5  m m
<|

3 3 9 8 0 2 8
|>

D O OR  C A T C H  SP R IN G  ø  6 x2 5  m m
for DISHWASHER models UNIR-UNIRD

    

COMENDA  H15568 COMENDA  342087  COMENDA  H30438 COMENDA  450234

<|

3 5 2 8 1 3 8
|>

S ELF-L OC KING  H EXA G O N N U T  M 4
<| |>

stainless steel - with nylon built-in ring
 UNI 7474 - DIN 985 - ISO 10511  

    

COMENDA  260418  

<|

5 0 6 0 8 9 3
|>

S PR ING  TIE R OD
<|

5 0 5 7 5 5 5
|>

C A BL E ST EEL  ø 1 .5 x3 45  m m

    

COMENDA  330242  COMENDA  390308

<|

3 2 5 0 1 8 6
|>

D O OR  BA L A NC E SP R IN G  W IT H P L A TES
<| |>

    

COMENDA  450290  

<|

3 0 5 3 1 8 5
|>

T IE R OD  F OR  D O OR  ø 4 ,5 x3 3 3  m m
<|

3 0 5 3 1 3 7
|>

D O OR  T IE R OD

    

COMENDA  H34440  COMENDA  160909

<|

1 1 8 6 1 9 2
|>

FL A T W A S HER  M 5
<|

3 0 5 3 1 3 6
|>

T IE R OD  P IN R ING  ø 7  m m
internal/external ø  5.3/10 mm - thickness 1 mm

 stainless steel - UNI 6592 - DIN 125 A - ISO 7089  

    

COMENDA  260503  COMENDA  160836

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Hose-end fittings
T2>

<|

3 3 1 5 0 2 8
|>

"T" FITT IN G
<|

3 3 1 5 0 3 2
|>

D O UB LE T -HO SE  E ND  FITT IN G  ø 1 3  m m

    

COMENDA  190307  COMENDA  180415

<|

3 2 4 3 2 7 8
|>

EX TER N A L R INS E A RM  C O N N EC TO R
<|

3 2 4 3 2 8 2
|>

FITT IN G  R INS E IN T ER NA L  ø 3 /8 "-1 /4 "

    

COMENDA  190315  COMENDA  280118

<|

3 2 4 3 9 2 7
|>

G A SK ET FL A T N EO P REN E ø  2 4 x1 6 x3 m m
<|

3 2 4 3 2 7 9
|>

R IN SE  FIT TING  N UT  ø 3 /8 " m m

    

COMENDA  200457  COMENDA  180123

<|

3 2 4 3 2 8 0
|>

T UBE  P O LY ETH YL EN E TR A N SP A R . LL D P E JG
<| |>

ø 9.52x6.35 mm - food-safe
 sale per linear metre  

    

COMENDA  160115  

<|

5 0 0 7 6 3 8
|>

H OS E EN D  FIT TIN G 9 0 ° 1 /2 "x ø 1 2  m m
<|

3 2 4 3 2 7 7
|>

R IN SE  AR M  C O NN EC T O R

    

COMENDA  510403  COMENDA  190311

<|

3 2 4 3 9 3 2
|>

R IN SE  FIT TING  SU P P OR T
<|

3 3 1 5 1 0 2
|>

T  H O SE EN D  FITT IN G  1 1 .5 m m

    

COMENDA  280522  COMENDA  180413

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 1 5 1 0 0
|>

T -H O SE EN D  FITT IN G  ø  1 3  m m
<| |>

    

COMENDA  180403  

<|

3 3 1 5 1 0 3
|>

T -H O SE EN D  FITT IN G  F OR  BYP A SS
<|

5 0 2 2 3 8 4
|>

N UT  FO R FITT IN G  1 /4 "

    

COMENDA  180411  COMENDA  180130

<|

3 3 1 5 1 0 1
|>

T -H O SE EN D  FITT IN G  G R EY
<| |>

ø 11.5-7.5-11.5 mm

    

COMENDA  H33817 COMENDA  180408  

<T2

Hydraulic piping
T2>

<|

3 4 5 0 6 3 6
|>

H OS E P RES S UR E S W IT C H  ø  5 x9  m m  - 1 0 0  m
<|

3 3 4 9 4 8 7
|>

H OS E R UB BER  C A NV A S ø  5 0 /60  m m
external ø 9 mm internal ø 50 mm - external ø 60 mm

 internal ø 5 mm  temperature -40°+100°C
  sale per linear metre

    

COMENDA  160121  COMENDA  200105

<|

3 3 4 9 4 8 8
|>

H OS E R UB BER  C A NV A S ø  6 0 /70  m m
<|

5 0 2 3 7 4 4
|>

P IP E O F PO L YETH YL EN E ø 6 .3 x4 x1 0 0 0 m m
internal ø 60 mm - external ø 70mm

 temperature -40° to +100°C  
 sale per linear metre  

    

COMENDA  200116  COMENDA  160117

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 0 9 0 7 5 9
|>

P VC  P IPE ø  4 /6  m m  - 1 0  m
<|

3 0 9 0 2 5 9
|>

P VC  P IPE ø  4 /6  m m  - 1 0 0  m

    

COMENDA  160105  COMENDA  160105

<|

5 0 0 5 3 4 3
|>

R IN SE  HO SE ø  8  m m
<|

3 4 5 0 1 8 0
|>

R IN SE  PIP E ø 1 2 x8  m m
length 300 mm sale per linear metre

    

COMENDA  332526  COMENDA  160113

<|

3 4 5 0 1 9 7
|>

R U BBER  HO S E ø 1 1 x1 9  m m  - 4 5  m t
<|

3 4 5 0 2 9 7
|>

R U BBER  HO S E ø 1 1 x1 9  m m  - 5  m t
temperature -30°+110°C temperature -30°+110°C

 operating pressure 10 bar  operating pressure 10 bar
 burst pressure 40 bar  burst pressure 40 bar
 non-toxic rubber hose  non-toxic rubber hose
 external ø 19 mm  external ø 19 mm
 internal ø 11 mm  internal ø 11 mm
 45 m bundles  5-m bundles
 for 5-m bundles see 3450297  for 50-m bundles see 3450197

    

COMENDA  200122  COMENDA  200122

<|

3 4 5 0 1 1 8
|>

R U BBER  HO S E 8x1 5  m m  IN D US TR IA  10
<| |>

sale per linear metre

    

COMENDA  200117  

<T2

Indicator lights
T2>

<|

3 2 2 1 0 3 9
|>

G R EEN IN D IC A T OR  L A M P  2 3 0 V
<| |>

head ø 13.5 mm - hole ø 10 mm - 120°C
 universal use  

    

COMENDA  130115  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Indicator lights
T2>

<|

3 2 2 1 3 9 8
|>

G R EEN L ED  L A M P 2 5 0 V
<|

5 0 0 7 7 7 3
|>

L A M P  C A P  FL A T TR A N SP A R EN T S U2
ø head 7 mm - ø hole 6 mm - 120°C mounting hole ø 6 mm - head ø 7 mm

 application to the board  

    

COMENDA  130188+130707  COMENDA  130707

<|

3 2 2 1 0 3 6
|>

IN D IC A TO R  LA M P  M A C HIN E ON  2 2 0 /2 5 0 V
<|

3 2 2 1 0 8 7
|>

C A P  FOR  L A M P H O LE L O C K 3 0 x3 0  m m
mounting hole 25x27 mm mounting hole 25x27 mm

 colour: orange  

    

COMENDA  130134  COMENDA  160733 COMENDA  160750

<|

3 2 2 1 0 3 8
|>

IN D IC A TO R  LA M P  M A C HIN E OP ER A TIN G 2 2 0 /2 5 0
<|

3 2 2 1 0 3 7
|>

IN D IC A TO R  LA M P  M A C HIN E RE AD Y 2 2 0 /2 5 0 V
mounting hole 25x27 mm mounting hole 25x27 mm

 colour: orange  colour: orange

    

COMENDA  130136  COMENDA  130135

<|

3 2 2 1 3 7 0
|>

IN D IC A TO R  LIG HT  G REEN  D O U BL E 16 A  2 2 0 V
<| |>

mounting hole 25x27 mm

    

COMENDA  130147  

<|

3 2 2 1 1 0 7
|>

IN D IC A TO R  LIG HT  G REEN  2 2 0 V
<|

3 2 2 1 1 0 8
|>

IN D IC A TO R  LIG HT  G REEN  2 2 0 /3 8 0 V
mounting hole 22x30 mm mounting hole 22x30 mm

 with silk-screen printing  with silk-screen printing

    

COMENDA  130125  COMENDA  130126

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 2 1 1 2 3
|>

IN D IC A TO R  LIG HT  G REEN  2 2 0 V
<|

3 2 2 1 0 8 7
|>

C A P  FOR  L A M P H O LE L O C K 3 0 x3 0  m m
mounting hole 25x27 mm mounting hole 25x27 mm

 with silk-screen printing MACHINE ON  

    

COMENDA  130168  COMENDA  160733 COMENDA  160750

<|

3 2 2 1 1 2 4
|>

IN D IC A TO R  LIG HT  G REEN  2 2 0 V
<|

3 2 2 1 0 4 7
|>

IN D IC A TO R  LIG HT  G REEN  2 2 0 V 1 6 A
mounting hole 25x27 mm mounting hole 25x27 mm

 with silk-screen printing MACHINE READY  with silk-screen printing MACHINE RUNNING

    

COMENDA  130169  COMENDA  130152

<|

3 2 2 1 0 8 5
|>

IN D IC A TO R  LIG HT  G REEN  2 3 0 V
<|

3 2 2 1 0 8 4
|>

IN D IC A TO R  LIG HT  R ED  2 3 0 V
ø head 18 mm - ø hole 12 mm - 120°C ø head 18 mm - ø hole 12 mm - 120°C

    

COMENDA  130121  COMENDA  130120

<|

3 2 2 1 1 1 0
|>

IN D IC A TO R  LIG HT  G REEN  2 3 0 V
<|

3 2 2 1 1 3 2
|>

IN D IC A TO R  LIG HT  G REEN  2 3 0 V
ø head 7 mm - ø hole 6 mm - 120°C head ø 13.5 mm - hole ø 10 mm - 120°C

 wire connection length 210 mm  universal application

    

COMENDA  130157  COMENDA  130115

<|

3 2 2 1 0 8 2
|>

IN D IC A TO R  LIG HT  G REEN  2 4 V
<|

3 2 2 1 0 8 3
|>

IN D IC A TO R  LIG HT  R ED  2 4 V
hole ø 11.5 mm - head ø 18 mm hole ø 11.5 mm - head ø 18 mm

 max temperature 120°C  max temperature 120°C

    

COMENDA  130117 COMENDA  130170 COMENDA  130170+130711  COMENDA  130118 COMENDA  130170 COMENDA  130170+130710

COMENDA  130711  COMENDA  130710

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 2 1 6 3 6
|>

IN D IC A TO R  LIG HT  G REEN  2 4 V
<|

5 0 2 9 7 8 9
|>

IN D IC A TO R  LIG HT  G REEN  5 V dc
mounting hole 25x27 mm ø head 7 mm - ø hole 6 mm - 120°C

  application to the board

    

COMENDA  130180  COMENDA  130182

<|

3 2 2 1 4 2 6
|>

IN D IC A TO R  LIG HT  LE D  GR EEN  2 4 V
<|

5 0 3 3 1 4 1
|>

IN D IC A TO R  LIG HT  LE D  GR EEN  5 V
hole ø 6 mm - length cable 200 mm hole ø 6 mm - length cable 200 mm

    

COMENDA  130181  COMENDA  130196

<|

3 2 2 1 0 9 5
|>

IN D IC A TO R  LIG HT  OR A N G E 23 0 V
<|

3 2 2 1 1 0 9
|>

IN D IC A TO R  LIG HT  OR A N G E 23 0 V
head ø 13.5 mm - hole ø 10 mm - 120°C ø head 7 mm - ø hole 6 mm - 120°C

 universal application  pvc cable length 210 mm

    

COMENDA  130116  COMENDA  130159

<|

3 2 2 1 0 8 0
|>

IN D IC A TO R  LIG HT  R ED  2 3 0 V
<|

1 2 2 1 0 7 5
|>

L A M P  C A P  FL A T O RA N G E SU 2
head ø 13.5 mm - hole ø 10 mm - 120°C mounting hole ø 6 mm - head ø 7 mm

    

COMENDA  130103  COMENDA  130706

<|

5 0 0 7 7 7 4
|>

L A M P  C A P  FL A T YEL L OW /G R EEN  SU 2
<|

3 2 2 1 0 1 9
|>

R ED  L A M P  2 2 0 V C E M A  P 9 M LR D  2 2 0 V
mounting hole ø 6 mm - head ø 7 mm mounting hole ø 22 mm

    

COMENDA  130708  COMENDA  150105

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Inlet hoses
T2>

<|

3 4 4 9 0 3 3
|>

FL EX H O SE ø  3/4 " Fp  x Fp 2 0 0 0  m m
<| |>

EPDM hose covered in stainless steel
 hose DN 13 (ø 12.5x17 mm) stainless steel  
 max temperature 90°C  
 max pressure 20 bar  
 WRAS approved  

    

COMENDA  200715  

<T2

Interference suppression filters
T2>

<|

3 1 6 0 3 9 4
|>

IN T ER FER ENC E SU P .FIL TER  D .E.M  F3 C F 70 1 1 2
<|

3 1 6 0 0 9 9
|>

IN T ER FER ENC E SU P PR ES . FIL TE R F3 C F 71 1 1 2 F
0,47 µF 0.47µF

    

COMENDA  631214  COMENDA  631209

<T2

Ironmongery (screws,nuts,washers)
T2>

<|

1 3 4 9 0 4 2
|>

BR A SS  N UT  ø 3 /8 "
<|

1 1 8 6 0 3 5
|>

BR A SS  W A SH ER  ø 1 8 x1 2 x1   m m  FL A T

    

COMENDA  270107  COMENDA  290813

<|

1 5 2 8 6 3 1
|>

C YL IND E R H EA D  S C R EW  M 4 x8
<|

5 0 0 7 7 8 8
|>

C YL IND E R H EA D  S C R EW  M 5 x2 5
stainless steel - cross recessed stainless steel - cross recessed

 UNI 7687 - DIN 7985 - ISO 7045  UNI 7687 - DIN 7985 - ISO 7045

    

COMENDA  H25700  COMENDA  260213

<|

7 1 0 2 1 3 6
|>

EL A ST IC  C L A S P ø  4x1 0  m m
<|

5 0 0 7 4 9 3
|>

EL A ST IC  C L A S P ø  6x3 0  m m
st./steel - UNI 6873 - DIN 1481 - ISO 8752 st./steel - UNI 6873 - DIN 1481 - ISO 8752

    

COMENDA  451128  COMENDA  451121

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 5 2 8 2 3 9
|>

H EXA G O N H EA D  S C R EW  M 5 x2 0
<|

1 5 2 8 6 2 2
|>

H EXA G O N H EA D  S C R EW  M 8 x1 6
stainless steel - UNI 5739 - DIN 933 - ISO 4017 stainless steel - UNI 5739 - DIN 933 - ISO 4017

    

COMENDA  260129  COMENDA  260112

<|

3 5 2 8 2 4 0
|>

H EXA G O N H EA D  S C R EW  M 8 x5 0
<|

3 5 2 8 1 4 2
|>

H EXA G O N N U T M 4  BL IN D
stainless steel - UNI 5739 - DIN 933 - ISO 4017 stainless steel - height 8.5 mm - UNI 5721 - DIN 1

    

COMENDA  260118  COMENDA  H29594

<|

3 5 2 8 0 9 4
|>

H EXA G O NA L  H EA D  SC R EW  M 8 x1 2
<|

3 5 2 8 1 3 7
|>

H EXA G O NA L  N UT   HIG H M 8
st./steel - UNI 5739 - DIN 933 - ISO 4017 stainless steel  - UNI 5587 - ISO 4033

    

COMENDA  260147  COMENDA  260406

<|

1 5 2 8 6 2 1
|>

H EXA G O NA L  N UT  M 8  SH OR T  M 8
<|

3 5 2 8 1 2 6
|>

L A RG E P A N  H EA D  S C R EW  M 5 x2 0
stainless steel - UNI 5589 - DIN 936 - ISO 4035 stainless steel - slotted

    

COMENDA  260405  COMENDA  260250

<|

3 5 2 8 0 1 9
|>

S C RE W  NU T
<|

5 0 3 5 6 2 5
|>

S C RE W  W IT H H EX A GO N  HEA D  M 8 x3 5
stainless steel - UNI 5739 - DIN 933 - ISO 4017

    

COMENDA  160542  COMENDA  260116

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 5 2 8 1 4 1
|>

S ELF-L OC KING  H EXA G O N N U T M 8
<|

5 0 4 8 4 2 6
|>

S ELF-T AP P ING  SC REW  ø 2 .9 x9 .5  m m
stainless steel - with nylon built-in ring stainless steel - countersunk flat head

 UNI 7474 - DIN 985 - ISO 10511  cross recessed - C type end
  UNI 6955 - DIN 7982 - ISO 7050

    

COMENDA  H33845  COMENDA  H33277

<|

3 5 2 8 1 9 8
|>

S PIR AL  S PR ING  W A SH ER  M 1 2
<|

5 0 2 3 7 1 9
|>

S PIR AL  S PR ING  W A SH ER  M 4
internal/external ø  13/21 mm - thickness 5 mm internal/external ø  4.3/7.3 mm - thickness 1.8 mm

 stainless steel - UNI 1751 - DIN 127 B  stainless steel - UNI 1751 - DIN 127 B

    

COMENDA  260515  COMENDA  260510

<|

5 0 2 4 1 2 4
|>

S PIR AL  S PR ING  W A SH ER  M 5
<|

3 3 8 9 0 1 3
|>

S TA IN L ESS  ST EEL  PIN  ø 2 x1 2  m m
internal/external ø  5.3/8.9 mm - thickness 2.4 mm UNI 1336 - DIN 94 - ISO 1234

 stainless steel - UNI 1751 - DIN 127 B  for DISHWASHER AC
  for RIMINI ELE26

    

COMENDA  260511  COMENDA  451002

<T2

Knobs
T2>

<|

3 2 4 1 0 9 6
|>

BL A C K  KN OB  ø 4 5  m m
<|

5 0 3 4 9 6 1
|>

K NO B BL U E ø 4 5  m m
square hole 5x5 mm square hole 5x5 mm screw fastening (not included)

 for selector switch  

    

COMENDA  180111  COMENDA  180152

<|

5 0 2 6 6 0 8
|>

K NO B L IG H T BL U E ø 4 2  m m
<| |>

square hole 5x5 mm

    

COMENDA  450343  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 4 1 0 9 5
|>

T W O-C O LO U R K N OB  ø  4 2  m m
<|

3 2 4 1 0 8 4
|>

EL A ST IC  R IN G  FO R K N OB
square hole 5x5 mm

 for selector switch  

    

COMENDA  450316  COMENDA  440817

<T2

Labels for control panels
T2>

<|

3 3 9 9 0 0 1
|>

A BS  C ON T RO L  PL A TE 6 0 0  5 9 5 x75  m m
<|

5 0 1 6 6 8 9
|>

C O N TR OL  P A NEL  S IL K-S C R EEN S TIC K ER

    

COMENDA  460850  COMENDA  461353

<T2

Levers
T2>

<|

5 0 1 2 0 9 2
|>

M IC R O  LE VER  EC O NO M IZ ER
<| |>

for DISHWASHER series ACR

    

COMENDA  320698  

<T2

Lip seals
T2>

<|

3 4 4 8 1 1 1
|>

L IP  SEA L  D E1 5 6  EP D M
<|

3 7 8 6 6 5 7
|>

L IP  SEA L  D E1 7 5  VITO N
ø 40x27.30x6.35 mm ø 45x35.5x7 mm

    

COMENDA  200917  COMENDA  200950

<T2

Magnets
T2>

<|

3 2 4 0 2 0 2
|>

M A GN ET  HO L D ER  PIN  M 1 0
<| |>

ø 16x75 mm

    

COMENDA  191019  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Manifolds for dishwashers
T2>

<|

5 0 0 4 0 7 4
|>

C O U NT ER FLA N G E 1 3 0 x7 0 x9  m m
<|

3 1 8 6 4 5 3
|>

C O LU M N  GA S KE T

    

COMENDA  180204  COMENDA  200909

<|

3 1 6 0 5 0 3
|>

D R A IN  P UM P  S UC T IO N  C A SE C OM P LET E
<|

3 0 6 1 0 1 6
|>

O -R ING  0 4 4 3 7  EPD M
top external ø 130 mm ring thickness 3.53 mm - internal ø 110.70 mm

 hose end fittings ø 50 mm  

    

COMENDA  180248 COMENDA  180248+180249  COMENDA  200807 COMENDA  200873

<|

5 0 2 6 6 0 1
|>

H OS E W A SH ING  O UT LE T
<|

3 7 4 3 3 0 8
|>

M A NIFO LD  C AP
for collector group

    

COMENDA  200611  COMENDA  160709

<|

5 0 1 2 1 6 7
|>

M A NIFO LD  S ET 2  S OL EN OID  VA L VE S
<| |>

    

COMENDA  510285 COMENDA  620121  

<T2

Microswitches, magnetic
T2>

<|

3 2 4 0 4 4 6
|>

M A GN ET IC  M IC R OS W IT C H  E5 2 1 1 V
<|

3 2 4 0 4 4 5
|>

M A GN ET IC  M IC R OS W IT C H  E5 3 0 1 C
0.4A 250V - contact NO - head 40x13x8 mm 0.4A 250V - contact NO - head 65x20x9 mm

 with cable length 900 mm  with cable length 300 mm

    

COMENDA  120356  COMENDA  120348

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 4 0 1 3 9
|>

M A GN ET IC  M IC R OS W IT C H  ST EM  E5 10  1 V
<| |>

1-NO 0.04A 250V
 with cable length 530 mm - head 36x13x8 mm  

    

COMENDA  H33188 COMENDA  120366  

<|

3 2 4 0 1 7 3
|>

M A GN ET IC  S W IT C H
<|

3 1 8 6 1 6 9
|>

O -R ING  0 2 1 0 0  EPD M
ø 15x88 mm ring thickness 1.78 mm - internal ø 25.12 mm

    

COMENDA  120317  COMENDA  200817

<T2

Microswitches, mechanical
T2>

<|

3 2 4 0 4 6 5
|>

L EVEL  M IC R O SEN S OR  FO R BO ILER
<| |>

contact NA

    

COMENDA  120358  

<|

3 2 4 0 1 7 2
|>

M IC R O SW ITC H B ITR O N  TYP E S 16
<|

3 2 4 0 2 0 3
|>

BU SH ING  D O OR  M IC RO SW IT C H
contact capacity 12A  250V external ø 10x15 mm

 6.35x0.8 terminals  

    

COMENDA  120323  COMENDA  330820

<|

3 2 4 0 8 2 0
|>

M IC R O SW ITC H EL EC T R IC A  N R 4 8W 5
<|

3 2 4 0 4 2 0
|>

M IC R O SW ITC H M O UJEN  T Z-7 1 2 0
1NO + 1NC 16A 250V 10A 250V

    

COMENDA  COMENDA  120319

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 4 0 4 2 5
|>

M IC R O SW ITC H P IZZA T O M F3 5
<|

3 2 4 0 4 2 3
|>

M IC R O SW ITC H P IZZA T O M V3 0
5A 250V 16A 250V - complete with magnet

    

COMENDA  120341  COMENDA  120346 COMENDA  120349

<|

3 2 4 0 4 1 0
|>

M IC R O SW ITC H 1 6 (4 )A  25 0 V
<|

3 2 4 0 2 0 3
|>

BU SH ING  D O OR  M IC RO SW IT C H
external ø 10x15 mm

    

COMENDA  120313  COMENDA  330820

<|

3 2 4 0 1 7 0
|>

M IC R O SW ITC H 2 -P OL E FO R C YC L E
<| |>

contact capacity 16A  250V
 6.35x0.8 terminal  

    

COMENDA  120329  

<T2

Non-return and expansion valves
T2>

<|

1 5 2 6 5 0 3
|>

N ON -R ETU R N V A LV E ø 4 0  m m
<| |>

ballcock - outlets ø 12 mm
 stainless steel cap  

    

COMENDA  620243  

<T2

O-Ring and ORM gaskets
T2>

<|

3 1 8 6 4 5 4
|>

O -R ING  0 1 6 7  EPD M
<|

3 1 8 6 4 5 5
|>

O -R ING  0 3 2 3 1  EPD M
ring thickness 3.53 mm - internal ø 63.50 mm ring thickness 2.62 mm - internal ø 58.42 mm

 for boiler  

    

COMENDA  200853  COMENDA  200852

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 0 6 1 0 4 0
|>

O -R ING  0 4 1 3 7  EPD M
<|

3 1 8 6 1 3 7
|>

O -R ING  0 4 3 8 7  EPD M
ring thickness 3.53 mm - internal ø 34.52 mm ring thickness 3.53 mm - internal ø 98.02 mm

    

COMENDA  200814  COMENDA  200803

<|

3 0 6 1 0 3 7
|>

O -R ING  0 4 7 2 5  EPD M
<|

3 2 4 3 2 7 0
|>

O RM  G A SK ET 0 0 6 0 -3 0  EP D M
ring thickness 3.53 mm - internal ø 183.70 mm ring thickness 3.0 mm - internal ø 6.0 mm

    

COMENDA  200828  COMENDA  200854

<|

1 1 8 6 4 8 4
|>

O RM  G A SK ET 0 1 4 0 -2 0  NB R
<| |>

ring thickness 2.0 mm - internal ø 14.0 mm

    

COMENDA  200861  

<T2

Pegs
T2>

<|

3 3 8 9 0 0 3
|>

C EN T RA L  FIN G ER  FOR  BEL T
<| |>

    

COMENDA  170204  

<|

3 3 8 9 0 2 0
|>

C EN T RA L  FIN G ER  FOR  BEL T
<|

3 3 4 6 1 3 2
|>

BEL T W H EEL  ø 3 0  m m

    

COMENDA  170217  COMENDA  170314

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

5 0 1 4 6 8 6
|>

BR A C K ET stain less s teel T AP E P ITC H  6 0  m m
<| |>

    

COMENDA  330113  

<|

5 0 2 3 7 4 6
|>

C EN T RA L  FIN G ER  FOR  BEL TS  TR A YS
<|

3 3 8 9 0 1 9
|>

C EN T RA L  FIN G ER  FOR  L IM IT  SW ITC H N E/2

    

COMENDA  170218  COMENDA  170238

<|

3 3 8 9 0 0 4
|>

N IC K EL  PL A T ED  P EG
<|

3 3 8 9 0 1 4
|>

P EG  GU ID E PIN
ø 8x39 mm

    

COMENDA  510220  COMENDA  340479

<|

5 0 2 0 9 5 2
|>

P EG  ST AIN LES S S TEE L
<|

5 0 2 0 9 5 3
|>

P IN  SIL D EW A YS P EG  ST . ST EEL  ø 8 x3 0 m m

    

COMENDA  510425  COMENDA  342020

<T2

Pins
T2>

<|

5 0 5 3 5 8 1
|>

P IN  D O OR  H IN G E M 6
<|

5 0 2 8 2 1 0
|>

P IN  FO R R INS E A RM  FC 20 0 6
dimensions 60x6 mm

    

COMENDA  341927  COMENDA  342790

<|

3 3 2 4 0 5 1
|>

W A SH  A R M  AS SE M B LY W .R.I.S.
<| |>

length 59 mm
 for wash arm version with quick release  

    

COMENDA  342958V02R  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Position switches
T2>

<|

3 2 4 0 4 2 1
|>

L IM IT  M IC R O SW ITC H  P IZ ZA T O FD 5 0 1
<|

3 2 4 0 4 4 4
|>

L IM IT  M IC R O SW ITC H  P IZ ZA T O FD 5 0 2 -K1 1
3A 400V 3A 400V

    

COMENDA  120322  COMENDA  120305 COMENDA  120326

<|

3 2 4 0 4 2 6
|>

L IM IT  M IC R O SW ITC H  P IZ ZA T O FD 5 0 3
<|

3 2 4 0 4 2 2
|>

L IM IT  M IC R O SW ITC H  P IZ ZA T O FD 5 3 8
3A 400V 3A 400V

  WITH lever with roller ø 20 mm VFL31

    

COMENDA  120335 COMENDA  120343 COMENDA  120364  COMENDA  120320

COMENDA  870129  

<T2

Pressure gauges
T2>

<|

3 2 4 5 0 1 8
|>

P R ESS UR E G A U GE  ø  52  m m
<| |>

fitting ø 1/4"M
 scale 0-4 bar  

    

COMENDA  870072  

<T2

Pressure reducers
T2>

<|

3 3 5 0 0 8 0
|>

P R ESS UR E R ED U C ER  1 /2 " 4 A TM
<| |>

    

COMENDA  281102  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Pressure switches
T2>

<|

3 3 2 0 0 0 3
|>

"Y" C O NN EC T OR
<|

3 3 2 0 0 1 8
|>

P R ESS UR E S W IT C H  1  L EV EL
for fitting with two pressure switches calibration 45/25 mm

  250V 16A
  max operating temperature 85°C

    

COMENDA  190314  COMENDA  130621

<|

3 3 2 0 0 2 7
|>

P R ESS UR E S W IT C H  1  L EV EL
<|

3 3 2 0 0 2 8
|>

P R ESS UR E S W IT C H  1  L EV EL
calibration 50/30 mm calibration 110/75 mm

 250V 16A  250V 16A
 max operating temperature 85°C  max operating temperature 85°C

    

COMENDA  130605 COMENDA  130622  COMENDA  130607

<|

3 3 2 0 0 3 9
|>

P R ESS UR E S W IT C H  1  L EV EL
<|

3 3 2 0 0 4 0
|>

P R ESS UR E S W IT C H  1  L EV EL
calibration 28/12 mm calibration 70/40 mm

 250V 16(4)A  250V 16A
  max operating temperature 85°C

    

COMENDA  130629  COMENDA  130604

<|

3 3 2 0 0 6 1
|>

P R ESS UR E S W IT C H  1  L EV EL
<|

3 3 2 0 0 6 2
|>

P R ESS UR E S W IT C H  1  L EV EL
calibration 60/40 mm calibration 190/80 mm

 250V 16A  250V 16A
 max operating temperature 85°C  max operating temperature 85°C
 for old series  

    

COMENDA  130617  COMENDA  130616

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 2 0 0 6 3
|>

P R ESS UR E S W IT C H  1  L EV EL
<|

3 3 2 0 1 4 8
|>

P R ESS UR E S W IT C H  1  L EV EL
calibration 110/70 mm calibration 75/45 mm

 250V 16A  250V 16A
 max operating temperature 85°C  

    

COMENDA  130609 COMENDA  130624  COMENDA  130632

<|

7 1 0 4 5 5 7
|>

P R ESS UR E S W IT C H  1  L EV EL
<|

3 3 2 0 0 3 7
|>

P R ESS UR E S W IT C H  3  L EV ELS
calibration 190/40 mm 1st level calibration 50/30 mm

 250V 16A  2nd level calibration 50/30 mm
  3rd level calibration 145/80 mm
  250V 16(4)A

    

COMENDA  130635  COMENDA  130620

<T2

Probes
T2>

<|

3 3 9 7 1 0 8
|>

P R OBE P T 1 0 0
<|

5 0 2 0 9 5 5
|>

P R OBE W ITH  BO A R D  BL OC K  C -G
probe length 80 mm - bulb ø 6x59 mm overall length 300 mm

 fastening fitting ø 1/2" - cable 6500 mm  

    

COMENDA  120910  COMENDA  120960

<T2

Reducers mechanical
T2>

<|

7 1 1 2 4 7 6
|>

A D A P TO R  VF4 9 L 1 F1 -6 0 P 7 1 B5 B3
<|

7 1 1 2 4 7 5
|>

M OT O R 3 -P HA S ES FIR  3 55 3  FL A N GE B 5
400V 50/60Hz 0,18/0,09KW 0,8/0,65A

    

COMENDA  410607  COMENDA  100133

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Relays
T2>

<|

3 3 5 1 0 4 0
|>

M IN I R EL A Y IT A L IA N A  R EL È F6 1 -2 4 D C -S
<|

3 3 5 1 0 3 8
|>

P OW E R R EL A Y FIN D ER  4 0 .6 1 .8 .2 3 0 .0 0 00
1 switching contact - contact capacity 16A 230V - 50/60Hz - 1 exchange contact 16A

 coil  24Vdc 50/60Hz  

    

COMENDA  120480  COMENDA  120478

<|

3 3 5 1 0 0 7
|>

P OW E R R EL A Y FIN D ER  5 5 .3 2 .8 .2 3 0 .0 0 40
<|

3 3 5 1 0 2 1
|>

P OW E R R EL A Y FIN D ER  6 2 .8 2 .8 .2 3 0 .0 0 00
230V 50/60Hz 230V 50/60Hz

 2 exchange contacts 10A  2 exchange contacts 16A
 with to test push-button + mechanic gauge  

    

COMENDA  120449  COMENDA  120460

<|

1 3 5 1 0 0 1
|>

P OW E R R EL A Y FIN D ER  6 2 .8 3 .8 .0 2 4 .0 0 00
<|

3 3 5 1 0 0 8
|>

P OW E R R EL A Y FIN D ER  6 2 .8 3 .8 .2 3 0 .0 0 00
24Vac 50/60Hz 230V 50/60Hz

 3 changeover contacts 16A  3 exchange contacts 16A

    

COMENDA  120445  COMENDA  120447 COMENDA  120459

<|

5 0 2 5 2 4 9
|>

R EL AY  PO W ER  FIN D ER  4 0 .6 1 .8 .0 2 4 .0 0 00
<| |>

24Vac - 50/60Hz - 1 changeover contact 16A

    

COMENDA  120476  

<T2

Rinse aid containers and spare parts
T2>

<|

3 0 6 6 0 0 9
|>

R IN SE  AID  C O NT A IN ER
<|

3 0 6 6 0 1 1
|>

C O N TA IN ER  SU P P OR T

    

COMENDA  190802 COMENDA  190811  COMENDA  190106

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Rinse aid pumps and accessories
T2>

<|

3 0 9 0 1 7 4
|>

D ET ER GEN T  D IS P . PER IST A LT IC  P U M P G 3 0 0
<|

3 0 9 0 1 9 0
|>

D ET ER GEN T  D IS P . PER IST A LT IC  P U M P R EG O ®
flow rate 3 L/h thermoplastic hose REGO PLUS PS20RN - 230V 50Hz - IP42

 230V 50/60Hz 4W  flow rate 3 L/h
 time/pause setting  norprene tube for detergent
  Ext.size. 160x80x85 mm

    

COMENDA  440632 COMENDA  620242  COMENDA

<|

3 0 9 0 2 1 7
|>

D O SING  P U M P  FO R  RIN SE A ID
<| |>

    

COMENDA  H35388 COMENDA  620736  

<|

3 0 9 0 0 1 6
|>

H YD R A U LIC  D IS P EN SER  TY PE 3 0 0 0
<|

3 0 9 0 0 5 6
|>

D IA PH R A GM  M O D . D A  3 0 1 0
for rinse aid - flow rate max 3.6 cc

 with inspectionable filter - siliconee valves  
 neoprene/nylon diaphragm  

    

COMENDA  COMENDA

<|

3 0 9 0 0 0 3
|>

IN L ET V A LV E FO R R INS E A ID  INJEC T OR
<|

3 0 9 0 0 1 7
|>

S UC T IO N  FIL TER  T YP E 3 0 00

    

COMENDA  200444 COMENDA  200942  COMENDA

<|

3 0 9 0 0 1 8
|>

T -H O SE EN D  FITT IN G  B LA C K
<| |>

ø 11-7.5-11 mm

    

COMENDA  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 0 9 0 0 0 1
|>

H YD R A U LIC  R IN SE A ID  IN JEC TO R
<|

3 0 9 0 0 0 2
|>

D IA PH R A GM  FO R  RIN SE A ID  IN JEC T OR
for rinse aid

    

COMENDA  620120  COMENDA  630614

<|

3 0 9 0 0 5 1
|>

FILT ER  HO L D ER  F OR  D O SING  P UM P
<|

3 0 9 0 0 1 0
|>

H OS E EN D  FIT TIN G FO R  D IS P ENS ER

    

COMENDA  191018  COMENDA  180306

<|

3 0 9 0 0 0 3
|>

IN L ET V A LV E FO R R INS E A ID  INJEC T OR
<|

3 0 9 0 0 5 0
|>

L IP  SEA L  D I08 7  EP D M
ø 31.75x22.22x4.76 mm

    

COMENDA  200444 COMENDA  200942  COMENDA  440405

<|

3 0 9 0 0 5 2
|>

M ESH  FILT ER
<|

5 0 0 3 4 8 8
|>

O -R ING  0 5 9 3 -3 0  EP D M
ø 17 mm - thickness 0.3 mm ring thickness 3.0 mm - internal ø 59.3 mm

    

COMENDA  330543  COMENDA  200816

<T2

Ropes, cords and strings
T2>

<|

3 7 1 4 0 0 1
|>

C A BL E O F ST EEL ø  1 .5 x2 7 5  m m
<| |>

    

COMENDA  390307  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Salt containers and accessories
T2>

<|

3 0 6 7 0 0 3
|>

P LU G  FO R S A LT  C O NT A IN ER
<|

3 0 6 7 0 0 4
|>

G A SK ET ø  8 6x7 2 x2  m m
complete with retaining nut

 for B-BC-BHC-BR-FC-LF  

    

COMENDA  160755  COMENDA  200489

<|

3 0 6 7 0 0 1
|>

S AL T  C ON T AIN ER  C OM P LE TE
<|

3 0 6 7 3 0 0
|>

S AL T  C ON T AIN ER  C OM P LE TE
overall height 150 mm - external ø 122 mm overall height 125 mm - external ø 122 mm

    

COMENDA  631302  COMENDA  631304

<T2

Scale removers for dishwashers
T2>

<|

5 0 3 5 0 8 2
|>

S C A LE R EM O VER  ON E-P IEC E
<|

3 1 2 0 4 3 3
|>

C O IL  T& P  2 2 0 V 5 0 /6 0 H z
0.7 L for solenoid valves T&P

    

COMENDA  640222  COMENDA  630987

<|

3 0 9 4 0 0 5
|>

4  C O LU M N  SC A L E R EM OV ER
<| |>

width 165 mm - length 390 mm

    

COMENDA  640209  

<T2

Selector switches
T2>

<|

3 0 5 9 0 1 4
|>

S ELEC TO R S W IT C H  0 -1  P O SITION S 1 6 A  6 9 0 V
<| |>

square pin 5x5 mm

    

COMENDA  120712  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Selector switches
T2>

<|

1 0 5 7 0 2 2
|>

S ELEC TO R S W IT C H  0 -1  P O SITION S 2 5 A  6 9 0 V
<|

3 2 4 1 0 8 4
|>

EL A ST IC  R IN G  FO R K N OB
square pin 5x5 mm

    

COMENDA  120736  COMENDA  440817

<|

3 2 4 1 3 7 2
|>

K NO B T W O-C O LO U R  ø  4 2  m m
<|

5 0 1 2 0 9 9
|>

S UP P OR T  FOR  SE LEC TO R S W IT C H
for selector switch flange 57x57 mm fixing hole ø 50 mm

 square connection 5x5 mm  

    

COMENDA  450323  COMENDA  190138 COMENDA  190144

<|

3 0 5 7 0 5 2
|>

S ELEC TO R S W IT C H  0 -2  P O SITION S 1 6 A  3 8 0 V
<|

3 0 5 7 0 5 9
|>

S ELEC TO R S W IT C H  0 -2  P O SITION S 2 5 A  5 0 0 V
square pin 5x5 mm square pin 5x5 mm

    

COMENDA  120722  COMENDA  120718

<|

3 0 5 7 1 9 7
|>

S ELEC TO R S W IT C H  0 -4  P O SITION S
<|

3 0 5 7 0 5 5
|>

S ELEC TO R S W IT C H  0 -4  P O SITION S 1 6 A  3 8 0 V
16A 400V - pin 5x5 mm square pin 5x5 mm

    

COMENDA  120751  COMENDA  120729

<|

3 0 5 9 0 6 0
|>

S ELEC TO R S W IT C H  3 -P O LE  1 6 A  2 5 0 V
<|

3 0 5 9 0 6 1
|>

S ELEC TO R S W IT C H  6 -P O LE  1 6 A  4 0 0 V
square pin 5x5 mm square pin 5x5 mm

    

COMENDA  110805  COMENDA  120716

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 0 5 7 3 2 5
|>

4 -PO L E SW ITC H  1 6 A  3 8 0 V
<|

3 0 5 7 3 2 4
|>

6 -PO L E SEL EC T OR  S W IT C H  1 5 A  4  P OS IT IO N S

    

COMENDA  120744  COMENDA  120740

<T2

Solenoid valves
T2>

<|

3 1 2 0 0 2 6
|>

C O IL  EL BI 2 4 V ac
<|

3 1 2 0 0 0 4
|>

S OL EN . VA L VE EL BI T YP E 3 1 9  1  W AY  9 0°
for solenoid valves 101-102-254-261 old type 220/240V 50/60Hz - max. temperature 90°C

  inlet 3/4" - outlet ø 10.5 mm

    

COMENDA  630967  COMENDA  120145

<|

3 1 2 0 5 0 4
|>

S OL EN . VA L VE EL BI T YP E 3 1 9  1  W AY  9 0°
<|

3 1 2 0 0 0 6
|>

S OL EN . VA L VE EL BI T YP E 3 3 9  2  W AY  9 0°
24V 50/60Hz - max. temperature 90°C 220/240V 50/60Hz - max. temperature 90°C

 inlet 3/4" - outlet ø 10.5 mm  inlet 3/4" - two outlets ø 10.5 mm

    

COMENDA  COMENDA  120142 COMENDA  120197

<|

5 0 0 7 2 2 9
|>

S OL EN . VA L VE EL BI T YP E 3 3 9  2  W AY  9 0°
<|

3 1 2 0 5 1 1
|>

S OL EN . VA L VE EL BI T YP E 3 5 0  1  W AY  9 0°
230V 50/60Hz - max. temperature 90° 24V 50Hz - max. temperature 90°C

 inlet 3/4" - two outlets ø 10.5 mm  inlet 3/4" - outlet ø 13.5 mm
 1 outlet with red adjuster 0.5 L/min  

    

COMENDA  120144  COMENDA

<|

3 1 2 0 4 0 5
|>

S OL EN . VA L VE T &P  1  W A Y 1 8 0 °
<|

3 1 2 0 4 0 8
|>

S OL EN . VA L VE T &P  1  W A Y 9 0 °
230V 50/60Hz - max. temperature 90°C 230V 50/60Hz - max. temperature 90°C

 inlet 3/4" - outlet ø 10.5 mm  inlet 3/4" - outlet ø 13.5 mm

    

COMENDA  120173  COMENDA

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 2 0 0 1 3
|>

S OL EN OID  VA L VE EL BI TYP E 3 5 9  3 -W AY  9 0°
<|

3 1 2 0 0 1 4
|>

S OL EN OID  VA L VE EL BI TYP E 3 6 9  3 -W AY  1 80 °
220/240V 50/60Hz - max. temperature 90°C 220/240V 50/60Hz - max temperature 90°C

 inlet 3/4" - three outlets ø 10.5 mm  inlet 3/4" - three outlets ø 10.5 mm

    

COMENDA  120179  COMENDA  120175

<|

3 1 2 0 5 4 1
|>

S OL EN OID  VA L VE L 1 4 0 B5  ø 1 /2 "FF 2 4 V
<|

3 1 2 0 0 4 3
|>

C O IL  SIR AI Z6 1 0 A  2 4 V 5 0 /6 0 H z 6 W
for water

 normally closed  
 max. temperature 100°C  
 max. differential pressure 10 bar  
 coil 24V 50/60Hz  

    

COMENDA  120125 COMENDA  120141 COMENDA  120168  COMENDA  630948

<|

3 1 2 0 0 4 4
|>

C O N NEC TO R FE M A L E SM A L L
<| |>

for coils

    

COMENDA  150034  

<|

3 1 2 0 6 1 2
|>

S OL EN OID  VA L VE L 1 4 5 R2   1 "FF 2 4 V
<|

3 1 2 0 1 1 6
|>

C O IL  SIR AI Z5 3 4 A  2 4 V 5 0 H z
for steam for solenoid valve fitting 3/4" - 1"

 normally closed (ex L142 M2)  
 max. temperature 175°C  
 max. differential pressure 12 bar  
 coil 24V  50Hz  

    

COMENDA  120163  COMENDA  630972

<|

3 1 2 0 0 3 4
|>

C O N NEC TO R L A R GE  F -FITT IN G
<| |>

for coils

    

COMENDA  150033  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 2 0 6 1 0
|>

S OL EN OID  VA L VE L 1 4 5 R2  1 /2 "FF 2 4 V
<|

3 1 2 0 1 1 4
|>

C O IL  SIR AI Z6 1 4 A  2 4 V 5 0 H z
for steam for solenoid valve fitting 1/2"

 normally closed (ex L142 M2)  
 max. temperature 175°C  
 max. differential pressure 12 bar  
 coil 24V  50Hz  

    

COMENDA  120161  COMENDA  630973

<|

3 1 2 0 0 4 4
|>

C O N NEC TO R FE M A L E SM A L L
<| |>

for coils

    

COMENDA  150034  

<|

3 1 2 0 6 1 1
|>

S OL EN OID  VA L VE L 1 4 5 R4  3 /4 "FF 2 4 V
<|

3 1 2 0 1 1 6
|>

C O IL  SIR AI Z5 3 4 A  2 4 V 5 0 H z
for steam for solenoid valve fitting 3/4" - 1"

 normally closed (ex L142 M2)  
 max. temperature 175°C  
 max. differential pressure 12 bar  
 coil 24V  50Hz  

    

COMENDA  120162  COMENDA  630972

<|

3 1 2 0 0 3 4
|>

C O N NEC TO R L A R GE  F -FITT IN G
<|

3 1 2 0 1 1 8
|>

D IA PH R A GM  FO R  VA L VE ø 3 /4 "
for coils

    

COMENDA  150033  COMENDA  630625

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 2 0 2 1 0
|>

S OL EN OID  VA L VE L 1 5 3 D 0 7  ø 3 /4 " FF 2 3 0 V
<|

3 1 2 0 0 3 4
|>

C O N NEC TO R L A R GE  F -FITT IN G
for steam for coils

 NC  
 coil 220V 50Hz  
 max. temperature 175°C  
 max. pressure differential 12 bar  

    

COMENDA  120167  COMENDA  150033

<|

5 0 1 7 0 8 8
|>

S OL EN OID  VA L VE L 1 5 3 D 0 7  1 /2 "FF 2 4V  5 0 H z
<|

3 1 2 0 2 1 4
|>

C O IL  SIR AI Z1 3 4 A  2 4 V 5 0 H z
for steam for solenoid valves L153 DA ø 3/4"

 NC  
 max. temperature 100°C  
 maximum differential pressure 16 bar  

    

COMENDA  120164  COMENDA  630976

<|

3 1 2 0 0 3 4
|>

C O N NEC TO R L A R GE  F -FITT IN G
<| |>

for coils

    

COMENDA  150033  

<|

3 1 2 0 5 1 0
|>

S OL EN OID  VA L VE L 1 5 3 D 0 7  3 /4 " F F 24 V
<|

3 1 2 0 2 1 4
|>

C O IL  SIR AI Z1 3 4 A  2 4 V 5 0 H z
for steam for solenoid valves L153 DA ø 3/4"

 NC  
 max. temperature 175°C  
 max. pressure differential 12 bar  
 coil 24V 50Hz  

    

COMENDA  120107 COMENDA  120165  COMENDA  630976

<|

3 1 2 0 0 3 4
|>

C O N NEC TO R L A R GE  F -FITT IN G
<| |>

for coils

    

COMENDA  150033  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 2 0 5 3 8
|>

S OL EN OID  VA L VE L 1 5 3 D 5   1 "F F 24 V
<|

3 1 2 0 0 3 4
|>

C O N NEC TO R L A R GE  F -FITT IN G
for steam for coils

 normally closed (ex 149D4)  
 max. temperature 140°C  
 coil 24V  50Hz  

    

COMENDA  120108 COMENDA  120166  COMENDA  150033

<|

3 1 2 0 0 5 7
|>

S OL EN OID  VA L VE L 1 8 2 B0 1  ø 1 /2 " FF 2 3 0 V
<|

3 1 2 0 0 4 2
|>

C O IL  SIR AI Z6 1 0 A  2 3 0 V 5 0 /6 0 H z 6 W
EX L180 width 25 mm - height 33 mm

 for water  length 33 mm
 NC  
 max. temperature 100°C  
 max. pressure differential 16 bar  
 coil 230V 50/60Hz  

    

COMENDA  120174  COMENDA  630981

<|

3 1 2 0 0 4 4
|>

C O N NEC TO R FE M A L E SM A L L
<| |>

for coils

    

COMENDA  150034  

<|

3 1 2 0 5 5 7
|>

S OL EN OID  VA L VE L 1 8 2 B0 1  1 /2 "FF 2 4 V
<|

3 1 2 0 0 4 3
|>

C O IL  SIR AI Z6 1 0 A  2 4 V 5 0 /6 0 H z 6 W
EX L180

 for water  
 NC  
 max temperature 100°C  
 max differential pressure 16 bar  
 coil 24V 50/60Hz  

    

COMENDA  120131 COMENDA  120154  COMENDA  630948

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 2 0 0 4 4
|>

C O N NEC TO R FE M A L E SM A L L
<| |>

for coils

    

COMENDA  150034  

<|

3 1 2 0 0 5 8
|>

S OL EN OID  VA L VE L 1 8 2 B1 7  ø 3 /4 " FF 2 3 0 V
<|

3 1 2 0 0 4 2
|>

C O IL  SIR AI Z6 1 0 A  2 3 0 V 5 0 /6 0 H z 6 W
EX L180 width 25 mm - height 33 mm

 for water  length 33 mm
 NC  
 max temperature 100°C  
 max pressure differential 16 bar  
 coil 230V 50/60Hz  

    

COMENDA  120158  COMENDA  630981

<|

3 1 2 0 0 4 4
|>

C O N NEC TO R FE M A L E SM A L L
<| |>

for coils

    

COMENDA  150034  

<|

3 1 2 0 5 5 9
|>

S OL EN OID  VA L VE L 1 8 2 B1 7  1 " FF  24 V
<|

3 1 2 0 0 4 3
|>

C O IL  SIR AI Z6 1 0 A  2 4 V 5 0 /6 0 H z 6 W
EX L180

 for water  
 NC  
 max. temperature 100°C  
 max. differential pressure 16 bar  
 coil 24V 50/60Hz  

    

COMENDA  120123  COMENDA  630948

<|

3 1 2 0 0 4 4
|>

C O N NEC TO R FE M A L E SM A L L
<| |>

for coils

    

COMENDA  150034  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 1 2 0 5 5 8
|>

S OL EN OID  VA L VE L 1 8 2 B1 7  3 /4 "FF 2 4 V
<|

3 1 2 0 0 4 3
|>

C O IL  SIR AI Z6 1 0 A  2 4 V 5 0 /6 0 H z 6 W
EX L180

 for water  
 NC  
 max. temperature 100°C  
 max. differential pressure 16 bar  
 coil 24V 50/60Hz  

    

COMENDA  120122  COMENDA  630948

<|

3 1 2 0 0 4 4
|>

C O N NEC TO R FE M A L E SM A L L
<| |>

for coils

    

COMENDA  150034  

<|

7 1 0 8 8 8 5
|>

S OL EN OID  VA L VE M U LL ER  1  W A Y 1 8 0 °
<|

3 1 2 0 4 0 0
|>

S OL EN OID  VA L VE R O BER TS HA W  1 -W A Y 9 0 °
24V 50/60Hz - max temperature 90°C 12Vac/dc 50/60Hz - max. temperature 90°C

 inlet da 3/4" - outlet ø 10.5 mm  inlet 3/4" - outlet ø 13.5 mm
  operating pressure from 0.2 to 10 bar
  flow rate 1.2 m3/h

    

COMENDA  121178  COMENDA

<|

3 1 2 0 4 0 4
|>

S OL EN OID  VA L VE T &P  1  W A Y 9 0 °
<| |>

230V 50/60Hz - max. temperature 90°C
 inlet 3/4" con riduttore di portata 10 L/min  
 outlet ø 10.5 mm  

    

COMENDA  H30933 COMENDA  120188  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Spare parts for pumps
T2>

<|

3 1 2 2 2 2 4
|>

P U M P  H OU S IN G  GA S KET  IB-M EI
<| |>

for electropump code 3122186 no longer available

    

COMENDA  630413  

<T2

Springs
T2>

<|

7 1 1 2 9 1 7
|>

C O N ST AN T  LO A D  SP R IN G  7 .5  kg
<|

3 0 5 3 1 5 7
|>

S PR ING  R IN G  RA D IA L ø  7  m m
external ø 48 mm - width 50 mm st.steel - external ø 14.3 mm - thickness 0.9 mm

  UNI 7434 - DIN 6799

    

COMENDA  391337  COMENDA  440828

<|

3 2 5 0 2 3 7
|>

D O OR  BA L A NC E SP R IN G
<|

3 2 5 0 1 8 4
|>

D O OR  L EVER  S PR ING
for DISHWASHER ST43E-DP35E

    

COMENDA  450288  COMENDA  450250

<|

3 0 5 3 1 4 4
|>

D O OR  S PR ING
<| |>

external ø 22x210 mm

    

COMENDA  450237  

<|

3 2 5 0 1 6 9
|>

D O OR  S PR ING
<|

3 2 5 0 1 6 7
|>

D O OR  S PR ING  P IN
overall length 190 mm

    

COMENDA  391336  COMENDA  340416

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 5 0 2 3 8
|>

D O OR  S PR ING
<|

3 2 5 0 1 6 7
|>

D O OR  S PR ING  P IN
overall length 193 mm

    

COMENDA  391334  COMENDA  340416

<|

5 0 3 4 9 5 1
|>

D O OR  S PR ING  ø 1 3 x6 8  m m
<| |>

    

COMENDA  H36860 COMENDA  450298  

<|

3 2 5 0 1 0 2
|>

D O OR  S PR ING  ø 1 7 x9 7  m m
<|

3 5 2 8 0 1 0
|>

FL A T W A S HER  M 6
ø internal/external 6.4/12 mm - thickness 1.6 mm

  st./steel - UNI 6592 - DIN 125 A - ISO 7089

    

COMENDA  H34773  COMENDA  260504

<|

1 5 2 8 0 3 0
|>

M ID  H EX A GO N A L N U T M 6
<|

3 5 2 8 2 3 0
|>

N UT  H EXA G O NA L  H IG H  M 6
stainless steel - UNI 5588 - DIN 934 - ISO 4032 stainless steel - UNI 5587 - ISO 4033

    

COMENDA  290701  COMENDA  260404 COMENDA  260416

<|

3 5 2 8 1 4 0
|>

S ELF-L OC KING  H EXA G O N N U T  M 6
<|

3 2 5 0 1 0 3
|>

T HR EA D ED  S P RIN G C O N N EC TIN G R O D  ø 6 x8 0 m m
stainless steel - with nylon built-in ring

 UNI 7474 - DIN 985 - ISO 10511  

    

COMENDA  260412  COMENDA  H34774

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 4 2 1 5 0
|>

D O OR  S PR ING  M OD EL BB SR 4 6
<|

3 2 5 0 0 4 3
|>

D O OR  S PR ING  4 0  m m
carrying capacity 4 kg load capacity: kg 5

    

COMENDA  391309  COMENDA  391331

<|

3 2 5 0 1 6 1
|>

D O OR  S PR ING  4 0  m m
<|

3 2 5 0 1 6 0
|>

FILT ER  LO C K IN G  S P R IN G
flowrate 5.5 kg for BC-BCA-BR-BRA-FC48-FC43A

 for COMENDA AC-NE-NG  
 for HOONVED C98-EDT85-EDT100-EDT140-EDT170-EDT200  

    

COMENDA  391332  COMENDA  450223

<|

3 2 5 0 0 3 9
|>

H OO D  L IFT IN G  SP R IN G
<|

3 2 5 0 0 5 7
|>

BU SH ING  FO R  S P R IN G
ø 35x530 mm

    

COMENDA  391312  COMENDA  190607

<|

3 2 5 0 0 4 4
|>

L OW ER  D O OR  S A FETY S P RIN G
<|

3 2 5 0 1 8 3
|>

S PR ING  FIT T IN G B US H IN G  F OR  D O OR  L EVER
external ø 14x193 mm for DISHWASHER ST43E-DP35E

 for GL  

    

COMENDA  450222  COMENDA  190685

<|

3 2 5 0 0 6 1
|>

S PR ING  FO R D O O R
<|

3 2 5 0 0 6 0
|>

S PR ING  FO R D O O R B BN /5 8 9
carrying capacity: kg 4.5 carrying capacity: kg 2.09

    

COMENDA  391318  COMENDA  391315

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 5 0 0 6 2
|>

S PR ING  FO R D O O R B BN /6 0 0
<|

3 2 5 0 0 5 9
|>

S PR ING  FO R D O O R S A FETY
carrying capacity: kg 3 dimensions ø 12x167 mm

  for G65-G115

    

COMENDA  391314  COMENDA  450217

<|

3 2 5 0 0 5 8
|>

S PR ING  FO R H O OD  L IF TING
<|

3 2 5 0 0 5 7
|>

BU SH ING  FO R  S P R IN G
dimensions ø 37x910 mm

    

COMENDA  391316  COMENDA  190607

<|

5 0 1 5 6 9 4
|>

S PR ING  FO R L IM IT S W IT C H  NE
<| |>

ø 12 mm overall length 110 mm

    

COMENDA  450229  

<|

3 2 5 0 1 6 8
|>

S PR ING  FO R M IC R O S W IT C H
<|

5 0 4 9 6 1 9
|>

BU SH ING  L A TC H S PR ING  S UP P OR T

    

COMENDA  391335  COMENDA  160552

<|

5 0 3 3 2 5 9
|>

P IN  SP R IN G  R OL L IN G
<| |>

    

COMENDA  190679  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Supports
T2>

<|

3 3 9 1 0 1 2
|>

C O N VEYO R  SL ID EW AY  SU P PO R T
<|

5 0 0 7 7 6 8
|>

S UP P .SC OR R .GU ID A  PO R TA S A LT .
dimensions 97x45x30 mm

    

COMENDA  170324  COMENDA  170318

<T2

Supports for wash and rinse arms
T2>

<|

3 7 4 3 1 5 9
|>

A R M  A S SEM BL Y S UP P O RT
<|

3 2 4 3 2 8 2
|>

FITT IN G  R INS E IN T ER NA L  ø 3 /8 "-1 /4 "

    

COMENDA  510503  COMENDA  280118

<|

3 2 4 3 0 6 7
|>

W A SH  A R M  AS SE M B LY S P IN D L E
<| |>

    

COMENDA  340499  

<|

3 2 4 3 8 0 7
|>

EL BO W  FIT TING
<|

3 1 8 6 4 5 2
|>

G A SK ET FL A T N EO TEN  1 0 0 x10 0 x3  m m
central hole ø 40 mm

    

COMENDA  180407  COMENDA  200428

<|

3 2 4 3 8 1 5
|>

L OW ER  S UP P O RT
<|

3 2 4 3 0 8 6
|>

O -R ING  0 1 1 7  EPD M
ring thickness 2.62 mm - internal ø 13.10 mm

    

COMENDA  190210  COMENDA  200806

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
<| |>

ring thickness 5.34 mm - internal ø 47.00 mm

    

COMENDA  200820  

<|

3 2 4 3 8 1 2
|>

L OW ER  W A S H A R M  A SS EM BLY  SU P PO R T
<|

3 1 8 6 1 8 4
|>

O -R ING  0 1 4 7  EPD M
ring thickness 3.53 mm - internal ø 42.86 mm

    

COMENDA  191064  COMENDA  200855

<|

3 1 8 6 4 5 0
|>

O RM  G A SK ET 0 8 1 0 -3 0  EP D M
<| |>

ring thickness 3.0 mm - internal ø 81.0 mm

    

COMENDA  200856  

<|

3 2 4 3 8 1 9
|>

L OW ER  W A S H A R M  A SS EM BLY  SU P PO R T
<|

3 2 4 3 0 8 6
|>

O -R ING  0 1 1 7  EPD M
ring thickness 2.62 mm - internal ø 13.10 mm

    

COMENDA  191068  COMENDA  200806

<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
<|

3 2 4 3 0 8 8
|>

O -R ING  0 6 3 2 5  EPD M
ring thickness 5.34 mm - internal ø 47.00 mm ring thickness 5.34 mm - internal ø 81.92 mm

    

COMENDA  200820  COMENDA  200829

<|

3 2 4 3 0 8 4
|>

L OW ER  W A S H A R M  A SS EM BLY  SU P PO R T C O L UM N
<|

3 2 4 3 0 8 8
|>

O -R ING  0 6 3 2 5  EPD M
ring thickness 5.34 mm - internal ø 81.92 mm

    

COMENDA  191031  COMENDA  200829

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

7 1 0 7 3 1 2
|>

S UP P OR T  FOR  A R M  B OS S U P PE R
<| |>

    

COMENDA  190235  

<|

5 0 2 6 6 0 0
|>

S UP P OR T  FOR  W A SH  A S SEM BL Y U PP ER  S T.S TEEL
<|

3 0 6 0 0 0 0
|>

D U TR A L  SEA L  1 8 .5 x1 0 x3  m m

    

COMENDA  190942  COMENDA  200415

<|

5 0 4 2 3 8 0
|>

H EXA G O N H EA D  S C R EW  M 6 x2 0
<|

1 5 2 8 0 3 0
|>

M ID  H EX A GO N A L N U T M 6
stainless steel- UNI 5739 - DIN 933 - ISO 4017 stainless steel - UNI 5588 - DIN 934 - ISO 4032

    

COMENDA  260105  COMENDA  290701

<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
<|

1 1 8 6 4 4 4
|>

S PIR AL  W A S HER  EL A ST IC  M 6
ring thickness 5.34 mm - internal ø 47.00 mm internal/external ø 6.4/11.4 mm - thickness 3.2 mm

  in zinc plated iron alloy - UNI 1751 - DIN 127 B

    

COMENDA  200820  COMENDA  260512

<|

3 2 4 3 9 2 6
|>

W A SH  S UP P O RT  FA ST EN IN G  S C R EW
<| |>

    

COMENDA  261005  

<|

5 0 5 8 7 6 4
|>

S UP P OR T  IM P ELL ER S L O W ER
<| |>

    

COMENDA  190238  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 2 6 5 9 9
|>

S UP P OR T  LO W ER  A RM  A S SEM BL Y ST A IN L . ST EEL
<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
ring thickness 5.34 mm - internal ø 47.00 mm

    

COMENDA  190941  COMENDA  200820

<|

5 0 3 2 6 9 8
|>

S PA C ER  R IN S E SH A FT
<| |>

misure 18x12x12 mm

    

COMENDA  191103  

<|

5 0 5 0 0 1 7
|>

S UP P OR T  LO W ER  W A SH  A R M  A S SEM BL Y
<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
ring thickness 5.34 mm - internal ø 47.00 mm

    

COMENDA  190223  COMENDA  200820

<|

5 0 5 0 1 3 2
|>

S UP P OR T  IM P ELL ER  L OW ER
<| |>

    

COMENDA  191083  

<|

3 2 4 3 8 0 8
|>

T -FITT IN G
<|

3 1 8 6 4 5 2
|>

G A SK ET FL A T N EO TEN  1 0 0 x10 0 x3  m m
central hole ø 40 mm

    

COMENDA  180406  COMENDA  200428

<|

3 7 4 3 2 1 3
|>

U P PER  A R M
<| |>

    

COMENDA  190216  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 4 3 8 1 4
|>

U P PER  W A S H A R M  A SS EM B LY  S U P PO R T
<|

3 2 4 3 9 3 4
|>

A R M  A S SEM BL Y S UP P O RT IN G  N UT  1 /2 "

    

COMENDA  190209  COMENDA  160769

<|

1 1 8 6 5 9 1
|>

O -R ING  0 1 2 8  VITO N
<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
ring thickness 2.62 mm - internal ø 20.63 mm ring thickness 5.34 mm - internal ø 47.00 mm

    

COMENDA  H34332 COMENDA  200821  COMENDA  200820

<|

3 2 4 3 8 2 0
|>

U P PER  W A S H A R M  A SS EM B LY  S U P PO R T
<|

3 0 6 0 0 0 0
|>

D U TR A L  SEA L  1 8 .5 x1 0 x3  m m

    

COMENDA  190215  COMENDA  200415

<|

3 5 2 8 0 1 0
|>

FL A T W A S HER  M 6
<|

3 1 8 6 2 5 6
|>

G A SK ET D U BO  ø 6 x1 3  m m
ø internal/external 6.4/12 mm - thickness 1.6 mm internal ø 6 mm - external ø 13 mm

 st./steel - UNI 6592 - DIN 125 A - ISO 7089  

    

COMENDA  260504  COMENDA  160804

<|

1 1 8 4 8 2 0
|>

H EXA G O N H EA D  S C R EW  M 6 x2 5
<|

3 5 2 8 2 3 0
|>

N UT  H EXA G O NA L  H IG H  M 6
stainless steel - UNI 5739 - DIN 933 - ISO 4017 stainless steel - UNI 5587 - ISO 4033

    

COMENDA  260106  COMENDA  260404 COMENDA  260416

<|

3 1 8 6 0 1 3
|>

O -R ING  0 6 1 8 7  EPD M  ø  5 8 m m
<|

1 1 8 6 4 4 4
|>

S PIR AL  W A S HER  EL A ST IC  M 6
ring thickness 5.34 mm - internal ø 47.00 mm internal/external ø 6.4/11.4 mm - thickness 3.2 mm

  in zinc plated iron alloy - UNI 1751 - DIN 127 B

    

COMENDA  200820  COMENDA  260512

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 2 4 3 9 2 6
|>

W A SH  S UP P O RT  FA ST EN IN G  S C R EW
<| |>

    

COMENDA  261005  

<|

3 7 4 3 1 9 3
|>

W A SH  A R M  AS SE M B LY C /LC  20 0 1  S UP P O RT
<|

5 0 4 7 2 4 9
|>

BU SH ING  R ED U C T IO N W A S H PIP E
external ø 35/32 mm - hole ø 18 mm

  height 20 mm

    

COMENDA  190227  COMENDA  190674

<|

3 7 8 6 6 5 2
|>

G A SK ET FL A T 7 0 x6 0  m m
<|

3 7 4 3 7 2 9
|>

R IN SE  M A N IF OL D  U NIT
central hole ø 36 mm - for rinse assembly

    

COMENDA  200955  COMENDA  191100

<|

3 7 4 3 3 7 3
|>

W A SH  FITT IN G  LO W ER
<|

3 7 4 3 3 7 4
|>

W A SH  FITT IN G  UP P ER

    

COMENDA  190232  COMENDA  190231

<T2

Switch-disconnectors
T2>

<|

5 0 0 7 7 4 6
|>

K NO B FO R  S EL EC T OR  SW ITC H A BB
<| |>

base 65x65 mm

    

COMENDA  450330  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Switches
T2>

<|

3 3 1 9 0 6 9
|>

C H A N GEO VE R S W IT C H  2  PO L E GR EY 2 5 0 V  16 A
<| |>

16(4)A 250V - max. temperature 125°C
 mounting hole 25x27 mm  

    

COMENDA  130447  

<|

3 3 1 9 2 2 3
|>

C YC LE S W IT C H  R OL D
<|

3 3 1 9 0 8 0
|>

H OU S IN G  F OR  P US H -B UT TO N  GR EY
16(4)A/250V 6 contacts mounting hole 28x28 mm - for push-button ø 23 mm

 mounting hole 28x28 mm  

    

COMENDA  130459  COMENDA  190140

<|

3 3 1 9 4 1 1
|>

EM ER G ENC Y M U S HR O OM
<| |>

    

COMENDA  130453  

<|

5 0 2 3 7 4 5
|>

EM ER G ENC Y PU S H-BU T TO N C EM A P 9 M ER 4 RN
<|

5 0 2 6 3 3 9
|>

C O N TA C T  C EM A  P9 B0 1 V N 1 0 A
with block - mounting hole ø 22 mm 1 contatto normalmente chiuso

    

COMENDA  130466 COMENDA  130476  COMENDA  130477

<|

5 0 1 4 4 2 6
|>

C O N TA C T  C EM A  P9 B1 0 V N 1 0 A
<| |>

1 contact NO

    

COMENDA  130478  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 1 9 7 4 1
|>

FL US H  PU S H-BU T TO N G R EEN  SH IN Y A BB
<|

3 3 1 9 7 3 9
|>

S TA R T C O N TA C T  A BB M C B-1 0
mounting hole ø 22 mm contact NO

 with lamp holder BA9s 250V  

    

COMENDA  130439  COMENDA  130411

<|

3 3 1 9 7 3 8
|>

S TO P C ON TA C T  A BB M C B-0 1
<| |>

contact NC

    

COMENDA  130410  

<|

3 3 1 9 2 2 4
|>

M A IN  SW ITC H R O LD
<|

3 3 1 9 1 6 8
|>

BIPO L A R S W IT C H  1 6 A  2 5 0 V
16(4)A/250V 6 contacts

 mounting hole 28x28 mm  

    

COMENDA  130460  COMENDA  130487

<|

3 3 1 9 0 8 0
|>

H OU S IN G  F OR  P US H -B UT TO N  GR EY
<| |>

mounting hole 28x28 mm - for push-button ø 23 mm

    

COMENDA  190140  

<|

3 3 1 9 1 4 7
|>

P U SH -BUT TO N  C H A NG EO V. G R EEN  "D RA IN P U M P"
<|

3 3 1 9 4 1 7
|>

P U SH -BUT TO N  C H A NG EO V. G R EEN  "D RA IN P U M P"
16(4)A 24V - max. temperature 125°C 16(4)A 250V - max. temperature 125°C

 with indicator light - mounting hole 25x27 mm  with indicator light - mounting hole 25x27 mm

    

COMENDA  130471  COMENDA  130464

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 3 1 9 0 4 0
|>

P U SH -BUT TO N  C H A NG EO V. O R AN G E "C YC L E S TA R
<|

3 3 1 9 0 6 7
|>

P U SH -BUT TO N  C H A NG EO V. O R AN G E "D R A IN  P UM P
16(4)A 250V - max. temperature 125°C 16(4)A 250V - max. temperature 125°C

 with indicator light - silk screen print cycle sta  with indicator light - silk screen print drain pum
 mounting hole 25x27 mm  mounting hole 25x27 mm

    

COMENDA  130421-OLD  COMENDA  130424

<|

3 3 1 9 0 4 1
|>

P U SH -BUT TO N  C H A NG EO V. O R AN G E "R IN SE"
<|

3 3 1 9 3 9 5
|>

P U SH -BUT TO N  R OU N D  BL UE ø  21  m m  "C YC L E"
16(4)A 250V - max. temperature 125°C

 with indicator light - silk screen print rinse  
 mounting hole 25x27 mm  

    

COMENDA  130422 COMENDA  130429  COMENDA  450339

<|

3 3 1 9 3 9 3
|>

P U SH -BUT TO N  R OU N D  BL UE ø  21  m m  "LIGH ITN G
<| |>

    

COMENDA  450340  

<|

5 0 3 6 0 9 6
|>

P U SH -BUT TO N  R OU N D  BL UE ø  21  m m  "REG EN ER .
<|

3 3 1 9 3 9 2
|>

R OU N D  P US H -B UT TO N  HO L D ER  LIGH T  BL UE
for DISHWASHER BHC25-BHC25A-BHC30-BHC30A-BHC433 mounting hole 25x25 mm - for push-button ø 21 mm

 
-BHC433A-GF70A-GF90 2004-GF90A
2004-LB200A-LB215A-

 

 LB260A-LB275A-LF321A-LF322A-LF322MP-LF322MP/A-  
 LF324A-LF700A-LFD32M-LFD32MA  

    

COMENDA  450342  COMENDA  190155

<|

1 3 1 9 0 8 2
|>

S IN GL E-P OL E P U SH  BU TT ON  1 6 A  2 50 V
<| |>

    

COMENDA  130449  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 0 7 1 3 9
|>

P U SH -BUT TO N  2 -P O LE  L IGH T  B LU E "C YC LE S TA
<|

3 3 1 9 0 4 2
|>

P U SH -BUT TO N  2 -P O LE  O R A NG E "R EG ENE RA T IO N "
16(4)A 250V - max. temperature 125°C 16(4)A 250V - max. temperature 125°C

 silk screen print cycle start - mounting hole 25x2  with indicator light - screen printing regenerat.
  mounting hole 25x27 mm

    

COMENDA  130444  COMENDA  130423

<|

3 3 1 9 3 9 4
|>

P U SH BU TT ON  R OU N D  BL U E ø2 1 m m  "C YC LE S EL ."
<|

3 0 5 7 0 5 6
|>

S ELEC TO R S W IT C H  1 6 A  2 5 0 V

    

COMENDA  450341  COMENDA  120711

<|

3 3 1 9 3 3 6
|>

S TA R T P U SH -BU TT ON  G REE N A BB  M P 1 -3 0 G
<|

3 3 1 9 7 3 9
|>

S TA R T C O N TA C T  A BB M C B-1 0
mounting hole ø 22 mm contact NO

    

COMENDA  130413  COMENDA  130411

<|

3 3 1 9 7 3 8
|>

S TO P C ON TA C T  A BB M C B-0 1
<| |>

contact NC

    

COMENDA  130410  

<|

5 0 5 9 7 1 3
|>

S W IT C H  C HA N G EOV ER  GR EEN  2 -P OL E
<|

3 3 1 9 1 6 8
|>

BIPO L A R S W IT C H  1 6 A  2 5 0 V
plate 55x30 mm - mounting hole 53x28 mm

    

COMENDA  130495  COMENDA  130487

<|

3 3 1 9 6 4 6
|>

G R EEN/OR A N GE C AM  ø  2 1  m m
<| |>

    

COMENDA  450354  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<T2

Telethermometers
T2>

<|

3 4 4 1 0 1 1
|>

T ELE-T HER M O M E TER  BL A C K 5 6 x2 5  m m  0 -1 2 0 °C
<|

3 4 4 1 0 4 8
|>

T ELE-T HER M O M E TER  W H IT E ø 5 2  m m  0 -1 2 0 °C
plastic case plastic case

 capillary length 1500 mm  capillary 1500 mm
 bulb ø 6x15 mm  bulb ø 6x40 mm

    

COMENDA  450902  COMENDA  450905

<|

3 4 4 1 0 9 1
|>

T ELET ER M OM ET RO  BIAN C O  ø 5 2  m m  0 -1 2 0 °C
<| |>

involucro in materiale metallico
 lunghezza capillare 1500 mm  
 bulbo ø 6x40 mm  

    

COMENDA  450905  

<T2

Terminal blocks
T2>

<|

3 2 4 7 0 0 9
|>

T ERM INA L  BL OC K 6 -P OL ES FV 1 2 2 /B 4 0 A  6 0 0V
<| |>

for cable max 6 mm²
 operating temperature 150°C  
 nominal voltage 450 V  

    

COMENDA  130321  

<T2

Thermostats
T2>

<|

3 4 4 4 0 1 3
|>

R IN G  NU T  ø 5 6  m m
<|

5 0 0 7 1 6 2
|>

S AFE TY T HE RM O ST A T L M 7-P 5 0 7 2  1 1 0°C
chrome-plated metal manual reset

 for thermostat knob IMIT ø 42 mm  capillary 1550 mm - spiral bulb ø 6 mm
  10A - 250V

    

COMENDA  191040  COMENDA  120523

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 4 4 4 5 2 0
|>

S EC U RITY T H ER M O ST A T L M 8 P2 0 4 7
<| |>

    

COMENDA  120526 COMENDA  120536  

<|

3 4 4 4 1 5 1
|>

S IN GL E-P HA S E TH ER M OS TA T  1 4 0 °C
<|

3 4 4 4 7 2 1
|>

BO X FO R  TH ER M OS TA T
with manual reset dimensions 98x70x40 mm

 capillary 1000 mm  
 bulb ø 5x120 mm  
 15A 250V  

    

COMENDA  120519  COMENDA  161127

<|

3 4 4 4 7 1 0
|>

G A SK ET FO R  TH ER M OS TA T  BOX
<| |>

    

COMENDA  200491  

<|

3 4 4 4 0 0 4
|>

T HER M O ST AT  SIN GL E-P HA S E TR 2  0 -90 °C
<|

3 4 4 4 2 2 7
|>

T HER M O ST AT  SIN GL E-P HA S E 0 -9 0 °C
D-shaped pin ø 6x4.6 mm covered capillary 1000 mm

 capillary length 1500 mm - 15A 250V  bulb ø 6.5x95 mm
 bulb ø 6.5x95 mm  16A 250V contact NO-NC

    

COMENDA  120501  COMENDA  120515

<|

3 7 4 4 1 1 4
|>

T HER M O ST AT  SIN GL E-P HA S E 1 1 5 °C
<|

3 4 4 4 2 2 9
|>

T HER M O ST AT  SIN GL E-P HA S E 9 0 °C
with manual reset covered capillary 1000 mm

 capillary 1000 mm  bulb ø 9x40 mm
 bulb ø 5x120 mm  15A 250V
 15A 250V  D shaft ø 6x4.6 mm

    

COMENDA  120519 COMENDA  120520 COMENDA  161127  COMENDA  120522

COMENDA  200491 COMENDA  332821  

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 2 2 8 6 4
|>

T HER M O ST AT  TR 2  9 3 3 5  0 -9 0 °C
<|

3 4 4 4 2 2 8
|>

T HER M O ST AT  2  TEM P ER A TU R ES 4 0 -7 8 -4 7 -8 5 °C
covered capillary 1400 mm 2 adjustment ranges:

 bulb ø 6.5x100 mm  1st stage 40÷78°C
 15A 250V  2°stage 47-85°C
 screw adjustment  covered capillary 1000 mm
  bulb ø 6.5x95 mm
  16A 250V
  D shaft ø 6x4.6 mm

    

COMENDA  120530  COMENDA  120525

<|

5 0 0 7 0 3 9
|>

T HER M O ST AT  5 0 °-9 0 °C  W IT H B OX
<| |>

    

COMENDA  120501 COMENDA  120501+161127 COMENDA  120512  

COMENDA  161127  

<T2

Timers
T2>

<|

3 4 4 6 0 7 6
|>

EL EC T RO N IC  T IM ER  C L 5 1  2 4 V
<| |>

    

COMENDA  120254  

<T2

Tubing and hoses
T2>

<|

5 0 0 8 8 4 1
|>

D R A IN  H OS E EL BOW -S HA P ED
<|

5 0 2 5 7 0 8
|>

H OS E FO R O U TL ET 3 7 0  m m
internal ø 30 mm and ø 40 mm external ø 62 mm - internal ø 52 mm

    

COMENDA  H31612 COMENDA  201033  COMENDA  201108

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 2 6 9 0 0
|>

H OS E OU T LET  4 5 0  m m
<|

5 0 3 3 6 1 1
|>

IN L ET H O SE FO R  D R AIN  PU M P
internal ø 50 mm internal ø 29 mm

  for DISHWASHER COMENDA BHC25-BHC30-BHC433-LF700
  LB200-LB215-LB260-LB275-LF321-LF322-LF324-LF325
  for DISHWASHER HOONVED C43-C46

    

COMENDA  H32984  COMENDA  201066

<|

3 2 4 8 0 1 4
|>

IN L ET P IPE
<|

3 2 4 8 0 1 5
|>

P U M P  O UT L ET H OS E
internal ø 60 mm internal ø 50 mm

 overall length 310 mm  

    

COMENDA  H29532  COMENDA  H25227

<|

3 4 5 0 0 5 5
|>

IN L ET P IPE
<|

3 2 4 8 1 9 9
|>

IN L ET P IPE ø  6 0 /6 3  m m
internal ø 63 and 60 mm

 length 270 mm  

    

COMENDA  200359  COMENDA  200767 COMENDA  201061

<|

3 2 4 8 0 0 1
|>

IN L ET P IPE F OR  P UM P
<|

5 0 1 2 4 8 4
|>

IN L ET P IPE F OR  P UM P
internal ø 30 mm internal ø 48 and 44 mm

    

COMENDA  200719  COMENDA  200612

<|

3 2 4 8 1 1 8
|>

IN L ET P IPE F OR  R IN SE P U M P
<|

5 0 5 0 8 2 8
|>

IN L ET P IPE F OR  R IN SE P U M P
internal ø 25 mm

    

COMENDA  201017  COMENDA  200709

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 4 8 0 7 5
|>

O UT L ET H OS E
<|

3 2 4 8 1 3 7
|>

O UT L ET H OS E
internal ø 50 mm 47 mm and 36 mm internal ø 25 and 14 mm - length 620 mm

    

COMENDA  200768  COMENDA  200759

<|

3 2 4 8 2 0 0
|>

S LEEV E FOR  BO IL ER /A IR C H A M BER
<|

3 2 4 8 1 9 8
|>

W A SH  O UT L ET S LEE VE
internal ø 26 mm external ø 65 mm - internal ø 52 mm

    

COMENDA  201070  COMENDA  201004

<T2

Vibration insulators for motors
T2>

<|

5 0 1 2 1 8 1
|>

S HO C K  AB SO R BER  FOR  P UM P  SE /1
<| |>

rubber ø 40 mm height 41 mm
 threads MA8x22 mm  

    

COMENDA  441104  

<T2

Wash and rinse arms for warewashers
T2>

<|

3 7 4 3 7 3 5
|>

C A P  FOR  W A S H A R M
<|

3 7 4 3 7 3 6
|>

G A SK ET FO R  M A N IFOL D  C A P

    

COMENDA  160780  COMENDA  200936 COMENDA  200959

<|

3 7 4 3 7 4 6
|>

C A P  FOR  W A S H M A N IFO L D
<|

5 0 1 2 2 4 3
|>

O RM  G A SK ET 0 2 4 0 -4 0  EP D M
ring thickness 4.0 mm - internal ø 24.0 mm

  for manifold caps

    

COMENDA  160781  COMENDA  200933

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 4 3 8 2 5
|>

C O M PL ET E RIN SE A R M  AS SE M B LY 5 0 0  m m
<|

3 2 4 3 8 2 8
|>

BU SH ING  FO R  R INS E A R M  A S SEM BL Y

    

COMENDA  430325 COMENDA  430332  COMENDA  190663

<|

3 1 8 6 4 4 8
|>

O RM  G A SK ET 0 0 7 0 -1 0  EP D M
<|

3 2 4 3 8 2 7
|>

R IN G  NU T  FOR  R IN SE  A R M  A SS EM BL Y
ring thickness 1.0 mm - internal ø 7.0 mm

    

COMENDA  200850  COMENDA  280413

<|

3 7 4 3 8 6 8
|>

R IN SE  JET C OM P LET E
<|

3 2 4 3 8 2 6
|>

S PIND LE FO R  RIN SE A R M  A SS EM B LY

    

COMENDA  170963 COMENDA  450236  COMENDA  342706

<|

3 2 4 3 8 1 6
|>

C O M PL ET E W A SH  A RM  A S SEM BL Y 5 0 5  m m
<|

3 2 4 3 8 1 8
|>

D R U M  L O C K IN G N U T
complete with hub. nut and bushings

    

COMENDA  420548  COMENDA  191070

<|

3 2 4 3 0 6 2
|>

R IN SE  AR M  A SS EM BL Y BU SH IN G
<|

3 2 4 3 8 1 7
|>

W A SH  A R M  AS SE M B LY D RU M

    

COMENDA  190617  COMENDA  191069

<|

3 2 4 3 8 2 2
|>

C O M PL ET E W A SH  A RM  A S SEM BL Y 5 3 0  m m
<|

3 2 4 3 2 8 5
|>

L OC K ING  N UT  FO R W A S H A R M  A SS EM BL Y
complete with hub and ring nut

    

COMENDA  420553 COMENDA  420554 COMENDA  420572R  COMENDA  280409

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 2 4 3 0 6 7
|>

W A SH  A R M  AS SE M B LY S P IN D L E
<|

3 7 4 3 0 6 1
|>

W A SH  A R M  AS SY  BU SH

    

COMENDA  340499  COMENDA  190675 COMENDA  191076 COMENDA  330824

 COMENDA  330824R COMENDA  330895

<|

3 2 4 3 0 4 8
|>

C O M PL ET E W A SH /R IN S E AR M  A SS EM BL Y 5 0 0  m m
<|

3 2 4 3 9 3 3
|>

L ON G  BU SH IN G
in plastic internal ø 12x24 mm

    

COMENDA  420515 COMENDA  420526  COMENDA  190645

<|

3 2 4 3 0 6 9
|>

O -R ING  O R 0 2 0 6 8  EP D M
<|

1 1 8 6 2 5 5
|>

O -R ING  0 1 0 9  EPD M
ring thickness 1.78 mm - internal ø 17.17 mm ring thickness 2.62 mm - internal ø 9.13 mm

    

COMENDA  200812  COMENDA  200845

<|

1 1 8 6 8 0 3
|>

O -R ING  0 2 0 3 7  EPD M
<|

1 1 8 6 3 5 2
|>

O -R ING  0 2 0 5 0  EPD M
ring thickness 1.78 mm - internal ø 9.25 mm ring thickness 1.78 mm - internal ø 12.42 mm

    

COMENDA  200844  COMENDA  200824 COMENDA  200843

<|

3 2 4 3 2 6 8
|>

R IN SE  AR M  A SS EM BL Y BU SH IN G
<|

3 2 4 3 0 7 0
|>

R IN SE  AR M  EN D  C A P
external border ø 20 mm - external insert ø 16 mm

 middle hole ø 12 mm - height 10 mm  

    

COMENDA  190641 COMENDA  190649  COMENDA  160734

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 2 4 3 0 7 4
|>

R IN SE  JET
<|

7 1 0 6 8 0 6
|>

S ELF-T AP P ING  SC REW  ø 4 .2 x1 3  m m
stainless steel - countersunk flat head

  cross recessed - C type end
  UNI 6955 - DIN 7982 - ISO 7050

    

COMENDA  170946  COMENDA  260711

<|

3 2 4 3 0 1 3
|>

W A SH  A R M  AS SE M B LY L O C KIN G N U T
<|

3 2 4 3 0 6 8
|>

W A SH  A R M  END  C A P

    

COMENDA  261009  COMENDA  160736

<|

3 2 4 3 0 7 2
|>

W A SH  JE T
<| |>

    

COMENDA  170947  

<|

3 2 4 3 9 2 8
|>

C O U NT ER  NU T  1 "
<|

3 7 4 3 7 3 2
|>

L OC K ING  SP R IN G  F/A R M  AS S.FAS T EN.S C R EW

    

COMENDA  270106  COMENDA  450219

<|

5 0 3 4 7 6 8
|>

R IN G  NU T  FOR  R IN SIN G A R M  M 10
<| |>

    

COMENDA  280419  

<|

3 7 4 3 2 1 6
|>

R IN SE  AR M
<|

3 2 5 0 0 4 0
|>

A R M  A S SEM BL Y S C R EW  FA ST EN IN G  SP R IN G

    

COMENDA  430343  COMENDA  450218

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 1 8 6 4 4 8
|>

O RM  G A SK ET 0 0 7 0 -1 0  EP D M
<|

3 2 4 3 2 6 8
|>

R IN SE  AR M  A SS EM BL Y BU SH IN G
ring thickness 1.0 mm - internal ø 7.0 mm external border ø 20 mm - external insert ø 16 mm

  middle hole ø 12 mm - height 10 mm

    

COMENDA  200850  COMENDA  190641 COMENDA  190649

<|

3 7 4 3 8 6 8
|>

R IN SE  JET C OM P LET E
<|

3 2 4 3 0 1 3
|>

W A SH  A R M  AS SE M B LY L O C KIN G N U T

    

COMENDA  170963 COMENDA  450236  COMENDA  261009

<|

3 2 4 3 2 7 6
|>

R IN SE  AR M  A SS EM BL Y 4 9 0  m m
<|

3 2 5 0 0 4 0
|>

A R M  A S SEM BL Y S C R EW  FA ST EN IN G  SP R IN G

    

COMENDA  430316  COMENDA  450218

<|

1 1 8 6 4 1 1
|>

O -R ING  0 2 0 3 1  EPD M
<|

3 2 4 3 2 6 8
|>

R IN SE  AR M  A SS EM BL Y BU SH IN G
ring thickness 1.78 mm - internal ø 7.66 mm external border ø 20 mm - external insert ø 16 mm

  middle hole ø 12 mm - height 10 mm

    

COMENDA  200809  COMENDA  190641 COMENDA  190649

<|

3 2 4 3 2 6 9
|>

R IN SE  JET
<|

3 2 4 3 0 1 3
|>

W A SH  A R M  AS SE M B LY L O C KIN G N U T

    

COMENDA  380314  COMENDA  261009

<|

5 0 5 2 3 2 4
|>

R IN SE  AR M  A SS EM BL Y 4 9 8  m m
<|

3 2 4 3 8 2 8
|>

BU SH ING  FO R  R INS E A R M  A S SEM BL Y

    

COMENDA  430347  COMENDA  190663

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 7 4 3 8 6 8
|>

R IN SE  JET C OM P LET E
<| |>

    

COMENDA  170963 COMENDA  450236  

<|

3 2 4 3 0 4 9
|>

R IN SE  AR M  A SS EM BL Y 5 0 0  m m
<|

3 2 4 3 0 6 6
|>

BL A N K R IN S E JET

    

COMENDA  430308  COMENDA  170930

<|

3 2 4 3 0 6 4
|>

C EN T ER R INS E JET
<|

3 2 4 3 0 0 9
|>

O -R ING  0 1 0 6  EPD M
ring thickness 1.78 mm - internal ø 6.75 mm

    

COMENDA  170929  COMENDA  200818

<|

3 2 4 3 0 8 3
|>

R IN SE  AR M  A SS EM BL Y BO SS
<|

3 2 4 3 0 6 2
|>

R IN SE  AR M  A SS EM BL Y BU SH IN G

    

COMENDA  191030  COMENDA  190617

<|

3 2 4 3 0 0 8
|>

R IN SE  AR M  EN D  C A P
<|

3 2 4 3 0 1 3
|>

W A SH  A R M  AS SE M B LY L O C KIN G N U T

    

COMENDA  160718  COMENDA  261009

<|

5 0 2 6 2 7 6
|>

R IN SE  AR M  L OW ER
<|

1 1 8 6 1 9 2
|>

FL A T W A S HER  M 5
internal/external ø  5.3/10 mm - thickness 1 mm

  stainless steel - UNI 6592 - DIN 125 A - ISO 7089

    

COMENDA  170633  COMENDA  260503

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 2 4 3 2 3 2
|>

G A SK ET FL A T 6 0 x2 4  m m
<|

3 5 2 8 1 0 6
|>

H EXA G O NA L  H EA D  SC R EW  M 5 x1 6
central hole ø 12.5 mm - for rinse arm st./steel - UNI 5739 - DIN 933 - ISO 4017

    

COMENDA  200464  COMENDA  260126 COMENDA  260139

<|

1 1 8 6 3 0 4
|>

O -R ING  0 1 1 2  EPD M
<|

1 1 8 6 8 0 3
|>

O -R ING  0 2 0 3 7  EPD M
ring thickness 2.62 mm - internal ø 9.92 mm ring thickness 1.78 mm - internal ø 9.25 mm

    

COMENDA  200810  COMENDA  200844

<|

3 2 4 3 0 7 0
|>

R IN SE  AR M  EN D  C A P
<|

3 2 4 3 0 7 4
|>

R IN SE  JET

    

COMENDA  160734  COMENDA  170946

<|

3 5 2 8 1 3 9
|>

S ELF-L OC KING  H EXA G O N N U T M 5
<| |>

stainless steel - with nylon built-in ring
 UNI 7474 - DIN 985 - ISO 10511  

    

COMENDA  260414  

<|

3 2 4 3 9 2 2
|>

R IN SE  AR M  N OZ ZL E
<|

1 5 2 8 1 0 0
|>

C YL IND E R H EA D  S C R EW  M 4 x1 2
stainless steel - cross cut

  UNI 7687 - DIN 7985 - ISO 7045

    

COMENDA  170954  COMENDA  260226

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

1 3 4 8 8 1 3
|>

H EXA G O NA L  N UT  M 4  M ED IU M
<|

1 1 8 6 3 5 2
|>

O -R ING  0 2 0 5 0  EPD M
stainless steel - UNI 5588 - DIN 934 - ISO 4032 ring thickness 1.78 mm - internal ø 12.42 mm

    

COMENDA  260402  COMENDA  200824 COMENDA  200843

<|

3 2 4 3 0 1 0
|>

W A SH  JE T C O UN T ER  FLA N G E
<| |>

    

COMENDA  180213  

<|

3 2 4 3 0 5 2
|>

R IN SE  AR M  4 9 0  m m
<|

5 0 2 0 9 0 6
|>

EL A ST IC  C L A S P ø  4x1 6  m m
st./steel - UNI 6873 - DIN 1481 - ISO 8752

    

COMENDA  430136  COMENDA  451123

<|

3 2 4 3 0 9 1
|>

G A SK ET FO R  RIN SE A R M
<|

1 1 8 6 4 1 1
|>

O -R ING  0 2 0 3 1  EPD M
ring thickness 1.78 mm - internal ø 7.66 mm

    

COMENDA  200480  COMENDA  200809

<|

3 2 4 3 9 2 5
|>

S TA IN L ESS  ST EEL  NO ZZ LE ø  1 /8 "
<|

3 2 4 3 0 7 9
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
flow rate 37.5 liters flow rate 47 liters

    

COMENDA  380323  COMENDA  380325

<|

3 5 0 1 1 8 9
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
<|

5 0 1 4 1 4 0
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
flow rate 52.5 liters flow rate 125 liters

    

COMENDA  380324  COMENDA  380317 COMENDA  380333

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

5 0 1 9 5 2 6
|>

R IN SE  AR M  5 2 6  m m
<|

5 0 2 0 9 0 6
|>

EL A ST IC  C L A S P ø  4x1 6  m m
st./steel - UNI 6873 - DIN 1481 - ISO 8752

    

COMENDA  430185  COMENDA  451123

<|

7 1 0 4 4 2 5
|>

G A SK ET FL A T A S BES TO S-FR EE ø 3 7 x2 7 x2  m m
<|

3 2 4 3 0 9 1
|>

G A SK ET FO R  RIN SE A R M

    

COMENDA  460503  COMENDA  200480

<|

1 1 8 6 4 1 1
|>

O -R ING  0 2 0 3 1  EPD M
<|

5 0 2 0 9 0 5
|>

R IN G  NU T  ST AIN L. S TEE L 3 /4 "
ring thickness 1.78 mm - internal ø 7.66 mm

    

COMENDA  200809  COMENDA  251302

<|

3 2 4 3 9 2 5
|>

S TA IN L ESS  ST EEL  NO ZZ LE ø  1 /8 "
<|

3 2 4 3 0 7 9
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
flow rate 37.5 liters flow rate 47 liters

    

COMENDA  380323  COMENDA  380325

<|

3 5 0 1 1 8 9
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
<|

5 0 1 4 1 4 0
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
flow rate 52.5 liters flow rate 125 liters

    

COMENDA  380324  COMENDA  380317 COMENDA  380333

<|

3 7 4 3 7 3 8
|>

R IN SE  AR M  5 5 0  m m
<|

5 0 2 0 9 0 6
|>

EL A ST IC  C L A S P ø  4x1 6  m m
st./steel - UNI 6873 - DIN 1481 - ISO 8752

    

COMENDA  430134  COMENDA  451123

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 2 4 3 0 9 1
|>

G A SK ET FO R  RIN SE A R M
<|

1 1 8 6 4 1 1
|>

O -R ING  0 2 0 3 1  EPD M
ring thickness 1.78 mm - internal ø 7.66 mm

    

COMENDA  200480  COMENDA  200809

<|

3 2 4 3 9 2 5
|>

S TA IN L ESS  ST EEL  NO ZZ LE ø  1 /8 "
<|

3 2 4 3 0 7 9
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
flow rate 37.5 liters flow rate 47 liters

    

COMENDA  380323  COMENDA  380325

<|

3 5 0 1 1 8 9
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
<|

5 0 1 4 1 4 0
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
flow rate 52.5 liters flow rate 125 liters

    

COMENDA  380324  COMENDA  380317 COMENDA  380333

<|

5 0 2 2 0 9 2
|>

R IN SE  AR M  6 1 5  m m
<|

5 0 2 0 9 0 6
|>

EL A ST IC  C L A S P ø  4x1 6  m m
st./steel - UNI 6873 - DIN 1481 - ISO 8752

    

COMENDA  430214  COMENDA  451123

<|

3 2 4 3 0 9 1
|>

G A SK ET FO R  RIN SE A R M
<|

1 1 8 6 4 1 1
|>

O -R ING  0 2 0 3 1  EPD M
ring thickness 1.78 mm - internal ø 7.66 mm

    

COMENDA  200480  COMENDA  200809

<|

3 2 4 3 9 2 5
|>

S TA IN L ESS  ST EEL  NO ZZ LE ø  1 /8 "
<|

3 2 4 3 0 7 9
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
flow rate 37.5 liters flow rate 47 liters

    

COMENDA  380323  COMENDA  380325

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 5 0 1 1 8 9
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
<|

5 0 1 4 1 4 0
|>

S TA IN L ESS  ST EEL  RIN SE N OZ ZL E ø 1 /8 "
flow rate 52.5 liters flow rate 125 liters

    

COMENDA  380324  COMENDA  380317 COMENDA  380333

<|

3 2 4 3 2 7 3
|>

W A SH  A N D  R IN SE A R M  A SS EM BL Y 4 10  m m
<|

3 2 4 3 8 9 5
|>

BU SH ING  FO R  W AS H  A RM  A SS EM BL Y
external border ø 20 mm - external insert ø 16 mm

  middle hole ø 12 mm - height 12.5 mm

    

COMENDA  420531  COMENDA  190624

<|

3 2 4 3 0 6 9
|>

O -R ING  O R 0 2 0 6 8  EP D M
<|

1 1 8 6 2 5 5
|>

O -R ING  0 1 0 9  EPD M
ring thickness 1.78 mm - internal ø 17.17 mm ring thickness 2.62 mm - internal ø 9.13 mm

    

COMENDA  200812  COMENDA  200845

<|

1 1 8 6 8 0 3
|>

O -R ING  0 2 0 3 7  EPD M
<|

1 1 8 6 3 5 2
|>

O -R ING  0 2 0 5 0  EPD M
ring thickness 1.78 mm - internal ø 9.25 mm ring thickness 1.78 mm - internal ø 12.42 mm

    

COMENDA  200844  COMENDA  200824 COMENDA  200843

<|

3 2 4 3 2 6 8
|>

R IN SE  AR M  A SS EM BL Y BU SH IN G
<|

3 2 4 3 0 7 0
|>

R IN SE  AR M  EN D  C A P
external border ø 20 mm - external insert ø 16 mm

 middle hole ø 12 mm - height 10 mm  

    

COMENDA  190641 COMENDA  190649  COMENDA  160734

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 2 4 3 0 7 4
|>

R IN SE  JET
<|

5 0 1 3 7 8 7
|>

S ELF-T AP P ING  SC REW  ø 4 .2 x1 3  m m
stainless steel - cylinder head

  cross recessed - C type end
  UNI 6954 - DIN 7981 - ISO 7049

    

COMENDA  170946  COMENDA  260702

<|

3 2 4 3 0 1 3
|>

W A SH  A R M  AS SE M B LY L O C KIN G N U T
<|

3 2 4 3 0 6 8
|>

W A SH  A R M  END  C A P

    

COMENDA  261009  COMENDA  160736

<|

3 2 4 3 2 8 6
|>

W A SH  JE T
<| |>

    

COMENDA  170956  

<|

3 2 4 3 4 6 8
|>

W A SH  A N D  R IN SE A R M  A SS EM BL Y 4 10 x4 1 0  m m
<|

3 2 4 3 8 9 5
|>

BU SH ING  FO R  W AS H  A RM  A SS EM BL Y
external border ø 20 mm - external insert ø 16 mm

  middle hole ø 12 mm - height 12.5 mm

    

COMENDA  420533 COMENDA  420551  COMENDA  190624

<|

3 2 4 3 0 6 9
|>

O -R ING  O R 0 2 0 6 8  EP D M
<|

1 1 8 6 2 5 5
|>

O -R ING  0 1 0 9  EPD M
ring thickness 1.78 mm - internal ø 17.17 mm ring thickness 2.62 mm - internal ø 9.13 mm

    

COMENDA  200812  COMENDA  200845

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

1 1 8 6 8 0 3
|>

O -R ING  0 2 0 3 7  EPD M
<|

1 1 8 6 3 5 2
|>

O -R ING  0 2 0 5 0  EPD M
ring thickness 1.78 mm - internal ø 9.25 mm ring thickness 1.78 mm - internal ø 12.42 mm

    

COMENDA  200844  COMENDA  200824 COMENDA  200843

<|

3 2 4 3 2 6 8
|>

R IN SE  AR M  A SS EM BL Y BU SH IN G
<|

3 2 4 3 0 7 0
|>

R IN SE  AR M  EN D  C A P
external border ø 20 mm - external insert ø 16 mm

 middle hole ø 12 mm - height 10 mm  

    

COMENDA  190641 COMENDA  190649  COMENDA  160734

<|

3 2 4 3 0 7 4
|>

R IN SE  JET
<|

7 1 0 6 8 0 6
|>

S ELF-T AP P ING  SC REW  ø 4 .2 x1 3  m m
stainless steel - countersunk flat head

  cross recessed - C type end
  UNI 6955 - DIN 7982 - ISO 7050

    

COMENDA  170946  COMENDA  260711

<|

3 2 4 3 0 1 3
|>

W A SH  A R M  AS SE M B LY L O C KIN G N U T
<|

3 2 4 3 0 6 8
|>

W A SH  A R M  END  C A P

    

COMENDA  261009  COMENDA  160736

<|

3 2 4 3 2 8 6
|>

W A SH  JE T
<| |>

    

COMENDA  170956  

<|

3 2 4 3 2 7 5
|>

W A SH  A R M  AS SE M B LY
<|

3 2 4 3 2 8 5
|>

L OC K ING  N UT  FO R W A S H A R M  A SS EM BL Y

    

COMENDA  420540  COMENDA  280409

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 7 8 6 0 3 9
|>

O -R ING  ø 2 0 .7 8 x1 6 .3 6x2 .2 1  m m
<|

3 2 4 3 2 6 7
|>

W A SH  A R M  AS SE M B LY B US H IN G

    

COMENDA  200813  COMENDA  190636

<|

3 2 4 3 2 6 5
|>

W A SH  A R M  AS SE M B LY EN D  C AP
<| |>

    

COMENDA  160768  

<|

3 2 4 3 0 4 5
|>

W A SH  A R M  AS SE M B LY 5 0 0  m m
<|

3 2 4 3 0 6 5
|>

BL A N K W A S H JE T

    

COMENDA  420511  COMENDA  170928

<|

3 2 4 3 0 6 3
|>

C EN T ER W A S H  JET
<|

1 5 2 8 1 0 0
|>

C YL IND E R H EA D  S C R EW  M 4 x1 2
stainless steel - cross cut

  UNI 7687 - DIN 7985 - ISO 7045

    

COMENDA  170927  COMENDA  260226

<|

1 3 4 8 8 1 3
|>

H EXA G O NA L  N UT  M 4  M ED IU M
<|

3 2 4 3 2 8 9
|>

L EFTH A N D  W A SH  JET
stainless steel - UNI 5588 - DIN 934 - ISO 4032 for DISHWASHER models C33-C34

    

COMENDA  260402  COMENDA  170918

<|

3 2 4 3 2 8 5
|>

L OC K ING  N UT  FO R W A S H A R M  A SS EM BL Y
<|

1 1 8 6 3 5 2
|>

O -R ING  0 2 0 5 0  EPD M
ring thickness 1.78 mm - internal ø 12.42 mm

    

COMENDA  280409  COMENDA  200824 COMENDA  200843

<T1

COMENDA
T1>



Suitable for: Suitable for:
<|

3 2 4 3 2 8 8
|>

R IG H TH A N D  W A SH  JET
<|

3 2 4 3 0 6 1
|>

W A SH  A R M  AS SE M B LY B US H IN G
for DISHWASHER models C33-C34

    

COMENDA  170917  COMENDA  190621

<|

3 2 4 3 0 0 6
|>

W A SH  A R M  END  C A P
<|

3 2 4 3 0 1 0
|>

W A SH  JE T C O UN T ER  FLA N G E

    

COMENDA  160719  COMENDA  180213

<|

3 2 4 3 2 7 4
|>

W A SH  A R M  AS SE M B LY 5 0 0  m m
<|

3 2 4 3 2 8 5
|>

L OC K ING  N UT  FO R W A S H A R M  A SS EM BL Y

    

COMENDA  420535  COMENDA  280409

<|

3 7 8 6 0 3 9
|>

O -R ING  ø 2 0 .7 8 x1 6 .3 6x2 .2 1  m m
<|

3 2 4 3 2 6 7
|>

W A SH  A R M  AS SE M B LY B US H IN G

    

COMENDA  200813  COMENDA  190636

<|

3 2 4 3 2 6 5
|>

W A SH  A R M  AS SE M B LY EN D  C AP
<| |>

    

COMENDA  160768  

<|

3 2 4 3 0 7 7
|>

W A SH  A R M  END  C A P
<|

3 2 4 3 2 2 1
|>

W A SH  A R M  END  C A P

    

COMENDA  160754  COMENDA  160710

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 4 3 4 5 8
|>

W A SH  A R M  END  C A P
<| |>

    

COMENDA  160724  

<|

3 7 4 3 2 0 8
|>

W A SH  A R M  FC  "HR "
<|

3 2 4 3 8 1 8
|>

D R U M  L O C K IN G N U T

    

COMENDA  420550  COMENDA  191070

<|

3 2 4 3 0 6 2
|>

R IN SE  AR M  A SS EM BL Y BU SH IN G
<|

3 2 4 3 8 1 7
|>

W A SH  A R M  AS SE M B LY D RU M

    

COMENDA  190617  COMENDA  191069

<|

3 7 4 3 8 8 7
|>

W A SH  A R M  W .R.I.S . 52 5 x7 5  m m
<|

5 0 5 1 8 9 9
|>

C A P  A SS Y FO R A R M  W R IS
stainless steel - with quick release

    

COMENDA  420592  COMENDA  161404 COMENDA  161405 COMENDA  621034/R

<|

1 7 8 6 0 8 8
|>

O -R ING  0 2 0 2 1  BLA C K V IT ON
<| |>

ring thickness 1.78 mm - internal ø 5.28 mm

    

COMENDA  200973  

<|

3 2 4 3 2 2 7
|>

W A SH  JE T
<|

3 2 4 3 2 2 6
|>

W A SH  JE T N OZ ZL E
for CR for CR

    

COMENDA  170908  COMENDA  190618

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 2 4 3 0 8 9
|>

W A SH /R INS E A R M  A S SEM BL Y BO SS
<|

3 2 4 3 4 6 6
|>

W A SH ER  FO R W A S H  AR M  A SS EM BL Y

    

COMENDA  191022  COMENDA  160820

<T2

Wash jets and accessories
T2>

<|

3 7 4 3 8 6 3
|>

R H  C OM P LE TE W A S H JET
<|

3 5 0 1 6 2 7
|>

R IN SE  JET

    

COMENDA  170915  COMENDA

<|

3 5 0 1 6 2 8
|>

R IN SE  JET C LA M P
<| |>

    

COMENDA  

<|

3 5 0 1 1 9 0
|>

S NA P -IN  R IN SE JET
<|

1 1 8 6 3 0 4
|>

O -R ING  0 1 1 2  EPD M
for rinse arm assembly first versions ring thickness 2.62 mm - internal ø 9.92 mm

    

COMENDA  170958  COMENDA  200810

<|

3 2 4 3 2 2 8
|>

W A SH  JE T
<| |>

    

COMENDA  170924  

<|

3 2 4 3 4 5 2
|>

W A SH  JE T
<|

3 2 4 3 4 5 3
|>

W A SH  JE T C O UN T ER FLA N G E

    

COMENDA  170910  COMENDA  180211

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 7 4 3 8 5 1
|>

W A SH  JE T C O M PL ET E
<|

3 2 4 3 4 5 6
|>

W A SH  JE T FO R L O NG  A R M

    

COMENDA  170908 COMENDA  190618  COMENDA  170909

<|

3 7 4 3 8 5 2
|>

W A SH  JE T L H C O M P LET E
<|

3 2 4 3 0 7 8
|>

W A SH  JE T SU P P OR T

    

COMENDA  170916  COMENDA  170926

<T2

Washing baskets and accessories
T2>

<|

3 0 5 5 0 3 0
|>

A L L-P UR P O SE R A C K  5 00 x5 0 0 x1 0 0  m m
<|

3 0 5 5 0 3 1
|>

A L L-P UR P O SE R A C K  5 00 x5 0 0 x1 3 0  m m
in plastic in plastic

 useful internal height when stacked 75 mm  useful internal height when stacked 100 mm

    

COMENDA  CB COMENDA  660702  COMENDA  CBR/1 COMENDA  660217

<|

3 0 5 5 0 3 2
|>

A L L-P UR P O SE R A C K  5 00 x5 0 0 x1 9 0  m m
<|

3 0 5 5 0 5 4
|>

C U TL ER Y INS ER T R A C K  10 5 x1 0 5 x1 3 1  m m
in plastic plastic

 useful internal height when stacked 150 mm  

    

COMENDA  CBR/2 COMENDA  660218  COMENDA  G COMENDA  660503

<|

3 0 5 5 0 7 8
|>

C U TL ER Y INS ER T R A C K  13 0 x5 5 x10 0  m m
<|

3 0 5 5 0 6 3
|>

C U TL ER Y R A C K  40 0 x4 0 0 X1 1 0  m m
with 2 compartments in moplen in plastic

  h 110 mm

    

COMENDA  660519  COMENDA  660712

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 0 5 5 0 5 5
|>

C U TL ER Y R A C K  50 0 x2 3 5 x1 3 1  m m
<|

3 0 5 5 0 5 2
|>

C U TL ER Y R A C K  50 0 x5 0 0 x1 0 5  m m
of plastic for 60-80 CUTLERY items

  in plastic

    

COMENDA  CP/8 COMENDA  660508  COMENDA  CP COMENDA  660504

<|

3 0 5 5 0 6 4
|>

D INN ER  P LA T E R AC K 4 0 0 x4 0 0x1 1 0  m m
<|

3 0 5 5 0 5 8
|>

G LA S S R A C K  ø 3 8 0 x1 6 0  m m
in plastic upper ø 380 mm

  lower ø 365 mm
  height 160 mm
  in plastic

    

COMENDA  660713  COMENDA  660703

<|

3 0 5 5 0 6 5
|>

G LA S S R A C K  4 0 0x4 0 0 x1 35  m m
<|

3 0 5 5 0 4 3
|>

G LA S S R A C K  5 0 0x5 0 0 x1 40  m m
plastic part height 110 mm for 36 glasses ø 74 mm

 with plastic covered compartment divider - metal  made of plastic
  glass max. height 100 mm
  useful internal height when stacked 65 mm

    

COMENDA  660714  COMENDA  B136 COMENDA  660213

<|

3 0 5 5 0 3 6
|>

G LA S S R A C K  5 0 0x5 0 0 x1 80  m m
<|

3 0 5 5 0 4 4
|>

G LA S S R A C K  5 0 0x5 0 0 x1 80  m m
for 16 glasses ø 110 mm for 36 glasses ø 74 mm

 in plastic  in plastic
 glass height max 150 mm  glass height max 150 mm
 useful internal height when stacked 115 mm  useful internal height when stacked 115 mm

    

COMENDA  B216 COMENDA  660510  COMENDA  B236 COMENDA  660214

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 0 5 5 0 4 0
|>

G LA S S R A C K  5 0 0x5 0 0 x1 90  m m
<|

3 0 5 5 0 3 7
|>

G LA S S R A C K  5 0 0x5 0 0 x2 30  m m
for 25 glasses ø 85 mm for 16 glasses ø 110 mm

 in plastic  in plastic
 glass height max 150 mm  glass height max 200 mm
 useful internal height when stacked 115 mm  useful internal height when stacked 165 mm

    

COMENDA  B225 COMENDA  660210  COMENDA  B316 COMENDA  660511

<|

3 0 5 5 0 4 1
|>

G LA S S R A C K  5 0 0x5 0 0 x2 30  m m
<|

3 0 5 5 0 4 5
|>

G LA S S R A C K  5 0 0x5 0 0 x2 30  m m
for 25 glasses ø 85 mm for 36 glasses ø 74 mm

 in plastic  in plastic
 glass height max 200 mm  glass height max 200 mm
 useful internal height when stacked 165 mm  useful internal height when stacked 165 mm

    

COMENDA  B325 COMENDA  660211  COMENDA  B336 COMENDA  660215

<|

3 0 5 5 0 3 8
|>

G LA S S R A C K  5 0 0x5 0 0 x2 75  m m
<|

3 0 5 5 0 4 2
|>

G LA S S R A C K  5 0 0x5 0 0 x2 75  m m
for 16 glasses ø 110 mm for 25 glasses ø 85 mm

 in plastic  in plastic
 glass height max 250 mm  glass height max 250 mm
 useful internal height when stacked 215 mm  useful internal height when stacked 215 mm

    

COMENDA  B416 COMENDA  660512  COMENDA  B425 COMENDA  660212

<|

3 0 5 5 0 4 6
|>

G LA S S R A C K  5 0 0x5 0 0 x2 75  m m
<|

3 0 5 5 0 4 7
|>

P LA T E R A C K 5 0 0 x5 0 0 x1 0 0  m m
for 36 glasses ø 74 mm for 12 SOUP PLATES

 in plastic  for 18 DINNER PLATES
 glass height max 250 mm  in plastic
 useful internal height when stacked 215 mm  

    

COMENDA  B436 COMENDA  660216  COMENDA  P16 COMENDA  660312

<T1

COMENDA
T1>



Suitable for: Suitable for:

<|

3 0 5 5 0 6 0
|>

S AU C ER  R A C K  35 0 x1 0 0 x7 2  m m
<|

3 0 5 5 0 5 6
|>

T RA Y R A C K  5 0 0 x5 0 0 x1 0 5 m m
made of plasticized wire - for 17 saucers for 7 TRAYS without insert

 for rack ø 380 mm  in plastic
 for rack 400x400 mm  tray length max 535 mm

    

COMENDA  520621  COMENDA  CPV COMENDA  660410

<|

3 0 5 5 0 5 7
|>

T RA Y R A C K  5 0 0 x5 0 0 x1 0 5 m m
<|

3 0 5 5 7 2 9
|>

T RA Y R A C K  5 0 0 x5 0 0 x1 0 5 m m
for 10 TRAYS with plastic covered insert for 7 TRAYS with plastic coated insert

 in plastic  made of plastic
 tray length max 535 mm  tray max. length 535 mm

    

COMENDA  CVA COMENDA  660403  COMENDA  660413

<T2

Watertight seals and rings
T2>

<|

9 0 1 4 1 3 6
|>

S EAL ING  R IN G  2 5 x4 0 x7  m m
<|

9 1 8 6 0 5 7
|>

S EAL ING  R IN G  3 5 x2 0 x7  m m

    

COMENDA  440409  COMENDA  440407

<T1

COMENDA
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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