
Spare parts for the professional sector:

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included

<T1

FALCON
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Warewashing equipment



Suitable for: Suitable for:

<T2

Air traps
T2>

<|

3 0 6 0 0 1 8
|>

A IR  C H A M BER  C O M P L ETE 7 5 x4 0 x8 0  m m
<| |>

hose end fitting ø 5.5 mm
 complete with flat gasket and fastening nut  

    

FALCON  738160370  

<|

3 0 6 0 6 0 1
|>

A IR  C H A M BER  C O M P L ETE 8 5 x2 0 x8 0  m m
<|

3 0 6 0 6 0 2
|>

H OS E-END  FIT TING  FO R A IR  C HA M BER
with two O-ring gaskets, bajo bolt and hose end fitting ø 6 mm

 hose end fitting ø 5 mm  

    

FALCON  738060490  FALCON

<|

1 1 8 6 3 1 8
|>

O -R ING  0 3 0 4 3  EPD M
<|

3 0 6 0 6 0 3
|>

R ETA ININ G B OL T FO R  FIT TING
ring thickness 2.62 mm - internal ø 10.78 mm

    

FALCON  FALCON

<T2

Boilers
T2>

<|

3 0 2 4 0 0 9
|>

BO IL ER  ø 1 4 5 x3 6 0  m m
<|

3 0 2 4 0 1 3
|>

BO IL ER  ø 1 4 5 x4 1 0  m m

    

FALCON  738061190  FALCON  738690360

<T2

Contact thermostats
T2>

<|

3 4 4 4 6 0 9
|>

C O N TA C T  TH ER M OS TA T  K S D 3 0 1 -R  9 5 °C
<|

3 4 4 4 6 0 8
|>

C O N TA C T  TH ER M OS TA T  6 0 °C
manual reset - 10A 250V automatic reset - for wash tank

    

FALCON  738603249  FALCON  738061070

<T1

FALCON
T1>



Suitable for: Suitable for:

<T2

Contactors
T2>

<|

4 0 L 03 5 5
|>

C O N TA C T OR  BEN ED IKT /JA G ER  K3 -2 4 A 0 0  23 0
<| |>

220/240V 50Hz - 240/264V 60Hz
 for OVEN AOS series  
 for DISHWASHER RT10-RT180-WT90-ET90  

    

FALCON  731310080  

<T2

Controllers and changeover switches
T2>

<|

3 3 2 2 6 1 3
|>

C O N TR OL  S ELEC TO R 7 8 0 4 D V  4  C A M S
<|

3 3 2 2 0 1 7
|>

C O N TR OL L ER  HFD 4M 1 6  4  C A M S
1st cycle 60 seconds 270 seconds cycle

 2nd cycle 20 minutes  220/240V 50/60Hz
 230V 50/60Hz  D-shaped pin ø 6x4.6 mm
 2 motors  

    

FALCON  738603372  FALCON  738010840

<|

3 3 2 2 0 1 6
|>

C O N TR OL L ER  HH 4 M 1 6  4 C A M S
<|

3 3 2 2 0 9 9
|>

C O N TR OL L ER  HL 6 M 1 6  6  C AM S
270 seconds cycle 1st cycle 75 seconds

 rinse 16 seconds  2nd cycle 120 seconds
 220/240V 50/60Hz  3rd cycle 180 seconds
 anticlockwise rotation  230V 50/60Hz
 without pin  without pin

    

FALCON  738010830  FALCON  738011770

<|

3 3 2 2 0 2 0
|>

C O N TR OL L ER  H5 M 1 6
<| |>

3 cycles for a total of 360 seconds
 rinse 17 seconds  
 220/240V 50/60Hz  
 clockwise rotation  
 without pin  

    

FALCON  738010850  

<T1

FALCON
T1>



Suitable for: Suitable for:

<T2

Door catches
T2>

<|

3 3 9 8 6 0 5
|>

D O OR  C A T C H
<|

3 3 9 8 6 0 6
|>

S TA IN L ESS  ST EEL  D OO R  RET A IN ER

    

FALCON  738060730  FALCON  738603341

<T2

Drain assembly
T2>

<|

3 3 1 6 6 0 1
|>

D R A IN  A SS EM BL Y C O NN EC T IO N  ø 1 "1 /4
<|

3 3 1 6 6 0 2
|>

EX TEN S IO N D R A IN A S SEM BL Y - C O NN .ø 1 "1 /4
hole ø 35 mm

    

FALCON  738011080  FALCON  738270055

<|

3 1 8 6 6 1 5
|>

G A SK ET FL A T R U BBER  ø 5 1 x4 0 x2 .5  m m
<| |>

    

FALCON  738160000  

<|

3 3 1 6 6 0 6
|>

D R A IN  A SS EM BL Y C O NN EC T IO N  ø 1 "1 /4
<|

3 1 8 6 6 1 5
|>

G A SK ET FL A T R U BBER  ø 5 1 x4 0 x2 .5  m m
outlet external ø 31 mm

    

FALCON  738160830  FALCON  738160000

<|

3 3 1 6 0 5 3
|>

D R A IN  A SS EM BL Y EL BOW  ø  1 "1 /4
<|

3 1 8 6 6 1 5
|>

G A SK ET FL A T R U BBER  ø 5 1 x4 0 x2 .5  m m
inlet ø 34 mm

 outlet ø 30 mm  

    

FALCON  738011070  FALCON  738160000

<T1

FALCON
T1>



Suitable for: Suitable for:

<|

3 3 1 6 6 0 3
|>

P LA S TIC  D R A IN  A SS EM BL Y 3 /4 "
<|

3 3 1 6 6 0 4
|>

D R A IN  EL BO W
inner hole ø 22 mm outlet external ø 25 mm

    

FALCON  738603575  FALCON  738060470

<|

3 3 1 6 6 0 5
|>

D R A IN  EL BO W
<|

3 1 8 6 6 1 6
|>

G A SK ET FL A T A S BES TO S FR EE ø 3 5 x2 7 x1 .5 m m
outlet external ø 25 mm

    

FALCON  738160999  FALCON  738604740

<|

1 1 8 6 6 5 5
|>

O -R ING  0 4 1 3 1  EPD M
<| |>

ring thickness 3.53 mm - internal ø 32.93 mm

    

FALCON  738060570  

<T2

Drain hoses
T2>

<|

3 4 5 0 6 0 4
|>

D R A IN  H OS E ø 4 2 x1 90 0  m m
<| |>

elbow sleeve internal ø 50 mm
 pipe internal ø 35 mm  
 max temperature 90°C  

    

FALCON  738160920  

<T2

Drain plugs
T2>

<|

3 4 4 8 6 1 4
|>

O VER FL OW  P IPE ø  2 2x1 6 8  m m
<|

3 4 4 8 6 0 8
|>

O VER FL OW  P IPE ø  2 4x1 5 3  m m
made of plastic made of plastic

    

FALCON  738060210  FALCON  738603711

<T1

FALCON
T1>



Suitable for: Suitable for:

<|

3 4 4 8 0 5 4
|>

O VER FL OW  P IPE ø  3 4x2 2 0  m m
<| |>

of plastic

    

FALCON  738012010  

<T2

Drain pumps
T2>

<|

3 1 2 2 9 0 6
|>

D R A IN  P UM P  A SK O LL  4 0 W
<|

3 1 2 2 3 2 7
|>

D R A IN  P UM P  4 0 W  2 4 0 V 5 0 H z
CAP. BRACKET AND SCREWS KIT inlet external ø 24 mm - output external ø 23 mm

 inlet external ø 30 mm - outlet external ø 22 mm  
 240V 50Hz  

    

FALCON  738603160  FALCON  738060080

<T2

Electric pumps
T2>

<|

3 1 2 2 6 4 1
|>

EL EC T RIC  P UM P  FIR 4 2 2 3 SX  1 H P
<|

3 1 2 2 7 8 7
|>

EL EC T RIC  P UM P  FIR 4 2 2 5 /2 S X 1 .9 0 H P
inlet external ø 60 mm - outlet external ø 50 mm inlet external ø 63 mm - outlet external ø 48 mm

 1HP 230V 50Hz - Rpm 2800  1.90HP 220/400V 50Hz
 capacitor 16 uf  

    

FALCON  738603560  FALCON  738603380

<T2

Electric pumps for pressure increase
T2>

<|

3 1 2 2 4 5 4
|>

EL EC T RIC  P UM P  L GB  P S 4 6 RH  0 .6 0 H P
<|

3 1 2 2 1 5 3
|>

EL EC T RIC  P UM P  TM 6 1 E 0 .4 5 H P
inlet ø 3/8"F - outlet ø 3/8"F inlet ø 1"F -  outlet ø 1"F

 0.60HP 230V 50Hz 2.5A - Rpm 2800  0.45HP 230V 50Hz 2.3A - rpm 2900
 capacitor 10µF  capacitor 10 µf - flow rate 38 L/min
 with 2 hose-end fittings ø 3/8"x 12mm  max pressure 6 ATM   max temperature 90°C
 for pressure increase  for pressure increase

    

FALCON  738013450  FALCON

<T1

FALCON
T1>



Suitable for: Suitable for:

<T2

Filters
T2>

<|

3 1 6 0 6 1 4
|>

R ETA ININ G A S SEM BL Y FO R  D RA IN
<| |>

    

FALCON  738270113  

<T2

Fittings
T2>

<|

3 0 9 0 6 0 9
|>

FITT IN G  F OR  R IN SE A ID  IN L ET
<|

3 1 8 6 6 1 3
|>

G A SK ET FL A T FIBR E ø 1 2 x8 x1 .5  m m
for boiler

    

FALCON  738270220  FALCON  738604691

<T2

Heating elements
T2>

<|

3 3 5 5 6 2 0
|>

H EA TING  EL EM EN T FO R B OILER  2 9 3 5 W  2 3 0 V
<|

3 3 5 5 1 9 0
|>

H EA TING  EL EM EN T FO R B OILER  3 0 0 0 W  2 3 0 /3 8 0
immersed length 340 mm immersed length 195 mm

 width 55 mm - flange 70x25 mm  external ø flange 72 mm - with probe receptacle
  complete with O-ring ø 67 mm (3186014)
  nut (3528232) and washer (3528238) on request

    

FALCON  738270180  FALCON  730010740

<|

3 3 5 5 1 9 1
|>

H EA TING  EL EM EN T FO R B OILER  4 0 0 0 W  2 3 0 /3 8 0
<|

3 3 5 5 1 9 3
|>

H EA TING  EL EM EN T FO R B OILER  5 0 0 0 W  2 3 0 /3 8 0
immersed length 320 mm immersed length 375 mm

 external ø flange 72 mm - with probe receptacle  external ø flange 72 mm -with probe receptacle
 complete with O-ring ø 67 mm (3186014)  complete with O-ring ø 67 mm (3186014)
 nut (3528232) and washer (3528238) on request  nut (3528232) and washer (3528238) on request

    

FALCON  738010750  FALCON  738010760

<T1

FALCON
T1>



Suitable for: Suitable for:

<|

3 3 5 5 6 0 2
|>

H EA TING  EL EM EN T FO R B OILER  5 3 5 5 W  2 4 0 /4 1 5
<|

3 3 5 5 1 9 4
|>

H EA TING  EL EM EN T FO R B OILER  8 0 0 0 W  2 3 0 /3 8 0
immersed length 340 mm immersed length 375 mm

 ext. ø flange 63 mm - with bulbholder sheathing  external ø flange 72 mm - with probe receptacle
 complete with O-ring ø 58 mm (3186013)  complete with O-ring ø 67 mm (3186014)
 nut (3528232) and washer (3528238) on request  

    

FALCON  738160740  FALCON  738160280

<|

3 3 5 5 6 2 1
|>

H EA TING  EL EM EN T FO R B OILER  8 0 0 0 W  2 3 0 /4 0 0
<|

3 3 5 5 1 9 9
|>

H EA TING  EL EM EN T FO R T A N K 2 5 0 0 W  2 2 0 V
immersed length 365 mm immersed length 255 mm

 ext. ø flange 63 mm - with bulbholder sheathing  width 40 mm - fittings ø 10 mm
 complete with O-ring ø 58 mm (3186013)  
 nut (3528232) and washer (3528238) on request  

    

FALCON  738603610  FALCON  738604120

<|

3 3 5 5 6 1 7
|>

H EA TING  EL EM EN T T AN K  1 0 0 0/1 20 0 W  2 2 0 /2 4 0 V
<|

3 3 5 5 6 0 7
|>

H EA TING  EL EM EN T T AN K  2 7 5 0/3 25 0 W  2 2 0 /2 4 0 V
immersed length 145 mm immersed length 370 mm

 width 45 mm - fittings ø 10 mm  connections ø 10 mm

    

FALCON  738060350  FALCON  738160850

<|

3 3 5 5 6 2 3
|>

H EA TING  EL EM EN T 5 5 0 0 W  2 2 0 /3 8 0 V 6 5 4 3 W  2 4 0
<| |>

for boiler
 immersed length 360 mm  
 flange external ø 63 mm - with probe receptacle  
 complete with O-ring ø 58 mm (3186013)  
 nut (3528232) and washer (3528238) on request  

    

FALCON  738060892  

<T1

FALCON
T1>



Suitable for: Suitable for:

<T2

Hinges, catches and accessories
T2>

<|

3 0 5 3 6 1 3
|>

D O OR  R OD  ST RIKE P IN
<|

3 0 5 3 6 1 4
|>

D O OR  S TR IK E P IN  SM A L L P L A TE

    

FALCON  738603374  FALCON  738270112

<|

3 0 5 3 6 1 5
|>

D O OR  S LID E R OD  2 7 0  m m
<|

3 3 9 8 6 0 9
|>

D O OR  R ETA IN ER

    

FALCON  738603701  FALCON  738603371

<|

3 3 9 8 6 0 7
|>

S TR IK E P LA T E
<| |>

    

FALCON  738270110  

<T2

Indicator lights
T2>

<|

3 2 2 1 0 0 8
|>

G R EEN L A M P  R EC EPT A C L E
<|

3 2 2 1 0 9 7
|>

IN D IC A TO R  LIG HT  N EUT R A L 2 2 0 V
head ø 15 mm - hole ø 12 mm head ø 8 mm  - 120°C

 universal application  

    

FALCON  738160140  FALCON  539113510

<|

3 2 2 1 2 6 2
|>

G R EEN L A M P  R EC EPT A C L E
<|

3 2 2 1 1 1 2
|>

IN D IC A TO R  LIG HT  OR A N G E 22 0 V
head ø 14.5 mm - hole ø 12 mm head ø 7 mm - hole ø 6 mm - 120°C

  application to the board

    

FALCON  738160140  FALCON  738010490

<T1

FALCON
T1>



Suitable for: Suitable for:

<|

3 2 2 1 1 1 1
|>

IN D IC A TO R  LIG HT  R ED  2 3 0 V
<| |>

head ø 7 mm - hole ø 6 mm - 120°C
 application to the board  

    

FALCON  738010480  

<|

3 2 2 1 0 0 7
|>

L A M P  R EC EP T AC LE O R A NG E
<|

3 2 2 1 0 9 7
|>

IN D IC A TO R  LIG HT  N EUT R A L 2 2 0 V
head ø 15 mm - hole ø 12 mm head ø 8 mm  - 120°C

 universal application  

    

FALCON  738010520  FALCON  539113510

<|

3 2 2 1 0 2 0
|>

L A M P  R EC EP T AC LE O R A NG E
<|

3 2 2 1 0 9 7
|>

IN D IC A TO R  LIG HT  N EUT R A L 2 2 0 V
ø head 14.5 mm - ø hole 12 mm head ø 8 mm  - 120°C

 universal use  

    

FALCON  738010520  FALCON  539113510

<T2

Microswitches, magnetic
T2>

<|

3 2 4 0 6 0 8
|>

M A GN ET IC  M IC R OS W IT C H  E5 1 1 1
<|

3 2 4 0 6 0 7
|>

M IC R O SW ITC H (A 06 1  1 V ) 0 .0 4 A  25 0 V
250-mm cable bulb ø 6x29 mm  cable length 360 mm

    

FALCON  738603000  FALCON  738161230

<T2

Pins
T2>

<|

3 2 4 3 8 7 5
|>

R IN SE  AR M  A SS EM BL Y SP IN D L E
<|

3 2 4 3 5 9 6
|>

S TA IN L ESS  ST EEL  RO D  FO R U P P ER  SU P PO R T

    

FALCON  738162360  FALCON  738162360

<T1

FALCON
T1>



Suitable for: Suitable for:

<|

3 2 4 3 7 3 7
|>

W A SH  A R M  AS SE M B LY S P IN D L E EXT EN SION
<| |>

    

FALCON  738061040  

<T2

Pressure switches
T2>

<|

3 3 2 0 0 3 0
|>

P R ESS UR E S W IT C H  1  L EV EL
<|

3 3 2 0 1 1 1
|>

P R ESS UR E S W IT C H  1  L EV EL
calibration 55/20 mm calibration 35/17 mm

 250V 16A  250V 16(4)A
 max operating temperature 85°C  

    

FALCON  738160200  FALCON  738060270

<|

3 3 2 0 1 1 2
|>

P R ESS UR E S W IT C H  1  L EV EL
<| |>

calibration 180/70 mm
 250V 16(4)A  

    

FALCON  738160200  

<T2

Relays
T2>

<|

3 3 5 1 6 0 3
|>

P OW E R R EL A Y IT A LIA NA  R EL É A 2 L-FA
<|

3 3 5 1 6 0 5
|>

R EL AY  PO W ER  FIN D ER  6 0 .6 3 .8 .2 3 0 .0 0 00
2 NO contacts  - contact capacity 16 A 230V 50/60Hz

 coil 230V 50/60Hz  3 exchange contacts 10A

    

FALCON  738060331  FALCON  738603330

<T2

Rinse aid pumps and accessories
T2>

<|

3 0 9 0 0 3 9
|>

C O IL  2 2 0 /2 4 0 V 5 0 H z
<|

3 0 9 0 6 0 1
|>

H YD R A U LIC  IN JEC TO R S P 2 0 5
complete with spring and bellows

    

FALCON  738602990  FALCON  738603596

<T1

FALCON
T1>



Suitable for: Suitable for:

<T2

Solenoid valves
T2>

<|

3 1 2 0 5 0 5
|>

S OL EN . VA L VE EL BI T YP E 3 2 9  1  W AY  1 80 °
<|

3 1 2 0 0 1 4
|>

S OL EN OID  VA L VE EL BI TYP E 3 6 9  3 -W AY  1 80 °
24V 50/60Hz - max. temperature 90°C 220/240V 50/60Hz - max temperature 90°C

 inlet 3/4" - outlet ø 10.5 mm  inlet 3/4" - three outlets ø 10.5 mm

    

FALCON  738270080  FALCON  738010600

<T2

Supports for wash and rinse arms
T2>

<|

3 2 4 3 6 6 2
|>

C EN T ER C ON D U IT
<| |>

    

FALCON  738162480  

<|

3 2 4 3 6 6 7
|>

L OW ER  C EN T ER  C ON D U IT
<|

1 1 8 6 3 1 8
|>

O -R ING  0 3 0 4 3  EPD M
ring thickness 2.62 mm - internal ø 10.78 mm

    

FALCON  738060894  FALCON

<|

3 2 4 3 6 8 8
|>

U P PER  W A S H A R M  A SS EM B LY  S U P PO R T
<|

3 2 4 3 6 3 9
|>

L OW ER  W A S H A R M  A SS EM BLY  LO C K IN G  K N OB
connection external ø 31 mm

 hose end fitting external ø 12 mm - height 55 mm  

    

FALCON  738060890  FALCON

<|

3 2 4 3 6 4 0
|>

L OW ER  W A S H A R M  A SS Y KN O B L OC K IN G  BO LT
<|

3 1 8 6 6 0 4
|>

S UP P OR T  GA S KET

    

FALCON  FALCON  738060891

<T1

FALCON
T1>



Suitable for: Suitable for:
<|

3 2 4 3 6 1 0
|>

W A SH  A R M  AS SE M B LY L O W ER  BOS S S P IN D L E
<| |>

    

FALCON  738603880  

<T2

Switches
T2>

<|

3 3 1 9 6 1 2
|>

C A M  2 -C OL O UR  BL A C K /GR EEN  ø 2 1  m m
<|

3 3 1 9 6 1 4
|>

FIX BU T TO N B LA C K  2 3 x2 3  m m

    

FALCON  738060410  FALCON  738060480

<T2

Telethermometers
T2>

<|

3 4 4 1 0 0 7
|>

T ELE-T HER M O M E TER  W H IT E ø 6 0  m m  0 -1 2 0 °C
<| |>

metal case
 PVC covered capillary 3000 mm  
 spring bulb ø 8x32 mm  
 bulb fitting M10x1  

    

FALCON  738013861  

<T2

Thermostats
T2>

<|

3 4 4 4 6 1 2
|>

S IN GL E-P HA S E TH ER M OS TA T  FOR  BO IL ER  8 5 °C
<|

3 4 4 4 6 1 3
|>

S IN GL E-P HA S E TH ER M OS TA T  FOR  T A NK  6 0 °C
15A 250V 15A 250V

 covered capillary 600 mm  covered capillary 600 mm
 bulb ø 6x120 mm  button bulb ø 14 mm

    

FALCON  738603370  FALCON  738604530

<T1

FALCON
T1>



Suitable for: Suitable for:

<|

3 4 4 4 3 6 1
|>

S IN GL E-P HA S E TH ER M OS TA T  5 0 -3 2 0 °C
<| |>

D-shaped pin ø 6x4.6 mm
 capillary 950 mm - 16A 250V  
 bulb ø 3x160 mm  

    

FALCON  531139110 FALCON  531750500 FALCON  5391103700  

FALCON  539113110 FALCON  731910500  

<T2

Tubing and hoses
T2>

<|

3 2 4 8 0 4 3
|>

O UT L ET H OS E
<|

3 2 4 8 0 4 2
|>

IN L ET H O SE
internal ø 53 and 50 mm internal ø 60 mm

 overall length 150 mm  overall length 170 mm

    

FALCON  738160810  FALCON  738161705

<T2

Wash and rinse arms for warewashers
T2>

<|

3 2 4 3 6 5 1
|>

R IN SE  AR M  A SS EM BL Y C O M P L ETE
<|

3 2 4 3 6 2 5
|>

R IN SE  BOS S

    

FALCON  738060500  FALCON  738162450

<|

3 2 4 3 8 6 2
|>

W A TE R S P REA D IN G D IS K
<| |>

    

FALCON  738162340  

<T2

Wash jets and accessories
T2>

<|

3 2 4 3 2 1 1
|>

BR A SS  JET  ø 6  m m
<|

3 2 4 3 2 1 9
|>

JET  R IN G  N U T

    

FALCON  738010250  FALCON  738012970

<T1

FALCON
T1>



Suitable for: Suitable for:

<|

3 2 4 3 1 1 6
|>

P LA S TIC  JET  ø 1 /8 "
<|

3 2 4 3 1 0 6
|>

W A SH  JE T C A P

    

FALCON  738011620  FALCON  738011160

<T1

FALCON
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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