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<T1

SAMMIC
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included

R
e

l.
 2

0
1

8
-0

2
2

6
1

3
5

9

Warewashing equipment



Suitable for: Suitable for:

<T2

Air traps
T2>

<|

3 0 6 0 0 9 8
|>

A IR  C H A M BER  C O M P L ETE ø  4 4 x1 1 7  m m
<|

3 0 6 0 0 9 9
|>

A IR  C H A M BER  C O M P L ETE ø  4 4 x5 0  m m
hose end fitting ø 6.5 mm hose end fitting ø 6.5 mm

 complete with mounting kit  complete with mounting kit
 for Dishwasher (SAMMIC) SP-290 - SP-350 - SP-550  for Glasswasher/Cupwasher (SAMMIC) SL-18 - SL-19
 SP-550B  
 for Pan/utensilwashing machines (SAMMIC) SU-600  
 SU-750  

    

SAMMIC  2309200  SAMMIC  2313131

<|

3 0 6 0 1 0 6
|>

A IR  C H A M BER  C O M P L ETE ø  4 4 x7 8  m m
<|

3 0 6 0 0 1 7
|>

A IR  C H A M BER  C O M P L ETE 5 2 x3 2 x1 3 0  m m
hose end fitting ø 5 mm hose end fitting ø 6 mm

 complete with mounting kit  complete with O-ring gasket and fastening nut
 for Dishwasher (SAMMIC) E-300 - S-290 - S-350  
 S-550 - S-750 - S-750A - SB-290 - SB-350  
 SB-550 - SB-750 - SB-750A - SP-23 - SP-23B  
 SP-290 - SP-350 - SP-550 - SP-550B - SP-800  
 for Dishwasher hood type (SAMMIC) E-1000 - LV-1100  
 LV-1200 - SC-1100 - SC-1200  
 for Glasswasher/Cupwasher (SAMMIC) E-19 - LVT-19  
 S-20 - S-21 - S-23 - SB-22 - SB-23 - SV-19  
 SV-20 - SV-21 - SV-21B  

    

SAMMIC  2309693  SAMMIC  00002180

<T2

Bearings
T2>

<|

D 0 6 3 0 5 1
|>

BEA R IN G  6 2 0 3 -2 R S  S K F
<| |>

single box packaging

    

SAMMIC  SL0131  

<T2

Boilers
T2>

<|

3 0 2 4 0 1 4
|>

C O M PL ET E BOIL ER ø  1 6 0x4 5 0  m m
<|

3 0 9 0 0 8 1
|>

FITT IN G  "T " FOR  BO IL ER  IN JEC T O R
thread connections 1/2"F/1/4"M

  hose-end fittings ø 13 mm

    

SAMMIC  00010500  SAMMIC  00010502 SAMMIC  00220440

<T1

SAMMIC
T1>



Suitable for: Suitable for:
<|

3 0 9 0 0 8 0
|>

N ON -R ETU R N V A LV E F1 /4 "
<| |>

    

SAMMIC  00220419  

<|

3 0 2 4 0 4 4
|>

C O M PL ET E BOIL ER ø  1 7 0x5 6 0  m m
<| |>

for Pan/utensilwashing machines (SAMMIC) SU-600
 SU-750  

    

SAMMIC  2319037  

<T2

Bulb sheathes
T2>

<|

3 1 8 7 0 1 1
|>

S HEA T HIN G ø  3 /8 " 2 1  m m
<| |>

of stainless steel with nut and gasket

    

SAMMIC  00003410  

<T2

Bumpers
T2>

<|

5 0 2 3 0 8 1
|>

R U BBER  SH O C K A BS O RBE R ø  15  m m
<| |>

    

SAMMIC  00013782  

<T2

Cable glands
T2>

<|

3 0 5 0 1 4 3
|>

C A BL E G LA N D   P G 13 .5
<| |>

    

SAMMIC  2059118 SAMMIC  2313453  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Clamps
T2>

<|

3 4 4 9 4 0 1
|>

D O UB LE-W IR E C LA M P  7 -7 .5  - 1 0 0  PC S
<|

3 1 6 8 0 0 2
|>

H OS E C L A M P  7 0 -9 0
for hoses ø 7÷7.5 mm for pipes ø 70÷90 mm

  made of stainless steel AISI 304
  height 9 mm and screw E7
  suitable for food industry

    

SAMMIC  05110001  SAMMIC  05100008

<T2

Contact thermostats
T2>

<|

3 4 4 4 6 0 7
|>

C O N TA C T  TH ER M OS TA T  1 1 0 °C
<|

3 4 4 4 6 0 8
|>

C O N TA C T  TH ER M OS TA T  6 0 °C
with manual reset automatic reset - for wash tank

 for Pan/utensilwashing machines (SAMMIC) SU600S  for Glasswasher/Cupwasher (SAMMIC) SL-18 - SL-19

    

SAMMIC  2302852 SAMMIC  2319230  SAMMIC  2309043

<T2

Contactors
T2>

<|

3 4 5 4 0 4 2
|>

C O N TA C T OR  A BB A F0 9 -3 0 -0 1 -1 3
<|

3 4 5 4 0 4 6
|>

C O N TA C T OR  A BB A F1 6 -4 0 -0 0 -1 3
9A 400V 4Kw - coil 230V 50/60Hz 30A - coil 100/250V 50/60Hz

 3 normally open contacts  4 normally open contacts
 1 normally closed auxiliary contact  

    

SAMMIC  2059435 SAMMIC  2600121  SAMMIC  2300135 SAMMIC  2319447

<|

3 4 5 4 0 4 5
|>

C O N TA C T OR  A BB A 9 -4 0 -0 0
<|

3 3 5 1 2 1 2
|>

C O N TA C T OR  A EG  LS 4 K 9 A  2 3 0 V 4 K w
9A 400V 4Kw - coil 230V 50/60Hz coil 230V 50/60Hz

 4 normally open contacts  3 normally open contacts
  1 normally open auxiliary contact

    

SAMMIC  2600123 SAMMIC  2600124 SAMMIC  4038058  SAMMIC  00006280

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

7 1 5 1 2 6 2
|>

C O N TA C T OR  SC HN EID ER  LC 1D 1 8M 7
<|

3 3 5 1 0 3 3
|>

T HER M A L R EL A Y A BB T A 2 5D U
18A 400V 7,5Kw - coil 220V 50/60Hz 6÷8.5A

 3 contacts NO  1 normally open contact
 1 auxiliary contact NO  1 normally closed contact
 1 auxiliary contact NC  for Pan/utensilwashing machines (SAMMIC) SU-600S

    

SAMMIC  00006270  SAMMIC  2141175

<|

3 3 5 1 0 1 9
|>

T HER M A L R EL A Y A BB T F4 2
<| |>

7.6÷10A
 1 normally open contact  
 1 normally closed contact  
 for Pan/utensilwashing machines (SAMMIC) SU-600S  

    

SAMMIC  2141177  

<T2

Controllers and changeover switches
T2>

<|

3 3 2 2 2 7 7
|>

C O N TR OL L ER  11 8 0 3 F1  3  C A M S
<|

3 3 2 2 2 8 9
|>

C O N TR OL L ER  11 8 0 4 F1  4  C A M S
120 second cycle 216 second cycle

 230V 50/60Hz  230V 50/60Hz
 for Glasswasher/Cupwasher (SAMMIC) SL-18  for Dishwasher (SAMMIC) SL-290BS
 for Glasswasher/Cupwasher (SAMMIC) SV18  for Dishwasher (SAMMIC) SP-290BS

    

SAMMIC  2310451 SAMMIC  2319219  SAMMIC  2310456

<|

3 3 2 2 3 1 5
|>

C O N TR OL L ER  49 0 2 F1  2  C A M S
<|

3 2 4 1 7 9 6
|>

K NO B K IT  RED  AN D  BL A C K  ø 4 0  m m
180 seconds cycle square hole 6x6 mm

 230V 50/60Hz  for Dishwasher (SAMMIC) E-300 - S-290 - S-350
 for Dishwasher (SAMMIC) S-550 - S-750 - SB-550  S-550 - S-750 - S-750A - SB-290 - SB-350
 SB-750  SB-550 - SB-750 - SB-750A
 for Dishwasher hood type (SAMMIC) E-1000 - LV-1080  for Dishwasher hood type (SAMMIC) E-1000 - LV-1080
  for Glasswasher/Cupwasher (SAMMIC) E-19 - S-23
  SB-23

    

SAMMIC  2309206  SAMMIC  2309024 SAMMIC  2309580

<T1

SAMMIC
T1>



Suitable for: Suitable for:
<|

3 2 4 1 7 9 7
|>

S ELEC TO R S W IT C H  BL A C K K N OB
<| |>

for Dishwasher (SAMMIC) S-290 - S-350 - S-550
 S-750 - S-750A - SB-290 - SB-350 - SB-550  
 SB-750 - SB-750A  
 for Glasswasher/Cupwasher (SAMMIC) S-23 - SB-22  
 SB-23  

    

SAMMIC  2309580  

<|

3 3 2 2 3 1 4
|>

C O N TR OL L ER  49 0 3 F1  3  C A M S
<|

3 3 2 2 1 6 6
|>

C O N TR OL L ER  49 0 4 D V  4  C A M S
240 seconds cycle 1st cycle 2 minutes

 230V 50/60Hz  2nd cycle 7.5 minutes
 for Dishwasher (SAMMIC) E-300 - S-290 - S-350  230V 50/60Hz
 SB-290 - SB-350  
 for Glasswasher/Cupwasher (SAMMIC) E-19 - S-23  
 SB-23  

    

SAMMIC  2309694  SAMMIC  26100022

<|

3 3 2 2 0 7 9
|>

C O N TR OL L ER  78 0 3 F1  3  C A M S
<|

3 3 2 2 2 6 0
|>

C O N TR OL L ER  78 0 5 D V  5  C A M S
120 seconds cycle 1st cycle 6 seconds

 230V 50/60Hz  2nd cycle 180 seconds
 for Glasswasher/Cupwasher (SAMMIC) SB-22 - SV-20  230V 50Hz
 SV-21  without pin

    

SAMMIC  2309737  SAMMIC  2306348

<|

3 3 2 2 2 8 8
|>

T IM ER  1 18 0 4 F1  4  C A M S
<|

3 3 2 2 2 9 0
|>

T IM ER  7 80 7 D V  7  C A M S
cycle 180 seconds 1st cycle 180 seconds

 230V 50/60Hz  2nd cycle 6 seconds
 for Glasswasher/Cupwasher (SAMMIC) SL-20 - SL-21  230V 50Hz
  for Dishwasher (SAMMIC) SL-800B

    

SAMMIC  2310454 SAMMIC  2319396  SAMMIC  2310458

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Door catches
T2>

<|

3 3 9 8 0 0 4
|>

D O OR  C A T C H
<| |>

for Dishwasher (SAMMIC) E-300 - S-290 - S-350
 S-550 - S-750 - S-750A - SB-290 - SB-350  
 SB-550 - SB-750 - SB-750A - SP-23 - SP-23B  
 SP-290 - SP-350 - SP-550 - SP-550B - SP-800  
 for Glasswasher/Cupwasher (SAMMIC) E-19 - LVT-19  
 S-20 - S-21 - S-23 - SB-22 - SB-23 - SL-20  
 SL-21 - SL-21B - SV-19 - SV-20 - SV-21  
 SV-21B  

    

SAMMIC  2309122  

<T2

Drain assembly
T2>

<|

3 3 1 6 1 2 9
|>

D R A IN  H OS E-END  ELB OW  FITT IN G
<| |>

    

SAMMIC  00012701  

<T2

Drain hoses
T2>

<|

3 4 5 0 0 2 6
|>

D R A IN  H OS E ø 2 8 x1 50 0  m m
<|

3 4 5 0 0 2 8
|>

D R A IN  H OS E ø 2 9 x1 50 0  m m
elbow hose internal ø 28 mm external ø 33 mm muffs internal ø 24 and 28 mm

 straight hose internal ø 24 mm external ø 28 mm  max temperature 90°C
 max temperature 90°C  for Dishwasher (SAMMIC) SP-350
  for Dishwasher (SAMMIC) SP350

    

SAMMIC  2305114  SAMMIC  2305113

<|

3 4 5 0 1 5 5
|>

D R A IN  H OS E ø 3 5 x2 00 0  m m
<| |>

sleeves internal ø 32 mm
 sleeves external ø 40 mm  

    

SAMMIC  07130158  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Drain plugs
T2>

<|

3 4 4 8 2 7 0
|>

O VER FL OW  P IPE ø  2 6x1 0 5  m m
<| |>

in plastic
 for Glasswasher/Cupwasher (SAMMIC) SL-18 - SL-19  

    

SAMMIC  2306557 SAMMIC  2319218  

<|

3 4 4 8 2 9 8
|>

O VER FL OW  P IPE ø  4 0x1 4 5  m m
<|

3 3 1 6 1 5 7
|>

D R A IN  A SS EM BL Y
of plastic for Dishwasher (SAMMIC) SL-23 - SP-290 - SP-350

 total length 157 mm  SP-550 - SP-550B
 for Dishwasher (SAMMIC) SP-350 - SP-550  for Dishwasher hood type (SAMMIC) SC-1100
  for Glasswasher/Cupwasher (SAMMIC) SV-20 - SV-21
  for Dishwasher (SAMMIC) X-50

    

SAMMIC  2310332  SAMMIC  2310242 SAMMIC  2310419

<|

3 3 1 6 1 5 6
|>

D R A IN  A SS EM BL Y EL BOW
<|

3 3 1 6 1 5 8
|>

D R A IN  A SS EM BL Y W IT H  FIL TER
for Dishwasher (SAMMIC) SP-290 - SP-350 - SP-550 for Dishwasher (SAMMIC) SP-290 - SP-350 - SP-550

 SP-550B  SP-550B
  for Dishwasher hood type (SAMMIC) SC-1100

    

SAMMIC  2310692  SAMMIC  2310241 SAMMIC  2319263

<|

3 4 4 8 2 6 9
|>

O VER FL OW  P IPE ø  4 0x1 8 5  m m
<|

7 1 0 4 3 6 3
|>

O VER FL OW  P IPE ø  4 0x1 9 3  m m
in plastic for Dishwasher (SAMMIC) P-50 - S-50 - S-60

 for Glasswasher/Cupwasher (SAMMIC) SL-20 - SL-21  SL-290 - SL-290B - SL-350 - SL-350B - SL-550
  SL-550B - SL-800 - SL-800B - X-45 - X-50
  X-60 - X-80

    

SAMMIC  2313206 SAMMIC  2319251  SAMMIC  2313207 SAMMIC  2319307

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

7 1 0 6 0 8 7
|>

O VER FL OW  P IPE ø  4 0x2 9 8  m m
<| |>

for Dishwasher hood type (SAMMIC) P-100 - S-100
 S-120 - X-100 - X-120  
 for Dishwasher hood type (SAMMIC) SL-1100  
 SL-1100B - SL-1200 - SL-1200B - SL-900  
 SL-900B  

    

SAMMIC  2313208 SAMMIC  2319440  

<|

3 4 4 8 2 1 3
|>

O VER FL OW  P IPE ø  4 3x3 5 0  m m
<|

3 1 8 6 2 6 8
|>

L IP  SEA L  D E1 7 5  EP D M
in plastic ø 45x35.5x7 mm - 80 SH

    

SAMMIC  00065554  SAMMIC  06160041

<|

3 1 6 0 4 7 5
|>

W A SH  P U M P FILT ER
<| |>

    

SAMMIC  00065570  

<T2

Drain pumps
T2>

<|

3 1 2 2 1 8 1
|>

D R A IN  P UM P  1 0 0 W  2 3 0 V 5 0 H z
<|

3 1 2 2 4 8 3
|>

D R A IN  P UM P  1 5 0 W  2 3 0 V 5 0 H z
inlet external ø 30 mm - outlet external ø 23 mm inlet external ø 24 mm - outlet external ø 24 mm

  for Pan/utensilwashing machines (SAMMIC) SU-600S

    

SAMMIC  4309102-OLD  SAMMIC  2310784 SAMMIC  2319439

<T2

Electric pumps
T2>

<|

3 1 2 2 5 0 9
|>

EL EC T RIC  P UM P  A P  10 1 0  0 .2 5 H P
<|

3 0 6 8 0 1 6
|>

C A P A C IT O R D U C A T I EN ER G IA  1 0 µ F
inlet external ø 30 mm - outlet external ø 30 mm 450V 50/60Hz

 0.25HP 230V 50Hz 1.5A - Rpm 2800  operating temperature -25 +85°C
 capacitor 10 µf - flow rate 138 L/min  lead connector 6.35x0.8 mm
  ø 36xh58 mm

    

SAMMIC  2305484  SAMMIC  2050610

<T1

SAMMIC
T1>



Suitable for: Suitable for:
<|

3 0 6 8 0 8 0
|>

C A P A C IT O R EL EC T R IC A L  1 0 µF
<| |>

450V 50/60Hz - ø 30xh71 mm

    

SAMMIC  2050610  

<|

3 1 2 2 4 7 3
|>

EL EC T RIC  P UM P  FIR 1 2 2 6 SX  2 H P
<|

3 1 2 2 4 7 4
|>

EL EC T RIC  P UM P  FIR 1 2 2 7 SX  3 H P
inlet external ø 63 mm - outlet external ø 48 mm inlet external ø 63 mm - outlet external ø 48 mm

 2HP 220/400V 50Hz 5.9/3.4A - Rpm 2800  3HP 220/400V 50Hz 7/4A - Rpm 2800
 for Dishwasher hood type (SAMMIC) SL-1200B  for Pan/utensilwashing machines (SAMMIC) SU-600S

    

SAMMIC  2310641  SAMMIC  2311177

<|

3 1 2 2 4 7 5
|>

EL EC T RIC  P UM P  FIR 1 2 4 3 D X  3 .2 0 HP
<|

3 1 2 2 4 8 2
|>

EL EC T RIC  P UM P  FIR 2 2 1 1 D X  0 .1 0 HP
inlet external ø 63 mm - outlet external ø 54 mm inlet external ø 28 mm - outlet external ø 28 mm

 3.20HP 220/400V 50Hz 9/5.2A - Rpm 2800  0.10HP 230V 50Hz 1.1A - Rpm 2800
 for Pan/utensilwashing machines (SAMMIC) SU-600S  capacitor 5 µF
  for Glasswasher/Cupwasher (SAMMIC) SL-18 - SL-19

    

SAMMIC  2310969 SAMMIC  2319084  SAMMIC  4301828

<|

5 0 5 0 4 6 2
|>

EL EC T RIC  P UM P  FIR 2 2 2 2 R H 0 .3 0 H P
<| |>

inlet external ø 28 mm - outlet external ø 28 mm
 0.30HP 230V 50Hz - capacitor 5 µf  
 for Dishwasher (SAMMIC) SL-20D - SL-21BD - SL-21D  

    

SAMMIC  2305483 SAMMIC  2319255  

<|

3 1 2 2 4 7 6
|>

EL EC T RIC  P UM P  FIR 2 2 3 3 SX  1 .2 0 H P
<|

3 0 6 8 0 2 4
|>

C A P A C IT O R D U C A T I EN ER G IA  1 6 µ F
inlet external ø 60 mm - outlet external ø 50 mm 450V 50/60Hz

 1.20HP 230V 50Hz 6A - Rpm 2800  operating temperature -25 +85°C
 capacitor 16 µF  lead connector 6.35x0.8 mm
 for Dishwasher hood type (SAMMIC) SL-1100B  ø 36xh70 mm

    

SAMMIC  2307820  SAMMIC  6054512

<T1

SAMMIC
T1>



Suitable for: Suitable for:
<|

3 0 6 8 0 8 3
|>

C A P A C IT O R EL EC T R IC A L  1 6 µF
<| |>

450V 50/60Hz - ø 35xh71 mm

    

SAMMIC  2319381 SAMMIC  6054512  

<|

3 1 2 2 4 8 1
|>

EL EC T RIC  P UM P  FIR 2 2 4 0 SX  0 .3 3 H P
<|

3 0 6 8 0 1 6
|>

C A P A C IT O R D U C A T I EN ER G IA  1 0 µ F
inlet external ø 30 mm - outlet external ø 30 mm 450V 50/60Hz

 brass hose end fitting ø 10 mm  operating temperature -25 +85°C
 0.33HP 230V 50Hz 1.7A - rpm 2700  lead connector 6.35x0.8 mm
 capacitor 10 µF  ø 36xh58 mm
 for Glasswasher/Cupwasher (SAMMIC) S-23 - SB-23  
 SL-20 - SL-21 - SV-20 - SV-21  

    

SAMMIC  2307070 SAMMIC  2309686 SAMMIC  2319271  SAMMIC  2050610

<|

3 0 6 8 0 8 0
|>

C A P A C IT O R EL EC T R IC A L  1 0 µF
<| |>

450V 50/60Hz - ø 30xh71 mm

    

SAMMIC  2050610  

<|

3 1 2 2 4 7 7
|>

EL EC T RIC  P UM P  FIR 2 2 5 6 VS X  1 H P
<|

3 0 6 8 0 2 4
|>

C A P A C IT O R D U C A T I EN ER G IA  1 6 µ F
inlet external ø 45 mm - outlet external ø 40 mm 450V 50/60Hz

 1HP 230V 50Hz 4.5A - Rpm 2750  operating temperature -25 +85°C
 capacitor 16 µF  lead connector 6.35x0.8 mm
 for Dishwasher (SAMMIC) SL-650CS  ø 36xh70 mm

    

SAMMIC  2304290 SAMMIC  2319385  SAMMIC  6054512

<|

3 0 6 8 0 8 3
|>

C A P A C IT O R EL EC T R IC A L  1 6 µF
<| |>

450V 50/60Hz - ø 35xh71 mm

    

SAMMIC  2319381 SAMMIC  6054512  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 1 2 2 4 7 9
|>

EL EC T RIC  P UM P  FIR 3 9 1 1 SX  0 .7 5 H P
<|

3 0 6 8 0 1 9
|>

C A P A C IT O R D U C A T I EN ER G IA  1 2 ,5 µF
inlet external ø 45 mm - outlet external ø 40 mm 450V 50/60Hz

 0.75HP 230V 50Hz 4A - Rpm 2800  operating temperature -25 +85°C
 capacitor 12.5 µF  lead connection 6.35x0.8 mm
 for Dishwasher (SAMMIC) SL-290BS  ø 36xh70 mm

    

SAMMIC  2305057  SAMMIC  2302620

<|

3 0 6 8 0 8 1
|>

C A P A C IT O R EL EC T R IC A L  1 2 .5 µF
<| |>

450V 50/60Hz - ø 35xh71 mm

    

SAMMIC  2302620  

<|

3 1 2 2 4 7 8
|>

EL EC T RIC  P UM P  FIR 3 9 8 3 SX  0 .5 0 H P
<|

3 0 6 8 0 1 9
|>

C A P A C IT O R D U C A T I EN ER G IA  1 2 ,5 µF
inlet external ø 45 mm - outlet external ø 40 mm 450V 50/60Hz

 0.50HP 230V 50Hz 2.5A - Rpm 2800  operating temperature -25 +85°C
 capacitor 12.5 µF  lead connection 6.35x0.8 mm
 for Dishwasher (SAMMIC) SL-290BS  ø 36xh70 mm

    

SAMMIC  2305895  SAMMIC  2302620

<|

3 0 6 8 0 8 1
|>

C A P A C IT O R EL EC T R IC A L  1 2 .5 µF
<| |>

450V 50/60Hz - ø 35xh71 mm

    

SAMMIC  2302620  

<|

3 1 2 2 8 0 1
|>

EL EC T RIC  P UM P  L A FERT  A M EE-90 L -C A 2  3 HP
<|

3 4 5 3 0 2 7
|>

M EC H A NIC A L  SEA L  FOR  S HA FT  ø 2 0  m m
inlet external ø 70 mm - outlet external ø 68 mm metal seal internal ø 19 mm - external ø 42 mm

 3HP 220/400V 50/60Hz 9.5/5.5A  height 15.5 mm
 Rpm 2860/3420  back. element internal ø 26 mm - external ø 45 mm
 for Pan/utensilwashing machines (SAMMIC) LU60  height 10 mm

    

SAMMIC  00047159  SAMMIC  06150002

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Electric pumps for pressure increase
T2>

<|

5 0 0 7 9 9 2
|>

EL EC T RIC  P UM P  VO L UM ET R IC  L G B P PL 4 6 D X
<| |>

0,32kW/0.43HP 230V 50Hz capacitor 8µF
 hose-end fitting inlet-outlet ø 12 mm  
 for Dishwasher (SAMMIC) SP-290 - SP-290B - SP-350  
 SP-350B - SP-550 - SP-550B  
 for Dishwasher hood type (SAMMIC) SC-1100  
 SC-1200  
 for Pan/utensilwashing machines (SAMMIC) SU-600  
 SU-750  

    

SAMMIC  2304293 SAMMIC  2319400  

<T2

Electrical cables
T2>

<|

3 0 5 0 1 5 0
|>

P OW E R S UP P L Y C A BL E 3 x1 .5  m m ²
<| |>

with plug SCHUKO
 overall length 2500 mm  

    

SAMMIC  SL1671  

<T2

Electronic boards
T2>

<|

3 3 9 0 2 4 4
|>

C O N TR OL  BO A RD
<| |>

dimensions 140x100 mm
 for Pan/utensilwashing machines (SAMMIC) SU-600S  

    

SAMMIC  2319053  

<T2

Feet
T2>

<|

3 3 1 3 0 4 0
|>

A D JU S TA BL E S/ST . FOO T ø  1 "1 /2  x  h  95  m m
<|

3 3 1 3 0 8 8
|>

A D JU S TA BL E S/ST EEL FO O T ø 2 " x  h 1 8 5  m m
with fixed screw M10x25 mm with fixed screw M10x22 mm

 adjustable height 95÷150 mm  adjustable height 185÷290 mm

    

SAMMIC  2310659  SAMMIC  00018071

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Filters
T2>

<|

3 1 6 0 3 5 0
|>

IM P U R IT IES  FIL TER
<|

5 0 5 7 9 5 8
|>

S UC T IO N  FIL TER
for Dishwasher (SAMMIC) SL-23 - SL-23B - SL-23BP external ø 101 mm - overall height 130 mm

 for Glasswasher/Cupwasher (SAMMIC) SL-24  for Dishwasher (SAMMIC) P-50 - S-50 - S-60
  SL-290 - SL-290B - SL-300 - SL-350 - SL-350B
  SL-550 - SL-550B - SL-650C - SL-800 - SL-800B
  X-45 - X-50 - X-60 - X-80
  for Glasswasher/Cupwasher (SAMMIC) P-40 - S-41
  SL-20 - SL-21 - SL-21B - SL-23 - SL-23B - X-40
  X-41

    

SAMMIC  2313200 SAMMIC  2319262  SAMMIC  2313201 SAMMIC  2319259

<|

3 1 6 0 4 6 6
|>

S UR FA C E FILT ER  2 7 5 x2 4 0 H 1 4  m m
<|

3 1 6 0 4 8 3
|>

S UR FA C E FILT ER  3 2 0 x2 5 0  m m

    

SAMMIC  00011230  SAMMIC  00065523

<|

3 1 6 0 0 0 7
|>

W A TE R FILT ER  ø 3 /4 "FF
<| |>

    

SAMMIC  2311738  

<T2

Fuses
T2>

<|

3 0 4 9 0 1 3
|>

D EL A Y FU SE ø  5x2 0  m m  - 1 0  P C S
<| |>

250V 1A

    

SAMMIC  2149131  

<T2

Guides
T2>

<|

7 1 0 0 2 4 5
|>

D O OR  S LID EW A Y 5 6 4 x34 x2 5  m m
<| |>

for DISHWASHER ELFRAMO LP61H

    

SAMMIC  00065677  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Handles
T2>

<|

3 2 4 2 6 8 6
|>

H A ND LE S UP P O RT
<| |>

    

SAMMIC  00065595  

<T2

Heating elements
T2>

<|

3 4 5 5 3 2 1
|>

H EA T.EL EM .F/T A NK  3 0 0 0 W  2 3 0V
<| |>

immersed length 380 mm
 flange 80 x 27 mm  
 for Dishwasher (SAMMIC) S-750 - S-750A - SB-750  
 SB-750A  
 for Dishwasher hood type (SAMMIC) LV-1100  
 SC-1100 - SC-1200  

    

SAMMIC  2309094  

<|

3 4 5 5 3 1 5
|>

H EA TING  EL EM EN T FO R B OILER  2 5 0 0 W  2 3 0 V
<|

5 0 2 9 3 8 8
|>

O RM  G A SK ET 0 5 2 0 -8 0  EP D M
immersed length 260 mm ring thickness 8.0 mm - internal ø 52.0 mm

 external ø flange 70 mm - with probe receptacle  2 pieces pack
 for Dishwasher (SAMMIC) E-300 - SP-23 - SP-23B  for Dishwasher (SAMMIC) SL-290 - SL-290B - SL-350
 SP-290  SL-350B - SL-550 - SL-550B
 for Glasswasher/Cupwasher (SAMMIC) LVT-19 - S-20  for Dishwasher hood type (SAMMIC) E-1000 - LV-1100
 S-21 - S-23 - SB-22 - SB-23 - SV-19 - SV-20  LV-1200 - SC-1100 - SC-1200
 SV-21 - SV-21B  for Glasswasher/Cupwasher (SAMMIC) S-21 - S-23
  SB-22 - SB-23 - SL-18 - SL-19 - SL-20 - SL-21
  for Pan/utensilwashing machines (SAMMIC) SU-600
  SU-750

    

SAMMIC  2309696  SAMMIC  2309051

<|

3 3 5 5 1 7 1
|>

H EA TING  EL EM EN T FO R B OILER  9 8 0 0 W  2 3 0 V
<|

3 1 8 6 0 0 4
|>

G A SK ET FL A T R U BBER  8 7 x7 0x5
immersed length 320 mm central hole ø 50 mm

 flange 90x75 mm - with bulbholder sheathing  
 complete with gasket 3186004  
 nut (3528232) and washer (3528238) on request  

    

SAMMIC  00003349  SAMMIC  00003430

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 4 5 5 3 1 4
|>

H EA TING  EL EM EN T FO R T A N K 1 5 0 0 W  2 3 0 V
<|

3 3 5 5 1 6 8
|>

H EA TING  EL EM EN T T AN K  5 7 0 0W  2 2 0 /2 4 0 V
immersed length 190 mm immersed length 310 mm

 width 117 mm - connections ø 12 mm  width 85 mm - fitting ø 1"1/4 (43 mm)
 for Dishwasher (SAMMIC) E-300 - S-290 - SB-290  complete with gasket ø 54 mm (3186010)
 SP-23 - SP-23B  
 for Glasswasher/Cupwasher (SAMMIC) E-19 - LVT-19  
 S-20 - S-21 - S-23 - SB-22 - SB-23 - SV-19  
 SV-20 - SV-21 - SV-21B  

    

SAMMIC  2309746  SAMMIC  00003270

<|

3 4 5 5 0 1 1
|>

H EA TING  EL EM EN T 1 5 0 0 W  2 3 0 V
<|

3 3 5 5 5 8 5
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 2 0 V
immersed length 195 mm immersed length 250 mm

 width 115 mm - flange 50x27 mm  width 65 mm - flange 80x27 mm
 for Glasswasher/Cupwasher (SAMMIC) SL-19 - SL-20  for Glasswasher/Cupwasher (SAMMIC) E-19 - LVT-18
  LVT-18A - LVT-18H

    

SAMMIC  2313119  SAMMIC  2302830

<|

3 4 5 5 0 1 2
|>

H EA TING  EL EM EN T 2 0 0 0 W  2 3 0 V
<|

3 4 5 5 0 1 5
|>

H EA TING  EL EM EN T 2 5 0 0 W  2 3 0 V
immersed length 265 mm immersed length 385 mm

 external ø flange 55 mm - with probe receptacle  width 105 mm - flange 80x27 mm
 complete with O-ring ø 48 mm (3186001)  for Dishwasher (SAMMIC) SP-290BS
 for Glasswasher/Cupwasher (SAMMIC) SL-18  

    

SAMMIC  2313132  SAMMIC  2313408 SAMMIC  2313465

<|

3 4 5 5 0 1 7
|>

H EA TING  EL EM EN T 2 5 0 0 W  2 3 0 V
<| |>

immersed length 375 mm
 width 65 mm - flange 80x27 mm  
 for Dishwasher (SAMMIC) S-350 - S-550 - SB-350  
 SB-550 - SL-650C - SP-800  
 for Dishwasher hood type (SAMMIC) E-1000 - SC-1100  

    

SAMMIC  2309092  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 4 5 5 0 1 6
|>

H EA TING  EL EM EN T 2 8 0 0 W  2 3 0 V
<|

5 0 2 9 3 8 8
|>

O RM  G A SK ET 0 5 2 0 -8 0  EP D M
immersed length 300 mm ring thickness 8.0 mm - internal ø 52.0 mm

 external ø flange 70 mm - with probe receptacle  2 pieces pack
 for Glasswasher/Cupwasher (SAMMIC) SL-19  for Dishwasher (SAMMIC) SL-290 - SL-290B - SL-350
  SL-350B - SL-550 - SL-550B
  for Dishwasher hood type (SAMMIC) E-1000 - LV-1100
  LV-1200 - SC-1100 - SC-1200
  for Glasswasher/Cupwasher (SAMMIC) S-21 - S-23
  SB-22 - SB-23 - SL-18 - SL-19 - SL-20 - SL-21
  for Pan/utensilwashing machines (SAMMIC) SU-600
  SU-750

    

SAMMIC  2319070  SAMMIC  2309051

<|

3 4 5 5 0 1 3
|>

H EA TING  EL EM EN T 3 0 0 0 W  2 3 0 V
<|

3 4 5 5 0 1 4
|>

H EA TING  EL EM EN T 4 5 0 0 W  2 3 0 V
immersed length 305 mm immersed length 370 mm

 external ø flange 70 mm - with probe receptacle  external ø flange 70 mm - with probe receptacle
 complete with O-ring ø 67 mm (3186014)  complete with O-ring ø 67 mm (3186014)
 complete with fastening rod and contact protection  for Dishwasher (SAMMIC) S-550 - SB-550 - SL-290BS
 for Dishwasher (SAMMIC) S-290 - S-350 - SB-290  SP-550 - SP-550B
 SB-350 - SL-290BS - SP-350  

    

SAMMIC  2309778  SAMMIC  2309100

<|

3 4 5 5 0 0 8
|>

H EA TING  EL EM EN T 6 0 0 0 W  2 3 0 V
<|

3 4 5 5 0 0 9
|>

H EA TING  EL EM EN T 6 0 0 0 W  2 3 0 V
immersed length 270 mm immersed length 455 mm

 external ø flange 70 mm - with probe receptacle  external ø flange 70 mm - with probe receptacle
 complete with O-ring ø 67 mm (3186014)  complete with O-ring ø 67 mm (3186014)
 for Pan/utensilwashing machines (SAMMIC) SU-600S  for Dishwasher (SAMMIC) S-750 - S-750A - SB-750
  SB-750A - SP-800
  for Dishwasher hood type (SAMMIC) E-1000 - LV-1100
  SC-1100
  for Pan/utensilwashing machines (SAMMIC) SU-600S
  for Dishwasher (SAMMIC) SL1200

    

SAMMIC  2319039  SAMMIC  2309098

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 3 5 5 1 7 0
|>

H EA TING  EL EM EN T 8 3 0 0 /9 0 0 0 /1 0 1 0 0W
<|

3 1 8 6 0 0 4
|>

G A SK ET FL A T R U BBER  8 7 x7 0x5
230/240/254V - for boiler central hole ø 50 mm

 immersed depth 320 mm  
 flange 90x75 mm - with probe receptacle  
 complete with gasket 3186004  
 nut (3528232) and washer (3528238) on request  

    

SAMMIC  00002471 SAMMIC  00003334  SAMMIC  00003430

<|

3 4 5 5 0 1 0
|>

H EA TING  EL EM EN T 9 0 0 0 W  2 3 0 V
<| |>

immersed length 520 mm
 external ø flange 70 mm - with probe receptacle  
 complete with O-ring ø 67 mm (3186014)  
 complete with fastening rod and contact protection  
 for Pan/utensilwashing machines (SAMMIC) SU-600S  

    

SAMMIC  2309858  

<T2

Hinges, catches and accessories
T2>

<|

3 0 5 3 2 0 3
|>

D O OR  H IN G E
<| |>

    

SAMMIC  00065309  

<|

3 0 5 3 3 7 3
|>

D O OR  T IR E R OD  A S SEM BL Y ø 4 x3 2 0  m m
<|

3 0 5 3 3 7 4
|>

D O OR  T IR E R OD  R ET A IN ER  W IT H P L A TE
for Dishwasher (SAMMIC) SL-23 - SL-23B - SL-23PB for Dishwasher (SAMMIC) SL-23 - SL-23B - SL-23PB

 for Glasswasher/Cupwasher (SAMMIC) SL-24  for Glasswasher/Cupwasher (SAMMIC) SL-24

    

SAMMIC  2309224  SAMMIC  2309566

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Hose-end fittings
T2>

<|

3 3 1 5 1 0 0
|>

"T" H OS E-EN D  FIT TING  ø  1 3  m m
<|

3 3 1 5 0 3 7
|>

4 - W A YS H O SE-EN D  FIT TIN G ø  12  m m

    

SAMMIC  2309583  SAMMIC  4309192

<T2

Hydraulic piping
T2>

<|

3 7 4 3 0 1 9
|>

R IN SE  TU BE M R 8 00 /M R C 8 0 0
<|

3 4 5 0 2 0 9
|>

R U BBER  PIP E ø 1 3 x20  m m  - 4 0  m
length 400 mm operating temperature -40+100°C

    

SAMMIC  00005080  SAMMIC  00013411

<T2

Indicator lights
T2>

<|

3 2 2 1 0 9 4
|>

IN D IC A TO R  LIG HT  OR A N G E 23 0 V
<|

3 2 2 1 0 2 4
|>

IN D IC A TO R  LIG HT  R ED  2 3 0 V
ø head 14 mm - ø hole 11. 5 mm - 120°C head ø 15 mm - hole ø 13 mm - 120°C

  faston M 6.3x0.8 mm
  universal application

    

SAMMIC  28100011  SAMMIC  2309960

<|

3 3 1 9 7 7 0
|>

IN D IC A TO R  LIG HT  W H IT E 1 0A  2 5 0 V
<|

3 2 2 1 4 4 7
|>

IN D IC A TO R  LIG HT  W H IT E 2 30 V
mounting hole 25x27 mm mounting hole 22x30 mm

  for Dishwasher hood type (SAMMIC) SC-1100

    

SAMMIC  2306539  SAMMIC  2310401 SAMMIC  2319316

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Inlet hoses
T2>

<|

3 4 4 9 0 0 1
|>

IN L ET EL BO W  H OS E ø 3 /4 " FF 1 5 0 0  m m
<|

3 4 4 9 0 5 5
|>

IN L ET EL BO W  H OS E ø 3 /4 " FF 1 5 0 0  m m
thermoplastic hose ø 10x16 mm thermoplastic hose ø 13x19 mm

 nylon fittings ø 3/4" with gaskets  brass fittings ø 3/4"F with gaskets
 max temperature 90°C  max temperature 90°C
 max pressure 10 bar  max pressure 10 bar
  with WRAS approval

    

SAMMIC  2309745  SAMMIC  2309745

<|

3 4 4 9 3 1 8
|>

IN L ET EL BO W  H OS E ø 3 /4 " FF 1 5 0 0  m m
<| |>

suitable for TECHNICAL water
 hose ø 10x14.5 mm  
 nylon fittings ø 3/4"F with gaskets  
 max temperature 25°C  
 max pressure 20 bar  

    

SAMMIC  07130001  

<T2

Interference suppression filters
T2>

<|

3 1 6 0 3 6 8
|>

IN T ER FER .SU P PR .FILT ER  D .E.M . FL C B5 0 1 5 6 1 F
<|

3 1 6 0 4 7 9
|>

IN T ER FER ENC E SU P . FIL TER  D .E.M .FC 7 01 Y 2 FL
0,1µF 250V 50/60Hz 10A 0.47µF

    

SAMMIC  2310793 SAMMIC  2319236  SAMMIC  24100100

<T2

Ironmongery (screws,nuts,washers)
T2>

<|

9 7 4 2 0 0 7
|>

FEA T HER  K EY ST . ST EEL  C 4 0  5 x5 x2 0  m m
<|

3 5 2 8 2 1 2
|>

W ID E FLA T  W A SH ER  M 1 2
UNI 6604/A - DIN 6685/A internal/external ø  13/36 mm - thickness 3 mm

  stainless steel - UNI 6593 - DIN 9021 - ISO 7093

    

SAMMIC  SL0010  SAMMIC  02120040

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Level probes
T2>

<|

3 3 4 1 0 5 7
|>

L EVEL  R EGU L A TO R  0 .6 A 2 4 0 V
<| |>

for Dishwasher (SAMMIC) SL-23

    

SAMMIC  2310475  

<T2

Magnets
T2>

<|

7 1 0 5 9 8 9
|>

M A GN ET IC  U N IT  ST EM  M 3 7 0
<|

3 2 4 0 9 7 4
|>

M IC R O SW ITC H M A G N ET 6 3 x19 x7  m m
45x18x10.5 mm for Dishwasher (SAMMIC) SL-800B - SP-23 - SP-23B

 for Dishwasher pull-through (SAMMIC) - Series ST  SP-290 - SP-350 - SP-550 - SP-550B - SP-800
  for Glasswasher/Cupwasher (SAMMIC) SV-19

    

SAMMIC  2311812  SAMMIC  2310470

<|

3 2 4 0 8 8 4
|>

R EC T AN G U LA R  M A GN ET  6 3 x1 9 x7  m m
<| |>

    

SAMMIC  2319222  

<T2

Manifolds for dishwashers
T2>

<|

3 7 4 3 3 7 8
|>

FILT ER  M A N IF OL D
<|

5 0 6 5 7 7 5
|>

N UT  FO R D R A IN A S SEM BL Y
for Dishwasher (SAMMIC) for Dishwasher (SAMMIC) P-50 - S-50 - S-60

  SL-290 - SL-290B - SL-300 - SL-350 - SL-350B
  SL-550 - SL-550B - SL-650C - SL-800 - SL-800B
  X-45 - X-50 - X-60 - X-80
  for Glasswasher/Cupwasher (SAMMIC) P-41 - S-41
  SL-20 - SL-21 - SL-21B - SL-22 - SL-23
  SL-23B - X-40 - X-41

    

SAMMIC  2313203 SAMMIC  2319265  SAMMIC  2313202 SAMMIC  2319264

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Microswitches, magnetic
T2>

<|

3 2 4 0 1 4 1
|>

M A GN ET IC  M IC R OS W IT C H  E5 1 0 1 V
<|

3 2 4 0 2 1 6
|>

M A GN ET IC  M IC R OS W IT C H  E5 2 2 1 V
0.04A 250V - NO contact - head 32x13 mm 0.04A 250V - contact NO - head 40x13x8 mm

 with magnet 63x19x11 mm  with cable length 1900 mm
 with cable length 900 mm  for Dishwasher (SAMMIC) SP-23 - SP-23B - SP-290
  SP-350 - SP-550 - SP-550B
  for Glasswasher/Cupwasher (SAMMIC) LV-19

    

SAMMIC  25110113  SAMMIC  2009205 SAMMIC  2050705 SAMMIC  2059013

<|

3 2 4 0 1 3 8
|>

M A GN ET IC  M IC R OS W IT C H  ST EM  E5 30  1 C
<| |>

1-NO 250V 0.4A 100W
 cable length 3000 mm  

    

SAMMIC  19410213  

<T2

Microswitches, mechanical
T2>

<|

3 2 4 0 8 2 0
|>

M IC R O SW ITC H EL EC T R IC A  N R 4 8W 5
<|

3 8 0 3 0 0 1
|>

M IC R O SW ITC H S A IA -BU R GES S
1NO + 1NC 16A 250V mod. XGC2-88-J24H

  16A 230V
  for Dishwasher (SAMMIC) E-300 - S-290 - S-350
  S-550 - S-750 - S-750A - SB-290 - SB-350
  SB-550 - SB-750 - SB-750A
  for Glasswasher/Cupwasher (SAMMIC) E-19 - LVT-18
  LVT-18A - LVT-18H - S-20 - S-21 - S-23 - SB-22
  SB-23

    

SAMMIC  6420114  SAMMIC  4309250

<T2

Non-return and expansion valves
T2>

<|

1 5 2 6 5 0 3
|>

N ON -R ETU R N V A LV E ø 4 0  m m
<| |>

ballcock - outlets ø 12 mm
 stainless steel cap  

    

SAMMIC  23180203  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

O-Ring and ORM gaskets
T2>

<|

1 1 8 6 8 8 0
|>

O -R ING  0 4 2 8 7  NEU T RA L  SIL IC O N E
<| |>

ring thickness 3.53 mm - internal ø 72.62 mm
 for shower head  

    

SAMMIC  6.201.902.001  

<T2

Pressure switches
T2>

<|

3 3 2 0 0 2 3
|>

P R ESS UR E S W IT C H  1  L EV EL
<|

3 3 2 0 1 1 7
|>

P R ESS UR E S W IT C H  1  L EV EL
calibration 60/20 mm calibration 40/15 mm

 250V 16A  250V 16A
 max operating temperature 85°C  for Glasswasher/Cupwasher (SAMMIC) SL-18 - SL-19

    

SAMMIC  27100001  SAMMIC  2302815 SAMMIC  2319212

<|

3 3 2 0 1 7 5
|>

P R ESS UR E S W IT C H  1  L EV EL
<| |>

calibration 130/40 mm
 250V 16A  
 max operating temperature 85°C  
 for Pan/utensilwashing machines (SAMMIC) SU-600S  

    

SAMMIC  2302816 SAMMIC  2319354  

<T2

Probes
T2>

<|

3 4 4 5 2 7 3
|>

T EM P ER A TU R E P R OBE N T C
<| |>

cable length 1000 mm - bulb ø 6x55 mm
 connection ø 1/8"  
 for Pan/utensilwashing machines (SAMMIC) SU-600S  

    

SAMMIC  2310459 SAMMIC  2311663  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Relays
T2>

<|

3 3 5 1 9 0 1
|>

P OW E R R EL A Y FIN D ER  6 0 .6 2 .8 .2 3 0 .0 0 00
<|

3 3 5 1 6 0 2
|>

P OW E R R EL A Y FIN D ER  6 5 .3 1 .8 .2 3 0 .0 3 00
230V 50/60Hz 230V 50/60Hz

 2 exchange contacts 10A  1 contact NO 30A

    

SAMMIC  25130102  SAMMIC  19620103

<|

3 3 5 1 0 3 4
|>

P OW E R R EL A Y H F1 05 F -4  3 0 A  2 2 0 Vac
<|

1 3 5 1 0 0 6
|>

P OW E R R EL A Y SC HR A C K  RM 7 0 5 7 3 0
for Dishwasher (SAMMIC) SL-23 230V 16A

 for Glasswasher/Cupwasher (SAMMIC) SL-24  for Dishwasher (SAMMIC) SL-290B

    

SAMMIC  2310410 SAMMIC  2319225 SAMMIC  2319314  SAMMIC  2310415

<|

3 3 5 1 0 3 5
|>

P OW E R R EL A Y W EID M Ü L LE R R P W 2 0 5 7 3 0
<| |>

2 exchange contacts 16A - coil 230Vac 50/60Hz
 for Dishwasher (SAMMIC) SL-23 - SL-290/B  
 SL-350/B - SL-550/B  

    

SAMMIC  4301854  

<T2

Rinse aid pumps and accessories
T2>

<|

3 0 9 0 2 1 3
|>

D ET ER GEN T  D IS P . PER IST A LT IC  P U M P N BR -3
<|

3 0 9 0 3 0 2
|>

D ET ER GEN T  D IS P . PER IST A LT IC  P U M P P G -1 .5
220/240V 50/60Hz 8W 230V 50/60Hz 8W

 flow rate 3 L/h 0.1 bar  fixed flow rate: 1.5 L/h pressure: 0.1 bar
 santoprene hose  santoprene hose
 time-break adjustment  complete with mounting kit
 protection IP 56  
 complete with assembly kit  

    

SAMMIC  20155100 SAMMIC  20155111  SAMMIC  2310293

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 0 9 0 3 6 0
|>

EL BO W  FIT TING  FO R H O SE 4 x6
<|

3 0 9 0 1 5 0
|>

H YD R A U LIC  R IN SE A ID  D IS P ENS ER
stainless steel ex mod.2000/VNR/D/1

 for ELFRAMO LV  flow rate max 6.6 cc
  valves and silicone diaphragm

    

SAMMIC  20155102  SAMMIC

<|

3 0 9 0 0 4 9
|>

P ER IS TA L TIC  P UM P  R IN SE A ID  N BM -0 .4
<|

3 0 9 0 1 6 3
|>

R IN SE  AID  H YD R A UL IC  D IS P ENS ER
model NBM-0.4 - 230V 50/60Hz 8W for Dishwasher hood type (SAMMIC) LV-1100

 sekobril tube 0.4 L/h  LV-1200 - LV-750
 time-break adjustment  
 This KIT for DISHWASHER includes:  
 bracket, hose, connection cables, foot filter with  
 stainless steel counterweight  

    

SAMMIC  00220401  SAMMIC  2305055

<|

3 0 9 0 1 5 8
|>

R IN SE  AID  P ER IS TA L TIC  D IS P ENS ER  G 82 B
<| |>

230V 50/60Hz 4W
 flowrate 0.6 L/h silicone hose  
 for Dishwasher (SAMMIC) SL-650C  

    

SAMMIC  2319005  

<T2

Solenoid valves
T2>

<|

3 1 2 0 0 0 5
|>

S OL EN . VA L VE EL BI T YP E 3 2 9  1  W AY  1 80 °
<|

3 1 2 0 0 0 7
|>

S OL EN . VA L VE EL BI T YP E 3 4 9  2  W AY  1 80 °
220/240V 50/60Hz - max. temperature 90°C 220/240V 50/60Hz - max. temperature 90°C

 inlet 3/4" - outlet ø 10.5 mm  inlet 3/4" - two outlets ø 10.5 mm

    

SAMMIC  23120021  SAMMIC  8100265

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 1 2 0 0 0 8
|>

S OL EN . VA L VE EL BI T YP E 3 5 0  1  W AY  9 0°
<|

3 1 2 0 6 1 0
|>

S OL EN OID  VA L VE L 1 4 5 R2  1 /2 "FF 2 4 V
220/240V 50/60Hz - max. temperature 90°C for steam

 inlet 3/4" - outlet ø 13.5 mm  normally closed (ex L142 M2)
  max. temperature 175°C
  max. differential pressure 12 bar
  coil 24V  50Hz

    

SAMMIC  2304941  SAMMIC  23150001

<T2

Spare parts for pumps
T2>

<|

3 7 8 6 4 8 5
|>

G A SK ET FO R  PU M P  LA FER T  A M 9 0 S
<| |>

    

SAMMIC  00002920  

<T2

Springs
T2>

<|

3 2 5 0 2 1 6
|>

D O OR  S PR ING  SR 1 7
<|

3 1 8 9 0 4 6
|>

D O OR  S LID EW A Y L P6 0  4 6 0 x3 5  m m

    

SAMMIC  00079730  SAMMIC  00065245

<|

3 2 5 0 1 8 1
|>

H OO D  L IFT IN G  SP R IN G  ø 3 8 x5 0 5  m m
<|

3 0 5 3 3 7 5
|>

S PR ING  H OO K
for SAMMIC DISHWASHER SL1100B for Dishwasher hood type (SAMMIC) SL-1100B

    

SAMMIC  2310609 SAMMIC  2319432  SAMMIC  2310608 SAMMIC  2319431

<T2

Supports for wash and rinse arms
T2>

<|

3 7 4 3 5 0 2
|>

W A SH  A R M  AS SY  UP P ER   SU P PO R T
<| |>

for Glasswasher/Cupwasher (SAMMIC) SL-20 - SL-21

    

SAMMIC  2319062  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Switches
T2>

<|

3 3 1 9 2 0 1
|>

BIPO L A R C H A N G E OV ER  S W ITC H  1  P OS IT IO N
<|

3 3 1 9 0 8 8
|>

BIPO L A R S W IT C H  OR A N GE  1 6 A  2 5 0 V
16(4)A/250V 16(4)A 250V - max. temperature 120°C

 mounting hole 28x28 mm  with indicator light and push-button cap
  mounting hole 22x30 mm
  for Dishwasher (SAMMIC) E-300
  for Glasswasher/Cupwasher (SAMMIC) E-19 - LVT-18
  LVT-18A - LVT-18H - S-20

    

SAMMIC  28160024  SAMMIC  2306538

<|

1 3 1 9 2 1 0
|>

BIPO L A R S W IT C H  W H IT E 16 A  2 5 0 V
<|

3 3 1 9 4 6 2
|>

BL A C K  BIP O LA R  SW ITC H 1 2 A  2 5 0 V
with indicator light mounting hole 22x30 mm

 silk-screen print 0-1  for Dishwasher (SAMMIC) SL-800B
 max. temperature 120°C  
 mounting hole 22x30 mm  

    

SAMMIC  2310416  SAMMIC  2310402

<|

1 3 1 9 2 4 8
|>

BL A C K  PL U G
<|

9 3 1 9 0 6 6
|>

BL A C K  SIN G L E-P O LE  S W ITC H  1 0 A  2 50 V
mounting hole 22x30 mm with push-button cap

 for Dishwasher (SAMMIC) SP-350  mounting hole 13x20 mm

    

SAMMIC  2310405  SAMMIC  2052736

<|

3 3 1 9 2 2 6
|>

P U SH -BUT TO N  R EGEN ER A TION  C Y C LE  1 6 A  2 5 0 V
<|

9 3 1 9 0 6 8
|>

P U SH -BUT TO N  1 -P O LE  B LA C K  1 0 A  2 50 V
16(4)A 250V - max temperature 125°C max. temperature 100°C

 with indicator light -mounting hole 25x27 mm  mounting hole 13x20 mm
 for Glasswasher/Cupwasher (SAMMIC) LVT-18  
 LVT-18A - LVT-18H - S-20 - S-21 - SB-22  

    

SAMMIC  4301649  SAMMIC  2052737

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 3 1 9 1 8 1
|>

S TA R T S W IT C H  D OM INO
<|

3 3 1 9 6 7 0
|>

S W IT C H  B IP OL A R  W H IT E 16 A  2 5 0 V
mounting hole 28x28 mm with indicator light - 2 contacts NO

  mounting hole 22x30 mm
  for Dishwasher (SAMMIC) SP-23 - SP-23B - SP-290
  SP-350 - SP-550 - SP-550B - SP-800
  for Dishwasher hood type (SAMMIC) SC-1100
  SC-1200
  for Glasswasher/Cupwasher (SAMMIC) SV-19 - SV-20
  SV-21 - SV-21B

    

SAMMIC  28160020  SAMMIC  2310403 SAMMIC  2319215

<|

9 3 1 9 0 6 0
|>

S W IT C H  2  P O LE O R A NG E 1 2 A  2 5 0 V
<|

3 3 1 9 7 1 6
|>

S W IT C H  2 -P OL E G R EEN  16 A  2 5 0 V
mounting hole 13x20 mm 16(4)A 250V - max. temperature 125°C

  with indicator light - silk screen printing ON
  mounting hole 25x27 mm
  for Glasswasher/Cupwasher (SAMMIC) LVT-19 - S-21

    

SAMMIC  2052735  SAMMIC  2306536

<|

3 3 1 9 1 9 1
|>

T RIP LE S W IT C H  BL OC K  D O M IN O
<|

3 3 1 9 6 7 1
|>

W H IT E M ON O PO L AR  P U SH -BU TT ON  1 6 A  2 50 V
with indicator light

  mounting holes 22x30 mm
  for Dishwasher (SAMMIC) SP-23 - SP-23B - SP-290
  SP-350 - SP-550 - SP-550B - SP-800
  for Glasswasher/Cupwasher (SAMMIC) SV-19 - SV-20
  SV-21 - SV-21B

    

SAMMIC  28160023  SAMMIC  2310404 SAMMIC  2319208

<T2

Thermostats
T2>

<|

5 0 6 2 8 4 1
|>

S IN GL E-P HA S E TH ER M OS TA T  TR 2  0 -86 °C
<|

3 4 4 4 2 4 3
|>

S IN GL E-P HA S E TH ER M OS TA T  3 5 -9 3 °C
D shaped pin ø 6x4.6 mm covered capillary 1000 mm

 capillary length 930 mm - 15A 250V  bulb ø 6x125 mm
 bulb ø 6.5x98 mm  D-shaped pin ø 6x4.6 mm
  for boiler setting

    

SAMMIC  2302850  SAMMIC  22180004

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 4 4 4 2 1 3
|>

S IN GL E-P HA S E TH ER M OS TA T  5 5 °C
<|

3 4 4 4 0 0 4
|>

T HER M O ST AT  SIN GL E-P HA S E TR 2  0 -90 °C
automatic reset D-shaped pin ø 6x4.6 mm

 capillary length covered 610 mm - 15A 250V  capillary length 1500 mm - 15A 250V
 button bulb ø 9.5x47 mm  bulb ø 6.5x95 mm
 thread fitting ø 16.5 mm  for Dishwasher (SAMMIC)
  for Glasswasher/Cupwasher (SAMMIC)

    

SAMMIC  00057151  SAMMIC  2309068

<|

5 0 0 6 3 8 2
|>

T HER M O ST AT  1 -PO L E FIX ED  6 0 °C
<|

3 4 4 4 2 4 2
|>

T HR EE-P HA S E TH ER M OS TA T  +1 0 7 °C
with automatic reset - 15A 250V with manual reset

 length of capillary covered 610 mm  covered capillary 850 mm
 button bulb ø 11x46 mm  bulb ø 6x80 mm
 threaded connection ø 16 mm  for boiler safety
 complete with gasket and bulb fixing ring nut  

    

SAMMIC  00057151  SAMMIC  22100002

<T2

Tubing and hoses
T2>

<|

3 2 4 8 0 5 9
|>

IN L ET H O SE
<|

3 3 4 9 4 7 0
|>

IN L ET P IPE F OR  P UM P
internal ø 70 mm ø internal 64/69 mm

 length 260 mm  overall length 325 mm

    

SAMMIC  00052901  SAMMIC  00065281

<|

3 2 4 8 0 3 4
|>

P U M P  O UT L ET H OS E
<| |>

internal ø 70/50 mm
 total length 190 mm  

    

SAMMIC  00004070  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Wash and rinse arms for warewashers
T2>

<|

3 7 4 3 4 9 2
|>

A R M  A S SEM BL Y W A S H/RIN SE 4 0 0  m m
<|

5 0 5 8 3 8 5
|>

K IT  C OL L EC TO R  LO W ER
for Glasswasher/Cupwasher (SAMMIC) SL-20 - SL-21 for Dishwasher (SAMMIC) P-50 - SL-290 - SL-290B

  SL-300 - SL-350 - SL-350B - SL-360 - SL-550
  SL-550B - SL-560 - SL-800 - X-45
  for Glasswasher/Cupwasher (SAMMIC) SL-21 - SL-21B
  SL-23 - SL-23B - X-41

    

SAMMIC  2313178 SAMMIC  2319252  SAMMIC  2319061

<|

3 7 4 3 4 9 6
|>

K IT  RIN SE JET  A SS EM BL Y A ND  C AP S
<|

3 7 4 3 4 9 9
|>

P IN  FO R W A S H  A R M  A SS EM BL Y
12 jets - 12 springs for Glasswasher/Cupwasher (SAMMIC) SL-18

 16 gaskets - 4 jet caps  
 for Dishwasher (SAMMIC)  

    

SAMMIC  2313125  SAMMIC  2313219 SAMMIC  2319206

<|

3 7 4 3 4 9 7
|>

W A SH  A R M  AS SE M B LY EN D  C UP S  4  P C S
<|

3 7 4 3 4 9 8
|>

W A SH /R INS E A R M  A S SEM BL Y BO SS
for Glasswasher/Cupwasher (SAMMIC) SL-18 - SL-19

    

SAMMIC  2313126  SAMMIC  2313211

<|

5 0 3 5 4 8 9
|>

R IN SE  AR M  A SS EM BL Y ST . ST EEL  66 4  m
<|

3 7 4 3 0 2 3
|>

R IN SE  AN T IFR IC TION  BU SH ER
ø external 24 mm.

  ø internal 12 mm.

    

SAMMIC  00065294  SAMMIC  00018106

<|

3 7 4 3 0 2 7
|>

R IN SE  AR M  A SS Y BL OC KING  P IN
<|

3 5 0 1 0 7 2
|>

S TA IN L ESS  ST EEL  RIN SE JET  M 5 x1

    

SAMMIC  00018076  SAMMIC  00018083

<T1

SAMMIC
T1>



Suitable for: Suitable for:
<|

3 7 4 3 0 2 4
|>

T HR EA D ED  B US H ER M 1 0
<| |>

    

SAMMIC  00018228  

<|

3 7 4 3 4 9 1
|>

R IN SE  AR M  A SS EM BL Y 3 6 0  m m
<|

3 7 4 3 4 9 6
|>

K IT  RIN SE JET  A SS EM BL Y A ND  C AP S
for Glasswasher/Cupwasher (SAMMIC) SL-18 - SL-19 12 jets - 12 springs

  16 gaskets - 4 jet caps
  for Dishwasher (SAMMIC)

    

SAMMIC  2313224 SAMMIC  2319203  SAMMIC  2313125

<|

3 7 4 3 4 9 5
|>

R IN SE  AR M  A SS EM BL Y BO SS
<| |>

for Dishwasher (SAMMIC) SL-1100 - SL-1200
 for Glasswasher/Cupwasher (SAMMIC) SL-18 - SL-19  
 SL-20  

    

SAMMIC  2313117  

<|

7 1 0 1 7 7 0
|>

R IN SE  AR M  A SS EM BL Y 5 0 2  m m
<|

3 7 4 3 4 9 6
|>

K IT  RIN SE JET  A SS EM BL Y A ND  C AP S
for Dishwasher hood type (SAMMIC) S-120 - SL-1200 12 jets - 12 springs

 X-120  16 gaskets - 4 jet caps
  for Dishwasher (SAMMIC)

    

SAMMIC  2313471 SAMMIC  2319458  SAMMIC  2313125

<|

3 7 4 3 4 9 5
|>

R IN SE  AR M  A SS EM BL Y BO SS
<| |>

for Dishwasher (SAMMIC) SL-1100 - SL-1200
 for Glasswasher/Cupwasher (SAMMIC) SL-18 - SL-19  
 SL-20  

    

SAMMIC  2313117  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

5 0 2 2 4 9 5
|>

S TA IN L ESS  ST EEL  RIN SE U N IT  L P 6 0  5 5 0  m m
<|

3 7 4 3 0 2 3
|>

R IN SE  AN T IFR IC TION  BU SH ER
ø external 24 mm.

  ø internal 12 mm.

    

SAMMIC  00065625  SAMMIC  00018106

<|

3 7 4 3 0 2 7
|>

R IN SE  AR M  A SS Y BL OC KING  P IN
<|

3 5 0 1 0 7 2
|>

S TA IN L ESS  ST EEL  RIN SE JET  M 5 x1

    

SAMMIC  00018076  SAMMIC  00018083

<|

3 7 4 3 0 2 4
|>

T HR EA D ED  B US H ER M 1 0
<| |>

    

SAMMIC  00018228  

<|

5 0 4 2 4 6 3
|>

W A SH  A R M  AS SE M B LY
<| |>

for Glasswasher/Cupwasher (SAMMIC) E-18 - E-19
 LVT-18 - LVT-18A - LVT-18H - S-20 - SV-18  
 SV-18H  

    

SAMMIC  4301864  

<|

3 7 4 3 6 2 6
|>

W A SH  A R M  AS SE M B LY 6 5 7  m m
<|

5 0 1 5 2 4 8
|>

W A SH  A R M  AS SE M B LY B OS S

    

SAMMIC  00052010  SAMMIC  00065336

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

7 1 0 4 7 5 0
|>

W A SH /R INS E A R M  A S SEM BL Y
<|

3 7 4 3 5 0 1
|>

W A SH /R INS E A R M  A S SEM BL Y BO SS
with bushings internal ø 16 mm for Glasswasher/Cupwasher (SAMMIC) SL-21

 for Dishwasher hood type (SAMMIC) S-100 - S-120  
 SL-1100 - SL-1100B - SL-1200 - SL-1200B  
 SL-900 - X-100 - X-120  

    

SAMMIC  2313419  SAMMIC  2319060

<|

3 7 4 3 4 9 4
|>

W A SH /R INS E A R M  A S SEM BL Y 3 6 0  m m
<|

3 7 4 3 4 9 6
|>

K IT  RIN SE JET  A SS EM BL Y A ND  C AP S
for Glasswasher/Cupwasher (SAMMIC) SL-18 - SL-19 12 jets - 12 springs

  16 gaskets - 4 jet caps
  for Dishwasher (SAMMIC)

    

SAMMIC  2313223 SAMMIC  2319204  SAMMIC  2313125

<|

3 7 4 3 4 9 9
|>

P IN  FO R W A S H  A R M  A SS EM BL Y
<|

3 7 4 3 4 9 7
|>

W A SH  A R M  AS SE M B LY EN D  C UP S  4  P C S
for Glasswasher/Cupwasher (SAMMIC) SL-18

    

SAMMIC  2313219 SAMMIC  2319206  SAMMIC  2313126

<|

3 7 4 3 4 9 8
|>

W A SH /R INS E A R M  A S SEM BL Y BO SS
<| |>

for Glasswasher/Cupwasher (SAMMIC) SL-18 - SL-19

    

SAMMIC  2313211  

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 7 4 3 6 4 7
|>

W A SH /R INS E A R M  A S SEM BL Y 5 1 0  m m
<|

3 7 4 3 6 5 3
|>

C A P  FOR  W A S H A R M
for Dishwasher (SAMMIC) E-300 4 pieces pack

 for Dishwasher hood type (SAMMIC) SC-1100  for Dishwasher (SAMMIC) E-300 - S-290 - S-350
 for Dishwasher (SAMMIC) LV900F  S-550 - S-750 - S-750A - SB-290 - SB-350
  SB-550 - SB-750 - SB-750A - SP-23 - SP-23B
  SP-290 - SP-350 - SP-550 - SP-550B - SP-800
  for Dishwasher hood type (SAMMIC) E-1000 - LV-1100
  SC-1100
  for Glasswasher/Cupwasher (SAMMIC) E-19 - LVT-18
  LVT-18A - LVT-18H - S-20 - S-21 - S-23 - SB-22
  SB-23 - SV-19 - SV-20 - SV-21 - SV-21B

    

SAMMIC  2304847  SAMMIC  2309076

<|

3 7 4 3 5 4 4
|>

K IT  RIN SE N OZ ZL ES
<|

5 0 2 9 3 8 0
|>

K IT  W A SH  NO ZZ LES
for Dishwasher (SAMMIC) E-300 - S-290 - S-350 for Dishwasher (SAMMIC) S-290 - S-350 - S-550

 S-550 - S-750 - S-750A - SB-290 - SB-350  S-750 - SB-290 - SB-350 - SB-550 - SB-7550
 SB-550 - SB-750 - SB-750A - SP-23 - SP-23B  SP-23 - SP-23B
 SP-290 - SP-350 - SP-550 - SP-550B  for Dishwasher hood type (SAMMIC) E-1000 - LV-1100
 for Dishwasher hood type (SAMMIC) E-1000 - LV-1080  for Glasswasher/Cupwasher (SAMMIC) E-18 - E-19
 LV-1100 - LV-1200 - SC-1100 - SC-1200  S-20 - S-21
 for Glasswasher/Cupwasher (SAMMIC) E-19 - LVT-18  
 LVT-18A - LVT-18H - S-20 - S-21 - S-23 - SB-22  
 SB-23 - SV-19 - SV-20 - SV-21 - SV-21B  

    

SAMMIC  2309080  SAMMIC  2309218

<T2

Wash jets and accessories
T2>

<|

3 5 0 1 2 3 8
|>

R IN SE  JET M 1 0  0 .5  L/m in
<| |>

for Dishwasher (SAMMIC)

    

SAMMIC  2311569  

<T2

Washing baskets and accessories
T2>

<|

3 0 5 5 5 5 5
|>

A L L P U RP O SE R A C K  5 0 0 x5 0 0 x1 0 0 m m
<|

3 0 5 5 5 5 6
|>

A L L P U RP O SE R A C K  5 0 0 x5 0 0 x1 0 0 m m
large meshed bottom with small holes

 made of plastic  in plastic
 useful internal height when stacked 76 mm  useful internal height when stacked 76 mm

    

SAMMIC  5300105  SAMMIC  5300130

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 0 5 5 0 5 3
|>

C U TL ER Y INS ER T R A C K  11 3 x1 1 3 x1 3 0  m m
<|

3 0 5 5 0 7 8
|>

C U TL ER Y INS ER T R A C K  13 0 x5 5 x10 0  m m
plastic with 2 compartments in moplen

    

SAMMIC  2302615  SAMMIC  2302617

<|

3 0 5 5 5 6 7
|>

C U TL ER Y R A C K  39 0 x2 1 0 x1 5 0  m m
<|

3 0 5 5 2 3 0
|>

G LA S S R A C K  3 5 0x3 5 0 x1 15  m m
of plastic in plastic covered wire

    

SAMMIC  5300125  SAMMIC  4301923

<|

3 0 5 5 4 7 8
|>

G LA S S R A C K  3 5 0x3 5 0 x1 50 m m
<|

3 0 5 5 2 3 8
|>

G LA S S R A C K  4 0 0x4 0 0 x1 35  m m
in plastic covered wire

    

SAMMIC  2302612  SAMMIC  2309733

<|

3 0 5 5 4 7 6
|>

G LA S S R A C K  4 0 0x4 0 0 x1 50  m m
<|

3 0 5 5 3 2 4
|>

G LA S S R A C K  4 5 0x4 5 0 x1 70  m m
of plastic

    

SAMMIC  2305468  SAMMIC  2307320

<|

3 0 5 5 5 6 2
|>

G LA S S R A C K  5 0 0x5 0 0 x1 00  m m
<|

3 0 5 5 5 6 3
|>

G LA S S R A C K  5 0 0x5 0 0 x1 00  m m
for 16 GLASSES ø 112 mm for 25 GLASSES ø 89 mm

 in plastic  in plastic
 glass height max 100 mm  glass height max 100 mm
 useful internal height when stacked 78 mm  useful internal height when stacked 78 mm

    

SAMMIC  5300174  SAMMIC  5300159

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<|

3 0 5 5 5 6 4
|>

G LA S S R A C K  5 0 0x5 0 0 x1 00  m m
<|

3 0 5 5 5 6 5
|>

G LA S S R A C K  5 0 0x5 0 0 x1 00  m m
for 36 GLASSES ø 74 mm for 49 GLASSES ø 63 mm

 made of plastic  made of plastic
 glass max. height 100 mm  glass max. height 100 mm
 useful internal height when stacked 78 mm  useful internal height when stacked 78 mm

    

SAMMIC  5300184  SAMMIC  5300194

<|

3 0 5 5 5 6 9
|>

O PEN  R IS ER  5 0 0x5 0 0 x4 5 m m
<|

3 0 5 5 5 5 7
|>

P LA T E R A C K 5 0 0 x5 0 0 x1 0 0  m m
in plastic in plastic

 useful internal height 41 mm  

    

SAMMIC  5300200  SAMMIC  5300112

<|

3 0 5 5 5 7 1
|>

S TA N D A RD  RISER  5 0 0 x5 00 x4 5  m m
<|

3 0 5 5 5 7 3
|>

S TA N D A RD  RISER  5 0 0 x5 00 x4 5  m m
riser for 16 GLASSES ø 112 mm riser for 36 GLASSES ø 74 mm

 in plastic  in plastic
 useful internal height 41 mm  useful internal height 41 mm

    

SAMMIC  5300215  SAMMIC  5300210

<|

3 0 5 5 5 7 4
|>

S TA N D A RD  RISER  5 0 0 x5 00 x4 5  m m
<|

3 0 5 5 5 5 8
|>

T RA Y R A C K  5 0 0 x5 0 0 x1 0 0 m m
riser for 49 GLASSES ø 63 mm for 7 TRAYS without insert

 in plastic  in plastic
 useful internal height 41 mm  tray length max 535 mm

    

SAMMIC  5300220  SAMMIC  5300120

<T1

SAMMIC
T1>



Suitable for: Suitable for:

<T2

Water softeners and accessories
T2>

<|

3 0 1 0 0 6 1
|>

M A NU A L  W A TER  SO FT ENE R 1 2  L  ø 3 /4 "
<|

3 0 1 0 0 6 2
|>

M A NU A L  W A TER  SO FT ENE R 1 6  L  ø 3 /4 "
for water treatment for TECHNICAL purposes for water treatment for TECHNICAL purposes

 STAINLESS STEEL cylinder capacity 12 L  STAINLESS STEEL cylinder capacity 16 L
 connections 3/4"  connections 3/4"
 dimensions: height 500 mm - ø 185 mm  dimensions: height 600 mm - ø 185 mm
 resin content 9 L  resin content 12 L
 regeneration salt(NaCl-table salt)1.5 Kg  regeneration salt(NaCl-table salt)2 Kg

    

SAMMIC  5320010  SAMMIC  5320015

<|

3 0 1 0 0 6 3
|>

M A NU A L  W A TER  SO FT ENE R 2 0  L  ø 3 /4 "
<|

3 0 1 0 0 6 0
|>

M A NU A L  W A TER  SO FT ENE R 8  L  ø 3 /4 "
for water treatment for TECHNICAL purposes for water treatment for TECHNICAL purposes

 STAINLESS STEEL cylinder capacity 20 L  STAINLESS STEEL cylinder capacity 8 L
 connections 3/4"  connections 3/4"
 dimensions: height 900 mm - ø 185 mm  dimensions: height 400 mm - ø 185 mm
 resin content 15 L  resin content 5.8 L
 regeneration salt(NaCl-table salt)3 Kg  regeneration salt(NaCl-table salt)1 Kg

    

SAMMIC  5320020  SAMMIC  5320005

<T1

SAMMIC
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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