
Spare parts for the professional sector:

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included

<T1

ANGELO PO
T1>

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included
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Commercial refrigeration



Suitable for: Suitable for:

<T2

Axial motor fans
T2>

<|

3 2 4 0 6 6 0
|>

A X IA L  F AN  EBM  3 9 5 6
<|

3 2 4 0 5 0 1
|>

A X IA L  F AN  S UN O N 1 2 0 x1 2 0 x3 8  m m
230V 50/60Hz 11W 2650rpm ball bearings

 92x92x25 mm  230V 50/60Hz 22W 2850rpm
 ball bearings  DP200A 2123XBT.GN

    

ANGELO PO  3076620  ANGELO PO  32M7130 ANGELO PO  32V5790

<|

3 2 4 0 5 0 3
|>

A X IA L  V EN TILA T OR  S UN O N 9 2 x9 2 x2 5  m m
<| |>

ball bearings
 230V 50/60Hz 14,5W 2350rpm  
 SF23092A 2092HBT.GN  

    

ANGELO PO  3113740 ANGELO PO  3205930  

<T2

Castors, rollers and accessories
T2>

<|

5 0 1 3 0 5 9
|>

W H EEL  W IT H S LID EW A Y
<| |>

external ø 31 mm hole 10 mm

    

ANGELO PO  36G3940  

<T2

Clamps
T2>

<|

3 4 4 9 4 5 1
|>

H OS E C L A M P  1 0 -1 6
<| |>

for pipes ø 10÷16 mm
 made of stainless steel AISI 304  
 height 9 mm and screw E7  
 suitable for food industry  

    

ANGELO PO  36E4320  

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Compressors and spare parts
T2>

<|

3 0 7 0 0 1 2
|>

C O M PR ES SO R  C U BIG EL  GL 6 0 TB  C SIR
<|

3 0 7 0 0 1 3
|>

C O M PR ES SO R  C U BIG EL  GL 8 0 TB  C SIR
220/240V. 50Hz 220/240V 50Hz

 power 1/5 Hp, displacement 5.67 cc  power 1/5 Hp, displacement 7.57 cc
 gas R134a HMBP  gas R134a HMBP

    

ANGELO PO  34D6390  ANGELO PO  34D6500

<|

3 0 7 0 0 1 4
|>

C O M PR ES SO R  C U BIG EL  GL 9 0 TB  C SIR
<|

3 0 7 0 2 1 8
|>

C O M PR ES SO R  EM B RA C O EM T6 1 4 4 Z  C SIR
220/240V 50Hz 220/240V 50Hz

 power 1/4 Hp, displacement 8.85 cc  power 1/6 Hp, displacement 5.20 cc
 gas R134a HMBP  gas R134a HMBP
  ASPERA

    

ANGELO PO  34D6510  ANGELO PO  34D6390

<|

3 0 7 0 1 7 4
|>

C O M PR ES SO R  EM B RA C O N EK 61 8 7 Z  C SIR
<|

3 0 7 0 0 4 0
|>

C O M PR ES SO R  EM B RA C O N EK 62 1 3 G K  C SIR
220/240V 50Hz 220/240V 50Hz

 power 1/3 Hp, displacement 10.00 cc  power 1/2 Hp, displacement 12.12 cc
 gas R134a HMBP  gas R404a/R507 HMBP
 ASPERA  ASPERA

    

ANGELO PO  34D5490  ANGELO PO  3138720

<|

5 0 6 8 8 0 8
|>

C O M PR ES SO R  TEC U M SE H T A J4 5 1 9 Z/S
<| |>

400V 50Hz
 welding inlet connection  
 power 1.5 Hp. displacement 34.4 cc  
 gas R404a/R507 HMBP  

    

ANGELO PO  34D5940  

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Contactors
T2>

<|

3 4 4 6 5 6 2
|>

C O N TA C T OR  L OV A TO  BF0 9 0 1 A
<|

3 4 5 4 0 2 2
|>

C O N TA C T OR  L OV A TO  BF1 2 0 1 A
coil 9A 230V 50/60Hz 4.2Kw coil 12A 230V 50/60Hz 5.7Kw

 3 normally open contacts  3 normally closed contacts
 1 normally closed auxiliary contact  1 normally closed auxiliary contact

    

ANGELO PO  3100940 ANGELO PO  32V5290  ANGELO PO  3100910 ANGELO PO  32Z2083

<|

3 4 4 6 5 8 7
|>

C O N TA C T OR  L OV A TO  BF2 6 0 0 A
<|

3 4 4 6 5 8 8
|>

C O N TA C T OR  L OV A TO  BF3 2 0 0 A
coil 26A 230V 50/60Hz 13Kw coil 32A 230V 50/60Hz 16Kw

 3 normally open contacts  3 normally open contacts
 no auxiliary contact  no auxiliary contact

    

ANGELO PO  3110890 ANGELO PO  32Z2091  ANGELO PO  3100930

<|

3 4 4 6 5 5 8
|>

C O N TA C T OR  L OV A TO  BG F0 90 1 A
<|

3 4 4 6 5 5 7
|>

C O N TA C T OR  L OV A TO  BG 09 0 1 A
9A 400V 4Kw - coil 230V 50/60Hz coil 9A 230V 50/60Hz 4Kw

 3 NO contacts  3 normally open contacts
 1 NC auxiliary contact  1 normally closed auxiliary contact

    

ANGELO PO  32Z3512  ANGELO PO  32V6550

<|

3 4 4 6 5 5 6
|>

C O N TA C T OR  L OV A TO  BG 09 1 0 A
<|

5 0 2 3 9 0 8
|>

C O N TA C T OR  SIEM EN S 3 R T1 0 2 5 -1 A L2 0
coil 9A 230V 50/60Hz 4Kw 17A 400V 7.5Kw - coil 230V 50/60Hz

 3 normally open contacts  3 normally open contacts
 1 normally open auxiliary contact  

    

ANGELO PO  32V1880  ANGELO PO  32Z9250

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Drain assembly
T2>

<|

5 0 2 4 3 8 1
|>

C O LL EC T OR  C O N D EN SA T E OU TL ET
<|

5 0 3 4 9 4 8
|>

D R A IN  FITT IN G
overall length 180 mm - hose ø 18 mm

    

ANGELO PO  36E2270  ANGELO PO  36E3870

<T2

Drip trays for refrigeration
T2>

<|

3 0 1 5 0 0 4
|>

D R IP  T RA Y
<|

3 0 1 5 9 0 5
|>

D R IP  T RA Y
for Refrigerated cupboard (ANGELO PO) SP120 610x300x50 mm

 SP135  

    

ANGELO PO  36Z6431  ANGELO PO  36Z0300

<|

5 0 0 4 4 4 6
|>

D R IP  T RA Y O F P LA S TIC
<| |>

560x110x30 mm
 with hole for cartridge heating element  

    

ANGELO PO  36Z1530  

<T2

Electrical capacitors
T2>

<|

3 0 6 8 0 1 4
|>

C A P A C IT O R D U C A T I EN ER G IA  8 µ F
<|

3 0 6 8 0 8 6
|>

C A P A C IT O R EL EC T R IC A L  2 5 µF
450V 50/60Hz 450V 50/60Hz - ø 45xh71 mm

 operating temperature -25 +85°C  
 lead connection 6.35x0.8 mm  
 ø 32xh55 mm  

    

ANGELO PO  32Z2490  ANGELO PO  32V6440

<|

3 0 6 8 0 8 7
|>

C A P A C IT O R EL EC T R IC A L  3 5 µF
<|

3 0 6 8 0 7 9
|>

C A P A C IT O R EL EC T R IC A L  8 µF
450V 50/60Hz - ø 45xh91 mm 450V 50/60Hz - ø 30xh71 mm

    

ANGELO PO  32V5980  ANGELO PO  32Z2490

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<|

3 0 6 8 1 4 2
|>

C A P A C IT O R 4 0 µ F
<|

3 0 6 8 1 0 1
|>

S TA R TING  C A P A C ITO R 4 3 /5 2 µ F 3 3 0 V
450V 50/60Hz - ø 45xh91 mm

    

ANGELO PO  32V6540  ANGELO PO  32V1490

<T2

Electronic boards
T2>

<|

5 0 8 4 5 7 3
|>

D ISP L AY  ELEC TR O NIC  BO A RD  S A G I 3 1 2 4 4 3 0
<| |>

172x64 mm

    

ANGELO PO  3124430  

<T2

Electronic controllers
T2>

<|

7 1 0 4 4 7 7
|>

C O N TR OL L ER  D IS PL A Y P U SH -BU TT ON
<|

5 0 2 8 7 5 9
|>

C O N TR OL L ER  EVC O  C T 1S A 0 0 2 0 4 02
dimensions 173x63 mm 12Vac/dc 50/60Hz

 with probe 3000 mm  1 relay output 30A for compressor
  1 relay output 8A for defrosting
  1 relay output 5A for evaporator fan
  1 relay output 5A for fan capacitor
  1 relay output 5A for light
  1 relay output 5A for aux
  1 relay output 8A for alarm
  3 NTC probes (not included)
  1 humidity probe 4-20mA (not included)
  1 digital input for micro door
  1 digital input for pressure switch
  dimension 162x76 mm
  ANGELO PO-SAGI setting

    

ANGELO PO  3161350  ANGELO PO  3051150

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<|

3 4 4 5 1 2 8
|>

C O N TR OL L ER  EVC O  EVK 2 0 3 N 7
<|

3 4 4 5 1 1 3
|>

C O N TR OL L ER  EVC O  EVK 2 1 1 N 7
230V 50/60Hz 230V 50/60Hz

 1 relay outlet 16A for compressor  1 relay outlet 16A for compressor
 1 outlet realy 8A for defrosting  pause defrosting
 1 outlet relay 8A for evaporator fans  1 NTC/PTC probe selectable (not included)
 NTC/PTC probe selectable (not included)  with buzzer and serial port
 with buzzer and serial port  front dimension 75x33X depth 59 mm
 dimension 75x33x depth 59 mm  mounting hole 71x29 mm
 mounting hole 71x29 mm  

    

ANGELO PO  3048060 ANGELO PO  3096600 ANGELO PO  3106300  ANGELO PO  3087950 ANGELO PO  3107290 ANGELO PO  3120900

ANGELO PO  3107300 ANGELO PO  3119780  ANGELO PO  32V6920 ANGELO PO  32V7490 ANGELO PO  32V7820

 ANGELO PO  32V8590

<|

3 4 4 5 1 2 4
|>

C O N TR OL L ER  EVC O  EVK 2 1 3 N 3
<|

3 4 4 5 4 9 4
|>

D ISP L AY  C IR C U IT  BO A RD  S A G I 3 1 6 3 8 1 0
12-24Vac/dc 187x72 mm

 1 relay outlet 16A for compressor  
 1 outlet realy 8A for defrosting  
 1 outlet relay 8A for evaporator fans  
 NTC/PTC probe selectable (not included)  
 with buzzer and serial port  
 dimension 75x33x depth 59 mm  
 mounting hole 71x29 mm  

    

ANGELO PO  3049890  ANGELO PO  3163810

<|

3 4 4 5 4 9 5
|>

D ISP L AY  C IR C U IT  BO A RD  T O UC H  S A GI 3 1 74 8 9 0
<|

7 1 1 1 6 4 8
|>

K EYBO A RD  D IS PL A Y BO A R D  SA G I 3 1 7 9 2 5 0
212x23x15 mm 173x64 mm

    

ANGELO PO  3174890  ANGELO PO  3179250

<T2

Fans for motors
T2>

<|

3 2 4 0 9 6 4
|>

S UC T IO N  FA N ø  2 50  m m  2 8 °
<| |>

    

ANGELO PO  32M2260  

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Fittings
T2>

<|

3 5 2 6 8 1 1
|>

A C C ES S V A LV E OD S ø 6  m m
<| |>

    

ANGELO PO  33A1200  

<T2

Fuses
T2>

<|

3 0 4 9 0 7 3
|>

Q UIC K  AC TING  FU SE ø  1 0 x3 8  m m  - 1 0  P C S
<|

3 0 4 9 0 4 3
|>

Q UIC K  AC TING  FU SE ø  5 x2 0  m m  - 1 0  P C S
500V 10A 250V 500mA

    

ANGELO PO  32V6210  ANGELO PO  3201540

<|

3 0 4 9 0 4 6
|>

Q UIC K  AC TING  FU SE ø  5 x2 0  m m  - 1 0  P C S
<| |>

250V 1A

    

ANGELO PO  3200020  

<T2

Gaskets for refrigerators
T2>

<|

3 1 8 6 9 4 9
|>

M ID D LE ED GED  G A S KET  1 3 6 0x6 6 0  m m
<|

3 1 8 6 9 5 0
|>

M ID D LE ED GED  G A S KET  1 5 6 0x6 6 0  m m

    

ANGELO PO  37Q0450  ANGELO PO  37Q0760

<|

3 2 8 6 0 9 3
|>

M ID D LE ED GED  G A S KET  1 5 6 0x6 6 0  m m
<|

3 1 8 6 9 4 8
|>

M ID D LE ED GED  G A S KET  3 8 5 x3 0 0  m m

    

ANGELO PO  37Q0760  ANGELO PO  37Q2050

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<|

3 1 8 6 9 4 7
|>

M ID D LE ED GED  G A S KET  6 0 5 x3 7 5  m m
<|

3 1 8 6 8 4 1
|>

M ID D LE ED GED  G A S KET  6 1 0 x5 8 0  m m

    

ANGELO PO  37Q2040  ANGELO PO  37Q2380

<|

3 1 8 6 9 5 2
|>

M ID D LE ED GED  G A S KET  6 1 4 x5 9 5  m m
<|

3 1 8 6 9 5 1
|>

M ID D LE ED GED  G A S KET  7 5 5 x6 6 0  m m
magnet only on 3 sides

    

ANGELO PO  37Q0470  ANGELO PO  37Q0770

<|

3 2 8 6 0 9 2
|>

M ID D LE ED GED  G A S KET  7 5 5 x6 6 0  m m
<|

3 1 8 6 6 2 4
|>

S NA P -IN  G AS K ET 1 5 0 8 x6 6 8  m m

    

ANGELO PO  37Q0770  ANGELO PO  37Q5450

<|

3 1 8 6 6 2 5
|>

S NA P -IN  G AS K ET 1 5 3 0 x6 7 4  m m
<|

3 1 8 6 0 8 9
|>

S NA P -IN  G AS K ET 1 5 5 0 x6 5 0  m m

    

ANGELO PO  37Q0210  ANGELO PO  37Q1890

<|

3 7 8 6 5 7 7
|>

S NA P -IN  G AS K ET 1 5 9 8 x6 0 5  m m
<|

3 1 8 6 6 2 6
|>

S NA P -IN  G AS K ET 1 6 1 0 x6 0 5  m m
for Refrigerated cupboard (ANGELO PO) S1200 - S600

    

ANGELO PO  37Q4850  ANGELO PO  37Q1020

<|

3 1 8 6 7 0 0
|>

S NA P -IN  G AS K ET 1 6 1 8 x6 6 8  m m
<|

3 1 8 6 9 4 4
|>

S NA P -IN  G AS K ET 3 8 5 x26 0  m m

    

ANGELO PO  37Q4370  ANGELO PO  37Q7690

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<|

5 0 5 1 1 6 6
|>

S NA P -IN  G AS K ET 3 8 6 x17 2  m m
<|

3 1 8 6 6 2 3
|>

S NA P -IN  G AS K ET 3 8 6 x26 5  m m
for 1/2 DRAWER

    

ANGELO PO  3125980  ANGELO PO  37Q3950 ANGELO PO  37Q4720

<|

5 0 5 1 1 6 5
|>

S NA P -IN  G AS K ET 4 0 5 x38 7  m m
<|

3 1 8 6 9 4 6
|>

S NA P -IN  G AS K ET 5 8 3 x38 6  m m

    

ANGELO PO  3125970  ANGELO PO  37Q7590

<|

3 7 8 6 4 5 2
|>

S NA P -IN  G AS K ET 5 8 3 x38 6  m m
<|

3 7 8 6 2 4 7
|>

S NA P -IN  G AS K ET 5 9 3 x38 6  m m
for Refrigerated cupboard (ANGELO PO) 6MAA for Refrigerated table (ANGELO PO) 6JB

 for Refrigerated table (ANGELO PO) 6MBA  

    

ANGELO PO  37Q4710  ANGELO PO  37Q3870

<|

3 7 8 6 5 8 3
|>

S NA P -IN  G AS K ET 6 1 3 x46 3  m m
<|

3 1 8 6 6 3 0
|>

S NA P -IN  G AS K ET 7 1 6 x66 8  m m

    

ANGELO PO  37Q4140  ANGELO PO  37Q5460

<|

3 1 8 6 0 9 5
|>

S NA P -IN  G AS K ET 7 5 5 x65 5  m m
<|

3 7 8 6 0 0 5
|>

S NA P -IN  G AS K ET 7 7 1 x66 8  m m

    

ANGELO PO  37Q2010  ANGELO PO  37Q4470

<|

3 1 8 6 9 4 1
|>

S NA P -IN  G AS K ET 7 8 0 x68 5  m m
<| |>

    

ANGELO PO  37Q2600  

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Grids and trays
T2>

<|

3 1 8 5 0 5 4
|>

C H R OM E P L AT ED  G R ID  G N  1 /1  5 30 x3 2 5  m m
<|

3 1 8 5 0 5 5
|>

C H R OM E P L AT ED  G R ID  G N  2 /1  6 50 x5 3 0  m m

    

ANGELO PO  G610 ANGELO PO  3012000 ANGELO PO  36M3540  ANGELO PO  G241 ANGELO PO  36A0990

<|

3 1 8 5 9 1 0
|>

G R ID  P L AS TIC -C O A TED  G N  1 /1  53 0 x3 2 5  m m
<|

3 1 8 5 0 5 0
|>

G R ID  P L AS TIC -C O A TED  G N  2 /1  65 0 x5 3 0  m m
grey colour white colour

    

ANGELO PO  36A2430  ANGELO PO  RGP/2-1 ANGELO PO  36A0710 ANGELO PO  36A3630

<|

3 1 8 5 9 6 7
|>

G R ID  P L AS TIC -C O A TED  5 3 5 x5 1 7 m m
<|

5 0 2 1 3 4 0
|>

G R ID  P L AS TIC -C O A TED  5 5 2 x5 3 2 m m

    

ANGELO PO  36A2550  ANGELO PO  36A5380

<|

3 1 8 5 9 2 0
|>

G R ID  P L AS TIC -C O A TED  5 5 5 x5 1 0 m m
<|

3 1 8 5 9 6 6
|>

G R ID  P L AS TIC -C O A TED  5 5 5 x6 7 0 m m

    

ANGELO PO  36A3010  ANGELO PO  36A3020

<|

5 0 2 3 5 0 8
|>

G R ID  P L AS TIC -C O A TED  5 8 5 x3 2 5 m m
<|

5 0 5 8 0 3 6
|>

G R ID  P L AS TIC -C O A TED  6 0 0 x2 8 0 m m

    

ANGELO PO  36A5640  ANGELO PO  36A0161

<|

3 1 8 5 1 5 2
|>

G R ID  P L AS TIC -C O A TED  6 0 0 x4 0 0 m m
<|

5 0 1 3 0 7 0
|>

G R ID  P L AS TIC -C O A TED  6 1 5 x5 3 0 m m
grey colour

    

ANGELO PO  36A0131  ANGELO PO  36A2820

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<|

3 1 8 5 0 5 2
|>

S TA IN L ESS  ST EEL  GR ID  GN  1 /1  5 3 0 x3 2 5  m m
<|

3 1 8 5 0 5 3
|>

S TA IN L ESS  ST EEL  GR ID  GN  2 /1  6 5 0 x5 3 0  m m
thickness 7 mm

    

ANGELO PO  G610X  ANGELO PO  G241X

<T2

Guides
T2>

<|

5 0 2 5 1 9 7
|>

S LID EW A Y FO R G R ID  R H -LH  4 5 8 x23 x1 3  m m
<|

7 1 0 3 0 2 5
|>

S LID EW A Y FO R G R ID  R H -LH  5 5 8 x23 x1 3 .5  m m

    

ANGELO PO  3045340  ANGELO PO  35L6080

<|

5 0 0 8 7 2 5
|>

S LID EW A Y FO R G R ID S 6 3 8 x2 3 x1 3  M M
<| |>

    

ANGELO PO  35R9140  

<T2

Handles
T2>

<|

3 2 4 2 9 2 4
|>

H A ND LE 8 7 4 5  P LA S TIC  BL A C K
<| |>

length 426 mm - height 40 mm
 mounting distance 376 mm  
 with aluminium insert  

    

ANGELO PO  36M4040  

<|

3 2 4 2 9 2 1
|>

L H-R H  C A TC H  W ITH OU T  LO C K  5 6 0 C R
<|

3 2 4 2 9 2 2
|>

S TR IK E FO R D O O R C AT C H
straight handgrip fitting height 16.5 mm

 base length 150x23x30h mm  
 mounting distance 110 mm  

    

ANGELO PO  36M0470  ANGELO PO  36M0480

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<|

3 2 4 2 9 2 2
|>

S TR IK E FO R D O O R C AT C H
<| |>

fitting height 16.5 mm

    

ANGELO PO  36M0480  

<T2

Heating elements
T2>

<|

3 4 5 5 4 6 8
|>

C A R TR ID G E HEA T IN G  ELEM EN T  PT C  3 3 0 W  2 3 0 V
<|

5 0 1 7 3 6 7
|>

H EA TING  EL EM EN T T RA Y 9 .2 5 W  2 3 0 V
cartridge length 240 mm ø 12 mm total legth 5250 mm

 power in absence of water 30W  
 fitting 3/8"G  
 cable length 1000 mm  

    

ANGELO PO  32G3310  ANGELO PO  32G2420

<|

3 3 5 5 9 1 6
|>

H EA TING  EL EM EN T 1 0 0 W  2 2 0 V
<|

3 3 5 5 9 1 9
|>

H EA TING  EL EM EN T 1 5 0 W  2 2 0 V
in copper braided cable 5320 mm for evaporator

 for half door  in copper braiding cable 7000 mm
  for Refrigerated cupboard (ANGELO PO)

    

ANGELO PO  32G1820  ANGELO PO  32G1810

<|

3 3 5 5 9 1 7
|>

H EA TING  EL EM EN T 4 0 0 W  2 2 0 V
<|

5 0 2 2 5 5 7
|>

H EA TING  EL EM EN T 4 0 0 W  2 3 0 V
length 435 mm - width 330 mm length 376 mm - width 85 mm

 for Refrigerated cupboard (ANGELO PO)  

    

ANGELO PO  32G1840  ANGELO PO  32G3090

<|

3 3 5 5 9 1 5
|>

H EA TING  EL EM EN T 6 3 W  2 2 0 V
<| |>

ø 4.5 mm silicone
 overall length 6530 mm  
 double warm part 4450(60W)mm + 100(3W)mm  
 spaced by cold side 600 mm  

    

ANGELO PO  32G1790  

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Hinges, catches and accessories
T2>

<|

3 0 5 3 9 0 8
|>

BR A C K ET L OW ER FO R  D OO R  2 2 x2 2  m m
<|

3 0 5 3 9 4 4
|>

H IN G E FER M O D  1 7 6
with square pin 8 mm

  for Refrigerated cupboard (ANGELO PO) 607

    

ANGELO PO  3178300  ANGELO PO  36M2460

<|

3 0 5 3 9 2 0
|>

L ON G  PIN  HIN GE INT ER TEC NIC A  2 8 L
<|

3 0 5 3 9 2 1
|>

L OW ER  BR A C K ET
with square pin 7.5 mm for Refrigerated cupboard (ANGELO PO)

    

ANGELO PO  36G6520  ANGELO PO  30T5810

<|

7 1 0 3 3 3 1
|>

L OW ER  BR A C K ET
<|

5 0 3 4 4 5 7
|>

L OW ER  BU S HIN G ø  9  m m
pin ø 7x22 mm for COOLED BASES series 6E-6ER

    

ANGELO PO  30T2680  ANGELO PO  3088710

<|

5 0 2 6 7 2 0
|>

L OW ER  H IN G E
<|

3 0 5 3 5 2 4
|>

L OW ER  H IN G E BR A C K ET
pin ø 8.3xh14.5 mm for Refrigerated table (ANGELO PO) K16APGPZ

  K16XPZAP - SA16AGB - SA16GB

    

ANGELO PO  3088700  ANGELO PO  30T2050 ANGELO PO  30T2051

<|

5 0 3 4 4 5 6
|>

U P PER  BU S HING  ø  1 0 /1 3  m m
<|

5 0 2 7 4 6 8
|>

U P PER  H IN G E
for COOLED BASES series 6E-6ER pin ø 7 mm

    

ANGELO PO  3044110  ANGELO PO  3372100

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<|

3 0 5 3 9 2 4
|>

U P PER  H IN G E LH
<|

3 0 5 3 9 2 3
|>

U P PER  H IN G E R H
for refrigerators 650-1400 l (old model) for refrigerators 650-1400 l (old model)

 for Refrigerated cupboard (ANGELO PO)  for Refrigerated cupboard (ANGELO PO)

    

ANGELO PO  36M0350  ANGELO PO  36M0340

<T2

Incandescent lamps and neon lamps
T2>

<|

3 2 2 1 0 4 1
|>

L A M P  E1 4  1 5 W  2 3 0 V
<|

3 2 2 1 0 6 1
|>

L A M P  E1 4  2 5 W  2 3 0 V
max temperature 300°C - dimensions ø 22x50 mm max temperature 300°C - ø 26x57 mm

    

ANGELO PO  32W0780  ANGELO PO  32W0210 ANGELO PO  32W3900

<T2

Indicator lights
T2>

<|

3 2 2 1 0 3 2
|>

IN D IC A TO R  LIG HT  G REEN  2 3 0 V
<| |>

head ø 13.5 mm - hole ø 10 mm - 120°C
 universal application  

    

ANGELO PO  3106710 ANGELO PO  32W1330 ANGELO PO  32W1331  

<|

3 2 2 1 0 1 1
|>

IN D IC A TO R  LIG HT  OR A N G E 23 0 V
<|

3 2 2 1 0 3 2
|>

IN D IC A TO R  LIG HT  G REEN  2 3 0 V
head ø 13.5 mm - hole ø 10 mm - 120°C head ø 13.5 mm - hole ø 10 mm - 120°C

 universal application  universal application

    

ANGELO PO  3106730 ANGELO PO  32W0790 ANGELO PO  32W0791  ANGELO PO  3106710 ANGELO PO  32W1330 ANGELO PO  32W1331

<|

3 2 2 1 0 3 3
|>

IN D IC A TO R  LIG HT  R ED  2 3 0 V
<| |>

head ø 13.5 mm - hole ø 10 mm - 120°C
 universal application  

    

ANGELO PO  32W1340  

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<|

3 2 2 1 0 3 3
|>

IN D IC A TO R  LIG HT  R ED  2 3 0 V
<| |>

head ø 13.5 mm - hole ø 10 mm - 120°C
 universal application  

    

ANGELO PO  32W1340  

<T2

Ironmongery (screws,nuts,washers)
T2>

<|

3 5 2 8 2 3 8
|>

FL A T W A S HER  M 4
<| |>

internal/external ø 4.3/9 mm - thickness 0.8 mm
 stainless steel - UNI 6592 - DIN 125 A - ISO 7089  

    

ANGELO PO  3120100 ANGELO PO  3128800  

<T2

Knobs
T2>

<|

5 0 1 8 0 7 8
|>

K NO B ø 1 4 xh 2 2  m m
<| |>

F-fitting M4

    

ANGELO PO  36M4640  

<T2

Labels for control panels
T2>

<|

5 0 3 3 5 8 6
|>

M EM BR A NE S IL K  SC R EEN  P RIN T A D H ES. S A G I
<| |>

    

ANGELO PO  3093580  

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Lamp receptacles and spare parts
T2>

<|

3 2 2 1 9 2 1
|>

L IG H T D IFFU SER  OV A L  F M E W H ITE
<|

3 2 2 1 0 5 9
|>

L A M P  E2 7  4 0 W  2 3 0 V
215x125x110 mm max temperature 300°C

 ip65  
 lamp receptacle E27 for incandescent lamp  
 (max 60W) or for low energy fluorescent lamps  
 (max 11 W of length 145 mm)  
 for Refrigerated cupboard (ANGELO PO)  

    

ANGELO PO  32W2360  ANGELO PO  32W2350

<T2

Locks
T2>

<|

3 3 8 8 9 0 2
|>

C O M PL ET E LO C K
<|

3 3 8 8 9 0 5
|>

L OC K  C O M PL ET E
cylindre ø 19x21 mm cylinder ø 19x21 mm

    

ANGELO PO  36M0140 ANGELO PO  36M5020  ANGELO PO  36M7070

<T2

Magnets
T2>

<|

3 2 4 0 1 4 8
|>

M A GN ET  6 3 x1 9 x1 1  m m
<| |>

    

ANGELO PO  3023650 ANGELO PO  32W0870 ANGELO PO  32W1680  

<T2

Microswitches, magnetic
T2>

<|

3 2 4 0 4 9 8
|>

M A GN ET IC  M IC R OS W IT C H  ST EM  D 1 0 2  1 B
<| |>

1-NO 1A 250V 50W
 cylindrical deflector ø 10x33 mm thread M10x0.75  
 cable length 2000 mm  

    

ANGELO PO  32W1890 ANGELO PO  32W3460  

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Microswitches, magnetic
T2>

<|

3 2 4 0 2 5 6
|>

M A GN ET IC  M IC R OS W IT C H  ST EM  E5 50  1 B
<|

3 2 4 0 1 4 8
|>

M A GN ET  6 3 x1 9 x1 1  m m
1 contact NO 250V 1A 50W

 cable length 1200 mm  

    

ANGELO PO  32W2160  ANGELO PO  3023650 ANGELO PO  32W0870 ANGELO PO  32W1680

<|

3 8 0 3 1 0 0
|>

M A GN ET IC  S EN SO R  ST EM  A 0 6 1  1 B
<| |>

1 NO contact 200Vdc/250Vac 50W 1A
 ø 6x29 mm sensor  
 1700 mm cable length  

    

ANGELO PO  3107780  

<T2

Microswitches, mechanical
T2>

<|

5 0 5 0 6 8 8
|>

M IC R O SW ITC H A R C O LE C TR IC  HK 3 1 4 1 A A
<|

3 2 4 0 5 2 6
|>

M IC R O SW ITC H B ÄR  X KA 3 0 4 W
1-NC 1-NO 5A 250V 1-NO 1-NC 1A 250V

 white colour  white colour

    

ANGELO PO  3096020  ANGELO PO  32W3770

<|

3 2 4 0 1 7 6
|>

M IC R O SW ITC H M O UJEN  M N -5 3 1 0
<|

3 2 4 0 8 1 3
|>

M IC R O SW ITC H P A N A SO NIC  A H 7 1 83 5 5 5 8 F
1-NO 1-NC 10A 250V 1NO + 1NC 16(3)A 250V

 for Refrigerated cupboard (ANGELO PO) SP65NN  with lever 55 mm
 65NN  

    

ANGELO PO  32W1410  ANGELO PO  32W1320

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Motors
T2>

<|

3 2 4 0 2 1 1
|>

M OT O R EL C O  VN  1 0 -2 0  P EN TA V A LEN T
<|

3 2 4 0 2 1 0
|>

M OT O R EL C O  VN  5 -1 3  P EN TA V A LEN T
230V 50/60Hz 10W 1300rpm 230V 50/60Hz 5W 1300rpm

    

ANGELO PO  32M1060 ANGELO PO  32M4041 ANGELO PO  32M4371  ANGELO PO  32M4350 ANGELO PO  32M4351

ANGELO PO  32M6870  

<T2

Pins
T2>

<|

5 0 1 8 0 7 9
|>

P IN  FO R D O O R P L EXIG LA S S
<| |>

overall length 12 mm - thread 3MA

    

ANGELO PO  3190630  

<T2

Probes
T2>

<|

4 0 A 9 4 9 8
|>

P R OBE N T C  IP 6 8  3 0 0 0  m m
<|

3 4 4 5 3 3 5
|>

P R OBE N T C  TP E IP6 8  3 0 0 0  m m
bulb ø 6x14 mm isolated temperature range -50+110°C

 temperature field -40+110°C  bulb ø 5x20 mm watertight

    

ANGELO PO  32V6010  ANGELO PO  32V6010

<|

7 1 0 5 5 3 2
|>

P R OBE P T C
<|

3 4 4 5 1 0 7
|>

P TC  P V C  P RO BE 3 0 0 0  m m
silicone cable 3000 mm 2-wire probe temperature range -30+80°C

 bulb  ø 6x40 mm  bulb ø 6x40 mm

    

ANGELO PO  8223470  ANGELO PO  32V0150

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Refrigerators evaporators
T2>

<|

3 1 2 3 0 0 4
|>

EV AP O R AT O R R O LL  BO ND
<|

3 1 2 3 9 0 3
|>

EV AP O R AT O R R O LL  BO ND
dimensions 892x430 mm dimensions 1340x430 mm

 with capillary  (old series)

    

ANGELO PO  34D4280 ANGELO PO  34D4400  ANGELO PO  34D0360

<|

5 0 2 0 5 8 8
|>

EV AP O R AT O R 2 R  1 2 T S EST  1 0 3 38 7 9 7
<|

5 0 1 7 3 1 7
|>

EV AP O R AT O R 2 4 T  5 R R O EN
480x300x50 mm 360x200x110 mm

    

ANGELO PO  34D6430  ANGELO PO  34D3390

<|

5 0 4 4 8 2 9
|>

EV AP O R AT O R 4 8 0 x2 0 0 x4 8  m m
<|

5 0 2 0 5 6 9
|>

EV AP O R AT O R 6 T  3 R S EST  1 0 0 0 32 9 9
410x130x81 mm

  for Refrigerated table (ANGELO PO) - Series S60

    

ANGELO PO  34E0510  ANGELO PO  34D4260

<|

7 1 1 4 8 0 3
|>

EV AP O R AT O R 9 T  5 R S EST  1 0 1 0 00 8 1
<|

7 1 0 4 6 9 6
|>

VE NT IL A TED  EVA P OR A T OR  SER  3 4 E2 9 3 0
425x225x114 mm 415x330x105 mm

  for Refrigerated table (ANGELO PO) 6MB4A

    

ANGELO PO  3163530  ANGELO PO  34E2930

<T2

Relays
T2>

<|

3 3 5 1 0 2 1
|>

P OW E R R EL A Y FIN D ER  6 2 .8 2 .8 .2 3 0 .0 0 00
<|

3 3 5 1 0 0 8
|>

P OW E R R EL A Y FIN D ER  6 2 .8 3 .8 .2 3 0 .0 0 00
230V 50/60Hz 230V 50/60Hz

 2 exchange contacts 16A  3 exchange contacts 16A

    

ANGELO PO  32V7100 ANGELO PO  32Z2000  ANGELO PO  32V2950

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<|

3 3 5 1 6 0 2
|>

P OW E R R EL A Y FIN D ER  6 5 .3 1 .8 .2 3 0 .0 3 00
<|

5 0 2 9 9 4 5
|>

P OW E R R EL A Y FIN D ER  6 6 .8 2 .8 .2 3 0 .0 0 00
230V 50/60Hz 230V 50/60Hz

 1 contact NO 30A  2 changeover contacts 30A

    

ANGELO PO  32V3720  ANGELO PO  3038640 ANGELO PO  3251120

<|

3 3 5 1 0 9 7
|>

R EL AY  PO W ER  FIN D ER  6 2 .8 2 .8 .2 3 0 .0 3 09
<| |>

230V 50/60Hz
 2 NO contacts 16A  

    

ANGELO PO  32V7090  

<T2

Shock absorbers
T2>

<|

5 0 4 6 8 6 5
|>

G A S S PR ING  S US P A 1 6 -1  0 1 6 2 44 9 7  1 5 0 N
<|

5 0 4 4 8 9 1
|>

G A S S PR ING  S US P A 1 6 -1  0 1 6 2 44 9 7  2 0 0 N
overall length 170 mm overall length 170 mm

 holes ø 6 mm distance 160 mm  fixing holes ø 6 mm distance 160 mm

    

ANGELO PO  36H1860  ANGELO PO  36H1140

<T2

Solenoid valves
T2>

<|

3 1 2 0 3 3 9
|>

S OL EN OID  VA L VE D A N FO SS  EVR  6  ø 1 0  m m
<| |>

NC
 nominal orifice ø 6 mm  

    

ANGELO PO  32Z9170  

<T2

Supports
T2>

<|

3 3 9 1 0 1 4
|>

G R ID  S UP P OR T
<| |>

    

ANGELO PO  36G8640  

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Supports
T2>

<|

3 3 9 1 9 1 1
|>

G R ID S  SU P PO R T 6 5 0 x5 6 x3 5  m m
<|

3 3 9 1 9 1 2
|>

S HEL F H OO K
for 8 grids

    

ANGELO PO  36D9470  ANGELO PO  3600280

<|

3 3 9 1 9 1 2
|>

S HEL F H OO K
<| |>

    

ANGELO PO  3600280  

<T2

Switches
T2>

<|

1 3 1 9 9 0 2
|>

BIPO L A R S W IT C H  BL A C K 1 6 A  2 5 0 V
<| |>

with led indicator light
 mounting hole 22x30 mm  

    

ANGELO PO  32W1930  

<|

3 3 1 9 9 2 0
|>

BIPO L A R S W IT C H  BL A C K 1 6 A  2 5 0 V
<|

3 3 1 9 6 4 6
|>

G R EEN/OR A N GE C AM  ø  2 1  m m

    

ANGELO PO  32W4150  ANGELO PO  33Q6440

<|

3 3 1 9 0 1 2
|>

BIPO L A R S W IT C H  GR EEN  1 6 A  2 5 0 V
<|

3 3 1 9 9 4 0
|>

BIPO L A R S W IT C H  GR EEN  1 6 A  2 5 0 V
16(4)A 250V - max. temperature 120°C 16(4)A 250V - with indic. light and switch cover

 with indicator light and push-button cap  max. temperature 120°C
 mounting hole 22x30 mm - silk screen print O - I  mounting hole 22x30 mm

    

ANGELO PO  32W0631  ANGELO PO  32W2331 ANGELO PO  32W2990

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<|

3 3 1 9 9 4 3
|>

C H A N GE O VER  S W IT C H  BU TT ON  1 6 A  25 0 V
<|

3 3 1 9 9 5 1
|>

S W IT C H  2  P O LE G R EEN  1 6 A 2 5 0 V
16(4)A 250V - max temperature 120°C 16(4)A 250V - with indicator light

 lead connector 6.35x0.8 mm  mounting hole 25x27 mm - max. temperature 125°C
 mounting hole 11x30 mm  lead connector 6.35x0.8 mm
 for Refrigerated cupboard (ANGELO PO) 1400 - 1403  
 600 - 650  

    

ANGELO PO  32W0090  ANGELO PO  32W0990 ANGELO PO  32W3970

<|

3 3 1 9 9 4 1
|>

W H IT E SIN GL E P OL E C H A N GE O VER  S W IT C H
<| |>

16(4)A 250V - silk-screen printing I - II
 with indicator light and light switch cover  
 max temperature 125°C  
 mounting hole 22x30 mm  
 lead connector 6.35x0.8 mm  
 for Refrigerated cupboard (ANGELO PO)  

    

ANGELO PO  32W3190  

<T2

Tangential and radial motor fans
T2>

<|

3 5 2 6 1 5 0
|>

T AN G EN TIA L FA N  1 8 0  m m  L H
<|

5 0 6 6 6 0 0
|>

T AN G EN TIA L FA N  1 8 0  m m  L H W /C A BL E
25W 230V 50/60Hz - ø 60 mm 230V 50/60Hz 28W - ø 60 mm

 operating temperature -30°+100°C  EMMEVI 116223 TGO 60/1-180/20

    

ANGELO PO  32M0050 ANGELO PO  32M0521 ANGELO PO  32M5920  ANGELO PO  32M6010

<|

3 5 2 6 0 2 8
|>

T AN G EN TIA L FA N  1 8 0 x2  m m  W /C A BL E
<|

5 0 2 6 3 4 3
|>

T AN G EN TIA L FA N  3 0 0  m m  L H W ITH  C A BL E
41W - 230V 50/60Hz - ø 60 mm 230V 50/60Hz - ø 60 mm

 T°max 60°C  operating temperature -30°+40°C

    

ANGELO PO  3171190 ANGELO PO  3240780  ANGELO PO  3046940

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<|

5 1 0 1 3 5 4
|>

T AN G EN TIA L FA N  3 0 0  m m  L H W ITH  C A BL E
<| |>

230V 50/60Hz 51W - ø 60 mm
 FERGAS 117304  

    

ANGELO PO  3048540  

<T2

Telethermometers
T2>

<|

3 4 4 1 9 1 3
|>

T ELE-T HER M O M E TER  -40  + 40 °C
<|

3 4 4 1 0 0 3
|>

T ELE-T HER M O M E TER  W H IT E ø 6 0  m m  -4 0 +4 0 °C
dimensions 58x25 mm metal case

 covered capillary 2500 mm  covered capillary length 2000 mm
 plastic covered bulb ø 6x60 mm  bulb ø 6x150 mm

    

ANGELO PO  32Z6400 ANGELO PO  32Z7120  ANGELO PO  32Z3190

<T2

Terminals and electrical connectors
T2>

<|

3 0 5 1 0 2 2
|>

FA ST O N C O V ER FR O N TA L
<| |>

for female faston of 6.3 mm

    

ANGELO PO  32D0080  

<T2

Thermostatic valves for refrigeration
T2>

<|

3 1 5 0 1 1 2
|>

VA L V E TH ER M O S TA TIC  D A N FO SS  T N 2
<| |>

gas R134a
 with internal equalizer  
 inlet 3/8"sae  
 outlet 12 mm  
 operating range -40°/+10°C  
 Danfoss 068Z3384  

    

ANGELO PO  33A0780  

<T1

ANGELO PO
T1>



Suitable for: Suitable for:

<T2

Thermostats
T2>

<|

3 4 4 4 1 7 2
|>

T HER M O ST AT  -3 5+ 3 5 °C  T R 71 1 N
<|

3 4 4 4 9 3 2
|>

T HER M O ST AT  R A NC O  K 5 0 L 3 2 0 7
3 contacts 16A 400V 2 contacts 6A 250V

 capillary 1500 mm  capillary 1500 mm
 bulb ø 6x110 mm  COLD -10.0°C - WARM +10.0°C
 D shaft ø 6x4.6 mm  D shaft ø 6x4.6 mm

    

ANGELO PO  32Z6310 ANGELO PO  32Z7110  ANGELO PO  32Z6360

<|

3 4 4 4 9 3 1
|>

T HER M O ST AT  R A NC O  K 5 2 L 4 5 1 2
<| |>

2 contacts 6A 250V
 double capillary  
 capillaries 2100 mm - 1850 mm  
 COLD -6,4°C - WARM +8,5°C  
 COLD -6.0°C - WARM +8.8°C  
 D shaft ø 6x4.6 mm  

    

ANGELO PO  32Z0920  

<T2

Timers
T2>

<|

3 3 2 2 0 2 4
|>

T IM ER  C D C  1 1 9 0 1 F1
<| |>

230V 50/60HZ
 6h - 10min  
 clockwise rotation  

    

ANGELO PO  32Z2420 ANGELO PO  32Z2421  

<T2

Transformers
T2>

<|

3 4 4 5 1 1 0
|>

T RA N SF OR M ER  2 3 0 V /1 2 V 3 V A
<| |>

primary tension 230Vca 50/60Hz
 secondary tension 12Vca 3VA  
 room temperature 0+60°C  
 screw terminal block  
 IMQ approved  

    

ANGELO PO  32Z3470  

<T1

ANGELO PO
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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