
Spare parts for the professional sector:

Suitable for:

This catalogue is automatically generated. 
Therefore, the sequence of the items might 
not be always shown at best.
Updates will be issued in case of additions
and/or amendments.
Suitable universal spare parts may not be included

<T1

OEM
T1>

Suitable for:
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Warewashing equipment



Suitable for: Suitable for:

<T2

Bearings
T2>

<|

9 0 6 3 0 0 7
|>

BEA R IN G  6 0 0 5  D D U  N S K
<|

5 0 0 9 4 6 7
|>

BEA R IN G  6 0 0 7  D D U C M  NS K
external ø 47mm - internal ø 25mm - thickness 12mm external ø 62 mm - internal ø 35 mm - thickness 14

 for OEM KNEADER F201/1-VE201/2  
 for FIMAR KNEADER IM25-IM38  
 for FIMAR PLANETARY IP10-IP20  
 for SIRMAN BONE BAND SAW SO3100  

    

OEM  AB114  OEM  AB089

<|

D 0 6 3 0 5 2
|>

BEA R IN G  6 2 0 4 -2 R S  S K F
<| |>

single box packaging

    

OEM  AB049  

<T2

Contactors
T2>

<|

3 4 4 6 5 6 1
|>

C O N TA C T OR  L OV A TO  BF0 9 1 0 A
<|

3 4 4 6 5 8 2
|>

C O N TA C T OR  L OV A TO  BF1 8 1 0 A
coil 9A 230V 50/60Hz 4.2Kw coil 18A 230V 50/60Hz 7.5Kw

 3 normally open contacts  3 normally open contacts
 1 normally open auxiliary contact  1 normally open auxiliary contact

    

OEM  EN005 OEM  EN082 OEM  EN170  OEM  EN007

<T2

Controllers and changeover switches
T2>

<|

3 3 2 2 0 5 0
|>

T IM ER  4 90 2 F1  2  C A M S
<| |>

120 seconds cycle
 rinse 17 seconds  
 230V 50/60Hz  
 anticlockwise rotation  
 D-shaped pin ø 6x4.6 mm  

    

OEM  EC016  

<T1

OEM
T1>



Suitable for: Suitable for:

<T2

Controllers and changeover switches
T2>

<|

3 3 2 2 0 5 4
|>

T IM ER  9 00 3 F3  3  C A M S
<|

3 3 2 2 1 6 0
|>

K NO B FO R  T IM ER  ø 4 1  m m
6 minutes cycle D-shaped hole 6x4.6 mm

 rinse 17 seconds  
 230V 50/60HZ  
 anticlockwise rotation  
 complete with knob and push-button  

    

OEM  EC030  OEM  AC043 OEM  AC043+AC055+AA017

<T2

Door catches
T2>

<|

3 3 9 8 0 5 0
|>

D O OR  C A T C H  C OM P L ETE
<|

3 3 9 8 0 3 5
|>

N IC K EL  PL A T ED  D OO R  C A TC H ø  13 x2 4  m m
for all models for DISHWASHER all models

    

OEM  AC050  OEM  AC046

<T2

Electric pumps
T2>

<|

3 1 2 2 6 8 0
|>

EL EC T RIC  P UM P  A P  22 1 1 0  0 .1 0 H P
<|

3 1 2 2 6 8 4
|>

EL EC T RIC  P UM P  A P  39 1 1 0  0 .7 5 H P
inlet external ø 28 mm - outlet external ø 28 mm inlet external ø 45 mm - outlet external ø 40 mm

 0.10HP 230V 50Hz - capacitor 6.3 µF  0.75HP 230V 50Hz - Rpm 2850
  capacitor 12 µf - flow rate 270 L/min

    

OEM  EA001/009  OEM  003

<|

3 1 2 2 1 0 3
|>

EL EC T RIC  P UM P  FIR 1 2 6 5 SX  0 .3 0 H P
<|

3 1 2 2 0 5 2
|>

EL EC T RIC  P UM P  FIR 2 2 1 1 D X  0 .1 0 HP
inlet external ø 30 mm - outlet external ø 30 mm inlet external ø 28 mm - outlet external ø 28 mm

 0.30HP 230V 50Hz 1.5A - Rpm 2700  0.074kW 230V 50Hz 1.1A - 2700Rpm
 capacitor 10 µf  capacitor 5 µF - flow rate 80 L/min

    

OEM  EA090  OEM  EA001 OEM  EA009

<T1

OEM
T1>



Suitable for: Suitable for:

<|

3 1 2 2 1 0 8
|>

EL EC T RIC  P UM P  FIR 3 9 1 1 SX  0 .7 5 H P
<| |>

inlet external ø 45 mm - outlet external ø 40 mm
 0.55HP 230V 50Hz 4A - Rpm 2800  
 capacitor 12.5 µf - flow rate 270 L/min  

    

OEM  EA003  

<T2

Heating elements
T2>

<|

3 3 5 5 2 5 6
|>

H EA TING  EL EM EN T FO R B OILER  2 4 0 0 W  2 2 0 V
<|

3 1 8 6 2 3 0
|>

G A SK ET FL A T R U BBER  ø 5 2 x4 1 x4  m m
immersed length 230 mm

 oval flange 96x58 mm - dist. between fast. holes 7  
 complete with gasket ø 52 mm  

    

OEM  EE002  OEM  AD036

<|

3 3 5 5 2 5 5
|>

H EA TING  EL EM EN T FO R T A N K 2 5 0 0 W  2 2 0 V
<| |>

immersed depth 190 mm
 fitting ø 1" (33 mm)  
 complete with gasket of rubber ø 40x33x5 mm  

    

OEM  EE001  

<|

3 3 5 5 2 5 7
|>

H EA TING  EL EM EN T 3 0 0 0 W  2 2 0 /3 8 0 V
<|

3 1 8 6 2 3 0
|>

G A SK ET FL A T R U BBER  ø 5 2 x4 1 x4  m m
immersed length 260 mm

 oval flange 96x58 mm - dist. between fast. holes 7  
 for warewashers  

    

OEM  EE003  OEM  AD036

<T1

OEM
T1>



Suitable for: Suitable for:

<T2

Indicator lights
T2>

<|

3 2 2 1 1 2 7
|>

O RA N G E LA M P  R EC EP TA C L E
<|

3 2 2 1 0 9 7
|>

IN D IC A TO R  LIG HT  2 2 0 V
head 14x14 mm - hole ø 11 mm head ø 8 mm - 120°C

  RED-ORANGE light

    

OEM  EL002  OEM  EL003

<T2

Inlet hoses
T2>

<|

3 4 4 9 0 7 2
|>

IN L ET H O SE EL BO W  ø 3 /4 " FF 2 0 0 0  m m
<| |>

EPDM hose covered in nylon braiding ø 10x14 mm
 brass fittings 3/4"F  
 max temperature 90°C  
 max pressure 10 bar  

    

OEM  DI037  

<T2

Ironmongery (screws, nuts, washers)
T2>

<|

9 7 4 2 0 0 7
|>

FEA T HER  K EY ST . ST EEL  C 4 0  5 x5 x2 0  m m
<|

9 7 4 2 0 0 5
|>

FEA T HER  S TEEL  C 4 0  8 x7 x3 0  m m
UNI 6604/A - DIN 6685/A UNI 6604/A - DIN 6685/A

    

OEM  MD048  OEM  MD041

<|

3 5 2 8 0 1 7
|>

H EXA G O NA L  N UT  M 1 2  S H OR T
<| |>

stainless steel - UNI 5589 - DIN 936 - 4035

    

OEM  MA052  

<T1

OEM
T1>



Suitable for: Suitable for:

<T2

Knobs
T2>

<|

3 2 4 1 3 3 8
|>

K NO B BL A C K  ø 4 2  m m
<| |>

D-shaped hole 6x4.6 mm
 flat part up  

    

OEM  AC062  

<T2

Pressure switches
T2>

<|

3 3 2 0 0 2 7
|>

P R ESS UR E S W IT C H  1  L EV EL
<|

3 3 2 0 0 6 3
|>

P R ESS UR E S W IT C H  1  L EV EL
calibration 46/30 mbar calibration 110/70 mbar

 250V 16A  250V 16A
 max operating temperature 85°C  max operating temperature 85°C

    

OEM  EI001  OEM  EI002

<T2

Relays
T2>

<|

3 3 5 1 1 5 4
|>

BA S E OC T A L ES 8  1 0 A  40 0 V
<|

3 3 5 1 0 0 7
|>

P OW E R R EL A Y FIN D ER  5 5 .3 2 .8 .2 3 0 .0 0 40
8 poles 230V 50/60Hz

  2 exchange contacts 10A
  with to test push-button + mechanic gauge

    

OEM  EC027  OEM  EN016

<|

3 3 5 1 0 2 1
|>

P OW E R R EL A Y FIN D ER  6 2 .8 2 .8 .2 3 0 .0 0 00
<|

3 3 5 1 6 0 2
|>

P OW E R R EL A Y FIN D ER  6 5 .3 1 .8 .2 3 0 .0 3 00
230V 50/60Hz 230V 50/60Hz

 2 exchange contacts 16A  1 contact NO 30A

    

OEM  EN125  OEM  EN069

<T1

OEM
T1>



Suitable for: Suitable for:

<T2

Rinse aid pumps and accessories
T2>

<|

3 0 9 0 0 3 9
|>

C O IL  2 2 0 /2 4 0 V 5 0 H z
<| |>

    

OEM  

<T2

Switches
T2>

<|

3 3 1 9 2 5 2
|>

BIPO L A R S W IT C H  BL A C K 1 6 A  2 5 0 V
<| |>

16(4)A 250V - max. temperature 120°C
 mounting hole 22x30 mm  

    

OEM  EF024  

<T2

Terminal blocks
T2>

<|

3 2 4 7 0 1 6
|>

T ERM INA L  BL OC K 3 -P OL ES FV 2 7 3  4 0A  4 5 0 V
<| |>

for cable max 6 mm²
 operating temperature 150°C  
 nominal voltage 450 V  

    

OEM  EP106 OEM  EP135  

<T2

Thermostats
T2>

<|

3 4 4 4 0 0 4
|>

T HER M O ST AT  SIN GL E-P HA S E TR 2  0 -90 °C
<| |>

D-shaped pin ø 6x4.6 mm
 capillary length 1500 mm - 15A 250V  
 bulb ø 6.5x95 mm  

    

OEM  ED001  

<T1

OEM
T1>



Suitable for: Suitable for:

<T2

Washing baskets and accessories
T2>

<|

3 0 5 5 0 7 8
|>

C U TL ER Y INS ER T R A C K  13 0 x5 5 x10 0  m m
<|

3 0 5 5 2 1 9
|>

G LA S S R A C K  ø 3 5 0 x1 4 0  m m
with 2 compartments in moplen in plastic covered wire

  bottom ring ø 280 mm

    

OEM  AB014  OEM  AB013

<|

3 0 5 5 0 8 3
|>

S UP P OR T  FOR  R OT A TING  R A C K  ø 2 9 2  m m
<| |>

height 65 mm
 for basket with ø smaller than 280 mm  

    

OEM  AB001  

<T1

OEM
T1>



The data herewith contained may change without notice and LF SpA cannot be 

held responsible for possible errors stated or resulting by the use of this document.

All rights reserved. No part of this publication may be reproduced without written 

permission by LF SpA.
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